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Abstract. We investigate two optimization problems on area-propor-
tional rectangle contact representations for layered, embedded planar
graphs. The vertices are represented as interior-disjoint unit-height rect-
angles of prescribed widths, grouped in one row per layer, and each edge
is ideally realized as a rectangle contact of positive length. Such rectangle
contact representations find applications in semantic word or tag cloud
visualizations, where a collection of words is displayed such that pairs
of semantically related words are close to each other. In this paper, we
want to maximize the number of realized rectangle contacts or minimize
the overall area of the rectangle contact representation, while avoiding
any false adjacencies. We present a network flow model for area mini-
mization, a linear-time algorithm for contact maximization of two-layer
graphs, and an ILP model for maximizing contacts of k-layer graphs.

Keywords: contact graphs · layered planar graphs · semantic word
clouds

1 Introduction

Contact representations of planar graphs are a well-studied topic in graph theory,
graph drawing, and computational geometry [7, 8, 10]. Vertices are represented
by geometric objects, e.g., disks or polygons, and two objects touch if and only
if they are connected by an edge. They find many applications, for instance in
VLSI design [18], cartograms [13], or semantic word clouds [1, 17].

Word or tag clouds are popular visualizations that summarize textual infor-
mation in an aesthetically pleasing way. They show the main themes of a text by
displaying the most important keywords obtained from text analysis and scale
the word size to their frequency in the text. Word clouds became widespread
after the first automated generation tool “Wordle” was published in 2009 [14].

Word clouds with their different font sizes and words packed without semantic
context, such as the one shown in Fig. 1, have also received some criticism
as their audience sometimes fails at understanding the underlying data (while
enjoying their playful nature) [9]. For example, neighboring words that are not
semantically related can be misleading (see marked words in Fig. 1). As a way
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Fig. 1. Word cloud generated from the apnews.com frontpage by worditout.com on the
day of the certification of Joe Biden’s victory in the 2020 US elections.

to improve readability, semantic word clouds have been introduced [1, 6, 17]. In
semantic word clouds, an underlying edge-weighted graph indicates the semantic
relatedness of two words, whose positions are chosen such that semantically
related words are next to each other while unrelated words are kept far apart.

Classic word clouds are often generated using forced-based approaches, along-
side with a spiral placement heuristic [14–16] that allows for a very compact final
layout. This method is powerful even when the rough position of a word is dic-
tated by an underlying map [4, 12]. Semantic word clouds on the other hand
have been approached with many different techniques, e.g., force directed [6],
seam-carving [17], and multidimensional scaling [2]. The problem has also been
studied from a theoretical point of view, where an edge of the semantic word
graph is realized if the bounding boxes of two related words properly touch; the
realized edge weight is gained as profit. Then the semantic word cloud prob-
lem can be phrased as the optimization problem to maximize the total profit.
Barth et al. [1] and later Bekos et al. [3] gave several hardness and approxi-
mation results for this problem (and some variations) on certain graph classes.
The underlying geometric problem also has links to more general contact graph
representation problems, like rectangular layouts [5] or cartograms [11].

In most of the literature about layered graphs, vertices are assigned to rows
without a predefined left-to-right order, yet this has interesting properties in the
context of word clouds. For instance, layered rectangle contact representations
are compact, assuming a good assignment they have an even distribution of
words and our eye naturally understands words grouped in rows or tables. In
this paper we study row-based contact graphs of unit-height but arbitrary-width
rectangles, which may represent the bounding boxes of words with fixed font size.

Problem description. As input we take a layered graph G = (V,E) on L layers,
with an arbitrary number of vertices per layer. Each vertex vi,j ∈ V is indexed
by its layer i ∈ [0, L− 1] and its position j within the layer: vi,j is the jth vertex
on the ith layer. The edge set E consists of edges connecting each vertex vi,j to
its neighbors vi,j−1 and vi,j+1 on the same row (if they exist), and connections
between adjacent rows form an internally triangulated graph. We associate each
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Fig. 2. Partial drawing of a graph G, along with a representation R of the visible
vertices of G. Red edges are not realized, due to the gray gap in R.

vertex with an axis-aligned unit-height rectangle Ri,j with width wi,j , and y-
coordinate i. We want to compute its x-position xi,j given by the x-coordinate
of its bottom left corner such that the rectangles do not overlap except on their
boundaries (see Fig. 2). Leaving whitespace between two rectangles on the same
layer is allowed and forms a gap. Such a layout R is called a representation of
G. An edge (u, v) ∈ E is realized in a representation R if rectangles Ru and
Rv, representing vertices u and v, intersect along their boundaries for a positive
length ε > 0, which we denote by (Ru, Rv) ∈ R. If Ru and Rv are horizontally
adjacent we call the contact a horizontal contact.

Otherwise, the intersection is located along a horizontal boundary if Ru and
Rv are on adjacent layers; these are called vertical contacts. Contacts between
rectangles whose vertices are not adjacent in G are false adjacencies. Such adja-
cencies can mislead a user to infer a link between unrelated words, invalidating
the representation. Within this model we study two problem variations, area
minimization and contact maximization.

For the area minimization problem the goal is to produce a representation R
that minimizes the total width of the gaps in R. The contact maximization
problem asks to maximize the number of adjacencies realized in R, as specified
by edge set E. For both optimization criteria, false adjacencies are forbidden:
otherwise a trivial gap-less representation would always be a solution to the area
minimization problem and in the case of contact maximization, false adjacencies
may reduce the number of lost contacts with respect to a valid optimal solution
as Fig. 3 shows. We say a representation is valid if it has no false adjacencies.

Fig. 3. Allowing false adjacencies (red) could reduce lost adjacencies (blue).
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2 Area minimization

To solve the area minimization problem, we construct a flow network N = (G′ =
(V ′, E′); l; c; b; cost) for a given vertex-weighted layered graph G = (V,E), with
edge capacity lower bound l : E′ → R+

0 , edge capacity c : E′ → R+
0 , vertex

production/consumption b : V ′ → R and cost function cost : E′ → R+
0 . Each

unit of cost will represent a unit length gap and each unit of flow on an edge
will represent a unit length contact. To build the network we create two vertices
va and vb for each rectangle, that respectively receive the flow from the lower
layer and output flow to the upper layer, and one for each potential gap, located
between each sequential pair of rectangles in the same layer. Every edge e that
ends on a gap vertex has cost(e) = 1. We also add an edge e between va and vb

for each Ri,j with l(e) = c(e) = wi,j and no cost to ensure that rectangle nodes
receive exactly as much flow as they are wide.

The intuition behind the network is that it represents a stack of layers con-
sisting of rectangles and gaps, with a maximum width of wmax · K, K being
the maximum number of rectangles per layer, and wmax the width of the widest
rectangle. To facilitate this flow on all layers, there are buffer vertices on both
sides of each layer. Each rectangle is as wide as the amount of flow its vertices
va and vb receive, and has contacts with its upper and lower neighbors as wide
as the flow on the edges representing these contacts. Every vertex has edges to
the layer above as far as its rectangle is allowed to have contacts: a rectangle
Ri,j that has only one upper neighbor, will have an edge to that neighbor, and
to the gaps on that neighbor’s right and left side. Any further edge would be to
another rectangle with which Ri,j should not share a contact, and such edges
would hence result in false adjacencies. We picture the stack bottom-up, mean-
ing that the flow comes in at the bottom layer and exits from the top layer. A
gap block gi,j will reach as far left and right as its left and right neighbors in the
same row: if rectangle Ri,j lies directly left of gi,j , then the furthest left upward
neighbor of Ri,j is the furthest left upward neighbor of gi,j . If gi,j could reach
even further, then it would essentially push Ri,j into a false adjacency. The exact
construction is detailed in Appendix A and sketched in Fig. 4.

Theorem 1. Given a graph G = (V,E), the cost of a minimum-cost flow f in
N equals the minimum total gap length of any valid representation of G. An
area-minimal representation of G is constructed from f in polynomial time.

Proof. Given any graph G = (V,E), the associated network N has production
equal to its consumption

∑
v∈V ′ b(v) = b(s) + b(t) = 0. The source produces

b(s) = wmax · K flow, which is available to every vertex on layer 1 (except vb

vertices whose incoming neighbor is va on the same layer). Any vertex va1,j must

receive w1,j units of flow, as its only edge towards vb1,j has capacity constraint
c = l = w1,j . Because w1,j ≤ wmax and since there are at most K vertices va1,j
on layer 1, the capacities can be satisfied. Any edge in E′ goes from layer i to
i + 1, except for (vai,j , v

b
i,j), but the exact amount of flow that comes from layer

i − 1 into vai,j will go through vbi,j to layer i + 1. Hence for the same reason as
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Fig. 4. Parts of a flow network: outgoing edges from the source (orange), a rectangle
(green) and a gap (blue); red buffer rectangles; gray edges have cost 1.

in layer 1, there is enough flow to satisfy the edge capacity constraints, while
excess flow is routed through (0-cost) buffers or (1-cost) gaps.

Since in this network only flow that goes into a gap vertex has a (non-zero)
cost, flow into gap vertices, and therefore also the total gap width, is minimized.
The minimum cost procedure finds this optimal flow f .

We construct a minimum-area representation R by placing rectangles row by
row: we leave buffers and gaps equal to the flow routed through the corresponding
vertices, and align all rows on the left. The total width of each row, including
buffers and gaps, is wmax ·K. Since the flow through each rectangle is constant,
the area of the buffers is maximized, to minimize the area occupied by gaps. ut

While this method minimizes the area occupied by the drawing it will not
always lead to the representation with the minimum bounding box. To minimize
the size of the bounding box, we propose to limit the amount of flow outgoing
from the source node and incoming into the sink node. If the chosen bound is
too small then the flow network will not be realizable. We can thus perform a
binary search between the width of the longest layer Wmax as a lower bound and
wmax · K as an upper bound. Assuming input widths have integer values, this
method would add a O(log(wmax ·K −Wmax)) factor to the flow runtime.

3 Maximization of realized contacts

In this section we propose algorithms that maximize the number of realized
contacts. We start with a linear-time algorithm for L = 2, followed by an integer
linear programming model for L > 2. The complexity for L > 2 remains open.

3.1 Linear-time algorithm for L = 2

In this section we describe an algorithm A for the case where the input has
2 layers. On a 2-layer graph, a vertex either has one neighbor in the adjacent
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layer, or more than one. If a vertex has one neighbor we call it a T-vertex and
if there are more neighbors, it is called a fan. A block is a maximal sequence of
consecutive rectangles in a layer i, for which each horizontal contact is realized.
A block from the jth until the lth vertex of row i is the sequence (Ri,j , . . . , Ri,l),
where for each k ∈ [j, l − 1] holds that (Ri,k, Ri,k+1) ∈ R.

In a given 2-layer graph, there will always be a layer that starts on a fan,
while the opposite layer starts on a T-vertex. Assume without loss of generality
that R0,0 is a fan, otherwise swap the two rows for the duration of the algorithm.
Algorithm A starts by placing R0,0, followed by all its neighbors on the adjacent
layer, from left to right, ending with R1,j . Rectangle R1,j is again a fan, and
the process of placing all opposite-row neighbors, left to right, is repeated for
R1,j and every consecutive fan, as they are encountered. We call this placement
ordering ≺.

When we add a rectangle Ri (fan or T-vertex), we always first attempt to add
it next to its horizontal predecessor, if possible (no false adjacency). Though, if
the horizontal predecessor is too far left, we place Ri in the leftmost allowed
position. Let R0 be the first rectangle in ≺, which is placed on position x0 by A.
AlgorithmA then proceeds by adding R1, representing a T-vertex in the opposite
row. Rectangle R1, with width w1, is placed leftmost, on coordinate x0 + ε−w1.
We then proceed to add all rectangles corresponding to other T-vertices of R0

one by one, such that all horizontal contacts are realized. Once a T-vertex Ri

cannot reach R0, we store the amount of contacts currently realized by R0 as
well as its position x0, and slide R0 rightward, to the leftmost position x′0 that
allows a contact of ε with Ri. Note that, since we placed R1 in the leftmost
position that allowed a contact of width ε with R0, we lose at least one contact
by moving R0 rightward. If placing R0 at x′0 ties the amount of contacts of x0,
then we set x0 := x′0. If x′0 is strictly worse, then the representation is reset to
having R0 at x0. From that point on, every time we add a new rectangle, we
attempt this shift of the fan and update the position when we find a tie or when
we realize more contacts. We repeat this operation for each rectangle, following
the order ≺, always shifting the last encountered fan.

However, once we consider a fan Rf that is not R0, any sliding operation
will be attempted on the block containing Rf , rather than just Rf . As before,
we always shift the block to the leftmost position that realizes the contact be-
tween Rf and the newly placed rectangle. We remember position xf that realizes
most contacts, and favor the newest position on a tie. In case moving the block
containing Rf leads to strictly less contacts, we also try to move only Rf in-
stead. This starts a new block containing just Rf . Below we sketch the proof for
Theorem 2, the complete proof can be found in Appendix B.

Theorem 2. Algorithm A computes a contact maximal valid representation
with contacts of length at least ε for a given 2-layer graph G in linear time.

Proof (Sketch). We show that during algorithm A, the invariant holds that a
representation of the first n rectangles in ≺ maximizes the number of contacts.

We assume that the invariant holds after A placed n−1 rectangles, such that
the current representation R∗ is a contact maximal representation of the first
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RnRl

Rf

RnRl

Rf

RnRl

Rf

RnRl

(a)

(b) 37

37

Fig. 5. Two configurations where Rl is necessarily a fan (blue) or a T-vertex (yellow).
(a) If Rn can achieve only a vertical contact, Rf is a fan. (b) If Rn can achieve only
a horizontal contact and is a fan, Rf is a T-vertex.

n − 1 rectangles in ≺, and realizes k contacts. Algorithm A now adds the next
rectangle Rn. We show that the new representation is contact maximal.

We first prove that the maximum number of contacts that the new represen-
tation can realize is k + 2, since Rn can achieve at most one vertical and one
horizontal contact. If these contacts happen naturally, when placing Rn leftmost,
then the invariant trivially holds. We therefore prove via a case distinction that
in all other cases k+ 1 adjacencies are optimal. We distinguish between the con-
tact that is achieved by Rn, either vertical or horizontal. A sole vertical contact
with fan (necessarily, forced by the placement ordering) Rf is achieved only if
the horizontal predecessor Rl of Rn is a fan, as shown in Fig. 5a. If Rn is a
T-vertex, a single horizontal contact can arise only if Rf is not moved to Rn,
as can be seen in Fig. 6. However, when Rn is a fan, this requires Rl to be a
T-vertex, see Fig. 5b. The invariant will therefore still be true after A added all
rectangles, producing a contact maximal representation.

Algorithm A considers each rectangle either once, or its degree many times,
when a fan is shifted. As the input graph G is planar, A runs in linear time. ut

3.2 ILP

To solve the contact maximization problem on L > 2 layers we propose an
ILP formulation, which intuitively works as follows. We create a binary contact

Rf

Rn

Rf

RnRl

Rl

Rf

RnRl

Rf

RnRl

Rf

RnRl

Rf

RnRl

(a)

(b)

(c)
37

37

3 7

Fig. 6. Three configurations where T-vertex Rn does not realize vertical contacts with
Rf initially. We move Rf and either (a) reset if the number of contacts is strictly
worse, or save when we find (b) a tie, or (c) an increase in contacts.
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variable c(e) for each edge e in the input graph. If a contact is not realized, we
set c(e) = 1 to satisfy the position constraints, otherwise we can set c(e) = 0.
To handle false adjacencies we add for each rectangle a constraint on the first
false contact that happens from the right and left on the row above, if they
exist. We use hard constraints on the rectangle coordinates to prevent the false
adjacencies. The objective is to minimize the sum over all contact variables,
under all these constraints, to maximize the number of realized contacts in a
solution. Additional details can be found in Appendix C.

minimize
∑

(v,v′)∈E

c(v, v′) (1)

The following inequalities ensure that there is no overlap between rectangles
on the same layer (2), and check whether the horizontal contact is realized (3).

xi,j + wi,j ≤ xi,j+1 ∀(vi,j , vi,j+1) ∈ E (2)

xi,j+1 ≤ xi,j + wi,j + c(vi,j , vi,j+1)M ∀(vi,j , vi,j+1) ∈ E (3)

The next inequalities verify that the contacts between rectangle Ri,j and all
of its neighbors on layer i + 1 are realized.

xi+1,j′ ≤ xi,j + wi,j − ε + c(vi,j , vi+1,j′)M ∀e(vi,j , vi+1,j′) ∈ E (4)

xi,j ≤ xi+1,j′ + wi+1,j′ − ε + c(vi,j , vi+1,j′)M ∀e(vi,j , vi+1,j′) ∈ E (5)

Finally, we model false adjacencies using pairs (vi,j , vi+1,j′) stored in sets FL

(resp. FR) that indicate the index of the first block in row i+1 that is left (resp.
right) of a neighbor of Ri,j , but is not itself a neighbor of Ri,j .

xi+1,j′ + wi+1,j′ ≤ xi,j ∀(vi,j , vi+1,j′) ∈ FL (6)

xi,j + wi,j ≤ xi+1,j′ ∀(vi,j , vi+1,j′) ∈ FR (7)
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Y., Pupyrev, S., Squarcella, C., Ueckerdt, T., Wolff, A.: Semantic word cloud rep-
resentations: Hardness and approximation algorithms. In: Pardo, A., Viola, A.
(eds.) Theoretical Informatics (LATIN’14). LNCS, vol. 8392, pp. 514–525. Springer
(2014). https://doi.org/10.1007/978-3-642-54423-1_45

2. Barth, L., Kobourov, S.G., Pupyrev, S.: Experimental comparison of seman-
tic word clouds. In: Gudmundsson, J., Katajainen, J. (eds.) Experimental Al-
gorithms (SEA’14). pp. 247–258. LNCS, Springer (2014). https://doi.org/10.

1007/978-3-319-07959-2_21

3. Bekos, M.A., van Dijk, T.C., Fink, M., Kindermann, P., Kobourov, S., Pupyrev,
S., Spoerhase, J., Wolff, A.: Improved approximation algorithms for box contact
representations. Algorithmica 77(3), 902–920 (2017). https://doi.org/10.1007/
s00453-016-0121-3

https://doi.org/10.1007/978-3-642-54423-1_45
https://doi.org/10.1007/978-3-319-07959-2_21
https://doi.org/10.1007/978-3-319-07959-2_21
https://doi.org/10.1007/s00453-016-0121-3
https://doi.org/10.1007/s00453-016-0121-3


Layered Area-Proportional Rectangle Contact Representations 9

4. Buchin, K., Creemers, D., Lazzarotto, A., Speckmann, B., Wulms, J.: Geo word
clouds. In: IEEE Pacific Visualization (PacificVis’16). pp. 144–151 (2016). https:
//doi.org/10.1109/PACIFICVIS.2016.7465262

5. Buchsbaum, A.L., Gansner, E.R., Procopiuc, C.M., Venkatasubramanian, S.: Rect-
angular layouts and contact graphs. ACM Transactions on Algorithms 4(1), 8:1–
8:28 (2008). https://doi.org/10.1145/1328911.1328919

6. Cui, W., Wu, Y., Liu, S., Wei, F., Zhou, M.X., Qu, H.: Context preserving dynamic
word cloud visualization. In: IEEE Pacific Visualization (PacificVis’10). pp. 121–
128 (2010). https://doi.org/10.1109/PACIFICVIS.2010.5429600

7. Felsner, S.: Rectangle and square representations of planar graphs. In: Pach, J.
(ed.) Thirty Essays on Geometric Graph Theory, pp. 213–248. Springer (2013).
https://doi.org/10.1007/978-1-4614-0110-0_12

8. de Fraysseix, H., de Mendez, P.O., Rosenstiehl, P.: On triangle contact graphs.
Combinatorics, Probability and Computing 3, 233–246 (1994). https://doi.org/
10.1017/S0963548300001139

9. Hearst, M.A., Pedersen, E., Patil, L., Lee, E., Laskowski, P., Franconeri, S.: An
evaluation of semantically grouped word cloud designs. IEEE Transactions on Vi-
sualization and Computer Graphics 26(9), 2748–2761 (2020). https://doi.org/
10.1109/TVCG.2019.2904683

10. Koebe, P.: Kontaktprobleme der konformen Abbildung. Ber. Sächs. Akad. Wiss.
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A Flow construction

For each vi,j ∈ V we create two copies vai,j and vbi,j in V ′; for each pair vi,j , vi,j+1

we introduce a gap vertex gi,j , for each layer a left and right buffer vertex li and
ri and a global source and sink, s and t. All the vertices v have b(v) = 0 except
b(s) = wmax · K and b(t) = −wmax · K with wmax the width of the widest
rectangle and K the maximum number of rectangles per layer.

Unless stated otherwise, each edge e has c(e) =∞, l(e) = 0 and cost(e) = 0.
The rectangle-rectangle edges for two vertically adjacent vertices u and v are
from the ub vertex on layer i to the va vertex on layer i+1. For each vai,j , v

b
i,j pair

in G′ we add an edge ei,j from vai,j to vbi,j with c(ei,j) = wi,j and l(ei,j) = wi,j .
This ensures that a vertex must receive exactly as much flow as the width of the
rectangle it represents. We also add edges going in and out of the buffer vertices:
to minimize the gaps it is preferable for the outer rectangles to get missing flow
from the buffers on the outside or to route excess flow to these buffers.

Edges from rectangle vertices to gap vertices are defined as follows. For a
vertex vbi,j , we add an edge to all vertices va representing its neighbors in G on
layer i + 1, and we add edges to the gaps left and right of those neighbors. All
edges to gaps have cost = 1, to penalize the creation of gaps. Lastly we add edges
from gaps to other vertices. For a gap vertex gi,j we look at its left and right
neighbors vbi,j and vbi,j+1 respectively. We add edges from gi,j to all rectangles

and gaps that have an incoming edge from vbi,j and vbi,j+1, and assign cost = 0
for edges into rectangles, and cost = 1 for edges into gaps. We do not penalize
the outgoing flow of a gap, since we already count the incoming flow.

From this network we can easily deduce that the minimum cost flow corre-
sponds to the solution that minimizes total gap length: only gap vertices have a
cost, hence the flow avoids these vertices whenever possible. We can construct
the network and then solve the minimum flow problem in polynomial time. In
the obtained solution, the flow values found on each edge should represent the
length of the overlap between these elements, which allow us to construct the cor-
responding representation. However, in practice the relationship between units
of flow and contact length is not always direct. Indeed, consider a 4 vertex con-
figuration where a lies bottom left, b bottom right, c top left and d top right, and
both a and b have an edge to both c and d. Note that in such a case a and d, or
c and b, would be gaps. It is possible that a favors sending its flow to d and b to
c, which is impossible to represent as contacts in a configuration of rectangles.

Once the flow has been computed, we can locally swap the required flow
between the crossing edges to resolve those crossing patterns.

B Linear-time algorithm – Omitted proof

Theorem 2. Algorithm A computes a contact maximal valid representation
with contacts of length at least ε for a given 2-layer graph G in linear time.

Proof. We show that during the placement of rectangles by algorithm A, the
invariant holds that a representation computed for the first n rectangles in ≺
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achieves a maximum number of contacts. First observe that, we start by placing
R0 and R1, such that their only contact is realized. The invariant therefore holds
at the start.

Now assume that the invariant holds after A placed n − 1 rectangles, such
that the current representation R∗ is a contact maximal representation of the
first n − 1 rectangles in ≺, and realizes k contacts. Algorithm A now adds the
next rectangle Rn. We show that the new representation is contact maximal.

The maximum number of contacts that the new representation can realize
is k + 2, because rectangle Rn can achieve at most one vertical and one hor-
izontal contact. If there was a representation of the n rectangles that realized
k′ > k + 2 contacts, then removing Rn would leave k′ − 2 > k contacts, which
contradicts our assumption that R∗ is optimal. If Rn naturally realizes its ver-
tical and horizontal contacts, the representation realizes k+ 2 contacts. There is
no configuration where we cannot realize any contact when adding rectangle Rn

to R∗, since one of the rows extends further, and hence Rn either can achieve
its horizontal contact, or the opposing row extends at least ε and the verti-
cal contact can be realized. We therefore consider only the cases where adding
Rn results in a representation with k + 1 contacts. Throughout the rest of the
proof, we refer to the vertical fan neighbor of Rn, that has already been placed,
as Rf . Rf necessarily lies in the opposite layer. The only rectangles that will
be moved when placing Rn are the rectangles in the block containing Rf . Any
other rectangles and adjacencies are untouched. So it is sufficient to count the
adjcencies gained and lost by the block containing Rf and Rn to confirm that
the representation of n rectangles is optimal.

– If Rn realizes only its vertical contact with Rf , then rectangle Rl, neighboring
Rn on the left, is necessarily a fan (see Fig. 7a)). Assume for contradiction
that Rl is a T-vertex. This implies that Rf is Rl’s only allowed vertical
contact. Since Rn achieves contact with Rf and Rf is leftmost, Rl must also
be in contact with Rf . As a result the horizontal contact with Rl always
happens, contradicting our assumption that Rn has only a vertical contact.
As a consequence, Rl is a fan, and the position for a fan is the position that
maximizes contacts, favoring newer positions (or positions more to the right)
for ties. An alternative to R∗ with Rl in contact with Rf must therefore
achieve less than k contacts. Additionally, Rn cannot be slid left of Rf even
though there is a gap towards Rl, as the rectangles left of Rf are not part
in the neighborhood of Rn. Thus, sliding Rn further left would cause false
adjacencies. There is no contact maximal representation that preserves the
contact between Rl and Rn, and hence k + 1 contacts is maximal.

– If Rn realizes only its horizontal contact, then it fails the contact with Rf .
We distinguish between Rn being a fan or a T-vertex.
• If Rn is a T-vertex, then Rf is too far to the left, and the algorithm will

try to create representations where Rf is in the leftmost position that
realizes a contact with Rn: either by moving the block containing Rf , or
alternatively moving just Rf .

∗ If Rf remains in its original position, which does not achieve the
vertical contact with Rn, it means that the leftmost position of Rf ,
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Rf

RnRl
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RnRl
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RnRl

Rf

RnRl

(a)

(b) 37

37

Fig. 7. Two configurations where Rl is necessarily a fan (blue) or a T-vertex (yellow).
(a) If Rn can only achieve a vertical contact, Rf is a fan. (b) If Rn can only achieve
a horizontal contact and is a fan, Rf is a T-vertex.

that achieves the contact with Rn realizes strictly less contacts than
the original position of Rf in R∗. As a result, there is no contact
maximal representation that preserves the contact between Rf and
Rn, and thus k + 1 contacts is optimal (see Fig. 8a).

∗ When the block containing Rf is shifted to the right to create the
alternative representation that ties the number of contacts of R∗, at
most one vertical contact must have been lost, to gain the vertical
one. Otherwise, Rf can give up its horizontal contact to achieve the
same result (see Fig 8b). Thus, while Rn realises 2 contacts, Rf lost
one and the representation realizes k + 1 contact. This alternative
representation is optimal and used by A instead of the representation
where Rf is not moved rightward.

∗ If the block containing Rf does not lose contacts when shifted, then
the overall representation will gain the contact between Rn and Rf

contact. This configuration is optimal because it achieves k + 2 con-
tacts (see Fig. 8c).

• If Rn is a fan, then rectangle Rl, again neighboring Rn on the left, must
be a T-vertex, since Rf cannot be an empty fan (see Fig. 7b). Assume
for contradiction that Rl is a fan, then A would try to realize the vertical
contacts between Rf and the fans Rl and Rn on the other row. In this
case Rf would necessarily be an empty fan, and hence A will try to
sacrifice the contact with the left neighbor of Rf , to gain the vertical
contact between Rf and Rn. As there are no T-vertices for Rf to lose
contacts with, A will always find at least a tie between the configuration
that has the vertical contact between Rf and Rn, and R∗, and hence
prefer the new configuration. This contradicts our assumption that Rn

realizes only its horizontal contact, and hence Rl must be a T-vertex.
When Rn is added, an alternative representation is created with Rf

shifted to the leftmost position that realizes the contact with Rn. Since
this configuration is not chosen by A, the configuration realizes less than
k + 1 contacts, and therefore k + 1 contacts is optimal.

Thus, after adding Rn toR∗, algorithm A produces a representation that realizes
k + 2 contacts, if it is possible, and k + 1 otherwise, which is optimal. The
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Rf

Rn

Rf

RnRl

Rl

Rf

RnRl

Rf

RnRl

Rf

RnRl

Rf

RnRl
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(c)
37
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3 7

Fig. 8. Three configurations where T-vertex Rn does not realize vertical contacts with
Rf initially. We move Rf and either (a) reset if the number of contacts is strictly
worse, or save when we find (b) a tie, or (c) an increase in contacts.

invariant will therefore still be true after A added all rectangles, producing a
contact maximal representation of our input graph.

The algorithm considers each rectangle either only once, or as many times
as its degree when an alternative shifted representation is created. As the input
graph is planar, the algorithm runs in linear time. ut

As one may already have realized, in some cases, when looking at two sequen-
tial fans that are not in contact, two T-vertices will be in a point contact. This
happens when the T-vertices cannot overlap without creating a false adjacency,
as we show in see Fig 9.

C ILP model

In this section we present an integer linear programming formulation M , which
can be used to find optimal solutions to the contact maximization problem. In
this formulation, the constants are the width wi,j of each rectangle, the list E of
contacts, the minimal length ε of a contact and a large integer M for indicator
type constraints. Additionally, we have the lists FL and FR of false adjacen-
cies, defined as follows. Consider the rectangle representing vertex vi,j and its
neighbors N = {vi+1,k, . . . , vi+1,l} on the row above. For each such vertex vi,j ,
we store the pairs (vi,j , vi+1,k−1) ∈ FL and (vi,j , vi+1,l+1) ∈ FR, if vi+1,k−1 and
vi+1,l+1 exist. These pairs represent the false adjacencies of Ri,j with the right-
most rectangle left of N and the leftmost rectangle right of N , respectively. Note

Fig. 9. Edge case where the prefered position of the fan vertices (red and blue) causes
a point contact on fan vertices (orange and green)
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that preventing these two false adjacencies will prevent all false adjacencies of
Ri,j with rectangles in row i + 1, as long as the order of the rectangles in both
rows is correctly maintained.

The variables of the ILP are the following. We use xi,j as variables for the po-
sition of each rectangle, representing the bottom left corner of the rectangle, and
Boolean variables c(v, v′) which indicate that a contact is not realized between v
and v′. We start by stating the optimization function, which minimizes the sum
of all c variables. In practice, this means we maximize realized adjacencies.

minimize
∑

(v,v′)∈E

c(v, v′) (8)

The following inequalities ensure firstly, that there is no overlap between
rectangles on the same layer, and secondly, check whether the horizontal contact
is realized: if xi,j is too small, then c must be set to 1, and hence the represented
rectangle is too far left to have the contact naturally.

xi,j + wi,j ≤ xi,j+1 ∀(vi,j , vi,j+1) ∈ E (9)

xi,j+1 ≤ xi,j + wi,j + c(vi,j , vi,j+1)M ∀(vi,j , vi,j+1) ∈ E (10)

The next inequalities ensure that the contacts between rectangle Ri,j and all
of its neighbors on layer i+ 1 are realized, such that the left side of a neighbor is
left of the right side of Ri,j , or symmetrically, the right side of a neighbor is right
of the left side of Ri,j . Again, if we cannot satisfy the inequality with c = 0, then
it is set to 1, and since M is a large value, the inequalities are trivially satisfied.

xi+1,j′ ≤ xi,j + wi,j − ε + c(vi,j , vi+1,j′)M ∀e(vi,j , vi+1,j′) ∈ E (11)

xi,j ≤ xi+1,j′ + wi+1,j′ − ε + c(vi,j , vi+1,j′)M ∀e(vi,j , vi+1,j′) ∈ E (12)

Finally, we model false adjacencies using the pairs stored in FL and FR. For
a pair in FL, the rectangle Ri+1,j′ , with which Ri,j has a false adjacency, should
stay left of Ri,j . This forces the left side of Ri,j to be right of the right side of
Ri+1,j′ . Symmetrically, pairs in FR prevent false adjacencies when Ri+1,j′ is to
the right of Ri,j .

xi+1,j′ + wi+1,j′ ≤ xi,j ∀(vi,j , vi+1,j′) ∈ FL (13)

xi,j + wi,j ≤ xi+1,j′ ∀(vi,j , vi+1,j′) ∈ FR (14)

Theorem 3. Solving ILP model M optimally, results in an optimal solution for
the contact maximization problem.

Proof. First, we show that whenever a variable c is set to zero, then a contact is
realized. Let us assume that c = 0, then one of the following two cases applies.

– If c(vi,j , vi,j+1) = 0, then the horizontal contact between Ri,j and Ri,j+1 is
realized. Since xi+1,j ≤ xi,j +wi,j and xi,j +wi,j ≤ xi,j+1, then xi,j +wi,j =
xi,j+1. Thus the coordinate of the right side of Ri,j lies on the left side of
Ri,j+1, and there is a horizontal contact.
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– If c(vi,j , vi+1,j′) = 0, then the vertical contact between Ri,j and Ri+1,j′ is
realized. We have both xi+1,j′ ≤ xi,j + wi,j − ε which means that the left
side of Ri,j lies left of the right side of Ri+1,j′ and xi,j ≤ xi+1,j′ + wi+1,j′

which means that the right side of Ri,j lies right of the left side of Ri+1,j′ .

Finally, since we minimize the sum of the c values, as many as possible are
set to 0. Each c value set to zero corresponds to a realized adjacency, and thus
the number or contacts in the resulting representation is maximized. ut
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