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Abstract

We recently demonstrated the reduction of the unified continuum and variational multiscale formulation to a compu-
tationally efficient fluid-structure interaction (FSI) formulation via three sound modeling assumptions pertaining to
the vascular wall. Similar to the coupled momentum method introduced by Figueroa et al., the resulting semi-discrete
formulation yields a monolithically coupled FSI system posed in an Eulerian frame of reference with only a minor
modification of the fluid boundary integral. To achieve uniform second-order temporal accuracy and user-controlled
high-frequency algorithmic damping, we adopt the generalized-α method for uniform temporal discretization of the
entire coupled system. In conjunction with a fully consistent, segregated predictor multi-corrector algorithm preserv-
ing the block structure of the incompressible Navier-Stokes equations in the implicit solver’s associated linear system,
a three-level nested block preconditioner is adopted for improved representation of the Schur complement. In this
work, we apply our reduced unified continuum formulation to an appropriately prestressed patient-specific abdominal
aortic aneurysm and investigate the effects of varying spatial distributions of wall properties on hemodynamic and
vascular wall quantities of interest.

Keywords: Fluid-structure interaction, Reduced unified continuum model, Variational multiscale formulation,
Nested block preconditioner, Abdominal aortic aneurysm

1. Introduction

The unified continuum and variational multiscale
(VMS) formulation for fluid-structure interaction (FSI)
was recently developed using the Gibbs free energy as
the thermodynamic potential [1]. The resulting pres-
sure primitive variable formulation not only recovers
important continuum models including viscous fluids
and visco-hyperelatic solids, but is also well-behaved
in both compressible and incompressible regimes, in
contrast to conventional formulations based on the
Helmholtz free energy. Restricting our attention to vas-
cular FSI, we recently reduced this unified continuum
formulation in the arbitrary Lagrangian-Eulerian (ALE)
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description by adopting three modeling assumptions for
the vascular wall, namely the infinitesimal strain, thin-
walled, and membrane assumptions [2]. The resulting
FSI formulation, referred to as the reduced unified con-
tinuum (RUC) formulation, achieves convenient mono-
lithic coupling of the fluid and solid sub-problems in
an Eulerian frame through a modification of the fluid
boundary integral on the vessel wall. Despite its osten-
sible similarity to the semi-discrete formulation in the
coupled momentum method [3], our underlying deriva-
tion relies only on a conforming mesh rather than an
assumed fictitious body force in the solid sub-problem
to enable the fluid-solid coupling. Furthermore, uni-
form temporal discretization of the entire FSI system
is achieved via the generalized-α scheme, in which ve-
locity and pressure are concurrently collocated at the
intermediate time step for second-order temporal accu-
racy. This is in contrast to the dichotomous approach
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commonly adopted in the computational fluid dynamics
(CFD) and FSI communities, which we recently found
to yield only first-order temporal accuracy for pressure
[4]. Without loss of consistency, a segregated predic-
tor multi-corrector algorithm is designed to preserve the
same block structure as for the incompressible Navier-
Stokes equations in the implicit solver’s associated lin-
ear system. Exploiting this preserved block structure,
we then design a nested block preconditioner to attain
improved representation of the Schur complement and
thus robustness for cardiovascular simulations involving
contributions of widely varying orders of magnitude,
including convection, diffusion, vascular wall stiffness,
and coupled lumped parameter networks representing
upstream and/or downstream circulatory components.

Significant interest in the literature lies in using the
time-averaged wall shear stress (TAWSS) and oscilla-
tory shear index (OSI) and combinations thereof, such
as thrombus formation potential, as hemodynamic pre-
dictors of intraluminal thrombus formation and rupture
of abdominal aortic aneurysms (AAAs) [5, 6, 7, 8, 9,
10]. Nonetheless, few computational FSI studies can be
found for patient-specific AAAs, likely a consequence
of the paucity of spatially resolved patient-specific ma-
terial properties, as well as the large discrepancies in
material behavior reported by in vivo studies [11, 12]
and in vitro uniaxial [13, 14, 15, 16] and biaxial [17]
tensile testing. In this work, we adopt the RUC for-
mulation for a comparison of AAA hemodynamics us-
ing the maximum tangential modulus reported by Vorp
et al. from either uniaxial [14] or biaxial [17, 18] ten-
sile testing. Importantly, practical cardiovascular simu-
lations for clinical applications require additional mod-
eling techniques to address the nonzero stress state of
the vascular wall at imaging and the assignment of vari-
able wall properties. We therefore use a fixed-point it-
eration algorithm to determine the tissue prestress and a
centerline-based approach to assign the local wall thick-
ness.

2. Numerical formulation

In this section, we first present the governing equa-
tions for the FSI problem, beginning with the unified
formulation and arriving at the reduced semi-discrete
formulation via three assumptions for the vascular wall.
We subsequently outline novel aspects of our solution
strategy, including the temporal discretization, segre-
gated predictor multi-corrector algorithm, and nested
block preconditioner.

2.1. Strong-form FSI problem
We consider a domain Ω ⊂ R3, which admits a non-

overlapping subdivision Ω = Ω f ∪Ωs, ∅ = Ω f ∩ Ωs,
in which Ω f and Ωs represent the sub-domains occu-
pied by the fluid and solid materials, respectively. The
fluid-solid interface is a two-dimensional manifold de-
noted by ΓI with unit outward normal vectors nf and ns

relative to Ω f and Ωs, respectively, such that nf = −ns.
Under the isothermal condition, the governing equa-

tions for the solid material are posed in Ωs as follows,

0 =
dus

dt
− vs, (2.1)

0 = βs
θ(ps)

dps

dt
+ ∇ · vs, (2.2)

0 = ρs(ps)
dvs

dt
− ∇ · σs

dev + ∇ps − ρs(ps)bs, (2.3)

where us, vs, ps, ρs, and bs are, respectively, the solid
displacement, velocity, pressure, density, and the body
force per unit mass; βs

θ is the isothermal compressibility
coefficient; and σs

dev is the deviatoric part of the Cauchy
stress.

Assumption 1. The solid deformation is small enough
such that the infinitesimal strain theory is valid.

Under the above assumption, we do not distinguish be-
tween the reference and current frames, allowing the to-
tal and partial time derivatives in (2.1)-(2.3) to be used
interchangeably. Furthermore, βθ(ps) = 1/κs, where κs

is the solid bulk modulus, and (2.2) can be integrated to
yield ps = −κs∇ · us [19].

While the fluid sub-problem in an ALE formulation
is indeed posed on a moving domain that tracks the solid
deformation, Assumption 1 guarantees this geometry
adherence and renders mesh motion unnecessary. The
resulting FSI system thus has the same order of algorith-
mic complexity as that of CFD. Having eliminated mesh
motion, the governing equations for an incompressible
Newtonian fluid can be written in the Eulerian frame Ω f

as follows,

0 = ρ f ∂v f

∂t
+ ρ f v f · ∇v f − ∇ · σ f

dev + ∇p f − ρ f b f ,

0 = ∇ · v f ,

wherein v f , p f , ρ f , µ f , and b f are, respectively, the fluid
velocity, pressure, density, dynamic viscosity, and body
force per unit mass. σ f

dev and εdev are the deviatoric
parts of the Cauchy stress and rate-of-strain,

σ f
dev := 2µ fεdev(v f ),

εdev(v f ) :=
1
2

(
∇v f +

(
∇v f

)T
)
−

1
3
∇ · v f I.

2



The strong-form FSI problem can be completed with
the kinematic and dynamic coupling conditions enforc-
ing the continuity of velocity and traction on ΓI , respec-
tively,

v f = vs, σ f nf = −σsns.

2.2. Reduced semi-discrete FSI formulation
Let Ss

v denote the trial solution space for the solid
velocity; let Ss

u and Vs
u denote the trial solution and

test function spaces for the solid displacement; and
let Γs

h denote the Neumann part of the solid boundary
with traction hs prescribed. The semi-discrete solid
formulation can be stated as follows. Find ys

h(t) :={
vs

h(t),us
h(t)

}
∈ Ss

v × S
s
u such that ∀ws

h ∈ V
s
u,

Bs
k

(
ẏs

h, y
s
h

)
:=

dus
h

dt
− vs

h = 0,

Bs
m

(
ws

h; ẏs
h, y

s
h

)
:=

∫
Ωs

ws
h · ρ

s
(

dvs
h

dt
− bs

)
dΩ

+

∫
Ωs
ε(ws

h) : σs(us
h)dΩ −

∫
Γs

h

ws
h · h

sdΓ = 0.

Assumption 2. Ωs is thin in one direction and can thus
be parameterized by ΓI and a through-thickness coordi-
nate in the unit outward normal direction.

Given this thin-walled assumption, we can parameterize
x ∈ Ωs with χ ∈ ΓI in the following form,

x(ξ) = x(ξ, η, ζ) := χ(ξ, η) + ζhs(ξ, η)nf ,

where ξ and η are the in-plane parametric coordinates,
hs is the wall thickness, ζ ∈ (0, 1) is the through-
thickness parametric coordinate, and the unit outward
normal nf can be determined through the following re-
lations,

nf =
eξ × eη
‖eξ × eη‖

, eξ :=
∂χ

∂ξ
/

∥∥∥∥∥∂χ∂ξ
∥∥∥∥∥ , eη :=

∂χ

∂η
/

∥∥∥∥∥∂χ∂η
∥∥∥∥∥ .

For any fixed ζ, the surface defined by this parameteri-
zation of Ωs is a lamina, and the coordinate transforma-
tion from the global coordinates x to the local lamina
coordinates xl is then given by xl = Qx with the rota-
tion matrix

Q :=
[
el

1 el
2 el

3

]T
,

el
1 :=

√
2

2

(
eα − eβ

)
, el

2 :=

√
2

2

(
eα + eβ

)
, el

3 := nf ,

eα :=
1
2

(
eξ + eη

)
/

∥∥∥∥∥1
2

(
eξ + eη

)∥∥∥∥∥ , eβ :=
el

3 × eα
‖el

3 × eα‖
.

The parameterization yields the following transforma-
tion of the volume element

dΩ := hsnf ·

(
∂χ

∂ξ
×
∂χ

∂η

)
dξdηdζ = hsdΓdζ,

and consequently the following simplification of the
volume integral over Ωs,

∫
Ωs

(·) dΩ =

∫
ΓI

hs
∫ 1

0
(·) dζdΓ. (2.4)

Assumption 3. The displacement us is a function of
the in-plane parametric coordinates (ξ, η) only, and the
transverse normal stress σs

33 is zero in the el
3 direction

of the lamina system.

Cardiac pulse wavelengths are at least three orders of
magnitude larger than arterial diameters, causing ves-
sels to respond to transverse loading primarily with in-
plane stresses. Out-of-plane rotations and their corre-
sponding bending deformations are thus neglected un-
der this membrane assumption, thereby minimizing the
number of degrees of freedom and further facilitating
convenient fluid-solid coupling. In addition, the trans-
verse normal stress is assumed to vanish in order to
avoid thickness locking [20]. Assumption 3 enables
evaluation of (·) in (2.4) at ζ = 0, thereby reducing the
volume integral over Ωs to a surface integral over ΓI ,

∫
Ωs

(·) dΩ ≈

∫
ΓI

hs (·) |ζ=0dΓ.

Considering an isotropic linear elastic solid material,
the solid constitutive relation, expressed in the lamina
coordinate system to enforce the zero transverse normal
stress condition, is as follows,

σs,l = σs,l
dev − psI = Cs,lε l(us,l),

Cs,l := 2µs(xl)I + λs(xl)I ⊗ I,

where σs,l and ε l(us,l) are respectively the Cauchy stress
and infinitesimal strain in the lamina coordinate system,
I is the second-order identity tensor, I is the fourth-order
symmetric identity tensor, and µs and λs are the Lamé
parameters related to the bulk modulus in the form κs :=

3



2µs/3 + λs. In Voigt notation,

σs,l =
[
σs,l

11, σ
s,l
22, σ

s,l
12, σ

s,l
23, σ

s,l
31

]T
,

ε l(us,l) =
[
ε l

11, ε
l
22, 2ε

l
12, 2ε

l
23, 2ε

l
31

]T

=
[
us,l

1,1, u
s,l
2,2, u

s,l
1,2 + us,l

2,1, u
s,l
3,2, u

s,l
3,1

]T
,

Cs,l =
E

(1 − ν2)



1 ν

ν 1
1 − ν

2
κ

(1 − ν)
2

κ
(1 − ν)

2


,

where E is the Young’s modulus, ν is the Poisson’s ra-
tio, and κ = 5/6 is the shear correction factor [21]. We
note the addition of transverse shear modes to enhance
the linear membrane under transverse loads in three-
dimensional structures. The Cauchy stress in the lamina
coordinate system is then rotated to the global coordi-
nate system by

σs = QTσs,lQ.

The semi-discrete fluid formulation is constructed
with the residual-based VMS formulation. Let S f

v and
S

f
p denote the trial solution spaces for the fluid veloc-

ity and pressure; let V f
v and V f

p be their correspond-
ing test function spaces; and let Γ

f
h denote the Neu-

mann part of the fluid boundary with traction h f pre-
scribed. We can then state the weak form problem as
follows. Find y f

h (t) :=
{
v f

h (t), p f
h (t)

}
∈ S

f
v × S

f
p such that

∀
{
w f

h , q
f
h

}
∈ V

f
v ×V

f
p,

B f
m

(
w f

h ; ẏ f
h , y

f
h

)
:=

∫
Ω f

w f
h · ρ

f

∂v f
h

∂t
+ v f

h · ∇v f
h − b f

 dΩ

−

∫
Ω f
∇ · w f

h p f
hdΩ +

∫
Ω f

2µ fε(w f
h ) : ε(v f

h )dΩ

−

∫
Ω f ′
∇w f

h :
(
ρ f v′ ⊗ v f

h

)
dΩ +

∫
Ω f ′
∇v f

h :
(
ρ f w f

h ⊗ v′
)

dΩ

−

∫
Ω f ′
∇w f

h :
(
ρ f v′ ⊗ v′

)
dΩ −

∫
Ω f ′
∇ · w f

h p′dΩ

−

∫
Γ

f
h

w f
h · h

f dΓ −

∫
Γ

f
h

ρ fβ
(
v f

h · n
f
)
−

w f
h · v

f
hdΓ = 0,

B f
c

(
q f

h ; ẏ f
h , y

f
h

)
:=

∫
Ω f

q f
h∇ · v

f
hdΩ −

∫
Ω f ′
∇q f

h · v
′dΩ = 0,

v′ := −τM

ρ f ∂v f
h

∂t
+ ρ f v f

h · ∇v f
h + ∇p f

h − µ
f ∆v f

h − ρ
f b f

 ,

p′ := −τC∇ · v
f
h ,

wherein

τM :=
1
ρ f

 CT

∆t2 + v f
h · Gv f

h + CI

(
µ f

ρ f

)2

G : G
−

1
2

,

τC :=
1

τMtrG
,

Gi j :=
3∑

k=1

∂yk

∂xi
Mkl

∂yl

∂x j
, M = [Mkl] =

3
√

2
2

2 1 1
1 2 1
1 1 2

 ,
G : G :=

3∑
i, j=1

Gi jGi j, trG :=
3∑

i=1

Gii,

(
v f

h · n
f
)
−

:=
v f

h · n
f − |v f

h · n
f |

2
.

Here, y = {yi}
3
i=1 are natural coordinates in the parent

domain, and CI and CT are taken to be 36 and 4 in
this study. M is introduced to yield node-numbering-
invariant definitions of τM and τC for simplex elements
[22]. The final term in B f

m is an additional convective
traction shown to be robust in overcoming backflow di-
vergence [23, 24], a well-known issue in cardiovascular
simulations. It can be shown that taking β = 1.0 guaran-
tees energy stability for the numerical scheme adopted
here. In this work, β is fixed to be 0.2 to minimize its
impact on the flow field and to improve robustness at
larger time steps.

Discretization of the entire domain Ω by a single
mesh with continuous basis functions across the fluid-
solid interface ΓI immediately guarantees satisfaction of
the kinematic coupling condition v f = vs in the semi-
discrete formulation. The implied relation w f

h = ws
h on

ΓI also yields weak satisfaction of the traction coupling
condition, that is

0 =

∫
ΓI

w f
h ·

(
σ f nf + σsns

)
dΓ.

With this mesh choice, the momentum balances over Ω f

and Ωs can then be combined into a single momentum
balance over Ω,

Bs
m

(
ws

h; ẏs
h, y

s
h

)
+ B f

m

(
w f

h ; ẏ f
h , y

f
h

)
= 0.

Having applied the outlined assumptions to collapse
the three-dimensional elastodynamic problem in Ωs to
a two-dimensional problem posed on ΓI , we can now
present the reduced semi-discrete FSI formulation. Let
uw

h be the membrane displacement on ΓI . Using the

4



kinematic coupling condition, continuity of test func-
tions on ΓI , and the transformation of volume integrals
over Ωs, we can rewrite the kinematic equation in Ωs as

Bk (ẏh, yh) :=
duw

h

dt
− v f

h = 0, on ΓI .

and the momentum balance over Ωs as

Bw
m

(
w f

h ; ẏh, yh

)
:=

∫
ΓI

w f
h · ρ

shs

dv f
h

dt
− bs

 dΓ

+

∫
ΓI

hsε(w f
h ) : σs(uw

h )dΓ −

∫
∂ΓI∩Γh

s

hsw f
h · h

sdΓ,

where ∂ΓI ∩ Γh
s constitutes the Neumann partition of

the boundary of ΓI . Finally, let Sw
u be the trial solution

space for the membrane displacement on ΓI . Our RUC
formulation posed only in Ω f is then stated as follows.
Find yh(t) :=

{
uw

h (t), v f
h (t), p f

h (t)
}
∈ Sw

u × S
f
v × S

f
p such

that

Bk (ẏh, yh) = 0,

Bm

(
w f

h ; ẏh, yh

)
:= Bw

m

(
w f

h ; ẏh, yh

)
+ B f

m

(
w f

h ; ẏ f
h , y

f
h

)
= 0,

Bc

(
q f

h ; ẏh, yh

)
:= B f

c

(
q f

h ; ẏ f
h , y

f
h

)
= 0,

∀
{
w f

h , q
f
h

}
∈ V

f
v ×V

f
p.

2.3. Solution strategy
The generalized-α method is applied for temporal

discretization of the semi-discrete FSI formulation de-
rived in Section 2.2, in which both velocity and pressure
are collocated at the intermediate time step to achieve
uniform second-order temporal accuracy [4]. Without
loss of consistency, the fully discrete scheme is solved
with a segregated predictor multi-corrector algorithm
preserving the two-by-two block structure of the in-
compressible Navier-Stokes equations in the implicit
solver’s associated linear system. In particular, only the
upper left block matrix associated with the momentum
equations and velocity degrees of freedom is modified
to include a wall contribution. Block preconditioning of
a monolithically coupled FSI system is therefore made
possible, and the membrane displacement is simply up-
dated algebraically in each nonlinear iteration. For im-
proved representation of the Schur complement, we ap-
ply the nested block preconditioner [25] that algorith-
mically defines the action of the Schur complement on
a vector in a matrix-free fashion. We have demonstrated
enhanced robustness and scalability of our block pre-
conditioner as compared to alternative preconditioners
in applications spanning hyperelasticity, viscous fluids,
and FSI [19].

2.4. Tissue prestressing
The semi-discrete FSI formulation above assumes the

in vivo vascular wall configuration at imaging to be
stress-free, yet an internal stress state, termed the pre-
stress, must exist to balance the in vivo blood pressure
and viscous traction. In contrast to approaches that seek
to determine a stress-free configuration [26, 27], we in-
stead generate the prestress σ0 via a fixed-point algo-
rithm similar to the one proposed for an ALE formu-
lation [28], in which we consider the following varia-
tional problem for the vascular wall. Given the body
force per unit mass bs, boundary traction hs, and fluid
boundary traction h f , find uw

h ∈ S
w
u and vw

h ∈ S
w
v , such

that ∀w f
h ∈ V

f
v ,

0 =
duw

h

dt
− vw

h , (2.5)

0 = Bw
m

(
w f

h ; ẏh, yh

)
+

∫
ΓI

w f
h · h

f dΓ, (2.6)

where

Bw
m

(
w f

h ; ẏh, yh

)
:=

∫
ΓI

w f
h · ρ

shs

dv f
h

dt
− bs

 dΓ

+

∫
ΓI

hsε(w f
h ) :

(
σs(uw

h ) + σ0

)
dΓ −

∫
∂ΓI∩Γh

s

hsw f
h · h

sdΓ,

and Sw
v is a suitable trial solution space for the wall ve-

locity. Using the prestress generation algorithm summa-
rized below, σ0 is then determined such that equations
(2.5)-(2.6) are satisfied under the imaged wall configu-
ration. We denote the prestress at the m-th fixed-point
iteration as σ0,(m) and the maximum number of itera-
tions as mmax.

Algorithm 1 Prestress generation algorithm
Initialization: Set σ0,(0) = 0, vw

0 = 0, and uw
0 = 0.

Fixed-point iteration: Repeat for m = 0, 1, ...,mmax.
1: Set σ0 = σ0,(m), vw

m = 0, and uw
m = 0.

2: From tm to tm+1, solve the variational problem (2.5)-
(2.6) for uw

m+1 and vw
m+1 using the backward Euler

method for temporal discretization.
3: Update σ0,(m+1) = σs(uw

m+1) + σ0,(m).
4: Let tolP be a prescribed tolerance. If the stopping

criterion ‖uw
m+1‖l2 ≤ tolP is satisfied, then set σ0 =

σ0,(m+1) and exit the fixed-point iteration.

3. Patient-specific abdominal aortic aneurysm

Of the recent FSI studies of patient-specific AAAs
[10, 29, 9, 30], none modeled the supraceliac aorta, as

5



would be crucial when assuming an axisymmetric inlet
velocity profile [31], such as the parabolic and plug pro-
files assumed in these studies. Using the open-source
software package SimVascular [32, 33], we modeled a
patient-specific AAA from the computed tomography
angiogram of a 75-year-old male, including a total of
11 outlets between the supraceliac aorta and common
iliac arteries. A linear tetrahedral mesh of 2.6 × 106 el-
ements was generated with MeshSim (Simmetrix, Inc.,
Clifton Park, NY, USA) with three boundary layers at a
thickness gradation factor of 0.5.

Adopting centimeter-gram-second units, we set the
fluid density ρ f to 1.06, fluid viscosity µ f to 0.04,
wall density ρs to 1.0, and wall Poisson’s ratio ν to
0.5. The wall thickness hs over the non-aneurysmal
and aneurysmal regions was prescribed to be 11% and
6% of the local centerline-based radius, respectively,
to achieve experimentally measured values [17]. Two
different distributions for the wall Young’s modulus E
were investigated based on the maximum tangential
moduli derived from uniaxial [14] and biaxial [17] ten-
sile testing: a) aneurysmal 2.02 × 107, non-aneurysmal
6.73 × 106, b) aneurysmal 1.17 × 108, non-aneurysmal
3.90 × 107. For the remainder of our work, we refer
to these Young’s modulus distributions as E-uniaxial
and E-biaxial. Given the unavailability of uniaxial
testing-derived material properties for non-aneurysmal
tissue, we selected the non-aneurysmal modulus in E-
uniaxial to achieve the same moduli ratio between the
two types of tissue as in E-biaxial. Of note, the E-
biaxial maximum tangential moduli correspond to the
reported wall behavior in the circumferential direction.
In addition to E-uniaxial and E-biaxial, we further in-
vestigated the commonly employed rigid wall assump-
tion [7, 34, 35, 36].

Identical boundary conditions were prescribed across
the three sets of wall material properties. At the in-
let, we prescribed a representative supraceliac aortic
flow waveform with a parabolic velocity profile. Us-
ing a modular implicit method for 3D-0D coupling
[37], three-element Windkessel models were coupled
at the outlets and tuned to achieve patient-specific in-
let systolic and diastolic pressures (118 / 78 mm Hg)
for E-uniaxial as well as flow splits from the litera-
ture [38, 31]. Specifically, 66% of the supraceliac aor-
tic inflow was distributed to the upper branches, with
the remaining 34% continuing to the infrarenal aorta.
Among the upper branch flows, 33% was distributed
to the celiac trunk with an even flow split to the hep-
atic and splenic arteries, and the remainder was evenly
distributed to the superior mesenteric artery, left renal
artery, and right renal arteries. Fourteen percent of the

A

B

Supraceliac

Infrarenal

Mid-aneurysm

Supraceliac

Infrarenal

Mid-aneurysm

Figure 1: Peak systolic wall displacement magnitudes, first princi-
pal Green-Lagrange strain, and overlaid wall node positions over time
at supraceliac (blue), infrarenal (orange), and mid-aneurysm (purple)
cross-sectional slices for the (A) E-uniaxial and (B) E-biaxial Young’s
modulus distributions.

infrarenal flow was distributed to the inferior mesenteric
artery, and the remainder was evenly split among the
left and right common iliac arteries, with a 70%-30%
external-internal iliac artery flow split on each side.

Initial conditions were generated by first running a
rigid-walled CFD simulation to generate solution fields
at the diastolic pressure. For the two FSI simulations,
we subsequently used the prestress generation algorithm
to obtain the prestress σ0 balancing the diastolic fluid
boundary traction under zero wall displacement rela-
tive to the imaged configuration. Simulations were
performed over three cardiac cycles with uniform time
steps and verified for convergence to a limit cycle. Only
the final cardiac cycle was analyzed. Using three In-
tel Xeon Gold 5118 processors interconnected by a 100
GB/s EDR InfiniBand for a total of 72 threads operating
at 191 GB RAM and a clock rate of 2.3 GHz, the E-
uniaxial and E-biaxial simulations respectively required
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1.3X and 1.8X the CPU time of the rigid wall simulation
(7 hr 56 min). This difference in CPU time can be un-
derstood from the increasing heterogeneity in the linear
system’s upper left block matrix when moving from the
rigid wall case to E-uniaxial and finally to biaxial, ne-
cessitating an increasing number of nonlinear iterations
to converge.

The significantly stiffer maximum tangential moduli
of E-biaxial yields a maximum peak systolic wall dis-
placement magnitude over 2.4X smaller than that of E-
uniaxial (Figure 1). The first principal Green-Lagrange
strain averaged over the aneurysm sac at peak systole is
also approximately 2.4X smaller. We note that whereas
the E-uniaxial strain of 0.0344 falls within a previously
reported range for human AAAs (0.032 – 0.091) based
on in vivo cine magnetic resonance imaging [39], the
E-biaxial strain of 0.0146 is much too small. To facili-
tate comparisons with existing luminal wall motion data
from cardiac-gated 2D cine gradient-echo magnetic res-
onance imaging [36], we overlaid all wall nodes over
time at three cross-sectional slices along the abdomi-
nal aorta: supraceliac (SC), infrarenal (IR), and mid-
aneurysm (mid-AAA). Asymmetry can be observed in
these temporal overlays, with the aortic wall expanding
more on the anterior side. Cross-sectional areas at these
same slices, normalized by their respective values at
time t = 0, are plotted over time in Figure 2A. Assuming
circular profiles, maximum effective diameter changes
for E-uniaxial (6.14% SC, 6.02% IR, 3.05% mid-AAA)
are in excellent agreement with those reported as co-
hort averages in [36] (6.69% SC, 5.34% IR, 2.60% mid-
AAA) as well as maximum aneurysmal displacements
measured from dynamic computed tomography [40]. In
contrast, the corresponding maximum effective diam-
eter changes for E-biaxial (3.30% SC, 3.13% IR, and
1.59% mid-AAA) are 49% to 61% of the cohort aver-
ages. As is evident from the spatially averaged pres-
sure profiles over time (Figure 2B), decreases in 3D ca-
pacitance and thus decreases in total capacitance yield
increased pressure pulses (E-uniaxial 40.3 mm Hg, E-
biaxial 122 mm Hg, rigid wall 176 mm Hg). Further-
more, the phase delay of 0.0375 s and 0.0750 s from
peak systole in the rigid wall simulation to that in E-
uniaxial and E-biaxial, respectively, is reflective of the
increased wave speed in stiffer vessels. Despite consis-
tent mean flow distributions across the three simulations
(Figure 2C), volume-rendered velocity magnitudes de-
pict the increased velocities at peak systole for E-biaxial
and rigid wall relative to E-uniaxial (Figure 3), a com-
bined effect of the increased flow amplitudes and re-
duced area changes. While Lin et al. [41] noted that
the rigid wall assumption overestimates the wall shear

stress (WSS) at the aneurysm neck and underestimates
WSS in the aneurysm sac, we instead observed similar
OSI (0.163 – 0.180) and TAWSS (3.15 – 3.39 dyn/cm2)
values averaged over the aneurysm sac across all three
cases. These results are in agreement with the simi-
lar velocity profiles and WSS gradients observed across
rigid wall and FSI models in [29].

4. Conclusions

We have presented a computationally efficient frame-
work for patient-specific vascular FSI modeling, in-
volving our RUC formulation and in vivo tissue pre-
stressing. In reducing the unified continuum formula-
tion in the ALE description, the small-strain assump-
tion guarantees geometry adherence and eliminates the
need for mesh motion; the thin-walled assumption col-
lapses the 3D structural problem to a 2D problem posed
on the fluid-solid interface; and the membrane assump-
tion facilitates convenient fluid-solid coupling via the
same velocity degrees of freedom on the fluid-solid in-
terface. The resulting monolithically coupled FSI for-
mulation in the Eulerian frame differs from the semi-
discrete fluid formulation only in the fluid boundary in-
tegral, thus requiring CPU times only minimally more
expensive than rigid wall formulations. This compu-
tational efficiency is particularly significant in the con-
text of hemodynamically-driven growth and remodeling
simulations requiring frequent updates in both WSS and
wall strain.

We additionally emphasize novel aspects of our nu-
merical strategy pertaining to the temporal discretiza-
tion and linear solver. Temporal discretization of the
entire FSI system is performed with the generalized-α
scheme, in which velocity and pressure are uniformly
evaluated at the intermediate time step to achieve uni-
form second-order temporal accuracy, in direct contrast
to the predominant dichotomous approach offering only
first-order accuracy of pressure [4]. Furthermore, block
preconditioning of a monolithically coupled FSI system
is made possible for the first time through a segregated
predictor multi-corrector algorithm preserving the block
structure of the incompressible Navier-Stokes equations
in the implicit solver’s fully consistent linear system.

Despite unavailability of time-resolved angiography
for validation of our patient-specific AAA investiga-
tion, we achieved excellent agreement of our predicted
wall motion at multiple locations along the abdomi-
nal aorta with existing imaging studies when prescrib-
ing wall properties derived from uniaxial tensile testing
[36, 40, 39]. The large discrepancy in maximum tangen-
tial moduli between E-uniaxial and E-biaxial can be un-

7



A

B

C

Figure 2: Normalized cross-sectional areas, spatially averaged pres-
sures, and volumetric flow rates over time at the supraceliac (blue),
infrarenal (orange), and mid-aneurysm (purple) slices for E-uniaxial
(solid), E-biaxial (dashed), and rigid wall (dotted). Normalization was
performed with respect to the corresponding cross-sectional areas at
time t = 0.

A B C

Figure 3: Volume rendering of peak systolic velocity magnitude for
(A) E-uniaxial, (B) E-biaxial, and (C) rigid wall.

derstood from the predicted mechanical responses from
the two testing protocols [14, 17]. While both nonlin-
ear, the uniaxial response of AAA tissue is much stiffer
than the biaxial response in the low strain (under 12%)
regions but more compliant in the high-strain regions.
Whereas uniaxial loading allows for earlier recruitment
and alignment of collagen fibers along a single loading
axis and thus exhibits less nonlinearity, the orthogonally
applied load in biaxial tension yields a much longer
toe region in the biaxial response, after which the tis-
sue becomes markedly stiffer [17]. Given the maxi-
mum tangential moduli-based linear constitutive model
adopted in our study and the low strains characteris-
tic of AAA, the superior performance of the E-uniaxial
Young’s modulus distribution is unsurprising. Looking
ahead, our RUC formulation could readily be extended
to anisotropic nonlinear structural models. Future inves-
tigations involving larger patient cohorts could be vali-
dated against blood velocity and wall motion data from
time-resolved phase contrast magnetic resonance imag-
ing and/or computed tomography.
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