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Abstract
This paper derives an optimal control strategy for a simple stochastic dynamical system with con-
stant drift and an additive control input. Motivated by the example of a physical system with an
unexpected change in its dynamics, we take the drift parameter to be unknown, so that it must be
learned while controlling the system. The state of the system is observed through a linear observa-
tion model with Gaussian noise. In contrast to most previous work, which focuses on a controller’s
asymptotic performance over an infinite time horizon, we minimize a quadratic cost function over
a finite time horizon. The performance of our control strategy is quantified by comparing its cost
with the cost incurred by an optimal controller that has full knowledge of the parameters. This
approach gives rise to several notions of “regret.” We derive a set of control strategies that provably
minimize the worst-case regret; these arise from Bayesian strategies that assume a specific fixed
prior on the drift parameter. This work suggests that examining Bayesian strategies may lead to
optimal or near-optimal control strategies for a much larger class of realistic dynamical models
with unknown parameters.
Keywords: optimal control, regret, competitive ratio, adaptive control, learning

1. Introduction

With the proliferation of autonomous controllers in every aspect of human life, including many
safety-critical systems, it is of paramount importance to ensure their robustness in the face of unex-
pected changes in the environment and failures of physical components. Hence, modern controllers
must be able to adapt to unexpected and uncertain changes in a system’s dynamics. However, such
capability is currently limited. For instance, while an expert human pilot could successfully land
an aircraft even after damage such as an engine failure, this is an unlikely feat for a present-day
autopilot.

When a physical system undergoes a sudden change in its dynamics, forcing an adjustment of
some model parameters used by the controller, there is only a limited time and amount of data
available to adjust the model. Moreover, in most safety-critical scenarios, control must be applied
without interruption, i.e., there is no opportunity for a dedicated learning phase. Recently developed
data-driven learning methods for dynamical systems (for some examples, see Brunton et al. (2016),
Cubitt et al. (2012), Hills et al. (2015), Schmidt and Lipson (2009)) are either data-intensive or
require substantial a priori system knowledge. Ahmadi et al. (2017) uses the approach of differential
inclusions to assess the safety of a trajectory of an uncontrolled and unknown system; however, it

© D. Gurevich, D. Goswami, C.L. Fefferman & C.W. Rowley.

ar
X

iv
:2

20
2.

03
62

0v
1 

 [
m

at
h.

O
C

] 
 8

 F
eb

 2
02

2



CONTROL WITH LEARNING ON THE FLY: SYSTEM WITH UNKNOWN DRIFT

does not suggest how to identify a control law that will guarantee this safety. A common approach
for controlling an unmodeled system is to first learn the parameters in the model, and subsequently
design an optimal controller from the learned model. A related approach is to divide the time
horizon of the control into epochs, and after each epoch, first refine the model and then update the
controller accordingly. This latter approach yields asymptotically optimal results in the limit of large
time (Cohen et al., 2019). Other methods such as the optimism-in-the-face-of-uncertainty (OFU)
paradigm first introduced by Lai and Robbins (1985) use simultaneous estimation of the system
parameter and control design Abbasi-Yadkori and Szepesvári (2011) that theoretically achieves a
Õ(
√
T ) regret bound in the large time limit. However, none of the aforementioned methods are

well-suited to control of a safety-critical system on the most relevant short time scales.
The present paper specifically deals with the problem of finding an optimal control on a finite

time horizon with no distinct learning and control phases. In our model, we consider a stochastic
dynamical system with an unknown constant drift, an additive control input, and a Wiener process
noise. The system state is observed through a linear measurement that is corrupted by an inde-
pendent Wiener measurement noise. Thus, both the process and observation dynamics obey linear
stochastic differential equations (SDEs).

This paper builds on the prior work of Fefferman et al. (2021), which treated a similar prob-
lem with multiple special restrictions. In that work, it was assumed that the system state is one-
dimensional and can be measured without any sensor noise. The present paper considers several
generalizations: the state is multi-dimensional, correlations between different components of the
state are taken into account, and measurements are noisy.

The paper is organized as follows. In Section 2 we formulate the Bayesian optimal control
problem, in which we have a prior probability distribution for the unknown parameter, as well as the
“agnostic” optimal control problem, for which we have no prior belief, and optimality is based on
the notion of “regret.” In Section 3 we show that Bayesian strategies are candidate optimal strategies
for agnostic control. In Section 4 we present agnostic control strategies that minimize the worst-
case multiplicative or additive regret. In Section 5 we summarize our findings and discuss future
research directions. Proofs for the theorems in Sections 2.2 and 4 are provided in the appendices.

2. Problem Formulation

In the discrete version of our problem, we consider a dynamical system with noisy observations on
the time interval [0, T ]

∆q = (a + u(t))∆t+ ∆W, ∆y = q∆t+ ∆V, (1)

where q ∈ Rd denotes the position of a particle which is observed through a noisy measurement
y ∈ Rd. ∆W and ∆V are two independent normally distributed random variables with zero mean
and standard deviation ΣW

√
∆t and ΣV

√
∆t respectively. A simple scaling and rotation allow us

to take ΣW = Id×d, as we will do from now on. We also take the initial conditions y(0) = 0 and
q(0) normally distributed with E[q(0)q(0)T ] = Σq0 . As ∆t → 0, we obtain the continuous-time
version of the dynamics,

dq(t) = (a + u(t))dt+ dW(t) dy(t) = q(t)dt+ dV(t), (2)

where W(t) and V(t) are independent d-dimensional scaled Wiener processes with their general-
ized derivatives dW(t) and dV(t) corresponding to white noise. Given some T0 ∈ [0, T ), we are
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allowed to observe the system for t ∈ [0, T0] without applying any control, after which we control
the system on t ∈ [T0, T ]. The main focus of this paper is on the most practically challenging case
arising when T0 = 0, i.e., there is no dedicated learning phase and the control must be applied
from the beginning. Our objective is to find the optimal control strategy u(t), depending on the
measurements {y(τ) : 0 ≤ τ < t} and taking values in Rd, that minimizes the cost function

J(q,u;a) = E

 T∫
T0

(
qTQq + uTRu

)
dt

 . (3)

If the drift parameter a is known, then the expectation in (3) is well-defined, and the task reduces
to a classical optimal control problem. However, if a is unknown, it is not immediately clear what
should be considered an optimal control strategy.

2.1. Notions of Optimality

When the parameter a is unknown, the performance of a control strategy can be quantified in two
different ways.

2.1.1. BAYESIAN CONTROL

In the Bayesian version of our problem, a prior belief is assumed on a — that is, a is chosen at
random according to a probability measure µ(a). The expected cost associated with u can then be
computed as

J (q,u;µ) = Ea [J(q,u;a)] =

∫
Rd
J(q,u;a) dµ(a). (4)

In this case, the objective is to find a control strategy u(t) that minimizes the expected value in (4)
given the prior belief µ(a).

2.1.2. AGNOSTIC CONTROL

Optimal 
Strategy

Bayesian 
strategy

Multiplicative Regret:

uo(t)

<latexit sha1_base64="gcK3tjEvQ25GiHlNYEtUZhO8K/Y=">AAAB+HicbVDLSgMxFM34rPXRUZdugkWomzIjFV0W3bisYB/QDkMmzbShmWTIQ6hDv8SNC0Xc+inu/Bsz7Sy09UDgcM693JMTpYwq7Xnfztr6xubWdmmnvLu3f1BxD486ShiJSRsLJmQvQoowyklbU81IL5UEJREj3Whym/vdRyIVFfxBT1MSJGjEaUwx0lYK3cogQXocxZmZhaKmz0O36tW9OeAq8QtSBQVaofs1GApsEsI1Zkipvu+lOsiQ1BQzMisPjCIpwhM0In1LOUqICrJ58Bk8s8oQxkLaxzWcq783MpQoNU0iO5nHVMteLv7n9Y2Or4OM8tRowvHiUGwY1ALmLcAhlQRrNrUEYUltVojHSCKsbVdlW4K//OVV0rmo+4365X2j2rwp6iiBE3AKasAHV6AJ7kALtAEGBjyDV/DmPDkvzrvzsRhdc4qdY/AHzucPp5WTFw==</latexit>

uB(t)

<latexit sha1_base64="c4yPIi9Bt/3qI1Ga5riCzRttPUo=">AAACBHicbZDLSsNAFIYnXmu9RV12EyxC3ZREKrosdeOygr1AG8pkOmmHTiZh5kQoIQs3voobF4q49SHc+TZO0iy09YeBj/+cw5zzexFnCmz721hb39jc2i7tlHf39g8OzaPjrgpjSWiHhDyUfQ8rypmgHWDAaT+SFAcepz1vdpPVew9UKhaKe5hH1A3wRDCfEQzaGpmVYYBh6vlJnI6SnAnmSStNa3A+Mqt23c5lrYJTQBUVao/Mr+E4JHFABRCOlRo4dgRugiUwwmlaHsaKRpjM8IQONAocUOUm+RGpdaadseWHUj8BVu7+nkhwoNQ88HRntqZarmXmf7VBDP61mzARxUAFWXzkx9yC0MoSscZMUgJ8rgETyfSuFpliiQno3Mo6BGf55FXoXtSdRv3yrlFttoo4SqiCTlENOegKNdEtaqMOIugRPaNX9GY8GS/Gu/GxaF0zipkT9EfG5w9V3piI</latexit>

JB

<latexit sha1_base64="+B2rHfvm6wgiP6rhUo6yLeXRpfM=">AAAB+HicbVDLSsNAFL2pr1ofjbp0M1gEVyURRZelbsRVBfuANoTJdNIOnUzCzESoIV/ixoUibv0Ud/6N0zYLbT0wcDjnXu6ZEyScKe0431ZpbX1jc6u8XdnZ3duv2geHHRWnktA2iXksewFWlDNB25ppTnuJpDgKOO0Gk5uZ332kUrFYPOhpQr0IjwQLGcHaSL5dvfOzQYT1mGCeNfPct2tO3ZkDrRK3IDUo0PLtr8EwJmlEhSYcK9V3nUR7GZaaEU7zyiBVNMFkgke0b6jAEVVeNg+eo1OjDFEYS/OERnP190aGI6WmUWAmZxnVsjcT//P6qQ6vvYyJJNVUkMWhMOVIx2jWAhoySYnmU0MwkcxkRWSMJSbadFUxJbjLX14lnfO6e1G/vL+oNZpFHWU4hhM4AxeuoAG30II2EEjhGV7hzXqyXqx362MxWrKKnSP4A+vzBwtfk1o=</latexit>

Jo

<latexit sha1_base64="22LuRabBCgtXPzUZT17wu2ory6g=">AAAB7HicbVBNS8NAEJ3Ur1q/qh69LBbBU0mkoseiF/FUwbSFNpTNdtMu3eyG3Y0QQn+DFw+KePUHefPfuG1z0NYHA4/3ZpiZFyacaeO6305pbX1jc6u8XdnZ3ds/qB4etbVMFaE+kVyqbog15UxQ3zDDaTdRFMchp51wcjvzO09UaSbFo8kSGsR4JFjECDZW8u8HuZwOqjW37s6BVolXkBoUaA2qX/2hJGlMhSEca93z3MQEOVaGEU6nlX6qaYLJBI9oz1KBY6qDfH7sFJ1ZZYgiqWwJg+bq74kcx1pncWg7Y2zGetmbif95vdRE10HORJIaKshiUZRyZCSafY6GTFFieGYJJorZWxEZY4WJsflUbAje8surpH1R9xr1y4dGrXlTxFGGEziFc/DgCppwBy3wgQCDZ3iFN0c4L86787FoLTnFzDH8gfP5A+qkjsQ=</latexit>

Additive Regret:

MR(a) =
JB(a)

Jo(a)
� 1

<latexit sha1_base64="bb3daDT2fHOuVPoFOZTyzWTG4w4="></latexit>

AR(a) = JB(a) � Jo(a) � 0

<latexit sha1_base64="f/+BLreKioBM1Q/PWUk87wI+OiE="></latexit>

�q = (a + u(t))�t + �W

<latexit sha1_base64="gA1cu18j2B47nf047e/p/ahmyEs=">AAACNnicbVDLSsNAFJ34rPUVdelmsAgVoSRS0Y1Q1IUboYJthSaUyXSiQycPZ26EEvJVbvwOd924UMStn+CkjeLrwsCZc+7h3nu8WHAFljUypqZnZufmSwvlxaXllVVzbb2tokRS1qKRiOSVRxQTPGQt4CDYVSwZCTzBOt7gJNc7d0wqHoWXMIyZG5DrkPucEtBUzzx3TpkAgp2AwI3np7cZPsLVzx/J8O6XlGRV2NnBhQFy5ae3k/XMilWzxoX/ArsAFVRUs2c+Ov2IJgELgQqiVNe2YnBTIoFTwbKykygWEzog16yrYUgCptx0fHaGtzXTx34k9QsBj9nvjpQESg0DT3fmG6rfWk7+p3UT8A/dlIdxAiykk0F+IjBEOM8Q97lkFMRQA0Il17tiekMkoaCTLusQ7N8n/wXtvZpdr+1f1CuN4yKOEtpEW6iKbHSAGugMNVELUXSPRugZvRgPxpPxarxNWqeMwrOBfpTx/gGDo6qa</latexit>

Figure 1: Different notions of “regret”.

While Bayesian
strategies yield a
well-defined cost
and performance
metric, their in-
herent dependence
on the prior be-
lief makes them
unsuitable when
no prior informa-
tion on the pa-
rameter is avail-

able. We wish to find a strategy that does not depend on any prior belief on a. We call such a
strategy an agnostic strategy, and we use the notion of regret to measure its performance, in par-
ticular comparing against the optimal strategy when a is known. Suppose the agnostic strategy B
yields a cost JB(a) according to (3), which depends on the value of a. The optimal strategy with
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full knowledge of a instead incurs a cost Jo(a). Clearly, Jo(a) ≤ JB(a) for all B and a. The regret
achieved by the agnostic strategy B can be defined in various ways. In all cases, we seek a strategy
that minimizes the worst-case regret across all possible values of a. In this paper, we focus on the
following definitions of regret:

• Additive regret: The additive regret (often called the regret in other literature) is the difference

ARB(a) , JB(a)− Jo(a) ≥ 0.

A strategy that minimizes the worst-case additive regret AR∗B = supa ARB(a) is deemed
optimal.

• Multiplicative regret: The multiplicative regret or competitive ratio, as it is more commonly
called in the literature, is the ratio

MRB(a) ,
JB(a)

Jo(a)
≥ 1.

Under this definition, the optimal agnostic strategy minimizes the worst-case multiplicative
regret MR∗B = supa MRB(a). Fig. 1 shows a schematic for different notions of regret.

2.2. Bayesian Strategies Are Candidate Agnostic Strategies

While a Bayesian strategy can generally be identified by variational methods, a good agnostic strat-
egy cannot readily be constructed: the worst-case regret of a strategy is a complex nonlinear function
of both the optimal cost achievable at fixed a and the strategy’s cost, examined over all possible val-
ues of a. However, we may search for optimal or near-optimal agnostic strategies which arise as
Bayesian strategies from a fixed prior. We are assisted by the following theorem, which provides
both lower and upper bounds on the optimal worst-case regret.

Theorem 1 Suppose that A is the Bayesian strategy for the prior µ and B is an optimal agnostic
strategy in the additive or multiplicative regret setting. Then respectively∫

ARA(a) dµ(a) ≤ AR∗B ≤ AR∗A (5)

or ∫
MRA(a)Jo(a) dµ(a)∫

Jo(a) dµ(a)
≤ MR∗B ≤ MR∗A . (6)

Proof The proof is given in Appendix A.

As a corollary, we obtain a simple criterion for showing that a Bayesian strategy is an optimal
agnostic strategy, which was previously used in Fefferman et al. (2021).

Corollary 2 Suppose the Bayesian strategyA is optimal under the prior µ, achieves constant regret
R (additive or multiplicative) for all a in the support of µ, and achieves regret not exceeding R for
all a not in the support of µ. Then A is an optimal agnostic strategy which achieves a worst-case
regret of R.
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Proof Under the conditions of this corollary, both the lower and upper bounds on the optimal
worst-case regret in Theorem 1 are equal to R, which concludes the proof.

In particular, any Bayesian strategy achieving constant regret for all a is optimal by the corollary.
Thus, the plan of attack in this paper will be as follows. First, we construct the optimal Bayesian
strategies for a specific set of priors µ. Then we will compute the regret for those strategies for the
values of a and solve for the specific prior µ that provides us with an optimal Bayesian strategy with
constant regret, which is also an optimal agnostic strategy.

3. A Bayesian Strategy for Unknown a

This section demonstrates the optimal strategy for the Bayesian problem discussed in Section 2.1.1
given a fixed prior belief µ(a). We restrict ourselves to Gaussian prior beliefs only, i.e., dµ(a) =
ρ(a) da, where ρ(a) = N (a; 0,Σ) for some covariance matrix Σ < 0. This offers the advantage
that the posterior distributions of a and q at any time t will remain jointly Gaussian. To approach
this problem in a more traditional control-theoretic way, we write the system (1) as follows:

dx = (Fx +Bu) dt+GdW dy = Hx dt+ dV, (7)

where x =

[
q
a

]
∈ R2d, F =

[
0d×d Id×d
0d×d 0d×d

]
, G = B =

[
Id×d
0d×d

]
, and H =

[
Id×d 0d×d

]
. The cost

(4) can equivalently be written as

J (x,u) = E

 T∫
T0

(xT Q̃x + uTRu) dt

 , (8)

with Q̃ =

[
Q 0d×d

0d×d 0d×d

]
. Now the problem of minimizing (8) subject to the dynamics (7) becomes

a standard linear-quadratic-Gaussian optimal control problem (see, for instance, Speyer and Chung

(2008)). Let x̂(t) =

[
q̂(t)
â(t)

]
= E [x(t)|x(0),y(τ) : τ ∈ [0, t)] be the Bayesian estimates of q(t)

and a at time t. Then q̂(t) and â(t) satisfy the continuous-time Kalman filter equations

dq̂(t) = (â + u) dt+ P11(t)Σ−1
V (dy − q̂dt)

dâ(t) = P T12(t)Σ−1
V (dy − q̂ dt)

(9)

with P (t) =

[
P11 P12

P T12 P22

]
= E[(x(t)− x̂(t))(x(t)− x̂(t))T ] given by the Riccati ODEs

Ṗ (t) = FP + PF T − PHTΣ−1
V HP +GΣWG

T , P (0) =

[
Σq0 0

0 Σ

]
. (10)

The optimal cost to go at time t is

J (t,q,y;µ) = E

 T∫
t

(xT Q̃x + uTRu)dτ


= E

 T∫
t

(q̂TQq̂ + uTRu)dτ

+

T∫
t

Trace(P (τ)Q̃)dτ.

(11)

5
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The optimal value of J solves the Hamilton-Jacobi-Bellman equation and takes the form

J (t) = x̂TS(t)x̂ + α(t) +

T∫
t

Trace(P (τ)Q̃)dτ. (12)

In turn, the optimal control is given by

u∗(t) = R−1BTS(t)x̂(t) = −R−1(S11q̂(t) + S12â(t)). (13)

The matrix S =

[
S11 S12

ST12 S22

]
and scalar-valued function α satisfy the control Riccati equations

−Ṡ = SF + F TS + Q̃− SBR−1BTS, S(T ) = 0,

−α̇ = Trace
(
PHTΣ−1

V HPS
)
, α(T ) = 0.

(14)

After some algebraic manipulation, the optimal cost-to-go at time t becomes

J (t,q,y;µ) = (q̂TS11q̂ + âTS22â + 2q̂TS12â) + Trace(P (t)S(t))

+ Trace

[ T∫
t

GΣWG
TS(t) + S(t)BR−1BTP (t)dτ

]
.

(15)

4. Towards Agnostic Control: Performance of the Bayesian Strategy

In Section 2.2, it is established that a Bayesian strategy that has constant regret independent of a
will minimize worst-case regret. To obtain such a strategy, the performance of a general Bayesian
strategy needs to be quantified for each fixed true value of the parameter a. The total cost incurred
at a by the Bayesian strategy arising from a prior µ is

J (q,a;µ) = E

 T∫
T0

(
qTQq + uTRu

)
dt

 , (16)

where u = R−1BtSx̂ = R−1(S11q̂+S12â). With this control, the stochastic differential equations
describing q, q̂, and a become

dq =
[
a−R−1(S11q̂ + S12â)

]
dt+ dW, (17)

dq̂ =
[
â−R−1(S11q̂ + S12â)

]
dt+ P11Σ−1

V [(q− q̂)dt+ dV] ,

dâ = P12Σ−1
V [(q− q̂)dt+ dV]

Let ā(t) , E[â(t)], q̄(t) , E[q̂(t)], and q̌(t) , E[q(t)] with the associated covariances Σââ,
Σq̂q̂, Σq̂â, Σqq, Σqq̂, and Σqâ. The cost (16) can be written as

6
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J (q,a;µ) = E

 T∫
T0

(
qTQq + uTRu

)
dt

 =

T∫
T0

[
q̌TQq̌ + (S11q̄ + S12ā)TR−1(S11q̄ + S12ā)

]
dt

+

T∫
T0

Trace

(
QΣqq̂ + ST11R

−1S11Σq̂q̂ + 2ST11R
−1S12Σq̂â + ST12R

−1S12Σââ

)
dt.

(18)

Theorem 3 The cost incurred by a specific Bayesian strategy can be expressed as

J (q,a;µ) = aTX(Σ,ΣV , T0, T )a + Y (Σ,ΣV , T0, T ), where (19)

X(Σ,ΣV , T0, T ) =

T∫
T0

[
CT1 QC1 + (S11C2 + S12C3)TR−1(S11C2 + S12C3)

]
dt and

Y (Σ,ΣV , T0, T ) =

T∫
T0

Trace

(
QΣqq + ST11R

−1S11Σq̂q̂ + 2ST11R
−1S12Σq̂â + ST12R

−1S12Σââ

)
dt

for time-varying functions C1(t), C2(t), and C3(t). All of the quantities appearing here can be
found by solving the following system of ODEs:

Ċ1 = I −R−1(S11C2 − S12C3)

Ċ2 = C3 −R−1(S11C2 − S12C3) + P11Σ−1
V (C1 − C2)

Ċ3 = P12Σ−1
V (C1 − C2)

Σ̇ââ = (Σqâ − Σq̂â)TΣ−1
V P12 + P12Σ−1

V (Σqâ − Σq̂â) + P12Σ−1
V P12

Σ̇qq = ΣW − (Σqq̂S11 + ΣqâS
T
12)R−1 −R−1(Σqq̂S11 + ΣqâS

T
12)T

Σ̇qq̂ = (Σqq − Σqq̂)Σ−1
V P11 − Σqq̂S

T
11R

−1 + Σqâ(I −R−1S12)T −R−1(S11Σq̂q̂ + S12ΣT
q̂â)

Σ̇qâ = (Σqq − Σqq̂)Σ−1
V P12 −R−1(S11Σq̂â + S12ΣT

ââ)

Σ̇q̂q̂ = P T11Σ−1
V P11 + Σq̂â(I −R−1S12)T + (I −R−1S12)ΣT

q̂â + (Σqq̂ − Σq̂q̂)TΣ−1
V P11

+ P11Σ−1
V (Σqq̂ − Σq̂q̂)− Σq̂q̂S11R

−1 −R−1S11Σq̂q̂

Σ̇q̂â = (Σqq̂ − Σq̂q̂)TΣ−1
V P12 + (I −R−1S12)Σââ −R−1S12Σq̂â + P11Σ−1

V (Σqâ − Σq̂â + P12)

Σ̇ââ = (Σqâ − Σq̂â)TΣ−1
V P12 + P12Σ−1

V (Σqâ − Σq̂â) + P12Σ−1
V P12.

(20)

Proof The proof is given in Appendix B.

4.1. Optimal Cost for a Bayesian Strategy with Known a

If a is known, then â(t) ≡ ā(t) ≡ a, Σââ(t) ≡ 0, Σq̂â(t) ≡ 0, and Σqâ(t) ≡ 0. We use similar
notation as above, denoting all of the analogous quantities for this case with a superscript ∗. Hence

7
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the Riccati equation (10) becomes

Ṗ ∗11 = −P ∗T11 Σ−1
V P ∗11 + ΣW , P

∗
11(0) = Σq0 , (21)

and P ∗12(t) = P ∗22(t) ≡ 0. The estimation equation (9) becomes

dq̂∗(t) = (a + u) dt+ P ∗11(t)Σ−1
V (dy − q̂∗dt) . (22)

This, in turn, yields the optimal control u∗(t) = −R−1(S11q̂
∗(t) + S12a(t)).

Theorem 4 The optimal cost for the Bayesian strategy with known a can be expressed as

J(q,a) = aTX∗(ΣV , T0, T )a + Y ∗(ΣV , T0, T ), (23)

where X∗(ΣV , T0, T ) =

T∫
T0

[
C∗

T

1 QC∗1 + (S11C
∗
2 + S12)TR−1(S11C

∗
2 + S12)

]
dt

and Y ∗(ΣV , T0, T ) =

T∫
T0

Trace

(
QΣ∗qq + ST11R

−1S11Σ∗q̂q̂

)
dt,

with the time-varying functions C∗1 (t), C∗2 (t),Σ∗qq, and Σ∗q̂q̂ described by the ODEs

Ċ1
∗

= I −R−1(S11C2
∗ − S12)

Ċ2
∗

= I −R−1(S11C2
∗ − S12) + P11Σ−1

V (C∗1 − C∗2 )

Σ̇∗qq = ΣW − (Σ∗qq̂S11R
−1 +R−1S11Σ∗

T

qq̂)

Σ̇∗qq̂ = (Σ∗qq − Σ∗qq̂)Σ−1
V P11 − Σ∗qq̂S

T
11R

−1 −R−1S11Σ∗q̂q̂

Σ̇∗q̂q̂ = P ∗
T

11 Σ−1
V P11 + (Σ∗qq̂ − Σ∗q̂q̂)TΣ−1

V P ∗11 + P ∗11Σ−1
V (Σ∗qq̂ − Σ∗q̂q̂)

− Σ∗q̂q̂S11R
−1 −R−1S11Σ∗q̂q̂.

(24)

Proof The proof is given in Appendix C.

4.2. Minimizing Multiplicative Regret

The optimal cost (23) with known a is J(q,a) = aTX∗(ΣV , T0, T )a+Y ∗(ΣV , T0, T ). Hence, the
multiplicative regret for a Bayesian strategy with prior covariance Σ is

MR(a) =
aTX(Σ,ΣV , T0, T )a + Y (Σ,ΣV , T0, T )

aTX∗(ΣV , T0, T )a + Y ∗(T, T0,ΣV )
. (25)

We want to find Σ such that (25) becomes independent of a. This occurs precisely when

X(Σ,ΣV , T0, T ) =
Y (Σ,ΣV , T0, T )

Y ∗(ΣV , T0, T )
X∗(ΣV , T0, T ). (26)

Eq. (26) is a matrix integral equation that can be solved for each T numerically using a root-
finding method. In fact, this equation has an intuitive interpretation. At optimality, the worst-case

8
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Figure 2: Bayesian strategies minimizing the worst-case multiplicative regret with varying standard deviation
σV of the sensor noise. (a) Optimal standard deviation σ of the prior; (b) worst-case multiplicative regret
MR∗.
multiplicative regret is equal to both the multiplicative regret at a = 0, given by Y

Y ∗ , and the
multiplicative regret in the limit as ||a|| → ∞, which is given by the constant ratio of the X and
X∗ matrices. That is, the optimal agnostic strategy perfectly balances the regret for no drift and
very large drift. Moreover, the equality of these multiplicative regrets is a sufficient condition for
optimality.

For illustration, we identified the multiplicative regret-minimizing Bayesian strategy for a scalar
system with dynamics (2), ΣW = 1, ΣV = σ2

V , Q = R = 1, and T0 = 0. The optimal prior
covariance Σ = σ2 was computed by solving (26) numerically using a Newton solver. The optimal
prior standard deviation σ and the worst-case multiplicative regret MR∗ for different values of
sensor noise standard deviation σV are shown in Fig. 2. For small time horizons, the optimal value
of σ is quite large, reflecting the fact that there is very little time to learn the dynamics of the
system and thus the prior needs to be flexible in order for the controller to adapt quickly. This effect
is particularly pronounced when the sensor noise ΣV is large, which would otherwise cause the
controller to learn the dynamics too slowly. With a large time horizon, the controller can act more
conservatively as there is abundant time to stabilize the system and poor performance at small times
is only weakly penalized. It can be shown that the optimal prior standard deviation σ tends to zero
as T → ∞. As expected, the worst-case regret increases with the amount of sensor noise. It peaks
at T ≈ 3.5 and tends to unity as T tends to 0 or∞.

4.3. Minimizing Additive Regret

When minimizing the additive regret, we must start at a nonzero time T0 for reasons to be explained
shortly. The additive regret is given by

AR(a) = aT
[
X(Σ,ΣV , T, T0)−X∗(ΣV , T, T0)

]
a+

[
Y (Σ,ΣV , T, T0)−Y ∗(ΣV , T, T0)

]
. (27)

We want to find a prior covariance Σ such that AR(a) is independent of a. It turns out that this
occurs for Σ = rI in the limit r → +∞.

9
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Figure 3: The optimal worst-case additive regret Y − Y ∗ with varying standard deviation σV of the sensor
noise for (a) fixed T = 100 and varying T0 and (b) fixed T0 = 0.1 and varying T .

Theorem 5 For 0 ≤ T0 < T , lim
Σ→∞

aT
[
X(Σ,ΣV , T, T0) − X∗(ΣV , T, T0)

]
a = 0. Moreover,

lim
Σ→∞

Y (Σ,ΣV , T, T0)−Y ∗(ΣV , T, T0)→∞ no slower than logarithmically as T0 → 0 for fixed T .

Proof The proof for the scalar case d = 1 is given in Appendix D. The vector case is more involved
but conceptually analogous.

Theorem 5 shows that the limit of Bayesian strategies with the prior covariance Σ diverging to
infinity optimizes the worst-case additive regret. Moreover, the additive regret in this limit is simply
given by limΣ→∞ Y (Σ,ΣV , T, T0) − Y ∗(ΣV , T, T0). However, this quantity diverges as T0 → 0,
so we must set T0 > 0 to obtain a meaningful result. (Recall that we require that the control u(t) be
set to zero for t ∈ [0, T0].) It remains to identify the specific strategy that arises as the limit of the
Bayesian strategies. This requires knowledge of the optimal estimates â and q̂ that appear in (13).
The challenge is that we cannot obtain these estimates directly from the ODEs (9) as we did for the
Bayesian strategies: these ODEs are singular in the limit as Σ → ∞ and t → 0. Instead, we can
compute the optimal estimates from first principles. The result is

â(t) = 2t

(∫ t

0
s2ω0(s) ds+ t2κ

)−1(∫ t

0
ω0(s)y(s) ds+ κy(t)

)
, q̂(t) = tâ(t) (28)

where the matrices ω0(s), κ solve the system of integral equations

ΣV ω0(s)− ΣW

2T

∫ t

0
τ2ω0(τ) dτ + ΣW

∫ t

s
(τ − t)ω0(τ) dτ = I +

(2s− t)
2

ΣWκ, (29)

∀s ∈ [0, t) and
∫ t

0
ω0(τ) dτ = −κ.

We can approximate the solution of the integral equations to arbitrary precision by discretizing
them with respect to time and then solving the resulting matrix equation. Fig. 3 shows plots of
the additive regret for the regret-minimizing agnostic strategies corresponding to the scalar systems
with parameters listed in Section 4.2. Panel (a) shows that the additive regret indeed diverges as
T0 → 0 for fixed T , following a power law. Moreover, panel (b) indicates that the growth rate of
the regret as T →∞ is logarithmic for fixed T0.

10
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5. Conclusions

We have identified optimal strategies for several variations of a control problem based on a stochastic
dynamical system with both process noise and sensor noise: the classical problem where the drift a
is known, a Bayesian problem where the prior distribution of a is normal, and the agnostic problem
where a is entirely unknown and we wish to minimize the worst-case multiplicative or additive
regret. This last problem is of particular practical interest, as it provides valuable intuition about
how a controller should simultaneously learn and control a system without prior knowledge of
the parameters. In this case, we were able to identify the optimal agnostic strategy as a Bayesian
strategy or limit of Bayesian strategies arising from a Gaussian prior. Qualitatively, our results show
that a wide prior is necessary to minimize the worst-case regret on a short time horizon. In fact, the
worst-case additive regret is minimized as the width of the prior diverges to infinity.

As a future research direction, it is worth exploring whether it is always possible to find a
Bayesian strategy which is also an optimal or near-optimal agnostic strategy. For instance, Carruth
et al. (2021) treats the scalar system with the state dynamics ∆q = (aq + u)∆t + ∆W,. The
aforementioned work provides further theoretical results supporting the hypothesis that optimal
agnostic strategies for a wide variety of control problems naturally arise from Bayesian strategies.

Appendix A. Proof of Theorem 1

Proof The upper bounds are trivial, since the optimal worst-case regret cannot exceed the worst-
case regret of any given strategy. It remains to prove the lower bounds. The expected costs of A
and B under the prior µ are given by

JA,µ =

∫
JA(a) dµ(a), JB,µ =

∫
JB(a) dµ(a).

These costs are related by the inequality JA,µ ≤ JB,µ by the Bayesian optimality of A under µ.
However, JA(a) = Jo(a) + ARA(a) and similarly for B, so∫

ARA(a) dµ(a) ≤
∫

ARB(a) dµ(a).

In turn, ARB(a) is bounded from above by AR∗B, so since
∫
dµ(a) = 1, we obtain the lower bound

in (5). Moreover, note that JA(a) = MRA(a)Jo(a) and similarly for B. Hence we have∫
MRA(a)Jo(a) dµ(a) ≤

∫
MRB(a)Jo(a) dµ(a) ≤ MR∗B

∫
Jo(a) dµ(a), (30)

which yields the lower bound in (6).

Appendix B. Proof of Theorem 3

Here we prove Theorem 3, expressing the cost incurred by a Bayesian strategy as a quadratic form
of a.
Proof By (18), the cost incurred by a Bayesian strategy is

J (q,a;µ) =

T∫
T0

[
q̌TQq̌ + (S11q̄ + S12ā)TR−1(S11q̄ + S12ā)

]
dt (31)

11
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+

T∫
T0

Trace

(
QΣqq̂ + ST11R

−1S11Σq̂q̂ + 2ST11R
−1S12Σq̂â + ST12R

−1S12Σââ

)
dt.

To compute this cost, we need to derive the ODEs for the aforementioned mean and covariances
from the SDEs (17). This can be done by computing the expectations for the discretized dynamics
with a time step ∆t and taking the limit as ∆t→ 0. For example,

∆ā = E[∆a]

= E
[
P12Σ−1

V [(q− q̂)∆t+ ∆V]
]

= P12Σ−1
V [(q̌− q̄)∆t] .

Therefore,
˙̄a = P12Σ−1

V (q̌− q̄). (32)

Again,

Σââ(t+ ∆t) = E
[
{â(t+ ∆t)− ā(t+ ∆t)}{â(t+ ∆t)− ā(t+ ∆t)}T

]
= E

[
(â− ā + P12Σ−1

V {(q− q̌)− (q̂− q̄)}∆t+ P12Σ−1
V ∆V)

(â− ā + P12Σ−1
V {(q− q̌)− (q̂− q̄)}∆t+ P12Σ−1

V ∆V)T
]

= Σââ(t) +

[
(Σqâ − Σq̂â)TΣ−1

V P12 + P12Σ−1
V (Σqâ − Σq̂â) + P12Σ−1

V P12

]
∆t,

i.e.,
Σ̇ââ = (Σqâ − Σq̂â)TΣ−1

V P12 + P12Σ−1
V (Σqâ − Σq̂â) + P12Σ−1

V P12. (33)

Similarly we obtain the ODEs

˙̌q = a−R−1(S11q̄− S12ā) (34)
˙̄q = ā−R−1(S11q̄− S12ā) + P11Σ−1

V (q̌− q̄)

˙̄a = P12Σ−1
V (q̌− q̄)

Σ̇qq = ΣW − (Σqq̂S11 + ΣqâS
T
12)R−1 −R−1(Σqq̂S11 + ΣqâS

T
12)T

Σ̇qq̂ = (Σqq − Σqq̂)Σ−1
V P11 − Σqq̂S

T
11R

−1 + Σqâ(I −R−1S12)T −R−1(S11Σq̂q̂ + S12ΣT
q̂â)

Σ̇qâ = (Σqq − Σqq̂)Σ−1
V P12 −R−1(S11Σq̂â + S12ΣT

ââ)

Σ̇q̂q̂ = P T11Σ−1
V P11 + Σq̂â(I −R−1S12)T + (I −R−1S12)ΣT

q̂â + (Σqq̂ − Σq̂q̂)TΣ−1
V P11

+ P11Σ−1
V (Σqq̂ − Σq̂q̂)− Σq̂q̂S11R

−1 −R−1S11Σq̂q̂

Σ̇q̂â = (Σqq̂ − Σq̂q̂)TΣ−1
V P12 + (I −R−1S12)Σââ −R−1S12Σq̂â + P11Σ−1

V (Σqâ − Σq̂â + P12)

Σ̇ââ = (Σqâ − Σq̂â)TΣ−1
V P12 + P12Σ−1

V (Σqâ − Σq̂â) + P12Σ−1
V P12.

The ODEs for q̌, q̄, and ā yield q̌ = C1(t)a, q̄ = C2(t)a and ā = C3(t)a for some C1, C2, C3 :
[0, T ] → Rd×d that satisfy the same set of ODEs. Hence the incurred cost (18) for a particular

12
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Bayesian strategy becomes

J (q,a;µ) = E

 T∫
T0

(
qTQq + uTRu

)
dt

 (35)

=

T∫
T0

aT
[
CT1 QC1 + (S11C2 + S12C3)TR−1(S11C2 + S12C3)

]
a dt

+

T∫
T0

Trace

(
QΣqq + ST11R

−1S11Σq̂q̂ + 2ST11R
−1S12Σq̂â + ST12R

−1S12Σââ

)
dt

= aTX(Σ,ΣV , T0, T )a + Y (Σ,ΣV , T0, T ),

where

X(Σ,ΣV , T0, T ) =

T∫
T0

[
CT1 QC1 + (S11C2 + S12C3)TR−1(S11C2 + S12C3)

]
dt

and

Y (Σ,ΣV , T0, T ) =

T∫
T0

Trace

(
QΣqq +ST11R

−1S11Σq̂q̂ +2ST11R
−1S12Σq̂â +ST12R

−1S12Σââ

)
dt.

This completes the proof of Theorem 3.

Appendix C. Proof of Theorem 4

Theorem 4 is proved in a similar fashion to Theorem 3, i.e., by deriving the ODEs for q̌∗, q̄∗, and
the corresponding covariances.
Proof From the Riccati equation (21) and the optimal control

u∗(t) = −R−1(S11q̂
∗(t) + S12a(t)),

the ODEs (20) becomes

˙̌q∗ = a−R−1(S11q̄
∗ − S12a) (36)

˙̄q∗ = a−R−1(S11q̄
∗ − S12a) + P11Σ−1

V (q̌∗ − q̄∗)

Σ̇∗qq = ΣW − (Σ∗qq̂S11R
−1 +R−1S11Σ∗

T

qq̂)

Σ̇∗qq̂ = (Σ∗qq − Σ∗qq̂)Σ−1
V P11 − Σ∗qq̂S

T
11R

−1 −R−1S11Σ∗q̂q̂

Σ̇∗q̂q̂ = P ∗
T

11 Σ−1
V P11 + (Σ∗qq̂ − Σ∗q̂q̂)TΣ−1

V P ∗11 + P ∗11Σ−1
V (Σ∗qq̂ − Σ∗q̂q̂)

− Σ∗q̂q̂S11R
−1 −R−1S11Σ∗q̂q̂

13
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The ODEs for q̌∗ and q̄ yield q̌ = C∗1 (t)a and q̄ = C∗2 (t)a for some C∗1 , C
∗
2 : [0, T ]→ Rd×d that

satisfy the same set of ODEs. Proceeding in the same fashion as in (18) and (35), the optimal cost
for the Bayesian strategy with known a becomes

J(q,a) = E

 T∫
T0

(
q∗

T
Qq∗ + u∗

T
Ru∗

)
dt

 (37)

=

T∫
T0

aT
[
C∗

T

1 QC∗1 + (S11C
∗
2 + S12)TR−1(S11C

∗
2 + S12)

]
a dt

+

T∫
T0

Trace

(
QΣ∗qq̂ + ST11R

−1S11Σ∗q̂q̂

)
dt

= aTX∗(ΣV , T0, T )a + Y ∗(ΣV , T0, T ),

where

X∗(ΣV , T0, T ) =

T∫
T0

[
C∗

T

1 QC∗1 + (S11C
∗
2 + S12)TR−1(S11C

∗
2 + S12)

]
dt

and

Y ∗(ΣV , T0, T ) =

T∫
T0

Trace

(
QΣ∗qq + ST11R

−1S11Σ∗q̂q̂

)
dt.

This completes the proof of Theorem 4.

Appendix D. Proof of Theorem 5 for the scalar case

Here we prove the Theorem 5 for q, a ∈ R. We drop the boldface notation when considering the
scalar variables. We use the notation Σ = σ2 > 0, ΣW = σ2

w > 0, ΣV = σ2
v > 0, and we assume

for simplicity that Q = R = 1.
Proof From (35), (20), and (10)

a2X(σ, σ2
v , T0, T ) =

T∫
T0

[
q̌2 + (S12ā+ S11q̄)

2
]
, (38)

where

˙̌q = a− (S12ā+ S11q̄), q̌(0) = 0 (39)

˙̄a =
P12

σ2
v

(q̌ − q̄), ā(0) = 0

˙̄q = (1− S12)ā− S11q̄ +
P11

σ2
v

(q̌ − q̄), q̄(0) = 0

14
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Ṗ11 = 2P12 −
P 2

11

σ2
v

+ σ2
w, P11(0) = σ2

q0

Ṗ12 = P22 −
P11P12

σ2
v

, P12 = 0

Ṗ22 = −P
2
12

σ2
v

, P22(0) = σ2.

Similarly, from (23), (24), and (21)

a2X∗(σ2
v , T0, T ) =

T∫
T0

[
q̌∗

2
+ (S12a+ S11q̄

∗)2
]
dt, (40)

where

˙̌q∗ = a− (S12ā
∗ + S11q̄

∗), q̌∗(0) = 0 (41)

˙̄q∗ = (1− S12)a− S11q̄
∗ +

P ∗11

σ2
v

(q̌∗ − q̄∗), q̄∗(0) = 0

Ṗ ∗11 = −P
∗2
11

σ2
v

+ σ2
w, P

∗
11(0) = σ2

q0 .

Now, we wish to show that as σ → ∞, the solutions of two set of ODEs (39) and (41) become
equivalent. Notice that, if q̄(t) ≡ q̌(t) and ā(t) ≡ a for all t > 0 as σ → ∞, then q̄(t) ≡ q̌(t) ≡
q̌∗(t) ≡ q̄∗(t) for t > 0 if q̌∗(0) = q̄∗(0) = 0. This is confirmed by the following lemma.

Lemma 6 As σ →∞, q̄(t)→ q̌(t) and ā(t)→ a for t > 0.

Proof Let ea , ā− a and eq , q̄ − q̌. The first three ODEs in (39) can be expressed as

ė =

[
σ−2
v P11 1
σ−2
v P12 0

]
e, e(0) =

[
0
−a

]
(42)

where e = [eq ea]
T . To illustrate the proof, we will take σw = σv = σq0 = 1. After some

algebraic manipulation,

P (t) =

[
P11(t) P12(t)
P12(t) P22(t)

]
(43)

=
1

σ2(2t− 3 + 4e−t − e−2t) + 2

[
(2t− 1 + e−2t)σ2 + 2 2σ2(1− e−t)

2σ2(1− e−t) 2σ2

]
.

This allows us to solve the ODE (42):

e(t) =
2a

σ2(2t− 3 + 4e−t − e−2t) + 2

[
1− e−t

1

]
(44)

It is evident that e(t) is continuous on t ≥ 0. For fixed t, e(t) decays at a rate proportional to σ−2

as σ → ∞. On the other hand, for fixed σ, the decay rate as t → ∞ is proportional to t−1. Hence,

15
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e(t) converges pointwise to 0 for all t > 0 as σ →∞, i.e., q̄(t)→ q̌(t) and ā(t)→ a pointwise for
t > 0 as σ →∞.

Although we have assumed σw = σv = σq0 = 1, the proof is readily generalized for arbitrary
nonnegative values of these quantities at the cost of more involved algebraic computations. This
completes the proof of the first statement of Theorem 5.

For the second part of the theorem, notice that in the limit σ →∞, P12(t) scales as t−1 for small
positive t. Consider the right-hand side of the ODE for Σââ in (20); this expression is independent

of Σââ and goes as t−2 due to the term that is quadratic in Σââ. This makes Σââ ∼
C

t
as t →

0+ for some constant C. From (35), Y (σ, σv, T0, T ) involves an integral of Σââ, which diverges
logarithmically as T0 → 0. Furthermore, all of the integrands are non-negative. This completes the
proof of Theorem 5 for the scalar case.

The general proof for q, a ∈ Rd requires solving for P (t) and e(t) in R2d×2d and R2d respec-
tively, but the asymptotics of the solutions remain the same. Hence, the results obtained in the scalar
case will continue to hold.

Appendix E. Optimal estimates of a and q

In this appendix we derive the optimal estimates of a and q at a fixed time T > 0. We observe
y(t) for t ∈ [0, T ] and aim to compute the joint posterior probability distribution of (a,q(T )) in the
limit as the covariance matrix of the Gaussian prior on a, Σ, diverges to infinity. We assume that
the control input u(t) is zero on [0, T ].

Since we know that the distribution of (a,q(T )) is jointly normal, the means of the marginal
distributions of a and q(T ) are the optimal estimates â and q̂. By (2), we know

q(t) = at+ W(t)

and

y(t) =

∫ t

0
q(t) dt+

∫ t

0
dV =

t2

2
a +

∫ t

0
W(t) dt+ V(t).

Let W̃(t) = W(t)− t
TW(T ). Then W(T ) and (W(t)), t ∈ [0, T ] are independent. Then

q(t) =

(
a +

W(T )

T

)
t+ W̃(t)

and

y(t) =
1

2

(
a +

W(T )

T

)
t2 +

∫ T

0
W̃(t) dt+ V(t).

Moreover we may compute

E [V(t1)V(t2)] = ΣV min(t1, t2), (45)

E [W(t1)W(t2)] = ΣW min(t1, t2), (46)

and

E
[
W̃(t1)W̃(t2)

]
= ΣW

(
min(t1, t2)− t1t2

T

)
. (47)

16
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We will let X(t) =
∫ T

0 W̃(t) dt + V(t), which is a Gaussian process on [0, T ] that is independent
of both a and W(T ).

In order to determine the joint probability distribution of (a,q(T )) given the measurements
of y, we can start by finding the joint distribution of (a,W(T )). To begin, we let tν = νh for
ν = 1, . . . , N with h = T

N . Then, the joint probability density of (a,W(T ), (X(t))t=t1,...,tN ) (not
yet conditioned on the values of y) is given by

dP = ρ(a) da
exp

[
− 1

2TW(T )Σ−1
W W(T )

]√
det(2πTΣW )

dW(T )
exp

[
−1

2X(T )S−1X(T )
]√

det(2πS)
dX1 . . . dXN

(48)
whereX is the vector formed by concatenating X(t1), . . . ,X(tN ) and Smn = E[XmXn]. It will be
most convenient to consider S as a matrix with blocks S(tµ, tν) = E [X(tµ)X(tν)]. Moreover, we
will separate out the normalizing factors such as

√
det(2πS) which are independent of the random

variables of interest.
We know that X(tν) = y(tν)− 1

2

(
a + W(T )

T

)
t2ν = y(tν)− t2ν

2T q(T ). Let y andR be formed

by vertically concatenating y and the matrices t2ν
2T I for t = t1, . . . , tN ; then we may write

X = y −Rq(T ).

Thus

dP = F (y)ρ(a) da exp

[
−1

2
W(T )Σ−1

W W(T )

]
dW(T )

× exp

[
−1

2
(y −Rq(T ))TS−1(y −Rq(T ))

]
dy1 . . . dyN .

(49)

Conditioning on y and noting that ρ(a) becomes independent of a on any bounded set as Σ→∞:

dP ′ = F (y) exp

[
−1

2
W(T )TΣ−1

W W(T )

]
× exp

[
−1

2
(y −Rq(T ))TS−1(y −Rq(T ))

]
da dW(T )

where F (y) is a normalizing factor. We may change variables by noting da dW(T ) = T dda dq(T )
and W(T ) = q(T )− aT . Writing q as a shorthand for q(T ) and expanding the parentheses in the
second exponential, we obtain

dP ′ = F̃ (y) exp

[
−1

2
(q− aT )TΣ−1

W (q− aT )− 1

2
qTRTS−1Rq + yTS−1Rq

]
da dq (50)

with some normalization factor F̃ (y).
We wish to compute S−1R. We define the matrices ω(ν) as the solution of the system of

equations
ν∑

µ=1

σ(tν , tµ)ω(tµ)h =
t2ν
2
I, ν = 1, . . . , N (51)

so that S−1R is formed by vertically concatenating the matrices ω(tν)h. Then

yTS−1Rq =

(
N∑
ν=1

ω(tν)y(tν)h

)T
q

T
(52)
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and
1

2
qTRTS−1Rq =

1

2T 2
qT

(
N∑
ν=1

t2ν
2
ω(tν)h

)
q. (53)

One may show that

S(tν , tµ) = E[X(tν)X(tµ)] =

{
ΣV tν + ΣW

(
1
2 t

2
νtµ − 1

6 t
3
ν − 1

4T t
2
νt

2
µ

)
tν ≤ tµ

ΣV tµ + ΣW

(
1
2 t

2
µtν − 1

6 t
3
µ − 1

4T t
2
νt

2
µ

)
tµ ≤ tν

. (54)

Then, by taking the second forward difference of (51) for ν = 1, . . . , N − 1, it follows that the
matrices ω(tν) must satisfy(

−ΣV − ΣW
h2

6

)
ω(tν)− ΣW

2T

N−1∑
µ=1

t2µω(tµ)h+ ΣW

N−1∑
µ=ν+1

(tµ − tν)ω(tµ)h

=
2t− T

2
ΣWω(T )h+ I, ν = 1, . . . , N − 1.

(55)

We also have the constraint given by (51) for ν = 1, namely

N∑
µ=1

[
ΣV +

(
tµ
2
−
t2µ
4

)
ΣWh−

1

6
ΣWh

2

]
ω(tµ)h =

h

2
. (56)

We conclude by considering the continuous limit h = 1
N → 0. In general, we assume ω(T )h

tends to a limit κ, which is not necessarily zero. Then ω0(t) = ω(t) − δ(t − T )κ is a continuous
matrix-valued function satisfying the integral equations

−ΣV ω0(t)− ΣW

2T

∫ T

0
s2ω0(s) ds+ ΣW

∫ T

t
(s− t)ω0(s) ds

= I +
2t− T

2
ΣWκ, ∀t ∈ [0, T )

(57)

and ∫ T

0
ω0(s) ds = −κ. (58)

Taking the continuous limits of (52) and (53), we see that the probability density dP ′ is maximized
when

∇
{
− 1

2(q− aT )TΣ−1
W (q− aT )− qT

(
1

4T 2

∫ T
0 t2ω(t) dt

)
q

+

(
1
T

∫ T
0 ω(t)y(t) dt

)T
q

}
= 0

(59)

where the gradient is taken over the a and q variables. The best estimates â and q̂ are precisely the
values that satisfy (59). Setting the derivative with respect to a to 0 yields

q̂ = âT, (60)

and the derivative with respect to q equals

− γq̂ + β(y) = 0, (61)
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where

γ =
1

2T 2

(∫ T

0
t2ω0(t) dt+ T 2κ

)
(62)

and

β(y) =
1

T

(∫ T

0
ω0(t)y(t) + κy(T )

)
. (63)

We conclude that
q̂ = γ−1β(y). (64)
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