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The size distribution of planned and forced outages and following restoration times in power
systems have been studied for almost two decades and has drawn great interest as they display
heavy tails. Understanding of this phenomenon has been done by various threshold models, which
are self-tuned at their critical points, but as many papers pointed out, explanations are intuitive, and
more empirical data is needed to support hypotheses. In this paper, the authors analyze outage data
collected from various public sources to calculate the outage energy and outage duration exponents
of possible power-law fits. Temporal thresholds are applied to identify crossovers from initial short-
time behavior to power-law tails. We revisit and add to the possible explanations of the uniformness
of these exponents. By performing power spectral analyses on the outage event time series and
the outage duration time series, it is found that, on the one hand, while being overwhelmed by
white noise, outage events show traits of self-organized criticality (SOC), which may be modeled
by a crossover from random percolation to directed percolation branching process with dissipation,
coupled to a conserved density. On the other hand, in responses to outages, the heavy tails in outage
duration distributions could be a consequence of the highly optimized tolerance (HOT) mechanism,
based on the optimized allocation of maintenance resources.

I. INTRODUCTION

As the power sector undergoes an unprecedented tran-
sition, understanding the vulnerability of these systems
receives more attention from the research community.
Replacing conventional, dominantly fossil-fueled power
plants with ones relying on variable sources such as solar
and wind poses a number of challenges, mainly due to the
appearing correlated spatio-temporal fluctuations, which
in case of adverse conditions can lead to disturbances
of various sizes. The size distribution of such events has
been the focus of research for almost two decades, largely
because it displays fat tails; a suitable candidate for fit-
ting power laws. It is known that the severity of catas-
trophic events exhibits such behavior, even after remov-
ing extreme outliers [1, 2]. The probability distribution
of the number of people killed in natural disasters and
man-made situations also shows power-law decay, with
very similar exponent values. As presented in [3], the size
distribution of deaths in man-made events (wars, battles,
conflicts, terrorist attacks) decay with power-law tails,
with exponents around 1.6. Similarly, the magnitudes
of natural disasters (earthquakes, storms, wildfires, etc.)
show exponents between 1.8 and 1.5. If such extreme
events do follow a power law, they are not completely
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unexpected anymore; though they remain unpredictable.
(These events were coined by Taleb as ‘gray swans’ [4],
in contrast to ‘black swans’, which can still occur due to
the possible dynamics of the upper cutoff [5].)

The research community is actively working on the
improvement of our understanding on how power out-
ages can be forecasted [6] and more specifically whether
the risk of failure in power systems represents a specific
case of the risk of system-wide breakdown in threshold
activated disordered systems. Self-organized criticality
(SOC), explained first by the Bak-Tang-Wieselfeld model
[7], is widely used for the modeling of such phenomena
[8]. In this regard, SOC is expected as the consequence
of self-tuning to a critical point, which is determined by
the competition of power consumption (behavioral prop-
erties) and available transmission capabilities (infrastruc-
tural properties) of the examined power system. In the
early 2000’s, another model has gained some attention in
relation to the topic, namely highly optimized tolerance
(HOT). HOT was coined by Carlson and Doyle, claim-
ing that the model takes into consideration the fact that
designs are developed and biological systems evolve in
a manner that rewards successful strategies subject to
a specific form of external stimulus [9]. Following this
original paper, Stubna and Fowler examined the HOT
model using the data from the Western United States
[10] and concluded that the model agrees closely if the
outage event size is considered through the power loss
but not for the number of consumers affected, thus the
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model of optimal resource distribution is not valid in gen-
eral when more than one measure of event size is used.
They also suggested a modified model, which introduces
the misallocation of resources. Similar findings are seen
in [11] that the HOT model is not a generic one that can
be used for applications related to power systems, but it
was worth studying the model as the tool of power sys-
tem blackout mechanism analysis and countermeasure.
It was also shown in [12] that the HOT mechanism can
also replicate empirical statistics of power outages. It has
to be noted that dimensions of the grid are critical for
HOT predictions, as it determines the exponent. Calcu-
lating the dimensions of power grids is challenging due to
their complex topology, but in general the graph dimen-
sion of high-voltage networks is considered to be over 2
[13]. An interesting point raised by [12] is that while both
the SOC and HOT models can replicate the size distri-
butions of outages, the main difference might be seen in
the temporal correlation of the events, with which SOC
could manifest a 1/fα noise [14, 15]. However, previously
studied data still cover a too short time span, restricting
one to assert, in typical power systems, if it is SOC or
HOT in play or an interplay of both.

By studying more outage data from various sources
and time spans, this latter argument served as one of
the main motivations for our paper, as we revisit the
empirical studies carried out in the last two decades, and
perform an in-depth comparison with our recent findings.

When reviewing the corresponding literature, one has
to pay attention to the adequate use of the terminol-
ogy, especially when comparing outages, restorations,
and blackouts. While the size and duration of blackouts
are characteristic properties of the power system under
study, outages caused by component failure are typically
individual events. As shown by [16] the duration of out-
ages is usually much shorter than that of blackouts and
their restorations, and large blackouts, albeit rare, are
much more hazardous to society [17, 18]. One also has to
differentiate the type of component leading to the out-
age; repairs for generation equipment and transmission
equipment not only differ in their nature but also in their
duration. Generation outages are caused by failure of
the machinery at a single site, while transmission out-
ages can occur at multiple locations and are also subject
to weather.

For blackouts, the first widely analyzed dataset was the
probability distribution of unserved energy in relation to
North American blackouts between 1984 and 1998 [19],
which showed a power-law-like tail [8, 20] with a decay
exponent between 1.3 and 2.0. Blackout statistics along
the dimension of energy were analyzed for New Zealand
[21] (exponent ≈ 1.6) and China [22] (1.8), while for the
dimension of power, data for North America [20, 23] (2.0)
and Norway [24] (1.7) were analyzed earlier. Disturbance
date of Sweden was analyzed in [25] (exponent ≈ 1.6).
Besides these examples of empirical data, various power
system models are also used to study SOC processes; the
most relevant being the standard blackout model named

ORNL-PSerc-Alaska (OPA). The OPA model was also
validated for real-world data in [26].

Those previous data had mainly focused on more no-
ticeable blackout events that usually resulted from cas-
cading failures. From the aspect of outage and restora-
tion times, substantially longer datasets were analyzed
recently in [27] and [28]. The first study, comprised of
7 years of pan-European outage data shows power-law
fits with exponents of 1.7 and 2.1 for energy and power
dimensions, respectively. The second study analyzes 14-
year restoration time data of the Bonneville Power Ad-
ministration, and a power-law fit (1.84) is shown to be
the most suitable among other distributions, but empir-
ical data has a bit heavier tail than the fit.

In this paper, the collected data record all types of
forced outage events due to individual component fail-
ures, be they almost negligible or affecting consumers
from vast regions. The natural question is then if heavy
tails could still emerge for accessible statistics, such as
for the distributions of unavailable energy and unavail-
able duration [29]. And if so, what are the implications of
these heavy tails? In what follows, we should be poised
to answer these questions. We show by spectral analy-
sis, that the inter-event times and the outage frequencies
in the database exhibit a constant and a PL decaying
component. The former, valid for short times indicates
random events excluding SOC, while the latter, valid for
longer time scales suggests an SOC mechanism, in which
the optimization of repairing capacity plays the role of
tuning to a critical point. Note, that even a large con-
stant can suppress a PL decay [30]. Based on the SOC,
we propose a simple model, which can describe the out-
age/repair competition, taking into account branching-
like failure cascades, and which is capable to show out-
age duration critical exponents close to the observations.
This model has already been explored in the statisti-
cal physics of sand piles and reaction-diffusion systems.
Based on this model we try to propose possible mecha-
nisms for mitigating outage duration exponents. How-
ever, the spectral analyses of the outage durations tend
to suggest that the HOT mechanism, based on mainte-
nance resource optimization, may be more favorable for
describing the empirical outage duration data.

The remainder of the paper is organized as follows.
Section II. presents the methods and data used for the
research. Results for the empirical data are detailed in
Section III. Discussion and explanation of the results are
presented in Section IV.

II. DATA AND METHODS

A. Outage data description

We collected outage data from various online public
sources of Transmission System Operators (TSOs). From
these data, we exclusively consider outages caused by in-
dividual component failures, and no blackout events are
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considered. The interested outage events may be caused
by any component failure before the power is transmit-
ted to the customer end, be it a generator failure or any
failure in the course of power transmission, the latter of
which includes failures such as transmission line failures,
circuit breaker failures, switch failures, transformer fail-
ures, etc. Hence, the collected data are categorized in
accordance with their nature, as follows.

(i) Generator outages. This category includes the Eu-
ropean Network of Transmission System Operators for
Electricity (ENTSO-E) online data for the unavailability
of production and generation units [31] for control ar-
eas (see the definitions of these terms in Appendix A),
the California Independent System Operator (CAISO)
generation outage data [32], the Hungarian Transmission
System Operator (Magyar Villamosenergia-ipari Átviteli
Rendszerirányító, MAVIR) data on generation outages
[33], and the production outage data from the Italian
Power Exchange (Gestore dei mercati energetici, GME)
Inside Information Platform [34].

(ii) Transmission outages. As remarked above, many
different types of transmission infrastructures can go
wrong. For simplicity, we identify two types of trans-
mission outages, i.e. transmission line outages, which in-
cludes not only line failures but also failures in circuit
breaker, switches, etc., and transformer outages. In this
regard, the Bonneville Power Administration (BPA) data
provides both transmission line outages and transformer
outages [35], while the Alberta Electric System Operator
(AESO) historical transmission outage data [36] recorded
a hybrid of transmission line outages and transformer
outages. A special case comes from the ENTSO-E data
for the unavailability of transmission grids between con-
trol areas [37]), which only records transmission line out-
ages and transformer outages between pairs of control
areas. The data indicate that the majority of outages
were caused by transmission line failures though.

Most of these data sources do not provide dataset
dumps but rather data access APIs. Hence, we have
employed automatic data-scraping methods to assemble
as much data as possible for further analyses. Note that
automatic data collection methods are particularly use-
ful for data sources that are limited by single-time query
quota restrictions. For a detailed account of data col-
lection, see the descriptions in the respective references
[32–37] and the raw data repository [38].

All the data are formatted in terms of many outage
entries containing several columns that detail the in-
formation of an outage event, such as the ID of the
plant/line/transformer, the starting time and the end-
ing time, the outage type, the unavailable power (or the
installed power and the available power), etc. In this
paper, we only focus on the statistics of unexpected out-
ages that TSOs usually do not have precautions for pre-
vention, which are usually due to natural causes, such
as storms and lightning strikes, or failures of generator
components and transmission facilities. To this end, we
filtered out entries for any planned outages for mainte-

nance. This amounts to selecting the entries labeled with
“Unplanned outage” (or “Forced outage”) for the ENTSO-
E data, the entries labeled with the “FORCED” outage
type for the CAISO data, the entries labeled with the
“Auto” outage type for the BPA data, and the entries
labeled with "UNPLANNED" unavailability type for the
Italy GME data, while the Hungary MAVIR data are al-
ready for unplanned outages. The AESO data does not
contain such a field for filtering, and we simply selected
entries designated with “Significant Outage”.

Previously, it has been shown that the sizes of black-
outs and outages, measured by various quantities (en-
ergy, power, affected customers, etc.) follow power laws
characterized by exponents ranging from ∼ 1.3 to ∼ 2.0
[19, 39]. However, as remarked in the introduction, al-
though several possible explanations, for example, SOC
for the direct current (DC) model [19], cascade failures
in the second-order Kuramoto model for alternating cur-
rents [13, 40], and power-law city sizes [41], have been
proposed to understand the emergence of these power
laws, a conclusive, full account for the origin of these
power laws is not yet reached in the literature. Espe-
cially, due to the complexity of power-grid systems and
their interaction with the environment, with our every-
day life and production activities, and with the plant op-
eration and maintenance staff, then, natural events, pop-
ulation distributions, power-grid infrastructure failures,
human societal behaviors, responses of the maintenance
staff to outage events, and so on could all contribute to
the heavy tails of various measures to a certain extent.
In a forthcoming study, we investigate the occurrences of
PL-s in the generator capacity sizes [42]. As for HOT,
power spectra analysis has not been carried out before,
according to our knowledge.

To further probe the possible origins of these power
laws, we first reproduce similar power-law observations
with the collected outage data, with outage sizes mea-
sured by the unavailable duration (Tu) and the un-
available energy (Eu = Tu × Pu, with the notation
Pu = Unavailable Power); see Appendix A for a full
account of how these quantities are obtained from each
raw dataset. As will be shown later, empirical unavail-
able duration distributions could also manifest power-law
tails. Since many outage quantities can take the form of
Tu×certain measure, we hence speculate that the under-
standing of the manifested power law for the unavailable
duration constitutes a crucial ingredient for the under-
standing of general power-law behavior in outage distri-
butions.

B. Methods of outage data analysis

Suppose the studied measure of outage sizes is de-
noted by x, representing Eu or Tu. One can assume that
x is drawn from a continuous probability distribution
Prob(x). In particular, empirical data usually display
a power-law tail starting from a certain minimum value
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xmin [43] [44]. One can further assume the tail part of the
distribution is drawn from a continuous power-law distri-
bution with the probability distribution function (PDF)

p(x) =
τ − 1

xmin

(

x

xmin

)−τ

, (1)

and the cumulative probability function (CDF)

P (x) =

∫ ∞

x

p(x′)dx′ =

(

x

xmin

)−τ+1

. (2)

In what follows, when concrete data are studied, we will
associate τE and τT with the distributions of Eu and Tu,
respectively, for distinction.

For an outage dataset of N entries, assuming the power
law starts to hold from xmin so that the remaining n
entries whose x ≥ xmin fit into a power law, the exponent
τ can then be estimated by maximizing the logarithmic
value of the likelihood

p(x|τ) =
n
∏

i=1

τ − 1

xmin

(

xi

xmin

)

, ∀xi ≥ xmin , (3)

giving rise to the estimated exponent [43]

τ̂ = 1 + n

[

n
∑

i=1

ln
xi

xmin

]

. (4)

However, since xmin is usually not known a priori, one
can select any value x = X as xmin and obtain an estima-
tion τ̂ (xmin = X). In order to find the optimal estimation
x̂min, we resort to minimizing the Kolmogorov-Smirnov
statistic distance [43]

D(xmin) = max
x≥xmin

|S(x) − P (x)| (5)

that quantifies the distance between the empirical CDF
S(x) of the data for observations x ≥ xmin and the CDF
Eq. (2) for the best power-law fit of the data [with τ = τ̂
estimated by Eq. (4)] in the region x ≥ xmin.

For the unavailable duration Tu, to explore the
crossover from short-time behavior due to quick routine
maintenance to power-law behavior in the much longer
maintenance regime, we separate the events with respect
to a temporal threshold and perform power-law fittings
for Tu ≤ 24 hours and Tu > 24 hours, respectively. The
threshold was determined based on consultations with
experts from the fields of power system maintenance and
reliability of electric machinery. According to operational
experience, forced outages rarely end in permanent fail-
ures, as they are caused by random events and the major-
ity of such failures can be corrected in a range of hours.
On the other hand, major faults typically require spe-
cialized equipment and/or personnel, which is available
to a limited extent on-site. Service level agreements for
operation and maintenance typically consider repairs to
be started within 24 hours, but as the correction of these
major faults usually requires mechanical work and possi-
ble disassembly of the equipment, registered outage times
are exceeding 24 hours.

C. Methods of spectral data analysis

For major outage events, where large-scale blackout
could occur, the entire outage duration distribution (and
its power-law tail) may be accounted for by the in-
verse Weibull distribution (αx−β−1e−λx−β ∼ αx−β−1 for
x ≫ 1) due to the symmetry of failures and restorations
[45]. However, it is also possible that the studied data
may include many intermittently occurred random out-
age events, then contrary to Ref. [46], the inverse Weibull
distribution could not fit the data to the whole range.

To demonstrate that the studied outage data are in-
deed comprised of random outage events, characterized
by white noise signals, as well as correlated events poten-
tially resulting from cascading outages, we perform power
spectral analyses [14, 15] on the time series S(t), which,
similar to the number of “topplings” in the sandpile model
[7], is the number of outage events at time t, and on the
time series I(t) for the tth interval between successive
outage events. In addition, the duration D(t) for the tth
outage event can also be regarded as a time series and
should be analyzed. For S(t), we have used the accessi-
ble time resolution, either one hour or one minute, as the
time unit, while for I(t) and D(t), the time t bears the
meaning of the index of an event interval and the index
of an event, respectively [47]. As an intuitive example for
showing the effect of white noise on correlated signals, we
also performed power spectral analyses on the noise sig-
nal N(t) obtained by superposing a Brownian noise with
white noise of different intensities

N(t) =

t
∑

i=1

Xi + Y , t = 1, 2, . . . , T , (6)

where Xi and Y are random variables drawn from the
normal distributions N (0, 1) and N (0, σ), respectively,
with σ = 0, 1, and 10. The power spectrum PF (f) of a
signal F(t) [= S(t), I(t), D(t), or N(t)] is then computed
as the absolute square of the discrete Fourier transform
of F(t) (via the fast Fourier transform) [48]

H(f =
t

T
) =

1√
T

T
∑

k=1

F(k)e2πi(k−1)(t−1)/T , (7)

PF (f) = |H(f)|2 + |H(1− f)|2 , 0 < f ≤ 1

2
. (8)

We remark that this analysis directly probes the corre-
lation of raw outage events as well as their restorations,
it is in contrast to probing the correlation of blackout
events through their long-term correlations and the wait-
ing times between successive blackouts [18].

III. RESULTS

We categorize the outage statistics into outages in gen-
eration/production units and outages in transmissions
(see Appendix A for the difference between generation
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FIG. 1. Probability distributions (black dots) of generation outages measured in terms of the unavailable energy. For the
ENTSO-E data, we show the generation outage data for the control areas “DE_AMPRION”, “GB”, and “FR”, as well as the
generation and production outage data from all control areas. The fitted power laws and their corresponding xmin values are
marked by solid red lines and vertical black lines, respectively.
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FIG. 2. Probability distributions (black dots) of generation outages measured in terms of the unavailable duration. For the
ENTSO-E data, we show the generation outage data for the control areas “DE_AMPRION”, “GB”, and “FR”, as well as the
generation and production outage data from all control areas. The fitted power laws and their corresponding xmin values are
marked by solid red lines and vertical black lines, respectively.

and production units). Note that transmission outages
may be caused by various transmission infrastructure fail-
ures in transmission lines, transformers, circuit breakers,
switches, etc.

A. Results on generator outages

Figs. 1 and 2 show the probability distributions of
outages in generation units and production units from
various data sources as described in Sec. II A, measured
in terms of unavailable energy and unavailable duration,
respectively. In our analysis we considered both derat-
ings of generation units and shutdowns; in the first case,
the output capacity of the generator is lower than its

nominal value, while in the latter case, we assume the
complete loss of power output. In both cases, the vol-
ume of unavailable energy was determined by multiply-
ing the duration of the outage with the power output
considered to be unavailable. In real operating condi-
tions, generator outages may present a wider spectrum,
as presented in [49, 50], where the authors also highlight
that while generator outages are widely considered as in-
dividual events, significant correlations can be discovered
between the outages.

For the ENTSO-E data, we show results for all gener-
ation units and all production units, as well as results for
several large control areas, including “DE_AMPRION”,
“GB”, and “FR” [30]. The distributions were obtained
by binning the data logarithmically with base 1.08 first
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FIG. 3. Probability distributions (black dots) of generation outages measured in terms of the unavailable duration, with the
duration separated by a threshold at 24 hours. The fitted power laws and their corresponding xmin values are marked by solid
red lines and vertical black lines, respectively.

and then plotted in a log-log scale. These data distribu-
tions clearly display power-law tails. We employed the
fitting method detailed in Sec. II B to determine xmin and
the power-law exponent τE or τT ; also c.f. Table I for a
summary of exponent values. For generation/production
outages measured by the unavailable energy, τE ranges
from ∼ 1.3 to ∼ 2.0, and for generation/production out-
ages measured in terms of the unavailable duration, τT
ranges from ∼ 1.8 to ∼ 2.1. In addition to the statis-
tics for generation/production units, Fig. 2 also shows
the unavailable duration distributions for BPA customer
services and BPA transformers, with τT ≃ 1.83 and
τT ≃ 1.09, respectively. Although here we only study sin-
gle outage events, the observations for energy outage are
thus comparable with the literature for blackout events
[8, 19, 20, 22, 25, 27, 39]. What is more, the listed out-
age duration distributions further exemplify the findings
for the transmission line restoration duration in Ref. [28]
(there a power-law tail was identified with τT ≃ 1.84),
however, here for the restoration of outages in both gen-
eration and transmission facilities; see also the next sub-
section.

As remarked in Sec. II B, the 24-hour threshold typi-
cally marks a separation for short- and long-time mainte-
nance behaviors. One may then expect to observe quite
different statistics for Tu ≤ 24 hours and for Tu > 24
hours. This is immediately justified by Fig. 3, upon ap-
plying the 24-hour threshold on the duration of genera-
tion outages. Both the distributions for Tu ≤ 24 hours

and Tu > 24 hours display power-law tails (although dis-
tributions for the former case give weaker power laws
with few orders of magnitude due to the threshold), hint-
ing that maintenance activities are governed by different
universal behaviors in short- and long-time maintenance.

B. Results on transmission infrastructure outages

Unlike centralized power plants, transmission infras-
tructures are much more widely distributed over large
regions. As such, in the way of power transmission, any
failed transmission lines, switches, circuit breakers, trans-
formers, etc., could cause outages. The BPA data pro-
vides both outage duration data for transmission lines
(including switch and circuit breaker failures) and out-
age duration data for transformers separately; the data
are shown in the two top panels of Fig. 4. In these two
cases, as in Ref. [28], the power-law tails are quite evi-
dent, and the smaller exponent for transformer outages,
in accordance with our intuition, suggests that restoring
the functionality of a transformer is more likely to take
a longer time as compared to repairing a transmission
line. Even if the data contain a mixture of outage events
caused by both transmission line failures and transformer
failures, as shown by the two bottom panels of Fig. 4 for
the AESO data and the combined ENTSO-E data for
transmission outages between all pairs of control areas
(see below for a few examples on some selected control
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TABLE I. Summary of various exponents obtained for energy outages (τE) and for outage duration (τT ), with available τT

for Tu ≤ 24 hours (denoted as τT≤24
) and Tu > 24 hours (denoted as τT>24

) also displayed. The lower right part of the table
shows results for transmission outage duration between pairs of control areas in the ENTSO-E data. Note that a similar set
of exponents exist for pairs of control areas in a reversed transmission order (such as “ENTSO-E SE-NO”). The corresponding
exponents are quite close to the ones shown in the lower right part of the table and are not included.

Generation τE τT τT624
τT>24

Transmission τT τT>24

ENTSO-E All Gen. 1.86 1.85 1.43 1.86 BPA Transmission 1.85 1.72
ENTSO-E All Prod. 1.82 1.99 1.34 2.24 BPA Transformer 1.09 1.17
ENTSO-E DE_AMPRION 1.57 1.83 1.40 1.90 AESO 2.37 2.37
ENTSO-E GB 1.54 2.09 1.49 2.02 ENTSO-E All Transmission 1.54 1.54
ENTSO-E FR 1.62 1.84 1.50 1.84 ENTSO-E DE_50HZ-PL_CZ 1.07 1.01
USA CAISO 2.01 2.03 1.47 2.20 ENTSO-E NO-SE 1.12 1.12
Hungary MAVIR 1.34 2.15 1.08 2.14 ENTSO-E PT-ES 1.25 1.25
GME Italy 1.86 1.85 1.54 1.85 ENTSO-E SE-DK_CA 1.00 0.97

area pairs).

100 102 104 106

10-8

10-5

10-2

Tu (mins)

BPA Transmission

τT = 1.8477

xmin = 402.

100 101 102 103 104 105 106

10-7

10-5

10-3

10-1

Tu (mins)

BPA Transformer

τT = 1.0927

xmin = 188.

100 101 102 103 104

10-6

10-4

10-2

100

Tu (hours)

AESO

τT = 2.3733

xmin = 596.

101 103
10-6

10-4

10-2

100

Tu (hours)

ENTSO-E All Transmission

τT = 1.5413
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FIG. 4. Probability distributions (black dots) of various types
of transmission outages measured in terms of the unavailable
duration. The fitted power laws and their corresponding xmin

values are marked by solid red lines and vertical black lines,
respectively.

Hence, not only transmission line failures and trans-
former failures but also their mixture could lead to power-
law outage distributions. The latter can be made sensible
via a mixture distribution [51]. For a data source with x
drawn from several distributions p1(x), p2(x), . . . , pn(x)
and weights w1, w2, . . . , wn, where wi > 0 and

∑n
i wi =

1, the mixture distribution for x would be pm(x) =
∑n

i wipi(x). Let us assume that general transmission
outage events can be caused by both transmission line
failures and transformer failures, which follow the power-
law distributions p1(x) = k1x

−τT1 and p2(x) = k2x
−τT2

respectively in the tails. Now if the events happen with
weights w1 and w2, the tail part [x > (k1/(τT1 − 1))

1

τT1−1

and x > (k2/(τT2 − 1))
1

τT2−1 ] of the mixture distribution

will be given by

pm(x) =
1

w1 + w2

(

w1k1x
−τT1 + w2k2x

−τT2

)

∼ x−τT , (9)

so that the tail is dominated by the power law of the
smaller exponent τT = min(τT1, τT2), as long as w1 ∼ w2.

The above argument can be now readily extended to
understand the observed power law of the ENTSO-E
transmission outage duration for all pairs of control ar-
eas, given each pair of them follows a power law. To check
this, in Fig. 5 we show transmission outage duration dis-
tributions for a few pairs of control areas. Since the sizes
of most such datasets are too small to give good enough
statistics, the displayed data are specifically selected for
pairs of larger control areas that contain enough out-
age events. From the figure, we see that for these larger
control areas, the transmission outages between them in-
deed follow power laws in outage duration distributions
and typically have an exponent τT ranging from ∼ 1.0 to
∼ 1.3, suggesting that transmission infrastructures be-
tween larger control areas are more difficult to be fixed
if they fail. Since the exponents in these examples are
fairly small, then according to (9), it is tempting to con-
jecture that the overall exponent will be τT ∼ 1 if we
combine the data for all pairs of control areas. However,
out of 226 datasets for different pairs of control areas,
only a few are large enough to show meaningful statis-
tics, so their weights are almost negligible. Hence, the
exponent τT ∼ 1.54 from Fig. 5 must be ascribed to the
overall statistics of smaller control areas and theoreti-
cally, they should be governed by larger exponent values,
even though the dataset of each of them is yet too small
to show significant statistics.

In Figs. 6 and 7, a 24-hour threshold is again applied
to the duration of transmission outages corresponding
to Figs. 4 and 5, respectively. In contrast to genera-
tion outages in which a 24-hour separates two different
universal behavior due to maintenance teams’ responses
in a specific power system, transmission outage duration
only show power-law tails for Tu > 24, while for Tu ≤ 24
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FIG. 5. Probability distributions (black dots) of transmission outages between pairs of control areas (labeled on the top of each
panel), measured in terms of the unavailable duration. The fitted power laws and their corresponding xmin values are marked
by solid red lines and vertical black lines, respectively.
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FIG. 6. Probability distributions (black dots) of transmission outages measured in terms of the unavailable duration, with the
duration separated by a threshold at 24 hours (1440 minutes). For Tu > 24 hours, the fitted power laws and their corresponding
xmin values are marked by solid red lines and vertical black lines, respectively. For Tu ≤ 24, unlike in Fig. 3, the statistics are
not justifiable for power-law fits.

hours, power-law tails are hardly observed due to either a
genuine lack of power laws or probably too small sample
sizes. If the former is the case, it may be that transmis-
sion lines usually locate in remote places, many of which
could only be fixed with a longer time so that only longer-
time maintenance activities follow a universal behavior.

IV. DISCUSSION

We summarize the obtained exponents in Table I.
As mentioned earlier, the exponent τE for the unavail-
able energy shows good agreement with the literature.
For outage duration in the generation sector, we con-
clude that a 24-hour threshold typically renders τT≤24

∼
1.0−1.5 and τT>24

∼ 1.80−2.20 ∼ τT > τT≤24
. For trans-

mission infrastructure outage duration, even though the
statistics are not good enough for power-law fits when
Tu ≤ 24, we still see that τT>24

∼ τT . Hence, the ob-
served power-law tail for Tu for each dataset is essen-
tially unaffected if outage events with Tu ≤ 24 are all
excluded. These results suggest that typical outages not
yet restored beyond 24 hours are governed by a universal
mechanism that gives rise to heavy tails.

A. Potential explanations for heavy tails

Since many outage measures are related to the dura-
tion of the outage events, these observations for unavail-
able duration distributions thus provide another perspec-
tive to understand the ubiquitous existence of heavy tails
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FIG. 7. Probability distributions (black dots) of transmission outages measured in terms of the unavailable duration, with the
duration separated by a threshold at 24 hours (1440 minutes). For Tu > 24 hours, the fitted power laws and their corresponding
xmin values are marked by solid red lines and vertical black lines, respectively. For Tu ≤ 24, unlike in Fig. 3, the statistics are
not justifiable for power-law fits.

in power-grid systems. In the following, potential expla-
nations of the underlying phenomena are presented. The
explanations are structured in three sections; (i) discusses
potential relation to SOC, (ii) discusses that to HOT,
while (iii) is a summary, arguing for more analysis and
the need for more detailed empirical data.

(i) Empirical data of faulty electrical (and many
other types) components may show exponential distri-
butions [52], but in general had been described by log-
normal, gamma or Weibull repair time distributions [53].
Furthermore, the heavy-tailed outage durations we ob-
serve in the databases may be the consequence of de-
pendent events. In section IVB we provide a power-
spectral analysis, which shows power-law decaying auto-
correlations for quite a proportion of the outage events.
A possible explanation for the correlations among the
repairs can be related to the limited capacity or avail-
ability of the maintenance staff/equipment within a re-
gion. Thus, the observed power laws can have a similar
origin as those of the cascading blackout events them-
selves: self-organized criticality (SOC) [7, 54], tuned by
the competition of supply and demand, to the edge of a
critical point [19, 39], which is optimal for the function
of the whole economy [55]. In other words, keeping too
large a maintenance capacity is economically inefficient,
while too small is dangerous for the function of the whole
power grid, therefore the maintenance staff/resources of
the system tune them to a SOC state as in the case of
power production. One can naturally view the heavy
tails in outage duration distributions as a direct result
of the responses of maintenance resources to outages of
different scales driven by SOC.

To understand the critical exponents and how the
crossover behavior can emerge, one can map the outage
process onto simple non-equilibrium reaction-diffusion
(RD) models with phase transitions. Such mappings have

been shown to be very efficient to describe universal be-
haviors of non-equilibrium systems [56]. Let us quantify
outage sizes in terms of the time integral of failed units
until repair. SOC appears, when a slow drive (particle
adding in RD models) and a faster dissipation (parti-
cle removal in RD models) mechanism competes [57, 58].
Denoting functioning units by 0 “particles”, faulty (ac-
tive) ones by A-s, and the repairing teams by B-s we can
set up the following reaction scheme

0 → A, A+ 0 → A+A, A+B → 0 +B , (10)

where the number of B-s can be a considered conserved
quantity. They move in the system and their role is only
to sustain the system’s function. The 0 → A describes
the slow drive, while the A+ 0 → A+A models the fast
redistribution ending by the dissipative A + B → 0 + B
repair process, in agreement with an SOC model. The
outage size is then measured by the time integral of the
number of A-s in an SOC avalanche. This simple sys-
tem can be considered as the combination of spontaneous
isotropic percolation [59] (IP) and a branching process,
describing a possible failure cascade, which implies the
criticality of the directed percolation [60], coupled with
a conserved density (DP-C) [56], as B can be regarded
as a background and the total number NA + N0 is con-
served [61]. The process takes place on a network of
interacting electrical units which may contain long-range
interactions. The interacting network can be quite differ-
ent from the physical connection network, which is pre-
sumably small-world like, and for high-voltage nodes, we
showed [13, 40] that power grids have graph dimensions
between 2 and 3, but we don’t know the network of the
components of the database. For example, it has been
shown in Ref. [62] that cascading transmission line out-
ages can be described by Markov chain transition ma-
trices, with which non-local interactions of transmission
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lines can be observed. When there is no particle number
conservation in the system, we know that for regular net-
works the DP critical fixed point is stable asymptotically
as compared to the IP [63, 64], so a crossover may happen
between IP to DP. Such crossover between critical points
has also been studied in the IP + DP model in the case of
brain models [65], on different complex networks. Then
similarly, with the conserved reactions (10), we should
expect an IP to DP-C crossover. If the spontaneous fail-
ure probability is small, it does not cause a critical DP-C
percolation, but a slightly off-critical one, which cannot
be distinguished from wandering around DP-C criticality
as in the case of SOC-like models [66].

In case of this DP-C SOC process, we can expect the
occurrence of avalanches, triggered by failures of single
units, with a power-law size distribution. As for the out-
age duration distribution, the outage times of single units
can be related to the auto-correlation function, which
gives the probability of an outage A still not yet being
restored after Tu, and which exhibits the asymptotic scal-
ing: CAA(Tu) ∝ T

−λ/Z
u , where λ is the auto-correlation

exponent, and Z is the dynamical exponent of the crit-
ical process [56]. Put in another way, this probability
can as well be expressed in terms of the outage duration
distribution PT (Tu) as follows

∫ ∞

Tu

PT (T )dT = CAA(Tu) , (11)

giving rise to PT (Tu) ∼ T−τT
u = T

−λ/Z−1
u .

Since the inert 0-s are intrinsically not moving, the
scaling properties of reactions (10) then belongs to the
so-called Manna universality class [56, 67], which also
encompasses the conserved threshold transfer process
(CTTP) in d ≥ 2 dimensions [56, 67, 68]. By utiliz-
ing the scaling relation λ = d − ΘZ [56, 69], where Θ is
the initial slipping exponent, we obtain

τT = d/Z −Θ+ 1 . (12)

Inserting the numerical values for Θ and Z from Ref. [56,
67] gives τT ≈ 1.37, 1.99, and 2.51 in 1, 2, and 3 dimen-
sions. The exponent value in 2 dimensions seems to agree
with our database analysis for generation outages that
have resulted in 1.8 ≤ τT ≤ 2.1, depending on the region
of the data. The exponent values for transmission out-
ages span a wider range, but still seem to be close to the
model values in 1 to 3 dimensions. These exponents sug-
gest a fairly universal asymptotic behavior. Differences
from the theoretical values can be the consequence of
SOC quasi-critical behavior by the spontaneous failures,
under-sampling, different networks with different dimen-
sions, or even Griffiths effects [70, 71], which occur in
case of quasi-static heterogeneity of the system.

We don’t have data for the failure cluster size distri-
butions, but for the distribution of lost energy Eu, which
is related to the product of outage duration Tu and the
unavailable power capacity Pu of the nodes, which also
shows power-law distributions for certain databases (for

example in the CAISO data), the power-law tails of Eu

follow immediately from that of Tu.
(ii) The above-simplified model unavoidably leaves out

many complications. First, as outages do not necessarily
occur in a SOC cascading manner, the heavy tails in out-
age duration distributions may not be fully accounted for
by the responses of the limited maintenance resources to
the SOC cascading failures, as we assumed above. Sec-
ond, the ad hoc B agents themselves, albeit being con-
sidered conserved for simplicity, should be organized as
a result of further hidden mechanisms for achieving eco-
nomically efficient responses to outages, so they are not
strictly conserved in a long-time span. What is more, the
above simple model only regards B-s as a background so
that their spatial distribution as well as how they will
move in responses to the generations of A-s are totally
discarded, whereas, in reality, some generators in the net-
work may be considered more crucial than others or have
to provide higher availability or meet contractual maxi-
mum outage criteria. Operators keep extra resources for
such facilities to recover more quickly from outage types
which would normally cause a longer outage time, thus
skewing the outage time distribution towards smaller out-
age times.

Since man-made complex systems like power-grid sys-
tems are highly structured and dominated by optimiza-
tion designs, the above considerations point to another
mechanism for the observed heavy tails: the HOT mech-
anism [9, 72]. For forest fires and sandpiles as exemplified
in Ref. [9], the HOT mechanism introduces barriers (the
resources) to minimize the expected size of the event.
These barriers are concentrated in the regions which are
expected to be most vulnerable, leaving open the possi-
bility of large events in less probable zones. So in this
way, power-law size distribution can emerge by minimiz-
ing the average event size via the variational principle
with respect to the resource distribution function, sub-
jecting to the restriction of the resources which is used
to construct the Lagrange multiplier. Hence, even for
outage events, although the SOC mechanism can play
a role regionally, we cannot exclude that, in pursuit of
optimization in maintenance resources distribution and
minimization of outage times, the HOT mechanism could
partially contribute to the heavy tails in outage size dis-
tributions globally.

To be more specific, consider that independent cas-
cading outage events, be they uncorrelated single outage
events or blackout events, can be indexed by 1 ≤ i ≤ N .
In the original HOT mechanism, the resources ri are al-
located to suppress an event of size li from happening ,
obeying a map li = F (ri). By minimizing the expected
outage size [72]

J =
{

∑

pili|li = F (ri),
∑

ri ≤ R
}

, (13)

subject to the limited resource R, it was shown that the
size distribution follows a power law P (l) ∼ l−α. In the
above expression, pi denotes the probability of event i
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during some time span of observation. The general idea
is of course to allocate the resources to places where a
large-size event is more likely to happen. However, in
the context of outage duration, the focus becomes uti-
lizing the limited resources R, say the available mainte-
nance manpower in hours, to fix outages last for various
times Tu during the observation time span. Now an event
should be directly considered as an outage caused by a
generator failure or a transmission infrastructure failure.
These events of course do not necessarily occur indepen-
dently, but for a long enough time span, each of these out-
age events, indexed by the location i for instance, should
associate with a probability pi and an expected restora-
tion time (outage duration) Tui. In this sense, the outage
events are again considered as independent, and by ex-
tending the HOT mechanism (13), the observed heavy
tails in outage duration distributions may be attained by
minimizing the following objective cost

J =
{

∑

piTui|Tui = g(ri),
∑

ri ≤ R
}

. (14)

For the above purpose, the maintenance manpowers
are naturally concentrated in regions where outages hap-
pen more frequently, leaving outage events in remote
places needing longer time to fix, even if it is just a trivial
one. Hence, heavy tails PT (Tu) ∼ T−τT

u ensue in outage
duration distributions in a similar manner as the original
HOT for outage sizes. Nevertheless, at this stage, the
HOT explanation can only be a hypothesis as we still
lack the knowledge of pi and the functional form of g(r).
What is more, while it is critical to know the dimension
of the grid for HOT predictions for cascading sizes, for a
more general quantity like the outage duration Tu, g(r) is
determined by the resource/loss relationship, which may
or may not be directly related to the physical dimension
[72].

(iii) Our empirical results show similarities with expe-
riences of the power sector as well. Ref. [73] concludes
based on the data of a regional power supply company,
that the most frequent causes for transmission outages
are shortcomings in maintenance, natural and weather
conditions, and unauthorized personnel. It is also known
that preventive maintenance highly affects the availabil-
ity of the equipment, but it comes at a cost (monetary
and human resources) [74, 75].

By considering all these intertwined factors, we see
that there are various aspects for the emerged heavy tails
in outage statistics. On the one hand, some intervention
measures, which are usually not optimized, are intro-
duced to the infrastructure, so that outage events are
not entirely occurring in a spontaneous SOC manner,
but SOC processes could still dominate in many parts
of the system. On the other hand, in response to outage
events, maintenance resources enjoy bigger flexibility and
may be optimally deployed as needed. In summary, our
above discussion favored a SOC explanation for the oc-
currences of outage events, but we don’t entirely exclude
HOT, whereas, for outage duration, it is more plausible

to ascribe the observed heavy tails to an extended HOT
mechanism. For outages, since the HOT mechanism re-
stricts more probable large-size events from happening,
it is suggested that the 1/f spectra may not be observed,
contrary to SOC processes [12]. To partially unravel if
it is SOC or HOT in play for outage events and their
duration, in the next section, we try to detect if there
are any traits of 1/f noise by performing power spectral
analyses on outage and restoration time series.

B. Power spectral analysis

In this section, we employ the spectral analysis method
on the time series S(t), I(t), D(t), and additionally N(t),
all introduced in Sec. II C. As shown in Figs. 8 (a) and
(b), our collected outage data typically display a 1/fα

power law, a signature of correlation in the outage events,
in the lower-frequency range, while the higher-frequency
range is overwhelmed by white noise, which is character-
ized by a constant power spectrum. This is immediately
evident if we compare Figs. 8 (a) and (b) to how the 1/f2

power spectrum of a Brownian noise is affected by white
noise of different intensities, as illustrated in Fig. 8 (c).
Hence, even though the exponent values for PS(f), rang-
ing from ∼ 1.91 to ∼ 3.49, are not entirely in accord with
α < 2 for the Bak–Tang–Wiesenfeld and Manna sandpile
models with dimensionality d < dc = 4 [76], we do not ex-
clude that the topology of the system may come to play,
or that there could exist a crossover in the 1/fα law, as
the correlations manifested in the higher-frequency range
are largely masked by white noise.

Since the majority of the outage events seem to oc-
cur out of quite random causes, the above observations
suggest that the manifested power laws in outage dura-
tion distributions cannot be attributed to the responses
to cascade blackout events alone. In Fig. 8 (d), we show
that the outage duration time series D(t) barely shows
any evident traits of 1/f noises, except for the Italy data,
in which the events were recorded hourly instead of in ev-
ery minute. Since many outage events can be fixed in a
matter of a few hours, we suspect that the 1/f noise in
the high-frequency part (short time) of the Italy data
merely reflects a superficial correlation of outage dura-
tion due to its low temporal resolution. Based on these
arguments, the pervasive heavy tails in outage duration
distributions may then be more deeply rooted in the mod-
ified HOT mechanism conjectured in (14), featuring the
optimized responses of the limited maintenance resources
to both random outage events as well as cascade outage
events resulting from SOC processes.

For outage events, the observed 1/f noises strengthen
the complex IP + DP-C SOC hypothesis advanced be-
fore, calling for a dominating branching process for long
times and a branching process overwhelmed by random
events for short times and excluding the HOT explana-
tion for outage sizes. Yet, the vastness of those random,
singular events may partially be a result of the aforemen-



12

ENTSO-E, ~f -3.25

Hungary, ~f -1.91

Italy, ~f -3.30

BPA trans., ~f -3.49

10-6 10-4 10-2 100

105

107

109

1011

f

P
S
(f
)

(a)

ENTSO-E, ~f -1.84

Hungary, ~f -2.16

Italy, ~f -1.11

BPA trans., ~f -1.01

10-4 10-2 100

1014

1016

1018

1020

f

P
I(
f
)

(b)

Brownian noise

Brownian +White (σ=1)

Brownian +White (σ=10)

10-4 10-2 100

106

108

1010

1012

1014

f

P
N
(f
)

(c)

f -2

ENTSO-E

Hungary

Italy, ~f -1.19

BPA trans.

10-4 10-2 100
1014

1017

1020

1023

f
P
D
(f
)

(d)

FIG. 8. Power spectra of the time series of (a) the number of outage events S(t), (b) the intervals between successive outage
events I(t), (c) the Brownian noise N(t), with and without the presence of a white noise background, and (d) the outage
duration D(t). In panels (a), (b), and (d), we show the respective power spectra for the ENTSO-E generation outage data
from all control areas, the Hungarian MAVIR generation outage data, the GME Italian generation outage data, and the BPA
transmission outage data.

tioned barriers introduced to strengthen the power grids,
which prevent failures from spreading further. For the
α < 2 inter-event cases, non-ergodicity, aging, and con-
sequently an age-dependent scaling can also occur [77],
related to so-called ‘crucial events’.

V. CONCLUSIONS

In the present paper, we revisited the topic of the size
distribution of forced outages in power systems to formu-
late possible theoretical explanations of the uniformness
of these distributions. To address a shortcoming of pre-
vious studies, long-term outage data of various power
systems were collected and analyzed. First, exponents of
power-law fits were extracted to cross-check the results
with related literature, then this step was repeated after
setting a threshold, speculating that the understanding
of the manifested power law for the unavailable dura-
tion constitutes a crucial ingredient for the understand-
ing of general power-law behavior in outage distributions.
Based on the numerical results, potential explanations
were presented, and a power spectral analysis was per-
formed to demonstrate that the studied outage data are
comprised of many random events as well as some corre-
lated events characterized by the 1/f noise. This hints

that SOC processes could take place in outage events.
Therefore, for outage events, we consider the system un-
der study as the combination of spontaneous isotropic
percolation and a branching process, implying DP-C crit-
icality. Although a SOC explanation based on the DP-C
criticality for the heavy tails in outage duration distribu-
tions is tempting, given that the majority of the outage
events occurred out of random causes, the manifested
power laws in outage duration cannot be attributed to
the responses to SOC cascading failures alone. The power
spectra of the outage duration time series further indicate
a lack of 1/f noise, leading us to conjecture an extended
HOT explanation for the heavy tails in outage duration
distributions. This can be quite sensible, as on the one
hand, power-grid infrastructures are built more or less in
a self-organized manner to meet customers’ demands, so
they are more rigid to give rise to SOC processes, despite
some measures being introduced to confine the spread of
outages; on the other hand, the needed maintenance re-
sources in responses to outage events can be more fluidly
distributed and allocated, permitting a greater extent of
optimization for economical efficiency.

Since cascading failures pose higher risks to society,
the statistical physics approach to critical phenomena
opens up the possibility to provide suggestions on how
to make cascade-failure-like outages smaller. In gen-
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eral, the addition of long-range interactions/correlations,
suppresses fluctuations and increases the effective graph
dimensions, making the processes more mean-field-like,
which are faster, with shorter outage durations corre-
sponding to larger τT [56]. On the other hand, quenched
heterogeneity and modular structures slow down the crit-
ical dynamics. This can be seen in our analysis where
we found smaller outage exponents for transmissions be-
tween control areas than within them. Thus increasing
the size or decreasing the number of control areas should
decrease the outage times. It is also known in statisti-
cal physics of critical systems that in multi-component
models, spatial anisotropy can alter the universal scaling
behavior [56]. In particular, for the DP-C class sand-pile
models spatial anisotropy or an absorbing wall increases
the τT critical exponent [78], which could be exploited by
deploying efficient service team geometry or topology.

In the future, it would be interesting and valuable
to examine in-depth more structured data that allows
a proper separation of cascading events and random out-
ages so that one can compare how these two types of
events are restored differently. If such information can-
not be directly inferred from the raw data, one approach
is to group outages into cascades and generations within
each cascade according to their relative occurrence tim-
ing [79]. In a more recent work [16], transmission system
outage data were also structured into resilience events
(onset and full restoration of cascading outages) accord-
ing to the timing of outages and restorations, with which
several metrics were proposed to evaluate the duration of
these resilience events. As power-grid systems consist of
many coupled subsystems and are constantly subjected
to various kinds of drive and dissipation, understanding
the pervasive heavy tails in various measures is always
challenging. To gain a better understanding, it will also
be interesting to set up simple hybrid models with the
SOC mechanism, similar to the OPA model [26], to ac-
count for the outage events and the HOT mechanism for
optimizing the restoration processes.
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Appendix A: Quantities extracted from the raw

datasets

The quantities of interest are the outage duration Tu

and the unavailable power Pu. They are extracted from
the raw datasets [38] as follows.

(i) Generator outage data:

• The ENTSO-E data for different control areas in
Europe [31]. The relevant columns of each entry are

those named ‘avail_qty’ (available power, in unit of
MW), ‘end’ (outage ending time), ‘nominal_power’
(installed power, in unit of MW), and ‘start’ (out-
age starting time). Hence, Pu = nominal_power−
avail_qty and Tu = end − start (in unit of hour).

Here we also give the definitions for
a few terminologies. According to
the ENTSO-E data descriptions, a generation
unit is “a single electricity generator belonging
to a production unit”, while a production unit
is understood as “a facility for generation of
electricity made up of a single generation unit or
of an aggregation of generation units”. According
to the document “Commission Regulation (EU) No
543/2013 of 14 June 2013 on submission and pub-
lication of data in electricity markets”, a control
area “means a coherent part of the interconnected
system, operated by a single system operator
and shall include connected physical load and/or
generation units if any”.

• The CAISO data for California [32]. We use prior
trade date reports with fields for both the un-
available duration and unavailable power included.
The relevant columns are those named ‘CURTAIL-
MENT START DATE TIME’, ‘CURTAILMENT
END DATE TIME’, and ‘CURTAILMENT MW’:
Tu = ‘CURTAILMENT END DATE TIME’ −
‘CURTAILMENT START DATE TIME’ (in unit
of hour), Pu = ‘CURTAILMENT MW’.

• The MAVIR data for Hungary [33]. The rele-
vant columns are those named ‘Start of the out-
age’, ‘End of the outage’, and ‘Unavailable capac-
ity’ (in unit of MW): Tu = ‘End of the outage’ −
‘Start of the outage’ (in unit of hour), Pu =
‘Unavailable capacity’.

• The GME data for Italy [34]. The rel-
evant columns are those named ‘EventStart’,
‘EventStop’, and ‘UnavailableCapacity’: Tu =
EventStop−EventStart (in unit of hour) and Pu =
UnavailableCapacity (in unit of MW).

(ii) Transmission infrastructure outages:

• The BPA data for the Pacific Northwest of the US
[35]. This dataset monitored Customer Service In-
terruptions, Transmission Line Interruptions, and
Transformer Interruptions. For the purpose of this
paper, only the data for Transmission Line Inter-
ruptions and Transformer Interruptions were se-
lected, while the data for Customer Service In-
terruptions was not considered because it contains
blackouts for customers in different districts, which
are usually consequences of multiple outage events
and last as long as any infrastructure failures in a
district are not restored. For the selected datasets,
the relevant column is Tu = ‘Duration’ in unit of
minute.

https://eepublicdownloads.entsoe.eu/clean-documents/pre2015/resources/Transparency/MoP_Ref_02_-_Detailed_Data_Descriptions_v1r2.pdf
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• The AESO historical data for Canada [36]. The
relevant columns are ‘Outage Start’ and ‘Planned
End’, giving Tu = ‘Planned End’ − ‘Outage Start’
in unit of hour.

• The ENTSO-E data for transmission outages be-
tween pairs of control areas in Europe [37]. There
are 65 control areas in total [38], out of which,
only 226 ordered pairs of control areas have di-
rect power exchanges. Similar to the ENTSO-

E generator outage data, the relevant columns of
each entry are those named ‘avail_qty’ (available
power, in unit of MW), ‘end’ (outage ending time),
‘nominal_power’ (installed power, in unit of MW),
and ‘start’ (outage starting time). Hence, Pu =
nominal_power − avail_qty and Tu = end − start
(in unit of hour). In the main text, we only show
the analysis for Tu in parallel with the analyses for
the BPA and the AESO data.
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