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Evaluation of the elastic field in phase-field crystal simulations
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The phase-field crystal model (PFC) describes crystal structures at diffusive timescales through a periodic order parameter
representing the atomic density. One of its main features is that it naturally incorporates elastic and plastic deformation. To
correctly interpret numerical simulation results or devise extensions related to the elasticity description, it is important to have
direct access to the elastic field. In this work, we discuss its evaluation in classical PFC models based on the Swift-Hohenberg
energy functional. We consider approaches where the stress field can be derived from the microscopic density field (i.e., the
order parameter), and a simple novel numerical routine is proposed. By numerical simulations, we demonstrate that it over-
comes some limitations of currently used methods. Moreover, we shed light on the elasticity description conveyed by classical
PFC models, characterizing a residual stress effect present at equilibrium. We show explicitly and discuss the evaluation of
the elastic fields in prototypical representative cases involving an elastic inclusion, a grain boundary, and dislocations.
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1 Introduction

The so-called phase-field crystal (PFC) model [1–3] emerged as a prominent framework for describing crystal structures at
large (diffusive) timescales through a continuous, periodic order parameter representing the atomic density. In its classical
formulation, it builds on a Swift-Hohenberg-like free energy functional [1–3] of the form

Fψ rψs “

ż

Ω

fψrψsdr, fψrψs “
λ´ κ

2
ψ2 ´

δ

6
ψ3 `

ψ4

12
`
κ

2
ψL2ψ, (1)

with fψrψs the free energy density. The scalar order parameter ψ ” ψpr, tq is related to the atomic number density, and
Ω P Rn (n “ 2 in this work, without loss of generality). A set of parameters λ, κ, δ ě 0 characterizes the phase space and
material properties. λ plays the role of the quenching depth, while κ is a constant that scales the elastic moduli expressed
here in dimensionless units [4]. L is a differential operator of the form L “ L1 ” pβprq2 ` ∇2q for a 2D triangular (or 3D
body-centered cubic) crystal and L “ L1L2 ” pβprq2 ` ∇2qp2βprq2 ` ∇2q for a 2D square symmetric crystal. A spatially
dependent length scale [4, 5] of 2π{qprq with qprq “ βprqq0 and q0 “ 1 is considered below. This approach describes
a spatially dependent lattice parameter as it occurs, e.g., in heterostructures and in the presence of temperature gradients.
Examples involving 2D square symmetry, however, will be discussed for the more classical model where βprq ” 1, i.e.,
L1L2 ” p1`∇2qp2`∇2q. In classical PFC methodology, the free energy is constructed to favor a limited Fourier expansion
of the density field in equilibrium, which is usually truncated at the smallest reciprocal lattice vectors for the 2D triangular and
3D bcc model (the one-mode approximation), and at the second smallest reciprocal lattice vectors for the 2D square model
(the two-mode approximation). Together with appropriate boundary and initial conditions, the dynamical equation for ψ, is
given by a mass-conservative (H´1) gradient flow of Fψ . The time evolution reads

Btψ “ ∇2µψ, µψ “
δFψ rψs

δψ
“

`

λ´ κ` L2
˘

ψ ´
δ

2
ψ2 `

1

3
ψ3. (2)

This approach describes several phenomena, including crystal growth, phase transformations, grain boundaries, and disloca-
tions [1–3]. However, in its basic formulation, lattice distortions evolve at diffusive dynamics too, which is often an unphysical
limit. Several extensions have been proposed to tackle more accurate modeling of elastic relaxation [6–12].

We consider the versatile hydrodynamic phase-field crystal approach (hPFC), recently proposed to account for the re-
laxation of elastic excitations through the coupling of the classical governing equation with the dynamics of a macroscopic
velocity field v [11]. In brief, this model builds on the linear response theory for the relaxation to equilibrium with a free
energy

F rψ,vs “ Fψrψs `

ż

Ω

ψ

2
|v|

2
dr. (3)
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Governing equations are obtained under generic conservation laws for the evolution of mass and momentum. The resulting
system of equations under the assumption of constant average density (namely for bulk systems) reads

Btψ “ ∇2µψ ´ v ¨ ∇ψ,
ρBtv “ xµψ∇ψ ´ ∇fψy ` Γ∇2v,

(4)

with parameters ρ and Γ controlling the speed of elastic relaxation. The operator x¨y stands for a smoothing kernel

xfy “ F´1pe´2π2k2

Fpfqq, (5)

with F the spatial Fourier transform and F´1 the inverse spatial Fourier transform of the periodic function f with spatial Fourier
vector k “ pk1, k2q. The smoothing kernel includes a coarse-graining procedure over one unit cell UC “ r0, a1s ˆ r0, a2s

with a1 “ p, a2 “
?
3p{2, p “ 4π

?
3 for the triangular symmetry and a1 “ a2 “ p “ 2π for the square symmetry.

In this article, we cover practical and fundamental aspects of evaluating the elastic field in the classical PFC model. We
show how to extract the elastic field from the density field and that the hPFC method relaxes elastic waves efficiently so that
these stress fields satisfy the mechanical equilibrium condition. These fields are shown, for instance, to match those predicted
by continuum elasticity for the Eshelby inclusion problem — up to a residual isotropic pressure which may be present in
the considered settings for PFC simulations. A residual pressure results from the density field being slightly compressed (or
stretched) at equilibrium in the periodic simulation domain commonly considered for PFC simulations. We characterize this
effect in detail and compare the stress field produced by the density field obtained directly from PFC simulations with a mod-
ified one where higher modes in the Fourier spectrum have been removed. The stress fields produced by this filtered density
quantitatively closely matches those predicted by continuum elasticity. Other approximations, which specify a small set of
reference Fourier modes of a relaxed crystal and evaluate the deformation through their complex amplitudes via demodulation
are considered in literature [4, 10]. However, these approaches lack generality when dealing with bicrystals and polycrystals,
which inherently need more than one reference crystal structure. Moreover, they lead to a significant averaging of small-scale
features of the stress fields. The filtered density field mentioned above is shown to overcome the limitations for bicrystals and
dynamical configurations with dislocations featuring non-trivial elastic fields.

2 Evaluation of elastic fields

Lattice distortions in terms of the deviation of ψ from an undistorted configuration can be described through the classical
notion of displacement field u. This field usually varies over a length scale significantly larger than the lattice spacing.
Therefore, coarse-graining procedures as in Eq. (5) are usually considered in this context [9, 10, 13, 14] (and indeed underly
the derivation of Eq. (4) [11]). One may obtain the mechanical stress tensor σij ” σijpr, tq from the density field as [10]:

σij “

B

δF

δBiuj

F

, (6)

with δF “ F rψpr ´ u, tq,vpr, tqs ´ F rψpr, tq,vpr, tqs. While we explicitly discuss the stress field, the strain field can be
obtained via analogous procedures and constitutive relations. Definition (6) translates for a triangular lattice with spatially
dependent lattice constant β into:

σij “ κ
``

2β2ψ,j ` ψ,kki ` ψβ2
,i

˘

ψ,j ´ ψ,kkψ,ij
˘

, (7)

where the Einstein summation convention is assumed. For the square symmetry with lattice constant β ” 1, Eq. (6) becomes:

σij “ ´2κ p2ψ ` 3ψ,kk ` ψ,kkppq p3ψ,ij ` 2ψ,rrqqijq . (8)

For any finite quenching depth, the equilibrium lattice unit length will slightly differ from the prescribed value p given by
βprq. Thus, the PFC will experience a slight residual isotropic stress if initiated in a simulation domain commensurate with
an integer multiple of p. As we will show, the resulting compression (or stretching) manifests through higher-order modes
in the Fourier spectrum of the density field and disappears when filtering out these higher-order modes. This filtering can be
done by considering an expansion of the periodic density in Fourier modes, namely plane waves with wave vectors qpnq, and
retaining a small set of modes, i.e., sets tqpnqu having the shortest lengths [4, 10]. In particular, one may write ψ as

ψpr, tq “ ψpr, tq `

N
ÿ

n“1

ηnpr, tqeiq
pnq

¨r, (9)

with imaginary unit i, local average density ψpr, tq “ xψy and amplitude functions ηnpr, tq with respect to a set of recip-
rocal lattice vectors. For a triangular lattice, an one-mode approximation, ψ1M, can be used with N “ 6, tqpnqu6n“1 “
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q0tp0,˘1q, p˘
?
3{2,˘1{2qu. For the square lattice, a two-mode approximation, ψ2M, can be considered with, N “ 8,

tqpnqu8n“1 “ q0tp0,˘1q, p˘1, 0q, p˘1,˘1qu. The amplitudes in (9) can be obtained by demodulation, i.e., the selection of a
specific Fourier mode

ηn “ e´iqpnq
¨r F´1

´

e´2πa2
pk´qpnq

q
2

Fpψq

¯

. (10)

The approximations via Fourier modes have to be defined with respect to a set of reference lattice vectors tqpnquNn“1

describing the undeformed state, entering (10). This reference inherently needs to be adapted to the specific settings with a
lack of generality. For instance, a rotation of the reciprocal lattice vectors is necessary for rotated crystal structures. Here, we
propose a simplified routine to filter out higher-order Fourier modes of the density field, which does not require the choice of
a specific reference set of reciprocal-space vectors and remove part of the stress due to residual compression. This is achieved
by defining the following smoothed Heaviside-function Θ in Fourier-space χpkq “ e´2πa2

pk2
´1qΘpk2

´1q for the triangular
symmetry and χpkq “ e´2πa2

pk2
´2qΘpk2

´2q for the square symmetry. This translates to considering contributions within a
circle in the Fourier space, including the reciprocal space vectors entering the one- and two-mode approximation, respectively.
By exploiting χ, we define the filtered density field

ψχ “ F´1pFpψqχq, (11)

and determine the stress as σijpψχq from the equations (7) and (8). We compare the results obtained by computing the stress
field from different density approximations in the following.

3 Numerical Benchmarks

We compute numerical solutions of (4) with a Fourier pseudo-spectral method for discretization in space, enforcing periodic
boundary conditions on an uniform grid with element size dx,dy ă 1, resulting in a resolution of « 100 grid points per unit
cell. The (inverse) Fourier transforms are performed with an algorithm based on the FFTW2 library. For time discretization,
we use a first-order IMEX time-stepping scheme for updating ψ and a first-order fully implicit time-stepping scheme for
updating v. A constant time step size of ∆t “ 0.1 ensures numerical convergence [15]. We compare the stress fields (7) and
(8), obtained by the following density fields: i) unfiltered density field ψ as from numerical solutions of Eq. (4); ii) one-mode
approximation ψ1M (for triangular symmetry); (iii) two-mode approximation ψ2M (for square symmetry); iv) filtered density
ψχ from Eq. (11).

We consider first the benchmark problem of an elastic inclusion, i.e., the so-called Eshelby problem [16]. An eigenstrain
formulation that enforces a spatially dependent lattice parameter through a quantity similar to β has been proposed for the
PFC framework [4,5]. Here we consider the same setting within the hPFC model for a crystal with a triangular lattice. We set
a spatially dependent, but constant in time, lattice parameter

β “ 1 ´

ˆ

1 ´
1

1 ` ε˚

˙

ξ, ξ “
1

2

ˆ

1 ´ tanh

ˆ

|r| ´ R

ε

˙˙

(12)

with ε˚ “ 0.01, R “ 10p, ε “ p and a domain Ω “ r´50p, 50ps ˆ r´25
?
3p, 25

?
3ps. We let the system relax until a steady

state is found. The material and model parameters are set to ψ “ 0, λ “ 1.04, κ “ 1, δ “ 1, ρ “ 2´6, Γ “ 2 [11].
Figure 1(a) provides first a qualitative comparison of the mechanical stress components computed from the filtered density

ψχ in the hPFC simulation through equation (4) and the analytic solution for an inclusion in an infinite medium [16, 17]. A
good agreement between the analytic solution and the hPFC simulation is obtained. A few differences may be ascribed to
different assumptions underlying the derivation of the analytical solution and the simulations framework. The latter, in brief,
accounts for a finite-size system with periodic boundary conditions, a smooth transition between inclusion and the matrix,
as well as nonlinear elasticity effects. The former instead is derived for an infinite system, a sharp interface between the
inclusion and the matrix, and in the regime of linear elasticity [5]. Figure 1(b)–(d) compares in detail the stress fields for the
different methods mentioned above, i.e., for different approximations of the density field. If no filter is applied, the stress field
deviates by a constant residual pressure from the analytic solution, i.e., a deviation is observed for σxx and σyy which is not
present for σxy . This residual pressure arises from the equilibrium periodicity deviating from q0 “ 1. By closer inspection,
we characterize this deviation in detail as reported in Fig. 2 (for both the triangular and square symmetry) and comment
further below. The one-mode approximation and the filtered density ψχ in Fig.1 show both results approaching quite well the
analytical solution. They both filter out higher harmonics in the density field by construction, enforcing the inspection of the
main modes corresponding to periodicity p and wavenumber q0. Interestingly, slightly different behavior is observed close to
the inclusion. The approximation provided by the stress field computed from the filtered density ψχ best matches the analytic
stress values within the inclusion.

To verify that the difference between the stress computed from unfiltered and filtered density is due to residual pressure
because of lattice/simulation domain incompatibility, we initiate a 1 ˆ 1 unit cell triangular PFC with the same parameters
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Fig. 1: Benchmark of the stress definition, Eq. (7), through the Eshelby inclusion problem. (a) Stress field components extracted from
the result of an hPFC simulation with filtered density (first row) and the analytic solution for an inclusion in an infinite medium (second
row). (b) Comparison of σxxpxq for these solutions and the results obtained through the unfiltered density and the one-mode approximation.
y “ 0 corresponds to the center of the inclusion. (c) Similar to (b) but for σyypxq. (d) Similar to (b) but for σxypxq at x “ y. Lengths are
scaled with the atomic spacing along the x-axis, p.
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Fig. 2: The residual stress in an one-unit PFC model with (a) triangular symmetry and (b) square symmetry as a function of simulation
domain size. The insets exemplify the shape of the triangular PFC in the simulations. The different PFC models were initiated using the
same model parameters for the problems considered in the text. The square PFC model for this set of parameters gives a residual stress
(´4.2 ¨ 10´5) at l “ 1p almost one order of magnitude smaller than the triangular PFC (´5.6 ¨ 10´4). Note that the latter case is in
quantitative agreement with the offset shown in Fig. 1 between stress computed from the unfiltered and filtered density.

as given in the simulation of Fig. 1. Then, we vary the simulation domain rl,
?
3ls between l P r0.95p, 1.05s in intervals of

0.001p. For each value, we initiate the PFC and let it evolve according to Eq. 2 for 10 000 time steps to reach complete
equilibrium. We then calculate the mean of the residual stress σxx in the simulation domain. The result is shown in Fig. 2(a).
It shows that, for a system size smaller than p, the model experiences compression (negative stress), while for system sizes
larger than p, it experiences stretching tension (positive stress). Furthermore, at l “ 1.00p, there is a slight (negative) residual
stress which shows that the PFC equilibrium lattice unit is, in fact, slightly larger than p for the given set of parameters. This
residual stress disappears at approximately l “ 1.002p, showing that the actual unit lattice is 0.2% larger than p. We perform
the same analysis for the square lattice by adapting the unit cell and report the result in 2(b). In this case, the deviation is not
as large as for the triangular PFC. This indicates that the equilibrium lattice unit of the square PFC model is closer to p owing
to a different differential operator encoding more details by enforcing two stable wavelengths (in L1L2) compared with the
single wavelength encoded for the triangular symmetry (in L1).

As the second benchmark problem, we consider the simple but instructive case of a symmetric tilt Σ5 grain boundary
(GB), consisting of two square symmetric crystals with ψ “ ´0.3 and a relative rotation angle of 53.1˝. We prepare the
system with the following material parameters: λ “ 0.233, κ “ 1{3, δ “ 0, ρ “ 2´6, Γ “ 2. We take the domain size
as a multiple of the (nominal) periodicity of the rotated lattices [18, 19], resulting in Ω « 100UC. Atomistic methods like
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molecular dynamics simulations [20] show that along the GB, localized positive stress σxx occurs, while in the bulk crystals
(away from the GB), the stress fields vanish rapidly. Figure 3 shows a close-up of the simulated setup as well as the resulting
stress fields σxx for an uncorrected density field, a two-mode approximation (reciprocal lattice vectors have to be rotated
by ˘53.1{2˝ for demodulating according to (10)) and the filtered density field. All the methods provide good qualitative
agreement with the expected stress behavior. The decay of this field is found to follow an exponential law [22]. The unfiltered
density shows a very small –but not zero– residual stress, consistent with the above results (c.f. Fig. 2). To compute the
two-mode approximations, two reference systems must be considered, namely oriented as the top and bottom bulk crystals in
Fig. 3(a), with an arbitrary interpolation at the GB. Thus, such a description cannot accurately describe GBs, which may be
crucial for complex morphologies and dynamics [20]. Using the filtered density ψχ allows for the evaluation of the stress field
of the GB approaching the results with unfiltered density and filtering out residual isotropic pressure contribution. Therefore,
this approach can be exploited to inspect specific properties of these extended defects. We remark that for computing ψχ,
neither the local rotation angles nor the exact position of the GB has to be known.

0-20 20

(a) (b)

y/p
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x/p
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0
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σxx(x = 0) in 10−4σxx

0 18·10−4

(b)

(c)

σxx(y = 0) in 10−3 σyy(y = 0) in 10−3η

(a)

unfiltered 2-Mode

filtered
-0.6 0.60

Fig. 3: Stress fields along a symmetric tilt Σ5 GB. (a) Density field ψ (close up). (b) Stress field σxx obtained through the filtered density
ψχ. (c) Comparison of σxxpyq for different modifications of the density field at x corresponding to the center of the domain.

As a third benchmark problem, we simulate a spherical inclusion in a square lattice rotated by a relatively small angle with
respect to a surrounding relaxed bulk matrix, resulting in an arrangement of dislocations at the inclusion-matrix interface,
which evolves until the annihilation of all defects (see, e.g., Refs. [8,13]). The spherical inclusion considered here has a radius
of 20p and is rotated by 5˝ with respect to the (unrotated) bulk crystal. The simulation domain is Ω “ 500UC with material
and model parameters as in Fig. 3. Defects around the spherical inclusion form upon relaxation of the initial condition, cf.
Fig. 4 (a) (the incompatibility field ζ “ pϵikϵjlσkl,ij ´ κσkk,llq {2µ with shear modulus µ « 0.055 and Levi-Civita-symbol
ϵkl is shown to visualize the defects [21]). In Fig. 4 (b)–(c), the stress σxxpx, 0q and σyypx, 0q are shown. In this case, the
stress values for the unfiltered and filtered densities match well with very small residual values in the matrix for the former
case (σxx « 5 ¨ 10´5), similarly to the case of the Σ5 GB in the square lattice (see Fig. 3). However, the stress field obtained
from the two-mode approximation of the density is significantly smoothened. This may lead to a loss of details at defects
and affect dynamic aspects in out-of-equilibrium settings. Also in this case, the better candidate for inspecting defect-induced
deformation is identified in the stress field computed from the filtered density field.

4 Conclusion

In this study, we focused on evaluating the elastic field in phase-field crystal (PFC) models. In particular, we considered the
hPFC model, an advanced formulation that includes elastic relaxation timescales based on classical physical principles and,
thus, an accurate description of lattice deformations.

We considered different approaches to derive the elastic field from the microscopic density field, i.e., the PFC order pa-
rameter, relying on coarse-graining procedures. A simple and novel numerical routine providing filtering of higher harmonics
in the density field is proposed as a suitable approach to inspecting deformations induced by inclusion and defects. With the
aid of this routine, we also characterize the emergence of residual stresses in the widely-used classical PFC model based on
the Swift-Hohenberg energy functional. This is more relevant for the formulation encoding a single lengthscale (here shown
for the triangular lattice) than approaches enforcing two lengthscales (here shown for the square lattice). We envisage that
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0-20 20
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1

0

-3
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Fig. 4: Stress fields of a circular rotated inclusion inside a relaxed bulk crystal (close up). (a) Incompatibility field ζ to visualize the defects
around the inclusion. (b) Comparison of σxxpxq for different modifications of the density field at y “ 0 corresponding to the center of
inclusion. (c) Comparison for σyypxq.

methods enforcing periodicity with a higher degree of detail, i.e., involving more lengthscales or definitions of correlation as
proposed in Ref. [23], are more suitable for removing residual stress effects.

Finally, we remark that the method proposed here can be readily applied to the microscopic density field computed by other
governing equations, i.e., it can be generally exploited within PFC models. Also, the simple settings for numerical simulations
discussed in this work may be used as benchmarks for testing both numerical implementation and elastic field evaluation for
current and novel PFC formulations.
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