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Abstract – While in linear optics the subject of structured light has been a fruitful

field of both theoretical and applied research, its development in the arena of nonlinear

optics has been underexplored. In this paper, we construct Frozen-Wave-type structured

optical beams in Kerr nonlinear media, emphasizing the self-defocusing case, and use

them to guide and control Gaussian optical beams. The results presented in this study

support the expectation that structured light in nonlinear media can open new venues of

theoretical research and applications, particularly in the realms of light controlling light

and for all-optical photonics.

1 Introduction

Research into in structured light has made remarkable progress in recent years [1, 2].

For example, it has been shown that it is possible to make beam resistant to concurrent

effects of diffraction and attenuation [3, 4, 5, 6], to generate beams with exotic rectilinear

or curved paths [7, 8, 9], to exercise control over beam’s orbital angular momentum density,

polarization, and wavelength [10, 16], and to use structured light in refractometery [12]

and optical tweezers [13]. At the core of structured light theory is linearity, since it is
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through the appropriate superposition of free space propagation modes (such as Bessel

beams and/or plane waves) that the modeling of light beams is made possible.

Given its dependence on the superposition principle, the topic of structured light has

been only scarcely explored in the realm of nonlinear optics [15], which is perhaps one

of the most important and fascinating fields of research in physics and engineering, with

fundamental applications in optical communications, optical switches, sensors, optical

computing, etc. Structured optical fields in the context of nonlinear optics could open

new venues in theory and applications, as it is reported in [16]. In this work, we address

two important points: we demonstrate the feasibility of obtaining Frozen Wave (FW)

type structured optical beams in bulk Kerr media for both positive and negative nonlinear

coefficient n2 and, at same time, we explore the potential use of these structured light

beams as waveguides, combiners, and splitters for Gaussian beams.

2 A concise explanation of Frozen Waves in linear

media and an examination of the nonlinear sce-

nario.

The FW method [3, 14] allows us to model an optical beam in a homogeneous and

linear medium with refractive index n = nl in such a way that its intensity is concentrated

and longitudinally modulated on demand over a surface, whose cross-section radius can

also be controlled along the propagation direction, which here is chosen to be the positive

z-direction.

In mathematical terms, we require that, within the interval 0 ≤ z ≤ L, |Ψ(ρ =

r(z), ϕ, z, t)LFW |2 = [f(z)]2, where r(z) represents the desired variable radius (along the

z-axis) of the cross section of the surface on which the optical field is concentrated, with its

longitudinal intensity pattern selectively determined through the square of the function

f(z). The subscript ”LFW” denotes ”Linear Frozen Wave,” emphasizing that the solution

in question is applicable to a linear medium.

The FW method enables us to generate a beam with the aforementioned properties

by expressing it as a superposition of co-propagating Bessel beams of order ν along the
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positive z-direction [14]:

Ψ(ρ, ϕ, z, t)LFW = Nν e
−iωt

N∑
m=−N

AmJν(kρmρ)e
iνϕeikzmz , (1)

with the longitudinal wave numbers chosen as kzm = Q + 2π
L
m, while the transverse

wave numbers are given by kρm =
√
k2 − k2

zm , where k = nl2π/λ is the wave number

in the medium and λ is the wavelength in free space. The complex coefficients of the

superposition are calculated from

Am =
1

L

∫ L

0
F (z)e−i 2π

L
mzdz , with F (z) = f(z)eig(z) , (2)

where F (z) is referred to as the morphological function, and the phase function g(z) is

related to r(z) according to

r(z) = ζν/
√
k2 − (Q+ ∂g/∂z)2 , (3)

where, for ν ̸= 0, r(z) represents the desired variable cross-section radius (along the z-

direction) of the surface over which the hollow beam field ΨLFW is concentrated, and ζν

denotes the value of ζ at which Jν(ζ) reaches its maximum value. In the case of ν = 0,

we have ζ0 ≈ 2.405, and r(z) represents the desired variable spot radius of a pencil-like

beam along the z-direction.

It should be clear that Eq.(3) enables us to determine the phase-function g(z) that

yields the desired radius r(z). For a constant r(z), setting g(z) = 0, results in r =

ζν/
√
k2 −Q2, which depends on the FW order, wavelength, and the parameter Q, referred

to here as the FW’s Q parameter.

As examples of application of FWs in linear medium, we show two fourth-order FW

beams in a medium with nl = 1.3, both defined in the interval 0 ≤ z ≤ L = 20cm. In

the first example, we generate a hollow beam that is concentrated on a cylindrical surface

with a constant radius r(z) = 26.5µm, which implies g = 0 and, for ν = 4, Q = 0.99992k.

The desired longitudinal intensity pattern follows a triple on-off configuration, which is

determined by the function f(z) = [H(z)−H(z − 4cm)] + [H(z− 5cm)− H(z− 9cm)] +
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[H(z − 10cm) − H(z − 15cm)], where H(·) is the Heavised function. The coefficients An

can be obtained from Eq.(2). Figure (1a) shows the resulting beam intensity, calculated

using Eq.(1) with N = 40.

As the second example, we select a taper as the surface on which the optical beam is

concentrated, extending from z = 0 to z = 10cm and with the cross-sectional radius vary-

ing according to r(z) = 5.32/
√
k2 − (Q+ ab cos(bz))2, with a = 18.95 and b = 31.42m−1.

In this case, we wish the optical beam to have a constant and unit intensity pattern, i.e.,

f(z) = 1 (arbitrary units). Using Eq.(3), we determine that g(z) = a sin(bz), and the

complex amplitudes are obtained through Eq.(2). Figure (1b) depicts the resulting beam

intensity, calculated using Eq.(1) with N = 24.

Figure 1: Intensities of two fourth-order hollow FWs in a linear medium with a refractive
index of nl = 1.3, namely: a) a triple on-off configuration, and b) a taper configuration.

While the FW method was originally developed for linear media [3, 14], the unique

characteristic of diffraction resistance combined with the possibility of spatially structur-

ing the optical beam present intriguing possibilities when considering a Kerr-type non-

linear medium. In the case where the nonlinear coefficient is negative (n2 < 0), it is known

that an optical beam experiences self-defocusing, which exacerbates the effect of diffrac-

tion, causing the transverse field pattern to spread spatially. Given that FW beams are

diffraction resistant, it is natural to speculate that they would also demonstrate greater

resistance to self-defocusing as compared to ordinary beams.
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Conversely, when the nonlinear coefficient is positive (n2 > 0), self-focusing occurs.

While this effect can counterbalance the diffraction for 1D beams, resulting in spatial

solitons, it leads to the collapse of 2D beams. In this scenario, the use of FWs remains

intriguing if we consider the possibility of engineering the longitudinal intensity pattern

of the 2D beam in such a way to avoid its collapse within the region of interest.

Throughout this paper, the aforementioned possibilities will be confirmed within the

context of our main objective, which is to utilize FWs in a Kerr nonlinear medium to

create waveguides made of light for guiding Gaussian beams.

3 Frozen Waves acting as waveguides in nonlinear

Kerr media.

The refractive index in a nonlinear Kerr medium depends on the light beam’s intensity,

i.e., n = nl + n2I, where nl represents the linear refractive index, n2 is the nonlinear

coefficient, I = nl|Ψ|2/2η0[W/m2] is the intensity, Ψ denotes the electric field amplitude

of the beam, and η0 is the vacuum impedance. For materials with a negative n2, regions

with higher field strengths exhibit a lower refractive index, while the opposite effect occurs

for materials with a positive n2. Therefore, it becomes conceivable that in a medium with

n2 < 0 (n2 > 0), a hollow optical beam (a pencil-like beam) with a suitable intensity

and capable of preserving its transverse pattern over a certain distance, can induce a

refractive index distribution that enables the guidance of a Gaussian beam for distances

significantly greater than its diffraction length (Rayleigh distance) Ldiff =
√
3/2k∆ρ2,

where k = nl2π/λ and ∆ρ is the beam waist radius. In fact, in [17] the authors investigated

the utilization of a simple higher-order Bessel beam in a Kerr medium with n2 < 0 to

successfully guide a Gaussian beam within it.

In this section, we will explore these possibilities further by employing FW beams

in a Kerr medium to construct guiding structures with intricate patterns far beyond a

basic uniform guide. More precisely, exact solutions of FWs shaped according to desired

geometries in the linear medium (with n = nl) will be evaluated at z = 0 and the

result will provide the initial excitation (initial field) for the corresponding FWs in the
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Kerr medium under consideration. Following this procedure, we will be able to obtain

in a Kerr medium with n2 < 0 guiding structures made of light in triple on-off, taper,

combiner, and beam splitter formats. To demonstrate the guiding capabilities of such

optical structures, Gaussian beams will be inject into these waveguides made of light and

we will see that they are actually guided over significantly longer distances compared to

their diffraction lengths.

When n2 > 0, the creation of these light-based guiding structures presents greater

challenges due to the critical self-focusing effects that a FW experiences, which can cause

the beam’s collapse. Nevertheless, by carefully manipulating the FW’s longitudinal inten-

sity pattern, it is possible to prevent such collapse within the desired region and achieve

interesting results. In this case, we will use the FWs to create a light-based guiding

structure in the form of an elbow and guide a Gaussian beam along it.

In this work, we will adopt a linear refractive index of nl = 1.3. To avoid the need for

excessively high power levels to induce the required refractive index contrasts for guiding

the Gaussian beams, we will use |n2| = 10−9m2/W, a value comparable to that used in

Ref. [18], which was obtained from a colloid of biosynthesized gold nanoparticles.

Considering optical fields associated with the structured beams (FWs) and Gaussian

beams, with wavelengths λ1 = 514.5nm and λ2 = 632.8nm, respectively, given as EFW =

Ψ1(x, y, z)e
i(k1z−ω1t)x̂ and EGauss = Ψ2(x, y, z)e

i(k2z−ω2t)x̂, with k1 = nl2π/λ1 and k2 =

nl2π/λ2, the coupled nonlinear Schroedinger equations [15] for the envelopes Ψ1(x, y, z)

and Ψ2(x, y, z) are given by



∂Ψ1

∂z
=

i

2k1
∇2

TΨ1 +
ik1n2

2η0
(|Ψ1|2Ψ1 + 2|Ψ2|2Ψ1)

∂Ψ2

∂z
=

i

2k2
∇2

TΨ2 +
ik2n2

2η0
(|Ψ2|2Ψ2 + 2|Ψ1|2Ψ2) .

(4)

Numerical solutions for the system given by Eq.(4) will be obtained by using the

split-step Fourier method, starting from the initial field values on the z = 0 plane, namely

Ψ1(x, y, z = 0) and Ψ2(x, y, z = 0). As previously mentioned, the initial value of Ψ1 will be
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derived from the FW configuration designed with the desired pattern in the linear medium

(with refractive index n = nl = 1.3), and evaluated at z = 0. Thus, we have Ψ1(x, y, 0) =

ΨLFW (x, y, 0) or, if an array of FWs is needed, Ψ1(x, y, 0) =
∑

j Ψ
(j)
LFW (x, y, 0). On the

other hand, Ψ2(x, y, 0) will be represented by a single or a superposition of Gaussian

functions.

For the examples provided in this paper, the initial amplitude of each Gaussian beam

(i.e., Ag) will be chosen such that the corresponding nonlinear lengths are 10 times greater

than the diffraction lengths, i.e., Lnl = 10Ldiff , and this is achieved by setting Ag =√
|2η0/(Lnln2k2)|. The amplitudes of the FW beams will be chosen in order to produce

the necessary contrast in the refractive index so that the Gaussian beams considered are

guided.

3.1 Examples for n2 < 0.

A triple on-off guiding structure made of light

Here, we will employ a structured hollow beam with a radius of 26.5µm, designed

as a triple on-off pattern, to guide a Gaussian beam within its hollow regions. For this

purpose, we will use the FW solution from the first example of Section 2 with an amplitude

that is a multiple of the Gaussian amplitude given by 2
√
3Ag evaluated at z = 0, as the

initial field Ψ1 in the nonlinear medium. A Gaussian beam will be injected into the first

light cylinder, in other words, we will consider as the initial field (i.e., at z = 0) of Ψ2, a

Gaussian function centered at x = y = 0 with waist radius of 12µm, and therefore with

Ldiff = 1.6mm.

The initial fields of Ψ1 and Ψ2 are used in evaluating the solutions of Eq.(4). Figure

(2a) shows the intensity of the resulting FW beam (a slice at the y = 0 plane) in the non-

linear medium, where it can be seen that the FW can resist the effects of diffraction and

nonlinearity, maintaining the desired light structured intensity pattern. Figure (2b) illus-

trates the behavior of the Gaussian beam (within the hollow FW), clearly demonstrating

its guided propagation in the regions where the FW is activated (on). As expected, the

Gaussian beam undergoes diffraction in the regions between the cylinders where the FW
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is deactivated (off), as well as upon exiting the final light cylinder. The subfigure inset

in Fig. 2(b) depicts the on-axis intensity profile of the Gaussian beam throughout its

propagation.

A taper shaped guiding structure made of light

Here, we will utilize an optical beam structured as a taper to guide and compress

the Gaussian beam traveling through it. To create this light-based guide, we will employ

the linear FW from the second example in Section 2, but here we choose an increasing

amplitude along the propagation determined by f(z) = 2
√
3Ag exp

(
2.6z
L

)
from z = 0 to

z = L/2 = 10cm, where Ag is the initial amplitude of the Gaussian beam. As before,

we set z = 0 in the resulting linear FW and use this as the initial condition for Ψ1 (the

light-based guide) in the nonlinear medium. The initial field Ψ2, which will be injected

into the structured beam Ψ1, is represented by a Gaussian function with a waist radius of

55µm (thus yielding Ldiff = 3.38cm), where its amplitude is the previously defined, Ag.

The initial fields Ψ1(x, y, z = 0) and Ψ2(x, y, z = 0) are employed in the numerical

solution of Eqs.(4). In Fig.(2c), the resulting intensity pattern of the FW structured beam

in the nonlinear medium is displayed over the y = 0 plane, exhibiting the desired taper

shape. Figure (2d) shows the Gaussian beam that has been inserted into the structured

beam (FW), where it is guided and compressed by the light-base guide. The subfigure

inset in Fig.(2d) presents the on-axis intensity profile of the guided Gaussian beam. It is

evident that once the Gaussian beam exits the FW, it is no longer guided and suffers the

effects of diffraction.

A guiding and splitting structure made of light

Using our approach, next we will construct a hollow Y-splitter made of light that

guides and splits a Gaussian beam inserted into it. The construction of the desired light-

based waveguide in the nonlinear medium starts by its construction in the linear one

(with refractive index nl = 1.3). In this process, three hollow FWs of fourth-order are

utilized (all with L = 10cm); the first FW, with radius of 26.5µm (which corresponds
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to a FW’s Q parameter of 0.99992k1) is initiated at z = 0 and propagates along the

z-direction with a constant peak amplitude of 3.6Ag until reaching approximately 2.5cm.

At this point, this structured beam connects with two new fourth-order FWs with radii

of 24.9µm (with g(z) = 0 and FW’s Q parameters of 0.99991k1), constant amplitudes

of 3.9Ag and propagating along directions shifted by π/800 radians above and below

the z-axis (the three propagation axes lie on the plane y = 0), covering a distance of

approximately 2.5cm before being, by our choice, ”turned off” (i.e., before being spatially

dissolved). The resulting analytical solution, made from the superposition of these three

FWs in the linear medium, is evaluated at z = 0 as the initial Ψ1 beam in the linear

medium.

The initial field of Ψ2 (the Gaussian beam that will be injected into the hollow struc-

tured beam) is given by a Gaussian function in the z = 0 plane, centered at x = y = 0,

of amplitude Ag mentioned previously, and with waist radius of 20µm, and consequently

Ldiff = 4.47mm. The initial fields Ψ1(x, y, z = 0) and Ψ2(x, y, z = 0) are used in the

numerical solution of Eqs.(4).

Figure (2e) depicts the intensity distribution pattern of the structured beam Ψ1 on

the plane y = 0, highlighting its desired spatial shape in the nonlinear medium. Within

the same plane, Fig. (2f) shows the intensity of the Gaussian beam that is initially guided

by the first FW, and subsequently split into two separate beams, which are guided by the

second and third FWs. Eventually, at the termination of the guiding region, the Gaussian

beams undergo diffraction.

A guiding and combining structure made of light

The guiding structure in this example is essentially a reversed version of the previous

example, functioning as a combiner. To construct it in the linear medium with nl = 1.3,

we utilize two hollow FWs of the fourth order with radii of 37.5µm, corresponding to

g(z) = 0 and a FW’s Q parameter of 0.99996k1. Their propagation axes lie on the y = 0

plane and originate from points (−100µm, 0, 0) and (100µm, 0, 0), with inclinations of

+π/800 radians and −π/800 radians with respect to the z-axis. The two FWs propagate
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with constant amplitudes of 3Ag over a distance of approximately 2 cm, after which they

connect with a third FW of the fourth order, which also has a radius of 37.5µm (resulting

in g(z) = 0 and the same Q parameter as the previous two FWs) and propagates with

a constant amplitude of 6Ag parallel to the z-axis, covering a distance of approximately

2.55 cm. For these three FWs, the parameter L was set to 30 cm for the first two and

20 cm for the third. As usual, the resulting optical field, obtained by superposing these

three FWs in the linear medium, is evaluated at z = 0 and considered as the initial field

for Ψ1 in the nonlinear medium.

Representing the initial field of Ψ2, i.e., the two Gaussian beams that will be injected

into the two inclined FWs, we consider two Gaussian functions with a waist radius of

20µm, corresponding to Ldiff = 4.47mm. These Gaussians are centered at the points

(−100µm, 0, 0) and (100µm, 0, 0), both with amplitude Ag. The initial fields Ψ1(x, y, z =

0) and Ψ2(x, y, z = 0) are employed in the numerical solution of the Eqs.(4).

Figure (2g) displays, on the plane y = 0, the intensity of the resulting structured field

Ψ1 in the nonlinear medium, demonstrating the successful construction of the desired

spatial structure. Additionally, on the same plane, Fig. (2h) exhibits the intensity profiles

of the two Gaussian beams guided by the initial two FWs and subsequently combined

into a single beam within the third FW. The combined beam continues to be guided by

the third FW along its entire path until it eventually undergoes diffraction upon exiting

the light-based guide.

3.2 An example for n2 > 0.

An angled guiding structure made of light

For the last example, we will construct an angled guiding structure (a bend waveguide)

using FWs in a Kerr medium with positive n2. Similar to the previous cases, we start

by designing the structured beam in the linear medium with nl = 1.3. We employ

two zero-order FWs whose propagation axes lie on the y = 0 plane, each with a spot

radius of 17µm (thus, for both FWs, we have g(z) = 0 and Q = 0.99996k1). The

first FW starts from the coordinate system’s origin and propagates a distance of 4.5cm
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Figure 2: The figures display, in pairs, the guides created from structured light and
their respective guided Gaussian beams in a bulk self-defocusing Kerr medium with n2 =
−10−9m2/W, specifically: a) the hollow guide-based light in a triple on-off configuration,
and b) the respective guided Gaussian beam, with the subfigure inset depicting its on-
axis intensity profile throughout propagation; c) a taper-shaped-hollow guide made of
structured light, and d) the respective guided and compressed Gaussian beam, with the
subfigure inset depicting its on-axis intensity profile throughout propagation; e) a hollow
Y-splitter made of structured light, and f) the respective Gaussian beam being guided and
subsequently split into two guided beams; g) a hollow combiner made of structured light,
and h) the respective pair of Gaussian beams being guided and subsequently combined
into a guided single beam.

along the z-direction with an amplitude described by the morphological function F (z) =
√
7Ag(0.3 + exp(6.66z)). After this distance, the first FW waveguide connects with the

second FW, which propagates another 4.5cm in a direction deviated by π/800 radians from

the z-axis with an amplitude given by the morphological function f(z′) = 1.5
√
7Ag(0.3+

exp(6.66z′)), where z′ represents the new propagation axis. For both beams, we set the

parameter L equal to 30cm. As before, the resulting optical field, obtained by superposing

the two FWs in the linear medium, is evaluated at z = 0 and considered as the initial

field for Ψ1 in the nonlinear medium. On the other hand, for the initial field of Ψ2 (the
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Gaussian beam injected into the first FW), we have a Gaussian function with a waist

radius of 20µm, corresponding to Ldiff = 4.47mm, centered at the origin and possessing

the amplitude Ag. The initial fields Ψ1(x, y, z = 0) and Ψ2(x, y, z = 0) are employed in

the numerical solution of the Eqs.(4).

Figure (3a) depicts the intensity distribution of the structured beam Ψ1 on the y = 0

plane, where we can see it possesses the desired spatial shape. Within the same plane,

Fig.(3b) shows the intensity of the Gaussian beam that is initially guided by the first FW,

and subsequently shifted and guided by the second FW. Eventually, at the termination

of the guiding region, the beam experiences diffraction.

Figure 3: Example considering a bulk self-focusing Kerr medium with n2 = 10−9m2/W:
a) an angled guiding made of structured light, and b) the guided Gaussian beam.

4 Conclusions

We have constructed structured FW type optical beams with a variety of geometries in

Kerr nonlinear media, both with negative and positive n2 coefficients. Such structured

lights were utilized as guiding structures, tapers, beam splitters, and beam combiners

for conventional Gaussian beams. Our results reinforce that employing structured light

in nonlinear media can be of great interest in light controlling light and for all-optical
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photonics applications.
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