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ABSTRACT
In recent years, emerging research on mobile sensing has led to
novel scenarios that enhance daily life for humans, but dynamic
usage conditions often result in performance degradation when
systems are deployed in real-world settings. Existing solutions typi-
cally employ one-off adaptation schemes based on neural networks,
which struggle to ensure robustness against uncertain drifting con-
ditions in human-centric sensing scenarios. In this paper, we pro-
pose CODA, a COst-efficient Domain Adaptation mechanism for
mobile sensing that addresses real-time drifts from the data distribu-
tion perspective with active learning theory, ensuring cost-efficient
adaptation directly on the device. By incorporating a clustering loss
and importance-weighted active learning algorithm, CODA retains
the relationship between different clusters during cost-effective
instance-level updates, preserving meaningful structure within the
data distribution. We also showcase its generalization by seamlessly
integrating it with Neural Network-based solutions for Human Ac-
tivity Recognition tasks. Through meticulous evaluations across
diverse datasets, including phone-based, watch-based, and inte-
grated sensor-based sensing tasks, we demonstrate the feasibility
and potential of online adaptation with CODA. The promising re-
sults achieved by CODA, even without learnable parameters, also
suggest the possibility of realizing unobtrusive adaptation through
specific application designs with sufficient feedback.

CCS CONCEPTS
•Human-centered computing→Ubiquitous andmobile com-
puting systems and tools.

KEYWORDS
Human activity recognition; Mobile sensing; Active learning; Model
adaptation

1 INTRODUCTION
Human Activity Recognition (HAR) is a pivotal focus in human-
centric mobile sensing, with diverse applications including gesture
recognition [5, 11], cardiovascular monitoring [4, 12], sleep quality
monitoring [9, 22], and inference on daily habits [2, 17]. HAR plays a
crucial role in physical andmental healthcare, detecting human falls

𝑫𝟏 𝑫𝟐 𝑫𝟑
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Figure 1: Unexpected degradations of the system in the wild
probably result from the uncertain drifting of the data dis-
tribution (in both durations and directions).

[14, 31], monitoring exercise performance [10, 20], and predicting
emotional states [16, 19].

While Human Activity Recognition (HAR) has yielded promising
outcomes, the adaptability of proposed systems can be hindered in
practical scenarios, leading to performance degradation or failure
under changing usage conditions [21, 26, 30]. From a user perspec-
tive, pretrained HAR models may lack generalization for unseen
users due to substantial variations in behavioral habits and physio-
logical characteristics among individuals.

Consider, for instance, gesture recognition with a smartwatch,
where users may exhibit different starting positions, writing speeds,
and ranges when forming characters in the air (e.g., the number
"8"). From the device perspective, diverse sensor specifications,
device types, positions, and orientations introduce variability in
signal patterns for the same action. Consequently, users may be
compelled to undergo a cumbersome instance collection process for
model calibration, posing challenges to the large-scale deployment
of HAR on mobile devices.

To address these challenges, various adaptation techniques from
machine learning theory have been introduced. Suzuki et al. [27]
propose a generative adversarial network (GAN)-based style trans-
formation to synthesize personal data, alleviating users’ efforts in
model calibration. Additionally, studies [1, 13, 18, 23] adopt trans-
fer learning principles, aligning data distribution across different
domains to obviate the need for model retraining. Some approaches
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Figure 2: We observe the driftings at time 𝑇1 comparing to
the initialization phase at time 𝑇0 with hand-tune features.

[7, 8] incorporate meta-learning ideas to facilitate faster adapta-
tion with minimal training data. Despite these innovative mecha-
nisms, ensuring long-term performance inmobile sensing scenarios,
particularly for human-centric applications, remains a persistent
challenge. One concern arises from the dynamic nature of practi-
cal scenarios where controlling user behaviors is challenging for
service providers. Users can change their behaviors at will, and
strenuous motions may alter the orientation or displacement of a
mobile device mounted on the user. A one-off adaptation approach
proves insufficient for the practical deployment of mobile sensing.
Another challenge lies in the scarcity of real-world data, exacer-
bated by the limited volume of available data. The contingency of
changes further restricts the availability of specific problem-related
data in real-world scenarios.

To address these challenges, illustrated in Figure 1, we attribute
system degradation to changes in data distribution and propose
leveraging instances as direct indicators. Specifically, we explore
the potential of adaptation with nearest neighbors, functioning akin
to a ’cache’ by predicting through pairing with cached candidates.
Building on the understanding of class relationships, we introduce
CODA, a COst-efficient test-time Domain Adaptation mechanism
for mobile sensing. CODA integrates importance-weighted active
learning [3] and a necessary retentive reweighting strategy, en-
abling robust adaptation to uncertainty, even without trainable
parameters.

The evaluation incorporates two public and two self-collected
datasets, featuring diverse devices such as integrated sensors, smart-
phones, and smartwatches, as well as varying user profiles. After
specifying the recognition pipeline for each dataset, we conduct
a pilot study for baseline comparison, demonstrating the general
performance of CODA.

The contributions of this paper are outlined as follows:

• We tackle adaptation challenges through a straightforward
Nearest Neighbor idea and introduce CODA, marking it as
the first continual test-time domain adaptation framework
integrated with active learning for mobile sensing, to the
best of our knowledge.
• We conduct a comprehensive evaluation of CODA on two
common tasks: activity of daily living recognition and ges-
ture recognition in Human Activity Recognition (HAR) sce-
narios. Across experiments on four datasets (two public and
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Figure 3: The drifting at time 𝑇1 could not be resolved with
few-shot adaptation (by MetaSense[8]).

two self-collected datasets, captured with three different
models), we validate CODA’s designs and demonstrate its
generality through performance in diverse settings. Aug-
mented feature experiments also suggest potential improve-
ments with additional deep learning mechanisms.

2 BACKGROUND AND MOTIVATION
2.1 Domain Drifting in Human Activity
Recently, researchers have utilized mobile devices (smart phones
and watches .etc) to implement many interesting HAR applications.
These HAR applications are built upon the essential assumption
[25] that different activities have unique and stable patterns that
can be characterized using sensor data (e.g., inertial measurement
unit (IMU), electromyography (EMG), electrocardiography (ECG),
and PPG data). However, the patterns are distorted when the usage
conditions change. The literature [21, 26, 30] has empirically proven
that condition changes cause HAR system performance to degrade
in practical scenarios. To further address the challenge of drifting in
practical usage, we have the data collected with minimum control
on the user behaviors for two different types of scenarios (TAPRINT
for gesture recognition, andWHAR for human activity recognition)
. We further inspect the data distributions by adopting Isomap [28],
a visualization technique that helps retain the global structure of
data in the high dimensional space, and observe the driftings along
the time on both datasets. The figures 2 show two typical drifting
that could appear within the same trace of collection. We also
reimplementMetaSense[8], which is a domain adaptation technique
for HAR scenes. And the drifting remains obvious regardless of the
simple or extracted feature space.

2.2 Domain Adaptation for Human Activity
Recognition.

To alleviate the degradation of system performance caused by drift,
many domain adaptation solutions from machine learning theory
have been proposed in recent years. Broadly, they can be divided
into three main approaches. Firstly, an intuitive solution is to col-
lect or generate the related dataset that is sufficient to cover the
drifting influence. Suzuki et al. [27] integrates the CycleGAN to
generate personal sensory data with only partial observations. Sim-
ilarly, Kwon et al. [15] explore the idea of generating sensor data
from videos to enhance the performance of pre-trained model. The
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Figure 4: Adaptation pipeline in CODA (at time 𝑇 ).

second kind of solutions[1, 13, 18, 23] supposes the variance could
be mitigated by aligning the data distribution, and integrates series
of transfer learning techniques. The other solutions [7, 8] focus
on enhancing the learning efficiency and propose to deploy the
system with meta-learning. The mentioned solutions have made
progress towards practical deployment with uncertainty in the wild.
However, it could be still challenging for these domain adaptation
solution due to the fact that the dynamicity in practice. In response,
we propose a simple mechanism that uses a Nearest Neighbor as
the downstream predictor and allows continuously adapting to
the human activity scenarios with a low cost and limited users
collaboration.

2.3 Active Learning for Candidates Evaluation.
Active learning is a machine learning approach where the algo-
rithm interactively selects the most informative data points to be
labeled by a human oracle. This minimizes the amount of labeled
data required for model training, making it useful in scenarios
where labeled data is expensive or time-consuming to obtain. It has
applications in various domains such as document classification,
image recognition, and bioinformatics. In CODA, we adopt an Ac-
tive Learning technique, Importance Weighted Active Learning, to
guarantee the consistent performance during the test-time domain
adaptation with the Nearest Neighbor Model.

3 ONLINE ADAPTATIONWITH ACTIVE
LEARNING

CODA functions as a ’cache’ for human activity recognition using
an instance-based model as the predictor. The framework comprises
three main routines, shown in figure 4. The first routine involves
classification (Step 1), where an instance undergoes detection, pre-
processing, and feature extraction before being paired with other
instances in the caches for prediction. The interface provides feed-
back (Step 2) triggering the agent to evaluate and update the ’caches’
(Step 3). The agent, essential for enabling adaptation, operates on an
Importance Weighted Active Learning (IWAL) algorithm. At each
timestep, the agent assesses the instance’s importance using the
’Rejection-Threshold’ subroutine and updates the caches through
Weighted Empirical Risk Minimization. This section introduces the
IWAL algorithm’s framework and elaborates on the agent design
for human activity recognition, incorporating the instance-based
model hypotheses, clustering loss function, and retentive reweight-
ing strategy.

Algorithm 1 Importance-Weighted Active Learning
1: Set 𝑆0 = ∅

2: for 𝑡 in 1, 2, 3, ... do

3: Receive (𝑥𝑡 , 𝑦𝑡 )

4: 𝑝𝑡 , 𝐻𝑡 = Rejection-Threshold(𝑥𝑡 , 𝑦𝑡 , 𝑆𝑡−1) ⊲ §3.1.3

5: Flip a coin 𝑄𝑡 ∈ {0, 1} with 𝐸 [𝑄𝑡 ] = 𝑝𝑡

6: if 𝑄𝑡 = 1, then set 𝑆𝑡 = 𝑆𝑡−1∪{(𝑥𝑡 , 𝑦𝑡 ,𝑤𝑡 , 𝑡)}; else 𝑆𝑡 = 𝑆𝑡−1

7: ℎ𝑡 ← arg min
ℎ∈𝐻𝑡

L𝑡 (ℎ, 𝑆𝑡 ) ⊲ Weighted ERM

8: end for

Algorithm 2 Rejection-Threshold
Input:

𝑥𝑡 , 𝑦𝑡 : Instance and feedback

𝑆𝑡−1 = {(𝑥𝑖 , 𝑦𝑖 ,𝑤𝑖 , 𝑄𝑖 , 𝑡𝑖 ) : 1 ≤ 𝑡𝑖 ≤ 𝑡 − 1}
Output:

𝑝𝑡 : Π(ℎ(𝑥𝑡 ) ≠ 𝑦∗𝑡 ) ⊲ 𝑦∗𝑡 refers to the ground truth

𝐻𝑡 ← The pruned hypothesis space

1: Initialize 𝐻𝑡−1 ⊲ §3.2.1

2: Update L∗
𝑡−1 = min

ℎ∈𝐻𝑡−1
L𝑡−1 (ℎ, 𝑆𝑡−1)

3: 𝐻𝑡 ←
{
ℎ ∈ 𝐻𝑡−1 : L𝑡−1 (ℎ, 𝑆𝑡−1) ≤ L∗𝑡−1 + Δ𝑡−1

}
4: 𝑝𝑡 ← max

𝑓 ,𝑔∈𝐻𝑡 , 𝑦∈𝑌
[ ℓ ( 𝑓 (𝑥𝑡 ), 𝑦) − ℓ ( 𝑔(𝑥𝑡 ), 𝑦) ]

5: Return 𝑝𝑡 , 𝐻𝑡

3.1 Importance-Weighted Active Learning
In active learning, the system actively queries oracles, and re-
searchers have proposed metrics to reduce query frequency and se-
lect helpful instances. IWAL is a disagreement-based active learning
algorithm that evaluates instance disagreement in the hypothesis
space with a customized bounded loss. We integrate IWAL into our
framework and modify it for passive adaptation. Before detailing
our proposed framework, we will present the preliminaries.

3.1.1 Preliminaries. The input space 𝑋 and output space 𝑌 are
defined. Sensor data is continuously fed into the adaptation frame-
work as a stream. At each time step 𝑡 , the agent observes an instance
𝑥𝑡 ∈ 𝑋 and its feedback 𝑦𝑡 ∈ 𝑌 . The agent then determines the in-
stance’s representativeness using a probability 𝑝𝑡 , calculated based
on the customized loss function ℓ : 𝑍 × 𝑌 → [0,∞) in the cur-
rent hypothesis space 𝐻𝑡 = ℎ : 𝑋 → 𝑍 . In the context of IWAL, a
bounded loss ℓ is normalized to a real value in [0, 1]. Further details
about the loss function are provided in Section 3.2.

3.1.2 Skeleton of IWAL. Algorithm 1 outlines the IWAL process. At
time 𝑡 , the agent receives an instance 𝑥𝑡 and feedback 𝑦𝑡 , triggering
the Rejection-Threshold subroutine (line 4, detailed in algorithm
2). This subroutine considers the past history 𝑆𝑡−1 and returns a
pruned hypothesis𝐻𝑡 and a probability 𝑝𝑡 , indicating the instance’s
importance. An important instance is added to the instance set 𝑆𝑡
with weight 𝑤 = 1/𝑝𝑡 (lines 5-6). The final step is empirical risk
minimization with a loss functionL(ℎ, 𝑆𝑡 ), where a new hypothesis
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ℎ𝑡 (i.e., the adapted model) is learned based on 𝑆𝑡 . The loss estimate
L𝑡 (ℎ, 𝑆𝑡 ) based on the hypothesis regarding the set 𝑆𝑡 is defined
as:

L𝑡 (ℎ, 𝑆𝑡) =
1
|𝑆𝑡 |

∑︁
(𝑥,𝑦,𝑤,𝑄 ) ∈𝑆𝑡

𝑄 ·𝑤 · ℓ (ℎ(𝑥), 𝑦) (1)

where the random variable 𝑄 (with a Bernoulli distribution and
parameter 𝑝𝑡 ) is as defined in algorithm 1.

3.1.3 Rejection Threshold. In passive mode, where feedback knowl-
edge is available, the Rejection-Threshold subroutine first generates
the hypothesis space based on prior knowledge (line 1). The min-
imum loss in 𝐻𝑡−1 is L∗

𝑡−1, as defined on line 2. The subset of
𝐻𝑡 − 1 for which the loss is not significantly worse than L∗

𝑡−1 is
assigned to 𝐻𝑡 using a slack derived from a standard sample com-
plexity bound to ensure shrinkage following learning theory [29].
This process results in the initial hypothesis space shrinking to a
smaller space, with any optimal hypothesis always in 𝐻𝑡 . With the
shrunken hypothesis space 𝐻𝑡 , the probability 𝑝𝑡 is calculated as
follows:

𝑝𝑡 = max
𝑓 ,𝑔∈𝐻𝑡 ;𝑦∈𝑌

ℓ (𝑓 (𝑥𝑡 ), 𝑦) − ℓ (𝑔(𝑥𝑡 ), 𝑦) (2)

where the value of 𝑝𝑡 represents the greatest disagreement in 𝐻𝑡

with respect to the instance (𝑥𝑡 , y) and can be seen as the error
probability of the new hypothesis space given the current instance
at time 𝑡 . A higher 𝑝𝑡 indicates higher importance of the current
instance. Therefore, the importance weight𝑤 is set to 1/𝑝𝑡 , which
corrects the instance bias when calculating 𝐿𝑡 (ℎ, 𝑆𝑡 ).

3.2 IWAL for Nearest Neighbor Model
In traditional IWAL, actively querying an oracle for instances with
high 𝑝𝑡 is necessary, and the feedback 𝑦𝑡 is not included in the
input to the Rejection-Threshold subroutine. In response to this lim-
itation, we propose a revised IWAL algorithm that incorporates
feedback in a passive manner. Specifically, we tailor IWAL for an
instance-based model, utilizing a distance-based loss function con-
strained by a flexible kernel. In the following section, we provide
detailed insights into this revision and elucidate its effectiveness.
To achieve lightweight and adaptable adaptation, we employ learn-
ing theory to manage the ’cache’ and facilitate online adaptation
while upholding memory efficiency and leveraging the adaptabil-
ity of the instance-based model. This approach is driven by the
necessity for a lightweight and flexible online adaptation frame-
work, especially in resource-constrained mobile applications. Our
adaptation framework centers on an instance-based model (e.g.,
K-Nearest Neighbors) instead of a neural-network-based model,
and we allocate a fixed cache size N for each class to efficiently
manage memory usage.

3.2.1 Clustering Loss Function. We operate under the assumption
that instances with a shared label (e.g., walking) should exhibit
greater similarity to each other and therefore should form a cluster.
Consequently, in this paper, we propose a bounded and similarity-
based loss function, known as the clustering loss, which is well-
suited for implementation with the instance-based model. More
specifically, the soft clustering loss function ℓ𝑐 is defined as follows:

ℓ𝑐 (ℎ(𝑥), 𝑦) = max
{
0, 𝐸

[
𝑑 (X𝑦, 𝑥)

]
−min(𝑑 (X𝑦, 𝑥))

}
(3)

where the 𝐸 [D] represents the expectation of the vector D. The set
of instances with class label𝑦 is denoted asX𝑦 , while the remaining
instances in the cache are represented by X𝑦 . The term 𝑑 (X𝑦, 𝑥)
refers to the vector of distances calculated between instance𝑢 ∈ X𝑦

and 𝑥 . It’s worth noting that the efficiency of this loss stems from the
fact that the distances referenced in the components are computed
during the classification process.

3.2.2 Bounded Kernel. As mentioned previously, the clustering
loss we proposed aids in evaluating the instance-based hypotheses
while ensuring the bounded attribute required by learning theory.
Specifically, the loss is bounded by constructing the distance with
a cosine normalized kernel. The distance function is defined as
follows:

𝑑 (𝑢, 𝑣) =

√√√
2 ×

(
1 − K(𝑢, 𝑣)√︁

K(𝑢,𝑢)K(𝑣, 𝑣)

)
(4)

where 𝑢 and 𝑣 represent two instances in X, and K is a positive-
definite kernel. The selection of the kernelK depends on the practi-
cal application scenario of interest. It is important to note that differ-
ent kernel selections will also result in different decision boundaries.

3.2.3 Retentive Weights. We also try to enhance the temporal sen-
sitivity and propose to control the adaptation with reweighting
function as follows,

ℓ𝑡 (ℎ(𝑥), 𝑦; Δ𝑡𝑥 ) = E𝑡 (Δ𝑡𝑥 ) · ℓ𝑐 (ℎ (𝑥) , 𝑦) (5)

where the ℓ𝑐 term is defined in Eq. (3). And the E𝑡 is a weight-
ing function reflects the temporal importacne of the candidate 𝑥 ,
parameterized with the timesteps (Δ𝑡𝑥 = 𝑡 −𝑡𝑥 ) since arrival. Partic-
ularly, a monotonically decreasing function is empirically adopted
in CODA to address the retentive feature, as follows,

E𝑡 (Δ𝑡𝑥 ) = 𝑒−Δ𝑡𝑥 ∈ (0, 1] (6)

where Δ𝑡𝑥 refers to the length of the timesteps since the sample 𝑥
presents.

4 EVALUATION
As for the evaluation, we adopt the continual test-time domain
adaptation setting. Particularly, the instances with annotations
from the predictions or contextual feedback arrive in time order. In
this section, we would first have a brief introduction regarding the
datasets we use to evaluate the performance of CODA. Then we
would present the baselines we compares and the according results.

4.1 Datasets And Baselines
In this paper, we evaluate online adaptation performance for two
common tasks: Activity for Daily Living (ADLs) recognition and

Table 1: Summary of Datasets

Task Dataset #-Subjects Model(s) Sample Rate (in Hz)
ACCE. GYRO.

ADLs

PAMAP2[24] 5 - 100 100 100

HHAR[26] 8
nexus4 200

-s3 100
sumsungold 93

WHAR† 12
LG 200 200
HW 100 100
TW 103 103

GR TAPRINT† 9 LG/HW/TW Same As WHAR
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Figure 5: Illustrations of structures. The output of 1D-CNN
is flatterned as the augmented feature in section 4.1.

Gesture Recognition (GR). ADLs involve recognizing the user’s
state/motion to support applications like health care monitoring,
while GR recognizes predefined activities, often groups of gestures.

4.1.1 Datasets Discriptions. We conducted experiments on four
datasets covering various devices: PAMAP2, HHAR, WHAR, and
TAPRINT. PAMAP2[24] and HHAR[26] were publicly available,
while we collected WHAR and TAPRINT data. The datasets en-
compassed different sensors and devices, providing diverse data for
evaluation. We utilized specific signal detection, preprocessing, and
feature extraction pipelines (the feature extracted without Neural
Network Model is referred to as ’simple feature’) tailored to each
dataset and task, reflecting real-world scenarios. By default, we im-
plement the CODA with linear kernel. While we adopt the GAK[6]
for simple feature of TAPRINT, as based on our preliminary experi-
ments, the feature in time domain appears to be the most consistent
on TAPRINT dataset and Global Alignment Kernel appears to be
a feasible kernel that could help retain the performance through
solving the alignment issue.

4.1.2 Baselines. To further validate the CODA’s performance, we
propose to compare the performance with the following baselines:
RND: We compare the baselines with random strategy, where we
ask the system to randomly update the hypothesis. For 10-shot
setting, that is to randomly replace one out of ten instances with
the latest one. To some extend, under fruitful feedback condition,
the random strategy represents the least available improvements
by online feedback.
TH : TimeHeuristic strategy is the other trivial strategy. Following
the retentive intuition, TH functions as the LRU strategy, where
the earliest instance get replaced by the latest one.
CODA-P:As the backbone of the CODA strategy, CODA-P refers to
the algorithm backbone of IWAL. It evaluates the instance from the
model perspective, utilizing all of the historic instances regradless
of the temporal information.
CODA-L: In CODA, one of the key designs to gather accurate
information is the monotonically decreasing function for reten-
tive reweighting. CODA-L refers to the strategy that updates the
hypothesis based on the loss function regardless of the historic
information. In other words, the strategy flushes away the most
dissimilar instance at that time.
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Figure 6: Practical online domain adaptation. The underlined
ratios are taken for later experiments as Minimum Feedback
Ratio.
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Figure 7: Practical Online Domain Adaptation (Augmented
with MetaSense). The size of a marker only represents the
relative value of standard deviation.
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Figure 8: Comparison of Latency (ms) by prediciton and adap-
tation. The models of the smartwatch are marked with the
release date.

In addition, we also implement one SOTA meta-learning based
domain adaptation technique, MetaSense[8]. Precisely, we further
tailor the Neural Network model for each datasets to achieve a good
performance with MetaSense. The inputs are the simple features
and the outputs of the feature extractor of the Neural Network
Model are used as the extracted feature.

4.2 Experimental Results.
We adopt the test-time domain adaptation setting, that is the in-
stances present one by one along with annotation from the context
(either prediction itself or the feedback from the user). In addition,
we diverse the frequency of the feedback to inspect the performance
when there is a lack of ground truth. And we select the macro 𝐹1-
score as the major performance indicator, as it mitigates the impact
by imbalanced data.

4.2.1 Practical Continual Test-timeDomain Adaptation. As is shown
in figure 6 and figure 7, benefiting from the IWAL algorithm, the
CODA presents remarkable and consistent performance among the
baselines against partially feedback situations. Here we denote the
Minimum Feedback Ratio as the point that indicates the prerequi-
site feedback ratio for the advancing performance by continuous
adaptation1. The alleviation of the feedback ratio after applying
the novel feature extractor trained by MetaSense (i.e. the decreases
of the MFR on the datasets ranging from 2.94% to 37.30%) further
verifies the claim that the better feature space the less reliance on
the feedback.
1Here we locate the MFR with the performance of MetaSense for its special meaning
for domain adaptation, motioned in section 4.1.
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4.2.2 System Implementation. In this section, we explore the cost
of implementing the CODA and RND strategies on Commercial
Off-The-Shelf smartwatches for the Taprint scenario. We specifi-
cally focused on the computational efficacy of these strategies. For
the RND implementation, we streamlined the distance calculation
process for fair comparison. In the CODA implementation, we intro-
duced caching of necessary values for importance evaluation and
weighted empirical risk minimization. By simulating the typing task
on different smartwatch brands, we observed that the CODA strat-
egy demonstrated greater efficacy compared to RND, with minimal
impact on computational resources. Despite hardware variations,
the median latency with CODA increased by 7ms on LG, 2ms on
HW, and decreased by 1ms on TW. These results indicate the low
cost in computational resources traded for more robust adaptation..

5 CONCLUSION
In this paper, we presented CODA, a continuous online adaptation
framework that adjusts the mobile sensing system to uncertain con-
ditions. The key innovation is treating online drifting conditions as
a result of changes in data distribution. Integrated with IWAL and
a retentive reweighting strategy, CODA achieves robust adaptation
with a simple cache-like structure, even without learnable parame-
ters. Comprehensive experiments on four datasets (two of which
were self-collected) demonstrate the feasibility and potential of on-
line adaptation. As we propose to commit to online adaptation, our
subsequent research will aim to address the feedback requirements
by specifying the application design.
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