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Abstract

Learning generalizable visual dynamic representation across different embodied
environments is crucial for real-world robotic manipulation. As the scale and
diversity of robot demonstration data are limited, recent works have turned to
large-scale pre-training using human data. However, the morphological differ-
ences between humans and robots introduce a significant human-robot domain
discrepancy, challenging the generalization of these human-data pre-trained models
to downstream manipulation tasks. To address this, we propose a novel adap-
tation paradigm that utilizes readily available paired human-robot video data to
bridge the discrepancy. Following this paradigm, our method exploits a human-
robot contrastive alignment loss to align the semantics of human and robot videos,
adapting pre-trained models to the robotic domain in a parameter-efficient man-
ner. The experiments demonstrate significant improvements on 25 tasks across
three different benchmarks, where the single-task, language-conditioned multi-
task settings are covered, and two different pre-trained models are evaluated. On
the large RLBench benchmark, our adaptation method achieves an average im-
provement of 8.9% in success rate over the pre-trained R3M model [1] across
multiple tasks. We will release the code and models upon acceptance. project:
https://jiaming-zhou.github.io/projects/HumanRobotAlign

1 Introduction

The objective of robotic manipulation [2; 3; 4; 5; 6; 7; 8; 1] is to equip robots with diverse skills
applicable in real-life scenarios. This task is notably challenging as it necessitates modeling the
sequential semantics of visual observations to accurately predict the subsequent end-effector actions.
Given the limited availability of robot demonstration data, several efforts [1; 9; 10; 11; 12] have
aimed at pre-training visual models on large-scale human data [13; 14; 15; 16; 17], e.g., Ego4D [14].
These pre-trained models will serve as frozen visual backbones to learn manipulation policies for
downstream tasks. The core intuition [18] driving this is the dynamic similarity between human-object
interactions and robot action sequences when performing similar tasks. This similarity facilitates the
application of visual models, learned from human data, to downstream robotic manipulation tasks.

Nonetheless, the significant variance in visual elements (e.g., scenes, views, objects), as well as
the intrinsic morphological differences between humans and robots, results in a vast domain dis-
crepancy [19; 20] between human and robot data. Therefore, as depicted at the top of Figure 1, the
existing paradigm cannot ensure a successful transfer of models pre-trained on extensive human
data to downstream manipulation tasks. Recently, two different approaches have been proposed to
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Figure 1: Design principle of our proposed adaptation paradigm for visual pre-training. Top: The
previous paradigm applied frozen models pre-trained on human data to downstream robot data,
suffering from large domain gaps. Bottom: Our adaptation paradigm leverages the paired human-
robot demonstrations as bridges to adapt the pre-trained models, thus mitigating the semantics gap
between human and robot data. (Best viewed in color.)

solve this problem. One [10; 21] introduces manipulation-oriented proxy tasks when pre-training
models on human data. For example, Huo et al. [10] fine-tuned multiple perceptual tasks (e.g., hand
detection) on top of pre-trained encoders to adapt the learned representation for learning downstream
manipulation policies. However, due to the lack of robot data during fine-tuning, this approach cannot
explicitly alleviate the domain discrepancy, and the manipulation-oriented tasks are hard to define
on human data. The second approach [22; 23] integrates learnable modules into pre-trained models
and fine-tunes the models on downstream robot data to learn more discriminative representation.
However, this approach requires customizing the pre-trained models for each distinct environment,
which reduces the versatility of the pre-trained models.

In this work, we propose a new adaptation paradigm to mitigate the human-robot domain discrepancy
while maintaining the versatility of pre-trained models for robotic manipulation, as depicted at the
bottom of Figure 1. To achieve this, we use a small amount of paired human-robot demonstration
data, which serves as a bridge. This data has two key characteristics. First, each pair of human and
robot demonstrations has well-aligned semantics. Second, although the used robot demonstrations
are visually different from downstream robot data, the domain discrepancy between them is reduced
due to their homogeneous robot structure (see Figure 1). The core idea is to adapt the pre-trained
models using this data so that the semantics in robot demonstrations captured by the adapted models
are consistent with those in the paired human demonstrations. This paradigm effectively alleviates
the discrepancy between pre-training and downstream robot data while retaining the versatility
of the adapted models, eliminating the need for customization for each downstream environment.
Following our new paradigm, we propose an efficient Human-Robot Semantic Alignment (HR-
Align) method, which adapts the pre-trained models by incorporating the parameter-efficient adapter
module [24; 25; 22] into the models. To guide the adaptation towards reducing the domain discrepancy,
our HR-Align method employs a human-robot contrastive alignment loss to improve the semantic
consistency between features of the paired human and robot videos.

The contributions of this work are three-fold:

• We highlight the human-robot domain discrepancy in visual pre-training for robotic manipu-
lation, and provide a new adaptation paradigm that simultaneously alleviates the domain
discrepancy and maintains the versatility of pre-trained models;

• We propose a Human-Robot Semantic Alignment method, which adapts pre-trained models
with parameter-efficient design and exploits a human-robot contrastive alignment loss for
effectively mitigating the domain discrepancy;

• We evaluate the effectiveness of our method in three different environments, covering 7
single-tasks and 18 language-conditioned multi-tasks, as well as pre-trained models with
different pre-training methodologies.
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2 Related Works

Visual-based robotic manipulation. The rapid evolution in the field of robotic manipulation [2; 3; 4;
5; 6; 7; 8; 1] in recent years is noteworthy. Initial investigations [4; 26; 27; 28] developed visuo-motor
policies focused on reinforcement learning [29; 30; 31]. This allowed robots to learn from their
environments, although high sample complexity and difficult reward engineering were involved.
More recent studies [6; 7; 8; 12; 32; 33] have geared towards learning policies by imitating actions in
expert demonstrations, which has yielded promising results. In addition, the community of robotic
manipulation has been further propelled by the introduction of new benchmarks. Transitioning from
benchmarks with limited scales and diversity [34; 35; 36] to larger scale benchmarks [28; 37; 2; 38]
with increased object, scene, and task variations (e.g., RLBench [28] and CALVIN [37]). For example,
on the RLBench benchmark [28], many research works [6; 7; 12; 32; 39; 33] have been proposed to
solve the robotic manipulation tasks.

Robotic visual pre-training. To efficiently teach robots manipulation skills for real-life scenarios,
it is crucial to pre-train models on large-scale data. This ensures that the generalizable visual
dynamic representation across different environments is effectively learned. Drawing inspiration
from the representation learning [40; 41; 42; 43; 44; 45] in computer vision, there have been several
endeavors [46; 47; 2; 48; 49; 50] to accomplish this goal in robotic manipulation. The RT-series [46;
47; 2], for instance, developed vision-language-action models using large-scale data that encompassed
out-of-domain data from the internet and self-gathered robotic demonstrations. With a 3D-instruction
tuning dataset stemming from multiple sources of robot data, 3D-VLA [48] trained a 3D-based
generative world model capable of generating actions for robot manipulation. RoboFlamingo [49]
learned to generate robot actions by fine-tuning pre-existing vision-language foundation models
on robot demonstrations. However, the collection of large-scale robot demonstration data proved
costly, and unresolved issues remain regarding the different formats between data from different
embodiments [51; 50; 2].

In parallel, inspired by human action understanding [52; 53; 54; 55; 56; 57; 58; 59; 60], several
studies [1; 9; 11; 12; 61; 62; 63; 64] have proposed methods to learn a generalizable representation
from large-scale human datasets, such as Ego4D [14] and Kinetics [65]. These methods are based
on the assumption that the dynamics of human-object interactions in these datasets are analogous to
those of robots performing tasks. For instance, the R3M [1] model was pre-trained on the Ego4D
dataset using time-contrastive learning and video-language alignment techniques. Similarly, the
MVP [9] model employed masked modeling to learn visual dynamics, and the data4robotics [11]
performed a dataset-centric analysis of robotic pre-training, contributing valuable insights to the field.
Despite these advances, significant challenges remain due to the inherent morphological differences
between humans and robots. These differences lead to a human-robot domain discrepancy [10; 23;
22; 66; 18; 67], which limits the generalizability of models trained on human data when applied to
downstream robotic tasks.

Human-robot domain transfer. Some works [10; 22; 23] in human-data pre-training have noticed
the human-robot domain gap problem and have developed two main strategies to address it. The
first is to design more effective proxy tasks to learn semantics that can be better transferred to
downstream robotic manipulation when pre-training models on the human data. For example, Huo
et al. [10] proposed human-oriented multi-task fine-tuning on top of pre-trained models to encode
meaningful semantics for manipulation. However, the manipulation-oriented proxy tasks are difficult
to define, and this implicit fine-tuning without accessing robot data is not effective in mitigating
the human-robot domain discrepancy. The second strategy [22; 23] involves directly fine-tuning the
pre-trained models on downstream manipulation data to bridge the semantic gap between human
and robot data encountered during pre-training. For example, Sharma et al. [22] proposed to insert
lightweight adapters into pre-trained models, aiming to reduce the performance gap between frozen
pre-trained representation and full end-to-end fine-tuning on downstream data. However, this strategy
requires custom modifications to the pre-trained models for each specific environment, which can
compromise the models’ generalizability.

Beyond these two strategies, in this work, we propose a new approach with efficient human-robot
semantic alignment, which adapts pre-trained representation to explicitly mitigate the human-robot
domain discrepancy, while maintaining the versatility of the models across different robotic environ-
ments.
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Figure 2: An overview of the proposed Human-Robot Semantic Alignment method. Given paired
human-robot videos, the pre-trained models are efficiently adapted on the robot data to learn semantics
aligned with those in human data.

3 Human-Robot Semantic Alignment Method

Considering the large domain discrepancy between the pre-trained human data and downstream
robotic manipulation data in the existing pre-training paradigm, this work proposes a new adaptation
paradigm. This paradigm leverages the semantic-aligned human-robot demonstration data to guide
the adaptation of existing pre-trained models, effectively enhancing their generalization capabilities
across various downstream tasks. Driven by this idea, we propose an efficient Human-Robot Semantic
Alignment method.

3.1 Problem formulation

Assuming we have a dataset D encompassing N human-robot video pairs, i.e., D = {Hi, Ri, Li}Ni=1,
where Li is a sentence describing what task is being performed in the video pair, Hi denotes the
i-th human video demonstration, and Ri denotes the i-th robot video demonstration that imitates the
human actions in Hi via teleoperation. Thus the dynamic semantics in each human-robot video pair
are well-aligned. For learning the downstream manipulation policies, instead of using the robot’s
raw image observations I as state input, existing visual pre-training methods train visual encoder
F on human data, and use the feature representation F(I) of robot’s observations as state input. In
this work, to mitigate the human-robot domain discrepancy in the pre-trained representation of F ,
we leverage the aforementioned paired human-robot video dataset D to adapt the encoder F . In this
way, the adapted model T can extract more effective state representations for learning policies in
downstream robotic tasks.

3.2 Overview

Figure 2 provides an overall diagram of our Human-Robot Semantic Alignment (HR-Align) method.
Taking the paired human and robot videos as input, the HR-Align method utilizes a frozen pre-trained
model to obtain the feature representations of human video and robot video, respectively. However,
since the used backbone model is pre-trained on human data, the semantics encoded by the extracted
features of human and robot videos suffer from domain discrepancy. For the robot video, our HR-
Align injects learnable adapter modules into the pre-trained model, so that the pre-trained model
can be adapted to encode the dynamic semantics in the robot video. Besides, for each stream, the
corresponding task description of the videos will serve as the query to extract task-aware semantics
from the aforementioned feature representations. To guarantee the introduced adapter modules can
be effectively trained for adapting the pre-trained model to the robot domain, the HR-Align leverages
a contrastive alignment loss, which constraints the semantics in robot video encoded by the adapted
model to align with the dynamic semantics in the paired human video.

3.3 Learning of HR-Align method

Frozen human and robot streams. Given a model F pre-trained on human data, it takes as input a
batch of M paired human-robot videos and the corresponding task descriptions, i.e., {Hi, Ri, Li}Mi=1.
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For a cleaner presentation in the following, we take the i-th video pair as an example and omit the
subscript i, i.e., the human video H , robot video R, and task description L. For both the human
video H and robot video R, we randomly sample T frames and use the frozen pre-trained model F
to extract their spatial-temporal features:

hf = F(Υ(H)), rf = F(Υ(R)), (1)

where Υ denotes the frame sampling operation, and hf , rf ∈ RT̂×Ĥ×Ŵ×Ĉ are the frozen features
extracted from the human video and robot video, respectively. As the backbone model F is well
pre-trained on large-scale human data, the visual dynamic semantics in human video H can be
effectively captured. However, due to the significant human-robot domain gap, it is difficult to extract
corresponding semantics from the paired robot video, using the model F that does not access any
knowledge in the robot domain during pre-training.

Adapted robot stream. To this end, our HR-Align method aims to efficiently adapt the pre-trained
model on the robot videos, such that the newly adapted pre-trained model T can alleviate the domain
discrepancy. To achieve this, inspired by existing parameter-efficient fine-tuning approaches [24; 25],
we form the adapted pre-trained model T by inserting learnable adapter modules (Eq. (3)) into the
pre-trained model F . We formulate this as follows:

rt = T (Υ(R)) = FAdapter(Υ(R)), (2)

where rt ∈ RT̂×Ĥ×Ŵ×Ĉ is the adapted robot video features. The adapter modules can be inserted
into any position of the pre-trained model F . Without loss of generality, given the output rt,inter ∈
RT̄×H̄×W̄×C̄ of the intermediate layer of model T , the adapter module can be applied as follows:

rt,next = Adapter(rt,inter)

= rt,inter + Convup(f(Convdown(r
t,inter))),

(3)

where the residual output rt,next will be processed by subsequent layers of the model T . Following
existing practice [24; 25], our adapter module includes an activation function f , and two convolution
layers (i.e., Convdown and Convup) used for feature down-projection and up-projection respectively.

Task-aware feature modeling. To further enhance the feature representations of human and robot
videos, i.e., the frozen human feature hf , frozen robot feature rf , and the adapted robot feature rt, we
use the feature of corresponding task description L as the query to extract the task-aware semantics
from these features. The feature of task description query l ∈ RĈ is obtained using a frozen BERT
model [68; 69], with a learnable fully connected layer followed to match the channel dimension of
the video features. The process is formulated as l = Linear(Bert(L)). Later, an attention-based
aggregation is defined, where the task description feature l serves as the query, and the video features
in each stream serve as keys and values. Taking the reshaped video features rt ∈ R(T̂·Ĥ·Ŵ)×Ĉ in the
adapted robot stream as an example, the task-aware adapted robot feature r̄t is defined as:

Ar = softmax(rt · l) ∈ RT̂ ·Ĥ·Ŵ×1, (4)

r̄t = (rt)T · At ∈ RĈ . (5)

For the frozen human and robot data stream, the task-aware frozen human feature h̄f ∈ RĈ and
frozen robot feature r̄f ∈ RĈ can be obtained in the same way.

Human-Robot contrastive alignment. To mitigate the human-robot domain discrepancy in robotic
pre-training, our key idea is to finetune the pre-trained model with a parameter-efficient design, where
the semantic-aligned human-robot video pairs serve as bridges for the adaptation. For each human-
robot video pair, the human-data pre-trained model can effectively encode the visual semantics in the
human video. To guarantee the consistent semantics in the paired robot video can be captured by the
adapted model, we propose a human-robot contrastive alignment loss to modulate the adaptation of
the pre-trained model.

For a batch of M paired human-robot video data, i.e., {Hi, Ri, Li}Mi=1, their task-aware feature
representations {h̄f

i , r̄
f
i , r̄

t
i}Mi=1 can be obtained according to the above processes. The proposed
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contrastive alignment loss stems from two principles. First, for the i-th video pair, regarding the
well-captured human feature h̄f

i , we encourage the adapted robot feature r̄ti to encode more consistent
semantics than the unadapted robot feature r̄fi . Second, for each human feature h̄f

i , we encourage
its semantics to be more consistent with the paired adapted robot feature r̄ti , compared to all other
unpaired adapted robot features {r̄tj}j ̸=i. Similarly, for each adapted robot feature r̄ti , it should be
more consistent with the paired human feature h̄f

i than all other unpaired human features {h̄f
j }j ̸=i.

In this way, the adapted model effectively encodes the discriminative visual semantics in robot
demonstrations. Based on these, we formulate the human-robot contrastive alignment loss as follows:

L =
1

2M

M∑
i=1

− log
S(h̄f

i , r̄
t
i)

S(h̄f
i , r̄

t
i) + S(h̄f

i , r̄
f
i ) +

∑M
j=1 S(h̄

f
i , r̄

t
j ̸=i)

+
1

2M

M∑
i=1

− log
S(r̄ti , h̄

f
i )

S(r̄ti , h̄
f
i ) + S(r̄fi , h̄

f
i ) +

∑M
j=1 S(r̄ti , h̄

f
j ̸=i)

.

(6)

In Eq. (6), S is a similarity function defined as S(x, y) = exp(xT y/τ), where τ is a temperature
factor. Under the constraint of the contrastive alignment loss, the learnable adapter modules enable
the pre-trained model to capture robotic dynamics, thereby simultaneously mitigating the domain
discrepancy and avoiding the need to customize models for each downstream environment.

4 Experiments

4.1 Experimental Setups

The experimental validation includes two stages. First, given existing human-data pre-trained models,
we adapt the models for mitigating the human-robot domain discrepancy using the proposed HR-
Align method. Second, the pre-trained models after adaptation are used as frozen visual backbones
for learning manipulation policies in downstream tasks.

Pre-trained Model Adaptation. To comprehensively evaluate the efficacy of the proposed adaptation
method, two existing models pre-trained on different human data for robotic manipulation are selected
for adaptation. One is the R3M model [1] pre-trained on Ego4D data [14] with vision-language
contrastive pre-training. The other one comes from data4robotics [11], which is pre-trained on
Kinetics [70] with MoCo pre-training [71] (We refer to it as D4R model). For the paired human-robot
video data used in our HR-Align method, we instantiate it using the existing RH20T dataset [72]. We
select a subset from the RH20T dataset, which includes a total of 56k human-robot video pairs. We
will release the dataset profile used in this work. During adaptation, we randomly sample 5 frames
from each video (i.e., T = 5). Following R3M [1], we use the frozen DistilBert model [69] to process
the task descriptions. The Adam optimizer [73] with the learning rate of 1× e−4 and batch size of
200 is used during training. The temperature factor τ is set to 0.1. For the adapter module, we use
group convolution to instantiate it. The adapter module can be inserted into any position of the visual
backbone network. Without specific statements, we insert the adapter module after the last layer of
the backbone network. 4 NVIDIA A6000 GPUs are used in experiments.

Downstream Policy Learning. To learn manipulation policies for different downstream tasks, the
pre-trained model after adaptation is used to extract the state representations of the robot’s visual
observations. We evaluate a total of 25 robotic manipulation tasks from three different environments,
including 7 single-tasks and 18 language-conditioned multi-tasks.

(i) For the single-task setting, following previous works [1; 10], two dexterous manipulation tasks
from Adroit [35], and five tasks with a Sawyer robot from Metaworld [34] are evaluated. To learn the
motor-control policy for each task, we train the behavior cloning networks with 3 different seeds,
using one viewpoint and the largest demo dataset size used in [1]. We report the average success
rate over 3 seeds on each task. All other configurations (e.g., network designs, training steps, and
evaluation interval) are the same as those in R3M [1].

(ii) For the multi-task setting, we evaluate our adapted pre-trained models on 18 multi-tasks from
RLBench [28]. Existing pre-training works [1; 9; 10; 11; 62] for robotic manipulation only evaluate
models under single-task setting, where the data scale, task diversity, and task complexity are limited.
By additionally evaluating our method on the RLBench, which is challenging for its multi-task setting

6



with significant task diversity and difficulty, the generalizability of our adapted models can be more
comprehensively demonstrated. Similar to the data processing pipeline in RVT [7], we discard all
the pooling layers in our pre-trained models so that the spatial dimension of the feature map is the
same as that of the original image. Instead of using 8 self-attention layers like RVT [7], we only use
one single self-attention layer to fuse the frozen image features and language features, and train the
network for five epochs and test the network three times. Following RVT [7], we use a total of 1800
demonstrations and report the average success rate and standard deviation. All other experimental
configurations are the same as RVT [7]. Please see details of our downstream policy designs on
RLBench in Section S2 of the Appendix.

4.2 Does the HR-Align method enable better generalization across different tasks?

To achieve better generalization on learning downstream manipulation policies, we adapt two human-
data pre-trained models, namely, D4R [11] and R3M [1]. We denote the pre-trained models after
adaptation as D4R-Align and R3M-Align, respectively.

Table 1: Success rate of two tasks in Adroit.
Two pre-trained models, i.e., D4R and R3M, are
adapted by our method. The adapted D4R-Align
and R3M-Align models achieve better perfor-
mance on both tasks compared to their unadapted
counterparts.

Models pen relocate Averaged
D4R 74.7 51.3 63.0

D4R-Align 76.7 53.3 65.0 (+2.0)
R3M 78.0 70.0 74.0

R3M-Align 81.3 81.3 81.3 (+7.3)

Single-task setting. As shown in Table 1, we
evaluate our adapted models on two tasks in the
Adroit environment. For the D4R model, our
adapted version, namely the D4R-Align model,
achieves improvements on both tasks, with an
average success rate increased by 2.0% com-
pared to the unadapted D4R model. For the
R3M model that was pre-trained on different
human data with different pre-trained method-
ologies, our R3M-Align model also improves
the success rate of both tasks, especially for the
relocate task (one of the most difficult tasks in
Adroit). On average, our R3M-Align model has
a significant 7.3% improvement in success rate
over the unadapted R3M model.

In addition to the Adroit environment, we also evaluate our method on five tasks from the Meta-
world environment. As shown in Table 2, compared with the pre-trained D4R model, our adapted
D4R-Align model achieves significant improvements on two out of five tasks. And the average
success rate of all five tasks is improved by 2.2% in this challenging environment. For the pre-trained
R3M model, our adapted R3M-Align model achieves significant improvements on three tasks and
comparable performance on the other two tasks. On average, the adapt R3M-Align model has 2.3%
improvement in the average success rate of five tasks.

Table 2: Success rate of five tasks in Metaworld. Compared to the two unadapted pre-trained
models (i.e., D4R and R3M), our adapted D4R-Align and R3M-Align models achieve satisfactory
improvements in the averaged success rate of the five tasks.

Models assembly bin-pick button-press drawer-open hammer Averaged
D4R 65.3 78.7 60.7 100.0 88.0 78.5

D4R-Align 80.7 75.3 56.7 100.0 90.7 80.7 (+2.2)
R3M 78.7 53.3 60.0 100.0 94.0 77.2

R3M-Align 82.0 58.0 60.7 100.0 96.7 79.5 (+2.3)

Multi-task setting. Different from previous works that only evaluate models under the above single-
task setting, to more comprehensively evaluate the effectiveness of our method, we evaluate the
adapted pre-trained models on 18 language-conditioned tasks from the RLBench benchmark. This
multi-task setting is challenging, as it requires learning a single policy to complete various instructions
in all 18 manipulation tasks. For each task, we report the average success rate and standard deviation
over three tests. The results are shown in the Table 3. Compared to the unadapted D4R model,
our adapted D4R-Align model achieves significantly superior performance on 10 tasks, with 4.6%
improvement in the averaged success rate of all 18 tasks. Similarly, our adapted R3M-Align model
also significantly improves the success rate of 10 tasks compared to the unadapted R3M model.
More importantly, on this challenging benchmark, our adapted R3M-Align model achieves 8.9%
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improvement in the averaged success rate of all 18 tasks, demonstrating the necessity of mitigating
the human-robot domain discrepancy in motor-control pre-training.

Table 3: Success rate of 18 tasks in RLBench. Compared to the two unadapted D4R and R3M
models, our adapted D4R-Align and R3M-Align models significantly improve the success rate of
most tasks. The average improvement of each model on all 18 tasks is also significant.

Models
put in
drawer

drag
stick

turn
tap

slide
block

open
drawer

put in
cupboard

sort
shape

put in
safe

push
buttons

close
jar

D4R 25.3±6.1 100.0±0.0 97.3±4.6 57.3±12.9 84.0±10.6 46.7±6.1 24.0±4.0 88.0±0.0 93.3±2.3 61.3±6.1

D4R-Align 32.0±4.0 97.3±2.3 96.0±0.0 70.7±2.3 81.3±2.3 46.7±4.6 22.7±2.3 97.3±2.3 100.0±0.0 72.0±6.9

R3M 14.7±4.6 96.0±4.0 72.0±4.0 60.0±4.0 80.0±4.0 24.0±0.0 20.0±4.0 90.7±2.3 100.0±0.0 74.7±2.3

R3M-Align 70.7±6.1 97.3±2.3 80.0±4.0 80.0±4.0 80.0±8.0 33.3±9.2 13.3±2.3 78.7±4.6 100.0±0.0 80.0±4.0

Models
stack
blocks

place
cups

place
wine

screw
bulb

sweep to
dustpan

insert
peg

meat off
grill

stack
cups

Averaged
Success Rate

D4R 6.7±2.3 0.0±0.0 81.3±6.1 32.0±4.0 68.0±6.9 32.0±10.6 97.3±2.3 0.0±0.0 55.3
D4R-Align 16.0±4.0 0.0±0.0 84.0±4.0 57.3±8.3 86.7±4.6 24.0±6.9 92.0±4.0 1.3±2.3 59.9 (+4.6)

R3M 16.0±4.0 0.0±0.0 77.3±4.6 30.7±6.1 36.0±4.0 17.3±2.3 96.0±0.0 0.0±0.0 50.3
R3M-Align 13.3±2.3 0.0±0.0 88.0±4.0 41.3±4.6 98.7±2.3 16.0±6.9 93.3±2.3 1.3±2.3 59.2 (+8.9)

4.3 How effective is the design of human-robot cross-domain alignment?

Our HR-Align method adapts existing human-data pre-trained models in an efficient way to better
generalize the new representation across different downstream tasks. To mitigate the human-robot
discrepancy, the semantic alignment design upon the paired human-robot video dataset is the key to
efficiently adapting the pre-trained models. To validate this, we demonstrate two strong baselines by
fully tuning the existing pre-trained model (i.e., R3M) on all robot videos in the paired human-robot
dataset, with different fine-tuning objectives. The first one, since the R3M model is pre-trained on
Ego4D videos, to mitigate the human-robot domain gap, we continue to finetune the R3M model
on the used robot videos using its original pre-training method. We call this newly adapted model
R3M-PreT. For the second one, as the actions performed in the used robot videos are well-defined,
this indicates the videos contain rich manipulation-oriented semantics. To this end, we finetune the
pre-trained R3M model by classifying each robot video into its action category, making the learned
feature representation more effective in capturing visual dynamics. We call this adapted model
R3M-ClS.

As shown in Table 4, on the two tasks in Adroit, both the R3M-PreT and R3M-ClS models improve
the manipulation success rate, demonstrating that fine-tuning pre-trained models on the robot data
is effective in mitigating the human-robot domain discrepancy in pre-training. Nevertheless, all
parameters of the visual backbones in these two models are required to be trained, making the
adaptation process inefficient. Compared to these two models, with the proposed HR-Align method,
our R3M-Align model achieves more significant improvements on the two tasks, by tuning only
6.4% of the parameters. This demonstrates that our human-robot semantic alignment design is more
effective in addressing the domain discrepancy problem in pre-training. And more importantly, it
provides a simple yet effective way to adapt existing pre-trains in an efficient manner.

Table 4: Success rates of two tasks in Adroit. The R3M-PreT and R3M-ClS are two strong baselines
by fully fine-tuning on the used robot videos. Our R3M-Align model with human-robot semantic
alignment achieves more superior performance by tuning much fewer parameters.

Models learned params. pen relocate Averaged
R3M 0M (frozen:25M) 78.0 70.0 74.0

R3M-PreT 25M 78.0 77.3 77.7 (+3.7)
R3M-ClS 25M 79.3 75.3 77.3 (+3.3)

R3M-Align 1.6M 81.3 81.3 81.3 (+7.3)

4.4 How much does each component contribute to the HR-Align method?

Driven by the idea of human-robot semantic alignment, another contribution of this work is leverag-
ing the parameter-efficient design (i.e., adapter) to adapt the representation of pre-trained models.
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Following existing practice [22; 24; 25], for a visual backbone consisting of multiple blocks (e.g., the
residual blocks in resnet [74]), we selectively add the adapter modules at three positions in the back-
bone network. Taking the pre-trained R3M model as an example. We can insert our adapter modules
before the first block, in the middle of all blocks, and after the last block. We call these three adapted
models R3M-Align-E, R3M-Align-M, and R3M-Align-L, respectively. Similarly, we also add the
adapter modules at all three locations of the R3M model, which we denote as R3M-Align-E.M.L.

In Table 5, we evaluate the performance of these models on two tasks in the Adroit environment.
Compared to the R3M model which has 25 million parameters in its backbone, all four adapted
models can significantly improve the success rate of downstream tasks by using very few learnable
parameters. For instance, the R3M-Align-L model achieves maximum improvement by adding
only 6.4% of parameters. Interestingly, compared to the other three models that insert the adapter
module at a single position, the R3M-Align-E.M.L model does not perform the best while using
more learnable parameters. This phenomenon indicates that it is difficult to harmoniously adapt
representations at multiple positions of the pre-trained model for aligning semantics between human
and robot data.

In this work, we also use the task description features as queries to better capture manipulation-
oriented semantics from video features. As shown at the bottom of Table 5, removing this operation
from the adapted model, i.e., R3M-Align-L w/o lang., will result in performance degradation. This
demonstrates that language-guided feature enhancement is effective in promoting human-robot
semantic alignment.

Table 5: Success rates of two tasks in Adroit. Middle: ablation on inserting adapter modules at
different positions in the R3M model. Bottom: ablation on the language-guided feature enhancement.

Models learned params. pen relocate Averaged
R3M 0M (frozen:25M) 78.0 70.0 74.0

R3M-Align-E 0.1M 75.3 84.0 79.6 (+5.6)
R3M-Align-M 3.5M 80.7 82.0 81.3 (+7.3)
R3M-Align-L 1.6M 81.3 81.3 81.3 (+7.3)

R3M-Align-E.M.L 5.2M 77.3 83.3 80.3 (+6.3)
R3M-Align-L w/o lang. 1.6M 79.3 80.7 80.0 (+6.0)

4.5 Is the adapted representation more effective for downstream tasks?

(b) R3M-Align Representation(a) R3M Representation

Figure 3: The t-SNE visualizations of the RL-
Bench’s feature distributions of R3M and R3M-
Align models. Each color denotes a task, and the
points denote different samples.

To investigate the effectiveness of our proposed
adaptation method, we employ t-SNE [75] to de-
pict the downstream feature distributions of the
existing pre-trained R3M model and our adapted
R3M-Align model, respectively. We randomly
select 5 tasks from the RLBench dataset, where
500 samples are randomly selected for each task.
The distributions of feature representation of the
R3M model and R3M-Align model are shown in
Figure 3(a) and Figure 3(b), respectively. In the
figure, different colors represent different tasks,
and each point represents a sample.

In the visualization, we find that the feature dis-
tribution of the existing R3M model is signifi-
cantly more dispersed than that of our adapted
R3M-Align model. This phenomenon demon-
strates that our adaptation method can effec-
tively learn more discriminative representation for downstream tasks by addressing the human-robot
domain discrepancy in pre-training.
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5 Conclusion

The existing learning paradigm of visual pre-training on human data for robotic manipulation
encounters the human-robot domain discrepancy. Our work takes a preliminary attempt to solve
this challenging problem. In this work, we contribute a new adaptation paradigm by leveraging
existing semantic-aligned human-robot video data and proposing an efficient semantic alignment
method. In this way, the existing human-data pre-trained models can be efficiently and explicitly
adapted to the robot domain, without the need to be tailored for each downstream robotic environment.
Experiments on 25 robotic manipulation tasks across three environments and different pre-trained
models demonstrate the efficacy of our proposed method.
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Appendix
Mitigating the Human-Robot Domain Discrepancy

in Visual Pre-training for Robotic Manipulation

S1 Broader Impacts Statements

There are no ethical issues involved in this paper. This paper presents work whose goal is to advance
the field of robotic learning. There are many potential societal consequences of our work, none of
which we feel must be specifically highlighted here.

S2 Downstream Policy Learning on RLBench

Existing visual pre-training works often assess the learned representation in downstream environments
using a single-task setting. However, our work diverges from this standard by also evaluating the
adapted pre-trained models on the large-scale RLBench benchmark [28], where a single language-
conditioned policy is learned to complete various tasks.

On RLBench, existing works [6; 7; 12; 32; 33] usually develop sophisticated models for modeling the
semantics of robot’s multi-view observations and their correlations with the language commands. For
example, RVT [7] utilizes four attention layers as the visual encoder to model intra-image relations
and four more attention layers to model image-language correlations. In this work, we adopt the same
design as RVT, but replace the visual encoder (i.e., four intra-image attention layers) with either an
existing pre-trained model or our adapted one. Furthermore, we employ just one attention layer to fuse
the extracted image features and language features. As RVT predicts the end-effector’s actions based
on the features without down-sampling the spatial dimension, we discard all spatial down-sampling
operations (e.g., max-pooling) in the pre-trained models and our adapted models. Please note that
to validate the effectiveness of our adaptation method, we freeze the visual representation of the
pre-trained model or our adapted model while learning the downstream policy on RLBench.
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