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Reachset-Conformant System Identification
Laura Lützow and Matthias Althoff, Member, IEEE

Abstract— Formal verification techniques play a pivotal
role in ensuring the safety of complex cyber-physical
systems. To transfer model-based verification results to
the real world, we require that the measurements of the
target system lie in the set of reachable outputs of the
corresponding model, a property we refer to as reachset
conformance. This paper is on automatically identifying
those reachset-conformant models. While state-of-the-art
reachset-conformant identification methods focus on linear
state-space models, we generalize these methods to non-
linear state-space models and linear and nonlinear input-
output models. Furthermore, our identification framework
adapts to different levels of prior knowledge on the sys-
tem dynamics. In particular, we identify the set of model
uncertainties for white-box models, the parameters and
the set of model uncertainties for gray-box models, and
entire reachset-conformant black-box models from data.
For the black-box identification, we propose a new genetic
programming variant, which we call conformant genetic
programming. The robustness and efficacy of our frame-
work are demonstrated in extensive numerical experiments
using simulated and real-world data.

Index Terms— Data-defined modeling, formal safety ver-
ification, input-output models, reachability analysis, reach-
set conformance, set-based computing, zonotopes.

I. INTRODUCTION

Formal verification techniques require mathematical models
that describe the behavior of the target system [1]. Since
no model of a cyber-physical system is completely accurate
due to the inherent complexity of real-world dynamics, we
include uncertainties in our models to cover the discrepancies
to the target system. The automatic identification of these
uncertainties alongside the nominal model is the topic of this
article.

A. Literature Overview
Classical system identification techniques aim to find the

model or model parameters, which minimize some objective
function, usually by making probabilistic assumptions about
the uncertainty in the data and the model [2]–[5]. In many
applications, however, we do not have any information about
the underlying probability distributions [6]. Furthermore, to
establish rigorous safety guarantees in planning and control,
it is beneficial to have models with bounded uncertainties [7].
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Fig. 1. Identification of a reachset-conformant model: We measure
the outputs of the target system for a given initial state and input
trajectory. A reachset-conformant model can be identified by adapting
model parameters and the uncertainty sets until all measurements of
the target system are contained in the reachable set of the model,
which is computed for each initial state and input trajectory using the
corresponding GO model.

Given the model structure and the bounds of an additive
model uncertainty, which describes the errors between the
model outputs and the measurements of the target system, the
set of feasible parameters can be estimated by set-membership
methods, also called bounded-error approaches [8]. This set of
feasible parameters is overapproximated by multi-dimensional
intervals [9]–[11], ellipsoids [6], or zonotopes [12]. An over-
approximation with arbitrary accuracy can be obtained using
unions of non-overlapping multi-dimensional intervals [13]–
[15]. For linear systems, the exact parameter set can be
represented by a polytope [16] if the model uncertainty is
bounded by an interval, or by a matrix zonotope [17] in the
case of additive zonotopic uncertainties. However, specifying
the model structure and the uncertainty bounds a priori, as
required for set-membership approaches, is usually a difficult
task for real-world systems. If the uncertainty bounds are
assumed too large, the resulting set of possible models is also
too large. On the other hand, we might not find any feasible
parameters if the uncertainty bounds are assumed too small.

To address these problems, techniques for conformant model
identification have been developed [1]. These methods find
optimal models and their corresponding uncertainties such
that a conformance relation is established. For simplicity, we
unify all uncertainties in a so-called uncertainty set. Depend-
ing on the conformance relation, different properties can be
transferred from the conformant model to the system. Many
publications focus on simulation relations, which facilitates
the transfer of temporal logic properties by relating system
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states [18]–[20]. Establishing a simulation relation, however,
requires that the system state is observable. Less restrictive
are trace conformance and reachset conformance, which only
consider the output of the system. In trace-conformant identi-
fication, the model and uncertainty set are constructed such
that the model is able to produce all output traces of the
target system [21]–[23]. In most cases, this can only be done
approximately, which strongly limits the usability of the re-
sulting models for formal verification. Reachset conformance,
on the other hand, only requires that the system output is
contained in the reachable set of the model at each time
step, which facilitates using simpler model structures and
smaller uncertainties. As reachset conformance transfers safety
properties, a reachset-conformant model suffices for formal
safety verification, e.g., for collision avoidance [24] or the
computation of control invariant sets [25].

Although reachset-conformant identification is a young re-
search direction, there already exist multiple approaches to
identify reachset-conformant state-space models in the lit-
erature: A given model can be made reachset-conformant
by incrementally enlarging the additive uncertainty sets until
all measurements are contained in the reachable set [26]. If
we have estimates for the system state, we can separately
compute the additive process and measurement uncertainty set
as multi-dimensional intervals that contain all errors between
the system states and the states predicted by the model, and
between the measurements and the model outputs [27]. Given
full state measurements, the reachset-conformant identification
of linear models with additive, zonotopic uncertainty sets can
be formulated as a convex programming problem minimizing
the size of the uncertainty sets [28]. Furthermore, additive,
zonotopic uncertainty sets for linear systems can be computed
with a linear program that minimizes the interval norm of the
resulting reachable set [29]. This method can be extended to
the identification of the initial state uncertainty set and the
minimization of the Frobenius norm of the reachable set [30].
The scalability of the linear program with respect to the system
dimension and time horizon can be improved by using the
generator representation instead of the halfspace representation
of the reachable set [31].

B. Contributions and Outline
To the best of our knowledge, there exist no publications

about a) the reachset-conformant identification of arbitrary
(non-additive) uncertainty sets, b) the reachset-conformant
identification of input-output models such as autoregressive
models with exogenous inputs (ARX models) or nonlinear
autoregressive model with exogenous inputs (NARX models),
and c) reachset-conformant black-box identification based en-
tirely on data. Our work addresses these topics by proposing
a general framework for reachset-conformant system identifi-
cation, as visualized in Fig. 1. In particular, our contributions
are as follows:

• We present a general output (GO) model and derive
how the input-output behavior of state-space models and
input-output models can be approximated by this model.

• We compute, for the first time, the reachable set of
nonlinear input-output models using the GO model.

• Furthermore, we present a linear program for the
reachset-conformant white-box identification of linear
and nonlinear models, i.e., we identify the uncertainty sets
such that reachset conformance is established. Thus, we
are the first to estimate, possibly non-additive, uncertainty
sets for input-output models and nonlinear state-space
models.

• Additionally, we propose a framework for the identifica-
tion of reachset-conformant models from data with little
(gray-box identification) or no prior knowledge about the
system dynamics (black-box identification).

• The performance and scalability of the proposed ap-
proaches is analyzed in numerical experiments for differ-
ent dynamical systems and considering different levels of
prior knowledge.

• We demonstrate real-world applicability by identifying a
reachset-comformant vehicle model from real-world data.

This article is structured as follows: Fundamentals about zono-
topes and reachset conformance and the problem statement are
introduced in Sec. II. In Sec. III, we present a general approach
to compute the reachable set of different model types using the
novel GO model. Sec. IV deals with the reachset-conformant
identification of uncertainty sets for given model dynamics.
Subsequently, we extend this approach to cases where the
model dynamics contain unknown parameters in Sec. V and
cases where we do not have any knowledge about the model
in Sec. VI. The efficacy of our approaches is demonstrated
in numerical experiments in Sec. VII and Sec. VIII concludes
this article.

C. Notations

Sets are denoted by calligraphic letters, matrices by up-
percase letters, and vectors and scalars by lowercase letters.
Furthermore, we use 1, I, and 0, respectively, for a vector
filled with ones, the identity matrix, and a matrix of zeros,
where the matrix dimensions can be explicitly written in the
subscript. The operation diag(v) returns a diagonal matrix
with the elements of the vector v on its main diagonal,
diag(A1, A2, ..., An) represents a blockdiagonal matrix where
the matrices A1, A2, ..., An are concatenated diagonally,
diagn(A) is a blockdiagonal matrix where n copies of the
matrix A are concatenated diagonally, and vertn(A) describes
the vertical concatenation of n copies of the matrix A.
Additionally, we introduce the notation v0:k for the vertical
concatenation [v⊤0 v⊤1 · · · v⊤k ]⊤ of the time-varying vector
vi ∈ Rm for the time steps i = 0, ..., k. The Jacobian of
f(v0:k) : R(k+1)m → Rn with respect to the vector vi is
written as ∇vif = [ ∂f

∂vi,1
· · · ∂f

∂vi,m
], where vi,j denotes the

j-th element of vi.
Let us also introduce the Minkowski sum of two sets

Sa, Sb ⊂ Rn as Sa ⊕ Sb = {sa + sb|sa ∈ Sa, sb ∈ Sb}, the
Cartesian product Sa×Sb = {[s⊤a s⊤b ]

⊤ | sa ∈ Sa, sb ∈ Sb},
and the linear transformation using the matrix A ∈ Rm×n as
AS = {As|s ∈ S}. The Cartesian product S0 ×S1 × ...×Sk
of the sequence of sets Si, i = 0, ..., k, is denoted by S0:k.
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II. PRELIMINARIES AND PROBLEM STATEMENT

We first introduce zonotopes, which is the set representation
used in this work, followed by the definition of reachset con-
formance. Subsequently, we formulate our problem statement.

A. Zonotopes

A zonotope is a convex set representation that is closed
under Minkowski sum and linear map. The generator repre-
sentation of zonotopes makes it possible to efficiently compute
the aforementioned operations in high dimensions [32]:

Definition 1 (Generator Representation of Zonotopes [33]):
A zonotope Z ⊂ Rn can be described by its center
vector c = cen(Z) ∈ Rn and its generator matrix
G = gen(Z) = [g1 ... gη] ∈ Rn×η as

Z =

{
c+

η∑
i=1

λigi

∣∣∣∣∣λi ∈ [−1, 1]
}

= ⟨c,G⟩.

Alternatively, zonotopes can be described by their halfspace
representation:

Definition 2 (Halfspace Representation of Zonotopes [34]):
A zonotope Z ⊂ Rn can be represented as the intersection
of a finite number of halfspaces, whose normal vectors are
concatenated row-wise in the matrix N ∈ Rh×n and whose
offsets to the origin are stacked in the vector d ∈ Rh:

Z = {x ∈ Rn|Nx ≤ d}.
A zonotope in generator representation can be converted

to its halfspace representation using [34, Thm. 7]. Generally,
computations using the generator representation scale better
with increasing dimension than the halfspace representation,
since a zonotope with η generators has up to 2

(
η

n−1

)
halfs-

paces [34] and thus, the number of halfspaces h grows expo-
nentially with the dimension n. Furthermore, the set operations
Minkowski sum, Cartesian product, and linear transformation
can be efficiently performed in generator representation: For
two zonotopes Za = ⟨ca, Ga⟩ and Zb = ⟨cb, Gb⟩ and the
matrix A, we have Za⊕Zb = ⟨ca + cb, [Ga Gb]⟩, Za×Zb =
⟨[c⊤a c⊤b ]

⊤,diag(Ga, Gb)⟩, and AZa = ⟨Aca, AGa⟩. The size
of a zonotope can be evaluated using the interval norm:

Definition 3 (Interval Norm of Zonotopes [30, Sec. 3.1]):
The interval norm for the zonotope Z = ⟨c,G⟩ is defined as

∥Z∥I = 1⊤|G|1.

B. Reachset Conformance

As measurements are usually obtained in discrete time, we
only consider discrete-time systems. Let us now introduce
the output τ(S, k, x0, u0:k) at time step k of a system S
starting at the state x0, controlled by the inputs stacked in
u0:k = [u⊤0 · · · u⊤k ]⊤, where the input vector ui consists of
the control signals and disturbances at time step i. We consider
uncertainties by assuming that the initial state x0 and inputs
u0:k deviate from the expected initial state x∗0 and inputs
u∗0:k, which we call the nominal initial state and the nominal
inputs. These deviations are represented by the sets ∆X0 and

∆U0:k. The nominal initial state and inputs as well as the
measured outputs are collected in a test case:

Definition 4 (Test Case): The m-th test case consists of the
nominal initial state x(m)

∗0 , the nominal inputs u(m)
∗0:nk−1, and

the measured outputs

y
(m,s)
k = τ(S, k, x

(m,s)
0 , u

(m,s)
0:k ),

with k = 0, ..., nk − 1, s = 1, ..., ns, and

x
(m,s)
0 ∈ x(m)

∗0 ⊕∆X (m)
0 =: X (m)

∗0 , (1a)

u
(m,s)
k ∈ u(m)

∗k ⊕∆U (m)
k =: U (m)

∗k . (1b)

We refer to the set of reachable outputs as the reachable
set, which can be formally defined as follows:

Definition 5 (Reachable Set): The reachable set of the sys-
tem S at time k is defined as

Reachk(S,m) :=
{
τ(S, k, x0, u0:k)

∣∣
x0 ∈ X (m)

∗0 , u0:k ∈ U (m)
∗0:k
}
.

Subsequently, we consider a real-world system or a high-
fidelity model as the target system ST . For many applications,
such as real-time verification, we need a simple model SM

that is able to approximate the behavior of ST . To transfer
safety properties from the model SM to the target system ST ,
we require reachset conformance:

Definition 6 (Reachset Conformance [1, Sec. 3]): System
SM is a reachset-conformant model of the target system ST

if and only if for all time steps k and all possible test cases
m, the reachable set Reachk(SM ,m) contains the reachable
set Reachk(ST ,m) of ST :

ST confR SM ⇔
∀k,m : Reachk(ST ,m) ⊆ Reachk(SM ,m). (2)

Since the reachable set does not exist for real-world systems
and cannot be computed for many models [35], [36], we use
the following approximations: The reachable set of the target
system ST will be approximated by sampling, where

Reachk(ST ,m) = lim
ns→∞

{
y
(m,s)
k

∣∣∣s = 1, ..., ns

}
. (3)

As we can only consider a finite number of samples ns in
practice, reachset conformance can only be checked for the
given samples but not be proven in general. Furthermore,
the reachable set of the model SM might be computed with
an overapproximative reachability algorithm. Reachset confor-
mance only requires that the algorithm computing the overap-
proximative reachable set Reachk(SM ,m) for the verification
is identical to that used for establishing reachset conformance.

C. Problem Statement

We present methods for an efficient identification of
reachset-conformant models from data. We assume that the
uncertainties ∆X (m)

0 and ∆U (m)
k , k = 0, ..., nk − 1, m =
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1, ..., nm, of the model SM can be represented by time-
invariant zonotopes that are independent of the test case:

X0 = ⟨cx +∆cx, Gxdiag(αx)⟩, αx ∈ Rηx

≥0, (4a)

Uc = ⟨cu +∆cu, Gudiag(αu)⟩, αu ∈ Rηu

≥0, (4b)

where the center vectors consist of the initial estimate c =
[c⊤x c⊤u ]

⊤ and an unknown center shift ∆c = [∆c⊤x ∆c⊤u ]
⊤,

and the generator matrices are computed from the initial
estimates Gx ∈ Rnx×ηx and Gu ∈ Rnu×ηu and unknown
scaling factors α = [α⊤

x α⊤
u ]

⊤.
We can now formulate our problem statement of identifying

reachset-conformant models, which are characterized by their
input-output behavior τ and their uncertainty sets X0 and
Uc. To reduce conservatism, we additionally minimize a cost
function that evaluates the size of the reachable sets:

Problem 1 (Reachset-conformant Identification):
We establish reachset conformance between the model
SM , which is parameterized by q with the uncertainty sets
given in (4), and the target system ST for the test cases
m = 1, ..., nm by solving

q∗ =min
q

nm∑
m=1

nk−1∑
k=0

wk r(Reachk(SM (q),m)) (5a)

s.t. ∀k,m, s : y(m,s)
k ∈ Reachk(SM (q),m), (5b)

where the function r(S) evaluates the size of a set S, y(m,s)
k

are the measurements of the system ST , and wk ≥ 0 is a
weight for time step k.

From this general problem, we derive the following sub-
problems considered in this work:

Problem 1.1 (Identification of White-Box Models):
We solve Problem 1 with the optimization variables
q = (α, ∆c), assuming the input-output behavior τ of the
model SM is known.

Problem 1.2 (Identification of Gray-Box Models):
We solve Problem 1 with the optimization variables
q = (α, ∆c, p), assuming the input-output behavior τ of the
model SM depends on unknown model parameters p.

Problem 1.3 (Identification of Black-Box Models):
We solve Problem 1 with the optimization variables
q = (α, ∆c, τ), where τ denotes the unknown input-output
behavior of the model SM .

Estimating arbitrary model parameters p or the input-output
behavior τ in Problem 1.2 and Problem 1.3 are complex, non-
linear programming problems. As no optimization techniques
are guaranteed to find the global optimal solution for these
problems in finite time, we will focus on efficiently finding a
good local optimum that satisfies the conformance constraints.

III. REACHABILITY ANALYSIS

In this section, we explain how to generalize reachability
analysis for different model types. First, we propose a so-
called general output model and compute its reachable set.
These results are then used to compute the reachable set of
state-space models and input-output models.

A. General Output Model
The general output model can be defined as follows:

Definition 7 (General Output (GO) Model):
The GO model S̄M (x̄0, ū0:k) returns a general, linear
approximation of the output of the model SM along the
reference trajectory defined by x̄0 and ū0:k:

τ(S̄M (x̄0, ū0:k), k, x0, u0:k) = ȳk + C̄k(x0 − x̄0)

+

k∑
i=0

D̄k,i(ui − ūi). (6)

where ȳk is the reference output, C̄k is the system matrix, and
D̄k,i are the input matrices of S̄M (x̄0, ū0:k). The deviation
between the output of S̄M (x̄0, ū0:k) and the output of SM is
described by the linearization error ek:

ek = τ(SM , k, x0, u0:k)− τ(S̄M (x̄0, ū0:k), k, x0, u0:k).

Since the GO model is linear, its exact reachable set can be
computed:

Proposition 1 (Reachable Sets of GO Models):
The reachable set of the GO model S̄M (x̄0, ū0:k) with
the uncertainty sets X (m)

∗0 and U (m)
∗0:k can be computed as

Reachk(S̄M (x̄0, ū0:k),m) = ȳk ⊕ Y(m)
a,k , (7)

with

Y(m)
a,k = C̄k(X (m)

∗0 − x̄0)⊕
k⊕

i=0

D̄k,i(U (m)
∗i − ūi). (8)

Proof: Eq. (7) and (8) can be obtained by a set-
based evaluation of (6) with the uncertainties x0 ∈ X∗0 and
u0:k ∈ U∗0:k. Since the uncertain initial state and all uncertain
input variables only occur once in the GO model and are
assumed to be mutually independent, we can compute Ya,k
with (8) without encountering the dependency effect, which
would introduce additional conservatism [37, Sec. 2.2.3].

B. Other Model Types
Using the GO model, we can simplify reachability analysis

for other model types as follows:

Theorem 1 (Reachable Set of Arbitrary Models): The
reachable set of a model SM with the uncertainty sets X (m)

∗0
and U (m)

∗0:k can be overapproximated as

Reachk(SM ,m) = Reachk(S̄M (x̄0, ū0:k),m)⊕ Êk, (9)

where Reachk(S̄M (x̄0, ū0:k),m) can be computed using (7)
and the set Êk encloses all linearization errors ek.

Proof: Using Def. 7, the output of SM can be written as

τ(SM , k, x0, u0:k) = τ(S̄M (x̄0, ū0:k), k, x0, u0:k) + ek.

A set-based evaluation leads to (9), where the set of lineariza-
tion errors ek is enclosed by Êk.

Note that the size of the linearization errors depends on the
parametrization of the GO model. To obtain small linearization
errors, we compute the GO model from a first-order Taylor
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series expansion of the output of the model SM along the
reference trajectory, where we set x̄0 and ū0:k to the expected
centers of the uncertainty sets X (m)

∗0 and U (m)
∗0:k for each test

case m, i.e.,

x̄0 = x
(m)
∗0 + cx, (10a)

ūi = u
(m)
∗i + cu, i = 0, ..., k. (10b)

Thus, we obtain the following reachability approaches for
different model types:

1) State-Space Models: A popular model type, which is
especially used in control applications, is the state-space
model. In the general nonlinear case, it can be described by:

xk+1 = f(xk, uk) (11a)
yk = g(xk, uk). (11b)

Corollary 1 (Reachability of State-Space Models): The
reachable set of the state-space model in (11) can be computed
using Thm. 1. The reference output is ȳk = g(x̄k, ūk), which
is obtained from simulating (11) along the reference
trajectory, and the system matrix, the input matrices, and the
set enclosing the linearization errors are

C̄k = Ck

k∏
l=1

Ak−l,

D̄k,i =

{
Ck

(∏k−i−1
l=1 Ak−l

)
Bi 0 ≤ i < k,

Dk i = k,

Êk = Ck

k−1⊕
j=0

(
k−j−1∏
l=1

Ak−l

)
L̂x,j ⊕ L̂y,k,

where L̂x,j and L̂y,k can be computed as in [38, Sec. 3.1] and

Ak = ∇xk
f(xk, uk)|x̄k,ūk

, Bk = ∇uk
f(xk, uk)|x̄k,ūk

,

Ck = ∇xk
g(xk, uk)|x̄k,ūk

, Dk = ∇uk
g(xk, uk)|x̄k,ūk

.

Proof: Applying a Taylor expansion of order κ with
Lagrange remainder to (11) along the reference trajectory, we
obtain

xk+1 = f(x̄k, ūk) +Ak(xk − x̄k) +Bk(uk − ūk) + lx,k
(12)

yk = g(x̄k, ūk) + Ck(xk − x̄k) +Dk(uk − ūk) + ly,k,
(13)

where lx,k ∈ Lx,k and ly,k ∈ Ly,k contain the Taylor terms
from order two up to order κ and the Lagrange remain-
ders [38]. Recursively inserting (12) in (13) leads to the GO
model defined by the formulas above with

ek = Ck

k−1∑
j=0

(
k−j−1∏
l=1

Ak−l

)
lx,j + ly,k.

The set Êk enclosing the linearization errors is computed by
a set-based evaluation of ek using the overapproximations
L̂x,j ⊇ Lx,j and L̂y,k ⊇ Ly,k from [38, Sec. 3.1].

For the special case of linear state-space models, we have
Êk = 0.

To compute the reachable set, we require some estimate for
the initial state x∗0, which is often not directly measurable for
state-space models. In that case, guaranteed state estimation
[39] is required, which introduces additional uncertainties
compared to equivalent input-output models that are directly
initialized with the measurements [40]. Thus, input-output
models represent an important model class for data-driven
system identification.

2) Input-Output Models: A general input-output model is
the NARX model, which computes the current output from
previous outputs and the current and previous inputs. It can
be described by

yk = f(yk−np:k−1, uk−np:k). (14)

If the function f is linear in yk−np:k−1 and uk−np:k, we call
the model ARX model.

By combining a Taylor expansion with the reformulation
from [40, Thm. 1], we obtain the following formulas to
compute the reachable set of (14):

Corollary 2 (Reachability of Input-Output Models): The
reachable set of the input-output model in (14) can be
computed using Thm. 1, where k ≥ np. The reference
output is ȳk = f(ȳk−np:k−1, ūk−np:k), which is obtained
by simulating (14) along the reference trajectory, and the
system matrix, the input matrices, and the set enclosing the
linearization errors are

C̄k = E

k−np∏
l=0

Aext,k−l,

D̄k,i = E

k−np∑
j=0

(
j−1∏
l=0

Aext,k−l

)
Bext,k−j,k−i−j ,

Êk = E

k−np⊕
j=0

(
j−1∏
l=0

Aext,k−l

)
E⊤L̂k−j ,

where L̂k can be computed analogously to [38, Sec. 3.1] and

E =
[
0ny×(np−1)ny

Iny

]
,

Aext,k =

[
0(np−1)ny×ny

I(np−1)ny

Ak,np [Ak,np−1 ... Ak,1]

]
,

Bext,k,i =

[
0(np−1)ny×nu

Bk,i

]
,

Ak,i = ∇yk−i
f(yk−np:k−1, uk−np:k)|ȳk−np:k−1,ūk−np:k

,

Bk,i = ∇uk−i
f(yk−np:k−1, uk−np:k)|ȳk−np:k−1,ūk−np:k

,

The initial state consists of the initial measurements:

x0 =
[
y⊤0 y⊤1 · · · y⊤np−1

]⊤
. (15)

Proof: The output of the NARX model can be approx-
imated by a Taylor series of order κ along the reference
trajectory defined by x̄0 = [ȳ⊤0 ȳ⊤1 · · · ȳ⊤np−1]

⊤ and ū0:k:

yk = f(ȳk−np:k−1, ūk−np:k) +

np∑
i=1

Ak,i(yk−i − ȳk−i)

+

np∑
i=0

Bk,i(uk−i − ūk−i) + lk,
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where lk ∈ Lk contains the Taylor terms from order two up
to order κ and the Lagrange remainder [38]. A reformulation
analog to [40, Thm. 1] with the initial state as in (15) results
in the GO model defined by the formulas above with

ek = E

k−np∑
j=0

(
j−1∏
l=0

Aext,k−l

)
E⊤lk−j .

A set-based evaluation of ek leads to the set Êk using the
overapproximation L̂k ⊇ Lk from [38, Sec. 3.1].

For the special case of ARX models, we have Êk = 0.

IV. IDENTIFICATION OF WHITE-BOX MODELS

This section describes the general framework to identify the
uncertainty sets that make a model reachset-conformant (Prob-
lem 1.1). For linear models and the zonotopic uncertainty sets
in (4), reachset-conformant scaling factors α and center vector
shifts ∆c can be identified with linear programming [31].
This approach can be generalized to a nonlinear model by
computing its reachable set using Thm. 1 for each test case m
and the reference trajectories in (10). To formulate the white-
box identification problem as a linear program, we require the
following lemmas:

Lemma 1 (Set of Output Deviations): The center vector
and generators of the set of output deviations Ya,k =
⟨cen

(
Ya,k

)
, gen

(
Ya,k

)
⟩ are

cen
(
Ya,k

)
= C̄k∆cx +

k∑
j=0

D̄k,j∆cu, (16a)

gen
(
Ya,k

)
= gen′

(
Ya,k

)
diag

([
α⊤
x α⊤

u · · · α⊤
u

]⊤)
,

(16b)

gen′
(
Ya,k

)
=
[
C̄kGx D̄k,0Gu · · · D̄k,kGu

]
. (16c)

Proof: By inserting the uncertain states X∗0 and inputs
U∗i, i = 0, ..., k, from (1) with the uncertainty sets from
(4) and the reference signals from (10) in (8), we obtain the
generator representation of Ya,k as given in (16).

Lemma 2 (Halfspace Constraints): The containment con-
straint ∀m, s, k : y(m,s)

k ∈ ȳ(m)
k ⊕ Y(m)

a,k , is equivalent to

∀k,m : y
(m)
k,max ≤ P

(m)
α,k α+ P

(m)
c,k ∆c, (17)

with α ≥ 0 and

y
(m)
k,max = max

s

(
N

(m)
k y

(m,s)
a,k

)
,

P
(m)
α,k =

[
|N (m)

k C̄
(m)
k Gx|

k∑
j=0

|N (m)
k D̄

(m)
k,j Gu|

]
,

P
(m)
c,k =

[
N

(m)
k C̄

(m)
k N

(m)
k

k∑
j=0

D̄
(m)
k,j

]
.

The rows of N (m)
k are the normal vectors of the halfspace

representation of Y(m)
a,k , which can be obtained using [34,

Thm. 7].

Proof: By subtracting ȳ(m)
k on both sides, we can write

the constraint y(m,s)
k ∈ ȳ(m)

k ⊕ Y(m)
a,k as y(m,s)

a,k ∈ Y(m)
a,k . With

the halfspace representation of Y(m)
a,k , where Y(m)

a,k can be
computed with (16), this constraint can be enforced for each
test case m analogously to [31, Thm. 2].

Lemma 3 (Generator Constraints): The containment con-
straint ∀m, s, k : y(m,s)

k ∈ ȳ(m)
k ⊕ Y(m)

a,k is equivalent to[
0
0

]
≤
[
Rαα+ β
Rαα− β

]
, (18a)

ỹa = Qc∆c+Qββ, (18b)

with α ≥ 0, the vector of stacked measurement deviations

ỹa =
[
ỹ
(1)⊤
a · · · ỹ

(nm)⊤
a

]⊤
,

ỹ(m)
a =

[
ỹ
(m,1)⊤
a,0:k · · · ỹ

(m,ns)⊤
a,0:k

]⊤
,

and the auxiliary optimization variable β ∈ Rnβ , nβ =
nmns

∑nk−1
k=0 (ηx + (k + 1)ηu). The constraint matrices are

Qc =
[
Q

(1)⊤
c · · · Q

(nm)⊤
c

]⊤
,

Q(m)
c = vertns



C̄

(m)
0

∑0
j=0 D̄

(m)
0,j

...
...

C̄
(m)
nk−1

∑nk−1
j=0 D̄

(m)
nk−1,j


 ,

Qβ = diag
(
Q

(1)
β , · · · , Q(nm)

β

)
,

Q
(m)
β = diagns

(
gen′

(
Y(m)
a,0

)
, · · · , gen′

(
Y(m)
a,nk−1

))
,

Rα = vertnmns


 Rα,0

...
Rα,nk−1


 ,

Rα,k =

[
Iηx

0ηx×ηu

0(k+1)ηu×ηx
vertk+1 (Iηu)

]
,

with gen′
(
Y(m)
a,k

)
from (16c).

Proof: We can write the constraint y(m,s)
k ∈ ȳ(m)

k ⊕Y(m)
a,k

as y(m,s)
a,k ∈ Y(m)

a,k after subtracting ȳ
(m)
k on both sides. This

constraint can be enforced via the generator representation
of Y(m)

a,k analogously to [31, Thm. 3], where Y(m)
a,k can be

computed with (16). This leads to

y
(m,s)
a,k ∈ Y(m)

a,k

⇔ ∃β(m,s)
k ∈ Rηx+(k+1)ηu :

|β(m,s)
k | ≤

[
α⊤
x α⊤

u · · · α⊤
u

]⊤
, (20a)

y
(m,s)
a,k =

[
C̄

(m)
k

∑k
j=0 D̄

(m)
k,j gen′

(
Y(m)
a,k

)]
[
∆c⊤x ∆c⊤u β

(m,s)⊤
k

]⊤
, (20b)

where β(m,s)
k := diag([α⊤

x α⊤
u · · · α⊤

u ]
⊤)λ

(m,s)
k . Stacking
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the vectors β(m,s)
k for all measurements and time steps, i.e.,

β =
[
β(1)⊤ · · · β(nm)⊤]⊤ ,

β(m) =
[
β(m,1)⊤ · · · β(m,ns)⊤

]⊤
,

β(m,s) =
[
β
(m,s)⊤
0 · · · β

(m,s)⊤
nk−1

]⊤
,

results in the constraints (18a) and (18b).

Lemma 2 and Lemma 3 both transform the containment
constraint y(m,s)

k ∈ ȳ(m)
k ⊕ Y(m)

a,k to constraints that are linear
in α and ∆c. Both lemmas can be used interchangeably in the
following optimization problem:

Theorem 2 (White-Box Identification of Uncertainty Sets):
Problem 1.1 can be solved by the linear program

argmin
α,∆c,β

γα (21a)

s.t. constraint (17) or (18), (21b)
α ≥ 0, (21c)
Bc∆c = 0, (21d)

with

γ =

nm∑
m=1

nk−1∑
k=0

wk1
⊤
[
|C̄(m)

k Gx|
k∑

j=0

|D̄(m)
k,j Gu|

]
, (22)

Bc =

{
0 if SM is linear,
I otherwise.

(23)

The optimization variable β only has to be included when
using the generator constraint (18).

Proof: If the sets of linearization errors Êk used
in (9) contain the zero vectors, i.e., 0 ∈ Êk, k =
0, ..., nk − 1, then Reachk(SM ,m) is underapproximated by
Reachk(S̄M (x̄0, ū0:k),m), which can be computed using (7).
By using this underapproximation and defining the function

r(Reachk(SM ,m)) = ∥Reachk(S̄M (x̄0, ū0:k),m)∥I ,
Problem 1.1 can be simplified to

argmin
α,∆c

nm∑
m=1

nk−1∑
k=0

wk∥ȳ(m)
k ⊕ Y(m)

a,k ∥I (24a)

s.t. ∀k,m, s : y(m,s)
k ∈ ȳ(m)

k ⊕ Y(m)
a,k . (24b)

Feasible solutions to this optimization problem are guaranteed
to lead to reachset-conformant models since the satisfaction of
the more conservative constraint (24b) implies the satisfaction
of (5b). By inserting (16b) into Def. 3 and under the constraint
α ≥ 0, we obtain the linear cost in (21a) from (24a)
analogously to [31, Lem. 1]. According to Lemma 2 and
Lemma 3, (24b) can be expressed with the linear constraints
given in (21b) and (21c).

The requirement 0 ∈ Êk is trivially fulfilled for linear
systems. For nonlinear systems, this condition is satisfied by
Thm. 1 and many state-of-the-art reachability algorithms such
as [38] if the linearization point is contained in the initial
state and input sets, i.e., x̄0 ∈ X∗0 and ū0:k ∈ U∗0:k. Since we
cannot optimize x̄0 and ū0:k with the linear program due to
the nonlinear influence on the system matrices C̄k and D̄k,j ,

Algorithm 1 GraySim.
Inputs:
DC Conformance test cases
p Initial estimate for the model parameters
τ(·) Input-output behavior of model

Outputs:
p∗ Optimized model parameters
α∗ Reachset-conformant scaling factors
∆c∗ Reachset-conformant center shifts

1: while NLP solver has not terminated do
2: α∗ ← White(DC , τ(p))
3: ℓ← (25) using α∗, DC , τ(p)
4: p← next NLP-iteration to minimize ℓ
5: end while
6: p∗ ← p
7: α∗, ∆c∗ ← White(DC , τ(p∗))

we also do not update the center vectors of X∗0 and U∗0:k for
nonlinear systems by setting ∆c to zero with (21d) to ensure
this containment.

To identify the center vectors for nonlinear models, we can
consider c as a part of the unknown model parameters p and
use the methods presented in the next section. Furthermore, we
will refer to the optimal cost obtained with the linear program
in Thm. 2 as conformance cost ℓ, i.e.,

ℓ = γα∗, (25)

where γ is computed with (22) and α∗ are optimal scaling
factors resulting from the linear program in Thm. 2.

V. IDENTIFICATION OF GRAY-BOX MODELS

In this section, we extend the uncertainty identification
approach from Thm. 2 to the reachset-conformant identifica-
tion of gray-box models (Problem 1.2). First, we describe an
algorithm that integrates the linear program from Sec. IV in a
nonlinear program to simultaneously identify the uncertainty
sets and the unknown model parameters. As an alternative
with lower computational complexity, we present a sequential
identification approach, which identifies the model parameters
prior to the uncertainty estimation.

The uncertainty sets and unknown model parameters p
can be simultaneously identified with the approach proposed
in [41, Sec. III-B], termed GraySim. The general procedure
is provided in Alg. 1. The function White returns optimal
scaling factors α∗ and center shifts ∆c∗ for the uncertainty
sets X0 and Uc by solving the linear program in Thm. 2. The
outer nonlinear program uses the conformance cost ℓ of the
model SM (p) to optimize the parameters p until the solver
converges or exceeds a maximum number of iterations. While
we do not have any guarantees for finding the globally optimal
parameters, we can ensure that the final model is reachset-
conformant by computing the scaling factors α∗ and center
shifts ∆c∗ with White for the final parameters p∗.

Solving the linear program White at each iteration of
the NLP, as proposed in [41], leads to a high computational
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Algorithm 2 GraySeq.
Inputs:
DC Conformance test cases
p Initial estimate for the model parameters
τ(·) Input-output behavior of model

Outputs:
p∗ Optimized model parameters
α∗ Reachset-conformant scaling factors
∆c∗ Reachset-conformant center shifts

1: while NLP solver has not terminated do
2: ℓ̂U ← (26) using DC , τ(p), ∆c
3: p,∆c← next NLP-iteration to minimize ℓ̂U
4: end while
5: p∗ ← p
6: α∗, ∆c∗ ← White(DC , τ(p∗))

complexity. Thus, we propose Alg. 2, termed GraySeq,
resulting in shorter computation times. First, we identify
model parameters p∗ and center shifts ∆c∗ by minimizing
an approximation ℓ̂ of the conformance cost ℓ, which is
independent of the scaling factors α. Next, we apply the white-
box identification algorithm White on the resulting model to
compute the uncertainty sets.

We propose to use the following cost function for the
estimation of the parameters p:

Proposition 2 (Underapproximative Cost Function):
The conformance cost computed with (25) can be
underapproximated by

ℓ̂U =

nm∑
m=1

nk−1∑
k=0

wk1
⊤maxs|y(m,s)

a,k − ŷ(m)
a,k |, (26)

with

ŷ
(m)
a,k =

{[
C̄

(m)
k

∑k
j=0 D̄

(m)
k,j

]
∆c if SM is linear,

0 else.

Proof: From the conformance constraints in generator
representation in (20), we know |β(m,s)

k | ≤ α∗
k with α∗

k :=
[α∗⊤

x α∗⊤
u · · · α∗⊤

u ]⊤ and

y
(m,s)
a,k −C̄(m)

k ∆cx −
k∑

j=0

D̄
(m)
k,j ∆cu = gen′

(
Y(m)
a,k

)
β
(m,s)
k .

By taking the absolute value of both sides, we obtain

|y(m,s)
a,k − C̄(m)

k ∆cx −
k∑

j=0

D̄
(m)
k,j ∆cu| = |gen′

(
Y(m)
a,k

)
β
(m,s)
k |

≤ |gen′
(
Y(m)
a,k

)
| |β(m,s)

k |
≤ |gen′

(
Y(m)
a,k

)
| α∗

k.

As this has to hold for all s, we can take the maximum over
s, resulting in

max
s
|y(m,s)

a,k −C̄(m)
k ∆cx −

k∑
j=0

D̄
(m)
k,j ∆cu| ≤ |gen′

(
Y(m)
a,k

)
| α∗

k.

At the same time, the conformance cost can be formulated as

ℓ =

nm∑
m=1

nk−1∑
k=0

wk1
⊤|gen′(Y(m)

a,k )| α∗
k.

Combining the last two formulas and considering constraint
(21d) leads to the underapproximation ℓ̂U ≤ γα∗.

Although we do not have any guarantees on the closeness
of the conformance cost ℓ and the underapproximation ℓ̂U ,
this cost function works well in practice as demonstrated
in Sec. VII. Alternatively, we can use the least-squares cost
function

ℓ̂LS =

nm∑
m=1

nk−1∑
k=0

wk1
⊤

ns∑
s=1

(
y
(m,s)
a,k − ŷ(m)

a,k

)2
. (27)

This cost function decreases the computation time even more,
but the results are more vulnerable to not centrally distributed
uncertainties compared to using cost functions that consider
only the maximum errors. A detailed analysis of the accuracy
and computation times is presented in Sec. VII-B.

VI. IDENTIFICATION OF BLACK-BOX MODELS

For the black-box identification of reachset-conformant
models (Problem 1.3), we propose a sequential approach that
first identifies a model followed by the computation of the
uncertainty sets using the methods from Sec. IV. As we do not
assume any knowledge about the system state, we use NARX
models and genetic programming in this work to approximate
the system dynamics. However, other model types and black-
box identification methods, such as the training of neural
networks [42]–[45], can be used similarly.

Genetic programming is a global optimization technique
that iteratively evolves a population of symbolic functions
or entire computer programs [46]. The evolution is driven
by the need to maximize a fitness function mimicking the
Darwinian principle of survival of the fittest. When using
genetic programming for black-box system identification [47],
the evolved population consists of dynamical models with
different nonlinearities, which are randomly initialized at the
beginning of the evolution process. The fitness function eval-
uates the fit of each model to the training data. Models with a
higher fitness value have a higher chance of being entirely
copied or of sending model parts into the next population
generation via the genetic operators crossover, mutation, and
replication. The evolution process is terminated if a fitness
threshold is exceeded or the maximum number of generations
is reached.

As some of the models identified with genetic programming
might lead to large reachable sets, even though we observed
small prediction errors in the training process, we propose
a new genetic programming variant termed conformant ge-
netic programming. Inherent model dynamics that were not
observable for the test cases in the training dataset could result
in exploding reachable sets. For example, we might have a
division by a near-zero number in the output equation for a
particular input trajectory, which would lead to large outputs.
The probability that this input trajectory is contained in the
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training data is small, but the probability is significantly higher
when considering whole input sets. Thus, it is advantageous
to consider the conformance cost in (25), which describes the
size of the reachable set for a conformant model, in the training
process. However, since the computation of the conformance
cost requires the solution of the linear program in Thm. 2, this
cost leads to a significantly higher computational complexity
than a least-squares cost function like (27) and can only be
evaluated for small test suites in reasonable computation time.
Hence, we propose the approach described in Alg. 3, where
we first minimize a least-squares cost function, followed by
a few iterations of minimizing the conformance cost. We use
the following functions in the algorithm:

• Initialize, which randomly creates nτ models with
different input-output behavior [48, Sec. 3.2],

• Evolve, which implements the evolution process based
on the fitness values of the models [48, Sec. 3.2] (if all
fitness values are equal to zero, as in the first iteration,
the initial models are returned),

• Best, which returns the models with the highest fitness
values, where the last argument specifies the number of
returned models, and

• White, which estimates reachset-conformant scaling fac-
tors and center shifts by solving the linear program from
Thm. 2.

First, we randomly initialize a population of nτ models in
Line 1 and set the initial fitness values for each model to zero
in Line 2. For the first ng generations, we use the negative
least-squares cost function as the fitness function to efficiently
find good model candidates (see Line 3 to Line 9). From the
optimized model candidates, we choose the ñτ models with
the highest fitness values in Line 10. In the second part of the
algorithm, we optimize the obtained models by minimizing
the conformance cost for the second training dataset DT2. To
keep the computational complexity small, we split the dataset
DT2 into the subdatasets DT2,l, l = 1, ..., nv , and compute the
conformance cost for each model and subdataset separately in
Line 16. The fitness value is computed in Line 18 as the sum
of the negative conformance costs of all subdatasets. Having
reached the maximum number of generations ñg , we choose
the model with the highest fitness in Line 21 and compute
reachset-conformant scaling factors and center shifts for the
test cases in DC with Thm. 2 in Line 22.

VII. NUMERICAL EXPERIMENTS

First, we evaluate the scalability of our white-box identifi-
cation approach. Next, we analyze the general performance
of the proposed white-, gray-, and black-box identification
methods for different model types and compare them to
baseline methods. Finally, we identify a reachset-conformant
vehicle model from real-world measurements.

All methods are implemented in the MATLAB toolbox
CORA [49] and are evaluated on an AMD EPYC 7763
processor with 2TB RAM and NVIDIA A100 40GB GPU.
Continuous-time models will be discretized for the identifica-
tion using the forward Euler method.

Algorithm 3 BLackCGP.
Inputs:
DT1 Training test cases for step 1
DT2 Training test cases for step 2
DC Conformance test cases

Outputs:
τ∗ Identified input-output behavior
α∗ Reachset-conformant scaling factors
∆c∗ Reachset-conformant center shifts

Step 1: Minimize least-squares cost
1: {τ1, ..., τnτ } ← Initialize
2: {ℓ1, ..., ℓnτ } ← 0
3: for i = {1, ..., ng} do
4: {τ1, ..., τnτ

} ← Evolve
(
(τ1, ℓ1), ..., (τnτ

, ℓnτ
)
)

5: for j = {1, ..., nτ} do
6: ℓLS ← (27) using DT1, τj
7: ℓj ← −ℓLS

8: end for
9: end for

10: {τ1, ..., τñτ
} ← Best

(
(τ1, ℓ1), ..., (τnτ

, ℓnτ
), ñτ

)
Step 2: Minimize conformance cost
11: {ℓ1, ..., ℓñτ

} ← 0
12: for i = {1, ..., ñg} do
13: {τ1, ..., τñτ

} ← Evolve
(
(τ1, ℓ1), ..., (τñτ

, ℓñτ
)
)

14: for j = {1, ..., ñτ} do
15: for DT2,l = {DT2,1, ..., DT2,nv} do
16: ℓl ← (25) using DT2,l, τj
17: end for
18: ℓj ← −

∑nv

l=1 ℓl
19: end for
20: end for
21: τ∗ ← Best

(
(τ1, ℓ1), ..., (τñτ , ℓñτ ), 1

)
22: α∗, ∆c∗ ← White(DC , τ∗)

A. Scalability of the White-Box Identification Approach
For evaluating the scalability of Thm. 2, we simulate a

discretized version of a water tank system with uncertain
inputs [50], whose dynamics are

ẋt,1 = ut,1 − 0.3
√
xt,1

ẋt,i = ut,i + 0.3(
√
x(i−1) −

√
x(i)), i = 2, ..., nx.

The state x(i) describes the water level of tank i, such that
the system dimension nx is equal to the number of tanks, and
u(i) the water flow into tank i. We assume that there is an
inflow in only every third tank, u(i) = 0 for i ̸= 1, 4, 7, ...,
and we measure each state variable, i.e., y(i) = x(i) for
i = 1, ..., ny . The computation times of the linear program
from Thm. 2 using the halfspace constraints from Lemma 2
and the generators constraints from Lemma 3 are presented
for a) varying time horizons nk, b) a varying number of
nominal trajectories nm, c) a varying number of sample
executions ns of each nominal trajectory, and d) a varying
measurement dimension ny . As we can see from Table I,
increasing the number of samples ns does not influence the
computational complexity of the linear program using the
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TABLE I
COMPUTATION TIMES FOR WHITE-BOX IDENTIFICATION.

Computation time of Thm. 2 [s]
nk nm ns ny Using Lemma 2 Using Lemma 3

4 10 1 3 0.16 0.15
20 10 1 3 16.14 0.83
40 10 1 3 >600.00 1.61
4 100 1 3 0.54 0.26
4 1000 1 3 23.26 2.58
4 10 10 3 0.16 0.18
4 10 100 3 0.16 1.43
4 10 1 6 9.84 0.22
4 10 1 9 >600.00 0.31
4 10 1 100 >600.00 8.53

halfspace constraints since we only consider the sample y(m,s)
a

closest to each halfspace. However, as the halfspace conversion
scales exponentially with the dimension of the reachable set
[31], halfspace constraints can only be used for systems with
small measurement dimension ny and small time horizons
nk. In contrast, using the generator constraints is efficient
for high-dimensional systems and long time horizons, but its
computational complexity depends substantially on the overall
number of measurement trajectories ns · nm.

B. General Comparison for Different Model Types

We evaluate the proposed identification methods by comput-
ing reachset-conformant models for four dynamical systems,
which are

• a pedestrian model [40] formulated as the linear state-
space model

xk+1 =


p1 0 p2 0
0 p1 0 p2
0 0 p1 0
0 0 0 p1

xk +


p3 0 0 0
0 p3 0 0
p4 0 0 0
0 p4 0 0

uk,
yk =

[
1 0 0 0
0 1 0 0

]
xk +

[
0 0 1 0
0 0 0 1

]
uk,

where p1 = 1, p2 = 0.01, p3 = 5 · 10−5, p4 = 0.01,
• the pedestrian model converted to an ARX model, using

the conversion formulas from [40, Prop. 2], where

yk =

[
p1 0
0 p1

]
yk−1 +

[
p2 0
0 p2

]
yk−2

+

[
0 0 1 0
0 0 0 1

]
uk +

[
p3 0 p4 0
0 p3 0 p4

]
uk−1

+

[
p3 0 1 0
0 p3 0 1

]
uk−1,

with p1 = 2, p2 = −2, p3 = 5 · 10−5, p4 = −1,
• the Lorenz system [51] described by the nonlinear state-

space model

ẋt =

 (
p1 + ut,1

)(
xt,2 − xt,1

)(
p2 + ut,2

)
xt,1 − xt,2 − xt,1xt,3

xt,1xt,2 −
(
p3 + ut,3

)
xt,3


yt =

[
xt,1
xt,2

]
,

with p1 = 10, p2 = 28, p3 = 8
3 ,

• a NARX model, which we call NARX1, whose dynamics
are adapted from [52]:

yk =


yk−1,1

1 + yk−1,2yk−1,2
+ p1uk−1,1

yk−1,1yk−1,2

1 + yk−1,2yk−1,2
+ p2uk−2,2

 ,
with p1 = 0.8, p2 = 1.2.

The corresponding uncertainty sets X0 (only for the state-space
models) and U are represented by zonotopes with a random
center vector with elements between −1 and 1 and a random
diagonal generator matrix with elements between −0.25 and
0.25.

Using the true model, the true uncertainty sets, and random
input trajectories, we simulate 100 conformance test suites
DC comprising nm = 20 test cases each. Each test case
has a length of nk = np + 6 time steps and contains
ns = 10 measurement trajectories resulting from different
uncertainty trajectories, where np is the model order for the
ARX and NARX model (we require np measurements for
their initialization) and zero for the state-space models if
not defined otherwise. More data is required for the black-
box identification approach as explained in the respective
subsection. The matrices Gx and Gu for the uncertainty sets
are initialized by identity matrices, and the initial estimates for
the unknown parameters and center vectors are sampled from
a Gaussian distribution with a standard deviation of 0.01.

We compare the identification methods using the following
criteria:

• the normalized cost, which is the ratio of the optimal
conformance cost ℓ from (25) for the model identified
with the considered approach and the conformance cost
using the true model and uncertainty sets,

• the failure rate, which is the ratio of the number of failure
test suites, i.e., test suites where a conformant model
could not be identified or where the normalized cost is
bigger than 100, to the total number of test suites,

• the computation time, which is the time required for
solving the conformance problem for one test suite, and

• the root mean squared errors (RMSE) between the true
parameters and the parameters estimated with the gray-
box identification approaches.

In Table II, we present the results averaged over all dynamical
systems and non-failure test suites (except for the failure rate)
for the proposed identification methods and baseline methods.
Given the absence of comparable solutions in the existing liter-
ature, we benchmark our methods against baseline approaches
derived from our approach but with slight modifications.

As the performance of the identification methods can vary
substantially between different test suites and systems, we
also visualize the normalized cost as boxplots for all non-
failure test suites in Fig. 2. Example test cases, which were
not contained in the identification data, with a length of
nk = np + 10 time steps, and the reachable sets from the
identified models are displayed in Fig. 3. Since the genetic
programming approach approximates the Lorenz model with
a NARX model, which requires np = 3 measurements for
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TABLE II
EVALUATION OF THE PROPOSED IDENTIFICATION METHODS (IN BOLD)

AND BASELINE METHODS.

Approach Normalized Failure Computation RMSE
cost rate [%] time [s]

White 1.00 0 0.09 -
WhiteAdd 1.88 0 0.10 -

GraySeq 1.02 4.00 12.56 0.19
GraySeq2 1.16 0.25 4.95 0.39
GraySim 1.49 11.50 20.67 0.24

BlackCGP 6.53 0.12 219.65 -
BlackGP 12.68 29.57 180.80 -

GraySim
GraySeq2
GraySeq

WhiteAdd
White

100 101

(a) Pedestrian state-space model.

100 101

(b) Pedestrian ARX model.

BlackGP
BlackCGP

GraySim
GraySeq2
GraySeq

WhiteAdd
White

10−1 100 101 102

(c) Lorenz model.

10−1 100 101 102

(d) NARX1 model.

Fig. 2. Normalized cost for the identified models for different non-failure
test suites.

its initialization, we enforce that all test cases visualized in
Fig. 3c start with the same measurements yi, i = 0, ..., np−1,
such that we are able to compute one reachable set, which has
to enclose all measurements. Thus, we start the reachability
predictions at the time step k = np and, to have a fair
comparison, we use xnp ⊕ X0 as the initial state set, which
contains all states of the visualized test cases at k = np, for
the nonlinear state-space models identified with the white and
gray-box approaches.

1) White-Box Identification: We use the linear program in
Thm. 2 to identify the white-box models. Please keep in
mind that the ARX and NARX models do not require to
find αx and that ∆c is only identified for linear models. We
use the halfspace constraints from Lemma 2 instead of the
generator constraints from Lemma 3 to shorten computation
times, because the considered systems are low-dimensional
and the time horizon is short.

We can see from Table II that our identification algorithm,
termed White, is able to estimate small uncertainty sets, which
lead to tight reachable sets, in short computation times. Since
the assumed directions for the generators were correct, linear
programming is able to find a solution that is as good as using
the true uncertainty sets, i.e., the normalized cost in Fig. 2 is
always approximately equal to 1. Furthermore, Fig. 3 shows

that the reachable set of the identified model is identical to the
reachable set of the true system for the pedestrian state-space
model and the pedestrian ARX model. Due to the linearization
error, which is not considered in the identification but added
for the computation of the reachable set, White identifies
more conservative uncertainty sets for the nonlinear models,
resulting in larger reachable sets after longer time horizons
(see Fig. 3d at k = np+9). The magnitude of the conservatism
depends on the degree of the nonlinearities of the model.

Given that previous research focused only on additive uncer-
tainty sets [26], [29], we use an identification approach based
on Thm. 2 that considers only additive measurement error
sets in the optimization, termed WhiteAdd, as our baseline
method. The performance of WhiteAdd compared to White
depends on how well additive uncertainties can approximate
the uncertainties of the true systems. The true uncertainties
of the pedestrian state-space model and the NARX1 model
have a similar influence as additive uncertainties. As a result,
the normalized cost of the models identified with WhiteAdd is
almost identical to the cost of the models identified with White
for these systems (see Figs. 2a and 2d). However, the true
uncertainties of the pedestrian ARX model and Lorenz model
have a more complex influence on the system, which cannot be
well approximated by additive uncertainties. This can lead to
bigger uncertainty sets and reachable sets (see Figs. 3b and 3c)
and, thus, higher normalized costs (see Figs. 2b and 2c). In
some cases, we even obtain models that are not reachset-
conformant for validation test cases (see Fig. 3c, where the
measurements are not contained in the reachable sets YWhiteAdd
at k = np + 9).

If we know how the uncertainties act on the system, we
should use this knowledge in the identification by applying
the proposed algorithm White. The computation times are very
short, and the identification results are always as good as
or better than those of an identification algorithm that only
considers additive uncertainty sets.

2) Gray-Box Identification: We evaluate the gray-box identi-
fication approaches from Sec. V by augmenting the identifi-
cation variables from the previous subsection with the model
parameters p. Furthermore, we assume that the center vector
of the uncertainty set of the NARX1 model is unknown, such
that cu is added to the identification variables for this model.

As we can see from Fig. 2, the proposed sequential ap-
proach, termed GraySeq, yields the smallest cost values for
the linear models and the NARX1 model of all gray-box
identification approaches, while the simultaneous identification
approach from [41], GraySim, results in marginally smaller
cost values than GraySeq for the Lorenz model. Furthermore,
we evaluate another sequential identification approach, called
GraySeq2, where we replace the cost function ℓU from (26)
with the least-squares cost function ℓLS from (27). This
approach leads to the shortest computation times but also
higher normalized costs and bigger reachable sets (see Table II
and Figs. 2 and 3). As displayed in Table II, all three
identification methods lead to small root mean squared errors
between the estimated parameters and the true parameters,
where GraySeq shows the smallest error on average. GraySim
has the highest failure rate due to the NLP solver converging
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(d) NARX1 model.

Fig. 3. Example test cases: measurements y
(s)
k , reachable set Ytrue,k of the true system, and reachable sets Ymethod,k from models identified

with different white, gray, and black-box identification methods for the time steps k = np, np + 1, np + 5, np + 9.

to local optima.
3) Black-Box Identification: Lastly, we test the black-box

identification approaches. As the model structure of linear
models is completely determined by the linearity and the
system dimension, which could be estimated by comparing
the gray-box identification results for different dimensions, we
only apply our black-box identification approaches to the two
nonlinear systems.

First, we generate an additional training dataset consisting
of 1500 test cases for step 1 of Alg. 3 and 100 test cases
for step 2. Each test case contains the measurements resulting
from ns = 10 uncertainty trajectories with a length of nk =
np+6 time steps. For the model order, we choose np = 3 for
approximating the Lorenz model and np = 2 for the NARX1
model. The accuracy of our black-box identification approach
can be improved by using more complex models and more
identification data. As such improvements always involve a
trade-off in computation time, the decision will depend on the
accuracy required for the application.

Next, we evolve a model population with genetic pro-

gramming, using functionalities from the MATLAB toolbox
GPTIPS2 [48]. The standard genetic programming algorithm,
termed BlackGP, aims to minimize the least-squares cost
function in (27) for the training data over 100 generations
for a population of 300 randomly initialized models. From
the final population, we choose the model with the highest fit
to the data. Additionally, we evaluate the conformant genetic
programming approach, denoted as BlackCGP, where we min-
imize the least-squares cost function over ng = 95 generations
for nτ = 300 models, followed by ñg = 5 generations, where
the conformance cost from (25) is minimized for ñτ = 100
models.

As the considered identification methods are of stochastic
origin, the data generation and black-box identification process
is repeated 30 times. The normalized cost for all test suites is
displayed in the boxplots in Fig. 2 for the final models from
all genetic programming runs.

While both approaches lead to similar normalized costs for
the NARX1 model (see Fig. 2d), the costs for identifying
the Lorenz system with BlackCGP are much smaller (see
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Fig. 2c). This is also shown in Figs. 3c and 3d (we do
not display the reachable sets YBlackCGP,k and YBlackGP,k at
the time steps k = np + 5 and k = np + 9 if they are
too big): The models identified with BlackCGP mimic the
reachability of the true system well in an overapproximative
way. In contrast, the results of BlackGP are more volatile.
The identified Lorenz model depicted in Fig. 3c leads to more
conservative reachable sets, while the reachable set of the
identified NARX model depicted in Fig. 3d is too small, as
it does not contain all validation measurements at time step
k = np + 1. Furthermore, as can be seen from Table II, the
models identified with BlackGP lead more often to failures
in the conformance identification step. These failures result
partially from exploding reachable sets when considering set-
based inputs and partially from an insufficient influence of the
input on the model dynamics, i.e., by increasing the scaling
factors of the input set, we are not able to enlarge the reachable
set in all dimensions, especially at early time steps, such that
not all measurements can be enclosed and the model cannot
be made reachset-conformant.

C. Identification of a Vehicle Model

Finally, we test our identification method with measure-
ments of the automated vehicle EDGAR [53], which is de-
picted in Fig. 1. Given the limited number of available test
cases, we only validate our white-box and gray-box identifi-
cation methods. We use the following kinematic model [54]:

ẋt =


xt,4 cos

(
β + xt,5

)
xt,4 sin

(
β + xt,5

)
rδut,1
ut,2

xt,4 cos
(
β
) tan(xt,3)

l

+ ut,3:7

yt =


xt,1
xt,2
1
rδ
xt,3
xt,4

+ ut,8:11,

where the slip angle β can be computed as

β = arctan

(
tan
(
xt,3
) lr
l

)
.

The state vector xt = [px,t py,t δf,t vt ψt]
⊤ consists of the

position in x and y direction, the steering angle at the front
axle, the vehicle velocity, and the yaw angle, respectively. We
obtain noisy measurements of the position, yt,1 = p̂x,t and
yt,2 = p̂y,t, the steering wheel angle yt,3 = δ̂s,t, and the
velocity yt,4 = v̂t. The input and disturbance vector ut =
[δ̇s,t ax,t w

⊤
t v⊤t ]

⊤ is composed of the steering wheel speed
δ̇s,t, the longitudinal acceleration ax,t, the process noise vector
wt, and the measurement noise vector vt. The parameters
rδ , l, and lr denote the transmission ratio from δs to δf ,
the wheelbase, and the distance from the front axle to the
center of gravity, respectively, and are given for the white-box
identification and unknown for the gray-box identification.

The vehicle data is randomly split into an identification and
a validation data set. The initial state estimate is computed

yk YWhite,k YGraySeq,k
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Fig. 4. Reachable sets and measurement trajectories for a failure test
case of the automated vehicle EDGAR.

from the measurements with x∗0 = [p̂x,0 p̂y,0 rδ δ̂s,0 v̂0 ψ̂0]
⊤

where the initial yaw angle is calculated as

ψ̂0 = arctan

(
p̂y,1 − p̂y,0
p̂x,1 − p̂x,0

)
.

From the nm = 84 test cases of the identification data set
with a length of nk = 6 time steps and ns = 1, we identify
the following uncertainty sets with the white-box identification
approach from Thm. 2:

X̂0 =
〈
0,diag

([
0.00 0.55 0.00 0.66 0.00

])〉
,

Ûin =
〈
0,diag

([
0.00 0.00

])〉
,

Ŵ =
〈
0,diag

([
0.03 0.02 0.00 0.06 0.00

])〉
,

V̂ =
〈
0,diag

([
2.82 1.84 0.05 0.79

])〉
,

with Ûc = Ûin × Ŵ × V̂ . The large values in V̂ indicate
a large measurement uncertainty. The sequential gray-boy
identification approach GraySeq also leads to larger initial state
and process noise uncertainties, while identifying small non-
zero center vectors for all uncertainties.

Next, we validate these results by computing the reachable
sets for the nm = 304 test cases of the validation data set with
a length of nk = 10 time steps. 98.9% of the measurements
are contained in their corresponding reachable set for the
white-box model and 93.6% for the gray-box model, which
shows that the proposed identification framework works well
for real-world data. One of the failure cases is presented
in Fig. 4. We can see in Fig. 4d that the measurement
at time 0.25s is marginally outside the reachable set (the
reachable velocities are identical for both models for this
test case). Introducing safety factors for scaling the identified
uncertainty sets decreases the failure rate, i.e., a safety factor
of ϵ = 1.2 leads to 99.2% contained measurements for the
white-box model and 97.6% for the gray-box model, while
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all measurements are contained in the respective reachable
sets for both models when using a safety factor of ϵ = 3.
The magnitude of the necessary safety factor shows that
the data contains some outliers (measurements that deviate
substantially from the expected outputs). Thus, a lower failure
rate could also be achieved by detecting and removing outliers
from the measurement data.

VIII. CONCLUSIONS

We introduce a novel framework for identifying reachset-
conformant models for linear and nonlinear system dynamics,
accommodating different levels of prior knowledge. A key
innovation is the usage of the GO model, which unifies
reachability analysis for many model types. Building on this
model, we present the first reachset-conformant identification
method capable of handling potentially non-additive uncer-
tainty sets and input-output models. Our framework also ex-
tends to the estimation of unknown model parameters and the
identification of reachset-conformant black-box models using
genetic programming, allowing for modeling complex systems
with minimal prior information. Through extensive numerical
experiments involving the identification of linear state-space,
ARX, nonlinear state-space, and NARX models, as well as
the modeling of an automated vehicle using real-world data,
we demonstrate the robustness and practical applicability of
our proposed approaches. In all experiments, we are able
to identify reachset-conformant models, whose reachable sets
tightly enclose all measurements, in competitive computation
times.

In summary, our work offers a versatile and robust frame-
work for reachset-conformant system identification from data.
The reachset conformance property ensures that the identified
models are applicable in formal verification and control of
real-world systems, promising enhanced reliability and re-
duced conservatism in practical applications. Therefore, this
novel framework fills a critical gap in current methodologies.
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[31] L. Lützow and M. Althoff, “Scalable reachset-conformant identification
of linear systems,” IEEE Control Systems Letters, vol. 8, pp. 520–525,
2024.

[32] A. Girard, “Reachability of uncertain linear systems using zonotopes,”
in Proc. of the 8th ACM International Conference on Hybrid Systems:
Computation and Control, pp. 291–305, 2005.
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