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Abstract—This paper investigates the application of millimeter-
wave (mmWave) radar for the estimation of human vital signs.
Aiming to obtain more accurate frequency estimation for periodic
signals of respiration and heartbeat, we propose the harmonic
MUSIC (HMUSIC) algorithm to consider harmonic components
for frequency estimation of vital sign signals. In the experiments,
we tested different subjects’ vital signs. Experimental results
demonstrate that the 89-th percentile errors in respiration rate
and the 88-th percentile errors in heartbeat rate are less than 3
respirations per minute and 5 beats per minute.

Index Terms—millimeter-wave radar, vital sign estimation,
static clutter removal, MUSIC

I. INTRODUCTION

In the landscape of vehicular technology, advanced driver
assistance systems (ADAS) are indispensable for ensuring
driver safety and adding convenience. These systems are
engineered to swiftly intervene during emergencies by reli-
ably tracking critical vital signs such as the driver’s respi-
ration and heart rates. Unlike wearable devices, often un-
suitable for prolonged monitoring, non-contact radar-based
techniques offer a wireless solution for accurately estimating
vital signs. Millimeter-wave frequency-modulated continuous
wave (FMCW) radar [1], [2], [3] stands out among the
available options. It excels in detecting the subtle chest wall
movements caused by breathing and heartbeat within the
vehicle, and it also measures the distance and velocity of
other vehicles. Consequently, FMCW radar has become a
cornerstone technology in ADAS applications.

Under FMCW radar, the correct range-azimuth bin contain-
ing vital signals (vital bin) must first be estimated before vital
sign estimation. Different human target localization assump-
tions and scenarios have been considered. Some wireless vital
signs monitoring is designed to track the breath and heart rate
through a known distance position, which could be used to
monitor the driver. Besides, the current literature on vital sign
estimation based on FMCW radar mainly focuses on single-
person scenarios [4], [5], [6], or on vital sign estimation and
target localization in relatively open spaces [7], [8], [5], [9],
[10], without any clutters. In this paper, the position of humans
is assumed to be unknown, where human target localization is
required in cluttered environments [11] for the correct range-
azimuth bin detection and its phase compensation before vital
sign estimation.

After the phase compensation, the accuracy faces limitations
attributed to harmonics from non-sinusoidal periodic signals
by their presentation in respiration and heartbeat frequencies.
These non-sinusoidal periodic signals contain components that
can interfere with heartbeat estimation [12], [13]. Due to the
harmonics or inter-modulation between breathing and heart-
beat components [4], [9], [14], conventional techniques like
fast Fourier transform (FFT) are challenged. To address multi-
frequency signal decomposition approaches like variational
mode decomposition (VMD) [8] have been used to decompose
narrowband signals into intrinsic mode functions. However,
vital sign signals often contain multiple harmonic frequencies,
requiring further selection for the desired heartbeat frequency
component. A nonlinear least squares (NLS) framework with
harmonic consideration [13] has been applied to harmonic
power spectral density for heartbeat and respiration rate es-
timation.

In this paper, we estimate vital signs in a cluttered environ-
ment with an unknown human target position. Our research
centers on developing the harmonic multiple signal classifica-
tion (MUSIC) method, which leverages the harmonics in two
vital-sign sources, i.e., respiration and heartbeat frequencies.
In contrast, earlier works such as NLS [13] focus exclusively
on applying NLS formulation with harmonic consideration
for vital sign estimation, while our work applies the super-
resolution-based algorithm [15] based on signal correlation.
We propose a novel HMUSIC method that was not explored
in these earlier investigations of vital sign estimation. In
the experimental results, HMUSIC outperforms several state-
of-the-art methods, such as MPC [5], NLS [13], regarding
estimation accuracy.

II. SIGNAL MODEL

A. FMCW Radar Signal

Assuming a complex-valued FMCW radar transmission
antenna (Tx) emits a chirp signal

sT (t) = AT exp{j(2πf0t+ πSt2)}, 0 < t < Tc , (1)

where f0 represents the initial frequency, AT is the amplitude
of the transmitted signal, S denotes the modulation frequency
slope, and Tc is the end time of a single chirp. To characterize
between static clutter and the radar’s distance from human
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targets in the model, the distance between the k-th target and
the radar is denoted as Rk, while the distance change over
time, represented as xk(t), characterizes the respiratory and
heartbeat-related motion of a human target. Therefore, the
distance from the target to the radar can be expressed as a
function of time as

R(t) = R0 + x0(t), for human target. (2)

As the transmitted signal traverses a time delay t0 = 2R(t)/c,
it represents the round-trip time for the target to bounce the
signal back to the receiving antenna (Rx), where c is the speed
of light. The radar’s received signal is given by AsT (t− t0),
where A is the amplitude of the received signal. FMCW radar
utilizes the time delay property by mixing the transmitted
signal with the complex conjugate of the received signal. This
process generates the intermediate frequency signal, which is
then subjected to low-pass filtering to extract the frequency
difference signal:

sIF (t) = s(t)[Aks
∗
T (t− t0)], t0 < t < Tc

≈ A0AT exp{j(2πf0t0 + 2πSt0t)}

≈ A0AT exp{j[ωbt+
4π

λ0
R(t)]} , (3)

ωb = 4π SR0

c and remaining 4π
λ0
R(t) represent the beat fre-

quency and phase of the mixed signal from the k-th target, with
the assumption of a total of K targets. λ0 is the wavelength of
the FMCW radar’s starting frequency. Notice that the second
approximate equality omits πSt20, and the third term ignores
the x0(t) · t term as discussed in [16]. Additionally, for
a stationary human target, the distance variation caused by
breathing and heartbeat within the chest can be considered
unchanged during a single chirp duration Tc. Thus, the beat
frequency term is represented by the distance of the target R0.
Frequency estimation of this mixed signal can be utilized to
compute the distance between the target and the radar, given
by R0 = ωbc

4πS .

B. Digital Signal Model

To facilitate digital signal processing, analog-to-digital con-
version (ADC) is performed within each chirp with a fast-time
sampling interval of Tf , resulting in a total of Nf samples.
Due to the frequency of respiration and heartbeat, it is not
sufficient to observe the phase changes caused by human
vital signs within a single chirp time. Apart from fast-time
sampling, slow-time sampling is conducted among different
frames with an interval of Ts to capture the phase changes
in a total of Ns samples, thereby extracting human vital sign
information. The ADC sampling at the n-th point in fast time
and the m-th frame in slow time are then reformulated as

ym[n] = Ã0 exp{j[nωbTf +
4π

λ0
R(mTs)]} (4)

n = 0, 1, ..., Nf − 1 and m = 0, 1, ..., Ns − 1 represent
the index values of fast-time samples and slow-time samples.
Ã denotes the amplitude associated with transmitted and

Fig. 1. Flowchart of Proposed HMUSIC Algorithm

received signals. While signal amplitude can be affected by
factors like path loss and radar cross-section changes due
to moving objects at varying distances, these effects are not
evident compared to phase information. Therefore, amplitude
information is not considered for estimating human vital signs.
Besides, since we consider the uniform linear antenna array
for the MIMO radar, we denote the ADC sample of the v-th
antenna based on the definition in (4) as

ym[v, n] = Ãvym[n] · exp{jv 2πd
λ0

sin θ} (5)

where v = 0, 1, ..., Nv − 1 is the index of antennas, and θ is
the azimuth angle of arrival. d is the antenna spacing with the
configuration of d = λ0/2. The additional phase term caused
by the arrival angle is summarized as vπ sin θ compared
to other antenna. In the slow-time sampling context, target
objects undergo phase estimation after distance estimation.
It’s possible to distinguish between static objects and human
targets by assessing phase changes, given that the vital sign
signal x0(mTs) is embedded within the phase.

C. Vital Sign Signal Model

To simplify the signal model for real-time computations,
various studies have approximated vital sign signals as pure
sinusoids or periodic signal models containing multiple har-
monic components [13]. Moreover, literature has explored
modeling the distance variations caused by respiration and
heartbeat in the chest cavity [6], yet these types of mathemati-
cal models often encounter challenges in accurately estimating
parameters during real-time radar signal processing.

In this study, the human vital sign signal is approximated
as a periodic signal composed of L harmonics as

x(t) =

L∑
l=1

Mrl cos(l · ωrt) +
L∑
l=1

Mhl
cos(l · ωht), (6)

where fr = ωr/(2π) and fh = ωh/(2π) are the fundamental
frequencies of the respiration and heartbeat, and Mrl and Mhl

are their amplitudes.

III. PROPOSED HARMONIC MUSIC (HMUSIC)

Fig. 1 illustrates the proposed system diagram, named after
the vital sign estimation part – HMUSIC algorithm. The radar-
received ADC signal is first processed with the clutter removal



algorithm. Then, the 2D MUSIC localization is employed to
estimate the human target’s range and angle. By compensating
for the phase caused by the human’s position, the remaining
phase from the targeted range-angle bin is then extracted
according to the differentiate and cross-multiply (DACM)
[17] to avoid phase discontinuities. The designed HMUSIC
considered respiration and the heartbeat and their harmonic
terms in model assumption and classified these two sources to
obtain a better estimation.

A. Static Clutter Removal

To distinguish static clutters from the human target, static
clutter removal is performed using the background clutter
estimation through a moving averaging filter [18] for the ADC
raw data. This process results in a signal Ŷm that contains
only the human targets, who breathe regularly, causing chest
movement, and would not be regarded as static clutter.

B. 2D-MUSIC-based Localization

To facilitate target localization and consider the target as
static within a frame, (5) is represented in matrix form as
Ŷm ∈ CNv×Nf for subsequent matrix operations.

Ŷm =
[
ŷm[v, n]

]
= Ãme

jψma(θ)sT (ωb) +Wm , (7)

a(θ) =
[
1, ejπ sin θ, . . . , ejπ(Nv−1) sin θ

]T
∈ CNv×1 , (8)

s(ωb) =
[
1, ejωbTf , ..., ejωb(Nf−1)Tf

]T
∈ CNf×1 . (9)

a(θ) is the angle steering vector formed by Nv antennas.
s(ωb) represents the beat frequency-related (distance-related)
steering vector formed by Nf fast-time samples. Wm is
the Nv × Nf additive Gaussian white noise combined with
potentially other static clutter. Besides the phase caused by
the position of the human target, ψm is the remaining phase
term related to the vital sign in this estimation problem.

Then, we employ the 2D-MUSIC algorithm [19], which
distinguishes signal components from noise in the autocorre-
lation matrix of the signal. It then performs pseudo-spectrum
estimation on these vector spaces to obtain high-resolution
localization information. For the matrix Ŷm, it is transformed
into a space-time vector Ỹm across antennas and fast time
samples as

Ỹm =
[
ŷm[0], ŷm[1], ..., ŷm[Nv − 1]

]T
∈ CNvNf×1 , (10)

where ŷm[v] =
[
ym[v, 0], ym[v, 1], ..., ym[v,Nf − 1]

]
. The

autocorrelation matrix of this space-time vector, along with its
eigenvalues sorted in descending order, can be represented as

RỸm
= E{ỸmỸH

m} = UỸm
ΛΛΛỸm

UH
Ỹm

, (11)

with its diagonal matrix ΛΛΛỸm and corresponding eigenvector
matrix UỸm

, whose i-th column is the eigenvector gi of
RỸm

. By considering one human target, the noise subspace
consisting of NfNv − 1 feature vectors is represented as

GỸm =
[
g2,g3, ...,gNvNf

]
∈ C(NvNf )×(NfNv−1). This

subspace is subsequently used to evaluate the 2D MUSIC
pseudo-spectrum for range and angle estimation:

{θ̂, ω̂b} = argmax
θ,ωb

1

∥VH(θ, ωb)GỸm
∥2F

. (12)

|| · ||F represents the Frobenius norm, and the corresponding
space-time vector V(θ, ωb) = a(θ)⊗ s(ωb), where ⊗ denotes
the Kronecker product. The estimated ω̂b and θ̂ composite the
range-azimuth bin (vital bin) of the human.

C. Phase Compensation using Estimated Range and Angle

After obtaining the location of the human target, i.e., the
vital bin, we further estimate the remaining phase term ψm
related to the vital sign in this bin. In (7), we first define
um = Ãme

jψma(θ) and estimate it from the measurement
Ym using the least squares criteria: ûm = argminum

||YT
m−

s(ωb)u
T
m||2F . This leads to ûTm = [sH(ωb)s(ωb)]

−1sH(ωb)Y
T
m,

where sH(ωb)s(ωb) = Nf . Therefore, the amplitude and phase
of the m-th point in slow time ûm is represented as

ûm =
1

Nf
Yms(ωb) . (13)

Subsequently, the relevant amplitude and phase of the original
signal are estimated while excluding the angle of the target
using the least squares method:

ṽm =
1

Nv
aH(θ)ûm . (14)

Although arctangent demodulation [16] can be used to obtain
the phase information of human vital sign signals from ṽm,
the phase obtained from the arctangent operation exhibits
discontinuities at the boundaries of π to −π. We first employ
the maximum likelihood estimation [20] to eliminate DC
offsets in ṽm, ensuring precise phase information. Besides,
the phase discontinuities can be overcome through techniques
like phase unwrapping or DACM [17]. The vital-sign relevant
phase signal ϕm in (7) is estimated by DCAM as x̃m.

D. Vital Sign Estimation

We consider two sources q ∈ {r, h} in the estimated phase
signal x̃m of the vital bin, contributed from respiration and
heartbeat, while each is composed of L harmonics from the
model assumption as in (6). To observe signal frequency, we
construct a continuous M -point observation window, where
2L < M ≤ Ns, the estimated vital-sign-related phase signal
is expressed as:

x̃m =
∑

q∈{r,h}

Zq

e
jωq1m 0

. . .
0 ejωqLm

mq +wm. (15)

x̃m = [x̃m, x̃m−1, ..., x̃m−M+1]
T ∈ CM×1 represents the

slow-time sampled signal of length M in a observation win-
dow of time index m. Zq = [z(ωq1), z(ωq2), . . . , z(ωqL)] ∈



TABLE I
MMWAVE RADAR CONFIGURATIONS

Parameter Value Unit

Start Frequency f0 60 GHz
ADC Samples Nf 240 samples
Chirp Duration Tc 66.66 µs
Frequency Slope S 60 MHz/µs
Valid Bandwidth 3600 MHz
ADC Sample Rate 4000 · 103 samples per second
Frame Duration Ts 50 ms

CM×L represents the observation signal composed of L har-
monics, where z(ωq) = [1, ejωq , ej2ωq , ej(M−1)ωq ]T ∈ CM×1.
mq = [Mq1 ,Mq2 , . . . ,MqL ]

T ∈ CL×1 denotes the complex
amplitude of each harmonic. ωq denotes the fundamental
frequency of the q-th source signal, either from respiration
(q = b) or heartbeat (q = h). The signal is corrupted by noise
wm = [wm, wm+1, ..., wm+M−1]

T ∈ CM×1, where the noise
variance is σ2. The covariance matrix R = E{x̃mx̃Hm} and its
eigenvalue decomposition can be estimated as:

R̂ =
1

Ns −M + 1

Ns−M∑
m=0

x̃mx̃Hm = UΛΛΛUH , (16)

where U = [u1,u2, ...,uM ] forms the matrix of normalized
eigenvectors of this correlation matrix, and ΛΛΛ is the diagonal
matrix of eigenvalues corresponding to each eigenvector. To
distinguish between signal and noise components, let G =
[u2L+1,u2L+2, ...,uM ] represent the subspace composed of
M − 2L noise eigenvectors. The fundamental frequency com-
ponents of respiration and heartbeat can be estimated by the
proposed harmonic MUSIC (HMUSIC) as:

{ω̂q} = arg max
{ωq∈[ωqmin

,ωqmax ]}

1∑
q∈{r,h} ∥ZHq G∥2F

, (17)

where [ωqmin
, ωqmax

] represents the frequency range for the
desired frequency signal of the q-th source.

IV. EXPERIMENTAL RESULTS

A. mmWave Radar Configuration

We utilized the Texas Instruments (TI) industrial FMCW
radar module, IWR6843ISK, and the radar’s mixed-signal data
was sampled by an ADC using the DCA1000EVM. Using
the UDP protocol, this data was transmitted in real-time
to a computer via Ethernet. In our experimental setup, the
height of the individuals’ chest was aligned with the height
of the radar antenna. Since our discussions primarily focused
on horizontal angle target localization, we used 2 horizontal
transmitting antennas and 4 receiving antennas, employing
TDM-based MIMO [21] with equivalent Nv = 8 virtual
antennas in the azimuth direction. The radar parameters for
our experiments were configured based on the experimental
scenario, as detailed in Table I.

(a) Respiration Rate Estimation Accuracy

(b) Heart Rate Estimation Accuracy

Fig. 2. Accuracy of Vital Signs Estimation for Each Subject

B. Data Capture Setting

To validate the results of vital sign estimation, this study
employed Vernier’s Go Direct respiration belt and electro-
cardiography (EKG) sensors as ground truth. These sensors
measured the force exerted on the abdomen during respiration
and electrocardiogram data, which were wirelessly transmitted
in real-time to a computer via Bluetooth.

To ensure sufficient resolution for respiration and heartbeat
frequencies and maintain a reasonably stable measurement
process, general vital sign estimation was conducted within
a 10 to 15 seconds window to cover a period. In this study,
a total of Ns = 256 slow-time samples (equivalent to 12.8
seconds) were used in each estimation. Each experiment
involved 2400 slow-time samples (equivalent to 2 minutes)
for result assessment.

Time synchronization between the radar and reference sen-
sors was achieved during data collection on the computer,
ensuring that the total data length difference between the two
data sets was less than a 2-sample error in slow time (equiva-
lent to 100 milliseconds). A sufficiently large estimation time
window was used to disregard synchronization errors between
the reference sensor and radar. If the data length difference



exceeded 100 milliseconds, it indicated a possible delay or
transmission failure in the Bluetooth-transmitted data, and
such data were not used in the analysis.

C. Vital Sign Estimation of Different Subjects

In Fig. 2, we discuss the accuracy of vital sign estimation
for four individuals and compare the respiration rate and
heart rate estimation errors for each subject using various
methods. Compared to sensors’ ground value, the accuracy for
respiration rate (RR) is defined as the empirical probability of
breathing rate errors less than 3 breaths per minute (BPM),
and for heart rate (HR), it’s defined as the probability of heart
rate errors less than 5 beats per minute (BPM). We compare
our method with reference methods including VMD [8], MPS
[4], MPC [5], and FFT [9].

Since respiration signals are a primary component of vital
signs with larger amplitude than heartbeat signals, there may
not be significant differences in the accuracy of respiration rate
among the methods. However, there are noticeable differences
in the comparison of heart rate, with the proposed method
achieving a heart rate accuracy of 0.88 for all subjects. Since
the phase signal is not sinusoidal, VMD is less efficient
than other methods such as FFT. Besides, MPC relies on
the optimal bin selection, achieving amplitude and phase
coherence, but the property seems not to hold given the clut-
tered environment. Although respiration harmonic rejection is
designed in MPS, it only shows a better result in subject D.
We infer its lack of statistical results from the most frequent
frequency in the heart rate pseudo-spectrum, which differs for
different subjects to degrade the performance.

V. CONCLUSION

This paper studies vital sign estimation of individuals using
mmWave MIMO FMCW radar. To extract the fundamental
frequencies of respiration and heartbeat from vital sign sig-
nals, a harmonic MUSIC (HMUSIC) algorithm is proposed
to overcome the problem of harmonic components of res-
piration interfering with heartbeat estimation and obtain a
high-resolution pseudo-spectrum. Experimental observations
in practical scenarios involving 4 different subjects demon-
strate that the multi-vital bin design of the proposed method
offers improvements over existing techniques, particularly
enhancing the accuracy of heart rate estimation in a single
range scenario, with respiratory rate accuracy around 0.89 and
heart rate accuracy approximately at 0.88.
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