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The present investigation reports the design and development of an advanced material with a high
figure of merit (FoM) for beampipe applications in particle accelerators by bringing synergy between
computational and experimental approaches. Machine learning algorithms have been used to predict
the phase(s), low density, and high radiation length of the designed Al-Ti-V alloys. Al-Ti-V alloys
with various compositions for single-phase and dual-phase mixtures, liquidus temperature, and
density values are obtained using the Latin hypercube sampling method in TC Python Thermo-Calc
software. The obtained dataset is utilized to train the machine-learning algorithms. Classification
algorithms such as XGBoost and regression models such as Linear Regression and Random Forest
regressor have been used to compute the number of phases, radiation length, and density respectively.
The XGBoost algorithms show an accuracy of 98%, the Linear regression model shows an accuracy
of 94%, and the Random Forest regressor model is accurate up to 99%. The developed Al-Ti-V alloys
exhibit high radiation length as well as a good combination of high elastic modulus and toughness
due to the synergistic effect of the presence of hard Al3T i phase along with a minor volume fraction
of FCC (Al)ss solid solution phase mixture. The comparison of our alloys, alloy-1 (Al75.2T i22.8V2)
and alloy-2 (Al89T i10V1) shows an increase in the radiation length by seven-times and a decrease
in the density by two to three times as compared to stainless steel 304, the preferred material for
constructing beampipes in low-energy particle accelerators. Further, we experimentally verify the
elastic modulus of the alloy-1 and compute the FoM equal to 0.416, which is better than other
existing materials for beampipes in low-energy experiments.

PACS numbers:

I. INTRODUCTION

Beampipes are critical components in particle accel-
erators, serving as the vacuum chambers through which
particle beams travel. The design and material selection
of beampipes are influenced by various factors, includ-
ing the type of particles being accelerated, their energy,
and the specific applications of the accelerator. In high-
energy physics, beampipes are used in facilities like the
Large Hadron Collider (LHC) and Relativistic Heavy Ion
Collider (RHIC) to accelerate protons and heavy ions
to nearly the speed of light before colliding them to ex-
plore the characteristics of primordial matter the uni-
verse [1, 2]. Beampipes passing through the four LHC
experiments are the most intimate interface between ma-
chines and experiments. Therefore, beampipe is a crit-
ical component that lies at the heart of these experi-
ments [3, 4]. The beampipe in these experiments is im-
portant for guiding particle beams through the accelera-
tors and helps to maintain their trajectory. It prevents
the beam particles from colliding with air molecules by
providing them with a vacuum environment. For such
experiments, one can define an ideal beampipe with a
material completely transparent to radiation, holding an
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absolute vacuum to prevent any residual gas atoms or
molecules from colliding with accelerated particles and
having a small diameter so that created particles can be
tracked from the interaction point [5, 6]. The basic re-
quirement of materials for experimental beampipes is the
minimum of interference with the particle detectors. The
required transparency of materials can be quantified ei-
ther by calculating their radiation length (X0), defined
as the average length in the material through which an
electron loses its energy by the factor 1/e through elec-
tromagnetic interaction and multiple scattering in mat-
ter [7]. The radiation length decreases as the atomic
number (Z) increases. Moreover, a certain material
thickness is required to resist the pressure loading for
the chamber wall or bending stresses for a flange, which
is quantified by the elastic modulus (E) [8]. Some studies
aim to fulfill several different physics goals that can be
pursued by inserting mini-detectors inside the beampipe
at large and small angles [10, 11]. In collider experi-
ments, beampipes serve multiple purposes beyond merely
containing particle beams. They act as primary vac-
uum barriers, maintaining ultrahigh vacuum conditions
to minimize particle scattering and energy loss due to
collisions with residual gas molecules. The applications
of beampipes are not only limited to particle accelera-
tors but also include nuclear research and high-power
hadron beam applications. Regarding the material of
beampipes for any nuclear accelerators, the two main
variables, atomic number (Z) and mass number (A) are
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considered to minimize the matter-particle interaction.
The tendency of the material to slow down the energetic
particles traversing through its interior is called stopping
power (S) [12]. Since the stopping power scales with Z,
low-Z material is required for higher transparency to the
energetic particles.

In the early days of particle accelerators, beampipes
were typically simple cylindrical tubes made of materials
like stainless steel or copper. These pipes served pri-
marily to guide and contain particle beams as they tra-
versed through the accelerator complex. However, with
advancements in accelerator technology and the emer-
gence of high-energy collider experiments, the demands
on beampipes grew more complex. As the beam ener-
gies increased, the choice of materials for beampipes be-
came critical. Materials needed to withstand high vac-
uum conditions, intense radiation levels, and potential
impacts from particle collisions. Stainless steel, beryl-
lium, aluminum, and titanium are commonly used due to
their favorable mechanical properties and compatibility
with ultra-high vacuum environments, along with their
sensitivity towards high energy radiation and signal-to-
background ratio. The experiments at the LHC, such
as A Large Ion Collider Experiment (ALICE) [13] and
A Toroidal LHC Apparatus (ATLAS) [14], use beryl-
lium beampipes due to their low material budget and
strength [3]. In the ALICE experiment, the current
beampipe is about one meter long, 36.4 mm in diame-
ter compared to 50 before, and with a thickness of 0.8
mm, which is at the limit of what can be achieved with
current technology. The other properties of beryllium,
such as low elongation and high fragility, make it com-
plicated to machine and practically unfeasible to weld
because it gets cracks under thermal stress. The toxic
nature of beryllium is also a major demerit in machin-
ing [5]. This toxicity necessitates strict safety protocols
and proper handling procedures, increasing the cost and
complexity of using beryllium. Furthermore, beryllium is
a relatively expensive material compared to alternatives
such as aluminum or stainless steel [15]. The high cost
of beryllium can be a limiting factor for large-scale col-
lider experiments or upgrades. Also, beryllium is a very
difficult metal to work with as it comes in the form of a
powder that must be compressed at very high pressure to
obtain a bar of metal that is then hollowed out. Only a
few facilities in the world can produce such components
from beryllium. Beyond high-energy physics, beampipes
also have a crucial role in synchrotron light sources and
free-electron lasers, where they guide electron beams used
to generate intense, coherent X-rays for materials science,
biology, and medical research. In these applications, the
beam pipe design focuses on minimizing impedance and
ensuring the stability of the electron beam to produce
high-quality X-ray beams.

In India, synchrotron radiation sources like Indus-1
with beam energies of a few MeV have a beampipe of
stainless steel with a thickness of 0.3 mm. Magnetic in-
terference is a demerit in the case of steel as it is ferro-

magnetic in nature. This magnetic interference can affect
the accuracy and stability of beam trajectories, partic-
ularly in experiments requiring high-precision measure-
ments [16]. To overcome these demerits, aluminum alloy
5083 H321 was chosen as the material for beampipe in
Indus-2 [17, 18] because of its high thermal conductiv-
ity with the FoM (X0E

1/3 ≈ 0.374). The goal of our
current study is to design and develop the beampipe for
low-energy accelerators running at the energy up to the
scale of the order of a few MeV to GeV with improved
values of FoM.

In this paper, we explore recent advancements in
beampipe design and the development of novel materi-
als with improved radiation length X0 and elastic mod-
ulus E. Recent advancements in machine learning have
enabled researchers to employ computational tools for
the tailored design of alloys. Machine learning has been
instrumental in pushing progress in a wide variety of
materials, including metallic glasses, high-entropy al-
loys, shape-memory alloys, magnets, superalloys, cata-
lysts, and structural materials [19]. A significant con-
tribution to this field is the introduction of common
and advanced machine-learning models and algorithms
used in alloy design. This approach emphasizes that
the acquisition, utilization, and generation of effective
data are key issues for the development of ML mod-
els and algorithms for future high entropy alloys (HEA)
design [20]. In addition, Paturi et al. conducted a
comprehensive review of the role of machine learning
in the additive manufacturing of titanium alloys. They
highlighted the use of machine learning algorithms such
as artificial neural network (ANN), support vector ma-
chine (SVM), convolutional neural network (CNN), de-
cision tree (DT), k-nearest neighbor (KNN), k-means
clustering, random forest (RF), Bayesian networks, self-
organizing maps (SOM), and Gaussian process regression
(GPR) in the design, fabrication, development, and qual-
ity control of titanium components via additive manufac-
turing [21]. We take advantage of various classification
and regression algorithms to prepare aluminum-based al-
loys that meet the specifications needed for beampipe
fabrication. Al-based alloys have been a great sensa-
tion due to their unique structure and unusual properties,
such as high specific strength, low density, good oxida-
tion and corrosion resistance, and high thermal conduc-
tivity [22, 23]. The materials with high thermal con-
ductivity values have a tendency to spread the contin-
uously deposited heat [24]. Extensive research is be-
ing pursued on different types of Al-based alloys with
unique microstructural features to obtain desired prop-
erties. Light-weight materials have evoked the interest of
the scientific community due to their worthwhile ability
to construct beampipes with high radiation length and
elastic modulus. To the best of the authors’ knowledge,
limited studies on the development of beampipe materi-
als have been reported. However, the primary objectives
of the current investigation, which are to design and de-
velop advanced material with high radiation length and
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elastic modulus, are organized in the following manner.
First, an overview of the methods used to calculate the

radiation length and elastic modulus values is provided in
section (II). In section (III), the machine learning meth-
ods and thermodynamic simulations using Thermo-Calc
software are reported. Then, the results of the current
study are discussed in section (IV) and compared with
previously existing data. Finally, in the section (V), some
conclusions from the current study are summarized with
possible outlooks.

II. FORMALISM

In this section, we discuss the formula used to calculate
the radiation length values of the designed alloys. The
experimentally measured values of the elastic modulus of
designed materials are also discussed.

A. Calculation of radiation length X0

The radiation length (X0) is a measure of the average
distance traversed by an electron in the material over
which the energy of the traversed particle is reduced by
a factor of 1/e due to electromagnetic interaction and
multiple scattering.

ϵ = ϵ0e
−x/X0 , (1)

where ϵ0 is the initial energy of the particle, and x is
the distance traversed in the material by an energetic
particle. We can calculate the radiation length as [25, 26]

X̄0 =
716.4A

Z(Z + 1) ln(287/
√
Z)

(g/cm2). (2)

Where Z is the atomic number, A is the number of nucle-
ons in an atom, and X̄0 is the radiation length constant
measured in g/cm2. One can express radiation length in
units of length by dividing it with mass density (ρ) of
material by the radiation length constant.

X0 =
X̄0

ρ
(cm). (3)

B. Experimental measurements of elastic modulus
E

The mechanical properties of the studied alloys
are evaluated by carrying out a compression test at
room temperature until the sample fails. The room-
temperature nanoindentation is used to characterize the
mechanical properties of both alloys to better understand
the deformation mechanism in the material. The experi-
mentally measured value of E for alloy-1 (Al75.2Ti22.8V2)
is 166.2 GPa. The corresponding FoM of this alloy is
given in Table. III.

III. METHODOLOGY

First, we used the TC Python script to extract the
data of various different compositions to design the re-
quired alloys. In Thermo-Calc, TC Python is a script-
ing language specifically designed for performing ther-
modynamic calculations and accessing the functionality
of the Thermo-Calc software. TC Python provides ac-
cess to the extensive thermodynamic databases available
in Thermo-Calc. Users can specify the phases and com-
ponents involved in their calculations and the thermo-
dynamic models and parameters to be used. Further,
we use this extracted data to train the machine-learning
models and find the best-required composition in terms
of the highest value of radiation length and number of
phases.

A. Machine learning models

Machine learning excels in solving classification and re-
gression problems due to its ability to learn from data and
make predictions without being explicitly programmed.
For classification problems, machine learning algorithms
can efficiently categorize unseen data into predefined
classes based on patterns learned from training data. On
the other hand, for regression problems, machine learning
can predict continuous outcomes by learning the relation-
ship between input features and the target variable. The
efficiency of machine learning in these areas originates
from its ability to handle large datasets and identify cor-
relations among the input and target variables, making
it a powerful tool for both classification and regression
tasks.

1. Input to the machine learning algorithms

In this study, we train the machine learning models
with 3 input features, radiation length, density, and num-
ber of phases, obtained for a specific composition of al-
loy using Thermo-Calc. We apply two different models:
Model A, which combines an XGBoost Classifier [28, 29]
for phase prediction and Linear Regression for predict-
ing density and radiation length, and Model B, which
combines an XGBoost Classifier with a Random Forest
Regressor [30] for the prediction of density and radiation
length. The input data from Thermo-Calc is split into
80 % for training and 20% for testing. In Fig. 1, we
plot the accuracies of the individual ML algorithms. We
observe that the XGBoost Classifier and Random Forest
regressor perform better than the linear regression model,
which is expected as linear regression is a very simple al-
gorithm. The correlation matrix for the input features is
shown in the right panel of Fig. 1. One can directly ob-
serve a strong negative correlation between density and
radiation length for both of the alloys. However, there is
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FIG. 1: (Left Panel): Accuracies of three models. (Right Panel): Correlation matrix between the input feature in
machine-learning models for AlTiV.

Model A Model B

Al 0.752 0.752
Ti 0.228 0.159
V 0.020 0.089

No. of phases 1 1
X0 (m) 0.0756 0.0749

Density g/cm3 3255.71 3361.21

TABLE I: Model predictions for the compound Al-Ti-V
and their properties for a single-phase alloy.

a very small correlation between density and number of
phases.

2. Machine learning prediction

We train two machine learning algorithms with differ-
ent regressor models and use them to predict the prop-
erties of both single-phase and double-phase alloys com-
posed of Al-Ti-V. These predictions are made using both
Model A and Model B. In Table I, we present the pre-
dicted composition of the Al-Ti-V alloy for a single-phase
alloy, along with the corresponding number of phases, ra-
diation length, and density. Similarly, Table II contains
the predictions for the dual-phase Al-Ti-V. In Table III,
we compare the properties of the alloys predicted by the
ML algorithm with Stainless steel 304, which is one of
the preferred materials for the construction of beampipe
for the low energy experiments.

Model A Model B

Al 0.890 0.888
Ti 0.100 0.101
V 0.010 0.011

No. of phases 2 2
X0 (m) 0.0830 0.0828

Density g/cm3 2712.47 2744.98

TABLE II: Model predictions for the compound
Al-Ti-V and their properties for a dual-phase alloy.

IV. RESULTS AND DISCUSSION

A. Comparison through Thermodynamic
simulation

The predicted phases of the designed Al-Ti-V alloys
by ML technique are cross-validated with the thermo-
dynamic simulation results. The thermodynamic simu-
lation of alloy-1 has been performed using Thermo-Calc
software (Version: Al database TCAL8). The volume
fraction of phases Vs. temperature plot of alloy-1 is given
in Figure 2a. Firstly, both FCC A1 and Al3Ti D022
phases form from the liquid at high temperature, followed
by phase transformation of FCC A1 to Al2V2 phase as
well as Al3Ti D022 to Al3Ti LT phase during solid-state
transformation. Temperature Vs. mole fraction plot of
Al-Ti-V alloy is given in Figure 2b, which shows the for-
mation of Al3Ti D022 phase (i.e. L → L+Al3Ti D022)
from the liquid, followed complete solidification of re-
maining liquid to form FCC A1 phase. It is found that
the designed alloy exhibits almost single-phase alloy with
a very high-volume fraction of Al3Ti D022 phase (ap-
prox. 97-98 %) and 2-3 volume fraction % of FCC A1
phase. Figure 2c shows the volume fraction of phases
Vs. temperature plot of alloy-2 (Al89Ti10V1), high-
lighting the two-phase domain of Al3Ti D022 is very
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Material Radiation Elastic X0E
1/3 Density Melting

Length (X0) [m] Modulus (E) [GPa] [g/cc] Temperature [◦C]

Stainless Steel 304 0.0176 193 0.1017 8.3 1400-1450
Indus-2 [17] 0.09 72 0.374 2.65 570

Designed alloy-1 0.0756 166.2 0.416 3.4 1402

TABLE III: Comparison of properties of different materials used for low-energy beampipes

(a) (b)

(c) (d)

FIG. 2: Machine learning predictions for (a) Volume fraction of solids with single-phase alloy. (b) Mole fraction of
solids with single-phase alloy. (c) Volume fraction of solids with dual-phase alloy. (d) Mole fraction of solids with

dual-phase alloy.
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(a) (b)

(c)

FIG. 3: (a) XRD pattern, (b) SEM micrograph, (c) EDS mapping of alloy-1.

large with liquidus temperature of (∼ 1675 K) and form
from the liquid at high temperature first. Subsequently,
Al3Ti D022 is transformed to Al3Ti LT phase during
solid-state transformation. Figure 2d represents temper-
ature Vs. mole fraction plot of Al89Ti10V1 alloy, reveal-
ing the evolution of various phases during solidification.
Firstly, Al3Ti D022 phase is formed from the liquid as
primary phase (i.e., L → L + Al3Ti D022), followed by
the formation of FCC A1 phase from the remaining liquid
(i.e., L → L+FCC A1 → FCC A1). The Al-Ti-V alloys
consist of composite phases having both Al3Ti D022 (ap-
prox. 57 %) and FCC A1 (≃ 43%). The liquidus temper-
ature for the studied alloy is calculated to be around 1590
K. It is worth mentioning that the predicted results us-
ing ML techniques corroborate with the thermodynamic
simulation outcomes.

B. Experimental validation

The designed Al-Ti-V alloys are synthesized by vac-
uum arc melting technique under a protective argon at-
mosphere in water-chilled Cu-mould using constituent el-

ements having greater than 99.9 % mass purity. The
alloy button is remelted at least 5 times to obtain a
homogeneous chemical sample. The arc melted sam-
ple is cut and mirror polished for subsequent character-
ization of prepared samples. The structural character-
ization and microstructural characterizations of the de-
veloped Al-Ti-V alloys are carried out using an X-ray
diffractometer (Model No.:Panalytical Empyrean X-ray
Diffractometer) and Scanning electron microscopy (SEM,
model no.:JEOL JSM-7610 Fplus model). The XRD pat-
tern of alloy-1 (as shown in Figure 3a) shows the pres-
ence of an intense peak of the Al3Ti phase and FCC
(Al)ss phase. SEM coupled with EDS mapping results
are given in Figures 3b and 3c, highlighting the presence
of bright contrast Al3Ti phase and dark contrast Al-rich
(Al)ss phase as well as uniform distribution of each el-
ement in the microstructure of the developed Al-Ti-V
alloy. Figure 4a shows the XRD pattern alloy-2, indicat-
ing the presence of FCC (Al)ss and Al3Ti phases. Fig-
ure 4b reveals the SEM micrograph of alloy-2, showing
a heterogeneous microstructure having an Al-rich (Al)ss
phase (dark contrast) and Al3Ti phase (bright contrast).
EDS mapping (as shown in Fig. 4c ) indicates the uni-
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(a) (b)

(c)

FIG. 4: (a) XRD pattern, (b) SEM micrograph, (c) EDS mapping of alloy-2.

form distribution of each constituent element in the mi-
crostructure. Al-Ti-V alloy with a high volume fraction
of Al3Ti intermetallics can be considered a potential can-
didate material for structural applications, particularly
for low-energy beampipe applications. The elastic mod-
ulus of the individual phases of the developed alloy is 96.9
GPa for (Al)ss with a volume fraction of 9.4% and 173.4
GPa for Al3Ti with a volume fraction of 90.6%, which
makes the elastic modulus of the alloy-1 to be around
166.2 GPa.

V. SUMMARY

In this work, we design and develop a novel material for
the application of beampipe in low-energy particle accel-
erators. The design of each beampipe is closely connected
with the certain needs required by the environment in
which it is installed. We deploy machine-learning algo-
rithms to predict a suitable alloy of Al-Ti-V with the
highest radiation length and lowest density. We make
use of classifier algorithms (XGBoost Classifier) to pre-
dict the number of phases of the alloy and regressor mod-

els (Linear regression and Random Forest regressor) to
predict the radiation length and density of the alloy. We
generate data with the help of TC Python and use it
for the training of the model. Upon validation of the
model, we observe the accuracies of the models, Linear
Regression, XGBoost, and Random Forest Regressor as
94%, 98%, and 99%. Theoretically, we predict two such
alloys, one having a single phase and the other with two
phases. We compare their properties using thermody-
namic simulation results with Stainless steel 304, which
is a preferred choice of material for the development of
beampipe in low-energy particle accelerators. We find
that the radiation length of our alloys is around seven
times higher than that of the Stainless steel 304. The
predicted alloys are relatively less dense, 3.4 g/cc and
2.74 g/cc for the alloy-1 (Al75.2Ti22.8V2) and the alloy-2
(Al89Ti10V1), respectively, as compared to the stainless
steel 304, which has a density of 8.3 g/cc. The mate-
rial comparison suggests that the developed alloy-1 has
excellent thermomechanical characteristics, better than
other materials like stainless steel and other existing al-
loys because of their low density and excellent thermal
conductivity. Further, we experimentally verify the elas-
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tic modulus of the alloy-1 and compute X0E
1/3 ≈ 0.416

and make the comparison of different materials as re-
ported in table III. We find that the FoM of our de-
signed alloy-1 is better than the existing materials of the
beampipe. Therefore, the developed material can be con-
sidered as a novel material for applications of beampipe
in low-energy experiments. The reported Al-Ti-V alloys
in the current work are targeted for the development and
design of beampipes for low-energy accelerators. Light-
weight multicomponent alloys will open up new vistas to
discover novel materials with high radiation length and
elastic modulus for beampipe applications in high-energy
experiments such as the Large Hadron Collider and Rel-
ativistic Heavy Ion Collider.
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