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Abstract—This paper considers networked device-free sensing
in an orthogonal frequency division multiplexing (OFDM) cellu-
lar system with multipath environment, where the passive targets
reflect the downlink signals to the base stations (BSs) via non-line-
of-sight (NLOS) paths and/or line-of-sight (LOS) paths, and the
BSs share the sensing information extracted from their received
echoes to jointly localize the targets. A two-phase localization
protocol is considered. In Phase I, we design an efficient method
that is able to accurately estimate the range of any path from
a transmitting BS to a receiving BS via a target, even if the
transmitting and receiving BSs are separated and not perfectly
synchronized. In Phase II, we propose an effective method that is
able to jointly identify the ranges of the LOS paths between the
targets and the BSs as well as associate the ranges of LOS paths
with the right targets, such that the number and the locations of
the targets both can be accurately estimated. Numerical results
verify that our proposed two-phase protocol can achieve high
performance of networked sensing in the multipath environment.

Index Terms—Networked device-free sensing, integrated sens-
ing and communication (ISAC), sampling timing offset (STO),
data association, line-of-sight (LOS) identification.

I. INTRODUCTION

A. Background and Motivations

Recently, integrated sensing and communication (ISAC) has

been listed as one of the six key usage scenarios in the

future sixth-generation (6G) cellular network by International

Telecommunication Union (ITU) [2]. Under the ISAC tech-

nology, a common radio signal can be used for conveying

messages and sensing the environment simultaneously. It is

expected that the ISAC technology can play an active role

in traffic monitoring at Smart Transportation, fall detection at

Smart Hospital, robot tracking at Smart Factory, etc.

Motivated by the significance of the ISAC technology in

the 6G network, a lot of attempts for this emerging direction

have been made. Many prior works focus on investigating the

performance balance between the capacity of communication

and the estimation distortion in radar systems [3]–[5], because

the optimal waveforms for the communication signals and

the sensing signals are quite different [6]. Apart from the
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performance optimization, there are also works investigat-

ing practical signal processing techniques for embedding the

sensing function into the 6G cellular network. For instance,

efficient algorithms have been proposed such that a BS can

extract the range/angle/Doppler information of the targets

based on the OFDM signals [7], [8], the orthogonal time

frequency space (OTFS) signals [9], and the millimeter wave

signals [10], that are reflected by these targets. Moreover,

[11], [12] have devised powerful estimation schemes such

that a mobile user can utilize the cellular signals for realizing

simultaneous localization and mapping (SLAM).

It is worth noting that the above works mainly consider

the scenario where localization is performed with one trans-

mitter and one collocated/separate receiver, as in the mono-

static/bistatic radar systems. Inspired by cooperative commu-

nication techniques such as cloud radio access network (C-

RAN) [13]–[15], we are interested in the networked device-

free sensing setup [16]–[18], where the targets passively reflect

the OFDM signals emitted by the BSs for downlink com-

munication, and the BSs share the local sensing information

obtained from their received echoes to jointly localize these

targets, as shown in Fig. 1. The goal of this paper is to provide

practical solutions for incorporating the sensing functions into

the cellular network, such that ubiquitous sensing can also be

realized in future 6G cellular networks.

B. Prior Works

There are many interesting and important explorations made

for network-level sensing, as discussed in the following.

1) Networked Device-based Sensing: In networked device-

based sensing, the targets are able to transmit signals actively

such that the mapping between the measurements at each BS

and the targets can be known based on the signal signature

[16]. In this case, if LOS paths can be identified, all BSs can

cooperatively localize each target, e.g., time-of-arrival (ToA)

based method and angle-of-arrival (AoA) based method [19].

Therefore, it is important to mitigate NLOS paths in networked

device-based sensing, which has been well surveyed in various

works [20]–[22]. The simplest way is that the LOS path is

assumed to be the shortest and/or the strongest one among

all paths, but it may be affected by obstacles in the envi-

ronment [20]. In [23], it is observed that the AoA/ToA of

the LOS path has a smaller variation over several continuous

packets than that of the NLOS path, which is leveraged for

identifying the LOS path. The distance bias of NLOS path

caused by other objects is modeled as some certain probability

distribution [24], [25]. By leveraging the modeled probability

http://arxiv.org/abs/2409.15309v1
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distribution, the maximum likelihood (ML) based algorithm is

proposed to estimate the locations of targets. Moreover, the

prior knowledge of statistics of LOS path and NLOS path

is assumed to be known in [26]. Then, the likelihood-ratio

tests for LOS/NLOS identification are conducted to localize

the target.

2) Network Device-free Sensing: When the targets are

passive and not equipped with communication functions,

device-free sensing is leveraged to estimate their locations.

Similarly, the LOS paths between targets and BSs should

also be identified for target localization. On the other hand,

as pointed out by [27] where there is no NLOS path or

LOS blockage, the data association between ranges of LOS

paths and targets also needs to be addressed in networked

device-free sensing. Specifically, each BS does not know

which (range of) LOS path belongs to which target, since the

signatures of signals reflected by all targets are the same. To

associate measurements with targets, plenty of pioneering and

excellent algorithms have been presented in previous works.

One straightforward way is the nearest neighbor (NN) method,

which directly associates the most likely measurement to each

target. However, the same measurement may be allocated to

two or more targets, which is not applicable to the case that

one measurement is associated with at most one target, e.g.,

when any two targets can be distinguished in the range/angle

domain. The problem of globally assigning the measurements

to the targets can be formulated as a multi-dimensional as-

signment (MDA) problem [28], [29]. When the dimension of

the MDA problem is two, it is a linear assignment problem,

which can be solved in polynomial time via the Hungarian

algorithm [30]. When the dimension exceeds two, it is an

NP-hard problem, which can be solved by branch and bound

algorithm and Lagrangian relaxation algorithm [28], [29].

Instead of only retaining the best data association in the MDA

method, the PDA and JPDA methods consider each kind of

possible data association hypothesis [31], [32]. Different from

considering data association hypotheses at one snapshot, the

hypotheses over several consecutive snapshots are jointly taken

into account in the MHT method [33].

However, these works mainly focus on multiple target

tracking (MTT), where prior information about target locations

is available for associating measurements with targets at each

time slot. With prior target locations as a reference, each BS

can individually associate its measurements with these targets.

Nevertheless, the locations of targets are unknown in our

considered framework, where all BSs need to jointly localize

passive targets only based on the obtained measurements.

More importantly, LOS identification and data association are

coupled together in networked device-free sensing, because

each BS does not know either the mapping between paths

and targets or that between ranges of LOS paths and targets.

In detail, each BS should not only mitigate NLOS paths and

identify which BSs have the range information about a partic-

ular target, but also perform data association between ranges

of identified LOS paths and targets. To our best knowledge,

there is a lack of research works that jointly consider the LOS

identification and data association problem under networked

device-free sensing. Multiple passive target localization in a

Cloud

BS 1

BS 2

BS 3

Target 1

Target 2

Obstacle

Blocked LOS link

Fig. 1. System model of our considered networked device-free sensing
architecture. The BSs are connected to the central processor via fronthaul
links to share the range estimations. For wireless propagation, there are Type
I paths (e.g., the path from BS 1 to BS 3), Type II paths (e.g., the path from
BS 1 to Target 1 to BS 2), Type III paths (e.g., the path from BS 2 to the
building to Target 1 back to BS 3), and LOS blockage (Target 2 cannot be
detected by BS 1 due to the obstacle).

multi-path environment is studied in [34], but the mapping

constraint between targets and ranges is ignored. Specifically,

it is assumed that each range can be associated with multiple

targets due to low range resolution, which will lead to a high

probability of the existence of undesired targets. Motivated

by this, we propose to jointly tackle the issues of LOS

identification and data association under networked device-

free sensing, where any two targets can be distinguished in

the range domain thanks to the high range resolution provided

in the future 6G cellular network.

C. Main Contributions

In this paper, we study the networked device-free sensing

technique in the OFDM cellular network. As shown in Fig.

1, multiple BSs transmit downlink OFDM signals to convey

messages to mobile users. At the same time, each target

reflects the OFDM signals to the BSs via the NLOS paths

and/or LOS paths. Under this setup, we consider a two-phase

protocol to perform networked sensing via BS cooperation.

In Phase I, based on its received signals emitted by various

BSs, each BS estimates the ranges of all the LOS paths and

NLOS paths to it. In Phase II, all the BSs transmit their range

information obtained in Phase I to the cloud over the optical

fibers, such that the global range information can be utilized

to estimate the number and the locations of the targets. Our

contributions are summarized as follows.

• First, in practice, the BSs are not perfectly synchronized.

The difference between the clocks at two BSs is defined

as the sampling timing offset (STO). For OFDM commu-

nication, it is known that as long as the STO is shorter

than the length of the cyclic prefix (CP), the effect of STO

on communication can be mitigated by removing the CP

[35], [36]. However, such an approach cannot mitigate the

effect of STO on sensing. Specifically, due to the STO,

the estimated propagation delay from a transmitting BS
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to a target to the receiving BS is the sum of the true

propagation delay and the STO between the transmitting

and the receiving BSs. Therefore, STO will affect the

accuracy of range estimation in Phase I. In this paper, we

design an efficient method that can estimate both the STO

and the effective propagation delay including the STO

based on the sparse optimization technique. Therefore,

the true propagation delay can be efficiently estimated

when the BSs are not perfectly synchronized.

• In Phase II, we pointed out three challenges to performing

target localization based on the range information ob-

tained in Phase I. The first challenge is that the LOS path

between a target and a BS may not exist due to the block-

age. Therefore, some useful range information is missing

at each BS. Besides, due to the multipath environment,

a target’s echo signal can be received by a BS over the

NLOS path. Therefore, some range information obtained

by the BSs is not useful. The last one is that at each BS, it

does not directly know how to match one estimated range

to the right target. This is the data association issue for

networked device-free sensing [27]. Due to the first two

challenges, it is difficult to estimate the number of targets

based on the cardinality of the range set at each BS. Due

to the second and third challenges, we need to jointly

perform NLOS mitigation and data association. In other

words, for each range estimated in Phase I, we should

determine whether it is obtained via a LOS path, and if

yes, which target it will belong to.

• To decouple the above three challenges in Phase II, we

propose a novel algorithm. Suppose that the number of

BSs is M . Under this algorithm, at the first iteration, we

aim to estimate the number and locations of the targets

that have LOS paths to all M BSs, and in the second

iteration, we aim to estimate the number and locations of

the targets that have LOS paths just to M−1 BSs, and so

on. This architecture can tackle the first challenge because

at each iteration, we just consider the targets that have

LOS paths to a set of the BSs. Next, at each iteration of

this algorithm, we propose an efficient method to perform

NLOS mitigation and data association to localize the

targets that do not have the LOS blockage issue to the

considered set of BSs.

The rest of this paper is organized as follows. The system

model and the sensing signal model are described in Section II.

Section III first introduces how to eliminate the synchroniza-

tion error between any two BSs. Then, the true delays (ranges)

of all paths between the BSs can be estimated. In Section IV,

an efficient algorithm is proposed to jointly tackle the issues of

LOS identification and data association to estimate the number

and the locations of targets. The numerical results in Section V

verify the effectiveness of the proposed algorithm in localizing

targets in the multi-path environment. In the end, Section VI

concludes the paper.

Notations: Boldface lower-case and boldface upper-case

letters are used to represent vectors and matrices, respectively.

Denote superscripts (·)T and (·)H by the transpose and the

Hermitian operators, respectively. Let diag(·) and [·]i,j denote

the diagonal matrix with the vector being the main diagonal

and (i, j)-th entry of a matrix, respectively. Denote ‖·‖1 by the

l1 norm of a vector and | · | by the absolute value of a scalar.

We use
(

n
k

)

for k-combinations of the set with n elements,

|A| for the cardinality of the set A, C for the set of complex

values, CN×N for the set of complex-value matrices of size

N ×N , and IN for the identity matrix of size N ×N .

II. SYSTEM MODEL

In this paper, we consider a 6G-enabled ISAC system

consisting of M BSs, K targets to be localized (the value

of K is unknown and needs to be estimated), and I users

for communication, as shown in Fig. 1. Since the communi-

cation technology is very mature in the cellular network, we

mainly focus on the sensing function in this ISAC system.

Let (am, bm) and (xk, yk) denote the 2D coordinates of the

m-th BS and the k-th target, respectively, m = 1, . . . ,M ,

k = 1, . . . ,K . Then, the direct distance between the m-th BS

and the k-th target is given by

dm,k = f(xk, yk, am, bm)

=
√

(am − xk)2 + (bm − yk)2, ∀m, k. (1)

Moreover, the sum of the distance between the u-th BS and

the k-th target and that between the k-th target and the m-th

BS is

du,m,k = du,k + dm,k, ∀u,m, k. (2)

In the downlink, the BSs will transmit the OFDM signals to

the information receivers, while these signals can be reflected

by the targets to different BSs as well. In practice, each target

may have LOS links to some BSs while having no LOS links

to the other BSs, as shown in Fig. 1. Define Mk as the set of

BSs that have the LOS links to the k-th target.1 If there exists

a LOS link between target k and BS m, we may estimate their

distance, i.e., dm,k, based on the propagation delay from BS

m to target k back to BS m. Moreover, if there exist LOS

links from target k to both BS m and BS u 6= m, then we

can also estimate du,m,k based on the propagation delay from

BS u to target k to BS m. Last, each target can be localized

based on these distance values obtained from the LOS links.

Specifically, let sm = [sm,1, . . . , sm,N ]T denote one

frequency-domain OFDM symbol at the m-th BS, ∀m, where

sm,n is the signal at the n-th sub-carrier and N is the number

of sub-carriers. Then, the time-domain modulated signal of

BS m over one OFDM symbol consisting of N samples is

given by χm = [χm,1, ..., χm,N ]T =
√
pWHsm, ∀m, where

p denotes the common transmit power for all the BSs, and

W ∈ CN×N denotes the discrete Fourier transform (DFT)

matrix with WWH = WHW = I . After inserting the

CP consisting of Q OFDM samples, the time-domain signal

transmitted by BS m over one OFDM symbol period is given

by χ̄m = [χ̄m,−Q, . . . , χ̄m,−1, χ̄m,0, . . . , χ̄m,N−1], where if

n > 0, χ̄m,n = χm,n+1 denotes the useful signal, and if

n ≤ 0, χ̄m,n = χm,N+n+1 denotes the CP.

1In our paper, it is assumed that each target is detected by at least three
BSs, i.e., |Mk| ≥ 3, ∀k.
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Because the BSs are not perfectly synchronized in practice,

define the STO between BS u and BS m as τu,m OFDM

sample periods2, ∀u,m, i.e., if the local clock time at BS

m is tm, then that at BS u is tu = tm + τu,m. In other

words, for BSs m and u that are not perfectly synchronized,

τu,m > 0 if the clock time at BS m is earlier, while τu,m < 0
otherwise. Then, define the maximum absolute STO in the

network as τmax = maxu,m|τu,m|. Moreover, define hu,m =
[hu,m,0, . . . , hu,m,L−1]

T as the L-tap multi-path channel from

BS u to BS m, where hu,m,l denotes the complex channel

coefficient of the path with a delay of l OFDM sample periods

and L denotes the maximum number of resolvable paths. Then,

the received time-domain OFDM signal at the m-th BS in the

n-th OFDM sample period, which is contributed by the signals

transmitted by the m-th BS itself as well as the other M − 1
BSs that are not perfectly synchronized with the m-th BS, can

be expressed as

ym,n =

M
∑

u=1

L−1
∑

l=0

hu,m,lχ̄u,n−l−τu,m
+ zm,n, ∀m,n, (3)

where zm,n ∼ CN (0, σ2
z) denotes the noise at the m-th BS

in the n-th OFDM sample period. Note that each BS m can

potentially receive the signals transmitted by BS u via three

types of paths - Type I path: the LOS path3 from BS u to

BS m; Type II path: the combination of the LOS path from

BS u to some target and that from this target to BS m; Type

III path: the NLOS path, e.g., the path from BS u to BS

m via not only some target but also some reflector/scatter.

Thereby, hu,m,l 6= 0 indicates that there exists a Type I/II/III

path from BS u to BS m, whose propagation delay is of

l OFDM sample periods. Specifically, if hu,m,l 6= 0 for a

particular l is contributed by a Type I path from BS u to BS

m, then the propagation delay, i.e.,

lu,m =
⌊N∆f

√

(au − am)2 + (bu − bm)2

c0

⌋

, ∀u,m, (4)

should be of lu,m = l OFDM sample periods, where c0 is

the speed of the light and ⌊·⌋ denotes the floor function; if

hu,m,l 6= 0 is contributed by a Type II path from BS u to

some target k to BS m, then the propagation delay of this

path, i.e., ⌊du,m,k/c0⌋, is equal to l OFDM sample periods.

As will be shown later in this paper, Type I paths are useful

for estimating the STOs among the BSs, Type II paths are

useful for localizing the targets, while Type III paths are not

beneficial to localization and their impact should be mitigated.

Based on the above observation, in this paper, we adopt

a two-phase networked device-free sensing protocol. Specif-

ically, in Phase I, each BS m first estimates the channels

hu,m,l’s based on its received signals, and then sends its

delay (thus range) information to a central processor. The

main challenge that will be tackled here lies in the unknown

STOs τu,m’s, because if the clocks at different BSs are not

perfectly synchronized, the estimated delays will be shifted by

2There are also carrier frequency offset and sampling frequency offset in
the network, but we assume that they have been estimated and mitigated by
existing methods [35], [36].

3We assume that a Type I path exists between any two BSs because BSs
are deployed at high locations such that there is no blockage among them.

STOs. Then, in Phase II, the central processor will estimate

the number and the locations of the targets based on the range

information sent by all the BSs. Specifically, for each target,

we need to first identify the BSs that have the LOS links to

this target, and then find the useful LOS range information

(corresponding to Type II paths) for localization by mitigating

the NLOS range information (corresponding to Type III paths).

In the following two sections, we show the details of Phase I

and Phase II under the above protocol.

III. PHASE I: RANGE ESTIMATION

It is challenging to apply the conventional OFDM channel

estimation techniques to estimate hu,m,l’s based on (3) be-

cause the STOs, i.e., τu,m’s, are unknown. In this section, we

show that even when the BSs are not perfectly synchronized,

the channel estimation problem can still be formulated as

a sparse signal recovery problem, which can be efficiently

solved by the standard compressed sensing techniques, such

as LASSO [37]. Then, we will propose an efficient approach

that can jointly estimate the STOs and the range of each path

based on the estimated channels.

Specifically, we reformulate the received signals given in

(3) as

ym,n

(a)
=

M
∑

u=1

L−1
∑

l=lu,m

hu,m,lχ̄u,n−l−τu,m

=

M
∑

u=1

L+τu,m−1
∑

l=lu,m+τu,m

hu,m,l−τu,m
χ̄u,n−l

=

M
∑

u=1

L+τmax−1
∑

l=0

h̃u,m,lχ̄u,n−l + zm,n, ∀m,n, (5)

where lu,m is the propagation delay for the Type I path

between BS u and BS m as given in (4), and h̃u,m,l is defined

as

h̃u,m,l =

{

hu,m,l−τu,m
, if l ∈ [lu,m + τu,m, L+ τu,m − 1],

0, otherwise.
(6)

Therefore, h̃u,m,l can be interpreted as the virtual channel

corresponding to a path from BS u to BS m whose delay is

believed by the imperfectly synchronized BSs to be of l OFDM

sample periods but actually is of l − τu,m OFDM sample

periods. In other words, if h̃u,m,l 6= 0, then there is a path

from BS u to BS m, whose propagation delay is of l − τu,m
OFDM sample periods. Note that in (5), (a) holds because no

path with a delay of l < lu,m OFDM sample periods exists

between BS u and BS m, i.e., hu,m,l = 0, ∀l ∈ [0, lu,m). To

guarantee that all the inter-symbol interference (ISI) from the

last OFDM symbol is received within the CP of the current

OFDM symbol for all the BSs, we assume that the length

of the CP satisfies Q > L + τmax. Besides, it is assumed

that lu,m + τu,m ≥ 0, ∀u,m, such that BS m sees no ISI

from the next OFDM symbol sent by BS u even when BS u’s

clock time is earlier than that at BS m, i.e., τu,m < 0. Note

that the maximum absolute STO of 5G networks is within

130 ns [38]. Therefore, as long as the distance between any
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two BSs is larger than 39 m, which is true in practice, then

lu,m + τu,m ≥ 0 will hold, ∀u,m.

Because h̃u,m,l’s are defined as (6), we do not have STOs,

i.e., τu,m’s, in the new received signal model (5), indicating

that h̃u,m,l’s can be estimated based on the conventional

OFDM channel estimation techniques. However, the cost is

the shifted delay estimation for each path - if h̃u,m,l 6= 0, there

is a path from BS u to BS m with a delay of l− τu,m, rather

than l, OFDM sample periods. If the STOs are unknown, then

the delay/range estimation is always incorrect.

Interestingly, we can efficiently tackle the above issue by

utilizing the LOS signals between any two BSs. Specifically,

among all the paths from BS u to BS m, the Type I path,

i.e., the LOS path between them, is of the minimum range.

Therefore, let us define

l′u,m = min{l|∀l with h̃u,m,l 6= 0}, ∀u 6= m. (7)

Then, the imperfectly synchronized BSs u and m estimate

the delay of their LOS path as l′u,m OFDM sample periods.

However, we know that the true delay of this LOS path is of

lu,m OFDM sample periods, as defined in (4). Therefore, the

STOs can be determined as

τu,m = l′u,m − lu,m, ∀u 6= m. (8)

After STOs are known, we can correct the delay estimation

made from h̃u,m,l’s. In the following, we show how to achieve

the above goals in Phase I of our considered protocol.

According to (5), the frequency-domain signal received at

BS m over all the N sub-carriers can be expressed as [27],

[39]

ȳm=
√
p

M
∑

u=1

diag(su)Gh̃u,m+z̄m =
√
pG̃h̃m+z̄m, ∀m,

(9)

where h̃m = [h̃1,m, . . . , h̃M,m]T with h̃u,m =
[h̃u,m,0, . . . , h̃u,m,L+τmax−1]

T , G ∈ CN×(L+τmax) with

the (n, l)-th element being Gn,l = e
−j2π(n−1)(l−1)

N ,

G̃ = [diag(s1)G, . . . , diag(sM )G], and z̄m =
[z̄m,1, . . . , z̄m,N ]T = Wzm ∼ CN (0, σ2

zI).
In this paper, we assume that all the BSs know s1, . . . , sM

sent by the BSs. For example, in the channel estimation phase

for communication, sm’s are pilot signals and can be known

by all the BSs. In the data transmission phase, the BSs can

exchange the messages sm’s with each other over the fronthaul

links as in the cloud radio access network [40]. Hence, G̃ in

(9) is known by all the BSs. Moreover, due to the limited

number of targets, reflectors, and scatters, very few elements

in h̃m’s are non-zero, i.e., h̃m is a sparse channel vector,

∀m. This motivates us to utilize the LASSO technique to

estimate the time-domain channels [37]. Therefore, given any

penalty parameter α > 0, the problem of channel estimation

is formulated as

minimize
h̃m

1

2
‖ȳm −√

pG̃h̃m‖22 + α‖h̃m‖1. (10)

Note that the above problem is convex and can be solved

efficiently by CVX [41].

Let h̄m = [h̄1,m, . . . , h̄M,m]T denote the

optimal solution to problem (10), where h̄u,m =
[h̄u,m,0, . . . , h̄u,m,L+τmax−1]

T , u,m = 1, . . . ,M . If

h̄u,m,l 6= 0 for some l, then there exists a path from

BS u to BS m whose delay is estimated as l − τu,m OFDM

sample periods. As shown in the method described in (7) and

(8), define

l̄′u,m = min{l|∀l with h̄u,m,l 6= 0}, ∀u 6= m, (11)

as the estimated propagation delay of the Type I path between

BS u and BS m. Then, the STOs can be estimated as

τ̄u,m =

{

l̄′u,m − lu,m, if u 6= m,
0, if u = m.

(12)

Once the STOs are estimated, if h̄u,m,l 6= 0 with l 6= l̄′u,m, we

claim that there exists a Type II/III path from BS u to BS m
with a range of

r̄u,m,l =
(l − τ̄u,m)c0

N∆f
+

c0
2N∆f

. (13)

Based on the definitions of Type II and Type III paths in

Section II, we can know that

r̄u,m,l =

{

du,m,ku,m,l
+ ǫu,m,ku,m,l

, Type II path,
du,m,ku,m,l

+ ǫu,m,ku,m,l
+ ηu,m,l, Type III path,

(14)

where ku,m,l denotes the index of the target which reflects the

signal from BS u to BS m with a delay of l OFDM sample

periods, ǫu,m,ku,m,l
denotes the error caused by the estimation

shown in (13), and ηu,m,l denotes the bias introduced by the

NLOS propagation. Note that under the above estimation rule,

the worst-case range estimation error for each target is given

by

|d̄u,m,ku,m,l
− du,m,ku,m,l

| ≤ c0
2N∆f

∆
= ∆d. (15)

For example, in 5G OFDM systems, the channel bandwidth

can be up to B = 400 MHz at the mmWave band according

to 3GPP Release 15 [42]. In this case, the worst-case range

estimation error is 0.375 m. Since ∆d is practically very small,

we assume in the sequel that the values of distance for any

two Type II paths originated from one BS and reflected back

to another BS by two different targets differ by more than

2∆d, thus the corresponding paths are resolvable. Therefore,

any two targets will not generate the same ranges of Type II

paths in our considered framework.

To summarize, after Phase I of our considered two-phase

networked device-free sensing protocol, each BS m will

possess M range estimation sets

Du,m = {r̄u,m,l|∀l with h̄u,m,l 6= 0 and l 6= l̄′u,m},
u = 1, · · · ,M. (16)

Then, each BS m will transmit the above M range sets, i.e.,

D1,m, . . . ,DM,m, to the central processor via the fronthaul

links. The job of the central processor in Phase II is to first

identify the ranges belonging to Type II paths in Du,m’s and

then utilize these ranges for estimating the number and the

locations of the targets. However, there are some challenges

to achieving the above goal. First, for each target, its LOS
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range information to some BSs may be missing because as

shown in Fig. 1, in practice, the Type II paths between some

targets and some BSs may be blocked. We thus need to identify

which BSs have the LOS range information for a particular

target to localize it. Second, even if a target’s LOS ranges

corresponding to Type II paths are known to be contained

in some Du,m’s, they are mixed with many NLOS ranges

corresponding to Type III paths. We thus need to mitigate

the effects of NLOS propagation for localization. Last, even if

r̄u,m,l is identified to be the range estimation associated with

a Type II path from BS u to BS m via some target, we do

not know whether r̄u,m,l is an estimation of du,m,1 for target

1, . . ., or du,m,K for target K . We thus need to perform data

association such that each useful range of a Type II path can

be matched to the right target for localizing it [27]. In the next

section, we will show how the central processor can tackle the

above challenges in Phase II to estimate the number and the

locations of the targets based on Du,m’s.

IV. PHASE II: TARGET NUMBER AND LOCATION

ESTIMATION

With the range sets Du,m’s, ∀u,m, the objectives of the

central processor in Phase II are two-fold. First, it needs to

estimate the number of targets in the network, i.e., K . Second,

it needs to estimate the coordinates of the K targets, i.e.,

(xk, yk), k = 1, . . . ,K . To achieve the above goals, in this

section, we will first formulate a problem for joint target

number and location estimation. Then, we will propose an

efficient LOS identification and data association algorithm to

solve the above problem.

For convenience, given any set D, let D(g) denote its g-th

smallest element. If the Type II LOS path from BS u to target

k and to BS m exists and the estimation of du,m,k is contained

in the set Du,m, then define gu,m,k > 0 as an integer such that

Du,m(gu,m,k) is the estimation of du,m,k. Otherwise, define

gu,m,k = 0. Note that gm,m,k > 0 and gu,u,k > 0 is equivalent

to gu,m,k > 0 and vice versa. Moreover, define

Gk = {gu,m,k, ∀u,m} (17)

as the solution of LOS identification and data association for

target k to all the M BSs, k = 1, . . . ,K . This is because

(i) among all the elements in Du,m, only Du,m(gu,m,k)’s, ∀k
with gu,m,k > 0, are the estimated ranges for Type II LOS

paths; (ii) if gu,m,k > 0, then Du,m(gu,m,k) is the estimated

range of a Type II path for target k. Therefore, if Gk’s are

known, we can know which BSs have the LOS links to target

k, i.e., the set of BSs that can detect target k is given by

Mk = M(Gk) = {m|gm,m,k > 0, ∀gm,m,k ∈ Gk}. (18)

Furthermore, we can find the range estimations belonging to

Type II LOS paths from Du,m’s and associate them with the

right targets.

For convenience, define Ḡk as the set containing all the

positive integer elements in Gk , ∀k. If G1, . . . ,GK can be

found out, then the number of the targets can be directly

known because one mapping corresponds to one target and

vice versa. Further, given Gk, the location of each target k can

be estimated based on its range information Du,m(gu,m,k)’s,

∀u,m, i.e., trilateration or multilateration localization. In the

following, we show how to estimate the number of the

targets and their locations via solving the mapping solution

G1, . . . ,GK .

A. Problem Formulation

First, we define the conditions that a feasible mapping solu-

tion of G1, . . . ,GK should satisfy. Given u,m, the number of

elements in the range set Du,m is denoted by Nu,m = |Du,m|.
Since the range associated with each target must originate from

the range sets, the elements in G1, . . . ,GK should satisfy

gu,m,k ∈ {0, 1, . . . , Nu,m}, ∀u,m, k. (19)

Moreover, if one range estimation in Du,m is matched to target

k, then it cannot be matched to another user k̄ 6= k, i.e.,

gu,m,k 6= gu,m,k̄, ∀gu,m,k ∈ Ḡk, gu,m,k̄ ∈ Ḡk̄. (20)

Another condition that G1, . . . ,GK should satisfy arises from

(2): the length of the Type II path from BS u to target k
to BS m, i.e., du,m,k, is equal to the sum of the distance

between BS u and target k, i.e., du,k, and that between

BS m and target k, i.e., dm,k. Note that the imperfect

estimations of du,m,k, du,k, and dm,k’s are Du,m(gu,m,k)
(also Dm,u(gm,u,k)), Du,u(gu,u,k)/2, and Dm,m(gm,m,k)/2.

Therefore, we set the following constraints for G1, . . . ,GK :
∣

∣

∣

∣

Du,u(gu,u,k)

2
+
Dm,m(gm,m,k)

2
−Du,m(gu,m,k)

∣

∣

∣

∣

≤ δ, (21)

∣

∣

∣

∣

Du,u(gu,u,k)

2
+
Dm,m(gm,m,k)

2
−Dm,u(gm,u,k)

∣

∣

∣

∣

≤ δ,

∀gu,m,k ∈ Ḡk, (22)

where δ > 0 is a given threshold. The last constraint about

G1, . . . ,GK is on the localization residual associated with this

solution of LOS identification and data association. Specifi-

cally, given Gk , the location of target k is estimated by solving

the following nonlinear least squared (NLS) problem

(P1) minimize
xk,yk

∑

(u,m):gu,m,k∈Ḡk

(f(xk, yk, au, bu)

+f(xk, yk, am, bm)−Du,m(gu,m,k))
2, ∀k,

where f(xk, yk, am, bm)’s are given in (1). Problem (P1) is a

non-convex problem. We can adopt the Gauss-Newton method

to solve it [43]. Given Gk for target k, define R(Gk) as

the value of problem (P1) achieved by the Gauss-Newton

method. Therefore, R(Gk) can be interpreted as the residual

for localizing target k given Gk. If Gk is the right solution,

then the localization residual R(Gk) should be small, ∀k,

because the correct ranges are associated with each target.

For example, when the range estimation error is zero, the

localization residual will also be zero if the correct ranges are

utilized for localizing each target. We thus set the following

residual constraints about Gk’s:

R(Gk) ≤ β, k = 1, . . . ,K, (23)

where β > 0 is some given threshold.
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To summarize, any G1, . . . ,GK satisfying constraints (19)-

(23) can be a feasible solution for LOS identification and

data association. Hence, we need to decide which one is

optimal among all feasible mapping solutions. When there

are K targets, it is not likely that the range data estimated

from the NLOS paths at various BSs can be well matched

such that more than K targets can be detected. In other

words, the probability that the number of mappings satisfying

constraints (19)-(23) is larger than that of the true targets

(mappings) is low [44]–[46]. Therefore, we want to maximize

the number of targets whose locations can be estimated in this

paper. Specifically, the solution of LOS identification and data

association can be found by solving the following problem

(P2) maximize
K,G1,...,GK

K (24)

subject to (19)− (23).

Next, we focus on solving problem (P2) to estimate the number

of targets and the mapping solutions. With the obtained

mapping solution, the location of each target can be estimated

by solving problem (P1).

B. The Proposed Algorithm

There are three challenges to solve problem (P2). The first

challenge is that a target may have no LOS paths to some

BSs. Therefore, the range information of many Type II paths is

missing in the range set of each BS, i.e., there are Ku,m ≤ K
targets detected by BS u and BS m, ∀u,m. The number of

possibilities for assigning the Nu,m ranges in Du,m to the

detected Ku,m out of K targets is
(

Nu,m

Ku,m

)(

K
Ku,m

)

(Ku,m!).
When there is no LOS blockage, i.e., Ku,m = K , ∀u,m, there

are
(

Nu,m

K

)

(K!) assignment possbilities. However, when there

is LOS blockage, i.e., Ku,m ranges from 0 to K , the number

of possibilities is
∑K

Ku,m=0

(

Nu,m

Ku,m

)(

K

Ku,m

)

(Ku,m!), which is

much larger than the case without LOS blockage. The second

one is that a target may reflect the signals to the BSs via

NLOS paths. Due to the Type III paths, the cardinality of the

range set at each BS is larger, i.e., Nu,m is larger, such that

the number of assignment probabilities for the range set Du,m

also increases. Furthermore, we have to mitigate the range

information of the Type III paths, which are not beneficial for

target localization. The last one is that given the range of a

Type II path, how to match it to the corresponding target is

also a big challenge. Moreover, the above three challenges are

coupled together. To localize each target, we need to jointly

determine which BSs have LOS paths to it, and for these

BSs, which ranges in the range sets belong to this target. In

the following, we propose an iterative algorithm to decouple

Challenge 1 from Challenges 2 and 3. Specifically, the targets

can be classified into the following categories: the targets that

have LOS paths to exactly M BSs, the targets that have LOS

paths to exactly M − 1 BSs, and so on. The last category will

be the targets that have LOS paths to exactly 3 BSs4.

4We do not consider the targets that have LOS paths to only one or two
BSs because they cannot be localized based on the range information.

Define the number of targets that have LOS paths to exactly

l BSs as Kl, l = 3, . . . ,M . Then, we have

K =

M
∑

l=3

Kl. (25)

Under our proposed algorithm, at the first iteration, we aim to

localize all the targets that have LOS paths to exactly M BSs,

while at the second iteration, we aim to localize all the targets

that have LOS paths to exactly M − 1 BSs, and so on. Note

that at each iteration of our proposed algorithm, we do not face

Challenge 1, because when we localize some targets, we only

consider the BSs that have LOS paths to them. Specifically,

the problem of localizing the targets that have LOS paths to l
BSs can be formulated as

(P3−l) maximize
Kl,G

(l)
1 ,...,G

(l)
Kl

Kl (26)

subject to |M(G(l)
k )| = l, k = 1, . . . ,Kl, (27)

(19)− (23).

where G(l)
k denotes the mapping for target k that can be

detected by l BSs and M(G(l)
k ) is given in (18). In the

following, we first focus on how to deal with problem (P3−l),
∀l. Then, based on (25), the solutions to problem (P3−l),
l = M, . . . , 3, are used for solving problem (P2) such that the

number of targets and the mapping solutions can be estimated.

Last, with the obtained mapping solution, the location of each

target can be estimated by solving problem (P1).

Problem (P3−l) can be solved by exhaustive search, i.e.,

given each Kl and G(l)
1 , . . . ,G(l)

Kl
, we check whether conditions

(19)-(23) and (27) hold. However, such an approach needs

to solve the non-convex problem (P1) many times, which

is of high complexity. To resolve this issue, we first ignore

constraints (20) and (23) in problem (P3−l), and find the

feasible region that any mapping Gk should satisfy constraints

(19), (21), (22), and (27), i.e.,

Ḡ(l) = {G(l)
k |G(l)

k ∈ G(l) satisfies (21) and (22)}. (28)

where

G(l) = {G(l)
k |G(l)

k satisfies (19) and (27)}. (29)

Due to the constraints (21) and (22), the size of Ḡ(l) is

generally small, because the probability that (21) and (22)

holds for Type III paths is very small. Then, we just need

to check which mappings in Ḡ(l) rather than G(l) satisfy

the constraint (23). As a result, the number of times to

solve problem (P1) is significantly reduced compared to the

exhaustive search approach to problem (P3−l). Define

G̃(l) = {G(l)
k |G(l)

k ∈ Ḡ(l) and R(G(l)
k ) ≤ β}. (30)

In other words, by removing G(l)
k ’s that do not satisfy condition

(23) from Ḡ(l), we can obtain G̃(l). Note that each element

contained in G̃(l) satisfies conditions (19), (21)-(23), i.e., it is

a feasible solution of LOS identification and data association

to localize one target. However, for two mappings G(l)
k ∈ G̃(l)

and G(l)

k̄
∈ G̃(l), it is possible that gu,m,k ∈ G(l)

k is equal to
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gu,m,k̄ ∈ G(l)

k̄
for some u,m, i.e., in these two solutions, some

estimated range at BS m is matched to both target k and target

k̄. Therefore, the last step to solve problem (P3−l) is to select

the maximum number of elements in G̃ such that condition

(20) can be satisfied. Such a problem can be formulated as

(P4) maximize
Kl,G

(l)
1 ,...,G

(l)
K

Kl (31)

subject to G(l)
k ∈ G̃(l), k = 1, . . . ,Kl, (32)

(20).

One way to solve problem (P4) is the exhaustive search

method. For a given Kl, we need try
(N

G̃(l)

Kl

)

possiblities to see

whether (20) is satisfied, where NG̃(l) denotes the cardinality

of G̃(l). Because we do not know the exact value of Kl,

we need to try each possible value of Kl, which is quite

computationally prohibitive. To alleviate the complexity, we

can divide G̃(l) into N1,1 + 1 subsets based on the value of

g1,1,k , i.e.,

G̃(l) = G̃(l)
0 ∪ G̃(l)

1 ∪ . . . ∪ G̃(l)
N1,1

, (33)

where

G̃(l)
i = {G(l)

k |G(l)
k ∈ G̃(l) and g1,1,k = i with g1,1,k ∈ G(l)

k }
i = 0, 1, . . . , N1,1.

(34)

As a consequence, at most one mapping G(l)
k can be selected

from each G̃(l)
i to make sure (20) is satisfied. In other words,

some G̃(l)
i ’s contain the mappings G(l)

k ’s, while others do not.

Note that the number of G̃(l)
i ’s containing the mappings G(l)

k ’s

is equal to Kl, i.e., the Kl constraints in (32). Motivated by

this, we aim at finding the indexes of G̃(l)
i ’s that contain the

mappings G(l)
k ’s. As a result, problem (P4) can be transformed

into

(P5) maximize
Ω,G

(l)
1 ,...,G

(l)

|Ω|

|Ω| (35)

subject to Ω ⊆ {0, 1, . . . , N1,1}, (36)

G(l)
k ∈ G̃(l)

Ω(k), k = 1, . . . , |Ω|, (37)

(20).

Given Ω in problem (P5), there may be multiple feasible

mapping solutions that satisfy (37) and (20). Compared with

problem (P4), problem (P5) is of lower complexity, since the

cases that two or more mappings G(l)
k ’s belong to the same G̃(l)

i

need not be considered. However, it is still of high complexity

for large NG̃(l) . To tackle this issue, we greedily maximize |Ω|
iteratively. At the beginning, we initialize Ω(0) = {}. At the

t-th iteration, we try to increase |Ω| by 1. Specifically, we

set Ω = Ω(t−1) ∪ {t − 1} in problem (P5) to see whether

there exists a mapping solution G(l)
1 , . . . ,G(l)

|Ω| that satisfies

(20) and (37). If such a mapping solution do exist, we update

Ω(t) = Ω(t−1) ∪ {t − 1}; otherwise, Ω(t) = Ω(t−1). By

repeating the above procedure until t > N1,1 + 1, we can

get the solution of problem (P5), denoted by Ω̂ = Ω(N1,1+1).

Note that if G(l)
1 , . . . ,G(l)

|Ω(t)|
is a mapping solution for

Ω = Ω(t) = Ω(t−1) ∪ {t − 1} in problem (P5), then

Algorithm 1 Algorithm for Solving Problem (P3−l)

Input: (am, bm)’s, Du,m’s, ∀u,m, and l
Procedure:

1. Find G̃(l) based on (30) and get G̃(l)
i ’s according to (34);

2. Initialize t = 1 and Ω(0) = {}; Get G
(0)
1 = {}; Set

k = 1;

3. Repeat:

3.1. For each G
(t−1)
nt−1

, check whether there exists G(l)
k ∈

G̃(l)
t−1 that satisfies (20) with any mapping in

G
(t−1)
nt−1

;

3.2. If such G(l)
k and G

(t−1)
nt−1

exist or G
(t−1)
nt−1

is empty,

add G
(t)
nt

= G
(t−1)
nt−1

∪{G(l)
k } as the mapping solution

for Ω = Ω(t−1) ∪ {t − 1}. After finding all such

G
(t)
nt

’s, update Ω(t) = Ω(t−1) ∪ {t − 1} and k =
k + 1; otherwise, only update Ω(t) = Ω(t−1) and

G
(t)
nt

= G
(t−1)
nt−1

for each G
(t−1)
nt−1

;

3.3. Update t = t+ 1;

Until t > N1,1 + 1.

4. Get the index solution to problem (P5), denoted by

Ω̂ = Ω(N1,1+1). If there are multiple mapping solutions,

i.e., G(N1,1+1)
nN1,1+1

’s, nN1,1+1 = 1, 2, . . . , select the one min-

imizing the localization residual as the optimal mapping

solution, denoted by (G(l))∗.

Output:

1) Obtain the estimated number and the solution of LOS iden-

tification and data association for the targets that are detected

by l BSs, denoted by K̂(l) = |Ω̂| and {Ĝ(l)
k }K̂k=1 = (G(l))∗,

respectively;

2) Estimate the target locations by solving problem (P1)

given the mapping solution Ĝ(l)
k ’s, denoted by (x̂k, ŷk)’s,

k = 1, . . . , K̂ .

G(l)
1 , . . . ,G(l)

|Ω(t−1)|
is a solution for Ω = Ω(t−1). This can be

utilize to simplify finding G(l)
1 , . . . ,G(l)

|Ω| at the t-th iteration.

Denote G
(t)
nt

= {G(l)
nk}|Ω

(t)|
k=1 by the nt-th mapping solution for

Ω = Ω(t) in problem (P5) at the t-th iteration. Then, we just

need to check whether there exists G(l)
k ∈ G̃(l)

t−1 that satisfy

(20) with any mapping element in G
(t−1)
nt−1

at the t-th iteration.

If such G(l)
k and G

(t−1)
nt−1

exist or G(t−1)
nt−1

is empty, we can update

Ω(t) = Ω(t−1) ∪ {t − 1} and add G
(t)
nt

= G
(t−1)
nt−1

∪ {G(l)
k } as

a feasible mapping solution for Ω = Ω(t); otherwise, we keep

Ω(t) = Ω(t−1) and update G
(t)
nt

= G
(t−1)
nt−1

for each G
(t−1)
nt−1

as

the mapping solution for Ω = Ω(t).

The details of the above process are shown in Algorithm

1. Since there may be multiple mapping solutions, we will

try each of them in Step 3.1. If some G
(t−1)
nt−1

’s can lead to

Ω(t) = Ω(t−1) ∪ {t} while others cannot, we only update

G
(t)
nt

= G
(t−1)
nt−1

∪ {G(l)
k } for these G

(t−1)
nt−1

’s as the mapping

solutions for Ω = Ω(t) = Ω(t−1) ∪ {t − 1}. If no G
(t−1)
nt−1

can lead to Ω(t) = Ω(t−1) ∪ {t − 1} , then we keep

G
(t)
nt

= G
(t−1)
nt−1

for each G
(t−1)
nt−1

as the mapping solution for

Ω = Ω(t) = Ω(t−1). In the end, there may be multiple mapping

solutions for Ω = Ω̂ in problem (P5). For the n-th mapping
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Algorithm 2 Algorithm for estimating the mapping and loca-

tion solutions of all targets

Input: (am, bm)’s, Du,m’s, ∀u,m
Initialize: t = 1, K̂ = 0 and Ĝ = {};

Repeat:

1. Apply Algorithm 1 to solve problem (P3) and obtain the

solution K̂Mt
and Ĝ(Mt)

1 , . . . , Ĝ(Mt)
KMt

;

2. Remove Du,m(ĝu,m,k) from Du,m, ∀ĝu,m,k ∈ Ĝ(Mt)
k

with ĝu,m,k > 0, k = 1, . . . , K̂Mt
, ∀u,m;

3. Infer the mapping solution for the K̂Mt
new detected

targets, denoted by Ĝ
K̂+1, . . . , ĜK̂+KMt

4. Update Ĝ = Ĝ∪{Ĝ
K̂+1, . . . , ĜK̂+KMt

}, K̂ = K̂+K̂Mt
,

and t = t+ 1;

Until t > M − 2.

Output:

1) Obtain the estimated number of targets and the solution of

LOS identification and data association, respectively, i.e., K̂
and Ĝ = {Ĝk}K̂k=1;

2) Estimate the target locations by solving problem (P1)

given the mapping solution Ĝk’s, denoted by (x̂k, ŷk)’s, k =
1, . . . , K̂.

solution, denoted by {Ĝ(l)
nk}|Ω̂|

k=1, its localization residual, i.e.,
∑|Ω̂|

k=1 R(Ĝ(l)
nk

), is calculated. Then, we select the one with the

smallest localization residual as the optimal mapping solution

for the estimated |Ω̂| targets, denoted by {Ĝ(l)
k }|Ω̂|

k=1.

Next, we show how to get the solution problem (P2) by

iteratively solving problem (P3−l). We sequentially solve

problem (P3−l) for l from M to 3 and obtain the mapping

solutions for each l, denoted by {Ĝ(l)
k }K̂l

k=1. In this process,

the ranges corresponding to {Ĝ(l+1)
k }K̂l+1

k=1 are removed from

the range sets before solving problem (P3-l), ∀l. As a result,

we can find the targets that are exactly detected by l BSs

when solving problem (P3−l) for each l. Specifically, at the

t-th step, t = 1, . . . ,M − 2, we find the mapping solution

for the targets that can be detected by Mt = M − t+ 1 BSs

based on Algorithm 1. Denote the obtained solution at the

t-th step by K̂Mt
and Ĝ(Mt)

1 , . . . , Ĝ(Mt)
KMt

, which are regarded

as the estimated number and the mapping solution for the

targets that are exactly detected by Mt BSs. Then, we remove

these assigned ranges, Du,m(ĝu,m,k)’s, ∀ĝu,m,k ∈ Ĝ(Mt)
k with

ĝu,m,k > 0, k = 1, . . . , K̂Mt
, from Du,m’s, ∀u,m, because

each range is associated with at most one target and these

assigned ranges should not be considered at the next step. As

mentioned above, the complexity will be further reduced at

the (t+ 1)-th step, because each Du,m has a smaller number

of ranges such that the size of the feasible region G̃(Mt+1)

becomes smaller. Then, we update t = t + 1 to go into the

next step. By repeating the above procedure until t > M − 2,

we can obtain the estimated number of targets and the mapping

solution for problem (P2). In the end, with the estimated

mapping solutions for all targets, the location of each target

can be estimated by solving problem (P1).

The details of the above process are shown in Algorithm 2.

Note that solving problem (P2) is decoupled into sequentially

finding the solution to problem (P3−l). Thus, Algorithm 1

can be applied to each step of Algorithm 2. Moreover, if

there are multiple mapping solutions at the t-th step, the one

minimizing the localization residual is selected as the optimal

solution. After finding the mapping solution for the targets that

are exactly detected by M − t + 1 BSs at the t-th step, the

corresponding ranges are removed from Du,m’s and should

not be considered at the next step.

The complexity of solving problem (P3-l) depends on the

times of solving problem (P1), because we need to check

the constraint (23) for each mapping G(l)
k , k = 1, . . . ,Kl.

If the constraints (21) and (22) are not utilized to filter those

ineffective mappings, we may solve problem (P1) many times

to check whether (23) holds for each mapping element in G(l),

whose cardinality is much larger than that of Ḡ(l). On the other

hand, the complexity of problem (P4) is derermined by the

cardinality of G̃(l), which is generally small after applying

constrains (21)-(23). In Section V, we provide numerical

results about the cardinalities of G(l), Ḡ(l), and G̃(l) to prove

the reduction of computational complexity. Moreover, the

complexity of the proposed algorithm can be further reduced

by transforming problem (P4) into problem (P5), since the data

association possibilities that any two mappings belonging to

the same G̃(l)
i will not be considered in problem (P5). Denote

the cardinality of G̃(l)
i by N

(l)
i in (34). Specifically, we just

need to try at most
∏N1,1

i=0 N
(l)
i data association possibilities

to check whether (20) holds in problem (P5). In exhaustive

search method to problem (P4), the number of data association

possibilities in problem (P4) is
(N

G̃(l)

Kl

)

for a given Kl such that

the total
∑N

G̃(l)

n=Kl

(

N
G̃(l)

n

)

data association possibilities need to

be numerated.

Remark 1: It is worth noting that there may be error

propagation in the proposed Algorithm 2. Define the error

propagation event as that before the last step, i.e., Mt > 3, a

spurious mapping G(Mt)
kt

occurs, which satisfies

|{gm,m,k|gm,m,k > 0, gm,m,k ∈ Gk, gm,m,k ∈ G(Mt)
kt

}|
≤2, ∀k. (38)

In other words, the spurious target kt with the mapping G(Mt)
kt

shares at most two same direct ranges with any true target k.

The error propagation event is most likely to happen when

Mt = 4, because there will be more constraints arising from

(22) to prevent errors when Mt is larger. Then, there will be

two cases for the target kt when Mt = 4: (i) the target kt
shares at most one direct range with any true target; (ii) the

target kt shares two direct ranges with some true target k. Case

(i) indicates that the four direct ranges are independent of each

other and should satisfy (23) to lead to one target. Besides,

there should exist sum ranges that satisfy (21) and (22) with

these direct ranges. As for Case (ii), the two direct ranges

corresponding to the true target k give rise to two possible

locations with one being the location of the true target k and

the other one being that of the target kt. In this case, the other

two direct ranges should be matched with the location of the

target kt. Similarly, there should also exist sum ranges that can

be associated with the target kt. Therefore, the probability that
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Case (i) or Case (ii) happens in our proposed algorithm is quite

low. In summary, the error propagation will not significantly

degrade the performance of target localization.

V. NUMERICAL RESULTS

In this section, we provide the numerical results to verify

the effectiveness of our proposed two-phase protocol for

networked device-free sensing. In the network, we consider

M = 4 BSs and 2 ≤ K ≤ 7 targets over a 80 m × 80
m square. To account for LOS blockage, we denote Pb by

the probability that the LOS path between a target and a

BS is blocked. As for Type III paths, we assume that the

number of Type III paths for each target between any two BSs

follows a Binomial distribution. In detail, the probabilities that

there is/is not one Type III path for each target are Pnl and

1 − Pnl, respectively. Besides, the range of the Type III path

is randomly generated in our setup.

A. Joint STO and Range Estimation in Phase I

In this part, we provide a numerical example to evaluate

the range estimation performance of our proposed algorithm

in Phase I. Specifically, we set N = 3300 and ∆f = 120
kHz such that B = 400 MHz [42]. According to [47], with

∆f = 120 kHz, the length of the CP is 0.59 µs. Besides,

the STOs between any two BSs are randomly generated in

the interval [−τmax, τmax], where τmax is set as 10. To make

L + τmax < Q such that all the ISI is received within the

CP, we assume that the maximum number of resolvable paths

is L = 200. Moreover, Pb and Pnl are set as 0.1 and 0.5,

respectively. Under this setup, we randomly generate 105

independent location realizations of BSs and targets, which

are uniformly distributed in the considered area. Given the

coordinates of BSs and targets, we can know the delays

in terms of OFDM sample periods for Type I and Type II

paths. Define Lu,m as the set consisting of the indices of

the non-zero channel coefficients in hu,m, ∀u,m. Then, we

estimate the channels h̃u,m’s by solving problem (10), and

define the set consisting of the indices of the non-zero channel

coefficients in h̄u,m as L̄u,m. Based on the estimated channels

and the true range between any two BSs, we can estimate the

STOs between any two BSs based on (11) and (12). With

the estimated STO τ̄u,m’s, we will substract each element in

L̄u,m by τ̄u,m to get L̂u,m, ∀u,m., i.e., STO compensation

in (13). If there exist u and m such that Lu,m 6= L̂u,m, we

say that the range estimation is in error in this realization.

The range estimation error probability versus the number of

targets, i.e., K , is shown in Fig. 2, where the BS transmit

power is set as 20 Watt (W) and 22.5 W, respectively. It is

observed that the range estimation error probability is very low

under our proposed scheme, and can be significantly reduced

by increasing the transmit power.

B. Localization Accuracy of Two-Phase Protocol

In this part, we provide numerical examples to verify the

effectiveness of the overall two-phase protocol for target local-

ization. To show the effectiveness of our proposed algorithm,
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Fig. 2. Range estimation error probability versus the number of targets.

we adopt the following schemes as benchmark schemes for

performance comparison.

• Benchmark Scheme 1: Under this benchmark scheme,

range estimation in Phase I is the same as our method in

Section III, while in Phase II, there is no constraint (20)

for multiple target localiztion [34]. In other words, each

range can be associated with multiple targets. Therefore,

each mapping that satisfies the contraints (19), and (21)-

(23) is used for target localization. Specifically, given

each mapping element in G̃(l), ∀l, problem (P1) is solved

for estimating the location of the target corresponding to

the mapping.

• Benchmark Scheme 2: Under this benchmark scheme,

range estimation in Phase I is the same as our method

in Section III, while in Phase II, we assume that data

association is perfectly known, and we just need to

perform LOS identification to localize the targets. As a

result, this scheme can serve as an error probability lower

bound. With the known data association solution, given

each target, each BS knows which ranges estimated in

Phase I belong to this range. For these ranges belonging

to some target, the job of each BS is to identify the ones

of Type I/Type II paths if it has the LOS path to this

target. We adopt the LOS identification scheme proposed

in [24] to tackle the above challenge.

To compare the performance of the proposed scheme and

benchmark schemes, we generate 104 independent location

realizations of BSs and targets, which are distributed in the

considered area. The setup is same as that introduced in the

last sub-section, i.e., τmax = 10, L = 200, B = 400 MHz,

Pnl = 0.5, and Pb = 0.1. Besides, the transmit power is set as

20 W. In each realization, we first estimate channels by solving

problem (10) to obtain Du,m’s based on (16), and then estimate

the number and the locations of targets by Algorithm 2,

Benchmark 1, and Benchmark 2, respectively. A target is said

to be localized correctly if the distance between its estimated

location and its true location is no larger than r m. Denote Ni

and Ki as the numbers of the correctly localized targets and the

detected targets in the i-th realization, respectively. Then, miss
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Fig. 3. The comparison of location estimation error probability between the
benchmark and the proposed algorithm with different r when B = 400 MHz,
Pb = 0.1, and Pnl = 0.5.

detection (MD) and false alarm (FA) error probabilities over

the 104 realizations, which are defined as PMD =
∑104

i=1(K−Ni)

K×104

and PFA =
∑104

i=1(Ki−Ni)

K×104 , respectively, are used to characterize

the target localization performance for each method.

Fig. 3 gives the comparison between the benchmarks and the

proposed algorithm in terms of PMD and PFA with different

values of r. It is observed that under our proposed scheme, the

probabilities of miss detection and false alarm are below 12%
and 9% when K ranges from 2 to 7 and with r = 0.375 m

and r = 0.5 m, respectively. We can also see that the proposed

algorithm outperforms Benchmark 1 in terms of both miss

detection and false alarm error probabilities when K ranges

from 2 to 7. Moreover, there is merely a small performance

gap between the proposed algorithm and Benchmark 2, where

data association is assumed to be known. Therefore, the

performance of our proposed joint data association and LOS

identification scheme is very close to the localization error

probability lower bound.

As for the complexity, the three methods are compared in

terms of the average running time in seconds (s) over the 104
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Fig. 4. The comparison of the average running time for the benchmarks and
the proposed algorithm when B = 400 MHz, Pb = 0.1, and Pnl = 0.5.
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Fig. 5. The cardinalities of G(l), Ḡ(l), and G̃(l) for the proposed algorithm
when B = 400 MHz, Pb = 0.1, and Pnl = 0.5.

realizations, which is depicted in Fig. 4. We can see that the

average running time for the proposed scheme is less than

0.16 seconds in each realization when K ranges from 2 to

7. Considering each BS will have much more computational

resources, the actual running time will be lower. Besides, the

running time for Benchmark 1 is longer than that of our

proposed algorithm when the number of targets is small. There

are two reasons, (i) since all possible mappings satisfying

constraints (19), and (21)-(23) will be retained, the times of

solving problem (P1) in Benchmark 1 is more than that in the

proposed algorithm; (ii) the complexity of solving problem

(P5) will not be high in the proposed algorithm when the

number of targets is small. However, when the number of

targets is larger, e.g., K = 7, the complexity of solving

problem (P5) will be higher such that the running time for

the proposed algorithm is longer.

On the other hand, we also provide the simulation results

for the average cardinalities of G(l), Ḡ(l), and G̃(l) over the

104 realizations, as shown in Fig. 5. It is observed that via

utilizing (21) and (22), the cardinality of Ḡ(l) is much smaller
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Fig. 6. The comparison of location estimation error probability between the
benchmark and the proposed algorithm with different Pb and Pnl when B =

400 MHz and r = 0.5 m.

than that of G(l), ∀l ∈ {3, 4}. In other words, the sum distance

constraints can efficiently remove the bad data association

solutions in G(l), ∀l ∈ {3, 4}. Therefore, thanks to constraints

(21)-(23), the utilizations of solving problem (P1) can be

greatly reduced. Moreover, the number of possible mapping

solutions can be further reduced by (23), i.e., the cardinality

of G̃(l) is fewer than that of Ḡ(l), ∀l ∈ {3, 4}, which can reduce

the complexity for solving problem (P4).

C. Effect of LOS Blockage, NLOS Paths, and Bandwidth on

Performance

In this sub-section, we show the impact of LOS blockage,

NLOS paths, and bandwidth on target localization. Specifi-

cally, the probability that determines the number of Type III

paths, i.e., Pnl, is set as 0.75, 0.5, and 0.25, respectively. The

bandwidth that determines the range resolution, i.e., B, is set

as 400 MHz and 300 MHz, respectively. The probability that

the LOS path between a target and a BS is blocked, i.e., Pb,

is set as 0.1, 0.05, and 0.025, respectively.

The effect of bandwidth, LOS blockage, and NLOS paths on

target localization for the proposed method is shown in Fig. 6
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Fig. 7. The comparison of location estimation error probability between the
benchmark and the proposed algorithm with different Pb and Pnl when B =

300 MHz and r = 0.5 m.

and Fig. 7 with r = 0.5 m. It is depicted that the location error

probability will be lower when the probability Pb is decreased,

since the additional LOS path information is beneficial for

target localization. Moreover, we can see that when the prob-

ability of the existence of NLOS paths Pnl is increased, the

location error probabilities of our proposed algorithm increase

as well. The reason is that the NLOS paths will increase the

probability of the existence of spurious mappings such that

the localization performance is degraded. It is observed from

Fig. 6 and Fig. 7 that the target localization performance can

be improved by increasing the system bandwidth from 300

MHz to 400 MHz. Because the larger bandwidth can bring a

higher range resolution, the accuracy of target localization in

our proposed algorithm will be enhanced.

VI. CONCLUSION

In this paper, we study networked device-free sensing based

on the echoes of the transmitted downlink communication

signals in a multi-path environment, where the BSs are not

perfectly synchronized but will share the communication and

sensing information. A two-phase protocol is adopted. In the
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first phase, each BS estimates the direct distances from targets

to itself and the sum distances from other BSs to targets to

itself. Since the range of the LOS path between any two BSs is

known, it is utilized to estimate the STOs such that the range of

each path between any two BSs can be accurately estimated. In

the second phase, all BSs will collaboratively localize targets

based on range estimations obtained in Phase I. Nevertheless,

there are issues of range interference arising from NLOS

paths, LOS blockage for some BSs and some targets, and the

unknown mapping between ranges of LOS paths and targets,

which are coupled together. To tackle the above challenges,

an efficient algorithm is proposed to iteratively localize the

targets that are exactly detected by a given number of BSs. In

this way, we can decouple the issue of LOS blockage from

the problem of NLOS paths and data association. As a result,

the number and the locations of targets can be efficiently

estimated. Numerical results show that the proposed strategy

can achieve high accuracy of target localization, thanks to BS

coordination and large bandwidth in the 6G cellular network.
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