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When amorphous molecular powders are exposed to high humidity levels or temperatures, the particle vis-
cosity increases due to plasticization, promoting the formation of sinter bridges between pairs of particles in
contact. Over time, these bridges facilitate particle agglomeration, eventually leading to the formation of a
macroscopic cake that alters the mechanical properties and affects product quality. In this work, we model the
caking process of amorphous powders subjected to a temperature shock as a bond percolation problem and in-
vestigate how particle bed heterogeneities influence the percolation threshold and, consequently, the expected
caking times. Our findings indicate that a slight dispersion in particle size lowers the percolation threshold
compared to a monodisperse bed or random percolation in polydisperse systems. Furthermore, we show that the
expected caking time exhibits a non-monotonic behavior with the size dispersion, initially decreasing for low
dispersion values and increasing for higher values. These results provide insights into the role of the particle
size distribution on the caking dynamics of amorphous molecular powders.

INTRODUCTION

The transition of free-flowing powders composed of molec-
ular amorphous particles into “lumped” or “caked” states
poses significant problems to their handling and perceived
quality in a wide range of industries, from food products [1–3]
to bulk chemicals [4], fertilizers [5], and pharmaceuticals [6].
The caking process primarily involves two mechanisms [7–
10]: moisture sorption (at the individual particle level) and
bridge sintering (between particle pairs), each occurring on
different timescales. During the aggregation process, mech-
anisms with different timescales compete, and, depending on
the surrounding environmental conditions, their relative im-
portance might change. Recently, it was demonstrated that
the caking of amorphous powders can be mapped into a per-
colation problem where site occupation follows a well well-
determined order, depending on the physical causes that led
to the caking process [11, 12]. Up to now, only humidity
shock scenarios were considered, where the typical sorption
time is much larger than the sinter time. In this case, par-
ticles in contact form bridges instantly and, since the plasti-
cization of individual particles is the result of water diffusion
through the particle surface, the first particles to became be-
come available for sintering are the smaller ones [11]. From
a fundamental perspective, caking due to humidity shock can
be well described as a ranked site percolation process where
particle size defines the order of occupation [13]. On the other
hand, when powders are initially in moisture equilibrium with
the environment and the temperature increases suddenly, the
caking time is dominated by the sintering. Here, the order of
occupation is not determined solely by the individual parti-
cle size, but by the characteristics of the pairs of neighboring
particle. The time required for sintering depends particle di-
ameter (d) and the ratio of surface tension γ to viscosity (η),
as described by the Frenkel equation [8]:

( x
d

)2
=
γt

6dη
, (1)

where, x represents the diameter of the neck between the pair
of particles. In polydispersed particle beds, smaller particles
in contact form bridges first, leading to particle aggregation in
a specific sequence governed by the contact network struc-
ture. If all particles are of the same material, caking can
be effectively modeled as a ranked bond percolation process
where bond occupation follows a certain rank. The percola-
tion threshold can then be related with the caking time [11],
which in the single species case, will be proportional to the
typical size of the largest bridge (d∗) needed (if occupied in
order of the average size of the pair). If we assume a strong
bridge is formed when

(
x
d

)
= 0.1 [11, 14] we can estimate the

caking time from Eq.( 1) as tc = 0.01 6ηd∗

γ
.

In this work, we vary the particle size distributions and sys-
tematically determine the ranked bond percolation threshold
across different particle configurations. We consider a normal
distribution of particle sizes of mean µ = 1 and standard de-
viation σ truncated between rl = 0.1 and rr = 1.9. For each
σ we generated 500 samples of 5000 particles. The particle
beds are obtained by generating the spheres in a box without
overlapping and and letting them sediment using a Discrete
Element Method algorithm well described in [11].

For comparison, three different strategies of occupation
were used: S - Size Ranked Percolation, where bonds are oc-
cupied by the order of the average radius of pairs of particles
in contact, R - Random Percolation, bonds are occupied at ran-
dom, and D - Degree Ranked Percolation where occupation is
done in the order of the average degree (number of contacts)
of pairs of particles in contact.

RANKED BOND PERCOLATION THRESHOLD

To estimate the percolation threshold, we measure the or-
der parameter, defined as the average fraction of particles
in the largest cluster, ϕ, along with its fluctuations, χ =
⟨ϕ2⟩ − ⟨ϕ⟩2 [15], across 500 independent samples for each σ,
as a function of the fraction of occupied bonds, p.

From Fig. 2, it is clear that the Size Ranked Percolation fol-
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FIG. 1. Snapshot of a bidimensional system with a fraction of occupied sites p = 0.33 and σ = 0.1. Clusters are coloured according to their
size, from light grey (small clusters) to black (largest cluster). (a) Random Percolation. (b) Ranked Percolation.
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FIG. 2. (a) Rescaling of the fluctuations in the largest cluster size,
using the typical exponents for three-dimensional percolation. The
inset shows the same scaling but for the fraction of particles in the
largest aggregate, ϕ. We consider three different system sizes: N =
2000 (blue circles), N = 5000 (red squares), and N = 10000 (green
triangles). (b) Fluctuations in the largest cluster size as a function
of the fraction of occupied sites for different size dispersions σ =
0.0, 0.05, 0.3, 0.5.

lows the same scaling relation observed in random percolation
in three dimensions. Specifically, for σ = 0.2, we obtained a
data collapse for the finite-size scaling using the critical expo-
nents of random percolation, namely, ν = 0.876, β = 0.4181,
and γ = 1.8 [16–19] for both the fluctuations (main plot) and
order parameter (inset). Here, N = 2000, 5000, 10000 is the
number of particles, and L = N1/3 is the system size. The
observed collapse of the curves confirms that Ranked Perco-
lation belongs to the same universality class as Random Per-
colation.

In Fig. 2b, we plot the normalized fluctuations, χ
χmax

, as
a function of the fraction of occupied bonds p for different
values of the size dispersion σ. In the monodisperse case
(σ = 0), where all particles have the same size, occupation oc-
curs randomly, and the bond percolation threshold coincides
with that of standard Random Percolation, with pc ≈ 0.241,

consistent with values reported in the literature[19]. For a
small dispersion (σ = 0.05), we observe a notable decrease
in the critical threshold. However, as σ increases further, pc

gradually rises, eventually exceeding the monodisperse value
for σ = 0.5.

In Fig. 3a, we present a systematic study of the percolation
threshold for Size Ranked Percolation (S – blue dots), Ran-
dom Percolation (red squares), and Degree Ranked Percola-
tion (D – green triangles) as a function of σ. As observed be-
fore for σ = 0, the percolation threshold matches that of stan-
dard Random Percolation. For small size dispersions (e.g.,
σ = 0.05), the occupation process is no longer random, lead-
ing to a significant drop in the percolation, which will remain
lower than the values found for random percolation up to val-
ues of σ = 0.25. As the size dispersion increases, the percola-
tion threshold rises again. This intriguing reduction in perco-
lation threshold under low size dispersion suggests that even
minimal polydispersities introduces spatial and size correla-
tions that enhance branching during size ranked bond occupa-
tion. Figure 1a illustrates this phenomenon in a 2D system:
bonds are distributed uniformly in space, forming small clus-
ters of isolated particles due to the limited size variation. By
contrast, Fig. 1b reveals how these correlations promote the
early emergence of cycles (loops) but also branched, tree-like
structures.

As size dispersion increases, particle size becomes strongly
correlated with coordination number (larger particles have
greater surface area and thus more neighbors). Consequently,
in Size Ranked Percolation, bonds connecting particles with
fewer neighbors are occupied first: a behavior that qualita-
tively mirrors Degree Ranked Percolation, where occupation
prioritizes low-coordination bonds.

In Fig. 3b, we observe how the average diameter of the
last bridge to be occupied (or activated) before the percola-
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tion transition (value at pc) evolves with σ. We emphasize
that, according to the Frenkel equation, for a single species
particle bed at fixed temperature and with fixed water content
this diameter is proportional to the time it takes for that bridge
to correspond to a rigid bond. Since this is the typical maxi-
mum average diameter at the percolation threshold, it serves
as a proxy for the caking time. In Fig. 3b, we show the char-
acteristic bridge radius for percolation. It first decreases with
σ in relation to the monodispersed case, a consequence of the
broadening of the size dispersion and of the decrease in the pc.
This value keeps decreasing reaching a minimum at σ = 0.2
and then it increases, matching the value of the monodispersed
case at σ = 0.5, the highest value simulated.
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FIG. 3. (a) Percolation threshold as a function of size dispersion σ,
for Size Ranked Percolation (S), Degree Ranked Percolation (D) and
Random Percolation (R). (b) Maximum bridge radius at the percola-
tion threshold for Size Ranked Percolation.

NUMBER OF SHORT CYCLES

The mechanical stability of a granular pack is closely linked
to the number of structural cycles within its network. Specifi-
cally, 3-cycles (triangular cycles) are known to correlate with
stiffness. Figures 4a and 4b show the evolution of the aver-
age number of 3-cycles (l3) and 4-cycles (l4) as a function of
the fraction of occupied bonds (p). For both cycle orders, the
size-based bond occupation process (blue symbols) presents
significantly more cycles at the same p compared to random
bond occupation (red symbols). In Fig. 4c we see that for fixed
values of p = 0.2, 0.4, the number of cycles increases with σ
during random occupation but decreases for size ranked oc-
cupation. In Fig. 4d we plot the ratio of lS3 (σ)

lS3 (σ=0) (blue circles)

and lS3 (σ)
lR3 (σ=0) (red squares), the ratio between the number of cy-

cles in size ranked percolation and random percolation as a
function of σ. In both cases we observe, once again, the co-
incidence for the monodispersed pack, a sudden increase for
low dispersion and a decrease for higher dispersions.

CONCLUSIONS

In this study, we map the caking of amorphous molecular
powders under sudden thermal shock to a ranked bond per-
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FIG. 4. (a) Fraction of loops of size 3 relative to the number of
occupied bonds as a function of the fraction of occupied bonds. (b)
Fraction of loops of size 4 relative to the number of occupied bonds
as a function of the fraction of occupied bonds. (c) Fraction of loops
of size 3 relative to the number of occupied bonds as a function of
size dispersion σ. (d) In blue, the fraction of loops of size 3 in Size
Ranked Percolation as a function of σ, normalized by its value at σ =
0. In red, the same quantity, but normalized by the corresponding
values in Random Percolation.

colation problem, where bonds are occupied (or activated) in
order of the average size of the corresponding pair of particles.
Additionally, we quantify the impact of structural heterogene-
ity on the caking times of granular materials.

We first determined the ranked bond percolation threshold
as a function of the size dispersion of the pack. We found that
for low dispersion values, the percolation threshold decreases
in relation to the monodisperse packs (and random percolation
on disperse packs), and then increases monotonically with the
dispersion. The characteristic average radius at the percola-
tion pc shows a non-monotonic behavior. Since the typical
times for caking should be proportional to this characteristic
length, we deduce that low size dispersions of the granular
pack will lead to faster caking of the powder, while higher
size dispersions will increase the expected caking time.

Finally we measured the number of short cycles and show
that Size Ranked Percolation will lead to a higher number of
cycles than Random Percolation, showing a decrease with size
dispersion. This finding suggests that not only might a span-
ning aggregate emerge first for low dispersed packs, but also
that the spanning cluster might be more mechanically stable.

These results allow for a better understanding of the role
of spatial and size correlations of the granular packing in the
caking of amorphous powders. We emphasize that the work
presented here still lacks experimental confrontation and that
this should be explored in the future.
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