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Stochastic behaviour in the edge region of the SINP tokamak

Ramesh Narayanan, Md. Nurujjaman and A.N. Sekar Iyengar

Recently, there has been a great deal of importance associated with the effects of magnetic field
ergodization in the dynamics of fusion grade plasmas. It is believed that ergodization of the edge
magnetic fields can effectively mitigate ELMs and thus improve the confinement properties. The
role of the edge electric fields has also generated a lot of interest.

We have carried an experimental scan of the applied vertical magnetic field (Bv) in the S.I.N.P.
tokamak, wherein an improved confinement regime has been observed. The analysis of the edge
region of this set of discharges have been carried out using a Langmuir probe. Nonlinear analysis
tools have been invoked to study the possibility of stochastization in the edge plasma signals. We
present the results of the above experiments and analysis in this paper.

PACS numbers: 52.25.Gj, 52.25.Xz, 52.55.Fa, 52.70.La, 05.45. -a, 05.45. TP

I. INTRODUCTION

In fact, a concept of inducing ergodicity in edge mag-
netic configurations to overcome problems related to
plasma-wall interactions has been put forth [6, 7]. A lot
of experimental activites have subsequently been carried
out in order to implement this concept. In most exper-
iments this stochastic layer is induced externally [8, 9].
However, a stochastic layer can also be inherently present
as in W7-X [10, 11]. This has resulted in the emergence of
various new applications ranging from the concept of er-
godic divertor to the control of transient edge phenomena
like ELMs. The stochastization of the peripheral mag-
netic fields have been experimentally shown to control
the plasma dynamics in tokamaks [12].
A new regime was observed in the SINP tokamak

wherein the discharge is seen to have a constant cur-
rent duration, for about 1 ms, after the current dropped
down to about half its peak value. This extended dura-
tion showed characteristics of improved confinement and
was observed to be accompanied by enhanced levels of
HX bursts. In order to show the existence of multicas-
cading processes at the edge [13] and to understand the
sort of cascading processes we have used the power spec-
trum, Rescaled (R/S) Range analysis [14] and multifrac-
tal analysis.
Section II states briefly about the S.I.N.P. tokamak.

Section III presents the experimental results and Section
IV the nonlinear analysis methods invoked and the anal-
ysis results. Section V discusses the results in this paper.

II. S.I.N.P. TOKAMAK

The SINP Tokamak (R0 = 30 cm, a = 7.5 cm) is a
small iron core machine having a circular cross-section
with two poloidal limiters separated 180o apart from
each other [19]. It has an Aluminium conducting shell
(R0 = 30 cm, a = 10.9 cm and thickness = 0.7 cm),
comprising of eight sections, made up of four cuts in the
toroidal direction and two in the poloidal direction re-
spectively. The penetration time of the conducting shell

is 13ms without cuts, but due to the presence of the cuts,
it is almost instantaneous, (∼ 100 µs). The S.I.N.P. toka-
mak has no plasma position feedback control but we have
a vertical magnetic field coil, with the power produced
by discharging capacitor banks. Discharges, produced
through the Joule Heating (JH) mechanism, can operate
in the range of a few kA peak current to a maximum of
75 kA with pulse durations varying from 2 − 5ms. The
toroidal magnetic field (BT ) at the minor axis can also
be varied upto a maximum of 2 T .
The edge plasma fluctuations are measured using a set

of Langmuir and magnetic probes. During the exper-
iments, of data presented in this paper, we have used
two Internal Langmuir-Magnetic probe (ILMP) systems
which can simultaneously measure the floating poten-
tial and poloidal magnetic signals at a given radial lo-
cation on a shot-to-shot basis. For the purpose of this
work, we have analyzed signals from electrostatic probes,
mounted in the bottom port of the toroidal chamber, at
r = 7.5 cm, i.e. at the radial location containing the in-
ner edge of the poloidal limiter, but toroidally separated
by 21◦ from the latter.

III. EXPERIMENTAL RESULTS

For the present set of experiments, we kept all param-
eters like BT = 0.8 T , ET = 30.6 V/m, filling pressure,
(pfill) = 0.2± 0.05 mTorr and a = 7.5 cm constant and
varied Bv from a higher value of 54 mT to 6.75 mT .
It is observed that discharge duration increases with de-
crease in Bv as shown in Figs 1(a), (e) and (i). It is
observed that the discharge duration and peak currents
are respectively 1.7 ms and 35 kA, at Bv = 54 mT; 2.5
ms and 25.16 kA at Bv = 20.25 mT; 4.5ms and 18 kA
at Bv = 6.75 mT. An interesting feature has been ob-
served in Fig 1 wherein the discharge is seen to extend in
plasma current duration, after an initial fall to about half
its peak value and subsequently remains approximately
constant for about 1.5 ms. The instant at which the cur-
rent extension is observed to begin is denoted as point
B [Fig 1]. The extension of the discharge is observed
to be accompanied by enhanced hard X-ray (HX) bursts
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FIG. 1: The depiction of (a),(e),(i) discharge current (Ip)
evolution; (b),(f),(j) 3” by 3” NaI(Tl) limiter bremsstrahlung
bursts; (c),(g),(k) electrostatic probe floating potential (φf )
signals; & (d),(h),(l) magnetic fluctuation signals for (a)-(d)
Bv = 54 mT , (e)-(h) Bv = 20.25 mT and (i)-(l) Bv =
6.75 mT

[Fig 1(j)] which is indicative of loss of highly energetic
particles from the edge. The electrostatic [Fig. 1(k)] and
magnetic fluctuation [Fig. 1(l)] levels are also observed
to be reduced during the current extension.
We have analyzed the fluctuations of the extended

phase of discharge i.e. after pt B in the range of BV =
13.5− 20 mT, using multifractal analysis and time series
analysis techniques. We have consider only 512 station-
ary pt for analysis purpose. For comparison we also have
analyzed 512 points(pt) before B. The problem of short
data length has been overcome by appending the data to
itself to make the length to be 8192 pt for both the cases.

IV. ANALYSIS FOR STOCHASTICITY

Linear statistical analysis has been summarized in Fig.
2. Fig. 2(d) shows that the skewness and kurtosis of the
signal after the pt B is around 0 and 3 at lower Bv which
indicates the dataset has a normal distribution. For the
signal before B it deviates from normal distribution [Fig.
2(c)]. Similar deviation is seen for signals after pt B at
higher Bv.

FIG. 2: Estimated statistics of 512 data pts before and after
pt. B for various values of Bv : wherein each subplot depicts
(a) mean: before [black, solid square] and after [red, open cir-

cle] pt. B, (b) standard deviation: before [black, solid square]
and after [red, open circle] pt. B (c) before pt. B: skewness
[black, solid square] and kurtosis [red, open circle] (d) after
pt. B: skewness [black, solid square] and kurtosis [red, open

circle]

FIG. 3: (color online) Estimated FFT power spectrum, in
logarithmic scale, for 512 data pts (a) before pt. B, (b) after
pt. B

Hence the edge electrostatic fluctuations in the ex-
tended discharge seem to depict stochastic behavior. We,
therefore present a detailed analysis of these above signals
using techniques like FFT, wavelet analysis, singularity
spectrum.
We analyzed the electrostatic fluctuations using the

spectral analysis techniques such as the Fast Fourier
Transform (FFT) and Wavelet Transforms (WT). The
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FIG. 4: (color online) Estimated CWT power spectrum of
512 data pts (a) before pt. B, (b) after pt. B. Black dashed

lines show the horizontal ridges connecting maxima values in
contour plot

FIG. 5: (color online) Estimated (a) Hurst Exponent (H)
(a) before pt. B and (b) after pt. B for the various discharges
of Bv, with each dataset of 512 pts, appended to result in
8192 pts

FIG. 6: (color online) Estimated multifractal singularity
spectrum of 512 data pts before and after pt. B for the various
discharges of Bv, with (a) before pt. B, (b) after pt. B

FIG. 7: Estimated degree of multifractality (β) of 512 data
pts before [black, solid square] and after pt. B [orange, open
circle] for the various discharges of Bv

power spectrum of the edge fluctuations show power law
behavior (f−0.7) during extended phase [Fig. 3]. This
indicates the possibility of the presence of multiscaling
properties [13] in the electrostatic fluctuations. However
before pt B we observed two sets of power law [Fig. 3)].

The contour plot of the power spectrum obtained from
the wavelet analysis depicted in Fig. 4, shows that be-
fore pt B, the power is observed to be concentrated at a
particular frequency at each instant of time. Initially, till
about 550 µs, one finds the power to be concentrated at
around 35 kHz after which the 17 kHz mode is seen to
dominate. However for the signal after pt. B, the power
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FIG. 8: (color online) Estimated (a) fractal dimension (DF )
and (b) correlation dimension (Dc) of 512 data pts before
[black, solid square] and after pt. B [orange, open circle] for
the various discharges of Bv , with (a) before pt. B, (b) after
pt. B

is concentrated in two or three modes simultaneously at
any given instant of time. The range, within which these
dominant frequencies are observed is, 5 kHz to 35 kHz.
The horizontal ridges connecting the maximum values
show that the system is weakly chaotic as suggested by
Chandre et. al. [20].
Hurst exponent (H) can also be used to determine the

presence of stochasticity in the system. H is estimated
using the Re-Scaled (R/S) Range analysis technique [14].
H = 0.5 implies a completely random/stochastic process.
H < 0.5 indicates long range antipersistence andH > 0.5
implies long-range correlations. The plot of the Hurst
exponent for the two regimes on either side of B plotted as
a function of Bv is shown in Fig. 5. The Hurst exponent
before pt. B is observed to be almost constant around
0.25 for the different Bv discharges, indicative of long
range anti-correlations. However, after pt. B, we find
that the extended discharge shows a tendency to have
an H = 0.4 − 0.45 at lower Bv. This again suggests
that the extension in discharge duration seems to have
a correlation to stochastic behaviour of the edge plasma
fluctuations.

A. Singularity spectrum from WTMM

The general method of measuring the singularity spec-
trum is by the box counting method [21]. But in order to
get a more accurate result, it is better to use the multi-
resolution analysis approach which can be obtained us-
ing the Wavelet Transform [22, 23, 24, 25, 26, 27]. This
method of computing the singularity spectrum [23] of a

fractal signal consists of taking advantage of the time-
scale partitioning of the WT given by the maxima repre-
sentation of the WTMM method [28] to define a partition
function which scales, in the limit a→ 0, in the following
way:

Z(a, q) =
∑

{ti(a)}i

|WΨ(a, ti(a))|q ∼ aτ(q) (1)

where, WΨ(a, ti(a)) is the wavelet coefficient and q is the
moment considered.
At a given scale a, by not summing over the whole

set of wavelet coefficients but only over the WTMM
pts {ti(a)}i, one directly incorporates the multiplicative
structure of the singularity distribution into the calcu-
lation of the partition function. Moreover one gets rid
of the divergences for negative values. Thus a plot of
τ(q) vs q should ideally give an idea of the presence of
monofractal or multifractals in the signal.
The singularity spectrum [f(α) − α] can subsequently

be estimated by computing the Legendre Transform of
ln(Z(a,q))/ln(a). An alternative method is to define f(α)
by the canonical method defined as [23]:

α(q) = lim
a→0

1

ln a

∑

{ti(a)}i

ŴΨ(q; a, ti(a))×

ln |WΨ(a, ti(a))|
(2)

f(α(q)) = lim
a→0

1

ln a

∑

{ti(a)}i

ŴΨ(q; a, ti(a))×

ln |ŴΨ(q; a, ti(a))|
(3)

where,

ŴΨ(q; a, ti(a)) =
|WΨ(a, ti(a))|q

∑

{ti(a)}i
|WΨ(a, ti(a))|q

(4)

Thus one can directly obtain the set of singularity
strengths (α) and the corresponding f(α) spectrum from
the log-log plots of equations (2 & 3). Subsequently,
one can obtain the various dimensions from the relation
(q − 1)Dq = qα− f(α) [29]. The maximum of this curve
gives us the fractal dimension (D0 = f(α(q = 0)) =
−τ(0) ≡ DF ) of the set of singularities of the signal.
The right hand side of the spectrum corresponds to the
negative q-moments and the left side the spectrum the
positive q-moments. This latter mentioned method has
been used in determining the multifractal spectrum in
this paper. The analyzing wavelet used is the 9th deriva-
tive of the gaussian distribution.
The singularity spectrum before and after pt B, for the

various discharges of Bv scan are presented in Fig. 6. We
find that the multifractal spectrum is more asymmetric
for the datasets, before pt. B whereas it tends to become
more symmetric after pt. B.



5

The singularity spectrum basically gives an idea of
the symmetry in generation of convergent and diver-
gent singularities. Symmetry gives one an indication
of multiplicative process sustaining a particular phe-
nomenon [30]. Thus one can state that the fluctuations
in the extended phase has its roots associated to some
avalanche phenomena.

V. DISCUSSIONS

The edge electrostatic fluctuation signals of discharges
in the S.I.N.P tokamak, exhibiting an extension in the
discharge duration after a fall from the peak current, has
been analyzed in this paper. The analysis has been car-
ried out from the point of view of applying nonlinear
techniques and looking at the variation of these results
with Bv. A comparison has also been made on either
side of the transition point (B) of the discharge exten-
sion, within a given discharge.

The power law behaviour in the FFT spectrum of the
electrostatic edge probe fluctuations indicates some sort
of multicascading behaviour in the system. The wavelet
spectrum also showed presence of chaotic behavior dur-
ing the current extension phase. Hence, the singular-
ity spectrum of the datasets were estimated, from which
we estimated the degree of multifractality (β), multifrac-
tal parameter (λ2

M ), fractal dimension (DF ) and corre-
lation dimension (Dcorr). For the extended discharge
regime, i.e. after pt. B, for the low Bv case, we found
β ∼ 0.6−1.2. DF was of the order of 0.88−0.84 at lower
Bv and decreasing further with increasing Bv. Dcorr was
of the order of 1.6 − 2 and λ2

M ∼ 0.0008 − 0.003. The
Hurst exponent (H) is observed to tend towards 0.5, dur-
ing the extended phase (i.e. after pt. B). The largest
Lyapunov exponents (λL) were also found to be posi-
tive in these extended regimes. The estimates of β, H
and λL in the current extension phase indicates that the
edge fluctuations exhibit a stochastic behaviour. The
estimated correlation dimension from the Grassberger-
Procaccia algorithm and from the singularity spectrum
also indicates that the system’s ergodicity increases in
the extended phase of the discharge. Surrogate analysis
test confirms that the source of these observations are
from some inherent nonlinear phenomena.

The observations of the enhance energy levels in the
HX bursts in the extended phase could be a result of
better confinement of the high energy particles. Subse-
quently, onset of some instability could trigger the de-
confinement of the particles, which are thereafter lost,
through some stochastic process at the edge.

To cross-check whether the discharge could sustain any
such beam-plasma interactions, we considered the condi-

tions that need to be satisfied given as [40]

ωce > ωpe (5)

vbeam > 3vcr

(

ωce

ωpe

)

(6)

νeff > νe (7)

where, ωce, ωpe, vbeam and vcr are the electron cyclotron
frequency, electron plasma frequency, beam velocity and
the critical velocity respectively. νe is the electron colli-
sion frequency and νeff is the effective collision frequency
and is given by:

νeff =
√
πωpe

(

ωpe

ωce

)

ǫ−3/2λr (8)

λr being the primary runaway flux generation factor and
ǫ = E0/Ecr, Ecr being the critical electric field for run-
away generation and E0 = Vloop/2πR0. Vloop is the loop
voltage. Using experimental results we find that in the
extended discharge ωce ≈ 140.5 GHz and ωpe ≤ 100 GHz
which implies that condition 5 is satisfied. In order to
evaluate the inequality of condition 6, we estimated the
right hand side, denoting it as vcritbeam (3vcr[ωce/ωpe]). We
find vcritbeam to be around 3 × 107 m/s before pt B. This
corresponds to a beam energy of 2keV. This is the mini-
mum energy required for participation in a beam plasma
instability. After pt B one finds an increase in vcritbeam and
it is of the order of 108 m/s (corresponding beam energy
is 30 keV). Thus in the current extension phase the more
energetic electrons will only satisfy condition 6. Subse-
quently to evaluate condition 7 we estimated νe = 300
kHz; for a 1 MeV beam, whereas νeff = 1.2 MHz dur-
ing the current extension phase. However, for short dis-
charges we did not find condition 7 to be satisfied, even
though the other two were satisfied, towards the end of
the discharge. Hence it could imply that the loss of run-
way electrons observed in the extended phase could be
a result of the participation of the higher energetic elec-
trons in beam-plasma instabilities within the plasma col-
umn. The edge stochastic behaviour possibly helps in
the ejection of these runaway electrons.
One still needs to look into other edge fluctuation

behaviour, such as the magnetic, density and temper-
ature fluctuations, in order to understand the role of the
stochastic behaviour with the discharge extension. Such
applications of nonlinear techniques to study the stochas-
tic behavior could be an important method of research
in future fusion devices. We intend to perform further
experiments to study these phenomena in greater detail.
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