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Abstract

We propose an isogeometric mortar method to fourth order elliptic problems. In particular we are
interested in the discretization of the biharmonic equation on C0-conforming multi-patch domains and
we exploit the mortar technique to weakly enforce C1-continuity across interfaces. In order to obtain
discrete inf-sup stability, a particular choice for the Lagrange multiplier space is needed. Actually, we use as
multipliers splines of degree reduced by two, w.r.t. the primal spline space, and with merged elements in the
neighbourhood of the corners. In this framework, we are able to show optimal a priori error estimates. We
also perform numerical tests that reflect theoretical results.

Keywords: Isogeometric analysis, splines, multi-patch, mortar method, fourth-order PDEs, biharmonic
equation.

1 Introduction

Isogeometric Analysis (IgA) is a computational approach for the discretization of Partial Differential Equations
(PDE), introduced in [1], with the aim of integrating Finite Element Analysis (FEA) and Computer Aided Design
(CAD). Indeed, in IgA, the same mathematical objects, such as B-splines and Non-Uniform Rational B-splines
(NURBS), are used for both the geometrical representation of the computational domain and the numerical
approximation of the solution of the PDE that model the problem of interest. The use of smooth splines for the
discrete solution of PDEs bring several advantages. Indeed, the possibility of choosing high-continuity splines
improves the accuracy per degree of freedom, when compared to C0 piecewise polynomials, see [2, 3, 4], and it
also allows direct approximation of PDEs of order higher than two, for example Kirchhoff-Love plates/shells [5,
6, 7, 8],the Cahn-Hilliard equation [9] and the Navier-Stokes-Korteweg equation [10].

In problems of practical relevance, it is often too difficult to represent the whole geometry by a single
patch parametrization. Although high-order continuity is attained naturally within a patch, in the multi-
patch framework a direct strong coupling between patches is not straightforward to achieve, cf. [11, 12]. One
possible technique to couple subdomains is the mortar method [13, 14, 15], originally introduced as a domain
decomposition method in the Finite Element context. The mortar method weakly enforces continuity constraints
across interfaces by means of Lagrange multipliers. The choice of the Lagrange multipliers space is crucial and
must satisfy two abstract requirements: to provide a sufficient approximation order and to fulfil an inf-sup
stability condition. In the isogeometric context, applications of the mortar method can be found in [16, 17,
18, 19]. In [20] the implementation of C0-continuity constraints along the interfaces of a multi-patch domain
is investigated theoretically and numerically in an isogeometric mortar framework. In particular, given an
isogeometric test space of degree p, multipliers spaces of degree p, p− 1 and p− 2 are considered. The pairing
p/p − 1 is numerically proved to be unstable while for the equal order pairing p/p a boundary modification
on the Lagrange multipliers is required in order to avoid instabilities at the cross-points. This modification
is performed by reducing the dimension of the dual space, such that a counting argument for the degrees of
freedom still holds and this is done by a degree reduction in the neighbourhood of cross-points. Finally, the
pairing p/p− 2 is proved to be stable and, even if the expected order of convergence is suboptimal, for some
parametrizations a better order is obtained.

∗Università di Pavia, Dipartimento di Matematica “F. Casorati”, Via A. Ferrata 1, 27100 Pavia, Italy.
†IMATI-CNR “Enrico Magenes”, Pavia, Italy.
‡Johann Radon Institute for Computational and Applied Mathematics, Austrian Academy of Sciences, Altenberger Str. 69, 4040

Linz, Austria

Emails: bnvndr@gmail.com, gabriele.loli@unipv.it, giancarlo.sangalli@unipv.it, thomas.takacs@ricam.oeaw.ac.at

1

ar
X

iv
:2

30
3.

07
25

5v
1 

 [
m

at
h.

N
A

] 
 1

3 
M

ar
 2

02
3



In this paper, given a C0-conforming multi-patch domain, for weakly imposing C1-continuity constraints
along patch interfaces, we adopt a p/p− 2 pairing and reduce the dimension of the Lagrange multiplier spaces
by coarsening the mesh in the neighbourhood of the vertices (i.e. merging the first and last two elements).

The structure of the paper is as follows. Section 2 proposes a brief overview on B-splines, introducing some
notations and basic concepts. In Section 3 we describe the model problem and state the well-posedness of its
mortar formulation. Section 4 analyses the isogeometric discretization of the model problem and provides an
a priori error estimate. In Section 5 we study the validity of the discrete inf-sup condition. Finally, Section 6
collects several numerical results assessing the effectiveness of the proposed method and its optimal approximation
properties. Finally, conclusions are drawn in Section 7.

2 Preliminaries about isogeometric analysis

In this section we propose a brief overview on B-splines, introducing some notations and basic concepts. For a
complete overview we refer to [1, 21, 22]. In order to define the univariate B-spline basis functions we need to
introduce knot vectors.

A knot vector in one dimension is a non-decreasing vector of real numbers

Ξ = (ξ1, ξ2, . . . , ξn+p+1) ,

where p is the polynomial degree and n is the number of basis functions. Knot values may be repeated, i. e.
ξ1 ≤ ξ2 ≤ · · · ≤ ξn+p+1. Without loss of generality, we can assume that ξ1 = 0 and ξn+p+1 = 1. In the following
we always make use of open knot vectors, that is, the first and the last knots appear exactly p+ 1 times:

0 = ξ1 = ξp+1 < ξp+2 ≤ · · · ≤ ξn < ξn+1 = ξn+p+1 = 1.

We also introduce the vector

Z = (ζ1, . . . , ζnbp
), with 0 = ζ1 < · · · < ζnbp

= 1.

of knots without repetitions, also called breakpoint vector. For any breakpoint ζj ∈ Z, we define mj as its

multiplicity in Ξ. The breakpoint vector forms a partition of the parametric domain Ω̂ = (0, 1).
B-spline basis functions of degree p are defined recursively by means of Cox-de Boor formula: for all 1 ≤ i ≤ n

we set

B0
i (x) =

{
1 if ξi ≤ x < ξi+1,

0 otherwise,

Bpi (x) =
x− ξi
ξi+p − ξi

Bp−1
i (x) +

ξi+p+1 − x
ξi+p+1 − ξi+1

Bp−1
i+1 (x), p ≥ 1,

(2.1)

where we assume that if a denominator is zero, the corresponding coefficient is defined to be zero. These n
B-spline functions are linear independent non-negative piecewise polynomials of degree p, with p−mj continuous
derivatives at the breakpoint ζj , j ∈ { 2, . . . , nbp − 1 }. They form a partition of unity, namely

n∑
i=1

Bpi (x) = 1, ∀x ∈ [0, 1],

and, since the knot vector is open, they are interpolatory at the first and last knots. The space of splines of
degree p is denoted by

Sp ≡ Sp(Ξ) := span {Bpi }
n
i=1 .

If p−mj = r for all j ∈ { 2, . . . , nbp − 1 }, we indicate by Spr the space of splines of degree p that are globally
Cr-continuous.

Assumption 1. In the following we will make use of spline spaces Spr that are at least globally C1-continuous,
i.e., with p ≥ 2 and r ≥ 1.
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The definition of spline spaces can be extended to the two-dimensional case by means of tensor product
structure. Let Ω̂ = (0, 1)2 ⊂ R2 be an open parametric domain and (Ξδ)

2
δ=1 a set of open knot vectors. This

then defines a mesh Qh on (0, 1)2, namely, a partition of the parametric domain into two-dimensional elements:

Qh ≡ Qh(Ξ1,Ξ2)

:=
{
Q =

(
ζ1
i , ζ

1
i+1

)
×
(
ζ2
j , ζ

2
j+1

)
| 1 ≤ i < nbp1

, 1 ≤ j < nbp2

}
.

The parameter h will be referred to as global mesh size and it is defined as:

h := max
1≤k≤2

1≤i≤m+p+1

{hk,i},

where we have defined hk,i := |ζk,i+1 − ζk,i| and ζk,i denotes the i-th break point in the break point vector Zk.

Assumption 2. We assume that the knot vectors are quasi-uniform, that is, there exists α > 0, independent of
h, such that each nonempty knot span (ξk,i, ξk,i+1) fulfils αh ≤ ξk,i+1 − ξk,i, for 1 ≤ k ≤ 2.

For each multi-index
i ∈ I := { (i1, i2) | 1 ≤ i1 ≤ n1, 1 ≤ i2 ≤ n2 } ,

given a vector of polynomial degrees p = (p1, p2), we define the bivariate B-spline basis functions as:

Bp
i = Bp1

i,1 ⊗B
p2

j,2,

where any Bpδiδ,δ is a univariate B-spline basis function of the form (2.1). The tensor-product spline space Ŝp is
the space spanned by the bivariate B-spline basis functions:

Ŝp = Ŝp(Ξ1,Ξ2) = Sp1(Ξ1)⊗ Sp2(Ξ2) := span {Bp
i }i∈I .

Given the vector r = (r1, r2), with 0 ≤ rδ ≤ pδ, we indicate by Ŝpr the space of splines of degree pδ that are

globally Crδ -continuous along the δ-th parametric direction, for δ = 1, 2. A spline function ŝ ∈ Ŝpr is written as

ŝ(x̂, ŷ) =
∑
i∈I

CiB
p
i (x̂, ŷ),

where the Ci are the degrees-of-freedom or control points of ŝ. Throughout the paper we assume that all meshes
are quasi-uniform. For the sake of simplicity, in the following we assume that the spline degree is the same for
both the parametric directions, i.e. p1 = p2 = p. Moreover we assume that n1 = n2 = n, nbp1

= nbp2
= nbp and

r1 = r2 = r.

3 A mortar C1 multi-patch model problem

Let Ω ⊂ R2 be a bounded connected domain with a piecewise polynomial boundary. We consider the following
fourth order elliptic problem with homogeneous boundary conditions

∆2u = f in Ω

u = 0 on ∂Ω

∂nu = 0 on ∂Ω.

(3.1)

We recall that a possible variational formulation of (3.1) is: Find u ∈ H2
0 (Ω) such that∫

Ω

∇(∇u) : ∇(∇v) dx =

∫
Ω

fv dx, ∀v ∈ H2
0 (Ω). (3.2)

In (3.2), f is required to be a functional of H−2(Ω) = (H2
0 (Ω))′. The mortar method applies to a decomposition

of the domain Ω into non-overlapping subdomains, i.e., we introduce a family of open sets {Ωk}k∈IΩ
such that

Ω =
⋃
k∈IΩ

Ωk, Ωk ∩ Ω` = ∅ ∀ k, ` ∈ IΩ, k 6= `,

3



where IΩ is the finite set of patch indices. The skeleton Σ of the decomposition is defined by

Σ :=
⋃
k∈IΩ

∂Ωk \ ∂Ω,

and admits a partition. Indeed, for every pair k, k′ ∈ IΩ such that ∂Ωk ∩ ∂Ωk′ 6= ∅, we can define

Γk,k′ = ∂Ωk ∩ ∂Ωk′ ,

and then, enumerating all the interfaces {Γk,k′} ↔ {Γ`}`∈IΣ
, we can write

Σ =
⋃
`∈IΣ

Γ`,

where IΣ is the finite set of interface indices. Moreover, each interface Γ` can be associated to a pair of indices,
m(`) and s(`), such that Γ` = Ωm(`) ∩ Ωs(`). We will refer to Ωm(`) as the primary subdomain of Γ` and to
Ωs(`) as the secondary subdomain, (this choice is arbitrary). We denote by n` the outer normal to Γ` from the
primary side, while ∂n(·) := ∂(·)/∂n` is the outer normal derivative on Γ` along n`.

In what follows, we will denote by C a positive, dimensionless constant, possibly different at each occurrence
and independent from h.

Assumption 3. Each subdomain Ωk is the image of the parametric space Ω̂ = (0, 1)2 by a spline geometry

mapping Fk : Ω̂→ Ωk, with Fk ∈ Ŝpr × Ŝpr , satisfying det∇Fk > 0.

Assumption 4. We assume that the meshes are C0-conforming, that is for all ` ∈ IΣ, the mesh that Γ` inherits
from Ωm(`) coincides with the one that it inherits from Ωs(`), and hence the mesh size on Γ` can be simply
denoted, with abuse of notation, as

h` := hm(`) ' hs(`) ' h.

In the following we will indicate with IV the set of indices that enumerate the vertices {Vi}i∈IV of the
decomposition, i.e. the vertices of Σ, while we will denote by IV,k the set of indices of the four corners of the

patch Ωk. The four corners on the reference domain Ω̂ are denoted by V̂i,k := F−1
k (Vi), or with the more compact

notation V̂i ≡ V̂i,k, when k is fixed.
For every k ∈ IΩ we define the space H2

∗ (Ωk) as

H2
∗ (Ωk) :=

{
vk ∈ H2(Ωk)

∣∣ vk = ∂nvk = 0, on ∂Ω ∩ ∂Ωk
}
.

In the sequel we make use of finite dimensional spaces of functions that satisfy the following requirements:

• their restriction on Ωk belongs to H2
∗ (Ωk), for all k ∈ IΩ;

• they are C0 on the whole domain Ω;

• they are C2 at the vertices;

hence we introduce the space

X :=

{
v ∈

∏
k∈IΩ

H2
∗ (Ωk)

∣∣∣∣∣ J∂nvKΓ` ∈ H
1/2
00 (Γ`), ∀` ∈ IΣ

}
∩H1(Ω),

where J·KΓ` denotes the jump defined as the trace from the secondary side s(`) minus the trace from the primary
side m(`), equipped with the norm

‖v‖2X :=
∑
k∈IΩ

‖v‖2H2(Ωk) +
∑
`∈IΣ

‖J∂nvKΓ`‖2H1/2
00 (Γ`)

. (3.3)

We define the continuous Lagrange multipliers space as

M :=
∏
`∈IΣ

H
−1/2(Γ`).
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Let us introduce the continuous bilinear form on X ×X

a(u, v) :=
∑
k∈IΩ

∫
Ωk

∇(∇u) : ∇(∇v) dx,

and the continuous bilinear form on X ×M

b(v, µ) :=
∑
`∈IΣ

∫
Γ`

µJ∂nvKΓ` dσ

Let us consider the linear continuous operator B : X →M ′, defined as

〈Bv, µ〉M ′×M = b(v, µ), ∀v ∈ X, ∀µ ∈M.

The following characterization holds:

H2
0 (Ω) = { v ∈ X | b(v, µ) = 0, ∀µ ∈M } = kerB. (3.4)

Lemma 1. For all u ∈ H2
0 (Ω) there exists a constant C > 0 such that

‖u‖H2(Ω) ≤ C|u|H2(Ω)

Proof. For the proof we refer to [23, Chapitre III, Lemme 11.1].

Corollary 1. The norms |u|H2(Ω) and ‖u‖H2(Ω) are equivalent for all u ∈ H2
0 (Ω).

We introduce the following saddle point problem: Find (u, µ) ∈ X ×M such that{
a(u, v) + b(v, µ) = f(v) ∀v ∈ X

b(u, ψ) = 0 ∀ψ ∈M.
(3.5)

Theorem 1. The saddle point problem (3.5) has a unique solution.

Proof. From (3.4) and Lemma 1 it follows that a is coercive on kerB. Further, by construction it holds
ImB = M ′. Hence, from [24, Theorem 4.2.1], the existence and uniqueness for the solution of (3.5) follows.

Proposition 1. If (u, µ) ∈ X ×M is the solution of problem (3.5), then u ∈ H2
0 (Ω) and is the solution of

problem (3.2). Furthermore if u ∈ H3(Ω), for all ` ∈ IΣ, then it holds

µ|Γ` = (∂ttu−∆u) |Γ` . (3.6)

Proof. Let (u, µ) ∈ X ×M be the solution of (3.5). Choosing ψ|Γ` = J∂nuKΓ` , from the second equation of (3.5)
we obtain u ∈ H2

0 (Ω). Now, for all v ∈ H2
0 (Ω), the first equation of (3.5) becomes∫

Ω

∇(∇u) : ∇(∇v) dx =

∫
Ω

fv dx,

which coincides with (3.2).
Let us assume the solution u being also in H3(Ω). For all v ∈ X, it holds∫

Ω

fv dx =

∫
Ω

∆2uv dx =
∑
k∈IΩ

∫
Ωk

∆u∆v dx+
∑
`∈IΣ

∫
γ`

−∆uJ∂nvKΓ` dσ

=
∑
k∈IΩ

∫
Ωk

∇(∇u) : ∇(∇v) dx+
∑
`∈IΣ

∫
γ`

(−∆uJ∂nvKΓ` + ∂ttuJ∂nvKΓ` − ∂ntuJ∂tvKΓ`) dσ

=
∑
k∈IΩ

∫
Ωk

∇(∇u) : ∇(∇v) dx+
∑
`∈IΣ

∫
γ`

(−∆uJ∂nvKΓ` + ∂ttuJ∂nvKΓ`) dσ

= a(u, v) + b(v, µ),

with

µ|Γ` := (∂ttu−∆u) |Γ` .

The statement follows from the uniqueness of the solution of (3.5).
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4 The isogeometric mortar formulation

Let us define the isogeometric space on each Ωk by

Spr (Ωk) :=
{
vk = v̂k ◦ F−1

k

∣∣∣ v̂k ∈ Ŝpr (Ξk)
}
,

recalling that Spr (Ξk) is the spline space of degree p ≥ 2 and regularity r ≥ 1 on the parametric domain Ω̂ and

Fk is the spline parametrization from Ω̂ to Ωk, introduced in Assumption 3. Let us now introduce the local
primal space

Xk,h := Spr (Ωk) ∩H2
∗ (Ωk). (4.1)

On Ω we define the space of isogeometric functions with C0-continuity constraints along the skeleton Σ and
C2-continuity at the vertices of the decomposition

Xh :=
{
v ∈ C0(Ω) : v|Ωk ∈ Xk,h, ∀k ∈ IΩ and v ∈ C2(Vi), ∀i ∈ IV

}
. (4.2)

Proposition 2. We have Xh ⊂ X.

Proof. Since J∂nvKΓ` ∈ C0(Γ`) and v ∈ C2(Vi), ∀i ∈ IV , J∂nvKΓ` is zero at the endpoints of Γ`, it holds

J∂nvKΓ` ∈ H
1/2
00 (Γ`), which yields the thesis.

Furthermore we denote the mortar kernel as

Vh := { vh ∈ Xh | b(vh, µh) = 0, ∀µh ∈Mh } . (4.3)

Vh is the isogeometric space with weak C1-continuity that depends on Mh :=
∏
`∈IΣ

M`. Mh is a finite
dimensional subspace of M , that will be defined later. Now we are able to define the weak formulation of the
model problem as a saddle point problem with C1-mortar constraints along Σ:

Find (uh, τh) ∈ Xh ×Mh such that{
a(uh, vh) + b(vh, τh) = f(vh) ∀vh ∈ Xh

b(uh, µh) = 0 ∀µh ∈Mh.
(4.4)

The choice of the discrete Lagrange multipliers space Mh plays an essential role for the stability and the optimality
of the discretization.

4.1 Approximation properties of Xh

We consider the operator defined in [25, Equation 2.29] Π̃h : H1(0, 1)→ Sp, such that

Π̃h(v̂)(x̂) =

n∑
j=1

λ̃pj (v̂)Bpj (x̂), (4.5)

where v̂ is a continuous function defined on the parametric interval (0, 1), λ̃pj is a dual basis with λ̃p1(v̂) = v̂(0),

λ̃pn(v̂) = v̂(1) and λ̃pj (v̂) for 2 ≤ j ≤ n − 1 is defined, e.g., as in [22, Theorem 4.41]. By tensorization we can

generalize (4.5) to the bivariate setting, obtaining Π̃h : H1(Ω̂)→ Sp × Sp

Π̃h(v̂)(x̂, ŷ) =

n∑
i,j=1

λ̃pi,j(v̂)Bp(i,j)(x̂, ŷ), (4.6)

where λ̃pi,j = λ̃pi ⊗ λ̃
p
j . See Figure 1 for a visualization of the dual basis. We recall that, from [22, 25] the following

bounds hold:

|λ̃pi,j(v̂)| ≤ Ch−1‖v̂‖
L2
(

suppBp
(i,j)

), 2 ≤ i, j ≤ n− 1,

|λ̃pi,1(v̂)| ≤ Ch−1/2‖v̂‖L2((suppBpi )×{0}), 2 ≤ i ≤ n− 1,

|λ̃pi,n(v̂)| ≤ Ch−1/2‖v̂‖L2((suppBpi )×{1}), 2 ≤ i ≤ n− 1, (4.7)

|λ̃p1,j(v̂)| ≤ Ch−1/2‖v̂‖L2({0}×(suppBpj )), 2 ≤ j ≤ n− 1,

|λ̃pn,j(v̂)| ≤ Ch−1/2‖v̂‖L2({1}×(suppBpj )), 2 ≤ j ≤ n− 1.
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(1, 1)

(1, n)

(n, 1)

(n, n)

Figure 1: The dual basis λ̃pi,j appearing in (4.6) has a different support depending of i, j. For the indices depicted

in blue, that is λ̃p1,1, λ̃pn,1, λ̃p1,n and λ̃pn,n, the support is the corresponding vertex. For the green indices the

supports are proper intervals of the boundary edges ∂Ω̂. For the indices in red, the support of λ̃pi,j is the same of
the corresponding basis function Bpi,j .

Furthermore Π̃h(v̂) on each edge of ∂Ω̂ only depends on v̂ on the given edge.

Remark 1. As Ω̂ ⊂ R2 is a bounded connected domain with a Lipschitz boundary, if s > 3 the following Sobolev
compact embedding holds, see [26, Theorem 6.2],

Hs(Ω̂) ⊂ C2(Ω̂).

Definition 1. Given an integer s ≥ 0, the bent Sobolev space of order s, Hs(Ω̂), is the space of functions that
are in Hs(Q) for all elements Q of the mesh and have matching traces, up to min{r, s− 1} order derivatives, at
the interelement interfaces. The seminorms and norm of Hs are defined as

|v|2Hi(Ω̂)
:=

∑
Q∈Qh

|v|2Hi(Q), 0 ≤ i ≤ s,

‖v‖2Hs(Ω̂)
:=

s∑
i=0

|v|2Hi(Ω̂)
.

Bent Sobolev spaces on subdomains of Ω̂, on Ω, and its subspaces, are constructed in a similar way, see [21] for
more details.

Proposition 3. Let m, s and t be integers such that s ≥ 4 and 0 ≤ t ≤ m ≤ min{p+ 1, s}. Then, there exists

an operator Π̂k,h : Hs(Ω̂)→ Spr such that

Π̂k,hv̂ = v̂, ∀ v̂ ∈ Spr ,

for all ι ∈ IV,k,

(Π̂k,hv̂)(V̂ι) = v̂(V̂ι)

∇(Π̂k,hv̂)(V̂ι) = ∇v̂(V̂ι)

H(Π̂k,hv̂)(V̂ι) = H v̂(V̂ι),

(4.8)

where H(·)(·) is the Hessian matrix, and, for all v̂ ∈ Hs(Ω̂)∥∥∥v̂ − Π̂k,hv̂
∥∥∥
Ht(Ω̂)

≤ C hm−t‖v̂‖Hr(Ω̂), (4.9)

and, for each edge Γ̂ ⊂ ∂Ω̂, we have

‖∇(v̂ − Π̂k,hv̂)‖L2(Γ̂) + h |∇(v̂ − Π̂k,hv̂)|H1(Γ̂) ≤ C h
m−3/2‖v̂‖Hr(Ω̂), (4.10)

with r = max { 4,m }.
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Proof. We modify the operator Π̃h defined in (4.6) in order to fulfill (4.8). It is convenient to distinguish the
degrees of freedom that are involved in the C2 interpolation at the corners from the others on the boundary and
the remaining ones in the interior of the patch. Hence we define

IC :=
{

i = (i, j) ∈ I
∣∣∣ ∃ι ∈ IV,k : V̂ι ∈ supp(B(i,j))

}
.

For all (i, j) ∈ I \ IC , λi,j can be defined as

λi,j := λ̃i,j .

Otherwise, for all (i, j) ∈ IC , the functionals λi,j have to be defined to fit the following constraints

Π̂k,hv̂(V̂ι) = v̂(V̂ι), ∂x̂x̂Π̂k,hv̂(V̂ι) = ∂x̂x̂v̂(V̂ι)

∂x̂Π̂k,hv̂(V̂ι) = ∂x̂v̂(V̂ι) ∂x̂ŷΠ̂k,hv̂(V̂ι) = ∂x̂ŷ v̂(V̂ι) (4.11)

∂ŷΠ̂k,hv̂(V̂ι) = ∂ŷ v̂(V̂ι) ∂ŷŷΠ̂k,hv̂(V̂ι) = ∂ŷŷ v̂(V̂ι),

for all ι ∈ IV,k. It is easy to see that (4.11) is a well posed interpolation problem that determines λi,j for all

(i, j) ∈ IC . In particular, for V̂ι = (0, 0) and
{
λi,j
}
i+j≤4

, we obtain



1 0 0 0 0 0
−1 1 0 0 0 0
−1 0 1 0 0 0

h1,1+h1,2

h1,1
− 2h1,1+h1,2

h1,1
0 1 0 0

1 −1 −1 0 1 0
h2,1+h2,2

h2,1
0 − 2h2,1+h2,2

h2,1
0 0 1




λ1,1

λ2,1

λ1,2

λ3,1

λ2,2

λ1,3

 =



v̂(0, 0)
h1,1

p1
∂x̂v̂(0, 0)

h2,1

p2
∂ŷ v̂(0, 0)

h1,1(h1,1+h1,2)
p1(p1−1) ∂x̂x̂v̂(0, 0)
h1,1h2,1

p1p2
∂x̂ŷ v̂(0, 0)

h2,1(h2,1+h2,2)
p2(p2−1) ∂ŷŷ v̂(0, 0)


,

where the coefficient matrix is non-singular, since it is lower-triangular. Assuming shape-regularity and thanks
to Assumption 2, if v̂ ∈ H4(Ω̂), we obtain∑

i+j≤4

|λi,j v̂| ≤ C
(
|v̂(0, 0)|+ h‖∇v̂(0, 0)‖+ h2‖Hv̂(0, 0)‖

)
, (4.12)

where ‖·‖ denotes the vector or matrix norm and C is independent of h. A similar bound holds for all |λi,j | with
(i, j) ∈ IC . Assume now that Q ∈ Qh satisfies Q ⊆ ∪i+j≤4 supp(Bp(i,j)), then we have

‖Π̂k,h(v̂)‖L2(Q) ≤
∑

(i,j): Q⊆supp(Bp
(i,j)

)

|λi,j v̂|‖Bp(i,j)‖L2(Q)

≤ C
∑

(i,j): Q⊆supp(Bp
(i,j)

)

i+j>4

h|λi,j v̂|+ C
∑
i+j≤4

h|λi,j v̂|.
(4.13)

Then, from (4.7), (4.12) and (4.13), we conclude that

‖Π̂k,hv̂‖L2(Q) ≤ C
(
‖v̂‖L2(Q̃) + h

1/2‖v̂‖L2(∂Q̃∩∂Ω̂) + h|v̂(0, 0)|+ h2‖∇v̂(0, 0)‖+ h3‖Hv̂(0, 0)‖
)

= C |||v̂|||Q̃ ,
(4.14)

where Q̃ is the support extension of Q, that is the union of the supports of basis functions whose support
intersects Q, and |||·|||Q̃ is a short notation for the sum of norms appearing on the right-hand-side of (4.14). Let

us consider a linear parametrization T : [0, 1]2 → Q̃ of Q̃, i.e. T ([0, 1]2) = Q̃. Thanks to a scaling argument, it
holds

‖v̂‖L2(∂Q̃∩∂Ω̂) ≤ Ch
1/2‖v̂ ◦ T‖L2(T−1(∂Q̃∩∂Ω̂)) ≤ Ch

1/2‖v̂ ◦ T‖H1([0,1]2)

= Ch
1/2
(
‖v̂ ◦ T‖L2([0,1]2) + |v̂ ◦ T |H1([0,1]2)

)
≤ Ch1/2

(
h−1‖v̂‖L2(Q̃) + |v̂|H1(Q̃)

)
= C

(
h−

1/2‖v̂‖L2(Q̃) + h
1/2|v̂|H1(Q̃)

) (4.15)
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and

|v̂(0, 0)| ≤ |v̂(T (0, 0))| ≤ C
(
‖v̂ ◦ T‖L2(T−1(∂Q̃∩∂Ω̂)) + |v̂ ◦ T |H1(T−1(∂Q̃∩∂Ω̂))

)
≤ C

(
‖v̂ ◦ T‖L2(T−1(Q̃)) + |v̂ ◦ T |H1(T−1(Q̃)) + |v̂ ◦ T |H2(T−1(Q̃))

)
≤ C

(
h−1‖v̂‖L2(Q̃) + |v̂|H1(Q̃) + h|v̂|H2(Q̃)

)
Similarly, it also holds

|∇v̂(0, 0)| ≤ C
(
h−1|v̂|H1(∂Q̃) + |v̂|H2(∂Q̃) + h|v̂|H3(∂Q̃)

)
and

|Hv̂(0, 0)| ≤ C
(
h−1|v̂|H2(∂Q̃) + |v̂|H3(∂Q̃) + h|v̂|H4(∂Q̃)

)
.

Following an argument like in [21, Lemma 3.1], we can prove that for any v̂ ∈ Hs(Q̃) with s ≥ 4, there exists a
spline ŝ ∈ Spr such that

|||v̂ − ŝ|||Q̃ + ht|v̂ − ŝ|Ht(Q̃) ≤ C h
s‖v̂‖Hs(Q̃).

Combining the previous results and a standard inverse inequality, when Q ⊆ ∪i+j≤4 supp(Bpi,j)

|v̂ − Π̂k,hv̂|Ht(Q) = |v̂ − ŝ− Π̂k,h(v̂ − ŝ)|Ht(Q)

≤ |v̂ − ŝ|Ht(Q) + C h−t‖Π̂k,h(v̂ − ŝ)‖L2(Q)

≤ |v̂ − ŝ|Ht(Q) + C h−t |||v̂ − ŝ|||Q̃
≤ C hm−t‖v̂‖Hr(Q̃).

(4.16)

We remark that the same construction can be repeated for all V̂ι, with ι ∈ IV,k, and (4.16) holds for Q *
∪i+j≤4 supp(Bp(i,j)), as proved in [21]. Finally (4.9) follows by summation over all mesh elements.

In order to prove (4.10) we proceed similarly. Given a mesh element Q adjacent to the boundary ∂Ω̂, let E

be one edge of ∂Q on ∂Ω̂. Reasoning as in (4.15) and thanks to (4.16), if we set η := v̂ − Π̂k,hv̂, we obtain

‖∇η‖L2(E) ≤ C
(
h−

1/2‖∇η‖L2(Q) + h
1/2|∇η|H1(Q)

)
≤ C

(
h−

1/2|η|H1(Q) + h
1/2|η|H2(Q)

)
≤ Chm−3/2‖v̂‖Hr(Q)

and

‖∇η‖H1(E) ≤ C
(
h−

1/2|∇η|H1(Q) + h
1/2|∇η|H2(Q)

)
≤ C

(
h−

1/2|η|H2(Q) + h
1/2|η|H3(Q)

)
≤ Chm−5/2‖v̂‖Hr(Q).

Then (4.10) follows. Note also that ∇v̂ −∇Π̂k,hv̂ ∈ H1
0 (Γ̂) for each edge Γ̂ of ∂Ω̂. Indeed ∇v̂ is interpolated at

the vertices, that is ∇v̂ −∇Π̂k,hv̂ vanishes at the endpoints of Γ̂.

Proposition 4. Let m, s and t be integers such that s ≥ 4 and 0 ≤ t ≤ m ≤ min{p+ 1, s}. Then, there exists
an operator Πk,h : Hs(Ωk) ∩H2

∗ (Ωk)→ Xk,h such that

Πk,hv = v, ∀v ∈ Xk,h,

with

(Πk,hv)(Vι) = v(Vι)
∇(Πk,hv)(Vι) = ∇v(Vι)
H(Πk,hv)(Vι) = H v(Vι),

(4.17)

for all ι ∈ IV,k, and
‖v −Πk,hv‖Ht(Ωk) ≤ C h

m−t‖v‖Hr(Ωk). (4.18)
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Moreover, for each edge Γ of ∂Ω, we have

‖∇(v −Πk,hv)‖L2(Γ) + h |∇(v −Πk,hv)|H1(Γ) ≤ C hm−
3/2‖v‖Hr(Ω), (4.19)

with r = max { 4,m }.

Proof. We define the projector Πk,h : Hs(Ωk) ∩H2
∗ (Ωk)→ Xk,h as

Πk,hv := (Π̂k,h(v ◦ Fk)) ◦ F−1
k , ∀ v ∈ Hs(Ωk) ∩H2

∗ (Ωk),

where Π̂k,h is defined in Proposition 3. Then, (4.17) follows from (4.11) and the chain rule. Also (4.18)-(4.19)
follow from the chain rule, see [21, Section 3] for more details.

4.2 Approximation properties of Vh

The aim of this section is to prove the estimate

inf
vh∈Vh

‖u− vh‖X ≤ Chp−1‖u‖Hp+1(Ω),

where ‖·‖X is the norm defined in (3.3). Since Vh depends on the choice of Mh, the estimate also depends on
Mh. Postponing specific constructions, we ask in general the following.

Assumption 5. For every Γ` ∈ IΣ and for any τ ∈ Hp−3/2(Γ`), it holds

inf
µh∈M`

‖τ − µh‖L2(Γ`) ≤ Ch
p−3/2‖τ‖Hp−3/2(Γ`)

.

Proposition 5. Let m, s and t be integers such that s ≥ 4 and 0 ≤ t ≤ m ≤ min{p + 1, s}. There exists a
multi-patch operator Πh : Hs(Ω) ∩H2

∗ (Ω)→ Xh such that

‖v −Πhv‖X ≤ C hm−2 ‖v‖Hr(Ω),

with r = max { 4,m }.

Proof. Let v be in Hs(Ω) ∩H2
∗ (Ω). We define Πh as

(Πhv)|Ωk = Πk,h(v|Ωk), ∀k ∈ IΩ.

We only need to prove that, for all ` ∈ IΣ,

‖J∂nv − ∂nΠhvK‖H1/2(Γ`)
≤ C hm−2 ‖v‖Hr(Ωm(`)∪Ωs(`)).

From (4.19), it holds

‖(∇v −∇Πhv)|Ωs(`)‖L2(Γ`) ≤ C h
m−3/2‖v‖Hs(Ωs(`)),

‖(∇v −∇Πhv)|Ωs(`)‖H1(Γ`) ≤ C h
m−5/2‖v‖Hr(Ωs(`)).

Interpolating between L2(Γ`) and H1(Γ`), we get

‖(∇v −∇Πhv)|Ωs(`)‖H1/2(Γ`)
≤ C hm−2|v|Hr(Ωs(`)).

Similarly, we also obtain
‖(∇v −∇Πhv)|Ωm(`)

‖H1/2(Γ`)
≤ C hm−2|v|Hr(Ωm(`)).

Finally, it holds

‖J∂nv − ∂nΠhvK‖H1/2(Γ`)
≤ ‖(∇v −∇Πhv)|Ωs(`)‖H1/2(Γ`)

+ ‖(∇v −∇Πhv)|Ωm(`)
‖H1/2(Γ`)

≤ C hm−2 ‖v‖Hr(Ωm(`)∪Ωs(`)).
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Figure 2: Degrees of freedom for the trace space W` (green).

We introduce the mortar projectionMh : L2(Σ)→Wh. Here the discrete trace derivative space Wh is defined
as Wh :=

∏
`∈IΣ

W`, where

W` :=

{
w ∈ L2(Γ`)

∣∣∣∣∣ w = ∂nvh|Γ` ,
vh ∈ Xs(`),h ∩H1

0

(
Ωs(`)

)
, ∂nvh|∂Ωs(`)\Γ̊` = 0

}
. (4.20)

Remark 2. Functions in W` are zero with zero derivative at the endpoints of the interface Γ`.

Remark 3. Observe that the degrees-of-freedom (control points) associated to the function vh appearing in (4.20)
that are relevant for W` are not involved in W`′ , `

′ 6= `. In Figure 2 the degrees of freedom associated to the
C2-constraints on the vertices are marked in red, the ones associated with the C0-constraints along the interfaces
are marked in blue, while the degrees of freedom of vh such that ∂nvh generates W` are depicted in green.

Proposition 6. For each w ∈ H1/2
00 (Γ`), it holds

inf
wh∈W`

‖w − wh‖L2(Γ`) ≤ C h
1/2 ‖w‖H1/2(Γ`)

. (4.21)

Proof. We observe that, given w ∈ H
1/2
00 (Γ`), there exists v ∈ H2(Ωs(`)) ∩ H1

0 (Ωs(`)) such that ∂nv|Γ` = w,
∂nvh|∂Ωs(`)\Γ̊` = 0 and ‖v‖H2(Ωs(`)) ≤ ‖w‖H1/2(Γ`)

.

Let us introduce the following space with boundary conditions

X00
` :=

{
v ∈ H2(Ωs(`)) ∩H1

0 (Ωs(`))
∣∣∣ ∂nv|∂Ωs(`)\Γ̊` = 0

}
and its discrete counterpart

X00
`,h :=

{
vh ∈ Xs(`),h ∩H1

0 (Ωs(`))
∣∣∣ ∂nvh|∂Ωs(`)\Γ̊` = 0

}
.

Reasoning as in [21, Lemma 3.6], we can define a projector Π00
s(`),h : X00

` → X00
`,h such that, thanks to an argument

similar to the proof of 3, it satisfies

‖∇(v −Π00
s(`),hv)‖L2(Γ`) ≤ C h

1/2‖v‖H2(Ωs(`)).

Thus, we can define a projector Ph,` : H
1/2
00 (Γ`)→W` as Ph,`(w) := (∂nΠ00

s(`),hv)|Γ` .
Finally, it holds

‖w − Ph,`w‖L2(Γ`) = ‖∂nv − ∂nΠs(`),hv‖L2(Γ`) ≤ ‖∇(v −Π00
s(`),hv)‖L2(Γ`) ≤ Ch

1/2|v|H2(Ωs(`))

≤ Ch1/2‖w‖H1/2(Γ`)
.

We define the mortar projection Mh by

(Mhv)|Γ` :=M`(v|Γ`), ∀v ∈ L2(Σ),

where, for every ` ∈ IΣ, the local projection M` : L2(Γ`)→W` is defined as∫
Γ`

M`v µ dσ =

∫
Γ`

v µ dσ, ∀µ ∈M`.

In order to guarantee the well-posedness of the mortar projection the following assumption is introduced.

11



Assumption 6. For every ` ∈ IΣ the discrete trace space W` and the discrete multiplier space M` have the
same dimension, i.e., dim(W`) = dim(M`), and there exists a constant β` > 0 independent of h such that

sup
wh∈W`

∫
Γ`
wh µhdσ

‖wh‖L2(Γ`)
≥ β`‖µh‖L2(Γ`), ∀µh ∈M`.

Remark 4. Given Assumption 6, it follows from [24, Proposition 3.4.3] that, for every ` ∈ IΣ, it holds

sup
µh∈M`

∫
Γ`
wh µhdσ

‖µh‖L2(Γ`)
≥ β`‖wh‖L2(Γ`), ∀wh ∈W`.

Corollary 2. Given Assumption 6, for every ` ∈ IΣ the mortar projection M` : L2(Γ`)→W` is well defined
and L2-stable.

Proof. From Assumptions 6 and from [24, Proposition 3.4.3] the matrix B associated with the scalar product
(w, µ)L2 on W` ×M` is square and invertible, so M` is weel defined. Moreover, from [24, Theorem 4.2.3] it
follows that M` is L2-stable.

Lemma 2. Given Assumption 6, for every ` ∈ IΣ and for every v ∈ H1/2
00 (Γ`), there exists a constant C > 0

such that
‖v −M` v‖L2(Γ`) ≤ C h

1/2‖v‖H1/2(Γ`)
.

Furthermore, the mortar projection M` is H
1/2
00 -stable.

Proof. From Corollary 2, the mortar projection M` is well-defined and L2-stable. Let w ∈ H1
00(Γ`) and let Ph,`

be the spline approximation operator as in the proof of Proposition 6. It holds

‖w −M` w‖L2(Γ`) ≤ ‖w − Ph,`w −M`(w − Ph,`w)‖L2(Γ`)

≤ C‖w − Ph,`w‖L2(Γ`) ≤ C h
1/2‖w‖H1/2(Γ`)

.
(4.22)

For what concern the H
1/2
00 -stability, using the inverse inequality for splines and (4.22), we have

‖M` w‖H1/2(Γ`)
≤ ‖w‖H1/2(Γ`)

+ ‖w −M` w‖H1/2(Γ`)
≤ ‖w‖H1/2(Γ`)

+ Ch−
1/2‖w −M` w‖L2(Γ`)

≤ C‖w‖H1/2(Γ`)
.

In addition to the local projector M`, for every ` ∈ IΣ, we introduce the dual operator M∗` : L2(Γ`)→M`

by ∫
Γ`

M∗`µ v dσ =

∫
Γ`

µ v dσ, ∀v ∈W`. (4.23)

Lemma 3. Given Assumptions 5, 6, for every ` ∈ IΣ, the dual operator M∗` : L2(Γ`)→M` is well-defined and
L2-stable. Furthermore, there exists a constant C > 0 such that, for all µ ∈ Hp−3/2(Γ`), it holds

‖µ−M∗` µ‖L2(Γ`) ≤ C h
p−3/2 ‖µ‖Hp−3/2(Γ`)

. (4.24)

Proof. As in the proof of Corollary 2, Assumption 6 guarantees thatM∗` is well-defined. Combining Assumption 6
with (4.23), we get

‖M∗` µ‖L2(Γ`) ≤
1

β`
sup

wh∈W`

∫
Γ`
M∗` µwh dσ
‖wh‖L2(Γ`)

≤ 1

β`
sup

wh∈W`

∫
Γ`
µwh dσ

‖wh‖L2(Γ`)

≤ 1

β`
sup

wh∈W`

‖µ‖L2(Γ`)‖wh‖L2(Γ`)

‖wh‖L2(Γ`)
=

1

β`
‖µ‖L2(Γ`).
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The approximation property ofM∗` follows from Assumption 5. Indeed, for µ ∈ Hp−3/2(Γ`), let µh ∈M` be such
that

‖µ− µh‖L2(Γ`) ≤ Ch
p−3/2‖µ‖Hp−3/2(Γ`)

,

then

‖µ−M∗`µ‖L2(Γ`) = ‖µ− µh −M∗` (µ− µh)‖L2(Γ`)

≤ C ′‖µ− µh‖L2(Γ`) ≤ C h
p−3/2 ‖µ‖Hp−3/2(Γ`)

.

We can now address the study of the properties of Vh.

Lemma 4. There exists a constant C > 0, independent of h and |IΩ|, such that, for every vh ∈ Vh, it holds∑
k∈IΩ

‖vh‖2H2(Ωk) ≤ C
∑
k∈IΩ

|vh|2H2(Ωk).

Proof. The proof follows the lines of [27, Theorem 1]. We first demonstrate that for all vh ∈ Vh it holds∑
k∈IΩ

‖∂xvh‖2L2(Ωk) ≤ C
∑
k∈IΩ

|vh|2H2(Ωk). (4.25)

For any (x, y) ∈ Ω, let (a, y), (b, y) ∈ ∂Ω be the endpoints of a segment that contains (x, y) and let us define

IJa, xK := { t ∈ Ja, xK | (t, y) ∈ Γ } ,

then:

∂xvh(x, y) =

∫ x

a

∂xxvh(t, y) dt+
∑

t`∈IJa,xK

J∂xvhKΓ`(t`, y). (4.26)

The first term in the right-hand side of (4.26) is bounded by∣∣∣∣∫ x

a

∂xxvh(t, y) dt

∣∣∣∣ ≤ ∫ b

a

|∂xxvh(t, y)| dt ≤ (b− a)
1/2

(∫ b

a

|∂xxvh(t, y)|2dt

)1/2

,

while the second term is bounded by∣∣∣∣∣∣
∑

t`∈IJa,xK

J∂xvhKΓ`(t`, y)

∣∣∣∣∣∣ ≤
∑

t`∈IJa,bK

|J∂xvhKΓ`(t`, y)|

≤

 ∑
t`∈IJa,xK

|Γ`|

1/2 ∑
t`∈IJa,bK

|Γ`|−1|J∂xvhK(t`, y)|2
1/2

≤ C|b− a|1/2
 ∑
t`∈IJa,bK

|Γ`|−1|J∂xvhK(t`, y)|2
1/2

.

Hence we obtain

|∂xvh(x, y)|2 ≤ C
∫ b

a

|∂xxvh(t, y)|2 dt+ C
∑

t`∈IJa,bK

|Γ`|−1|J∂xvhKΓ`(t`, y)|2. (4.27)

Assume that Ω ⊂ [−M,M ]
2

and that |∂xxvh(t, y)|2 is extended to zero in [−M,M ]
2 \ Ω. Integrating over Ω the

first term of the sum in the right-hand side of (4.27) we get∫
Ω

(∫ b

a

|∂xxvh(t, y)|2 dt

)
dx dy ≤

∫ M

−M

∫ M

−M

∫ M

−M
|∂xxvh(t, y)|2 dt dx dy

= 2M

∫ M

−M

∫ M

−M
|∂xxvh(t, y)|2 dt dy

= 2M

∫
Ω

|∂xxvh(t, y)|2 dt dy.
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In a similar way, integrating over Ω the last term of (4.27), we obtain∫
Ω

∑
t`∈IJa,bK

|Γ`|−1|J∂xvhKΓ`(t`, y)|2 dx dy ≤ C
∑
`∈IΣ

|Γ`|−1
∫

Γ`

J∂nvhK2
Γ`

+ J∂svhK2
Γ`
ds,

where ∂n and ∂s indicate the normal and tangential derivative, respectively. Hence it holds∫
Ω

|∂xvh(x, y)|2 dx dy ≤ C
∫

Ω

|∂xxvh|2 dx dy + C
∑
`∈IΣ

|Γ`|−1
∫

Γ`

J∂nvhK2
Γ`

+ J∂svhK2
Γ`
ds.

We focus on the estimate of the last integral. By the mortar condition (4.3) the average value of J∂nvhKΓ` over
Γ` is zero. Thus the standard trace theorem and Poincaré inequality yield∫

Γ`

J∂nvhK2
Γ`
ds ≤ Cm(`)|vh|

2
H2(Ωm(`))

+ Cs(`)|vh|
2
H2(Ωs(`))

.

For what concerns the term with tangential derivative, from the C0-continuity of the functions of Vh, we get∫
Γ`

J∂svhK2
Γ`
ds = 0, for all ` ∈ IΣ. Summing over all the interfaces we obtain (4.25). With similar computations,

we can find a constant C > 0 such that for every vh ∈ Vh, it holds∑
k∈IΩ

|vh|2H1(Ωk) ≤ C
∑
k∈IΩ

|vh|2H2(Ωk). (4.28)

Furthermore, observing that Vh ⊂ H1
0 (Ω), standard Poincaré inequality yields∑
k∈IΩ

‖vh‖2L2(Ωk) ≤ C
∑
k∈IΩ

|vh|2H1(Ωk). (4.29)

Finally, the thesis follows by combining (4.28) and (4.29).

We recall that ‖·‖X is defined by

‖v‖2X :=
∑
k∈IΩ

‖v‖2H2(Ωk) +
∑
`∈IΣ

‖J∂nvKΓ`‖2H1/2(Γ`)
.

Lemma 5. Let p ≥ 2. There exists a constant C > 0 such that, for all v ∈ Hp+1(Ω),

inf
vh∈Vh

‖v − vh‖X ≤ Chp−1‖w‖Hp+1(Ω).

Proof. As W` ⊂ H
1/2
00 (Γ`), every wh ∈W` can be extended to a function w̃h ∈ H1/2(∂Ωs(`)). Let Hh,`w̃h ∈ Xk,h

be such that |Hh,`w̃h|H2(Ωs(`)) = 0 and fulfilling Hh,`w̃h ∈ H1
0 (Ωs(`)) and ∂n (Hh,`w̃h) = w̃h on Γ`, where we

recall that n on Γ` is the outer normal with respect to ∂Ωm(`). Then

‖Hh,`w̃h‖H2(Ωs(`)) ≤ C‖w̃h‖H1/2(∂Ωs(`))
≤ C‖wh‖H1/2(Γ`)

.

We further extend Hh,`w̃h to 0 outside Ωs(`). Let v ∈ Hp+1(Ω) and let Πhv ∈ Xh be the global spline projection
of v in Xh, defined in Proposition 5. We define an element vh ∈ Vh such that

vh := Πhv −
∑
`∈IΣ

Hh,`M`J∂nΠhvKΓ` .

From the definition of Πh we have that, for all τh ∈Mh,∫
Γ`

J∂nwhK τh dσ =

∫
Γ`

(J∂nΠhvK−M`J∂nΠhvK) τh dσ = 0.

That is vh ∈ Vh. Then, we can write

‖v − vh‖X ≤ ‖v −Πhv‖X +

∥∥∥∥∥∑
`∈IΣ

Hh,`M`J∂nΠhvKΓ`

∥∥∥∥∥
X

.
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The first term is estimated in Proposition 5. On the other hand, using the definition of Hh,`, we get∥∥∥∥∥∑
`∈IΣ

Hh,`M`J∂nΠhvKΓ`

∥∥∥∥∥
2

X

≤
∑
`∈IΣ

‖Hh,`M`J∂nΠhvKΓ`‖
2
H2(Ωs(`)) +

∑
`∈IΣ

‖M`J∂nΠhvKΓ`‖
2
H1/2(Γ`)

≤ C
∑
`∈IΣ

‖M`J∂nΠhvKΓ`‖
2
H1/2(Γ`)

.

The H
1/2
00 -stability of the mortar projector M`, stated in Lemma 2, and Proposition 5 yield

‖M`J∂nΠhvKΓ`‖
2
H1/2(Γ`)

≤ ‖J∂nΠhvKΓ`‖
2
H1/2(Γ`)

≤ Ch2(p−1)
(
‖v‖2Hp+1(Ωm(`)) + ‖v‖2Hp+1(Ωs(`))

)
.

Thanks to Assumption 2, summing over the interfaces we obtain the thesis.

4.3 Error analysis for the model problem

Since Vh * H2(Ω) (the space Vh is only weakly C1) we need to use a Strang lemma for bounding the numerical
error of our formulation.

Lemma 6. Let u be the solution of Problem (3.5) and uh the solution of the discrete Problem (4.4). Then, there
exists a constant C > 0 such that

‖u− uh‖X ≤ C

(
inf

vh∈Vh
‖u− vh‖X + sup

vh∈Vh

∣∣∫
Σ

(∂ttu−∆u)J∂nvhK dσ
∣∣

‖vh‖X

)
.

Proof. From Lemma 4, the bilinear form a(·, ·) is continuous on X and coercive on Vh with respect to the broken
norm

∑
k∈IΩ

‖·‖2H2(Ωk). We want to prove the coercivity on Vh with respect to ‖·‖X . Using the inverse inequality
and function space interpolation we obtain

‖J∂nvhKΓ`‖2H1/2 ≤ Ch−1‖J∂nvhKΓ`‖2L2(Γ`)
.

Now, following [28, Lemma 3.5] and Assumptions 2 and 5, if vh ∈ Vh and M∗` : L2(Γ`)→M` is the projector
defined by equation (4.23), we have

‖(I−M∗` )J∂nvhKΓ`‖2L2(Γ`)
= ‖J∂nvhKΓ`‖2L2(Γ`)

+ ‖JM∗`∂nvhKΓ`‖2L2(Γ`)
,

where the equality follows from the fact that the jump J∂nvhKΓ` is orthogonal to M`, for all vh ∈ Vh and for
every ` ∈ IΣ. Now, applying the approximation properties of M∗` , as stated in Lemma 3, we obtain

‖J∂nvhKΓ`‖2H1/2(Γ`)
≤ Ch−1‖J∂nvhKΓ`‖2L2(Γ`)

≤ Ch−1‖(I−M∗` )J∂nvhKΓ`‖2L2(Γ`)

≤ Ch−1
(
‖(I−M∗` )∂nvh|Ωm(`)

‖2L2(Γ`)
+ ‖(I−M∗` )∂nvh|Ωs(`)‖

2
L2(Γ`)

)
≤ Ch−1

(
h‖∂nvh|Ωm(`)

‖2
H1/2(Γ`)

+ h‖∂nvh|Ωs(`)‖
2
H1/2(Γ`)

)
≤ C

(
‖vh‖2H2(Ωm(`))

+ ‖vh‖2H2(Ωs(`))

)
.

Then, a(·, ·) is coercive on (Vh, ‖·‖X) and the second Strang’s Lemma can be applied, see [29, Theorem 4.2.2].
Indeed, if α∗ > 0 denotes the coercivity constant of a(·, ·) on (Vh, ‖·‖X), for any vh ∈ Vh it holds

α∗ ‖uh − vh‖2X ≤ a(uh − vh, uh − vh)

= a(u− vh, uh − vh) + a(uh − u, uh − vh)

= a(u− vh, uh − vh)− a(u, uh − vh) + f(uh − vh) + b(uh − vh, τh)

and, recalling (4.3), we get

α∗ ‖uh − vh‖2X ≤ a(u− vh, uh − vh)− a(u, uh − vh) + f(uh − vh).
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Then, if M∗ > 0 denotes the continuity constant of a(·, ·), we deduce

α∗ ‖uh − vh‖X ≤M∗‖u− vh‖X +
f(uh − vh)− a(u, uh − vh)

‖uh − vh‖X

≤M∗‖u− vh‖X + sup
wh∈Vh

f(wh)− a(u,wh)

‖wh‖X
.

Finally, from the triangular inequality and equation (3.6), we obtain

‖u− uh‖X ≤ ‖u− vh‖X + ‖vh − uh‖X

≤
(

1 +
M∗

α∗

)
‖u− vh‖X +

1

α∗
sup
wh∈Vh

∫
Σ

(∂ttu−∆u)J∂nwhK dσ
‖wh‖X

,

which yields the thesis.

The first term of the estimate of Lemma 6 denotes the best approximation error in Vh and was studied in
Lemma 5. The second term stands for the consistency error, which is related to the nonconformity of the method.
The next result provides an optimal estimate for the consistency error.

Lemma 7. Let p ≥ 3. There exists a constant C > 0 such that

sup
vh∈Vh

∣∣∫
Σ

(∂ttu−∆u)J∂nvhK dσ
∣∣

‖vh‖X
≤ C

∑
k∈IΩ

hp−1‖u‖Hp+1(Ωk).

Proof. For the definition of Vh and Lemma 3, it holds∫
Σ

(∂ttu−∆u)J∂nvhK dσ =

∫
Σ

(∂ttu−∆u−M∗` (∂ttu−∆u))J∂nvhK dσ

≤
∑
`∈IΣ

‖∂ttu−∆u−M∗` (∂ttu−∆u)‖L2(Γ`)‖J∂nvhKΓ`‖L2(Γ`)

≤ Chp−3/2
∑
`∈IΣ

‖(∂ttu−∆u)‖Hp−3/2(Γ`)
‖J∂nvhKΓ`‖L2(Γ`),

From the definition of Vh and Lemma 2, we get

‖J∂nvhKΓ`‖L2(Γ`) ≤ ‖(I−M`)J∂nvhKΓ`‖L2(Γ`)

≤ Ch1/2‖J∂nvhKΓ`‖H1/2(Γ`)
≤ Ch1/2‖vh‖X .

Trace theorem yields
‖∂ttu−∆u‖Hp−3/2(Γ`)

≤ C‖u‖Hp+1/2(Γ`)
≤ C‖u‖Hp+1(Ωs(`)),

and thus we obtain ∫
Σ

(∂ttu−∆u)J∂nvhK dσ ≤ Chp−1
∑
k∈IΩ

‖u‖Hp+1(Ωk)‖vh‖X .

We combine the previous results to get the optimal a priori error estimate for the problem (4.4).

Corollary 3. Given Assumptions 5, 6 and p ≥ 3, for u ∈ Hp+1(Ω) it holds

‖u− uh‖X ≤ C hp−1‖u‖Hp+1(Ω).
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Figure 3: Basis functions of the space S3
0,∂ on the knot vector Ξ = {0, 0, h, . . . , 7h, 1, 1}.

5 Discrete inf-sup condition

This section is devoted to prove the discrete inf-sup condition for a Lagrange multipliers space Sp−2
m , i.e. a spline

space of degree p− 2 and merged elements in the neighbourhood of corners, see (5.1) below. The choice of the
degree p− 2 is motivated by [20].

Let Ξ be an open knot vector on the reference interface Γ̂ := (0, 1) with internal knots of multiplicity 1:
setting ξ1 = · · · = ξp+1 = 0 and ξn+1 = · · · = ξn+p+1 = 1, we have

Ξ ≡ Ξp =

 0 = · · · = 0︸ ︷︷ ︸
p+1

< ξp+2 < · · · < ξn < 1 = · · · = 1︸ ︷︷ ︸
p+1

 .

As before, Sp(Ξ) is the spline space on Γ̂ generated by the knot vector Ξ. The global regularity of this spline
space is always Cp−1. Now we can introduce the modified knot vector

Ξm ≡ Ξpm =

 0 = · · · = 0︸ ︷︷ ︸
p+1

< ξp+3 < · · · < ξn−1 < 1 = · · · = 1︸ ︷︷ ︸
p+1


by removing ξp+2 and ξn, the first and last internal knots, respectively. In this way, Sp(Ξm) is the spline space

of degree p on Γ̂ with the first and the last elements of Ξ merged. Similarly, the knot vectors of Sp−1
m on the

same mesh subdivision and Sp−2
m are, respectively,

Ξp−1
m =

 0 = · · · = 0︸ ︷︷ ︸
p

< ξp+2 < · · · < ξn−1 < 1 = · · · = 1︸ ︷︷ ︸
p

 ,

Ξp−2
m =

 0 = · · · = 0︸ ︷︷ ︸
p−1

< ξp+2 < · · · < ξn−1 < 1 = · · · = 1︸ ︷︷ ︸
p−1

 .

We introduce the notation ∂Γ̂ := { 0, 1 } to indicate the endpoints of Γ̂. In this section we make use of the
following spline spaces:

Sp0,∂ :=
{
v ∈ Sp(Ξ)

∣∣∣ v = v′ = 0, in ∂Γ̂
}

Sp−1
0,
∫ :=

{
v ∈ Sp−1(Ξ)

∣∣∣∣ v = 0 in ∂Γ̂ and

∫
Γ̂

vdσ = 0

}
Sp−1
m,
∫ :=

{
v ∈ Sp−1(Ξp−1

m )

∣∣∣∣ ∫
Γ̂

vdσ = 0

}
Sp−2
m := Sp−2(Ξp−2

m ).

(5.1)

Note that the derivative operator is a bijection between Sp0,∂ and Sp−1
0,
∫ and between Sp−1

m,
∫ and Sp−2

m .
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Figure 4: Basis functions of the space S1
m on the knot vector Ξm = {0, 0, 2h, . . . , 6h, 1, 1}.

Proposition 7. For any v ∈ H1
0 (Γ̂) it holds

‖v‖L2(Γ̂) ≤ C‖v
′‖[H1(Γ̂)]′ ,

where [H1(Γ̂)]′ is the dual of H1(Γ̂).

Proof. For all w ∈ L2(Γ̂) there exists a function w̄ ∈ H1∫ (Γ̂), with

H1∫ (Γ̂) :=

{
w̄ ∈ H1(Γ̂)

∣∣∣∣ ∫
Γ̂

w̄ dσ = 0

}
,

such that w̄′ = w. For all v ∈ H1
0 (Γ̂) it holds

‖v‖L2(Γ̂) = sup
w∈L2(Γ̂)

∫
Γ̂
v w dσ

‖w‖L2(Γ̂)

= sup
w̄∈H1∫ (Γ̂)

∫
Γ̂
vw̄′ dσ

|w̄|H1(Γ̂)

≤ C sup
w̄∈H1∫ (Γ̂)

∫
Γ̂
w̄ v′ dσ

‖w̄‖H1(Γ̂)

≤ C‖v′‖H1(Γ̂)′ ,

where C is the Poincaré constant, i.e. ‖w̄‖H1(Γ̂) ≤ C|w̄|H1(Γ̂) for all w̄ ∈ H1∫ (Γ̂).

Proposition 8. Let p ≤ 9. For a quasi-uniform mesh defined on Γ̂, there exists a β > 0, independent on h,
such that, for any φ ∈ Sp−1

0 it holds

sup
τ∈Sp−1

m

∫
Γ̂
φτdσ

‖τ‖L2(Γ̂)

≥ β‖φ‖L2(Γ̂).

Proof. If we prove that, for all φ ∈ Sp−1
0 , there exists τ ∈ Sp−1

m such that

‖τ‖L2(Γ̂) ≤ C1‖φ‖L2(Γ̂) (5.2a)

‖φ‖2
L2(Γ̂)

≤ C2

∫
Γ̂

φ τ dσ (5.2b)

then we have the thesis with β = C−1
1 C−2

2 . Let (B̂i)
n
i=1 and (B̃i)

n
i=1 be the B-spline basis functions of Sp−1

0 and

Sp−1
m , respectively. We denote by Îi and Ĩi the supports of B̂i and B̃i, respectively, and by |Îi| and |Ĩi| their

respective lengths. As φ ∈ Sp−1
0 we can express it by φ =

∑n
i=1 ciB̂i, and use the coefficients (ci)

n
i=1 to define

τ =
∑n
i=1 ciB̃i. Let I ⊂ (0, 1) be an element of the mesh. The restriction of τ on the element I can be expressed

by τ |I =
∑
i:I⊂Ĩi ciB̃i, and then we have that

‖τ‖2L2(I) ≤
∫
I

 ∑
i:I⊂Ĩi

ciB̃i

2

dσ ≤
∫
I

 ∑
i:I⊂Ĩi

c2i ·
∑
i:I⊂Ĩi

B̃2
i

 dσ.
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Since every function of the basis (B̃i)
n
i=1 is such that 0 ≤ B̃i ≤ 1, we can write

∑
i:I⊂Ĩi B̃

2
i ≤

∑
i:I⊂Ĩi B̃i ≤ 1,

and then we obtain

‖τ‖2L2(I) ≤
∫
I

 ∑
i:I⊂Ĩi

c2i ·
∑
i:I⊂Ĩi

B̃2
i

 dσ ≤
∑
i:I⊂Ĩi

c2i · |I|.

From [22, Theorem 4.41], there exists a constant C > 0 independent on h such that

‖τ‖2L2(I) ≤
∑
i:I⊂Ĩi

c2i · |I| ≤ C |I|
∑
i:I⊂Ĩi

|Îi|−1‖φ‖2
L2(Îi)

≤ C
∑
i:I⊂Ĩi

‖φ‖2
L2(Îi)

,

where the last inequality follows from the hypothesis of quasi-uniform mesh. Finally, summing over I ⊂ (0, 1),
we get (5.2a).

In order to demonstrate (5.2b), we recall that Ξp−1
0 is the knot vector of Sp−1

0 and Ξp−1
m the knot vector of

Sp−1
m . Hence

Ξp−1
0 =

 0 = · · · = 0︸ ︷︷ ︸
p−1

< ξp < · · · < ξn+1 < 1 = · · · = 1︸ ︷︷ ︸
p−1


Ξp−1
m =

 0 = · · · = 0︸ ︷︷ ︸
p

< ξp+1 < · · · < ξn < 1 = · · · = 1︸ ︷︷ ︸
p

 .

Let n be such that ξ2p < ξn−p+1. We note that, for all p+ 1 ≤ i ≤ n− p, it holds that B̂i = B̃i, and then∫
Γ̂

φ τ dσ =

∫ ξ2p

0

φ τ dσ + ‖φ‖2L2(ξ2p,ξn−p+1) +

∫ 1

ξn−p+1

φ τ dσ. (5.3)

We focus on the first term of (5.3). We want to prove that there exists a γ > 0 independent of h such that, for
all φ ∈ Sp−1

0 , it holds ∫ ξ2p

0

φ τ dσ ≥ γ ‖φ‖2L2(0,ξ2p). (5.4)

Since, from the previous construction, τ depends linearly from φ, we have that
∫ ξ2p

0
φ τ dσ is a quadratic form.

Then (5.4) can be tested numerically by solving a generalized eigenvalue problem of the form

γ = inf
φ 6=0

φtM1φ

φtM2φ

where φ ∈ Rn is the vector associated to the function φ ∈ Sp−1
0 , and M1, M2 are the matrices associated to the

forms
∫ ξ2p

0
φ τ dσ and ‖φ‖2L2(0,ξ2p), respectively. Thus, γ is the minimum generalized eigenvalue µmin of

M s
1 v = µM2 v, (5.5)

where M s
1 is the symmetric part of the matrix M1. Thanks to a scaling argument, for uniform meshes the value

of µmin does not depend of h. A good behaviour of µmin is observed for different values of p: see Figure 5 for the
p-dependence of µmin on a uniform mesh. Numerical experiments show that µmin is stable also for non-uniform
meshes, see Figure 6. This gives a numerical proof of condition (5.4). The same argument can be used to show
that exists a γ′ > 0 independent of h such that, for all φ ∈ Sp−1

0 , it holds∫ 1

ξn−p+1

φ τ dσ ≥ γ′ ‖φ‖2L2(ξn−p+1,1). (5.6)

Combining equations (5.3), (5.4) and (5.6), we get (5.2b).

The operator M̂∗h : L2(Γ̂)→ Sp−1
m given by∫

Γ̂

M̂∗hφψ dσ =

∫
Γ̂

φψ dσ, ∀ψ ∈ Sp−1
0 ,

is well defined and M̂∗h : Sp−1
0 → Sp−1

m is bijective. This follows from the fact that dim(Sp−1
0 ) = dim(Sp−1

m ) and
from Proposition 8.
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Figure 5: p-dependency of µmin for the problem (5.5) on uniform mesh.
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Figure 6: Distribution of the values of µmin for the problem (5.5) with p = 3 and 10000 random meshes. Internal
knots ξρi , p ≤ i ≤ n+ 1, are defined by ξρi = ξi + h

10 · (ρ− 0.5), where ρ is the rand Matlab function that returns
a pseudorandom, scalar value drawn from a uniform distribution on the unit interval.

20



Lemma 8. The operator M̂∗h : Sp−1
0 → Sp−1

m is bijective.

Proof. Let us assume that there exists a φ ∈ Sp−1
0 such that M̂∗hφ = 0. For all ψ ∈ Sp−1

0 it holds that∫
Γ̂

φψ dσ =

∫
Γ̂

(
φ− M̂∗hφ

)
ψ dσ = 0,

and then φ = 0 on Γ̂. By the fact that dim(Sp−1
0 ) = dim(Sp−1

m ), surjectivity follows.

Proposition 9. For any φ ∈ Sp−1
0 it holds

sup
τ∈Sp−1

m

∫
Γ̂
φτdσ

‖τ‖H1(Γ̂)

≥ β‖φ‖H1(Γ̂)′ , (5.7)

with β > 0 independent from h.

Proof. From an argument similar to Lemma 3, the operator M̂∗h is L2-stable. We check that it is also H1-stable.

Let τ ∈ H1(Γ̂) and let Π̃h : H1(Γ̂)→ Sp−1
m be the quasi-interpolant operator defined in (4.5). We recall that, for

t = 0, 1, it holds
‖τ − Π̃hτ‖Ht(Γ̂) ≤ Ch

1−t‖τ‖Ht(Γ̂). (5.8)

Using the inverse inequality for splines, we get

‖M̂∗h τ‖H1(Γ̂) ≤ ‖M̂
∗
h τ − Π̃hτ‖H1(Γ̂) + ‖Π̃hτ‖H1(Γ̂)

= ‖M̂∗h(τ − Π̃hτ)‖H1(Γ̂) + ‖Π̃hτ‖H1(Γ̂)

≤ Ch−1‖M̂∗h(τ − Π̃hτ)‖L2(Γ̂) + ‖Π̃hτ‖H1(Γ̂),

but for the L2-stability and (5.8) we have

‖M̂∗h τ‖H1(Γ̂) ≤ Ch
−1‖τ − Π̃hτ‖L2(Γ̂) + ‖Π̃hτ‖H1(Γ̂)

≤ C‖τ‖H1(Γ̂).

For any φ ∈ H1(Γ̂)′ it holds

‖φ‖H1(Γ̂)′ = sup
η∈H1(Γ̂)

∫
Γ̂
η φ dσ

‖η‖H1(Γ̂)

, (5.9)

and, in particular, it holds for any φ ∈ Sp−1
0 . Now, from Lemma 8, for any ψ ∈ Sp−1

m there exists η ∈ Sp−1
0 such

that ψ = M̂∗hη, that is ∫
Γ̂

ψ φdσ =

∫
Γ̂

η φ dσ, ∀φ ∈ Sp−1
0

and ‖ψ‖H1(Γ̂) ≤ C
−1‖η‖H1(Γ̂). Hence, for all φ ∈ Sp−1

0 there exists ψ = M̂∗hη ∈ S
p−1
m such that∫

Γ̂
ψ φdσ

‖ψ‖H1(Γ̂)

≥ C
∫

Γ̂
η φ dσ

‖η‖H1(Γ̂)

;

taking the supremum over η ∈ H1(Γ̂) and using (5.9) yields (5.7).

Proposition 10. For any τ ∈ Sp−1
m,
∫ it holds

sup
φ∈Sp−1

0,
∫

∫
Γ̂
φτdσ

‖φ‖H1(Γ̂)′
≥ β‖τ‖H1(Γ̂),

with β > 0 independent from h.
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Proof. From Proposition 9 we have that for all φ ∈ Sp−1
0 there exists τ ∈ Sp−1

m such that∫
Γ̂

φτdσ ≥ β‖φ‖H1(Γ̂)′‖τ‖H1(Γ̂),

and in particular it holds for all φ ∈ Sp−1
0,
∫ . Now we can choose τ∗ := τ − τ̄ , where τ̄ is the mean value of τ on Γ̂.

Then we obtain ∫
Γ̂

φτ∗dσ =

∫
Γ̂

φτdσ ≥ β‖φ‖H1(Γ̂)′‖τ‖H1(Γ̂).

It is easy to see that ‖τ∗‖H1(Γ̂) ≤ ‖τ‖H1(Γ̂), and so, for all φ ∈ Sp−1
0,
∫ it holds

sup
τ∗∈Sp−1

m,
∫

∫
Γ̂
φτ∗dσ

‖τ∗‖H1(Γ̂)

≥ β‖φ‖H1(Γ̂)′ .

As in Remark 4, we can interchange the inf-sup spaces and obtain the thesis.

Theorem 2. Let p ≥ 2. For any µ ∈ Sp−2
m it holds

sup
ψ∈Sp0,∂

∫
Γ̂
ψµdσ

‖ψ‖L2(Γ̂)

≥ β‖µ‖L2(Γ̂), (5.10)

with β > 0 independent from h.

Proof. We first recall Proposition 10: for all τ ∈ Sp−1
m,
∫ it holds

sup
ψ∈Sp0,∂

∫
Γ̂
ψ′τ

‖ψ′‖H1(Γ̂)′
≥ β̃‖τ‖H1(Γ̂), (5.11)

where we have used the bijectivity between Sp0,∂ and Sp−1
0,
∫ of the derivative operator, setting ψ′ = φ. For the

quotient in (5.11) we have, integrating by parts and using Poposition 7∫
Γ̂
ψ′τ

‖ψ′‖H1(Γ̂)′
≤ C

∫
Γ̂
ψτ ′

‖ψ‖L2(Γ̂)

=

∫
Γ̂
ψµ

‖ψ‖L2(Γ̂)

,

where µ = τ ′ is then an arbitrary function of Sp−2
m , and it holds

‖µ‖L2(Γ̂) = |τ |H1(Γ̂) ≤ ‖τ‖H1(Γ̂).

Therefore (5.10) follows.

We need now to transfer the infsup stability from Γ̂ to Γ` = ∂Ωm(`) ∩ ∂Ωs(`). For the sake of simplicity, in

the following we omit the index `. Let Fm : Ω̂m → Ωm and Fs : Ω̂s → Ωs be given such that they agree on the
parametric interface Γ̂ := { (0, ŷ) | ŷ ∈ [0, 1] }, i. e.

Γ = { Fm(0, ŷ) = Fs(0, ŷ) | ŷ ∈ [0, 1] } ,

where Ω̂m := [−1, 0]× [0, 1] and Ω̂s := [0, 1]× [0, 1]. Then, we can indicate the restriction of Fm and Fs to Γ̂ as

F0(ŷ) := Fm(0, ŷ) = Fs(0, ŷ), ∀ŷ ∈ [0, 1] .

On Γ we define the normal vector n such that

n ◦ F0(ŷ) :=
1

‖∂ŷF0(ŷ)‖2

[
∂ŷF0(ŷ) · e2

−∂ŷF0(ŷ) · e1

]
.

Let ϕ = ϕ̂ ◦F−1
s with ϕ̂ ∈ Sp(Ω̂s), then the outer normal derivative from the secondary side Ωs can be expressed

as
(∇ϕ · n) ◦ F0(ŷ) = [∂x̂ϕ̂(0, ŷ) ∂ŷϕ̂(0, ŷ)] [∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)]

−1 · (n ◦ F0(ŷ)) ,
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for all (x, y) = F0(ŷ) ∈ Γ. From the Cramer’s rule it follows that

[∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)]
−1 · (n ◦ F0(ŷ))

= (det [∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)])
−1

[
∂ŷF0(ŷ) · e2 −∂ŷF0(ŷ) · e1

−∂x̂Fs(0, ŷ) · e2 ∂x̂Fs(0, ŷ) · e1

]
· (n ◦ F0(ŷ))

= (det [∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)])
−1

 1

−
∂x̂Fs(0, ŷ) · ∂ŷF0(ŷ)

‖∂ŷF0(ŷ)‖2

 ,
and hence we obtain

(∇ϕ · n) ◦ F0(ŷ) = αs(ŷ)∂x̂ϕ̂(0, ŷ) + βs(ŷ)∂ŷϕ̂(0, ŷ), (5.12)

where

αs(ŷ) := det [∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)]
−1

βs(ŷ) := −
∂x̂Fs(0, ŷ) · ∂ŷF0(ŷ)

‖∂ŷF0(ŷ)‖2 det [∂x̂Fs(0, ŷ) ∂ŷF0(ŷ)]
.

(5.13)

We can now state the discrete inf-sup stability for the mapped (isogeometric) pairing Sp0,∂/Sp−2
m on the physical

domain.

Theorem 3. For h sufficiently small, for each µ ∈M` it holds

sup
ψ∈W`

∫
Γ`
ψµdσ

‖ψ‖L2(Γ`)
≥ β‖µ‖L2(Γ`),

with β > 0 independent of h.

Proof. Let µ ∈ M` be such that µ = µ̂ ◦ F−1
0 , with µ̂ ∈ Sp−2

m (Γ̂). For (4.20) there exists ϕ ∈ X̃s(`),h such that
ψ = ∂nϕ|Γ` , where

X̃s(`),h :=
{
ϕ ∈ Xs(`),h ∩H1

0 (Ωs(`))
∣∣∣ ∂nϕ|∂Ωs(`)\Γ` = 0

}
.

For (4.1) there exists ϕ ∈ Xs(`),h be such that ϕ = ϕ̂ ◦ F−1
s(`), with ϕ̂ ∈ X̂h := Sp(Ω̂) ∩H2

∗ (Ω̂). Thanks to (5.12)
we have

sup
ψ∈W`

∫
Γ`
ψ µdσ

‖ψ‖L2(Γ`)
= sup
ϕ∈X̃s(`),h

∫
Γ`
∂nϕµdσ

‖∂nϕ‖L2(Γ`)

≥ ‖∂ŷF0‖−
1/2

L∞(Γ̂)
sup
ϕ̂∈X̂h

∫
Γ̂

(
αs(`)∂x̂ϕ̂+ βs(`)∂ŷϕ̂

)
µ̂ ρ̂ dŷ

‖αs(`)∂x̂ϕ̂+ βs(`)∂ŷϕ̂‖L2(Γ̂)

,

where ρ̂ = ‖∂ŷF0‖ and αs(`), βs(`) are as in (5.13). Now, if we compute the supremum on the subspace

Ŷ :=
{
ϕ̂ ∈ X̂h ∩H1

0 (Ω̂)
∣∣∣ ∂n̂ϕ̂|∂Ω̂\Γ̂ = 0

}
,

then ψ̂ := ∂x̂ϕ̂ ∈ Sp0,∂(Γ̂) for all ϕ̂ ∈ Ŷ , and hence

sup
ψ∈W`

∫
Γ`
ψµdσ

‖ψ‖L2(Γ`)
≥ C sup

ϕ̂∈Ŷ

∫
Γ̂
αs(`)∂x̂ϕ̂ µ̂ ρ̂ dŷ

‖αs(`)∂x̂ϕ̂‖L2(Γ̂)

≥ C sup
ψ̂∈Sp0,∂(Γ̂)

∫
Γ̂
ψ̂ µ̂ dŷ

‖ψ̂‖L2(Γ̂)

,

where we have used that αs(`) and ρ̂ are uniformly bounded from above and bounded away from 0, due to
Assumption 3. Moreover, it holds the norm equivalence

C−1‖µ̂‖L2(Γ̂) ≤ C‖αs(`)ρ̂µ̂‖L2(Γ̂) ≤ ‖µ̂‖L2(Γ̂). (5.14)
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Let π̂∗ : L2(Γ̂)→ Sp−2
m (Γ̂) be a local projection with optimal approximation properties. The integration weight

ρ is smooth except at the mesh lines, where is only Cr−1 and then the following super-approximation holds

‖µ̂αs(`)ρ̂− π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂) ≤ Ch‖µ̂‖L2(Γ̂), (5.15)

see [20, equation (8)]. Thanks to Theorem 2, we can choose ψ̂∗ ∈ Sp−1
0 (Γ̂) such that∫

Γ̂
ψ̂∗π̂∗(µ̂αs(`)ρ̂)dŷ

‖ψ̂∗‖L2(Γ̂)

≥ C‖π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂).

Therefore, using the bounds above,

sup
ψ∈W`

∫
Γ`
ψµdσ

‖ψ‖L2(Γ`)
≥ C

∫
Γ̂
ψ̂∗ µ̂ αs(`)ρ̂ dŷ

‖ψ̂‖L2(Γ̂)

= C

∫
Γ̂
ψ̂∗π̂∗(µ̂αs(`)ρ̂)dŷ

‖ψ̂∗‖L2(Γ̂)

+ C

∫
Γ̂
ψ̂∗(µ̂αs(`)ρ̂− π̂∗(µ̂αs(`)ρ̂))dŷ

‖ψ̂∗‖L2(Γ̂)

≥ C‖π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂) − C‖µ̂αs(`)ρ̂− π̂
∗(µ̂αs(`)ρ̂)‖L2(Γ̂)

≥ C‖π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂) − C
′h‖µ̂αs(`)ρ̂‖L2(Γ̂).

Now, we use (5.14) and (5.15) to bound ‖π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂):

‖µ̂‖L2(Γ̂) ≤ ‖π̂
∗(µ̂αs(`)ρ̂)‖L2(Γ̂) + ‖π̂∗(µ̂αs(`)ρ̂)− µ̂αs(`)ρ̂‖L2(Γ̂) ≤ ‖π̂

∗(µ̂αs(`)ρ̂)‖L2(Γ̂) + C ′′h‖µ̂‖L2(Γ̂),

which shows that ‖π̂∗(µ̂αs(`)ρ̂)‖L2(Γ̂) ≥ C‖µ̂‖L2(Γ̂) for sufficiently small h. The thesis follows.

Corollary 4. For h sufficiently small, for each µ ∈Mh it holds

sup
ψ∈Wh

∫
Σ
ψµdσ

‖ψ‖L2(Σ)
≥ β‖µ‖L2(Σ),

with β > 0 independent of h.

6 Numerical results

In this section, we present numerical tests with different multipliers spaces. All the tests have been obtained
with the GeoPDEs software suite for Matlab, see [30]. We consider several different geometries, depicted in
Figures 7: 12-patches square (a), 3-patches quarter of a circle (b) and 10-patches airfoil (c). For every simulation,
the boundary conditions and the source term are set such that the exact solution is uex(x, y) = cos(x) cos(y).

Remark 5. For the sake of simplicity, throughout the previous sections we have assumed that the physical
domain is described by a spline geometrical mapping, see Assumption 3. This hypothesis is not used in any
crucial steps of the theory. Numerical experiments (see e.g. the tests on the quartercircle domain) show that the
stability is preserved in the more general case of NURBS geometries.

6.1 Tests with C2-continuity at the vertices

We start with a primal space Xh defined as in equations (4.1) and (4.2). This means that Xh is generated from
spline spaces of degree p and strong C2-continuity enforced at the corners. The dual space on the interfaces
is generated from spline spaces of degree p− 2 and merged elements in the neighbourhood of the corners, i.e.
Mh :=

∏
`∈IΣ

M` with

M` =
{
µ ◦ F−1

`

∣∣ µ ∈ Sp−2
m

}
,

and Sp−2
m as in equation (5.1). From a theoretical point of view, this coupling fulfills the discrete inf-sup stability,

as proved in Section 5. Figures 8 and 9 show the convergence plots in patch-wise H2 broken norms, denoted by
H2, H1, L2 and L∞ norms, for primal spaces of degrees p = 2, . . . , 5. For the case p = 2 the rates of convergence
are suboptimal in L2 and this is expected and occurs in the single patch case too (refercences?). Note that the
Aubin-Nitsche technique can not be used when p = 2 (see [31]). In all the other examples the computed rates of
convergence are optimal, as stated in Corollary 3.
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(a) Multi-patch square.
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(b) Quartercircle.
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Figure 7: Physical domains.

6.2 Tests without C2-continuity at the vertices

Additionally, we have tested the pairing Sp/Sp−2
m for the bilaplacian problem on the quartercircle domain,

without imposing strong C2-continuity at the corner. As before, Figure 10 shows the convergence plots in H2,
H1, L2 and L∞ norms for primal spaces of degrees p = 2, . . . , 5. Numerical tests reveal that the pairing Sp/Sp−2

m

retains optimal rate of convergence also in this C2-unconstrained case. Figure 11 shows that the difference
between the numerical solutions obtained with or without C2 conditions is located in a neighbourhood of the
corner.

6.3 Other tests

In the context of numerical experiments without imposing strong C2-continuity at the corners, we have tested
the bilaplacian problem for the pairing Sp/Sp−2, i. e. without using merged elements. Although these tests
are beyond the theory, the numerical orders of convergence are optimal, see Figures 12. This confirms that
Isogeometric mortar method is a flexible technique for the numerical approximation of PDEs that guarantee
globally C1-continuous solutions on multi-patch geometries.
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Figure 8: Relative error on the multipatch square domain with C2-constraints at the vertices.

7 Conclusions

In this work, we propose an isogeometric method for solving the biharmonic equation on C0-conforming
multi-patch domains. The required C1-continuity across patch interfaces is enforced weakly through a mortar
formulation. Considering a spline space of degree p as the primal space and choosing, as Lagrange multipliers
space, a spline space of degree p− 2 built on the same underlying mesh of the primal space, but with merged
elements in the neighbourhood of patch vertices, the method satisfies a discrete inf-sup stability condition.
Consequently, we have established well-posedness for the method and proved an optimal order a priori error
estimates in a patch-wise H2 broken norm. To conclude, numerical examples perfectly reflect theoretical a priori
error estimates and also show optimal order convergence in L2, H1 and L∞ norms.
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Figure 9: Relative error on the airfoil domain with C2-constraints at the vertices.
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Figure 10: Relative error on the quartercircle domain with C0-constraints at the vertices.
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(a) (b)

(c)

Figure 11: Difference between exact and numerical solutions for h ≈ 0.155 on the quartercircle domain with: C2

continuity at the vertices and S3/S1
m pairing (a), C0 continuity at the vertices and S3/S1

m pairing (b) and C0

continuity at the vertices and S3/S1 pairing (c).
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Figure 12: Relative error on the quartercircle domain with C0-constraints at the vertices and without merged
elements.
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[9] H. Gómez, V. .M Calo, Y. Bazilevs, and T. J. R. Hughes. “Isogeometric analysis of the Cahn–Hilliard
phase-field model”. In: Computer methods in applied mechanics and engineering 197.49-50 (2008), pp. 4333–
4352.
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[16] A. Apostolatos, R. Schmidt, R. Wüchner, and K. Bletzinger. “A Nitsche-type formulation and comparison
of the most common domain decomposition methods in isogeometric analysis”. In: International Journal
for Numerical Methods in Engineering 97.7 (), pp. 473–504.

[17] C. Hesch and P. Betsch. “Isogeometric analysis and domain decomposition methods”. In: Computer
Methods in Applied Mechanics and Engineering 213 (2012), pp. 104–112.

[18] W. Dornisch, G. Vitucci, and S. Klinkel. “The weak substitution method – an application of the mortar
method for patch coupling in NURBS-based isogeometric analysis”. In: International Journal for Numerical
Methods in Engineering 103.3 (), pp. 205–234.

[19] L. Coradello, G. Loli, and A. Buffa. “A projected super-penalty method for the C1-coupling of multi-patch
isogeometric Kirchhoff plates”. In: Computational Mechanics 67.4 (2021), pp. 1133–1153.

31



[20] E. Brivadis, A. Buffa, B. Wohlmuth, and L. Wunderlich. “Isogeometric mortar methods”. In: Computer
Methods in Applied Mechanics and Engineering 284 (2015), pp. 292–319.

[21] Y. Bazilevs, L. Beirão da Veiga, J. A. Cottrell, T. J. R. Hughes, and G. Sangalli. “Isogeometric Analysis:
Approximation, stability and error estimates for h-refined meshes”. In: Math. Models Methods Appl. Sci.
16(7) (2006), pp. 1031–1090.

[22] L. L. Schumaker. Spline Functions: Basic Theory. Third Edition. Cambridge University Press, 2007.

[23] O. A. Ladyzhenskaya and N. N. Ural’ceva. Equations aux dérivées partielles de type elliptique. Mono. Univ.
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