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A PnP Algorithm for Two-Dimensional Pose
Estimation

Joshua Wang

Abstract—We propose a PnP algorithm for a camera con-
strained to two-dimensional motion (applicable, for instance, to
many wheeled robotics platforms). Leveraging this assumption
allows accuracy and performance improvements over 3D PnP
algorithms due to the reduction in search space dimensionality.
It also reduces the incidence of ambiguous pose estimates (as,
in most cases, the spurious solutions fall outside the plane of
movement). Our algorithm finds an approximate solution by
solving a polynomial system and refines its prediction iteratively
to minimize the reprojection error. The algorithm compares
favorably to existing 3D PnP algorithms in terms of accuracy,
performance, and robustness to noise.

Index Terms—Localization, Visual Navigation, Wheeled Robots

I. INTRODUCTION

THE perspective-n-point (PnP) problem asks us to find
the pose of a perspective camera using correspondences

between image points and points in world coordinates. We are
given n 3D points pi and their corresponding projections onto
the image plane, qi. We wish to find a rigid transformation
matrix R from the camera frame to the world frame such that,
for each 1 ≤ i ≤ n:

zi

[
qi

1

]
= I3×4R−1

[
pi

1

]
Here, the zi are the depth factors and we use known camera

intrinsics to remap the qi so that they model the normalized
perspective camera. This is exactly solvable in the case n = 3,
giving rise to the class of P3P algorithms as in [1]. P4P and
P5P algorithms have also been developed in this vein [2].
However, using all available correspondences is desirable to
reduce the impact of noise, in which case the problem is over-
constrained and we must settle for an approximate solution.
One approach is to minimize the reprojection error, the sum
of squared distances between each qi and the projection of its
pi onto the predicted image plane. This is given by:

Error(R) =
∑
i

∥∥∥∥[qi

1

]
− 1

zi
I3×4R−1

[
pi

1

]∥∥∥∥2
Note that this does not necessarily measure the distance in

pixels due to our normalization of the qi. Minimization of the
reprojection error is a simple, geometric criterion commonly
used in iterative PnP solutions; there are many alternative
errors, such as the object-space error of Lu et al. [3]. Non-
iterative solutions also exist, such as the EPnP algorithm
presented by Lepetit et al., which utilizes four weighted control
points to reduce time complexity to O(n) [4], or the OPnP

algorithm of Zheng et al. which analytically minimizes an al-
gebraic error by solving a system of polynomial equations [5].
At the time of publication, state-of-the-art PnP solutions were
mostly non-iterative polynomial system solvers, but iterative
solutions such as Lu et al.’s LHM still remain competitive, and
many non-iterative solvers, including [4], [5], have an iterative
phase at the end to refine the predicted pose (for this purpose,
a simple optimization algorithm like Gauss-Newton suffices).

PnP algorithms have excellent accuracy for large numbers of
correspondences spread widely in 3D space, but many behave
suboptimally when the points are coplanar. Some algorithms
such as EPnP include a special case for planar configurations,
and assuming coplanarity allows the use of homography-
based solvers including the IPPE solver of Collins and Bartoli
[6], which take advantage of the problem’s unique structure
to achieve higher precision. However, planar configurations
present a challege even for specialized solvers because they
can produce ambiguity; the images seen from multiple camera
positions can be very similar (or even indistinguishable given
the presence of noise). The problem worsens at low resolutions
and long distances, or when the plane containing the points is
almost parallel to the image plane. We illustrate the possible
ambiguity with a square fiducial marker, the corners of which
are often used for pose estimation:

Figure 1: Ambiguity in a square’s estimated pose [7]

This problem is well-known [7], [8], and many methods
have been proposed to mitigate it. For instance, iterative
algorithms can be initialized with the last known pose to
improve stability (although this means that they can become
persistently stuck in the wrong pose). Some algorithms, such
as IPPE, attempt to compute all possible solutions, either
selecting the best fit or returning the solutions to the user. The
outputs of existing algorithms can be fused with other sensor
information as in [9]. However, as robust as these solutions
are, they solve only a facet of the deeper issue of imprecision
for planar configurations.
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This paper deals with the case of a camera constrained
to two-dimensional movement (for instance, mounted to a
wheeled robot). Here, PnP algorithms are commonly used
to estimate pose from environmental landmarks or fiducials.
However, estimating full 3D pose loses valuable information
in this situation, as the returned 3D poses must be projected
onto the plane of movement. An algorithm which takes the
2D constraint into account in the first place would likely
exhibit improved accuracy because it can account for error
while remaining in the plane of motion instead of ‘escaping’
into disallowed poses. Performance improvements could also
be realized because of the reduction of the search space’s
dimensionality. We derive an example of such an algorithm,
called 2DPnP, which succeeds in these criteria despite its
simplicity. Our algorithm finds an approximate solution using
combined geometric and algebraic methods, which it uses as
a starting point to iteratively minimize the reprojection error.

II. 2DPNP

We derive an expression for Error(R) to be used in the
iterative phase of the algorithm. Assume that the camera origin
is on the world xy-plane and that the camera is constrained

to move in this plane. Then, R = P
[

C 0
0⊺ 1

]
where P is

an unknown transformation preserving the xy-plane and C
is a known rotation matrix representing the camera’s angular
offset. Let C = RαRβRγ be C’s decomposition into the ZY Z
Euler angles α, β, γ. Note that Rα can be “absorbed” into P,
so we may assume that α = 0. Then, we have:

1

zi
I3×4R−1

[
pi

1

]
=

1

zi
I3×4

[
R−1

γ R−1
β 0

0⊺ 1

]
P−1

[
pi

1

]

=
1

zi
R−1

γ I3×4

[
R−1

β 0
0⊺ 1

]
P−1

[
pi

1

]
Note that multiplying by the rotation Rγ does not change

zi because it rotates about the camera’s axis. Thus:∥∥∥∥Rγ

[
qi

1

]
− 1

zi
I3×4

[
R−1

β 0
0⊺ 1

]
P−1

[
pi

1

]∥∥∥∥
=

∥∥∥∥[qi

1

]
− 1

zi
I3×4R−1

[
pi

1

]∥∥∥∥
Letting

[
q′
i

1

]
= Rγ

[
qi

1

]
, we will thus minimize the repro-

jection error using the q′
i while assuming that γ = 0. This

assumption will simplify the computation of Error(R) and
its derivatives. Assume that the camera has 2D pose (x, y, θ)
relative to the world origin. Then, letting ∆xi = x− pi,x and
∆yi = y − pi,y , we find:

P =


cos(θ) − sin(θ) 0 x
sin(θ) cos(θ) 0 y

0 0 1 0
0 0 0 1

⇒
[

R−1
β 0

0⊺ 1

]
P−1

[
pi

1

]

=


−(∆xi cos(θ) + ∆yi sin(θ)) cos(β)− pi,z sin(β)

∆xi sin(θ)−∆yi cos(θ)
−(∆xi cos(θ) + ∆yi sin(θ)) sin(β) + pi,z cos(β)

1


⇒ Error(R) =

∑
i

∥∥∥∥[q′
i

1

]
− 1

zi
I3×4

[
R−1

β 0
0⊺ 1

]
P−1

[
pi

1

]∥∥∥∥2

=
∑
i

∥∥∥∥∥∥
q′i,x − (∆xi cos(θ)+∆yi sin(θ)) cos(β)+pi,z sin(β)

(∆xi cos(θ)+∆yi sin(θ)) sin(β)−pi,z cos(β)

q′i,y −
∆yi cos(θ)−∆xi sin(θ)

(∆xi cos(θ)+∆yi sin(θ)) sin(β)−pi,z cos(β)

∥∥∥∥∥∥
2

Because minimizing Error(R) is a nonlinear least-squares
problem, we employ iterative optimization algorithms such as
Levenberg-Marquardt (used by our implementation) or Gauss-
Newton. These algorithms require the Jacobian matrix J,
which can be found analytically using the above expression
for Error(R).

For an iterative optimization algorithm to consistently reach
the correct local minimum, it must be provided with an ap-
propriate initial guess. We describe a two-phase initialization
strategy that takes all points into account. Define:

Rβ

[
q′
i

1

]
= ri

cos(θi) cos(ϕi)
sin(θi) cos(ϕi)

sin(ϕi)


Here, θi and ϕi are the azimuth and elevation angles of

q′
i with respect to the camera’s origin. Let ∆θi and ∆ϕi be

the differences in azimuth and elevation between pi and q′
i

with respect to the camera’s origin. This is illustrated in the
following diagram:

Roughly speaking, a good initial pose will have small values
for Eϕ =

∑
i

∆ϕ2
i and Eθ =

∑
i

∆θ2i . Note that each ∆ϕi

does not depend on θ. Thus, our overall strategy will be
to find min

x,y
Eϕ and then min

θ
Eθ. Although minimizing with

respect to all variables at once is theoretically preferable,
reasonable choices of objective function seem to make the
problem analytically intractable. Thus, we would run into

Figure 2: Definitions of ∆θi and ∆ϕi

q′
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the same problem we are attempting to avoid - an iterative
optimization algorithm becoming stuck in the wrong local
minimum.

Note that cot2(ϕi+∆ϕi) =
∆x2

i +∆y2i
p2i,z

. Thus, linearizing

cot2 around ϕi, we find:

Eϕ ≈
∑
i

(
∆x2

i +∆y2i
p2i,z

sin3(ϕi)

cos(ϕi)
− sin(ϕi) cos(ϕi)

)2

Here, we discard terms where pi,z and ϕi have opposite
signs because linearization will fail. Finding the stationary
points of Eϕ is equivalent to finding the roots of system of

two cubic polynomials, A(x, y) =
∂Eϕ

∂x
and B(x, y) =

∂Eϕ

∂y
.

We note that not all coefficients are linearly independent, so
the form of the system is as follows:

A = c1x
3 + c1xy

2 + 3c2x
2 + 2c3xy + c2y

2 + a1x+ c4y + a2

B = c1y
3 + c1xy

2 + 3c3y
2 + 2c2xy + c3x

2 + b1y + c4x+ b2

Many PnP methods involve solving a polynomial system;
accordingly, advanced techniques such as Gröbner bases are
often brought to bear [5]. In this case, basic theory will
suffice: the system has a solution at x if and only if the
resultant Res(A,B, y), computed as the determinant of the
polynomials’ Sylvester matrix, is zero at x. In general, because
each polynomial has total degree 3, the resultant’s degree is
at most 9. Because of the linear dependence of the system’s
coefficients, however, we find that all terms above degree 5
vanish. Although this is still out of the realm of algebraic
solution, we can find all roots efficiently by finding the
eigenvalues of the resultant’s companion matrix [10]. Both
polynomials in the system have relatively small degrees, so it is
feasible to store the full expressions for each of the resultant’s
coefficients (amounting to a few thousand multiplications).

Once we find the possible values of x, the usual method
is to back-substitute into the original system to find the cor-
responding values of y. However, this may lead to numerical
instability, so we elect to compute and fully solve the second
resultant Res(A,B, x) instead. Because each resultant has at
most 5 real roots, there are at most 25 solution pairs to
check (and usually fewer than 5), which is not a significant
computational penalty over back-substitution.

After we compute the possible positions, the next step
is to find the optimal heading for each position. As an
approximation to minimizing Eθ, we maximize

∑
i

cos(∆θi).

This allows the following simplification by harmonic addition:

∑
i

cos(∆θi) =
∑
i

cos(θ + θi − atan2(∆yi,∆xi))

= A cos(θ + δ), tan(δ) =
∑
i

∆xi sin(θi)−∆yi cos(θi)

∆xi cos(θi) + ∆yi sin(θi)

Thus, the possible optimal values of θ are −δ and π − δ,
depending on the values of x and y found in the previous step.

Over all choices of initial pose (at most 50 and usually fewer),
we take the pose with the lowest reprojection error and use it
to initialize the iterative phase of the algorithm. We see that
both phases have O(n) time complexity.

III. ALTERNATIVE INITIALIZATION STRATEGIES

Other initialization strategies were also explored; for in-
stance, a previous version of our algorithm chose only three
far-apart correspondences to calculate a simple closed-form
solution. However, this was prone to noise and ambiguity,
resulting in higher overall failure rates. Applying the weak-
perspective assumption as in [3] can create a completely linear
problem, but this assumption fails if the points are sufficiently
widely distributed in camera space. Finally, applying one
of the faster 3D PnP algorithms and simply projecting and
polishing the solution in 2D was discounted for performance
reasons, as well as the increased potential for ambiguous pose
estimates with planar configurations of points. In summary,
our proposed initialization strategy was chosen for its ability
to consider all correspondences while remaining performant.

If other, possibly approximate information concerning the
camera’s pose is known, the initialization strategy can be
simplified greatly. For instance, if an approximate heading θ
is provided by an IMU, we can find an initial position by
minimizing the following error over x, y:

Exy =
∑
i

(xi sin(θ + θi)− yi cos(θ + θi))
2

This is a linear least-squares problem, which is easily solved
in closed form. Unlike Eθ, Exy does not measure the angular
deviations between the object and image points; rather, it
measures the distances between the camera rays and the object
points when both are projected onto the xy-plane. As noted
in [4], the most important component of the initial pose is the
heading, so this small deviation from the “ideal” Eθ is unlikely
to have an impact.

IV. TESTING

We implemented the 2DPnP algorithm in MATLAB and
tested it alongside existing PnP algorithms calculating 3D
pose. For each test, points were randomly generated in the
cuboid [−2, 2] × [−2, 2] × [4, 8] in camera space, projected
onto the image plane assuming a focal length of 800 pixels,
and each image point was perturbed with Gaussian noise. The
camera’s ground truth pose was (0, 0, 0), and its rotational
offset was a random unit quaternion within the range of pitch
angles β ∈ [10◦, 170◦]; this avoids inherent singularities in the
conversion of 3D rotation to 2D heading. For each algorithm
returning a 3D pose, the pose was projected onto the xy-plane.
Each data point represents the average of 250 independent
tests. This follows the methodology of [11], and the 3D PnP
implementations we tested were provided by their MATLAB
toolbox.

We tested the average translational and rotational errors of
each algorithm for numbers of points from 10 to 200. Gaussian
noise with a standard deviation of 2 pixels was applied to
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each image point. The same conditions were used to time each
algorithm for numbers of points from 50 to 1000.

We also tested the impact of noise on each algorithm. For
these tests, we used 50 points, and each image point was
perturbed by Gaussian noise with a standard deviation from 1
to 10 pixels.

The tested algorithms were 2DPnP (ours), LHM [3], EPnP
with Gauss-Newton refinement [4], OPnP [5], and MLPnP
without covariance information [11]. This is by no means a
comprehensive list; because none of the 3D algorithms can

accommodate for constraints to 2D motion, they cannot not be
expected to perform optimally, and our intent is only to show
how our method compares to a variety of approaches to the 3D
problem. All tests were performed on a Intel i5 processor at
2 GHz. The raw data, plots, and MATLAB files are available
at https://github.com/25wangj/2DPnPToolbox.
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V. CONCLUSION

We presented a PnP algorithm for a camera constrained
to two-dimensional motion. The algorithm, 2DPnP, calcu-
lates two resultants to solve a polynomial system for an
approximate initial pose and applies Levenberg-Marquardt
optimization refine the pose through minimization of the
reprojection error. We tested 2DPnP against currently used
PnP algorithms which find three-dimensional pose. Our al-
gorithm demonstrated significantly better performance due to
the reduced dimensionality of the search space, despite being
implemented purely in MATLAB with little optimization. It
also showed increased translational and comparable rotational
accuracy, and increased robustness to noise. We believe that
this algorithm can be fruitfully applied to the vision-based
localization of wheeled mobile robots (prominent in educa-
tional and warehouse robotics), using either a camera onboard
a robot or an external camera recognizing fiducial markers
on each robot. It is especially promising in cases of limited
resolution or computational power.

Further work could include the extension of the algorithm to
multiple rigidly constrained cameras, enabling stereo or exter-
nally synchronized cameras to be utilized to their full potential.
Additionally, more sophisticated initialization strategies may
succeed in taking into account all three components of the pose
at once, as opposed to the stepwise optimization paradigm
that we currently use. Finally, approaches to PnP entirely
distinct from the minimization of reprojection error have
shown success in the general 3D problem; it is conceivable that
these methods, such as analytically minimizing an algebraic
error by solving a polynomial system [5] or finding a pose
according to maximum-likelihood estimation [11] could be
applied to the 2D case. The latter is especially attractive
because it can rigorously propagate image point uncertainty
to camera pose uncertainty and may thus be used for more
robust sensor fusion.
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