
α-SSC: Uncertainty-Aware Camera-based 3D
Semantic Scene Completion

Sanbao Su
University of Connecticut
sanbao.su@uconn.edu

Nuo Chen
New York University
nc3144@nyu.edu

Felix Juefei-Xu
New York University
juefei.xu@nyu.edu

Chen Feng
New York University
cfeng@nyu.edu

Fei Miao
University of Connecticut
fei.miao@uconn.edu

Abstract

In the realm of autonomous vehicle (AV) perception, comprehending 3D scenes
is paramount for tasks such as planning and mapping. Semantic scene comple-
tion (SSC) aims to infer scene geometry and semantics from limited observations.
While camera-based SSC has gained popularity due to affordability and rich vi-
sual cues, existing methods often neglect the inherent uncertainty in models. To
address this, we propose an uncertainty-aware camera-based 3D semantic scene
completion method (α-SSC). Our approach includes an uncertainty propagation
framework from depth models (Depth-UP) to enhance geometry completion (up to
11.58% improvement) and semantic segmentation (up to 14.61% improvement).
Additionally, we propose a hierarchical conformal prediction (HCP) method to
quantify SSC uncertainty, effectively addressing high-level class imbalance in SSC
datasets. On the geometry level, we present a novel KL divergence-based score
function that significantly improves the occupied recall of safety-critical classes
(45% improvement) with minimal performance overhead (3.4% reduction). For
uncertainty quantification, we demonstrate the ability to achieve smaller prediction
set sizes while maintaining a defined coverage guarantee. Compared with baselines,
it achieves up to 85% reduction in set sizes. Our contributions collectively signify
significant advancements in SSC accuracy and robustness, marking a noteworthy
step forward in autonomous perception systems.

1 Introduction

Achieving a comprehensive understanding of 3D scenes holds paramount importance for subsequent
tasks such as planning and map construction (Wang and Huang [2021]). Semantic scene completion
(SSC) emerges as a solution that jointly infers the geometry completion and semantic segmentation
from limited observations (Song et al. [2017], Hu et al. [2023]). SSC approaches typically fall into
two categories based on the sensors they utilize: LiDAR-based SSC (LSSC) and Camera-based SSC
(CSSC). While LiDAR sensors offer precise depth information (Roldao et al. [2020], Cheng et al.
[2021]), they are costly and less portable. Conversely, cameras, with their affordability and ability to
capture rich visual cues of driving scenes, have gained significant attention (Cao and De Charette
[2022], Li et al. [2023b], Tian et al. [2024], Zhang et al. [2023]). For CSSC, the depth prediction is
essential for the accurate 3D reconstruction of scenes. However, existing methodologies often ignore
errors inherited from depth models in the real-world scenarios (Poggi et al. [2020]). Moreover, how
to utilize the propagated depth uncertainty information and rigorously quantify the uncertainty of
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Figure 1: (a): Example: influence of depth estimation error on the geometry completion of SSC
in bird’s-eye view. The ground truth is delineated by white lines, paralleled with estimations with
±0.2m depth estimation errors denoted by blue and red lines. (b): The class distribution within the
SemanticKITTI validation dataset, showing a significant class imbalance: 93% empty voxels, while
person voxels, crucial for safety, are a mere 0.7%. (c): AV planning example with one SSC model as
perception input. (i) The original SSC model predicts the voxels at the person’s location as empty due
to high-level class imbalance in (b), causes the vehicle to go straight and be unsafe to the person. (ii)
With conformal prediction in the literature (Angelopoulos and Bates [2021]), the SSC model makes
the prediction sets of all voxels contain nonempty classes, the vehicle stops far away from the person.
(iii) Our hierarchical conformal prediction will firstly only predict the voxels at the location of the
person as occupied, since it improves the occupied recall of the rare safety-critical class (person).
Then it will generate the prediction sets for predicted occupied voxels, which contain car and person
classes. With the above perception input, the vehicle will avoid collision with the person.

the final SSC outputs, especially when there exists high-level class imbalance as observed in SSC
datasets, remains challenging and unexplored.

We explain the importance of considering depth uncertainty propagation and SSC uncertainty quan-
tification in Fig. 1. The influence of depth estimation errors on the geometry completion of CSSC
is shown in (a), with the ground truth delineated by white lines, and estimations with ±0.2m depth
estimation errors in blue and red lines. Errors in depth estimation significantly reduce the performance
of geometry completion, especially in distant regions. In this paper, we propose a novel uncertainty
propagation framework from depth models (Depth-UP) to improve the performance of CSSC models.

The datasets utilized in SSC tasks often exhibit a pronounced class imbalance, with empty voxels
comprising a significant proportion illustrated in Fig. 1 (b) of the widely used SemanticKITTI (Behley
et al. [2019]). Empty voxels constitute a staggering 93% while person voxels, crucial for safety, are a
mere 0.7%. Consequently, neural networks trained on such imbalanced data, coupled with maximum
a-posterior classification, may inadvertently disregard classes that are infrequent in occurrence within
the dataset (Tian et al. [2020]). This leads to reduced accuracy and recall for rare classes such as
person. However, for safety-critical systems such as autonomous vehicles (AV), ensuring occupied
recall for rare classes is imperative to prevent potential collisions and accidents (Chan et al. [2019]).
Fig. 1 (c).i shows a driving scenario where the AV cannot identify the person and hit the person,
when an SSC model predicts the person as empty voxels. Hence, to enhance planning safety, SSC
systems should ideally provide uncertainty quantification for their predictions (Liang et al. [2021]).
If we apply a commonly used conformal prediction Angelopoulos and Bates [2021] method on SSC
models, the vehicle will stop far away from the person as shown in Fig. 1 (c).ii. Because the model
predicts the prediction sets of all voxels in front of the vehicle containing nonempty classes.

To address these dual requirements, we propose a hierarchical conformal prediction (HCP) method
that improves the occupied recall of rare classes for geometry completion while generating prediction
sets for predicted occupied voxels with class coverage guarantees for semantic segmentation. Fig. 1
(c).iii shows that our HCP improves the occupied recall of the rare safety-critical class (person), so
the SSC model only predicts the voxels on the location of the person as occupied. HCP will also
generate the prediction sets for predicted occupied voxels, containing car and person classes. With
the above perception input, the vehicle will avoid collision with the person.
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Through extensive experiments on VoxFormer (Li et al. [2023b]) and two datasets, we show that our
Depth-UP achieves up to 11.58% increase in geometry completion and 14.61% increase in semantic
segmentation. Our HCP achieves 45% improvement in the geometry prediction for the person class,
with only 3.4% total IoU overhead. This improves the prediction of rare safety-critical classes, such
as persons and bicyclists, thereby reducing potential risks for AVs. And compared with baselines, our
HCP reduces up to 85% set sizes and up to 91% coverage gap. These results highlight the significant
improvements in both accuracy and uncertainty quantification offered by our α-SSC approach.

Our contributions can be summarized as follows:

1. To address the challenging camera-based 3D Semantic Scene Completions (SSCs) problem
for autonomous driving, we recognize the problem from a fresh uncertainty quantification (UQ)
perspective. More specifically, we propose the uncertainty-aware camera-based 3D semantic scene
completion method (α-SSC), which contains the uncertainty propagation from depth models
(Depth-UP) to improve SSC performance by utilizing uncertainty information and our novel
hierarchical conformal prediction (HCP) method to quantify the uncertainty of SSC.

2. To the best of our knowledge, we are the first attempt to propose Depth-UP to improve the SSC
performance, where the direct modeling quantifies the uncertainty of depth estimation and the
uncertainty is utilized on both geometry completion and semantic segmentation. This leads to a
solid improvement in common SSC models.

3. To solve the high-level class imbalance challenge on SSC, which results in biased prediction and
reduced recall for rare classes, we propose the HCP. On geometry completion, a novel KL-based
score function is proposed to improve the occupied recall of safety-critical classes with little
performance overhead. On the semantic segmentation, we achieve a smaller prediction set size
under the defined class coverage guarantee. Overall, the proposed α-SSC, combined with Depth-
UP and HCP, has shown that UQ is an integral and vital part of CSSC tasks, with an extendability
over to a broader set of 3D scene understanding tasks that go beyond the AV perception.

2 Related Work

Semantic Scene Completion. The concept of 3D Semantic Scene Completion (SSC) was first
introduced by SSCNet (Song et al. [2017]), integrating both geometric and semantic reasoning.
Since its inception, numerous studies have emerged, categorized into two streams: LiDAR-based
SSC (Roldao et al. [2020], Cheng et al. [2021], Yan et al. [2021]) and Camera-based SSC (CSSC) (Cao
and De Charette [2022], Li et al. [2023b], Tian et al. [2024], Zhang et al. [2023]). CSSC has gained
increasing attention owing to cameras’ advantages in visual recognition and cost-effectiveness. Depth
predictions are instrumental in projecting 2D information into 3D space for CSSC tasks. Exiting
methodologies generate query proposals using depth estimates and leverage them to extract rich
visual features from the 3D scene. However, these methods overlook depth estimation uncertainty.
In this work, we propose an uncertainty propagation framework from depth models to enhance the
performance of CSSC models.

Uncertainty Quantification and Propagation. Uncertainty quantification (UQ) holds paramount
importance in ensuring the safety and reliability of autonomous systems such as robots (Jasour and
Williams [2019]) and AVs (Meyer and Thakurdesai [2020]). Moreover, UQ for perception tasks can
significantly enhance the planning and control processes for safety-critical autonomous systems (Xu
et al. [2014], He et al. [2023]). Different types of UQ methods have been proposed. Monte-Carlo
dropout (Miller et al. [2018]) and deep ensemble (Lakshminarayanan et al. [2017]) methods require
multiple runs of inference, which makes them infeasible for real-time UQ tasks. In contrast, direct
modeling approaches (Feng et al. [2021]) can estimate uncertainty in a single inference pass in
real-time perception. While UP frameworks from depth to 3D object detection have demonstrated
efficacy in enhancing accuracy (Lu et al. [2021], Wang et al. [2023]), no prior works have addressed
UP from depth to 3D CSSC. This paper aims to bridge this gap by proposing a novel approach to UP
in this context, and we design a depth uncertainty propagation (UP) module called Depth-UP based
on direct modeling. Conformal prediction can construct statistically guaranteed uncertainty sets for
model predictions (Angelopoulos and Bates [2021]), however, there is limited CP literature for highly
class-imbalanced tasks, rare but safety-critical classes (e.g., person) remains challenging for SCC
models. Hence, we develop a hierarchical conformal prediction method to quantify uncertainties of
the output of SSC tasks characterized by highly imbalanced-class.
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3 Method

We design a novel uncertainty-aware camera-based 3D semantic scene completion method (α-SSC),
which contains the uncertainty propagation from depth models to SSC (Depth-UP) to improve
performance of SSC and the hierarchical conformal prediction (HCP) to quantify the uncertainty
of SSC. Figure 2 presents the methodology overview. The major novelties are: (1) Depth-UP
quantifies the uncertainty of depth estimation by direct modeling (DM) and then propagates it through
depth feature extraction (for semantic segmentation) and building a probabilistic voxel grid map by
probabilistic geometry projection (for geometry completion). (2) Our HCP calibrates the probability
outputs of the SSC model on the geometry and semantic levels. First, it predicts the voxel’s occupied
state by the quantile on the novel KL-based score function as Eq. 6, which can improve the occupied
recall of rare safety-critical classes with a small performance overhead under the high-level class
imbalance situation. Then it generates prediction sets for these predicted occupied voxels, which
achieve a better coverage guarantee and smaller sizes of prediction sets.

Figure 2: Overview of our α-SSC method. The red color highlights the novelties and important
techniques in our method. In the Depth-UP part, we calculate the uncertainty of depth estimation
through direct modeling. Then we propagate it through depth feature extraction (for semantic
segmentation) and building a probabilistic voxel grid map by probabilistic geometry projection (for
geometry completion). In the HCP, we predict voxels’ occupied state by the quantile on the novel
KL-based score as Eq. 6, which can improve occupied recall of rare classes, and then only generate
prediction sets for these predicted occupied voxels.

3.1 Preliminary
Camera-based Semantic Scene Completion (CSSC) predicts a dense semantic scene within a defined
volume in front of the vehicle solely from RGB images (Cao and De Charette [2022]). Specifically,
with an input image denoted by X ∈ R3×H×W , one CSSC model first extracts 2D image features FI

using backbone networks like ResNet (He et al. [2016]) and estimates the depth value for each pixel,
denoted by D̂ ∈ RH×W , employing depth models such as monocular depth estimation (Bhat et al.
[2021]) or stereo depth estimation (Shamsafar et al. [2022]). Subsequently, the model generates a
probability voxel grid Ŷ ∈ [0, 1]M×U×V×D based on FI and D̂, assigning each voxel to the class
with the highest probability. Each voxel within the grid is categorized as either empty or occupied by
a specific semantic class. The ground truth voxel grid is denoted as Y. Here, H and W signify the
height and width of the input image, while U , V and D represent the height, width, and length of the
voxel grid, M denotes the total number of relevant classes (including the empty class), respectively.

3.2 Uncertainty Propagation Framework (Depth-UP)

In contemporary CSSC methods, the utilization of depth models has been pivotal in facilitating
the projection from 2D to 3D space, primarily focusing on geometric aspects. Nonetheless, these
approaches often overlook the inherent uncertainty associated with depth prediction. Recognizing
the potential to enhance CSSC performance by harnessing this uncertainty, we introduce a novel
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framework centered on uncertainty propagation from depth models to CSSC models (Depth-UP). Our
approach involves quantifying the uncertainty inherent in depth models through a direct modeling
(DM) method (Su et al. [2023], Feng et al. [2021]) and integrating this uncertainty information into
both geometry completion and semantic segmentation of CSSC to improve the final performance.

Direct Modeling (DM). Depth-UP includes a DM technique (Su et al. [2023], Feng et al. [2021])
to infer the standard deviation associated with the estimated depth value of each pixel in the image,
with little time overhead. An additional regression header, with a comparable structure as the original
regression header for D̂, is tailored to predict the standard deviation Σ̂. Subsequently, this header
is retrained based on the pre-trained deep model. We assume that the estimated depth value is
represented as a single-variate Gaussian distribution, and the ground truth depth follows a Dirac delta
function (Arfken et al. [2011]). For the retraining process, we define a regression loss function as the
Kullback-Leibler (KL) divergence between a single-variate Gaussian distribution and a Dirac delta
function (Murphy [2012]), where D ∈ RH×W is the ground-truth depth matrix for the image:

LKL(D, D̂, Σ̂) =
1

HW

H∑
i=1

W∑
j=1

(dij − d̂ij)
2

2σ̂2
ij

+ log |σ̂ij |. (1)

Propagation on Geometry Completion. Depth information is used to generate the 3D voxels on
geometry in CSSC. There are two key challenges inherent: occupied probability estimation for each
voxel and lens distortion during geometric transformations. Exist SSC models, such as VoxFormer (Li
et al. [2023b]), solves the lens distortion by projecting the depth information into a 3D point cloud,
and then generating the binary voxel grid map Mb ∈ {0, 1}U×V×D, where each voxel is marked as 1
if occupied by at least one point. However, they ignore the uncertainty of depth. Here we propagate
the depth uncertainty into the geometry of CSSC by solving the above two challenges.

Our Depth-UP generates a probabilistic voxel grid map Mp ∈ [0, 1]U×V×D that considers both the
lens distortion and the uncertainty in depth estimation, with {D̂, Σ̂} from DM. For pixel (h,w), the
estimated depth mean is d̂hw, we project it into the point (x, y, z) in 3D space:

x =
(h− ch)× z

fu
, y =

(w − cw)× z

fv
, z = d̂hw (2)

When the estimated depth follows a single-variate Gaussian distribution with a standard deviation
σ̂hw, the location of the point may be on any position along a ray started from the camera. It is
difficult to get the exact location of the point, but we can estimate the probability of the point in one
voxel (u, v, d). So for one voxel (u, v, d), we compute its probability of being occupied by points:

Mp(u, v, d) = min

1,
∑

ρhw∈Ψuvd

∫ ze

zs

N (z|d̂hw, σ̂2
hw)dz

 (3)

where Ψuvd is the set of rays starting from the camera and passing the voxel (u, v, d). For ray ρhw
corresponding to the pixel (h,w), we compute the cumulative probability between the two crosspoints
with the voxel. The corresponding depth value of the two crosspoints are zs and ze. The probabilistic
voxel grid map Mp ∈ [0, 1]U×V×D replaces the original binary voxel grid map.

Propagation on Semantic Segmentation. The extraction of 2D features FI from the input image has
been a cornerstone for CSSCs to encapsulate semantic information. However, harnessing the depth
uncertainty information on the semantic features is ignored. Here by augmenting the architecture with
an additional ResNet-18 backbone (He et al. [2016]), we extract depth features FD from the estimated
depth mean and standard deviation {D̂, Σ̂}. These newly acquired depth features are then seamlessly
integrated with the original 2D features, constituting a novel set of input features {FI ,FD} as shown
in Fig. 2. This integration strategy capitalizes on the wealth of insights garnered from prior depth
predictions, thereby enhancing the CSSC process with refined semantic understanding.

3.3 Hierarchical Conformal Prediction (HCP)

3.3.1 Preliminary

Standard Conformal Prediction. For classification, conformal prediction (CP) (Angelopoulos and
Bates [2021], Ding et al. [2024]) is a statistical method to post-process any models by producing
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the set of predictions and uncertainty quantification (UQ) with theoretically guaranteed marginal
coverage of the correct class. With M classes, consider the calibration data (X1,Y1), ..., (XN ,YN )
with N data points that are never seen during training, the standard CP (SCP) includes the following
steps: (1) Define the score function s(X, y) ∈ R. (Smaller scores encode better agreement between
X, and y). The score function is a vital component of CP. A typical score function of a classifier f is
s(X, y) = 1− f(X)y, where f(X)y represents the yth softmax output of f(X). (2) Compute q as
the ⌈(N+1)(1−α)⌉

N quantile of the calibration scores, where α ∈ [0, 1] is a user-chosen error rate. (3)
Use this quantile to form the prediction set C(Xtest) ⊂ {1, ...,M} for one new example Xtest (from
the same distribution of the calibration data): C(Xtest) = {y : s(Xtest, y) ≤ q}. The SCP provides
a coverage guarantee that P(Ytest ∈ C(Xtest) ≥ 1− α.

Class-Conditional Conformal Prediction. The SCP achieves the marginal guarantee but may
neglect the coverage of some classes, especially on class-imbalanced datasets (Angelopoulos and
Bates [2021]). Class-Conditional Conformal Prediction (CCCP) targets class-balanced coverage:

P(Ytest ∈ C(Xtest)|Ytest = y) ≥ 1− αy, (4)

for ∀y ∈ {1, ...,M}. It means every class y has at least 1− αy probability of being included in the
prediction set when the label is y. Hence, the prediction sets satisfying . 4 are effectively fair with
respect to all classes, even the very rare ones.

3.3.2 Our Hierarchical Conformal Prediction

Current CP does not consider the hierarchical structure of classification, such as the geometry
completion and semantic segmentation in SSC models. Here we propose a novel hierarchical
conformal prediction (HCP) to address these challenges, which is shown in Algo.1.

Geometric Level. On the geometric level, it is important and safety-critical to guarantee the occupied
recall of some sensitive classes, such as the person. Hence, we define the occupied coverage for the
specific safety-critical class y (e.g., person, bike classes for AVs) as:

P(o = T |Ytest = y) ≥ 1− αy
o , (5)

the probability of the voxels with label y are predicted as occupied is guaranteed to be no smaller than
1− αy

o . The empty class is y = 1 and the occupied classes are y ∈ {2, ...,M}. To achieve the above
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guarantee under the high class-imbalanced dataset, we propose a novel score function based on the KL
divergence. Here we define the ground-truth distribution for occupancy as O = {ε, 1, ..., 1}M , where
ε is the minimum value for the empty class. With the output probability f(X) = {p1, p2, ..., pM} by
the model f , we define the KL-based score function for y ∈ Yr, different from s(X, y) = 1−f(X)y:

skl(X, y) = Dkl(f(X)||O) = p1 log(
p1
ε
) +

M∑
i=2

pi log(pi), forX ∈ Υy, (6)

where Υy is the subset of the calibration dataset with Y = y, and Yr is the considered rare class
set. The quantile qyo for class y is the ⌈(Ny+1)(1−αy

o)⌉
Ny

quantile of the score skl(X, y) on Υy where
Ny = |Υy|. Then we predict the voxel Xtest as occupied if ∃y ∈ Yr, skl(Xtest, y) ≤ qyo .

Semantic Level. On the semantic level, we need to achieve the same class-balanced coverage as
Eq. 4, under the geometric level coverage guarantee. For all voxels which are predicted as occupied
in the previous step, we generate the prediction set C(Xtest) ⊂ {2, ...,M} to satisfy the guarantee:

P(Y ∈ C(Xtest)|Y = y, o = T ) ≥ 1− αy
s (7)

The score function here is s(X, y) = 1 − f(X)y. We compute the quantile qys for class y as the
⌈(Nyo+1)(1−α)⌉

Nyo
quantile of the score on Υy

o , where Υy
o is the subset of the calibration dataset that has

label y and are predicted as occupied on the geometric level of our HCP, Nyo = |Υy
o |.

The prediction set is generated as:

C(Xtest) = {y : skl(X, y) ≤ qyo ∧ s(X, y) ≤ qys} (8)

Proposition 1. In Alg.1, for a desired αy value, we select αy
o and αy

s as 1−αy = (1−αy
s)(1−αy

o),
then the prediction set generated as Eq. 8 satisfies P(Ytest ∈ C(Xtest)|Ytest = y) ≥ 1− αy .
The proof is in Appendix ??.

4 Experiments

SSC Model. We assess the effectiveness of our approach through comprehensive experiments on
one CSSC model VoxFormer (Li et al. [2023b]). It features a two-stage process: generating sparse
visible voxel queries from depth estimation, followed by densification into dense 3D voxels. It
outperforms other CSSC methods in accuracy and efficiency, achieving significant improvements
in geometry and semantics with reduced GPU memory usage. Dataset. The datasets we used are
SemanticKITTI (Behley et al. [2019], with 20 classes) and SSCBench-KITTI-360 (Li et al. [2023a],
with 19 classes). More details on experiments are shown in Appendix ??.

4.1 Uncertainty Propagation Performance
Table 1: Performance evaluation of our Depth-UP on VoxFormer.

Dataset Method IoU ↑ Precision ↑ Recall ↑ mIoU ↑ mIoU ↑
bicycle motorcycle person

SemanticKITTI Base 44.02 62.32 59.99 12.35 0.59 0.51 1.78
Our 45.85 63.1 62.64 13.36 0.12 3.57 2.24

KITTI360 Base 38.76 57.67 54.18 11.91 1.16 0.89 1.63
Our 43.25 65.81 55.78 13.65 1.96 1.58 3.13

Metric. For SSC performance, we employ the intersection over union (IoU) to evaluate the geometric
completion, regardless of the allocated semantic labels. This is very crucial for obstacle avoidance for
autonomous vehicles. We use the mean IoU (mIoU) of all semantic classes to assess the performance
of semantic segmentation of SSC. Since there is a strong negative correlation between IoU and mIoU
(Li et al. [2023b]), the model should achieve excellent performance in both geometric completion
and semantic segmentation.

The experimental results of our Depth-UP framework on VoxFormer using the SemanticKITTI and
KITTI360 datasets are presented in Table 1. These results demonstrate that Depth-UP effectively
leverages quantified uncertainty from the depth model to enhance CSSC model performance, achiev-
ing up to a 4.49 (11.58%) improvement in IoU and up to a 1.74 (14.61%) improvement in mIoU,
while also significantly improving both precision and recall in the geometry completion aspect of
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CSSC. When accessing the performance of CSSC models, even slight improvements in IoU and
mIoU mean good progress, as reported by Zhang et al. [2023], Huang et al. [2023]. In Table 1, the
mIoU results of some rare classes are shown in the right part. In most cases, our Depth-UP can
improve mIoU of these classes for utilizing the depth uncertainty.

Figure 3 presents visualizations of the SSC model with and without our Depth-UP on SemanticKITTI.
In this figure, we can also see that our Depth-UP can help the SSC model to predict rare classes, such
as persons and bicyclists, as highlighted with the orange dashed boxes. Especially for the third row,
our Depth-UP predicts the person crossing the road in the corner, while the baseline ignores him. Our
Depth-UP can significantly reduce the risk of hurting humans for AVs and improve safety.

road

car truck

trunk

bicycle

terrain.sidewalk

person

parking

bicyclist

other-grnd

motorcyclist

building

bicyclist

vegetation

fence other-veh.

pole

motorcycle

traf.-sign

Camera View Ground Truth Baseline Ours

Figure 3: Qualitative results of the baseline SSC model and that with our Depth-UP method.

4.2 Uncertainty Quantification Performance

We evaluate our HCP on the geometrical level and the uncertainty quantification. In the experiments
here, since we do not have test part of SemanticKITTI, we randomly split the original validation part
of SemanticKITTI into the calibration dataset (take up 30%) and the test dataset (take up 70%). For
KITTI360, we use the validation part as the calibration dataset and the test part as the test dataset.

Geometrical Level. For the geometry level, the target of methods is to achieve the best trade-
off between IoU performance and the occupied recall of rare classes. To show the effectiveness
of our novel KL-based score function on the geometric level, we compare it with two common
score functions (Angelopoulos and Bates [2021]): class score (1 − f(X)y) and occupied score
(1−

∑M
y=2 f(X)y). Figure 4 shows the IoU results across different occupied recall of the considered

rare class (person, 1− αperson
o ) for different SSC models and datasets. The red dotted line shows

the IoU of the SSC model without UQ methods. We can see that our KL-based score function
always achieves the best geometry performance for the same occupied recall, compared with two
baselines. The two base score functions perform so badly because they cannot handle the high-level
class imbalance in SSC. To achieve the optimal balance between IoU and occupied recall, we can
adjust the occupied recall metric. For instance, in the second subfigure, the SSC model without HCP
shows an IoU of 45.85 and an occupied recall for the person class of 20.69. By setting the occupied
recall to 21.75, the IoU performance improves to 45.94. And, increasing the occupied recall beyond
30 (45.0% improvement) results in a decrease in IoU to 44.38 (3.4% reduction). This demonstrates
that our HCP method can substantially boost the occupied recall of rare classes with only a minor
reduction in IoU.

Uncertainty Quantification. Metric: To measure the quantified uncertainty for different conformal
prediction methods, we usually use the average class coverage gap (CovGap) and average set size
(AvgSize) of the prediction sets (Ding et al. [2024]). For a given class y ∈ Y\{1} with the defined
error rate αy , the empirical class-conditional coverage of class y is cy = 1

|Υy|
∑

i∈Υy I{Yi ∈ C(Xi)}.
The CovGap is defined as 1

|Y|−1

∑
y∈Y\{1} |cy − (1 − αy)|. This measures how far the class-

conditional coverage is from the desired coverage level of 1 − αy. The AvgSize is defined as
1
T

∑T
i=1 |C(Xi)|, where T is the number of samples in the test dataset and C(Xi) does not contain

the empty class. A good UQ method should achieve both small CovGap and AvgSize.
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Figure 4: Compare our KL-based score function with the class score function and the occupied score
function. SSC’s IoU performance across occupied recall of considered rare class (person). The red
dotted line shows the IoU of the SSC model without UQ methods. Our KL-based score function
always achieves the highest IoU for the same occupied recall, compared with the other two baselines.

Table 2 compares our HCP method with standard conformal prediction (SCP) and class-conditional
conformal prediction (CCCP), as introduced in Subsection 3.3.1, using the CovGap and AvgSize.
Our results demonstrate that HCP consistently achieves robust empirical class-conditional coverage
and produces smaller prediction sets. In contrast, the performance of SCP and CCCP varies across
different SSC models. Specifically, for the SSC model combined with our Depth-UP on KITTI360,
HCP reduces set sizes by 33% with a comparable coverage gap to CCCP. Compared to SCP, HCP
reduces set sizes by 85% and coverage gap by 91%. As noted in Subsection 3.3.1, SCP consistently
fails to provide conditional coverage. Both SCP and CCCP tend to generate nonempty C(X) for most
voxels, potentially obstructing autonomous vehicles, as illustrated in Figure 1.c.ii. In contrast, HCP
selectively targets occupied voxels, generating nonempty C(X) only for these, thereby minimizing
prediction set sizes while maintaining reliable class-conditional coverage.

Table 2: Compare our HCP with the standard conformal prediction (SCP) and class-conditional
conformal prediction (CCCP) on CovGap and AvgSize.

Dataset SemanticKITTI KITTI360
Model Base Our Depth-UP Base Our Depth-UP

UQ Method SCP CCCP Ours SCP CCCP Ours SCP CCCP Ours SCP CCCP Ours
CovGap ↓ 0.52 0.22 0.10 0.21 0.03 0.04 0.39 0.06 0.06 0.53 0.04 0.05
AvgSize ↓ 1.02 6.43 1.39 1.52 1.59 1.02 4.66 0.62 0.42 5.22 0.25 0.17

4.3 Ablation Study

Table 3: Ablation study on our Depth-UP framework with VoxFormer and SemanticKITTI.
PGC PSS IoU ↑ Precision ↑ Recall ↑ mIoU ↑ FPS ↑

44.02 62.32 59.99 12.35 8.85
✓ 44.91 63.76 60.30 12.58 7.14

✓ 44.40 62.69 60.35 12.77 8.76
✓ ✓ 45.85 63.10 62.64 13.36 7.08

We conducted an ablation study to assess the contributions of each technique proposed in our Depth-
UP, as detailed in Table 3. The best results are shown in bold. The results indicate that Propagation on
Geometry Completion (PGC) significantly enhances IoU, precision, and recall, which are key metrics
for geometry. Additionally, Propagation on Semantic Segmentation (PSS) markedly improves mIoU,
a crucial metric for semantic accuracy. Notably, the combined application of both techniques yields
performance improvements that surpass the sum of their individual contributions.

Limitation. Regarding frames per second (FPS), our Depth-UP results in a 20% decrease. However,
this reduction does not significantly impact the overall efficiency of SSC models. It is important to
note that we have not implemented any specific code optimization strategies to enhance runtime.
Consequently, the computational overhead introduced by our framework remains acceptable.

5 Conclusion
This paper introduces a novel approach to enhancing camera-based 3D Semantic Scene Completion
(SSC) for AVs by incorporating uncertainty inherent in models. Our proposed framework, α-SSC,
integrates the uncertainty propagation from depth models (Depth-UP) to improve SSC performance
in both geometry completion and semantic segmentation. A novel hierarchical conformal prediction
(HCP) method is designed to quantify SSC uncertainty effectively under high-level class imbalance.
Our extensive experiments demonstrate the effectiveness of our α-SSC. The Depth-UP significantly
improves prediction accuracy, achieving up to 11.58% increase in IoU and up to 14.61% increase in
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mIoU. The HCP further enhances performance by achieving robust class-conditional coverage and
reducing prediction set sizes. Compared to baselines, it reduces up to 85% set sizes and up to 91%
coverage gap. These results highlight the significant improvements in both accuracy and uncertainty
quantification offered by our approach, especially for rare safety-critical classes, such as persons
and bicyclists, thereby reducing potential risks for AVs. In the future, we will extend HCP to be
applicable to other highly imbalanced classification tasks.
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