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Optical trapping is having ever-increasing impact in science — particularly
biophysics1–3, photonics4–7 and most recently in quantum optomechanics8–10

— owing to its superior capability for manipulating nanoscale structures and
materials. However, essentially all experimental optical trapping studies in
the optical dipole regime have, to date, been dominated by the interaction be-
tween a material’s electric polarizability, αe, and the electric part of the inci-
dent electromagnetic field, and therefore described by electric field intensity
gradient forces11, 12. Optical trapping based on optical magnetic light-matter
interactions has not been experimentally addressed despite it’s immediate ex-
tension of the boundaries of optical trapping research and applications. This
paper addresses this long-standing deficiency through the realization of opti-
cal magnetic trapping of large index of refraction (i.e., Si) nanoparticles and
also presents a formalism for quantitative understanding of the experimen-
tal findings. Our experimental optical trapping results require including op-
tical magnetic polarizability, αm, and electric-magnetic scattering forces as-
sociated with the Photonic Hall effect13 that are qualitatively and quantita-
tively validated by Maxwell stress tensor calculations. Our findings bring new
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opportunities for nanoparticle manipulation, potentially relax the limitations
Ashkin claimed based on the optical Earnshaw’s theorem14, motivate optical
matter formation15–20 by optical magnetic interactions, and suggest new N-
body effects21, 22 and symmetry breaking23 to drive dynamics of optical matter
systems.

Since its inception in 197024, optical trapping has developed into a large field of investigation
and application, catalyzing substantial advances in diverse disciplines such as biophysics1–3,
material science4–7, and macroscopic quantum physics8–10. Even after five decades of research,
new topics in optical trapping continue to emerge. These include fascinating physical phe-
nomena such as optical matter formation15–20, many-body photonic interactions and symme-
try breaking-induced dynamics leading to optical matter machines21, 22, symmetry-breaking
electrodynamics23, 25–32, and mesoscopic dipole interactions33–35.

All of the aforementioned studies and essentially all of optical trapping heretofore utilize
the optical force associated with the electric fields and gradients11, 12,

⟨FPD
e ⟩ = α

′
e

4
∇|E|2 + α

′′
e

2
|E|2∇Φ (1)

while neglecting the (possible) magnetic counterpart (see the Methods for a more general form
for Eq. 1). The first and second terms in Eq. 1 represent: (i) the intensity gradient force asso-
ciated with the incoming electric field E and real part of the electric polarizability α

′
e; and (ii)

the radiation pressure associated with the gradient phase Φ of the electric field (i.e., the local
curvature of the wavefront) and the imaginary part of the electric polarizability α

′′
e . Although

optical beams are electro-magnetic fields, where both their electric and magnetic components
can potentially interact with matter, universal adoption of Eq. 1 seems reasonable since induced
magnetizations are practically zero at optical frequencies11.

Still, if one considers the possibility of optical magnetic forces, the most simple expectation
is based on a point-dipole model36 that the magnetic field-mediated force behaves analogous to
the electric version. That is,

⟨FPD
m ⟩ = α′

m

4
∇|H|2 + α′′

m

2
|H|2∇Φ, (2)

where all terms are the magnetic (field) analogs of those in Eq. 1. This expression is analogous
to what is given in Ref37; see the Methods for a generalized form of Eq. 2. The magnetic
field-associated gradient force (first term) says that positive optical magnetization would give
rise to an attractive force. Yet, despite some recent theoretical work36, 38 suggesting possible
routes for experimental confirmation using magnetodielectric nanoparticles with their inducible
magnetizations, experimental evidence of optical magnetic forces being important in optical
trapping is still lacking. The exception is a recent experimental study of photoinduced magnetic
dipolar forces using (atomic) force microscopy37.

There are also unresolved fundamental questions concerning induced optical magnetic forces.
In particular, Novotny predicted11 that induced magnetization in optical trapping would behave
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opposite to what induced electric polarizations do; i.e., a particle with a negative induced mag-
netization will be attracted to a magnetic field maximum. This suggestion contradicts the ex-
pectation based on Eq. 2. These conflicting perspectives urgently demand confirmation of the
underlying mechanism of optical magnetic field trapping specifically and light-matter interac-
tions generally.

Although Eqs. 1 and 2 are suitable for point particles (and as we show later for off-resonance
conditions), a correct description of matter-radiation interactions for finite size particles involves
higher-order electric and magnetic multipole modes (and cross-terms), resulting in complicated
theoretical expressions that complicate interpretation of experiments. However, if the wave-
length of the optical trapping beam is on-resonance, these modes will dominate the interaction.
In the present study, the electric dipole (ED) and magnetic dipole (MD) modes are on-resonance
and Eqs. 1-3 suffice for interpretation of our experimental findings.

Here, we experimentally demonstrate optical magnetic field trapping of large refractive
index nanoparticles and provide a new quantitatively accurate theoretical description thereof.
Large index of refraction Silicon (Si) nanoparticles of various sizes were investigated explor-
ing the spectral detuning of their Mie optical magnetic dipole resonance relative to the fixed
trapping laser wavelength. We observed that when optically excited at their magnetic dipole
resonance, single Si nanoparticles selectively (thermally) sample the most intense magnetic
field regions of focused vector beams39. However, application of the point dipole optical mag-
netic (magnetization) model of Eq. 2 cannot explain all of our observations. In particular, when
the Si nanoparticle diameter is large, it has negative optical magnetic polarizability and by Eq. 2
should be repelled from regions of strong optical magnetic fields, but it is not. We show that
the full range of optical trapping observations can be explained by including forces arising from
the Photonic Hall Effect (PHE)13, 40–42 that is demonstrated with more details in Sect. S13 in
the Supplementary Information. We develop a scattering-corrected model (SCM) using gener-
alized Lorentz-Mie theory (GLMT)43–45 that includes the PHE-associated optical force, which
is a nonconservative scattering force that manifests an anisotropy associated with the polariza-
tion of the trapping laser field. The optical magnetism and SCM-associated forces are validated
by Maxwell stress tensor (MST) calculations. Extension to other high index material-based
nanoparticles is demonstrated (see Sect. S14 in the Supplementary Information).

Results

Optical beams and materials with strong optical magnetic properties
Our operational hypothesis for demonstrating optical magnetic field trapping requires: (i) a fo-
cused electromagnetic beam that allows distinguishing the electric and magnetic fields; and (ii)
nanoscale size materials that (strongly) interact with optical magnetic fields. Fig. 1a shows the
result of an electrodynamics simulation of a focused azimuthally polarized vector beam39. The
segregated magnetic field is primarily a longitudinally polarized component, Hz, at the beam
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Figure 1: Optical magnetic trapping of Si nanoparticles with an azimuthally polarized beam. (a) The inten-
sity profile of a tightly focused azimuthally polarized beam decomposed into three constituent fields in the focal
volume: E (reddish), Hρ (reddish), and Hz (blue), with black arrows representing their polarization directions.
(b) The ratios of the Hz to E and Hρ intensities as a function of numerical aperture (NA) of the focusing lens.
The black dots in the plot indicate the ratios for an NA of 1.27, which corresponds to the microscope objective
used for trapping Si nanoparticles in water (n=1.33). (c) The scattering cross sections of Mie multipole resonances
of Si nanoparticles are calculated at the 770 nm trapping laser wavelength. The first intersection between the MD
and ED scattering cross-section curves occurs at Si nanoparticle dia.=182 nm. This nanoparticle size separates
the optical trapping into E-field- and H-field-dominated trapping domains. The hatched and grey regions repre-
sent the E-H transition (182-190 nm) and higher order multipole dominated (>250 nm) regions, respectively. Si
nanoparticles with sizes from about 180-250 nm in dia. will manifest trapping forces with strong optical magnetic
contributions. (d) The calculated potential energy profiles across the focused azimuthally polarized vector beam
illustrate the expected (energetic) tendencies of Si nanoparticles to trap in the E- and H-field dominated portions
of the optical beam.

center (where the electric field vanishes) together with the azimuthally polarized electric com-
ponent, E11, 39, 46. There is an additional magnetic component of light with radial polarization,
Hρ, that shares the annular region with the electric component. Figure 1b shows that the inten-
sity of the longitudinally polarized magnetic field, Hz, increases with the tightness of the beam
focus; the ratios |ηHz|2/|E|2 and |Hz|2/|Hρ|2 increase with the numerical aperture (NA) of the
objective (shown from NA = 0.4 to 1.29)39. When the azimuthally polarized beam is tightly
focused with a NA of 1.27 (our experimental condition) the longitudinal magnetic field Hz at-
tains an intensity 1.5 and 3.4 times greater than the transverse electric E and magnetic Hρ field
intensities, respectively. The calculation assumes a water environment (n=1.33) and considers
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the wave impedance η =
√

ϵw/µw for the magnetic-to-electric intensity ratio where ϵw and µw

are water’s permittivity and permeability. This focused trapping beam would enhance the Hz

associated optical force and reduce any competing forces due to other fields at the beam center
thereby satisfying one condition for selective optical magnetic trapping.

Our demonstration of optical magnetic trapping also requires a material with a strong optical
magnetic dipole resonance. Si nanoparticles satisfy this condition47 (see Fig. 2d) and are small
enough that they can interact dominantly with the longitudinally polarized magnetic field Hz via
their Mie magnetic dipole (MD) resonance. This electromagnetic field-nanoparticle interaction
is expected to create optical magnetic forces as described by Eq. 2. However, as suggested in
Fig. 1c and shown explicitly in Fig. 2d, Si nanoparticles also have a strong (and spectrally broad)
electric dipole (ED) resonance47 that can be excited by the annularly distributed electric field E.
Therefore, electric field-mediated forces (Eq. 1) can also act on the Si nanoparticles. The mag-
nitude of these two types of forces depend not only on the intensity of the respective fields, but
also on the strength of the field-particle interactions that follow from the single Si nanoparticle
ED and MD scattering cross-sections at the trapping laser wavelength (see Fig. 2d). Figure 1c
presents a GLMT calculated scattering spectrum (in black) of Si nanoparticles as a function of
diameter for the 770 nm trapping laser wavelength. The total scattering is decomposed into
the MD (blue) and ED (red) mode contributions. The MD mode dominates over the ED mode
only in a narrow size range centered at a diameter of 200 nm, which corresponds to the peak of
the MD resonance (for 770 nm trapping laser wavelength). This diameter-dependent scattering
suggests another operational hypothesis that only Si nanoparticles in a certain size range (as
shown in Fig. 1c) will manifest optical magnetic field trapping.

Optical trapping of Si nanoparticles
Testing the aforementioned hypothesis and verifying optical magnetic trapping is accomplished
by observing where the Si nanoparticles are most probable to be localized in the focused az-
imuthally polarized trapping beam. Since the experiments are conducted in room temperature
solution, the random Brownian forces enable statistical (thermal) sampling of force interactions
in the inhomogeneous trapping field (Fig. 1a). The potential energy profiles of Fig. 1d for Si
nanoparticles in the beam show that the energy minimum changes from the azimuthally polar-
ized beam’s annular E-field region to its center when the dominant electromagnetic interaction
(and trapping force) changes from ED mode dominated to MD mode dominated with increas-
ing Si nanoparticle size. Note that the upper size boundary that we consider in the experiments
is when the magnetic quadruple (MQ) mode in Fig. 1c begins to dominate the scattering (at
dia.>250 nm). Optical forces due to higher-order modes become pronounced (eventually dom-
inant) beyond this Si nanoparticle size (see Fig. S5) and fall outside the scope of this study.
Furthermore, we do not consider thermophoresis48 due to the small absorbance of Si nanoparti-
cles at 770 nm (see Fig. S4).

Figure 2a presents a schematic of optical trapping where a water-immersion microscope
objective (Nikon CFI SR Plan Apo IR 60X) focuses an azimuthally polarized beam into a thin
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Figure 2: Experimental evidence of optical magnetic trapping of Si nanoparticles. (a) Schematic represen-
tation of the microscope objective that is employed to generate a tightly focused azimuthally polarized beam for
trapping Si nanoparticles in a water chamber. The closeup displays a Si nanoparticle at the trapping plane of the
azimuthally polarized beam, with arrows indicating the longitudinal and azimuthal polarization of Hz (blue) and E
(red), respectively. (b) SEM micrograph of a drop-cast Si nanoparticle that coincidentally has the same dimensions
as the trapped one shown in panel (c). (c) Dark-field microscopy image of a representative Si nanoparticle with a
diameter of 205 nm trapped at the center of the focused azimuthally polarized beam delineated by the white dashed
circle. (d) The size of the Si nanoparticle shown in panel (c) is determined by comparing the particle’s in-situ mea-
sured scattering spectrum (upper panel) with calculated Mie scattering spectra (lower panel; calculated in a water
environment) and adjusting the Si nanoparticle size in simulation until their scattering spectral signatures align, in-
cluding the multi-pole modes. The red dashed vertical line indicates the trapping laser wavelength. (e) Nanoscale
localizations of three representative Si nanoparticles with different sizes overlaid with their measured trapping
beam profiles as gray-scale background. The upper and lower rows exhibit the experimental and GLMT-Langevin
dynamics simulation results, respectively. (f) The associated experimental (upper) and simulation (lower) radial
position distributions.
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(120 µm) water-filled chamber with colloidal Si nanoparticles. The expanded view depicts the
azimuthally polarized beam focused near the top water-glass interface, with arrows indicating
the (local) polarization directions and spatial distributions of both the longitudinal magnetic Hz

(blue) and electric E (red) fields. The Si nanoparticle located at the maximum of the longitudi-
nal magnetic field (i.e., at the center of the beam) provides a visual representation of magnetic
field trapping. Details about Si nanoparticle synthesis and experimental implementation are
given in the Supplementary Information.

Scanning electron microscopy (SEM) was employed for ex-situ characterization of particle
size and shape. Figure 2b shows a SEM micrograph of a representative Si nanoparticle that was
prepared on a substrate using a standard drop-casting technique. The optical scattering spec-
trum of this Si nanoparticle (not shown) is very similar to the one shown in Fig. 2d. The SEM
measurement confirms that the comparison of experimental and calculated optical scattering
spectra give an accurate determination of nanoparticle size with tolerance of ±2 nm. Further-
more, well-resolved peaks in the measured scattering spectra indicate spherical nanoparticle
shapes. A detailed description of the particle size determination method and calibrations are
provided in Fig. S6.

Figure 2c shows a darkfield microscopy image of a single Si nanoparticle stably trapped
in the central region of the focused azimuthally polarized beam; the dashed circle outlines the
trapping beam (its optical image was blocked with a notch filter as shown in Fig. S3). An in-situ
measurement of the single Si nanoparticle’s scattering spectrum was performed (upper panel of
Fig. 2d) to allow size determination of this and each single Si nanoparticle studied. The GLMT-
calculated spectrum (lower panel of Fig. 2d) that matches the measured spectral features (peaks)
establishes this particle’s diameter to be 205 nm. This particle’s MD resonance, measured and
calculated in a water environment, is nearly maximally on-resonance with the 770 nm trapping
laser wavelength, and the ratio of the optical magnetic dipole to electric dipole scattering is
nearly maximized.

The nanoscale localization49 of single Si nanoparticles and the associated probability den-
sity functions (PDF) of different trapped Si nanoparticles along the radial direction (different
colors) are shown in Figs. 2e and f, respectively. Particles of different sizes localize in different
regions of the focused azimuthally polarized beam. Statistical analysis of experimental (upper)
and simulation (lower) results demonstrate that the 205 nm dia. Si nanoparticle (blue points)
is trapped at the beam center where the maximum longitudinally polarized magnetic field Hz

exists. This result is consistent with optical magnetic field trapping with a trapping force given
by Eq. 2. By contrast, a 162 nm dia. Si nanoparticle (red points) is localized in the annular
region of the focused azimuthally polarized beam, which is consistent with electric field trap-
ping. This latter result is consistent with our expectation because the ED mode dominates the
interaction with the electric field of the trapping laser via Eq 1, which is the well-established
electric point-dipole model of electric light-matter interactions36.

Surprisingly, Figs. 2e and f also show that a large, 239 nm dia., Si nanoparticle (green) is
strongly trapped at the center of the beam, with a narrower distribution in the radial position
PDF! This result is unexpected since it starkly contrasts with that for the 162 nm dia. nanopar-
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ticle even though in both cases the interaction with their ED mode dominates the MD mode for
770 nm trapping laser light. Furthermore, as shown in Fig. S9, the magnetic polarizability (and
therefore induced magnetization ) is negative for the 239 nm dia. nanoparticle at 770 nm trap-
ping laser wavelength. Therefore, the optical magnetic dipole gradient force of Eq. 2 would be
repulsive (see Fig. S7), and the 239 nm dia. Si nanoparticle should be expelled from the center
of the trap! Other Si nanoparticles of various sizes that we trapped and characterized showed
results consistent with the three nanoparticles we discussed here in detail. See the Supplemen-
tary Information and Methods sections for more details about the experiments and simulations.
These results clearly indicate that an additional, unaccounted-for optical force must exist to re-
solve the contradiction with expectations from a simple point-dipole model (of Eqs1 and 2) and
that this force dominates the electrodynamic forces acting on large Si nanoparticles.
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Figure 3: Transverse scattering force(s) on Si nanoparticles due to the photonic Hall effect (PHE). (a) The
PHE for the case of the dia. 205 nm dia. Si nanoparticle is demonstrated by characterizing its scattering properties
at three designated positions (labeled 1, 2, and 3) in a linearly-polarized, tightly-focused Gaussian beam. (b)-(d)
Normalized far-field radiation patterns (left) of the Si nanoparticle at the three locations in (a) show that light
scatters differently depending upon the polarization state of the optical beam and the local intensity gradients
of the exciting electric and magnetic fields. These results define the force contributions from the PHE on the
Si nanoparticle described in Eq. 3. The schematic (right) describes the Mie transverse scattering (TS) from a Si
nanoparticle optically excited near its electric or magnetic dipolar resonances. A particle at the center of the optical
trapping beam manifests symmetric scattering that becomes asymmetric when the particle is away from the center
. A net force F TS

net arises to balance the momentum carried by the directional scattering. (e) Optical forces exerted
on the Si nanoparticle calculated at various positions along the x- and y-directions in the Gaussian beam shown
in (a) calculated by four methods: transverse scattering (TS); point-dipole (PD) approximation; Maxwell stress
tensor (MST); and our scattering corrected model (SCM). Note, all forces are normalized to the maximum of the
MST-calculated force.
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Transverse scattering (TS) force and photonic Hall effect
Figure 3 qualitatively and quantitatively demonstrates the directional forces associated with the
transverse directional scattering of light. Figure 3b shows the results of GLMT simulations of a
Si nanoparticle interacting with a focused Gaussian beam where the electric and magnetic fields
are polarized along the in x- and y-directions, respectively. Placing the 205 nm dia. Si nanopar-
ticle at three representative positions in the trapping beam, as shown in Fig. 3a (labelled 1, 2,
and 3), results in the three far-field scattering patterns shown in Fig. 3b-d. The scattering pattern
for the particle at the origin (position 1) displays mirror (and inversion) symmetry in the trans-
verse plane so no net TS force is generated, as shown schematically in Fig. 3b. Note that for this
size nanoparticle, the light scattering at 770 nm originates from both the ED and MD modes.
The excited dipole moments align with their respective exciting fields and radiate electromag-
netic fields in the transverse plane (see Fig. 3b). Therefore, the 205 nm dia. Si nanoparticle
scatters more intensely along the x-axis because of the large scattering cross-section associated
with the optical magnetic dipole (see Fig. 2d). It is important to note that this additional optical
force also exists for small particles (such as the 162 nm dia. Si nanoparticle), but its trivial
contribution to the total force on the Si nanoparticle allows the point-dipole model to accurately
describe the electrodynamic forces in this size regime (see Fig. S8).

The mirror symmetry of the scattering is lost when the particle is displaced from the central
axis of the trapping beam. The x- and y-axes are the (reflection) symmetry axes for the elec-
tric and magnetic components of the Gaussian beam, respectively. When the particle is placed
at position 2, its deviation from the (y-oriented) symmetry axis for the magnetic field leads
to symmetry breaking of the MD-mediated scattering along the x-direction, as shown Fig. 3c.
Similarly, the asymmetric ED-mediated scattering at position 3 occurs because of the particle’s
displacement from the (x-oriented) symmetry axis for the electric field, as shown Fig. 3c. How-
ever, these two configurations show different biases in scattering, with the ED mode scattering
light along the electric field intensity gradient and the MD mode scattering light in the direction
opposite to the magnetic field intensity gradient. A Si nanoparticle off-center in an electromag-
netic beam with a (typical) Gaussian transverse intensity profile, where its electric and magnetic
fields are not spatially segregated, scatters the incident photons into the opposite direction (in-
ward or outward) depending upon the photons’ linear polarization state (i.e., along the x- or
y-directions) . This contrarian behavior is attributed to the interference between the MD and
the ED modes, as reflected in Eq. 3. This polarization-dependent directional scattering is the
photonic Hall effect and is essential for understanding the trapping behavior of Si nanoparticles.

Following this reasoning, we propose that a transverse scattering force must be added to the
gradient force model described in Eqs. 1, 2, and 13 (in Methods). Figure 3 shows that the TS
force results from directionally biased scattering; the particle’s “reaction” balances the momen-
tum carried by the scattered radiation, satisfying conservation of momentum. Therefore, how
the nanoparticles scatter light, especially for near- or on-resonance optical trapping, is an impor-
tant and perhaps dominant force acting on the nanoparticles. As we show below, this scattering
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force on the Si nanoparticle arises from the PHE13, 40, 41. Polarization-dependent directional light
scattering from nanoparticles is already known in the photonic spin Hall effect (PSHE), which
relies on: (i) the light’s circular polarization state; and (ii) gradients in the (local) refractive in-
dex of materials41, 42, 50. In contrast, in the present case, due to the existence of both MD and ED
resonances and their interaction as indicated in Eq. 3, the PHE acting on the Si nanoparticles
depends on: (i) the incident light’s linear polarization state; and (ii) the intensity gradients of
the electric and magnetic fields (more details in Sect. S13 in Supplementary Information) .

The TS forces are a consequence of the biased scattering just described, and have magnetic
and electric dipolar contributions, as evidenced by an analytical approximation:

F TS-ana = F TS
MD + F TS

ED
∼= − k3µm

12πϵm
Im [αeα

∗
m]
(
cos2 θ∇|UB|2 − sin2 θ∇|UE|2

)
, (3)

where k denotes the wavevector in the surrounding medium with permittivity ϵm and perme-
ability µm; UB and UE represent the energy densities of the magnetic and electric fields of light,
respectively; and the parameter θ is the angle between the electric field vector and the direc-
tion corresponding to the gradient of the respective field’s energy density (see the derivation in
Eqs. 21-24 in Methods and the quantification in Fig. S9 in the Supplementary Information) .
A general rule can be deduced from Eq. 3: MD-mediated TS forces (F TS

MD) attract particles to
magnetic field maxima, while ED-mediated TS forces (F TS

ED) repel particles away from electric
field maxima.

We verified the TS forces and their properties indicated in Eq. 3 by numerically solving for
the net momentum carried by the (unevenly) scattered radiation and precisely quantify the TS
forces with Eqs. 19 and 20 in Methods. These results are benchmarked against rigorous nu-
merical MST (FMST) calculations. Figure 3e shows that the TS forces (F TS

ED/MD; orange curves)
were numerically calculated for the particle at various positions along the electric (left, x) and
magnetic (right, y) field axes in the Gaussian beam shown Fig. 3a. The behavior of the scatter-
ing force in Fig. 3e highlights the anisotropic nature of the dipole-based scattering forces—i.e.,
being attractive and repulsive along the orthogonal axes.

The optical forces computed using the Maxwell stress tensor (MST, in black)11 or point-
dipole model (PD, in green dash)11, are also presented in addition to the numerically calculated
TS forces. Comparing these forces demonstrates the significance of the TS forces when op-
tical trapping occurs in the optical resonant regime (see Fig. S8). The MST-computed forces
are the most accurate determination of the actual optical forces experienced by the Si nanopar-
ticle because the MST rigorously represents the particle’s electromagnetic response by fully
solving Maxwell’s equations. The substantial discrepancies shown in Fig. 3e between the MST-
computed forces and the PD-computed forces highlight the inadequacy of the conventional
point-dipole model in describing the forces acting on the particle. In fact, the TS forces (F TS)
account for the forces omitted in the PD model. The resulting “Scattering Corrected Model”
(SCM; green circles) F SCM

total = F PD + F TS is suitable for understanding the electrodynamics of
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resonant optical trapping and optical magnetic contributions (see Methods and Supplementary
Information).
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Figure 4: Computed optical trap stiffness characterization. Trapping stiffness coefficients of the Si nanoparti-
cle in the x- and y-directions in the Gaussian beam shown in Fig. 3a as a function of nanoparticle diameter. The
color is encoded to indicate the primary contribution transitioning from dipole force to transverse scattering force
as the particle’s size increases. Positive values of κy mean repulsion that pushes the particle away from the central
area of the Gaussian beam in the y-direction.

Scattering corrected model of optical trapping forces
The SCM explains the trapping behavior of Si nanoparticles in various optical beams including
the focused azimuthally polarized beam employed here. Figure 4 shows the trapping stiffness
coefficients along the electric and magnetic field axes (as defined in Fig. 3a) as a function of
particle dimensions. The encoded colors indicate the dominant contribution to the force on
the Si nanoparticle and how these contributions change with Si nanoparticle diameter, from the
dipole force (F PD: gray) to the ED/MD-mediated TS forces (F TS

ED/F TS
MD: red/blue) in red/blue.

The changes occur because the resonances shift to longer wavelengths with Si nanoparticle
size thereby tuning on-resonance with the ED and MD modes (as seen in Fig. 1c). Two key
observations arise from the results shown in Fig. 4. First, |κx| reaches its minimum value
while |κy| is nearly zero near the optical magnetic dipole resonance (vertical black dashed line),
indicating that particles in this size range are primarily influenced by the MD-mediated TS
force. Second, |κx| and |κy| become comparable in magnitude but with opposite sign for larger
particles. This means that large Si nanoparticles will simultaneously experience attraction and
repulsion from the optical magnetic dipole and electric dipole-mediated TS forces in orthogonal
directions.
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Figure 5: Synopsis of experimental and simulated results of Si nanoparticle trapping in an azimuthally
polarized beam. (a) The mechanism for an azimuthally polarized beam stabilizing Si nanoparticles at its center
principally relies on the magnetic field scattering force F TS

MD actuated by the Hz component of the magnetic field.
This inward-directed optical force drives Si nanoparticles to the most intense Hz region (left panel). The electric
scattering force F TS

ED actuated by the electric field E enhances the trapping stability by repulsion (right panel).
Note, this “pushing force” is bi-directional on each side of the ring profile; therefore, the pushing force itself will
not be able to confine Si nanoparticles as firmly as the magnetic field scattering force F TS

MD. (b) Radial distribution
of Si nanoparticles trapped in the azimuthally polarized beam plotted as a function of their diameters, ranging
from 100 nm to 250 nm in steps of 5 nm. Experimental radial distributions (red points with standard deviation
error bars) of Si nanoparticles with selected dimensions are superimposed for comparison. (c) Comparison of the
trap stiffness coefficient of different sized Si nanoparticles trapped in azimuthally κAZM and circularly polarized
Gaussian κGaus

CP beams provide guidance of beam selection for trapping particles in the two distinct particle size
trapping regimes.

These two properties of the TS forces reveal the mechanism of optical magnetic field trap-
ping. Figure 5a schematically decomposes the optical forces exerted on a Si nanoparticle under
illumination from an azimuthally polarized beam. When the particle is excited near its optical
magnetic dipole resonance, it is attracted toward the magnetic field maximum due to F TS

MD (left
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panel). The optical MD mode of larger Si nanoparticles is detuned to longer wavelengths rela-
tive to the (770 nm) trapping laser. Therefore, the Si nanoparticles (>200 nm dia.) experience
not only attractive forces due to optical magnetic fields through the magnetic TS force, but also
a repulsion from F TS

ED from the radial intensity gradient of E(r,Φ) in azimuthally polarized op-
tical beams. The latter pushes the Si nanoparticle towards the beam center (Fig. 5a right panel).
This is why both the 205 nm and 239 nm Si nanoparticles (and others shown in Fig. 5b) were
trapped at the location of the longitudinally polarized magnetic field, Hz. The 239 nm dia. Si
nanoparticle shows greater confinement because F TS

ED, the transverse scattering force, becomes
larger for larger Si nanoparticles. More quantitative details of the transverse scattering force
effects as well as intensity gradient forces are shown in Figs. S9-S13.

Figure 5b shows the radial position distribution (PDF) calculated as a function of particle
diameter demonstrating how the optical trapping of Si nanoparticles depends on particle size.
These results were obtained using GLMT-Langevin dynamics simulations (see Methods). The
simulation (gray) and experimental (red points) results show an abrupt transition from electric
field trapping to optical magnetic field trapping when the trapping laser is near/on-resonance
with the magnetic dipole mode (Dia.=200 nm). Moreover, the decrease in the standard de-
viations of the distributions with increasing particle size shows that the trapping efficacy is
enhanced. This result further confirms the validity of our force analysis and the key role of the
photonic Hall effect.

Discussion and Conclusions
We have demonstrated experimentally that optical magnetic field trapping of Si nanoparticles
using azimuthally polarized beams. However, the mechanism is more complex than simply in-
volving magnetic gradient forces as represented in Eq. 2. The failure to accurately explain the
experimentally observed electrodynamic forces on the Si nanoparticles with a simple extension
of the standard electric point-dipole model (Eq. 1) to consider magnetic dipole gradient forces
(Eq. 2 and Eq. 15 in Methods), led us to identify the ED- and MD-mediated transverse scatter-
ing forces and quantify their unique properties. The latter are a manifestation of the photonic
Hall effect for Si nanoparticles. This novel realization required the development of the scat-
tering (force) corrected model (Eq. 3 and Eq. 24 in Methods), that determines the TS forces
quantitatively (via numerical computation). The TS forces (F TS) provide a missing element to
the tradition point-dipole picture and enabled us to uncover optical magnetic aspects of optical
trapping. This development gives a generalized description of electromagnetic trapping.

The generalized description of optical trapping, including optical magnetic forces that this
paper introduces, suggests opportunities that utilize the optical resonances of the trapping sam-
ple (material constituents). First, our results extend to other high index of refraction materials
as shown in supplementary Figs. S16-S18, for both visible and mid-infrared wavelengths. Sec-
ond, our results contravene the notion that scattering forces are antithetical to stable optical
trapping as suggested by Ashkin through the optical Earnshaw’s theorem14, especially given
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their divergence-free nature. As indicated in Eq. 3, the TS forces’ reliance on the gradients
of the field energy density is fundamentally akin to the well-known dipole forces that rely on
the gradient of light’s intensity and are not divergenceless. This similarity becomes evident
when examining the TS force fields generated in azimuthally polarized beams, as schematically
demonstrated in Fig. 5a where a well-defined potential is created solely from scattering forces.
Our electrodynamics-Langevin dynamics simulation results shown in Fig. 5c, which compare
the trapping stiffnesses of differently sized Si nanoparticles trapped in an azimuthally polarized
beam (κAzm) and a circularly polarized Gaussian beam (κGaus

cp ), reveal that while the Gaussian
beam provides stable trapping of Si nanoparticles with small sizes (whose optical magnetic
dipole is off-resonance with the trapping beam), its trapping force degrades dramatically as the
particle becomes larger. In contrast, the optical magnetic field-mediated scattering is maximized
in an azimuthally polarized beam when the trapping laser is maximally on-resonance with the
MD mode. This new insight paves the way for exploring mesoscopic quantum optomechanical
systems that are currently limited by the use of red-detuned dipole traps, restricting their particle
selection to those with small dimensions and low-index materials51.

The present work also creates a new opportunity to study many body effects and optical mat-
ter formation resulting from magnetic (vs. electric) light-matter interactions. Additionally, we
showed that under illumination of a nonuniform (intensity) linearly polarized beam, the dipole-
governed scattering forces exhibit anisotropic transverse trapping forces that can be leveraged
to design optical-driven mechanical systems for a variety of applications such as particle sorting
and optical conveyors as well as optofluidic wells52.

Finally, although we have extended the mathematical description of optical trapping and
have demonstrated optical magnetic trapping with the scattering forces, there remains an open
question: Can particles be trapped in the longitudinally polarized magnetic field Hz solely
by magnetic gradient forces? Answering this question is important since it will serve as di-
rect evidence for the possibility of constructing red-detuned optical magnetic traps where only
magnetic dipole forces are considered without scattering forces involved. This demonstration
requires the trapped particles’ electric and magnetic dipole resonances to be spectrally well-
separated so that the strength of MD associated forces are large relative to ED forces and even
larger than that of the Si nanoparticle we reported in this paper. We believe that this proof-
of-principle experiment could be accomplished by utilizing meta-atoms46 and/or high index
materials with MD resonances in the mid-infrared region (see supplementary Fig. S16).
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30. Simpson, S. H., Zemánek, P., Maragò, O. M., Jones, P. H. & Hanna, S. Optical binding of
nanowires. Nano lett. 17, 3485–3492 (2017).

31. Sule, N., Yifat, Y., Gray, S. K. & Scherer, N. F. Rotation and negative torque in electrody-
namically bound nanoparticle dimers. Nano lett. 17, 6548–6556 (2017).

32. Peterson, C. W., Parker, J., Rice, S. A. & Scherer, N. F. Controlling the dynamics and
optical binding of nanoparticle homodimers with transverse phase gradients. Nano Letters
19, 897–903 (2019).

16



33. Arita, Y., Wright, E. M. & Dholakia, K. Optical binding of two cooled micro-gyroscopes
levitated in vacuum. Optica 5, 910–917 (2018).

34. Svak, V. et al. Stochastic dynamics of optically bound matter levitated in vacuum. Optica
8, 220–229 (2021).

35. Rieser, J. et al. Tunable light-induced dipole-dipole interaction between optically levitated
nanoparticles. Science 377, 987–990 (2022).
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Methods

Electrodynamics simulations of scattered EM fields and forces on Si nanopar-
ticles
Lorentz-Mie theory

The scattering cross-section spectrum of Si nanoparticles, as shown in Fig. 1c in the main text,
was calculated using Lorentz-Mie theory (LMT) as expressed by53:

Csca =
2π

k2

∞∑
n=1

(2n+ 1) [|an|2 + |bn|2] (4)

where k is the wave vector in the surrounding medium. The complex-valued an and bn denote
the electric- and magnetic-associated scattering coefficients, respectively, with the subscript
n representing the order of multipolar modes. We use the same definitions throughout this
Methods section and Supplementary Information unless stated otherwise.

Generalized Lorenz-Mie theory

Generalized Lorentz-Mie theory (GLMT) is an extended version of LMT that takes shapes of
electromagnetic beams into account. This allows computing the field scattered by a particle
located at an arbitrary position in an electromagnetic field54. We previously developed an open-
source software package, MiePy55, based on this method that enables computing the scattering
fields of various-sized Si nanoparticles in both azimuthally polarized and (linearly or circularly
polarized) Gaussian beams. In the GLMT framework , an incident beam (Eq. 5) and its resultant
scattered fields (Eq. 6) are, respectively, represented by electric- and magnetic-associated vector
spherical harmonic wave (VSHW) functions N (1),(3)

mn and M
(1),(3)
mn

56:

Einc = −
Lmax∑
n=1

n∑
m=−n

iEmn[pmnN
(1)
mn + qmnM

(1)
mn] (5)

Esca =
Lmax∑
n=1

n∑
m=−n

iEmn[anpmnN
(3)
mn + bnqmnM

(3)
mn] (6)

where n and m, respectively, denote multipolar and azimuthal orders; Lmax indicates the maxi-
mal multipolar order to which the field equations need to be expanded; Emn are normalization
constants, pmn and qmn are the beam shape coefficients determined by the incident field’s prop-
erty as defined in the following subsection. Both the an and bn are the (regular) scattering
coefficients determined by the LMT given in Eq. (4). The superscript index, (1) and (3), of the
VSHW terms commonly refer to the incident and scattered fields, respectively56.
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Tightly focused beam modeling

To precisely model the tightly focused laser beam in the simulations, the excitation fields stud-
ied (i.e., azimuthal and Gaussian beams) were represented in the far-field angular spectrum
representation of Hermite-Gaussian modes in spherical coordinates56,

EHG
l,m (θ, ϕ) = (−i)l+mHl

(
kw0√
2
tan θ cosϕ

)
Hm

(
kw0√
2
tan θ sinϕ

)
exp
[
(−kw0 tan θ/2)

2], (7)

where w0 is the beam waist, and Hl,m denotes Hermite polynomials of order l and m. Therefore,
the azimuthally polarized beam is described as a linear combination of the first order (0,1) and
(1,0) Hermite-Gaussian modes

EAzm
∞ = x̂EHG

0,1 − ŷEHG
1,0 , (8)

while Gaussian beams are the lowest order (0,0) Hermite-Gaussian mode

EGaus
∞ = p̂EHG

0,0 , (9)

where p̂ indicates the polarization direction.
With the incident field in the form of the far-field angular spectrum representation, the de-

termination of the beam shape coefficients, pmn and qmn, in Eq. 5 can be accomplished using
an integral projection method56. The respective focal fields are computed using a Fourier trans-
form, which is conveniently expressed in cylindrical coordinates as Ref56

E (ρ, φ, z) =
ikfe−ikf

2π

θmax∫
0

2π∫
0

EAzm,Gaus
∞ eikz cos θeikρ sin θ cos(ϕ−φ) sin θ dϕ dθ, (10)

where the term before the integral, which is associated with the focal length f and medium-
mediated wave vector k, serves as the focal field’s amplitude. The maximum latitude angle θmax

limits the angular range of the focused beam, and equivalently defines the NA (= n sin θmax,
where n is the medium’s refractive index) of the microscope objective producing the focal field.
The NA-dependent intensity ratios of field components of the focused azimuthally polarized
beam shown in Fig. 1b were obtained by varying θmax with corresponding value of the NA from
0.4 to 1.29.

Maxwell stress tensor

The total optical force that determines the Si nanoparticles’ motion in the electromagnetic fields
is evaluated by integrating a Maxwell stress tensor (MST),

↔

T, over a closed surface, Ω, enclosing
the investigated particle11
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⟨FMST⟩ =
∫
Ω

⟨
↔

T⟩ · n da, (11)

⟨
↔

T⟩ = 1

2
Re
[
ϵmE ⊗ E∗ + µmH ⊗ H∗ − 1

2

(
ϵmE

2 + µmH
2
)↔

I
]
, (12)

where ⟨. . .⟩ indicates the time average; n is the unit vector perpendicular to an infinitesimal
surface element da; ⊗ is the vector outer product; the superscript asterisk indicates the con-
jugate fields;

↔

I is the unit tensor; and ϵm and µm denote the permittivity and permeability of
the surrounding medium, respectively. It is important to understand that the fields (E and H)
are the superposition of the incident (Einc and Hinc) and the scattered fields (Esca and Hsca) for
self-consistency. The full consideration of incoming and outgoing fields explicitly renders the
momentum transfer from the photons to the particles11. Therefore, the MST-calculated force
represents the complete electromagnetic-field-induced force acting on the particles and is the
accurate ground truth that the forces in the point-dipole (PD) approximation and scattering-
corrected model (SCM) are compared to. Details are provided in the next sections.

Point-dipole (PD) approximation

In the PD model, the investigated Si nanoparticles are assumed to be Rayleigh particles that
simultaneously exhibit electric and magnetic dipole resonances that allow interaction with the
incident trapping laser’s electromagnetic field and, consequently, manifest two field-induced
dipole moments. Both the electric and magnetic components of the illuminating light thereby
have contributions to the overall mechanical force exerted by the electromagnetic field on the
Si nanoparticles. Therefore, it is appropriate to cast the mechanical force as

⟨FPD⟩ = ⟨FPD
e ⟩+ ⟨FPD

m ⟩. (13)

The analytical expressions for each individual field-determined force can be expressed as11:

⟨FPD
e ⟩ = α′

e

4
∇|Einc|2 +

α′′
e

2
|Einc|2∇Φ, (14)

and
⟨FPD

m ⟩ = α′
m

4
∇|Hinc|2 +

α′′
m

2
|Hinc|2∇Φ, (15)

where the subscripts e and m refer to the electric- and magnetic-field relevant parameters, re-
spectively, and αj = α′

j + iα′′
j denotes the particle’s complex electric (j = e) and magnetic

(j = m) polarizabilities. Note that an alternative form of the PD model, particularly suitable
for trapping light with arbitrary polarizations, can be found elsewhere58. The dipole forces only
consider incident fields as indicated in Eqs. 14 and 15. The first terms in Eqs. 14 and 15 are
the intensity gradient forces (IGF) and the second terms are the radiation pressure that involves
the phase gradient, ∇Φ. As indicated by Eqs. 14 and 15, only the IGF influences the particle’s
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motion at the focal plane (where ∇Φ = 0) in the PD model, while the radiation pressure is a
longitudinal force driving particle along the incident beam’s propagation direction.

Since the investigated Si nanoparticles have dimensions beyond (larger than) the Rayleigh
regime, the PD theory needs to be extended by defining the particle’s polarizabilities in terms
of the Mie scattering coefficients3, 59, 61,

αe = i
6πϵNP

k3
a1, (16)

and
αm = i

6π

µNPk3
b1, (17)

where ϵNP and µNP are the permittivity and permeability of the particle, respectively. The first
order Mie scattering coefficients, a1 and b1, are associated with the electric and magnetic dipole
resonances, respectively (see Eq. 4).

However, the Mie-extended PD treatment is not sufficient to describe forces on Si nanopar-
ticles when excited at their ED and MD resonances. Furthermore, the interaction between the
MD and ED becomes non-negligible and results in momentum transfer from the incident to
the resultant scattering fields that is not captured within the point-dipole approximation as ex-
pressed in Eqs. 14 and 15.

Scattering-corrected model (SCM)

We developed the SCM to capture the transverse scattering force acting on Si nanoparticles,
particularly when their dipolar scattering strength is very significant, i.e., when on-resonance
with the MD and ED modes. The SCM-calculated force, FSCM, is constituted of two forces: the
dipole force and the transverse scattering (TS) force

⟨FSCM⟩ = ⟨FPD⟩+ ⟨FTS⟩. (18)

In the present study, the electromagnetic-field-driven motion of the Si nanoparticles is restricted
to the focal plane, and therefore only the transverse component of the scattering force is taken
into account. The dipole force in Eq. 18 determines the intensity gradient force; i.e., the first
terms in Eq. 14 and 15.

The TS force is non-conservative and created by the transverse component of the field scat-
tered by a Si nanoparticle. In the scattering process, a portion of the incident beam’s energy is
transferred to the Si nanoparticle, exciting its dipole mode. This energy is subsequently dissi-
pated through absorption and scattering. Momentum conservation requires that light scattered
by the Si nanoparticle should result in a recoil (reaction) of the particle in an opposite direction,
and the recoil force should be proportional to the intensity of the scattered field.

We derive an expression to quantify the net TS force. Our derivation builds on theoretical
studies on optical scattering forces62–65. The TS force in a specific direction r̂ with orientation
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(0◦, φ) is obtained by integrating the intensity of the scattered field, Iscat(θ, ϕ), over polar θ and
azimuthal ϕ angles:

FTS(φ) = r̂

2π∫
0

π∫
0

2πϵ0
k2

Iscat(θ, ϕ) cos(ϕ− φ) sin θ dθ dϕ, (19)

where Iscat(θ, ϕ) = |S1(θ, ϕ)|2+|S2(θ, ϕ)|2. The amplitude functions [S1(θ, ϕ), S2(θ, ϕ)] define
the amplitudes of the scattered fields in any directions. Based on GLMT theory and notation,
they are expressed as:

S1(θ, ϕ) =
Lmax∑
n=1

n∑
m=−n

Emn [anpmnπmn(cos θ) + bnqmnτmn(cos θ)] e
imϕ (20)

S2(θ, ϕ) =
Lmax∑
n=1

n∑
m=−n

Emn [anpmnτmn(cos θ) + bnqmnπmn(cos θ)] e
imϕ,

where πmn(cos θ) and τmn(cos θ) are generalized Legendre functions53. The rest of the param-
eters (Emn, an, bn, pmn, qmn) have been previously introduced in Eqs 4-6.

As shown in Figs. 3b-d of the main text, when a Si nanoparticle is placed at the center of
a focused linearly polarized beam (e.g., Gaussian beam), its dipole radiation maintains mirror
symmetry; the exciting field does not exert a net TS force on the particle. However, when mirror
symmetry is broken by displacing the nanoparticle from the center of the beam, a net TS force
correspondingly arises on the particle that can be determined quantitatively using Eq. 19.

Analytical approximation of the transverse scattering force

Numerical computation of Eq 19 allows for a precise quantification of TS forces. Yet, a deeper
physical insight into the TS force arising from the magnetic field Hz and would benefit from
an analytical expression. Moreover, the photonic Hall effect for Si nanoparticles that we have
introduced can be better understood. Given the dual-dipole resonance (i.e., ED and MD) of
Si nanoparticles, their scattering behavior should be governed by an effective polarizability ac-
counting for both the electric (αe) and magnetic (αm) polarizabilities. This process is analogous
to two-body systems where two optically bound nanoparticles can alter the effective polariz-
ability of dipole-dipole structures31 through the interplay between the induced electric dipole
responses. This dipolar interactions between the induced electric and magnetic modes has been
theoretically proposed by M. Nieto-Vesperinas et al. in regard to optical forces acting on small
magnetodielectric particles36.

Based on the physical parameter defined here, we reproduce the essential part of the expres-
sion derived by M. Nieto-Vesperinas et al.36 of the TS force:
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F TS-ana = −k3µm

6πϵm
Im [αeα

∗
m] Im [E × B∗]

= − k3µm

12πϵm
Im [αeα

∗
m] [E

∗ × (∇× E) + B∗ × (∇× B)] .
(21)

In the first line, we intentionally omit a term associated with Re [E × B∗] in the original expres-
sion, Eq. 44 of Ref36, since it represents the longitudinal force along the laser beam propagation
direction. Obtaining the second line from the first line of Eq. 21 requires the identity:

Im [E × B∗] =
1

2

[
E∗ × (∇× E) + c2B∗ × (∇× B)

]
. (22)

Using the paraxial approximation and cylindrical coordinate system convention [with unit
direction vectors (̂eρ, êθ, êz)], the electric and magnetic fields of a linearly polarized Gaussian
beam are:

E = uE cos θêρ − uE sin θêθ;

B = −uB

c
sin θêρ −

uB

c
cos θêθ.

(23)

where uE/B is the fundamental transverse Gaussian mode (including phasor e[i(kz−ωt)]) describ-
ing the electric and magnetic field amplitudes. The parameter θ denotes the electric field polar-
ization direction that ranges from 0◦ (x-polarization) to 90◦ (y-polarization).

Substituting Eq. 23 into the second line of Eq. 21, yields the TS force:

F TS-ana = − k3µm

12πϵm
Im [αeα

∗
m]
(
cos2 θ∇|UB|2 − sin2 θ∇|UE|2

)
, (24)

where |UE| and |UB| denote the energy densities of the electric and magnetic fields of light,
respectively. This new development of Eq. 24 points out that the (mechanism of) the TS force
depends on both the electric field polarization and the magnetic field polarization directions.

For example, assume a general trapping condition where a Si nanoparticle is exposed to a
paraxial Gaussian beam with x-polarization (electric field). Equation. 24 implies that when the
particle’s position is aligned along the polarization direction of the electric field (θ = 0◦), the
TS force is mainly associated with the gradient of the magnetic field, |UB|. Moreover, the TS
force then acts perpendicular to the magnetic field polarization direction. Conversely, when the
particle’s position is aligned along the polarization direction of the magnetic field (θ = 90◦), the
TS force is solely determined by the gradient of the electric field, |UE|, and acts perpendicular
to the electric field polarization direction. Moreover, the opposite signs before the trigonometric
functions best exemplify the anisotropy of dipole-mediated TS forces. Therefore, the electric
and magnetic field-actuated TS forces are always orthogonal to each other and exhibit opposite
behaviors, where if one is attractive, then the other must be repulsive. The final determination
of attraction or repulsion requires considering the sign of the crossing term, Im [αeα

∗
m].
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Equation. 24 can be simplified by unifying the energy densities (UE = UB = U) since the
electric and magnetic fields of light share the same spatial profile in the paraxial approximation.
Hence, Eq. 24 can be rewritten:

F TS-ana = − k3µm

12πϵm
Im [αeα

∗
m] cos 2θ∇|U |2. (25)

Equation 25 shares the exact same mathematical structure as one reported by X. Xu et al.38.
Once again, in comparison, Eq. 24 reveals more physical insights that allow differentiating the
contributions of both the electric field and the magnetic field to the TS forces.

Although this analytical method is derived from assuming a paraxial Gaussian beam, it can
still provide a meaningful approximation for tightly focused beams of light as well as structured
electromagnetic fields, thus complementing the rigorous numerical approach represented by
Eq. 19 with a physical interpretation. Its applicability in tightly focused Gaussian and azimuthal
beam is investigated in Sect. S9-S12.

Langevin dynamic simulations

To have a better understanding of Si nanoparticles’ dynamics observed in our experiments,
GMMT electrodynamics-Langevin dynamics (ED-LD) simulations were undertaken using soft-
ware, termed MiePy, developed in the Scherer group55. MiePy was designed for simulations of
optical matter systems and nanoparticles in optical traps so we could quantitatively capture the
experimental conditions56. Our ED-LD simulations are parameterized to closely agree with
the temporal dynamics of particles in the azimuthally polarized electromagnetic field in a fluid
(water) environment at various temperatures. The driven motion of a single Si particle in water
medium can be described by the overdamped Langevin equation21

dr
dt

=
1

γ
F +

√
2kBT

γ
η, (26)

where r denotes the position of the particle at time t, γ = 6πµR is the friction coefficient of the
(spherical) particle with radius R in fluid of viscosity µ = 8× 10−4 Pa · s. The electrodynamic
force F is numerically determined by the MST using Eq. 11. The second term, including the
Boltzmann constant kB and the medium temperature T = 300 K as well as a delta-correlated
random normal vector η with mean 0 and variance 1, accounts for the Brownian motion of the
particle in room temperature fluid.

The parameters that were adjusted to obtain the results shown in Fig. 2 in the main text,
once the Si nanoparticle diameter was chosen, is the power of the optical beam and tightness of
focus of the simulated optical beam at the focal plane.
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Force and potential energy maps

The potential energy maps shown in Fig. 1d in the main text were acquired by uniformly pixe-
lating a trapping plane with grid size of 10 nm and evaluating the optical forces at the defined
spatial positions. The optical force acting on the Si nanoparticles of interest was calculated us-
ing the MST in Eq. 11. Integrating the force along a predefined path s can determine a relative
potential energy at the path’s terminal location st by:

V (st) = −
st∫

si

F(s) ds. (27)

There is no restriction to the selection of the path as well as its initial position si. Yet, once
the initial position is defined, it should be treated as a reference value for the energy and work
calculations. A potential energy map is then obtained after collecting relative potential energies
at all coordinates. For the potential energy maps shown in Fig. 1d, their lower left corners were
routinely chosen as the reference point with potential energy of 0.
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S1 Synthesis of Si nanoparticles
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Figure S1: Preparation of Si nanoparticle samples. (a) The schematic outlines the procedure of Si nanoparticle
synthesis. (b) SEM micrograph displays the fabricated Si nanoparticles deposited on a conductive substrate (ITO
on glass). (c) A magnified view of a single Si nanoparticle particle (160 nm dia.).

The procedure used for Si nanoparticle synthesis shown in Fig. S1a follows a previously re-
ported method1. Lumps of 99.99% purity 3-10 mm in size SiO (Sigma Aldrich) were crushed to
powder and annealed at 1500 °C in an inert gas atmosphere for 30 minutes using an MTI GSL-
1700X tube furnace to promote the solid-state disproportionation of SiO into Si and SiO2. This
was followed by etching the SiO2 matrices in a concentrated hydrofluoric acid (HF) solution
(48% from Sigma Aldrich) for one hour, which resulted in the extraction of free Si nanoparti-
cles. The extracted particles were transferred to water after several rinses through centrifugal
filtration (AccuSpin 8C centrifuge by Fisher Scientific), followed by 2-minutes of ultrasonica-
tion using a Fisher Scientific FB505 sonic dismembrator.
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S2 Size characterization of Si nanoparticle samples

Figure S2: Size distribution of Si nanoparticles from dynamics light scattering (DLS) measurements. The
synthesized Si nanoparticle sample exhibited a broad size range, spanning from 100 nm to 300 nm dia. (hydrody-
namics), with a peak at approximately 200 nm diameter. Note the logarithmic size scale.

Dynamic light scattering measurements (DLS) were performed to characterize the polydisper-
sity of the as-synthesized Si nanoparticles. In the measurements, an aqueous colloidal suspen-
sion of Si nanoparticles in water was sonicated for 3 minutes; a 1 mL aliquot was extracted im-
mediately after sonication and transferred to a cuvette that was loaded into a Malvern Zetasizer
Nano ZS for DLS measurement. Multiple DLS measurements were conducted. A represen-
tative outcome shown in Fig. S2 demonstrates the particle sizes are in the range of 100 nm to
300 nm dia. The size distribution exhibits a log-normal profile with its peak at 200 nm diameter.
The log-normal distribution means that the preponderance of particles are smaller than 200 nm
in diameter.

In addition, zeta potential measurements were undertaken to assess the stability of the Si
nanoparticles in the colloidal suspension. A 1 mL sample was created in the same manner as
just described and measured using the Malvern Zetasizer Nano ZS. The resulting representative
zeta potential was -32.0 mV.

Figures S1b and c as well as Fig. 2b of the main text demonstrate the high morphological
quality of the synthesized Si nanoparticles as determined with scanning electron microscopy
(SEM, Carl Zeiss Merlin) measurements. The sample was prepared for measurement by drop-
casting that created a sparse distribution of Si nanoparticles on an indium tin oxide (ITO) coated
coverslip (SPI Supplies®). For higher resolution measurements, the Si nanoparticles were dis-
persed on a glass coverslip by drop-casting and transferred into a high resolution sputter coater
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(Cressington 208HR) for the deposition of a uniform Pt/Pd layer. A thin metal layer (thickness
5±0.2 nm) was deposited on the Si nanoparticles (and glass substrate) by carefully controlling
the vacuum pressure (0.08 mbar) of the coater.
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S3 Experimental setup
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Figure S3: Schematic of the optical setup for optical trapping of Si nanoparticles using an azimuthally
polarized vector beam. The main optical components used in the trapping experiment are shown. The relay
(4f) lenses employed in the beam paths to the sCMOS detector and spectrometer are excluded for simplicity. The
radial-polarization converter (RPC) was used to transform a collimated linearly polarized Gaussian laser beam (red
line) into the azimuthal polarization state. The inset shows the intensity distribution of the focused azimuthally
polarized beam (left most) at the trapping plane measured with the sCMOS detector. This azimuthally polarized
beam’s intensity profile was obtained by linearly combining the two intensity distributions shown in the inset,
which represent the azimuthal beam passing through the polarizer with orthogonal polarization orientations (p-
and s-pol), as indicated by the white arrows. Both the polarizer and notch filter can be moved in and out (as
depicted by the dashed rectangle) of the optical path depending on the data acquisition requirements.

Optical trap setup

Figure S3 shows the optical setup used in the optical trapping experiments of Si nanoparti-
cles using a focused azimuthally polarized laser beam. A collimated CW Ti-Sapphire laser
beam (at 770 nm wavelength) that was used as the trapping light source passed though a com-
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mercially available radial-polarization converter (ARCopix). This device converts the beam
from a linear polarization to an azimuthal polarization state. The underlying principle of the
polarization conversion is described elsewhere2. The azimuthally polarized beam entered the
back port of an inverted optical microscope (Nikon, ECLIPSE Ti) and was focused using a
60X water-immersion microscope objective (Nikon CFI SR Plan Apo IR 60X) with numerical
aperture (NA) of 1.27 into a water-filled sample chamber, constructed with a ∼120 µm thick
SecureSeal™imaging spacer (GRACE BIO–LABS) sandwiched between a ∼127 µm thick mi-
croscope coverslip (bottom) and a ∼1 mm thick microscope slide (top, Fisher Scientific™).
Note that the glass slide is electrostatically charged with the same sign as the Si nanoparticles
to create electrostatic repulsion to offset radiation pressure acting on them.

This sample chamber was mounted on a closed-loop 3D (xyz) piezo electric transducer
(PET) translation stage (Mad City Labs). The 3D PET stage was primarily used to augment the
microscope’s motorized adjustment of the focal plane, and also to implement x, y translation
to ascertain if Si nanoparticles were stuck to the upper glass surface of the sample chamber.
Lateral translation also allowed calibration of the magnification of the microscope optics.

The laser power was 170 mW before entering the rear pupil of the objective; some additional
loss occurs due to the <100% transmission through the objective.

Particle nanoscale localization measurements

Darkfield microscopy images of spectrally broadband incoherent light from the high NA con-
denser of the inverted optical microscope scattered from the trapped Si nanoparticles were
recorded with an sCMOS array detector (ANDOR, Neo). As shown in Fig. S3, 20% of the
incoherent scattered light was directed to the sCMOS array detector, while the remaining 80%
was transmitted through the beam splitter toward a spectrometer and a CMOS color (RGB) de-
tector. A 50/50 beam splitter directs 40% of the total scattered light to an imaging spectrometer
and electron multiplying (EM) CCD array detector (ANDOR, Kymera 193i & NewtonEM) that
allows recording high-quality spectra. The remaining 40% was imaged onto a CMOS detector
(FLIR, Grasshopper 3) enabling simultaneous recording of RGB color images of single trapped
Si nanoparticles. A representative image is shown in Fig. 2d in the main text.

The recorded single nanoparticle images (see Fig. 2c in the main text) with the sCMOS
array detector (with an effective pixel size of 75 nm that is determined from the physical pixel
size of 6.5 µm and 86X magnification that was determined by piezostage calibration) allows
implementing nanoscale localization analysis of the pixellated image and fitting to a 2D Gaus-
sian function3, 49. The localization precision depends inversely on the square root of the number
of detected photons (ignoring background). Si 150-250 dia. nanoparticles scatter light strongly
so the localization precision is a few nanometers. When investigating the trapping behavior of
Si nanoparticles in the azimuthally polarized electromagnetic field, the polarizer was removed,
and both the notch (Semrock Stopline®, 785 nm) and edge (Semrock BrightLine® 694 nm/SP)
filters were inserted in the optical path to block the trapping laser light from being measured
by the sCMOS detector. The incoherent scattered light darkfield microscopy images of the Si
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nanoparticles were recorded by the sCMOS detector at 675 fps with 1 ms exposure time. The
imaging field of view was typically set to be 30 by 30 pixels (2.25 µm × 2.25 µm). In addition,
the color images of the trapped Si nanoparticles simultaneously obtained by the CMOS sensor
(FLIR) allow real-time estimation of the nanoparticles’ size by judging the principal color of
their scattering light.

Azimuthal beam alignment and imaging

In the process of azimuthal beam alignment, both the notch and edge filters were removed from
the optical path so that the trapping laser can be monitored by the sCMOS detector. Due to
the azimuthal polarization of the trapping beam, the alignment was achieved by positioning
the polarizer at appropriate angles and observing the dumbbell-like beam profiles at the two
orthogonal polarization states, i.e., p- and s-polarization, as shown in the inset of Fig. S3. The
annular-profile of the full azimuthally polarized beam was obtained by merging the two linearly
polarized images of the beam shown in the inset of Fig. S3. The beam alignment was checked
for each trapping experiment and its image recorded to allow identifying the azimuthal beam’s
location for data (localization) analysis. This allows creating overlays of the beam image and
the nanoscale localizations of the Si nanoparticles as shown in Fig. 2e in the main text.

In-situ scattering measurements

Single Si nanoparticles were captured in the focused azimuthally polarized beam and localized
to different regions of the focused beam, either at its center for large size nanoparticles or in
its annular region for smaller nanoparticles. It was necessary to determine the size of each
Si nanoparticle in order to establish the trapping mechanism. Since the scattering spectra (as
shown in Fig. 2d in the main text) are structured, they could be used for in-situ size determina-
tion. As shown in Fig. S3, the in-situ spectral measurements were carried out by focusing the
incoherent light scattered from the optically trapped particle through a ∼0.35 mm wide slit onto
the 150 l/mm grating of the spectrograph (ANDOR, Kymera 193i) and detecting the spectrum
with an EMCCD (ANDOR, NewtonEM). Since the charged Si nanoparticles are repelled from
the charged glass coverslip forming the top of the sample chamber, the scattering measurements
were performed with a 25% increase in the trapping laser power increasing the radiation pres-
sure acting on the particle. This resulted in increased mechanical friction between the particle
and the glass slide surface of the sample chamber. The increased friction (and stronger opti-
cal trapping forces) attenuated the Brownian motion of the particle such that the particle was
firmly held in place and aligned with the spectrometer’s slit during a 10-second-long spectral
measurement process.
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S4 Scattering and absorption cross-sections of Si nanoparticles

Figure S4: Lorentz-Mie theory (LMT) calculated scattering and absorption spectra of a Si nanoparticle with
various diameters at the trapping wavelength of 770 nm. A very small feature is observed in the absorption
of 770 nm light of the trapping laser that is associated with magnetic dipole resonance maximum at 200 nm dia.
However, its magnitude is negligibly small in relation to the scattering. Note, the other feature near 280 nm dia. is
from the magnetic quadrupole mode, which is in the gray shaded region that is out of the nanoparticle size range
of interest as explained in Fig. 1 in the main text.

Relative to the scattering cross-section, the calculated absorption cross-section of 770 nm light
by Si nanoparticles remains consistently close to zero throughout the nanoparticle size range
of interest (within the white-colored region of Fig. S4), which reflects a minuscule absorbance
of a Si nanoparticle illuminated at 770 nm. Even with the almost imperceptible increase in
absorbance associated with the magnetic dipole resonance for a 200 nm dia. Si nanoparticle,
we conclude that thermal heating of the aqueous solution will be inconsequential based on
our prior experience with metallic (Ag and Au) nanoparticles5. Therefore, local temperature
changes are not considered in the present study.
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S5 Optical forces due to higher-order resonances

Figure S5: Optical force arising from higher-order Mie resonances of Si nanoparticles. The force resulting
exclusively from higher-order (beyond the first order dipolar ) optical resonances is evaluated for Si nanoparticles
with dimensions ranging from 100 nm to 300 nm dia. Specifically, this is evaluated when the Si nanoparticle is
positioned at a distance of 1/2 beam width away from the center of a circularly polarized Gaussian beam, as shown
in the inset. The red dot indicates where the particle is situated in the focused Gaussian beam.

As illustrated by the curve, the optical force in a Gaussian beam due exclusively to higher-
order (mainly from the magnetic quadrupole) resonances gradually becomes important with
increasing size of the Si nanoparticle. This force becomes pronounced for sizes larger than
250 nm. In order to concentrate on dipole-governed electrodynamics, our study is limited to Si
nanoparticles smaller than 250 nm diameter.
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S6 Calibration of scattering measurements for Si nanoparticles size de-
termination
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Figure S6: Si nanoparticle size determination by comparison of the measured and LMT-calculated scatter-
ing spectra. (a) shows the SEM micrographs of various Si nanoparticles. (b) shows the spectra of Si nanopar-
ticles with diameters ranging from small to large corresponding to the spectra in (a). The green dashed and red
solid curves represent the experimental and corresponding fitted data, respectively. The orange curves with yellow
shadow denote the LMT-calculated data with an error (±2 nm) according to the well-distinguished magnetic dipole
(MD) and magnetic quadrupole (MQ) resonances marked by the black dashed lines. Panel (c) is an example of the
curve fitting specifically the experimental scattering spectrum of 177 nm dia. Si nanoparticle. The fitted curve is
constituted of five spectral features including one Lorentz (Lor) and four Gaussian (Gau) functions.

The trapping behavior of a single Si nanoparticle under illumination of an azimuthally polar-
ized beam depends on the particle’s size since it directly determines both the magnitude and
relative dominance of the electric and magnetic dipole resonances excited. Understanding the
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size dependence requires an accurate determination of each Si nanoparticle’s size while being
held by the electromagnetic field of the trapping laser. In-situ scattering by the Si nanoparticles
is most suitable and not disruptive of optical trapping. We calibrated the accuracy of this ap-
proach by comparing experimental scattering spectra and scanning electron microscopy (SEM)
measurements of single Si nanoparticles we intentionally deposited on the glass slide as shown
in Fig. S6a.

More than 40 Si nanoparticles with a large range of sizes were dispersed and stabilized
on the surface of a microscope slide using a drop-casting method. The prepared sample was
initially assessed with spectral scattering measurements, where it was incorporated into a water-
filled chamber to mimic the conditions of the optical trapping environment. Therefore, the
scattering spectra of the particles are chosen with typical dimensions as shown in Fig. S6a that
are representative of the ones obtained in the laser trapping experiments.

The experimental scattering spectra (green dashed curves in Fig. S6b) were compared with
LMT-based calculations to establish the particles’ sizes. The resonance features (peaks) ob-
served in the experimental spectra (e.g., the magnetic dipole and quadrupole resonance peaks
marked by the vertical black dashed lines) are well reproduced at the same spectral locations in
the calculated spectra (orange solid curves in Fig. S6b). In addition, a fitting model composed
of a series of Lorentz and Gaussian functions was developed to facilitate the identification of
these experimentally acquired scattering signatures. The spectral resonance fitting functions,
expressed in terms of angular frequency ω, are:

Lor(ω) =
Aωγb

ω2
0 − ω2 − iγbω

(S1)

Gau(ω) = Ae
−(

ω−ω0
γb

)2 − Ae
−(

ω+ω0
γb

)2 (S2)

where A, ω0, and γb are the fitting parameters representing the amplitude, the center frequency,
and the broadening of the resonances, respectively.

Figure S6c shows a detailed example of curve fitting that identifies five resonances for the
Si nanoparticle with a diameter of 177 nm. Here, ω0 serves as the spectral position of each
peak. Specifically, Lor 1, Gau 2, and Gau 3 are mainly associated with the magnetic dipole,
magnetic quadrupole, and electric dipole, respectively, while Gau 4 and Gau 5 are associated
with higher-order resonances of the Si nanoparticle. It should be noted that the fitting functions
used here are only for the purpose of determining the spectral positions of these resonance
features, rather than ascertaining the true dielectric tensors of the Si material.

The fitting process employs the Levenberg-Marguardt algorithm that minimizes the mean
square error (MSE). The MSE is defined in terms of the deviations of the fitted SCfit

i and mea-
sured SCExp

i data sets as given by:

MSE =

√√√√ 1

2N −M

N∑
i=1

(
SCfit

i − SCExp
i

σExp
SC,i

)2

, (S3)
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where N is the sampling number (we use N=200 here), M is the total number of fitting model
parameters, and σExp

SC,i are the standard deviations of the experimental data points. This fitting
model, after analyzing all collected experimental data, reveals a nearly consistent standard de-
viation of ±2 nm for the best-determined diameters. This standard deviation is represented in
the LMT-calculated spectra as yellow shadows in Fig. S6a.

After the particle sizes were characterized via the optical scattering measurement, the same
particles were subsequently measured by SEM and visualized in Fig. S6a. It is important to note
that the small Si nanoparticles accumulated near the principle ones (for 177 nm, 188 nm, and
191 nm) when the sample was removed from the water-filled chamber and dried in a vacuum
chamber. The surface tenson of the evaporating water could easily drag smaller particles, which
usually have weaker adhesion to the surface, to the proximity of the larger ones. Therefore,
the presence of these satellites in the SEM micrographs did not alter the scattering spectra and
affect the sizes of the principle Si nanoparticles measured by SEM and the validation of particle
size determination by comparing the measured and LMT-calculated scattering spectra . This
agreement demonstrates the reliability and high precision of the size characterization with the
in-situ scattering measurements of the Si nanoparticles in an optical trap.
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S7 Repulsive magnetic dipole force for large Si nanoparticles
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Figure S7: Scattering cross-section, polarizability of and magnetic dipole force on Si nanoparticles trapped
in an azimuthal beam. (a) Magnetic dipole induced scattering cross-section (MD) and the real part of the mag-
netic polarizability (α′

m) are computed as a function of Si nanoparticles size. (b) The azimuthal beam profile is
rendered with a white dashed line crossing the beam center. That dashed line indicates the path along which the
Si nanoparticles are scanned to evaluate the dipole forces they experience at each position. (c) Magnetic dipole
forces F PD

MD (solid curves) are computed for three Si nanoparticles with dimensions corresponding to the experi-
mental ones discussed in the main text. In addition, electric dipole forces F PD

ED (dashed curves) are also included
for comparison.

The magnetic polarizability α′
m of 162 nm dia. Si nanoparticles is positive yet smaller than its

electric counterpart (refer to Fig. S9b). F PD
MD and F PD

ED are calculated using Eqs. 14 and 15 and
shown in Fig. S7c. The magnetic dipole force on the Si nanoparticle is toward the beam center.
However, this is opposed by the electric dipole force that is directed outward and has a greater
magnitude. Consequently, the particle is trapped within the annular region of the azimuthally
polarized beam where the electric field amplitude is maximum. This conclusion agrees with the
experimentally measured and ED-LD simulated dynamics of small-sized Si nanoparticles (see
Fig. 5b in the main text).

Conversely, the 770 nm trapping laser is nearly maximally on-resonance with the magnetic
dipole resonance of the 205 nm dia. Si nanoparticle as seen in the scattering spectrum shown
in Fig. S7a. This could cause a strong interaction with the longitudinal magnetic field Hz.
Therefore, one might expect the magnetic dipole force to play the decisive role in the trapping
behavior as compared to the electric counterpart. However, this expectation is not substantiated
by the force spectra plotted in Fig. S7c, where a lightly repulsive magnetic dipole force is found
instead. This unexpected behavior can be understood by inspecting the magnetic polarizability
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shown in Fig. S7a. Near the magnetic dipole resonance, α′
m is close to but less than zero for a

205 nm dia. Si nanoparticle resulting in the unexpected direction of the net force. A significant
repulsive magnetic dipole force is found for the 239 nm Si nanoparticle since the polarizability
is now strongly negative.

The calculated repulsive nature of the optical magnetic dipole force seems to be in con-
tradiction with the strong trapping of larger Si nanoparticles at the center of the azimuthally
polarized beam ( where Hz is maximal) that is observed in the experiments. Hence, it is evident
from the contradictory experimental analyses that another type of force must be responsible for
the trapping behaviors of larger Si nanoparticles.

42



S8 Verification of the transverse scattering force and the scattering-corrected
model (SCM)

Figure S8: Analysis of optical force on Si nanoparticles when trapped off-, near- and on-resonance with the
optical magnetic dipole mode . Force analyses of Si nanoparticles with sizes ranging from 160 nm to 240 nm
are performed using the same trapping configure, procedure, and method as in Fig. 3D. The horizontal axis is the
displacement of the Si nanoparticle from the center of the Gaussian beam.

In order to probe the behavior of the dipole-governed transverse scattering (TS) force and val-
idate our proposed SCM, force analyses are carried out for different size Si nanoparticles that
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span the trapping situations of interest: off-, near- and on-resonance with the optical magnetic
dipole mode. These forces are evaluated with the same procedure and method used in Fig. 3D;
hence, the data should be read in the identical manner. Noting that all forces are normalized by
the maximum value of the MST-calculated forces for ease of comparison.

a b1× 𝟏𝟎−𝟐𝟎 1× 𝟏𝟎−𝟒𝟎

Figure S9: Polarizability properties of Si nanoparticles. (a) Magnitudes (|αe| and |αm|) and phases (ϕe and ϕm)
of the electric and magnetic polarizability of Si nanoparticles computed as a function of particle diameter. Two
vertical dashed lines mark the dimensions that satisfy the first and second Kerker conditions. Note, the magnitudes
are plotted in cgs units allowing direct comparison. (b) Imaginary part of the product of the electric and magnetic
polarizabilities is plotted, with horizontal and vertical dashed lines highlighting the zero value and the first type
Kerker condition, respectively. Note, SI units are used in this plot.

Two remarkable conclusions can be drawn from the results shown in Fig. S8, one of which
is obvious while the other requires further scrutiny in conjunction with the parameters shown
in Fig. S9. The first is how well the SCM accounts for the electrodynamic forces that are
absent from the point dipole model, particularly in the size region associated with on-resonance
trapping . The curves of both the F SCM and FMST are in perfect agreement for the entire range of
particle sizes. When the particle size is small (Dia.≤180 nm), the scattering forces F TS

ED/MD are
negligible, meaning that the point dipole model is accurate in capturing the optical forces. This
is evident from the good agreement between the curves of F PD and FMST. Increasing the particle
size transitions the system into the on-resonance regime (for the 770 nm trapping laser) where
the contributions from the transverse scattering force F TS

ED/MD becomes pronounced. As a result,
the accuracy of the point dipole model deteriorates as seen in the growing discrepancy between
F PD and FMST. However, including F TS

ED/MD allows agreement with FMST, thus affirming that
the TS forces are the missing feature of the point dipole model.

The second conclusion concerns the spatial anisotropy of the dipole-governed TS forces;
that is, the scattering forces opposite signs along the orthogonal (x- and y-axis) directions
for a Gaussian trapping beam linearly polarized along the x-axis (see Fig. S10). This find-
ing holds even for the small Si nanoparticles. The root cause of this anisotropic phenomenon
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is discussed in Methods “Analytical approximation of transverse scattering force” in associ-
ation with Eq 24. The interesting finding revealed from numerical calculations is the re-
versal of the scattering force that occurs between the small- (dia.≤180 nm) and large-sized
(dia.≥190 nm) Si nanoparticles. The small-sized Si nanoparticles experience a repulsive mag-
netic field-associated TS force (F TS

MD) along the x-axis but an attractive electric field-actuated
TS force (F TS

ED) along the y-axis. The anisotropic behaviors of these two field-associated TS
forces are reversed for the large Si nanoparticles. According to Eq. 24 and shown in Fig. S9b,
this reversal is attributed to the Im[αeα

∗
m] term, which changes sign from positive to negative

at the size labeled as the first type Kerker condition. Based on the convention of the Kerker
conditions6, and illustrated by the plots in Fig. S9a, the first type Kerker condition requires
the equality of both the magnitude and phase of the electric and magnetic polarizabilities, giv-
ing rise to an in-phase interference of the electric and magnetic dipolar fields. In contrast, the
second Kerker condition occurs with a π/2 phase shift between the polarizabilities, causing the
respective fields to manifest π out-of-phase destructive interference. It is apparent from Fig. S9a
that only the first Kerker condition affects the TS forces’ change of sign with size.

Finally, we note that Fig. S9b shows that the Im[αeα
∗
m] term goes to zero for small Si

nanoparticles (dia.<130 nm). Therefore, the transverse scattering forces vanish for these small
nanoparticles and conventional electric dipole trapping as described in the Mie-corrected point
dipole approximation are obtained. therefore, the transverse scattering forces associated with
the optical magnetic dipole resonance and described by Eq. 24 can only be obtained for large
Si nanoparticles.
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S9 Evaluation of the analytical approximation of the TS forces in both
tightly and loosely focused Gaussian beams

a

b

Figure S10: Investigating the accuracy of the analytical approximation of dipole-governed TS forces. (a)
Numerically (solid) and analytically (dashed) calculated scattering forces acting on a 200 nm Si nanoparticle
evaluated when scanning the particle along the x- (F TS

MD: black, and F TS-ana
MD : blue) and y-axis (F TS

ED: red and
F TS-ana

ED : green) in a tightly focused Gaussian beam (beam width∼300 nm). The energy densities of the respective
fields and associated polarization directions are shown in the insets. (b) The comparison is repeated in a loosely
focused Gaussian beam (beam width∼1 µm), as delineated by the images of the beam transverse profiles shown in
the insets.

Figure S10 shows the performance of the analytical approximation of the transverse scattering
(TS) force (Eq. 24) in both tightly and loosely focused Gaussian beams with linear polarization
(marked by the arrows in the insets) as assessed by comparing it with the numerical method
(Eq. 19). The high accuracy of the latter was validated in Sect. S8. When the Gaussian beam
is loosely focused and the paraxial approximation is valid, the energy densities of the electric
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and magnetic fields shown in the insets of Fig. S10b are spatially indistinguishable, indicating
that Eq. 25 and 24 are equivalently same. The excellent agreement with the numerical result (of
Eq. 19) confirms the accuracy of the analytical approximation in a paraxial beam.

For a tightly focused Gaussian beam as shown in Fig. S10a, the energy densities of the
electric and magnetic fields start to be spatially distinct from each other. The energy densities
become elongated in orthogonal directions in relation to the respective electric and magnetic
field polarization directions. The anisotropy in the spatial distributions indicates an inaccuracy
of Eq. 25, which assumes uniform energy densities to obtain the TS forces. By contrast, Eq. 24
accounts for the anisotropy of the fields, resulting in a satisfactory approximation relative to the
numerically calculated TS forces. These comparisons affirm the discussion in Sect. S8 that the
applicability of the analytical approximation for a tightly focused beam, and hence its utility in
unraveling the nature of the dipole-governed TS forces.
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S10 Decomposition of on-resonance TS forces in an azimuthally polarized
beam

a b

c

Figure S11: Decomposition of the TS force acting on a 200 nm dia. Si nanoparticle trapped in an azimuthally
polarized beam. The TS force is calculated numerically (black) using Eq. 19 and analytically (red) using Eq. 24,
where the analytical result is the sum of the contributions from electric (E shown in (c)) and magnetic (Hz shown
in (b)) fields. The respective fields are shown, with black arrows indicating the polarization directions. Note, the
black dots in the rendering of the magnetic field Hz demonstrate the field’s longitudinal polarization along the
z-axis.

Figure S11 shows the TS forces acting on a 200 nm Si nanoparticle obtained from simulations
in a tightly focused azimuthally polarized beam. The TS forces experienced by the Si nanopar-
ticles are for the case of on-resonance trapping. Equation 19 (solid black curve) is used to
accurately determine the TS force acting on the particle. The analytical approximation (Eq. 24;
solid red curve) is used to determine the TS force’s constituents attributed to the azimuthally
polarized electric E field in the annular region and the longitudinally polarized magnetic field
Hz at the center as shown in Fig. S11c and b, respectively. Comparing the results of these
two methods, their similarity, particularly in the central region of the beam, affirms the validity
of the analytical approximation (Eq. 24) as well as its representation of the electric and mag-
netic field contributions. As seen in Fig. S11, the Hz associated TS force (F TS-ana

Hz
) drives the

200 nm dia. Si nanoparticle toward the magnetic field maximum, while the E associated TS
force (F TS-ana

E ) simultaneously repels the particle away from annular region where the electric
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field is maximized. This repulsion causes the confinement of the particle in the central region
of the beam. In the case of the 200 nm dia. Si nanoparticle, the contribution from the radially
polarized magnetic field Hρ along the radial direction is negligibly small, in part because the
magnitude of the Hρ is relatively small in the tightly focused beam (refer to Fig. 1b in the main
text). Therefore, The TS force actuated by Hρ is not important in the present work.
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S11 Analysis of optical forces exerted on the 205 nm dia. Si nanoparticle

Figure S12: Demonstration of the optical forces experienced by the 205 nm dia. Si nanoparticle trapped in
a tightly focused azimuthally polarized beam (1st column). (2nd column) The beam is decomposed into three
constituent fields: azimuthally polarized electric field E, radially polarized magnetic field Hρ, and longitudinally
polarized induced magnetic field Hz . The arrows displayed in the energy density profiles indicate the polarization
of the respective fields. (3rd column) Each field creates an optical force (F EFF, green) consisting of a dipole
force (F PD, blue) and/or a scattering force (F TS, red). The vertical dotted lines in the force plots indicate the
positions of the location of the maximum values of the electric field annulus. (4th column) Combining these
separate contributions gives rise to the total optical force F Tot that determines the particle’s dynamics observed in
both experiment and ED-LD simulation.

Figure S12 shows the optical force (F Tot) exerted on the 205 nm dia. Si nanoparticle trapped
in the azimuthally polarized beam. The total force is decomposed into individual components
delineated by the constituent fields (i.e., E, Hρ, and Hz) of the beam and associated categories
of forces (i.e., dipole F PD and scattering F TS forces). The scattering forces are evaluated with
the analytical method (Eq. 24) that was quantitatively examined and validated in Sect. S10.
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According to the force plots of Fig. S12, the electric field E produces a balanced situation
where the dipole and scattering forces are nearly equal in strength but opposite in direction,
causing their combined trivial influence on the particle’s dynamics. Likewise, the impact of the
radially polarized magnetic field Hρ on the particle’s trapping behavior is minimal, as reflected
in its very small dipole force. This Hρ-associated force is very small because of the near-zero
magnetic polarizability of particles of this size (see Fig. S7a). In fact, the force is repulsive
(from the beam center) due to the negative magnetic polarizability of the large 205 nm dia.
particle size and associated resonance peak of the magnetic dipole mode. On its own, this Hρ-
associated force would push the particle away from the annular region with the Hρ towards the
central region. The associated scattering force has intentionally been excluded from consider-
ation, mainly because this force has no contribution along the radial direction, as explained in
Sect. S10.

In contrast with the above-mentioned two fields, the longitudinal magnetic field Hz exerts
the decisive influence on the electrodynamics of the 205 nm dia. nanoparticle, as evident from
its associated scattering force that is dominant over other forces and pushes the particle toward
the central region where the induced magnetic field is maximum. In addition, the longitudinal
magnetic field Hz also exerts a repulsive dipole force on the particle because of the negative
magnetic polarizability α

′
m of the Si nanoparticle (see Sect. S7). However, the magnitude of α′

m
is close to zero, leading to the repulsive dipole force that is sufficiently small to be negligible.
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S12 Analysis of optical forces exerted on the 239 nm dia. Si nanoparticle

Figure S13: Demonstration of the optical forces experienced by the 239 nm dia. Si nanoparticle trapped in
the tightly focused azimuthaly polarized beam. The figure follows the same format as Fig. S12. (2nd column)
The beam is decomposed into three constituent fields: azimuthally polarized electric field E, radially polarized
magnetic field Hρ, and longitudinally polarized induced magnetic field Hz . The arrows displayed in the energy
density profiles indicate the polarization of the respective fields. (3rd column) Each field creates an optical force
(F EFF, green) consisting of a dipole force (F PD, blue) and/or a scattering force (F TS, red). The vertical dotted
lines in the force plots indicate the positions of the location of the maximum values of the electric field annulus.
(4th column) Combining these separate contributions gives rise to the total optical force F Tot that determines the
particle’s dynamics observed in both experiment and ED-LD simulation.

Figure S13 shows the optical force and its decomposition for a large 239 nm dia. Si nanoparticle.
Compared to the 205 nm Si nanoparticle, the optical force associated with the electric field
E becomes important in addition to the optical force associated with and magnetic field Hz.
Given the electric and magnetic polarizability of the particle (see Fig. S7a and Fig. S8b and
c), the scattering and dipole forces associated with the Hz are closely matched in strength (see
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lower panel in Fig. S13), which results in a cancellation that essentially eliminates the field’s
impact on the particle’s dynamics. By contrast, the forces resulting from the E and Hρ (see
upper panel in Fig. S13) become the primary factors that constrain the particle in the central
region through repulsive forces. However, the underlying mechanisms behind the E- and Hρ-
associated forces are different. The repulsion due to Hρ originates from the magnetic dipole,
while the repulsion due to the E-field stems from transverse scattering force. The origin of
the repulsive magnetic dipole force has been discussed in Fig. S12. As for the E-associated
scattering force, its rapid growth is attributed to the particle becoming on-resonance with the
electric dipole mode, which significantly increase the electric dipole radiation. Thus, in addition
to the optical forces mediated by the magnetic fields, the scattering force associated with the
electric field acts as an additional contribution, enhancing the effectiveness of the azimuthally
polarized beam in confining the particle to the center of the beam.
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S13 Defining photonic Hall effect PHE
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Figure S14: Polarization-dependent scattering from a single Si nanoparticle placed at the center of a Gaus-
sian beam. A 205 nm dia. Si nanoparticle centered at the focus of a linearly polarized Gaussian beam is simulated
to characterize its far-field scattering behaviors in response to the two orthogonal polarization states of the exci-
tation light: one with its electric field Ein polarized along the y-axis (blue curve) and the other with its magnetic
field Hin polarized along the y-axis (red curve). The majority of the particle’s far-field scattering, I far

scat, is along the
z-axis, that is for θ=0 for both polarization states.

Since its inception in electronic systems, the Hall effect has been routinely used to describe
transport of charge carriers driven by applied electric fields in conductors/semiconductors or
photons propagating through media with refractive index variations. Light has been proven
to exhibit spin Hall effect, known as spin Hall effect of light13, 40. This effect occurs when
light crosses a planar or structured optical interface, leading to a transverse splitting of light
into components carrying opposite spin angular momentum (i.e., right- and left-handed circular
polarizations) because of spin-orbit interactions13, 40. This principle extends to nanoparticles.
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Probing the energy flux in proximity to a nanoparticle illuminated by a beam reveals that the
particle modulates its near-fields with opposite directions that depend on the incident beam’s
circular polarization (spin) states41. In addition, recent work has shown the possibility of en-
hancing the photonic spin Hall effect by breaking the parity symmetry of the systems11, 12, 42.
For instance, parity-symmetry breaking, induced by either the anisotropic geometry or spatial
displacement of single nanoparticles from the beam center, allows dramatically altering the di-
rectionality of the particles’ far-field scattering light by switching between the excitation beam’s
two opposite spin states11, 12.

� (deg)

� (�)

�

When ��� ⊥ y-axis or ∆�

When ��� ⊥ y-axis or ∆�

∆�

�����
���

Si NP

Figure S15: Polarization-dependent scattering from a single Si nanoparticle displaced from the center of a
Gaussian beam. The figure depicts the simulation results in the identical style as Fig. S14, with the distinction
that the 205 nm diameter Si nanoparticle is displaced by half the beam width, ∆x, along the x-axis. This horizontal
displacement shifts the center of the angular distribution of the scattered light away from the z-axis in (opposite)
directions that depend on the polarization state of the excitation light. The mean values of these angular distribu-
tions are indicated by the blue (for Ein ⊥ ∆x) and red (for Hin ⊥ ∆x) dashed lines, respectively.
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Our definition of the photonic Hall effect (PHE) builds upon this previous work. In the
present study, we identified a linear polarization-dependent directionality of far-field electro-
magnetic radiation scattered by single Si nanoparticles for an illumination condition that breaks
parity-symmetry (mirror symmetry). Since this far-field scattering is associated with the excita-
tion light’s linear polarization state rather than its spin state, we refer to this phenomenon as the
“photonic Hall effect” to differentiate it from its spin counterpart. How this effect take places
is demonstrated in Figs. S14 and S15, where the far-field of scattering light from a 205 nm dia.
Si nanoparticle is calculated for two illumination conditions: (1) with the nanoparticle centered
transversely in the Gaussian beam as shown in Fig. S14; and (2) with the Si nanoparticle shifted
away from the center along the x-axis by a distance ∆x as shown in Fig. S15. Note that the
calculations are based on the GLMT as detailed in the Methods section.

Figure S14 shows that when the Si nanoparticle is positioned precisely at the center of a
symmetric focused Gaussian beam, its far-field scattering intensity distribution, I far

scat, is com-
puted as a function of the polar angle, θ. We consider the scattered intensity in the x-z plane
and θ is relative to the z-axis (or incident light propagation direction, k⃗). The plot illustrates that
the particle predominantly scatters light along and symmetrically about the z-axis. This behav-
ior persists when switching between the two orthogonal linear polarization states of the incident
light: (1) the incident electric field Ein ⊥ y-axis and (2) the incident magnetic field Hin ⊥ y-
axis (equivalently, Ein ∥ y-axis). However, as shown in Fig. S15, when the particle is displaced
from the center by a small distance, ∆x, the angular distribution of the scattering is no longer
independent of the linear polarization state of the incident beam. The displacement-induced
(parity) symmetry breaking leads to a shift of the peak (and mean) of the angular scattering dis-
tributions (as indicated by the dashed vertical lines) in opposite directions relative to the z-axis.
Each distribution, with opposite angular shifts, corresponds to one linear polarization state of
the incident light. This dependence of the scattering directionality on the incident light’s linear
polarization state manifests the proposed photonic Hall effect. This PHE results in what we
have termed ”transverse scattering forces,” which, according to Eqs. 3 and 24, are linked to the
exciting electric and magnetic fields and demonstrate their quasi-anisotropy. These characteris-
tics have not been discovered by any previous studies concerning the optical trapping behaviors
influenced by interactions between light’s magnetic component with matter13–15.
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S14 Evaluation of the suitability other materials for magnetic field-mediated
optical trapping

PbTe NP Dia. 1 um

SiC NP Dia. 250 nm CdS NP Dia. 200 nm

AlAs NP Dia. 150 nm

VIS

MIR

Figure S16: Calculated scattering cross-section of four nanoparticle materials that support MD resonances.
These materials, SiC, CdS, PbTe, and AlAs, are chosen for their large refractive indices (n) and small extinction
coefficients (κ), highlighting their advantages in field confinement and minimal absorption, respectively. When
these materials are formed into particles of suitable sizes their ED (red curve) and MD (blue curve) modes become
spectrally distinct. This distinction is a promising indication of their suitability for optical trapping influenced by
magnetic fields (as illustrated in Fig. S18). The materials are grouped for their suitability for operation across
different wavelength regimes: the visible regime (SiC, CdS, and AlAs in the red dashed enclosure) and the mid-
infrared regime (PbTe). All simulation results assume an aqueous (n=1.33) environment.

In this section, we show that the magnetic field-mediated optical trapping and its associated
transverse scattering optical forces that are demonstrated in this paper for Si nanoparticle is
applicable to a wide range of materials. These nanoparticles and materials may have other
useful functionalities. Furthermore, nanoparticles made of other materials are candidates for
nano-/macro-particle manipulations across the visible and mid-infrared spectral regions. To
demonstrate this, Figure S16 shows the scattering cross-sections for nanoparticles made of four
commonly used semiconductors (i.e., SiC16, CdS17, PbTe18, and AlAs19, ) characterized by high
refractive indices, n, and low extinction coefficients, κ, for the effective field confinement and
suppression of thermal effects. Analogous to Si, nanoparticles of these materials exhibit modi-
fied optical Mie scattering spectra (black curves) featured by the ED (red curves) and MD (blue
curves) components due to their individual complex indices of refraction and boundary condi-
tions. With appropriately engineered sizes for each material, they all exhibit pronounced MD
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SiC NP Dia. 250 nm (vacuum) 

Figure S17: The enhancement of the spectral distinction between the ED and MD modes under vacuum
conditions. The SiC nanoparticle case is highlighted here to show how an increased refractive index contrast –
specifically, changing from an aqueous solution (n=1.33 in Fig. S16) to vacuum (n=1.0) environment– can enhance
the spectral discrimination between the ED and MD modes. This enhancement suggests that magnetic field-
mediated optical trapping is an effective technique for trapping these proposed nanoparticle materials in vacuum
conditions.

modes, with the resonance peaks spectrally separated from those of the ED modes, implying
their suitability for magnetic field-mediated optical trapping. The efficacy of the MD modes
can be further enhanced if the ambient condition is switched to air or vacuum (n=1.0) due to the
increased refractive index contrast. Figure S17 shows the Mie scattering cross-section of a SiC
nanoparticle in air, where its MD’s increases as the resonance narrows giving a higher Q-factor
compared to its MD mode when the same size SiC nanoparticle is in aqueous solution (shown
in Fig. S16).
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Dia. 150 μm & λ = 510 nm Dia. 150 μm & λ = 600 nm

MD dominant trapping of AlAs NP ED dominant trapping of AlAs NPa b

Figure S18: ED-LD simulations of a 150 nm dia. AlAs nanoparticle trapped in an azimuthally polarized
beam. (a) Referring to the wavelength-dependent scattering cross-section of the AlAs nanoparticles shown in
Fig. S16, setting the trapping laser wavelength to 510 nm corresponds to the peak of the MD mode. The ED-LD
simulations (blue points) show the particle is primarily trapped by the longitudinally polarized magnetic field in
the central area of the azimuthally polarized beam. (b) When the trapping laser’s wavelength is detuned toward
longer wavelengths, where the ED mode’s magnitude becomes dominant (e.g., at 600 nm), the AlAs nanoparticle
is mainly trapped in the annular region where it interacts more intensely with the electric field of light. Note, the
properties of the trapping beam simulated here are the same as those described in Fig. 1 of the main text.

Magnetic field-mediated optical trapping is demonstrated by the ED-LD simulations for
AlAs shown in Fig. S18. This example illustrates the dynamics of the AlAs nanoparticle within
an azimuthally polarized beam. The two distinct laser wavelength excitations underscore the
two types of trapping mechanisms that are predominantly driven by the magnetic (left panel)
and electric components (right panel) of light, respectively. Specifically, When the trapping
laser wavelength is set at 510 nm, strongly on-resonance with the MD mode (see Fig. S16),
the AlAs nanoparticle is trapped in the central region of the azimuthally polarized beam, a re-
gion dominantly occupied by the longitudinally polarized magnetic field Hz (refer to Fig. 1 in
the main text). Tuning the trapping laser to 600 nm makes the particle’s ED mode dominant,
which causes a shift of the trapping from the beam’s center to its annular region due to over-
whelming electric field-matter interactions. The trapping dynamics shown in Fig. S18, which
are consistent with those observed experimentally for Si nanoparticles, also apply to the other
three materials (SiC, CdS, and PbTe). These simulation results affirm the broad applicability of
optical magnetic field associated trapping.
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