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Abstract
Quantization is a widely-used compression technology to re-
duce the overhead of serving large language models (LLMs)
on terminal devices and in cloud data centers. However,
prevalent quantizationmethods, such as 8-bit weight-activation
or 4-bit weight-only quantization, achieve limited perfor-
mance improvements due to poor support for low-precision
(e.g., 4-bit) activation. This work, for the first time, real-
izes practical W4A4KV4 serving for LLMs, fully utilizing
the INT4 tensor cores on modern GPUs and reducing the
memory bottleneck caused by the KV cache. Specifically, we
propose a novel fine-grained mixed-precision quantization
algorithm (FMPQ) that compresses most activations into 4-
bit with negligible accuracy loss. To support mixed-precision
matrix multiplication for W4A4 and W4A8, we develop a
highly optimized W4Ax kernel. Our approach introduces a
novel mixed-precision data layout to facilitate access and fast
dequantization for activation and weight tensors, utilizing
the GPU’s software pipeline to hide the overhead of data load-
ing and conversion. Additionally, we propose fine-grained
streaming multiprocessor (SM) scheduling to achieve load
balance across different SMs. We integrate the optimized
W4Ax kernel into our inference framework, COMET, and
provide efficient management to support popular LLMs such
as LLaMA-3-70B. Extensive evaluations demonstrate that,
when running LLaMA family models on a single A100-80G-
SMX4, COMET achieves a kernel-level speedup of 2.88× over

∗Corresponding author.
PS: This paper was submitted to ASPLOS in June 2024.

cuBLAS and a 2.02× throughput improvement compared to
TensorRT-LLM from an end-to-end framework perspective.

1 Introduction
Large language models (LLMs) have demonstrated excellent
performance across various benchmarks [4, 7, 28, 35, 39, 45].
However, as LLMs advance and models with hundreds of bil-
lions of parameters emerge, their substantial sizes present sig-
nificant challenges for inference systems. Specifically, large
models require extensive memory, while most LLM-based
systems perform inference on a single GPU with limited
memory. Moreover, LLM inference incurs high serving costs,
often calculated per token, and processing long token se-
quences further increases these costs.

Model quantization is an efficient way to reduce the mem-
ory footprint and serving costs for LLM inference, with
weight-only quantization being a typical method in recent
years [9, 18]. However, the latest studies [19, 48] report that
weight-only quantization achieves limited performance im-
provements on modern GPUs, particularly when processing
large-batch and long token sequences. The main reasons are:
(1) weight-only quantization requires low-bit parameters
to be dequantized to align with high-precision activations
before being processed by the GPU tensor cores, leading to
a waste of computational resources. For example, existing
W4A16 quantization methods [9, 18, 33] must restore the
quantized 4-bit weights to 16-bit and process them together
with activations in the FP16 tensor cores, which is inefficient
for modern GPUs like A100 that are optimized for higher-
throughput 4-bit operations; and (2) in applications involving
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large-batch processing and long token sequences [13, 43],
the Key and Value activation caching (KV cache) becomes
the major bottleneck rather than the weight parameters.
Although methods like SmoothQuant [40] simultaneously
quantize both activations and weights, they employ a conser-
vative scaling strategy that restricts activations and weights
to INT8 format, still facing the issues mentioned above.
To address the above issues, achieving lower-precision

(e.g., 4-bit) activations without compromising accuracy is
crucial. This would fully utilize low-bit tensor cores in mod-
ern GPUs, delivering higher throughput. Additionally, low-
precision quantization for the KV cache, which consumes
significant memory in transformers, is needed. This would al-
leviate the memory bottleneck, enable larger inference batch
sizes, and efficiently exploit the batch-level parallelism in
advanced GPUs. These requirements, along with the concen-
trated distribution of outliers in activations [7, 34], motivate
us to design a novel fine-grained mixed-precision quantiza-
tion algorithm (FMPQ) for activations. Specifically, FMPQ
quantizes most activations to 4-bit and others to 8-bit1. To
ensure efficient computing, we partition the activation tensor
intomultiple sub-tensors, each sized tomatch the GPU’s com-
putational granularity. Additionally, we introduce a channel
permutation strategy to cluster outliers within the same sub-
tensor, thereby reducing the overall quantization precision.
Since FMPQ requires hardware capable of W4Ax ma-

trix multiplication for the quantized LLM, but existing LLM
serving systems [11, 27, 31] lack support for direct mixed-
precision tensor operations and W4Ax computing, we fur-
ther design a novel W4Ax kernel and integrated it into our
inference framework, COMET. Generally, COMET optimizes
mixed-precision LLM computing on GPUs by incorporat-
ing data layout design and fast dequantization for mixed-
precision weights and activations. It further uses the soft-
ware pipeline to overlap the overhead of data loading and
conversion. Additionally, given that the lower precision ten-
sor cores in modern GPU provide higher throughput (INT4
tensor core has 2× higher throughput than INT8), COMET
employs a fine-grained SM scheduling strategy to achieve
load balance across different stream multiprocessors (SMs).
By integrating the optimizedW4Ax kernel and efficient mem-
ory management techniques [15], COMET provides practical
and efficient LLM serving with the high-performance mixed-
precision encoding.
In a nutshell, the contributions of this work can be sum-

marized as follows:
• We analyze the distribution of outlier values in LLM
activations and introduce a novel FMPQ algorithm
that enables 4-bit activations and KV cache without
compromising accuracy. To achieve this, the activation

1Throughout this paper, mixed-precision refers to a combination of W4A4
and W4A8 (i.e., W4Ax), rather than mixing 8-bit or 16-bit activations with
lower-precision weights as seen in current works [18, 19].
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Figure 1. The inference procedure of LLMs. The inference
procedure can be divided into two phases: prompting and
token generation.

tensor is divided and quantized at a granularity that
matches the matrix multiplication units on modern
GPUs, employing a tiling approach.With negligible ac-
curacy loss, the proposed FMPQ algorithm processes
more than 84% of GEMM computations using W4A4,
while W4A8 is used for the remaining computations.

• We develop a novel highly-optimized W4Ax kernel to
support the simultaneous computation of W4A4 and
W4A8. The low-precision data points are packed into a
high-precision format and directly processed in CUDA
cores using an optimized pipeline, effectively hiding
the expensive runtime numerical-format conversion
overhead. Furthermore, we propose an efficient fine-
grained SM scheduling solution during LLM compila-
tion stages. This solution remaps the mixed-precision
tensor tiles, to achieve balanced mixed-precision com-
puting across different SMs.

• We present COMET, the high-performance mixed-
precision LLM inference framework, which integrates
our proposed W4Ax kernel and provides efficient
memory management for LLM serving. Compared
with state-of-the-art (SOTA) frameworks, COMET fur-
ther improve the performance of LLM serving with
mixed-precision quantization. Evaluated on a single
A100-80G-SXM4 across various LLM models, COMET
demonstrates a 2.02× improvement in end-to-end per-
formance over SOTA baselines. Additionally, we pro-
vide an open-sourceW4Ax kernel with a Python inter-
face and a set of C++ APIs, enabling seamless integra-
tion into existing inference systems such as TensorRT-
LLM [27] and DeepSpeed [31].
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2 Background & Motivation
2.1 LLM Inference
Figure 1 illustrates the inference procedure of LLMs, which
can be divided into two phases: prompting and token gener-
ation. In the prompting phase, the model receives a sentence
and processes it in parallel. During the token generation
phase, it generates the output sequence auto-regressively,
producing one token at a time and using it as input for the
subsequent step. Specifically, during prompting, multiple to-
kens are fed into the model simultaneously and processed in
parallel. The input tensor shape during this phase is [𝐵, 𝐿, 𝐻 ],
where 𝐵, 𝐿, and𝐻 represent the inference batch size, prompt-
ing sequence length, and the hidden dimension of the model,
respectively. However, during token generation, the input
tensor shape changes to [𝐵, 1, 𝐻 ] since only one token is
processed at a time.
It is important to note that during token generation, the

model needs to store intermediate Key and Value activations
to avoid redundant computations. This storage is commonly
referred to as the KV cache. During inference, the system
must preserve not only all weight parameters but also the
Key-Value pairs generated during the token generation phase.
While the storage space for weights remains constant, the
size of the KV cache is directly proportional to the sequence
length. Consequently, as sequence length increases, the KV
cache gradually becomes the primary storage bottleneck,
overtaking weight parameters. For instance, at a sequence
length of 128K, the KV cache accounts for 72% of the total
storage cost for LLaMA-7B [13].

2.2 LLM Quantization
Quantization is an effective method for reducing the infer-
ence cost of LLMs. Existing quantization methods for LLMs
fall into two categories: weight-only and weight-activation
quantization [43, 47].

Weight-only Quantization. Weights are more amenable
to quantization compared to activations [2, 9, 18]. Conse-
quently, a substantial body of research has concentrated on
achieving low-precision weights. Given the high retraining
costs associated with LLMs, existing studies mainly focus
on post-training quantization (PTQ). Methods such as GPTQ
[9], QuIP [5], and QuIP# [37] achieve low-precision weights
by minimizing layer-wise quantization error and optimizing
parameters. Additionally, AWQ [18] and OWQ [16] consider
the impact of activation outliers on weight quantization, re-
sulting in improved performance for LLMs. OmniQuant [33]
further introduces learned weight clipping parameters to
achieve lossless W4A16 quantization. While weight-only
quantization can reduce the storage costs for modern infer-
ence systems, it has limited ability to decrease computational
costs and provides minimal performance improvement for
processing long sequences. Therefore, our work primarily
focuses on achieving low-precision activation quantization.
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Figure 2. Roofline model analysis for activation-activation
and weight-activation operators. The activation-activation
operator is highly memory-bound, while the weight-
activation operator becomes compute-bound with large-
batch parallelism.

Weight-activation Quantization. Unlike weight-only
quantization methods, weight-activation quantization tech-
niques target both weights and activations, including the
KV cache. As discussed in [7], the biggest challenge in quan-
tizing activations is handling outliers, which can be orders
of magnitude larger than typical values. To address this,
SmoothQuant [40] introduces an equivalent transformation
strategy that partially shifts the quantization difficulty from
activations to weights, achieving practical W8A8 solution.
To further enhance the accuracy of quantized models, some
works have explored fine-grained quantization strategies
specifically tailored for activations. For example, KVQuant
and WKVQuant [13, 43] focus on achieving fine-grained
quantization for the KV cache by adopting per-token or per-
channel quantization strategies. While these approaches can
reduce memory usage, they are inefficient for computing.
ZeroQuant [41] and Atom [48] apply per-channel quantiza-
tion for activations, while RPTQ [42] proposes a reordering
strategy to non-uniformly group different parts of activa-
tions. Recent works [2, 19, 21] further employ channel-wise
or even group-wise quantization for activations. However,
none of these methods can efficiently execute on modern
GPUs due to the misalignment between the granularity of
quantization and the computational granularity of GPUs. In
comparison, in this paper, we propose a fine-grained quan-
tization strategy that aligns with the computational gran-
ularity of GPUs. Additionally, we utilize mixed-precision
techniques to further improve the compression ratio of the
LLM model, thereby enhancing both memory efficiency and
computational performance.
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2.3 Motivation
Existing LLM serving systems [27, 31] typically utilize mod-
ern GPUs, which are equipped with high-bandwidth mem-
ory (HBM) and powerful processing units such as high-
throughput tensor cores. For instance, the A100 80G offers
80GB of HBM with 2.0TB/s bandwidth and can deliver up to
312 TFLOPS of FP16 tensor core performance for GEMM op-
erations. In addition, modern GPUs support lower-precision
computations, achieving 624 TOPS with INT8 tensor cores
and 1248 TOPS with INT4 tensor cores. Modern GPUs also
include CUDA cores for handling complex computations
such as data conversion and permutation.
As depicted in Figure 2, we employ the classic roofline

model to evaluate the performance of LLM inference on
GPUs. According to Figure 1, we assess the performance of
two types of operators, activation-activation operators and
weight-activation operators, under different precisions. The
computation intensity of the activation-activation operator is
fixed at 1.0, making it memory-bandwidth bound. Therefore,
implementing low-bit quantization for the KV cache can sig-
nificantly enhance the throughput of activation-activation
operators. Conversely, the computation intensity of weight-
activation operators varies with batch size and inference
phases. Thus, under large-batch parallelism, adopting low-
precision activation quantization can further improve infer-
ence throughput. These observations motivate us to explore
low-precision quantization for activations (including input
activations and the KV cache) more thoroughly. Additionally,
due to being bound by different characteristics, we will adopt
different quantization strategies for input activation and KV
cache, as detailed in Section 3.2.

3 FMPQ: Fine-Grained Mixed-Precision
Quantization

To address the challenges of activation quantization in post-
training quantization, this section first analyzes the charac-
teristics of activation distributions in LLMs and then pro-
poses a mixed-precision quantization algorithm to achieve
low-bit quantization of LLM activations. The proposed FMPQ
effectively reduces the computational and storage costs of
LLM inference, serving as the foundational enabler of our
COMET inference framework.

3.1 Analysis of Activation Distribution
Unlike small-scale neural networks [8, 20, 38], a distinctive
characteristic of LLMs is the pervasive presence of outliers.
Once a model exceeds a certain scale (in practice, around 6
billion parameters), a small cluster of hidden state features
(usually less than 1%) exhibits magnitudes significantly larger
than the rest [7]. These emergent large-magnitude features
are referred to as outliers, and they have magnitudes that
can exceed typical hidden state values by tenfold or even a
hundredfold. When using traditional min-max quantization
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Figure 3. Activation distributions in LLaMA-7B. Outliers
are present in certain channels of activations, leading to the
ineffectiveness of conventional quantization strategies.

strategies on activation tensors, these outliers can cause typ-
ical hidden state values to be quantized to zero, resulting in
significant accuracy degradation. These outliers are so cru-
cial to the representational capacity of LLMs that discarding
them is not feasible [12].
Fortunately, we have conducted extensive experimental

analysis on current typical LLMs, such as LLaMA, and found
that these outliers typically distribute within specific feature
dimensions. As illustrated in Figure 3, the outliers in LLaMA-
7B only exist in certain activation channels. Therefore, an
intuitive approach is to separately quantize outliers and nor-
mal values, quantizing the outliers with high precision and
the normal values with low precision.

3.2 The FMPQ Algorithm
With the above observation, we can apply a fine-grained
mixed-precision quantization algorithm that partitions the
normal values and outliers into different parts, and quan-
tizes them with different precision. For example, we quantize
normal values to 4-bit, while outliers to 8-bit. However, as
demonstrated in Figure 4b, previous channel-wise quantiza-
tion algorithms [41, 48] cannot ensure the efficiency of the
quantized model due to their misalignment with hardware
computation granularity.

In fact, the minimum computation granularity on modern
GPUs is fixed. For instance, the FP16 tensor core on A100 has
a minimum computation granularity of 64×64×32 (𝑚×𝑛×𝑘).
This hardware constraint necessitates that the granularity
of quantization is an integer multiple of the minimum com-
putation granularity, to maximize the utilization of tensor
core. Consequently, prior channel-wise or irregular cluster
quantization strategies [41, 42], which fail to align well with
hardware computation granularity, are inefficient. On the
other hand, overly fine-grained quantization strategies (e.g.,
tile-wise quantization) introduce significant software sched-
uling overhead. Therefore, as illustrated in Figure 4c, we
adopt a block-wise mixed-precision quantization method,
which partitions the activation tensor only along the channel
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Figure 4. The algorithm design of FMPQ.

dimension. Specifically, we divide the activation tensor into
multiple sub-tensors with a channel size of 𝑘 , referring to
these sub-tensors as blocks. In practice, we find that setting
𝑘 to 128 ensures sufficient tensor core utilization without
excessive accuracy loss in the quantized LLM.

Since outliers are distributed across multiple channels, any
block that contains outliers will require 8-bit quantization.
This results in a large number of blocks being quantized
to 8-bit, which limits the benefits, as depicted in Figure 4c.
To address this issue, we employ a channel permutation
strategy, which is commonly used in LLM pruning [30, 46].
As illustrated in Figure 4d, we first identify channels with
outliers through data sampling and then use the permuta-
tion strategy to cluster these channels into a single block.
To maintain computational equivalence, the corresponding
positions in the weight matrix also need to be permuted.
In this way, only a small portion of blocks (less than 20%)
need 8-bit quantization, while the majority of activations
can be quantized to 4-bit, enabling W4A4 GEMM. In fact,
prior works [17, 42] have already optimized the channel per-
mutation operator, and according to our evaluation, channel
permutation accounts for only 0.7% of the overall runtime.

While the proposed channel permutation enhanced block-
wise quantization works well for input activations, the KV
cache requires a different quantization strategy. As analyzed
in Figure 2, the activation-activation operator which KV
cache works for is highly memory-bound. Therefore, KV
cache is better suited for low-bit quantization without con-
sidering the quantized granularity. Furthermore, as the KV
cache is more amenable to quantization than input activa-
tions [13, 48], we can apply a full 4-bit quantization to the
KV cache. Specifically, we use a channel-wise 4-bit quantiza-
tion strategy for the KV cache. The experimental results in
Section 6.2 demonstrate that this approach has a negligible
impact on accuracy. By combining the quantization for input
activation and KV cache, the FMPQ algorithm provides a
practical path for high-performance LLM serving.

4 COMET-W4Ax: Kernel Design
The proposed FMPQ algorithm can significantly reduce the
storage and computing costs in LLM inference. However,
existing LLM serving systems [11, 27] lack support for di-
rect mixed-precision tensor load-and-store and W4Ax com-
puting. Thus, in this section, we design a highly optimized
W4Ax kernel for COMET by tackling two main challenges:
(1) the additional overhead of data management with mixed-
precision encoding, and (2) load imbalance induced by varied
W4A4 and W4A8 GEMM operations.

4.1 Design Overview
GEMM computations on GPUs are performed at the tile gran-
ularity. Figure 5a illustrates the tile-based GEMM computing
in COMET using mixed-precision values. With FMPQ as the
algorithmic enabler, the activation tensor is divided into mul-
tiple blocks with different precision settings. For example,
the green block is quantized to 4-bit, while the yellow block
is 8-bit. A block usually contains multiple tiles, and each tile
invokes one thread block (TB) to compute. Additionally, we
utilize the reduction operator to accumulate the compute
results of different tiles across multiple TBs.

Figure 5b shows the behavior of the COMET-W4Ax kernel
when computing different precision tiles among different
SMs at the same time. During the kernel execution, data must
first be loaded from global memory into shared memory and
then dispatched to each SM’s tensor core for computation.
As presented in Section 4.2, we use a software pipeline to
concurrently handle data loading and GEMM computation.
COMET-W4Ax primarily involves two types of GEMM com-
putations during kernel execution: W4A4 and W4A8. The
W4A4 computation can directly leverage the mma instruc-
tions, whereas the W4A8 GEMM requires additional data
conversion. Specifically, we utilize CUDA cores to efficiently
convert INT4 to INT8 data formats and store the converted
results directly in shared memory to support W4A8 GEMM.
We present the detailed optimization on data conversion in
Section 4.3. Additionally, we notice that when issuing GEMM
computation instructions for W4A4 and W4A8 to different
SMs simultaneously, the computational resources of the ten-
sor cores used for W4A4 are not fully utilized. Despite the
INT4 tensor cores offering 2× higher throughput than INT8
tensor cores, the SMs executing W4A4 computations have
to wait for other SMs to achieve synchronization, leading to
significant idle times and low resource utilization. In Section
4.4, we address this issue using fine-grained SM scheduling.

4.2 SIMT-enhanced Software Pipeline
Besides traditional GEMM computations, there are exten-
sive data reformatting and repositioning operations (e.g.,
dequantization and permutation) involved. These operations
introduce additional overhead. Therefore, we integrate the
overhead of these operations into the traditional software

5
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Figure 5. The design overview of the COMET-W4Ax kernel. (a) illustrates the tile-based GEMM computing with mixed-
precision encoding. (b) presents the computing procedure when issuing W4A4 and W4A8 GEMM instructions simultaneously.
(c) shows that we can effectively hide the overhead by software pipeline.

pipeline, effectively hiding the costs of dequantization and
permutation. Multiple stages are required to load mixed-
precision data from global memory into the tensor core for
GEMM computation. Specifically, the process begins by us-
ing cp.async to load data from the global memory into
shared memory or distributed registers. Additional instruc-
tions, such as permutation and dequantization, are then em-
ployed to adjust the data location and format. Finally, the
data is mapped to the corresponding tensor cores where mma
instructions are invoked for computation. Note that, differ-
ent tiles use INT4 or INT8 instructions for mma computation
of W4A4 and W4A8, respectively.

Specifically, COMET utilizes a two-level overlapping strat-
egy to pipeline the memory access and computation stages,
achieving efficient GEMM computation (presented in Figure
5c). On the one hand, it hides off-chip memory loads within
the data transformation and tensor core computation phases.
On the other hand, it leverages double buffering within the
GPU to conceal the overhead of tensor core computation and
data transfer/transformation. Specifically, COMET uses two
sharedmemory buffers to store different data tiles (storing𝐴0
and𝑊0 in 𝑏𝑢𝑓 𝑓 𝑒𝑟0, and𝐴1 and𝑊1 in 𝑏𝑢𝑓 𝑓 𝑒𝑟1). In iteration 0,
the tensor core loads 𝐴0 and𝑊0 from 𝑏𝑢𝑓 𝑓 𝑒𝑟0 and performs
the corresponding GEMM computation. Depending on the
data format loaded, the tensor core invokes different mma
instructions (INT4 or INT8). Simultaneously, 𝑏𝑢𝑓 𝑓 𝑒𝑟1 loads
the relevant data for 𝐴1 and𝑊1 from global memory and
decides whether permutation or dequantization adjustments
are necessary. In iteration 1, the tensor core loads data from
𝑏𝑢𝑓 𝑓 𝑒𝑟1 while 𝑏𝑢𝑓 𝑓 𝑒𝑟0 prefetches data from global mem-
ory. In this manner, the data loading and the tensor core
computation effectively overlap.
Given the complexity of the pipeline, it is necessary to

introduce a set of thread synchronizations and memory
access barriers to ensure the correctness of model execu-
tion. COMET inserts a series of synchronization and bar-
rier instructions to maintain correctness. Specifically, the
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Figure 6.Weight interleave for fast access of W4A8 GEMM.

async_copy_barrier effectively ensures that all necessary
data is ready in shared memory before the execution of the
next iteration loop, while sync_threads ensures that all
threads are synchronized before the next iteration loop be-
gins. Moreover, to prevent all mixed-precision tiles from
being written back before completing GEMM computation
and reduction, COMET explicitly inserts a thread-block level
synchronization to ensure that all threads have completed
their work and that all tile reductions are performed.

4.3 Mixed-precision Data Management
The COMET-W4Ax kernel involves GEMM computations
of different precisions, including W4A4 and W4A8 GEMM
computations. However, the GPU tensor core only supports
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Figure 7. Fast data conversion from INT4 to INT8.

GEMM computations with data in the same format. There-
fore, to optimize the efficiency of W4A8 computations, we
need to implement efficient data layout and data conversion
strategies.

Weight Interleave for W4A8 GEMM. Before perform-
ing actual computations on the GPU, all operands must be
loaded from shared memory into the corresponding regis-
ters for each tensor core (ldmatrix). Subsequently, a thread
scheduler is used to load the required data into the tensor
core for the corresponding GEMM computation (mma). For
W4A8 GEMM, the tensor core performs computations using
INT8 tensor cores to execute W8A8 computations. The ten-
sor core relies on the mma.m16n8k32 instruction to perform
INT8 GEMM computations, involving 32 threads. Given the
complexity of the mma execution, Figure 6a shows a simpli-
fied example of mma.m8n4k16 GEMM computation which
only uses 8 threads. As it illustrates, each thread needs to
load activation data four times and weight data two times,
then conduct the multiply-accumulate (MAC) operations
two times for a naïve W8A8 GEMM.

In existing GEMMoptimization frameworks, as long as the
format of the loaded data matches the computation data for-
mat, programmers can directly use the ldmatrix instruction
to ensure the loaded data corresponds to the required com-
putation data. However, directly transferring 4-bit weights
in 8-bit to the tensor core can cause shared memory conflicts.
As shown in Figure 6b, the weights that a single thread (e.g.,
thread 0) needs to load are non-contiguous. To avoid shared
memory conflicts, we need to rearrange the layout of the
weight data. Specifically, thread 0 uses addresses 0-3 and
8-11 instead of contiguous 0-7 values to align the computa-
tion and memory access granularity. This weight interleave
strategy not only avoids shared memory conflicts but also
reduces the usage of ldmatrix instructions. We achieve the
necessary data load in one instruction, compared to the two
load instructions required for the INT8 scenario.

Fast INT4to8 Conversion. Since tensor cores only sup-
port GEMM computations with data in the same format, it is
necessary to convert INT4 data to INT8 before performing
GEMM computation. Data format conversion can only be
executed on CUDA cores. However, in modern GPUs, there
is a significant performance gap between CUDA cores and
tensor cores. For example, on the A100, the computational
throughput of the INT8 tensor core is 32× higher than that

of the CUDA core. Therefore, we must implement a fast INT4
to INT8 data format conversion, making it a stepping stone
for performance enhancement rather than a bottleneck.

Suppose we pack four 4-bit weight values into a single 16-
bit data unit and store them sequentially. Figure 7a illustrates
a naïve strategy for converting INT4 to INT8. In this process,
data position adjustments and sign extensions are required.
For example, in the conversion of𝑊1 and𝑊0, we first need
to shift the data position of𝑊1 from bits 4-7 to 8-11, and then
perform sign extension on both𝑊0 and𝑊1. Unfortunately,
the PTX ISA [26] does not support 4-bit shift operations or
the corresponding sign extension operations, requiring us to
rely onmultiple instructions to complete the data conversion.
Overall, each conversion can take up to 10 instructions to
complete the necessary processing.
To mitigate the overhead of data position adjustments

and sign extension, we propose two novel strategies for fast
value conversion. First, we use a location switch to swap the
storage positions of certain data. As shown in Figure 7b, we
swap the positions of𝑊1 and𝑊2, enabling a rapid conversion
to the corresponding 8-bit data format addresses. Addition-
ally, we employ zero extension instead of sign extension for
data conversion. Unlike INT4 sign extension which relies on
multiple instructions to achieve, zero extension, on the other
hand, can be achieved directly with a single zero-padding
instruction. During zero extension, each value is effectively
multiplied by 16, so we only need to divide by 16 in the
scaling parameter to ensure consistency in the computation
results. In comparison to naïve conversion, the overheadwith
our proposed strategy for each value is reduced to just 2 in-
structions for each conversion. This significantly improves
the efficiency of data conversion.

4.4 Fine-Grained SM Scheduling
Given our implementation of fine-grained mixed-precision
quantization, different blocks in the COMET system may
require different precision mma instructions for computation.
Figure 8a illustrates such a scenario on a hypothetical GPU
with four streaming multiprocessor cores. Specifically, we
set the block size 𝑘 = 128. Consider a GEMM operation of
size 256 × 256 × 384, which includes two activation blocks
in INT4 and INT8 formats, we divide the computation into
18 tiles. The shape of each tile is 128 × 128 × 128. During
the GEMM computation process, every two consecutive tiles
compute the W4A8 and W4A4 GEMM kernels respectively.

W4A4 GEMM computations are stalled by inserted barri-
ers to wait for the W4A8 GEMM and ensure the correctness
of the computation, even with 2× higher throughput. As
illustrated in Figure 8b, during the computation process, the
INT4 mma instruction needs to wait for the INT8 mma in-
struction to complete, significantly reducing SM utilization.
For example, 𝑆𝑀1 and 𝑆𝑀3 must wait for 𝑆𝑀0 and 𝑆𝑀2 to
complete their INT8 mma computations in each iteration to
achieve synchronization. Additionally, as the red dotted box
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Figure 8. The proposed fine-grained SM scheduling. Instead of using a naïve implementation, we further adopt tile remapping
and tile decomposition to greatly improve the tensor core utilization.

shows, the mismatch between the number of tiles and the
number of SMs leads to some SMs being idle in the final
iteration, further lowering the overall execution efficiency.
To address this, we propose three strategies for fine-grained
SM scheduling, achieving load balance across different SMs.

Synchronization Barrier Minimization. It is not nec-
essary to insert synchronization barriers for every mma it-
eration. We notice that synchronization is only necessary
after all iterations are completed, as illustrated in Figure 8c.
Frequent synchronization barriers introduce additional com-
munication overhead between SMs. Therefore, to minimize
interaction between SMs, we should reduce the insertion of
synchronization barriers as much as possible while ensur-
ing computational correctness. The only synchronization
required between SMs is the one that before writing the
accumulation data back to memory. However, the perfor-
mance gains from minimizing synchronization barriers are
limited. Specifically, as one can notice, the SMs executing
INT4 mma (𝑆𝑀1 and 𝑆𝑀3) always wait for 𝑆𝑀0 and 𝑆𝑀2 to
complete their corresponding computations before synchro-
nization. As a result, the utilization of 𝑆𝑀1 and 𝑆𝑀3 remains
low compared to 𝑆𝑀0 and 𝑆𝑀2.

Tile Remapping. Mapping all INT4 and INT8 mma com-
putations to fixed SMs is unnecessary. To address this, we
propose an effective tile remapping strategy that adjusts the
mapping relationship between tiles and SMs to achieve ef-
fective load balancing across different SMs. As illustrated in
Figure 8d, we distribute the INT4 and INT8 mma computa-
tions as evenly as possible across all SMs. This ensures that
each SM has a balanced computational load, reducing the
overall kernel execution time. However, due to the mismatch
between the number of divided tiles and the number of SMs,
some SM resource wastage still occurs. Fine-grained tuning
is required to further enhance the execution efficiency of
mixed-precision GEMM.

Tile Decomposition. To achieve better alignment be-
tween tile division and SM resources, the most straightfor-
ward approach is to implement finer-grained tile division.
However, this finer-grained blocking factor is less cache
and scratchpad efficient, potentially negating any practical
performance improvements. In this paper, we reexamine
the binding relationship between tiles and SMs. The tile-
to-SM binding is traditionally one-to-one, meaning that at
any given time, a tile is mapped to a single SM. However,
through effective scheduling, we can achieve a one-to-many
binding [29] between tiles and SMs. Specifically, we imple-
ment a task-stealing mechanism, where idle SMs can steal
computational tasks from nearby busy SMs to balance the
workload, as illustrated in Figure 8e. For instance, when 𝑆𝑀0
and 𝑆𝑀1 are processing tile-16 and tile-17 respectively, 𝑆𝑀2
and 𝑆𝑀3 remain idle. During this period, 𝑆𝑀2 and 𝑆𝑀3 load
data from shared memory and assist 𝑆𝑀0 and 𝑆𝑀1 with por-
tions of their computations. This mechanism enhances the
utilization of SMs and reduces the overall execution time.

5 COMET: System Implementation
We have implemented a practical mixed-precision serving
framework, COMET, for high-performance LLM inference.
COMET provides an easy-to-use Python interface for pro-
grammers. COMET leverages KV cache management opti-
mizations from vLLM [15]. Additionally, we introduce the
W4Ax kernel to support mixed-precision matrix multipli-
cation 𝑂 = 𝑊𝑋 , where𝑊 is the weight matrix and 𝐴 is
the activation matrix. The COMET-W4Ax kernel has been
implemented by incorporating an additional 7,000 lines of
C++ and CUDA code based on TensorRT-LLM [27] and CUT-
LASS [23]. TheW4Ax kernel can be compiled as a standalone
.so dynamic library. We also provide a set of C++ APIs so
that programmers can easily integrate the optimized kernel
in existing inference systems such as TensorRT-LLM and
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llama.cpp [11]. To further simplify usage, we use pybind to
bind these interfaces to Python. This allows programmers
to quickly and easily integrate our kernel into Python-based
frameworks, such as Pytorch and Huggingface [14].

In our implementation, the tile size presented in Figure 5a
is set as 128 × 128 × 128 (𝑚 × 𝑛 × 𝑘) for most cases. Further-
more, we set the warp shape as 64× 64× 128 for INT4 tensor
core, while 64× 64× 64 for INT8 tensor core. As a result, the
number of warps issued by one W4A4 tile is only half of the
W4A8 tile. These configurations are selected based on exten-
sive preliminary evaluation and are intended to optimize the
computational throughput while balancing memory access
patterns and processing power. By maintaining these fixed
configurations across all our experiments, we aim to clearly
demonstrate the performance improvement from detailed
kernel optimization. The fixed configuration allows us to iso-
late the effects of other variables and focus on analyzing the
impact of different optimization strategies and algorithmic
adjustments. The chosen shapes reflect the typical dimen-
sions used in high-performance computing scenarios and are
well-suited to the architecture of modern GPUs, facilitating
efficient parallel processing and minimizing latency.

6 Evaluation
6.1 Experimental Setup
Algorithm. The proposed quantization algorithm, FMPQ,
is implemented using HuggingFace on top of PyTorch. We
employ block-wise mixed-precision (INT4 and INT8) quan-
tization for activations and channel-wise asymmetric INT4
group quantization for the KV cache. Additionally, we adopt
the algorithm in [33] to achieve 4-bit weight quantization.
We use the term "W4AxKV4" to denote the configurations
we adopt. Note that most of the computations are conducted
on W4A4KV4 cases.
System. We evaluate the performance of the COMET

inference system at two different levels: kernel-level bench-
marking and end-to-end inference performance. All per-
formance evaluations are conducted on the NVIDIA A100-
80GB-SXM4 platform with CUDA 12.1. Our primary focus
is on the performance of linear layers within LLMs dur-
ing the token generation phase. GPU kernel performance
is measured using NVIDIA Nsight Compute [24]. End-to-
end inference throughput is measured using NVIDIA Nsight
Systems [25]. For baseline systems, we use TensorRT-LLM
(TRT-LLM) v0.10.0 to perform inference evaluations under
different configurations.

6.2 Algorithm Evaluation
AlgorithmBenchmarks. We compare our proposed FMPQ
algorithmwith other baselines on the LLaMA-1 [35], LLaMA-
2 [36] and LLaMA-3 family models. Following previous liter-
ature settings [2, 5, 9, 21, 33], we evaluated FMPQ-quantized

models on language modeling and zero-shot tasks. Specifi-
cally, we evaluated the perplexity of quantized models on
WikiText2 [22], and evaluated the zero-shot accuracy on
PIQA [3], ARC [6] (includingARC-e andARC-c), HellaSwag [44]
and WinoGrande [32] with lm_eval [10].

Algorithm Baselines. We compared FMPQ with widely
used PTQ LLM quantization algorithms, including weight-
only and weight-activation quantization methods. We use
SmoothQuant [40] as the basic weight-activation quantiza-
tion method, and also compare with weight-only quantiza-
tion algorithms including GPTQ [9], AWQ [18] and Omni-
quant [33]. Furthermore, we aggressively extend Omniquant
to W4A4 and assess the corresponding accuracy degradation.
Furthermore, we compare FMPQ with a recently released
W4A8KV4 quantization algorithm, QoQ [19], which includes
a group-wise quantization strategy (i.e., the group size is 128
and each group has one FP16 scale factor).

Perplexity Evaluation. Table 1 presents the evaluation
results of Wikitext2 perplexity between FMPQ and other
algorithm baselines. As one can notice, compared to W8A8
SmoothQuant and W4A16 Omniquant, FMPQ only intro-
duces a slight perplexity increase (only 0.10 for LLaMA-1-
7B). When we further introduce KV cache quantization, the
increased perplexity is as small as 0.05 on average, which
is negligible. According to our evaluation, only 16% of the
whole activations are quantized to 8-bit, on average. For
LLaMA-30B, only 8% of the total activations are quantized to
8-bit. Obviously, FMPQ provides a practical path for mixed-
precision LLM serving. In comparison, when adopting a fully
W4A4 Omniquant, the increased perplexity is unbearable
(perplexity increase more than 5.21), hindering the practical
deployment of quantized LLMs.
Zero-shot Accuracy. We further report the zero-shot

accuracy of five common sense tasks in Table 2. Compared
with the state-of-the-art W4A16 quantization method, the
accuracy acquired by FMPQ is only decreased by 0.75%. For
LLaMA-3-8B, our FMPQ strategy even outperforms Omni-
quant when evaluating HellaSwag, demonstrating its effi-
ciency. For LLaMA-3-8B, our fine-grained mixed-precision
quantization strategy even outperforms the existing W4A8
KV4 quantization method, QoQ, demonstrating its efficiency.
In summary, the FMPQ algorithm offers a viable path toward
practical high-performance LLM serving.

6.3 Kernel Performance
We evaluate the COMET-W4Ax kernel on various GEMM
workloads within LLaMA families, Mistral-7B, Qwen2-72B
and OPT-175B. We set three different batch sizes (16, 64
and 256) to validate the adaptability of different kernels.
These various batch size configurations encompass a wide
range of use cases, spanning from terminal devices to cloud
data centers. During our kernel performance evaluation, the
W4A4 ratio is set to 75%. Note that in actual model inference,
we often achieve a higher W4A4 ratio. The baselines we
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Table 1. WikiText perplexity of quantized LLaMA, LLaMA-2 and LLaMA-3 models. The lower is the better.

LLaMA LLaMA-2 LLaMA-3

Precision Method 7B 13B 30B 65B 7B 13B 70B 8B 70B
FP16 - 5.68 5.09 4.10 3.56 5.12 4.57 3.12 6.14 2.86
W8A8 SmoothQuant 5.78 5.19 4.23 5.37 5.54 4.95 3.36 6.28 2.99

W4A16
GPTQ 6.13 5.40 4.48 3.83 5.83 5.13 3.58 7.02 3.44
AWQ 6.08 5.34 4.39 3.76 6.15 5.12 3.54 7.09 3.40
Omniquant 5.86 5.21 4.25 3.71 5.74 5.02 3.47 6.81 3.29

W4Ax FMPQ 5.88 5.29 4.27 3.78 5.71 5.10 3.48 6.88 3.36
W4A4 Omniquant 11.26 10.87 10.33 9.17 14.26 12.30 9.93 14.27 9.75
W4A8 KV4 QoQ 5.93 5.28 4.34 3.83 5.75 5.12 3.52 6.89 3.38
W4AxKV4 FMPQ 5.95 5.32 4.31 3.82 5.73 5.19 3.56 6.91 3.41

Table 2. Zero-shot accuracy evaluation on five common sense tasks for LLaMA-3 family models.

Zero-shot Accuracy ↑
Size #Configuration Method PIQA ARC-e ARC-c HellaSwag Winogrande Avg.

8B

FP16 Full Precision 79.9 80.1 50.4 60.2 72.8 68.6
W8A8 SmoothQuant 79.5 79.7 49.0 60.0 73.2 68.3
W4A16 Omniquant 78.4 77.9 48.5 58.8 72.7 67.2
W4A8 KV4 QoQ 77.1 77.2 47.8 57.6 72.0 66.3
W4AxKV4 FMPQ 77.5 76.7 47.5 58.9 72.1 66.5

70B

FP16 Full Precision 82.4 86.9 60.3 66.4 80.6 75.3
W8A8 SmoothQuant 82.2 86.9 60.2 66.3 80.7 75.3
W4A16 Omniquant 82.7 86.3 59.0 65.7 80.9 74.9
W4A8 KV4 QoQ 81.4 85.7 58.4 64.9 79.9 74.0
W4AxKV4 FMPQ 82.5 85.2 58.3 65.0 79.6 74.1

compare include cuBLAS-W16A16 [1], TensorRT-W4A16
and TensorRT-W8A8 [27].

Results. Figure 9 presents the latency speedups of COMET-
W4Ax and other baselines.We use the performance of cuBLAS-
W16A16 to normalize the performance of all GPU kernels.
As one can notice, COMET-W4Ax achieves the best perfor-
mance in most cases, particularly for large-batch parallelism
(batch size = 256) processing cases. On average, COMET-
W4Ax outperforms cuBLAS-W16A16, TRT-LLM-W4A116
and TRT-LLM-W8A8 by 2.88×, 1.77× and 1.33×, respectively.
TRT-LLM-W4A16 shows attractive performance with a small
batch size (batch size = 16), which indicates that running
LLM with small batch sizes is memory-bound. However,
when the batch size is increased to 64 and 256, the perfor-
mance gained by TRT-LLM-W4A16 is limited (only 1.10×
and 1.38×). In contrast, TRT-LLM-W8A8 exhibits poor per-
formance with small batch sizes, but its speedup improves
significantly as the batch size increases. Unlike these two ker-
nels with varying performance, our proposed COMET-W4Ax
achieves substantial gains across different batch sizes of 16,
64, and 256. Specifically, COMET-W4Ax achieves speedup
factors of 2.91×, 2.97×, and 2.75× for batch sizes of 16, 64,
and 256, respectively.

6.4 Ablation Study
To support mixed-precision computation, we have devel-
oped a novel W4Ax kernel and employed various strategies
to optimize the proposed COMET-W4Ax kernel, as detailed
in Section 4. To validate the effectiveness of these optimiza-
tion strategies, we conducted an ablation study of the kernel
on the LLaMA-3 family models across different batch sizes
(from 16 to 256). We evaluate several versions of the kernel,
includingW4A8, a naïveW4Ax kernel without any optimiza-
tions (W4Ax w/o optimization), a kernel implementing the
tile remapping (W4Ax w/ remapping) strategy proposed in
Section 4.4, and a fully optimized COMET-W4Ax kernel.

Figure 10 illustrates the performance differences between
the COMET-W4Ax and the under-optimized W4Ax kernel.
Compared to the W4A8 GEMM kernel, a naïve implemen-
tation of the W4Ax kernel achieves only 1.31× and 1.18×
speedups. These potential gains stem from the use of INT4
tensor cores, which offer 2× higher throughput. However,
due to the lack of load balancing across different SMs, the
utilization of INT4 tensor cores falls short of expectations. By
implementing tile and SM remapping, the speedup increases
to 1.56× and 1.60×, respectively. By further eliminating the
one-to-one binding between tiles and SMs, COMET-W4Ax
achieves 1.71× and 1.67× speedups for GEMM computations
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Figure 9. Linear layer speedups compared to the baselines for token generation phase.
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Figure 10. Explore the performance gains from different
optimization strategies. A naïve implementation of W4Ax
kernel can only achieve a limited performance improvement,
while a highly optimized kernel can achieve a 1.69× speedup.

on the LLaMA-3-8B and LLaMA-3-70B models, respectively.
Furthermore, the proposed COMET-W4Ax kernel achieves
significant performance improvements across various batch
sizes, demonstrating its broad applicability.

6.5 End-to-End Evaluation
We explore the maximum achievable throughput of different
inference systems, within the same memory constraints on
a single A100-80G-SXM4. Specifically, we adopt two differ-
ent settings, including an input/output sequence length of
1024/512 and an input/output sequence length of 128/128, to
evaluate models including Mistral-7B, LLaMA family models
and Qwen1.5-72B. Furthermore, we also compare the normal-
ized throughput under the same batch sizes for LLaMA-3-8B.

Throughput Evaluation. Figure 11 presents the rela-
tive throughput performance of different inference systems.
We set the TRT-LLM-W4A16 as the baseline. According to
our evaluation, COMET achieves 2.02× and 1.63× higher
throughput on average for two different input/output se-
quence length settings, respectively. With the help of low-
precision quantization on weight, activation and KV cache,
we can easily support large-batch parallelism for large mod-
els such as LLaMA-3-70B and Qwen1.5-72B. Specifically, rela-
tive to the best-performing configurations (either W4A16 or
W8A8), COMET demonstrates impressive performance im-
provement: it achieves 1.18−1.93× higher throughput for 7B
and 8B models, 1.74× higher throughput for LLaMA-2-13B,
2.81× higher throughput for LLaMA-1-30B and 1.28 − 3.27×
higher throughput for 70B and 72B models. COMET per-
forms better when processing tasks with longer output se-
quences (512 tokens), as our proposed 4-bit KV cache can
effectively migrate the bottleneck of large batch execution.
Even for smaller models (e.g., 8B) and shorter output se-
quence lengths (input/output of 128/128), COMET still deliv-
ers substantial performance gains. For example, compared
to TRT-LLM-W4A16, COMET achieves a 1.56× throughput
improvement on the LLaMA-3-8B model. This enhancement
is primarily due to the efficient utilization of the INT4 tensor
cores in the A100, providing higher computational efficiency.

Comparisons under the same batch sizes. We demon-
strate the speedup results under the same batch sizes for
LLaMA-3-8B in Figure 12. As the batch size increases, the ex-
ecution throughput gradually improves. For example, when
setting the batch size as 64 for TRT-LLM-FP16, the through-
put is increased by 7.52× compared with the batch size of
4. Hence, supporting large-batch parallelism is essential for
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Figure 11. Compared with the TRT-LLM inference system, COMET provides higher throughput across various LLMs, ranging
from 7B to 72B.
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Figure 12. Same-batch throughput comparison between
COMET and baseline inference system for LLaMA-3-8B. We
use an input sequence length of 1024 and output sequence
length of 512.

modern GPUs. Following the setting in COMET, we can
achieve even larger batch sizes. Furthermore, under the same
batch sizes, COMET consistently outperforms the best con-
figurations of TensorRT-LLM. According to our evaluation,
COMET achieves a 1.37× speedup than SOTA TensorRT-
LLM configurations. This is primarily due to our efficient
utilization of INT4 tensor cores and fast dequantization.

7 Conclusion
In this paper, we present COMET, the first mixed-precision
LLM inference framework designed for practical low-bit
mixed-precision LLM serving, primarily built on the pro-
posed FMPQ algorithm and the COMET-W4Ax kernel. Specif-
ically, the FMPQ algorithm efficiently achieves low-precision
quantization for activations and the KV cache with minimal
accuracy loss. Moreover, the open-source COMET-W4Ax
kernel can be seamlessly integrated into existing inference
systems. It includes optimizations for data layout, GPU soft-
ware pipeline, and streaming multiprocessor scheduling, ad-
dressing data access and load imbalance issues in mixed-
precision GEMM on modern GPUs. Evaluations on a single
A100-80G-SXM4 demonstrate that COMET achieves a 2.02×
end-to-end throughput improvement over state-of-the-art
baselines, showcasing its potential for enhancing LLM infer-
ence efficiency.
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