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Recent studies have revealed the central role of chaotic stretching and folding at the pore scale
in controlling mixing within porous media, whether the solid phase is discrete (as in granular and
packed media) or continuous (as in vascular networks and open porous structures). Despite its
widespread occurrence, a unified theory of chaotic mixing across these diverse systems remains to
be developed. Furthermore, previous studies have focused on fluid stretching mechanisms but the
folding mechanisms are largely unknown. We address these shortcomings by presenting a unified
theory of mixing in porous media. We thus show that fluid stretching and folding (SF) arise through
the same fundamental kinematics driven by the topological complexity of the medium. We find that
mixing in continuous porous media manifests as discontinuous mixing through a combination of SF
and cutting and shuffling (CS) actions, but the rate of mixing is governed by SF only. Conversely,
discrete porous media involves SF motions only. We unify these diverse systems and mechanisms
by showing that continuous media represents an analog of discrete media with finite-sized grain
contacts. This unified theory provides insights into the generation of pore-scale chaotic mixing and
points to design of novel porous architectures with tuneable mixing and transport properties.

I. INTRODUCTION

Fluid flow in porous media plays host to a broad
range of chemical, physical, biological and geological pro-
cesses [1–3]. These processes are chiefly controlled by the
transport, mixing and dispersion of solutes, nutrients,
colloids and microorganisms in the fluid phase. There-
fore, detailed knowledge of the mixing dynamics of these
flows is required to quantify, understand and predict
these phenomena. For example, incomplete mixing of
solute plumes has been recognised [3–6] to significantly
impact the propagation of chemical reactions. Hence,
reactive transport models based on assumptions of com-
plete mixing can lead to large errors [1].

In recent years a new understanding of mixing in
porous media has emerged through the characterization
of the pore-scale kinematics driving mixing [7–14]. These
studies have established that chaotic mixing - where fluid
particles undergo chaotic orbits and fluid elements are
stretched exponentially in time - is inherent to steady
flow in almost all 3D porous media. These ubiquitous
kinematics have profound consequences for fluid-borne
phenomena [15], including sustenance of chemical gra-
dients at the pore-scale [13], accelerated diffusive mix-
ing [16], transport [11] and dispersion [17] of diffusive
solutes, augmented clustering and deposition of colloidal
particles [18, 19], singular enhancement of autocatalytic
and competitive reactions [20, 21], enhanced chemical
signalling [22] metabolic pathways [23, 24], augmented
alignment of particles [25]. A complete understanding of
the mechanisms of chaotic mixing in porous media is crit-
ical for characterisation and prediction of these phenom-
ena. Such understanding also facilitates development of
novel methods to control and optimise these processes di-

rectly in engineered systems or via interventions in nat-
ural systems.

Porous media may be broadly classified into two dis-
tinct classes based on continuity of the pore-scale solid
phase. The first group, continuous porous media, has
a solids phase which is continuous, such as porous net-
works. Examples of continuous porous media are shown
in Fig. 1, and include (a) biological materials, (b) tissue
scaffolds, (c) ceramic and metallic foams, (d) vascular
networks, (e) microfluidic and static mixers and catalyst
supports. Chaotic mixing arises in continuous porous
media through the continual splitting and recombination
of fluid elements at pore branches and mergers, leading
to efficient mixing of fluids such as that shown in Fig. 1e.
The second group, classed as discrete porous media, in-
volve a solids phase which consists of a jammed array
of discrete particles that have point-wise contacts. Such
granular matter includes gravels and sands, packed and
jammed media shown in Fig. 2. Chaotic mixing in dis-
crete porous media arises due to continual distortion of
fluid elements as they flow through highly tortuous paths
between grains, leading to rapid deformation and mixing
of a dye plume, such as that shown in Fig. 2(e).

This classification into discrete and continuous cov-
ers most types of porous media except for fractured me-
dia which have constrained mixing dynamics due to the
pseudo-2D nature of the fractures, and heterogeneous
systems such as granular assemblies of porous particles,
which may be considered as multi-scale combinations of
continuous and discrete porous media. The fundamental
differences in pore-scale architecture between continuous
and discrete porous media is an important distinction as
the fluid dynamical features at the fluid/solid interface
drives chaotic mixing in both continuous [7, 8] and dis-
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of the 3D device. The degree of mixing arising solely from diffusion
under pure laminar flow conditions (1D case) decreased rapidly with
increasing Re, as the residence time was reduced within the channel.
Mixing in the 2D device was diffusion dominated at low Re before
increasing linearly (see Fig. 5e) above Re≈10.Complete mixing was not
observed for the 2D device until Re ≈ 70. The mixing performance for
the 3D microfluidic device was characterized by two distinct regimes.
At low Re, diffusive mixing dominated, leading to a decrease in relative
intensity as Re increased from 0.15 to ∼1.0. It should be noted that this
tower geometry led to a two-fold enhancement of mixing at Re = 0.15
relative to either the 1D or 2D case under the same conditions.At Re ≈ 1,
a transition in behaviour was observed and mixing was thereafter
increasingly dominated by chaotic advection. Above this transition,
mixing was greatly accelerated and nearly complete mixing was
achieved at Re > 15. Although complete mixing remained diffusion-
limited (that is,occurring over the diffusive length scale27 lD =(Dmolt)1/2),
chaotic advection stretched and folded the fluid interface into long
tendrils and the flow domain consisted of interwoven striations of the
two fluids. The separation distance between the striations for a steady,
chaotically advecting flow, such as this one, will decrease exponentially
with streamwise distance along the tower (compare lsep ≈ 2A/l0exp(λt)
for the time-dependent case,where A is the area of the flow domain, l0 is

the initial perimeter of the mixing two-fluid interface, and λ is the
Lyapunov exponent of the advecting flow27).A homogenous mixture is
obtained when the striation separations and the diffusion length are
comparable.The relative intensity approached unity (fully mixed) at an
exponential rate for the 3D square-spiral towers above this transition
(see Fig. 5e), because the time scale for homogenization grows 
with natural log of the Péclet number27 (that is, thom ∝ ln(Pe)).
Such observations are taken as strong evidence for the dominance of
chaotic advection in this regime.

The construction of 3D microvascular networks enables
microfluidic devices with unparalleled geometric complexity. Such
devices generate complicated flow patterns and enhanced fluid mixing
over the entire range of Re investigated. The twofold increase in relative
intensity observed for the vertical tower architecture at Re < 1 is
significant, because the inertial forces (secondary flows) that induce
stirring are exceedingly small in this regime.It suggests that geometrically
complex architectures can have important ramifications on fluid flow
over a broader range of conditions than previously considered. We
anticipate that such effects may be further amplified using an alternate
3D microvascular network design that creates more complicated flow
patterns within the device. At higher Re, the vertical towers served as
highly efficient chaotic mixers. By fabricating networks comprised of

b

a

c

Figure 4 Microfluidic mixing experiments. a–c, Schematic representations and fluorescent microscope images of the 1D,2D,and 3D microfluidic device mixing experiments,where
two fluids (red and green) are mixed at Re = 30.6 to produce the yellow (mixed) output.The arrows indicate the flow direction.The two fluids meet at a Y-junction where they enter 
a,a 17-mm straight microchannel,and b,15-mm (streamwise) square-wave microchannel with a series of seven C-turns. c,The two fluids are injected at discrete points within a 3D 
spiral tower before mixing within a series of two interconnected towers.All scale bars = 0.5 mm.
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FIG. 1. Various porous networks as examples of con-
tinuous porous media: (a) tofu microstructure [26],
(b) gyroidal tissue scaffold [27], (c) ceramic foam
(https://filterceramic.com/alu-ceramic-foam-filter), (d) vas-
cular network of the heart [28]. (e) Mixing of dyes in a
3D micromixer [29].

crete [10, 11] porous media. The characteristics of chaotic
mixing in these distinct classes are illustrated in Fig.s 3
and 4, which show the evolution of particle trajectories
and dye plumes in these media as well as the invariant
structures (skin friction field, hyperbolic manifolds, crit-
ical lines and points) that govern chaotic mixing, as shall
be explained in Section II.

Recent experiments have directly [9, 13] and indi-
rectly [12, 14] observed chaotic mixing in discrete porous
media. Fig. 3(c) shows that chaotic mixing in granular
media are generated at contact points between grains,
leading to repeated stretching and folding motions of

(a) (b)

(c) (d)

A

B.0 B.1 B.2 B.3

Fig. 1. (A) Experimental dye plume with backbone filament (red lines) at selected stages of the folding mechanism (run III; Movie S4). Beads have been
shrunk by 40%, and white lines depict the contact line joining bead centers; surrounding beads are not shown. (B) Cross-sections detailing the typical
folding stages (run I; Movie S3). Upon passing the contact point between beads 1 and 2 (B.0), the filament is stretched (diverging arrows) along the contact
plane (dashed line) and compressed in the perpendicular direction (converging arrows). After contact (B.1), the directions of stretching and compression are
inverted, and a cusp forms, creating a fold (B.2) that is advected over the subsequent contact between beads 3 and 4 (B.3). Other experimental runs and
numerical simulations are reported in SI Appendix, Figs. S1 and S2 and Movie S5.

granular porous materials, we deduce that chaotic mixing is ubiq-
uitous in flow through all such materials, potentially impacting a
large range of fluid-borne phenomena in natural and engineered
systems.

Three-Dimensional Imaging of Mixing Patterns in Porous Media. We
observed three-dimensional fluid deformation and solute mix-
ing in laminar flows through monodispersed random bead packs
of diameters d = 7, 10, and 20 mm, optically matched into a
glycerol–water fluid mixture (see Fig. 5). A fluorescent dye is
continuously injected upstream of the transparent column as a
thin tube of radius L0 ⌧ d (Fig. 2A) and advected downstream
by the porous flow at the mean longitudinal advection veloc-
ity u . Cross-stream concentration patterns of the dye plume are
imaged in the pore-space via a translational scan using a laser
sheet and a camera. The dye cross-section rapidly evolves into
a highly elongated (Fig. 2B) and striated filamentous structure
(Fig. 2C) due to transverse stretching and folding of fluid ele-
ments in pores (Movies S1–S3). The combination of a highly
viscous fluid mixture and a high-molecular-weight dye results in
laminar flows of low diffusivity, characterized by Reynolds num-
bers on the order of Re = 7 · 10�3 and Péclet numbers on the
order of Pe = 104 (SI Appendix, Table S1). The deformation of
the dye plume (Fig. 1A) thus closely shadows that of the advected
fluid, facilitating direct visualization of pore-scale fluid defor-
mation. We use spline fitting on the images to reconstruct the
backbone of the cross-sectional dye footprint, called a filament,
and estimate its total length L(x ) for 9 to 14 bead diameters
downstream from the injection point (Fig. 2 and Movie S3).

The mean total filament elongation L/L0, averaged over the
18 statistically equivalent packings (SI Appendix, Table S1),

exhibits clear exponential growth with normalized longitudi-
nal distance x/d (Fig. 3). The dimensionless exponent µ⌘
ln(L/L0)/(x/d) = 0.29 ± 0.01 is independent of both bead
diameter and flow rate and is known as the topological entropy
of the flow (26). Via the central limit theorem, µ is related to
the mean � and variance �2

� of the dimensionless stretching rate
(Materials and Methods)

µ =�+�2
�/2. [1]

The dimensionless parameter � is also known as the Lyapunov
exponent (26), which can be converted into a mean stretch-
ing rate per unit time as �u/d . In addition to stretching, the
filament also undergoes highly localized folding events that
result in closely foliated striations (Fig. 2C). These fluid defor-
mations are the hallmarks of chaotic mixing, thus permitting
exponential elongation of material elements in a finite-sized
domain.

The Role of Grain Contacts in Folding. Folding of dye filaments
is consistently initiated downstream of contact points between
two beads (Fig. 1B and SI Appendix, Fig. S1). The cusp-shaped
geometry near grain contacts means that when crossing a con-
tact point (Fig. 1, B.0), fluid elements are first compressed in
the direction joining the two bead centers and stretched in the
perpendicular direction. Downstream of the contact point, the
direction of compression and stretching are exchanged and a
cusp forms locally in the dye filament (Fig. 1, B.1). This cusp is
stretched in the following pore space, leading to a folded filament
made of two straight segments (Fig. 1, B.2). This stretching and
folding process is repeated sequentially as the folded filament
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FIG. 2. Various granular matter as examples of discrete
porous media: (a) granular sandstone [30], (b) corn kernels,
(c) packed corks, (d) glass beads. (e) Mixing of a continuously
injected dye plume through a random glass bead pack [13].
Fluid is index-matched to the beads and only a few beads are
shown in grey at 40% of their true diameter.

fluid elements that rapidly generate highly elongated and
ramified material distributions within the pore space.
Similarly, pore-scale chaotic mixing has been observed in
the macroscopic analogue of an open porous network [31],
and is generated at saddle-type stagnation points on the
pore boundary (Fig. 4(e-f)). Both sets of observations are
important as chaotic mixing generates complex, highly
striated material distributions that can quickly obscure
their mechanistic origins. In both cases, saddle or con-
tact points appear to generate fluid stretching and fold-
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FIG. 3. Characteristics of chaotic mixing in discrete porous media. (a) Numerically reconstructed trajectories of tracer particles,
taken from PIV experiments within a glass bead pack (adapted from [12]). (b) Numerically computed skin friction field u(x)
over the surface of a sphere for steady 3-D Stokes flow within a bead pack (other spheres not shown) with node xn

p (green)
and saddle xs

p (black) points, and 1D stable Ws
1D and unstable Wu

1D manifolds (black lines). Inset: the same sphere with

streamlines shown close to the surface, indicating separation of streamlines in the vicinity of the 2D unstable manifold WU
2D.

Image courtesy Regis Turuban, Scuola Internazionale Superiore di Studi Avanzati, Italy. (c) Sequences of experimental dye
trace images for steady flow in a random bead pack at different distances x downstream from the injection point in terms of
the bead diameter d. These images show that bead contacts systematically trigger stretching and folding of fluid elements
leading to the formation of sharp cusps in the dye filament. Numbers label fixed spheres and arrows depict directions of fluid
stretching (adapted from [13]).

ing motions in the fluid bulk, the hallmarks of chaotic
mixing. Despite these detailed observations, there ex-
ist important outstanding questions regarding the nature
and origins of chaotic mixing in continuous and discrete
porous media:

(i) An outstanding challenge is to obtain a unified
framework for the description of chaotic mixing
across both discrete and continuous porous media.

(ii) The non-smooth geometry local to contact points
in discrete porous media invalidates the topological
theory [7] that describes chaotic mixing in contin-
uous porous media.

(iii) It is unknown how exponential fluid stretching (a
characteristic of chaotic mixing) arises at contact
points in discrete porous media [11].

(iv) Although the mechanisms of fluid stretching in con-
tinuous porous media are well-understood, an un-
derstanding of how folding of fluid elements [32]
arises in these flows is incomplete.

(v) Experimental and numerical studies show evidence
of discontinuous mixing (involving cutting and

shuffling of fluid elements) in continuous porous
media that is not understood.

(vi) Although accurate models for the prediction of the
rate of exponential stretching have been proposed
for continuous porous media [7], no such analogue
exists for discrete porous media.

These questions (i)-(vi) highlight that current under-
standing of chaotic mixing in both continuous and dis-
crete porous media is incomplete. In this study we ad-
dress these outstanding questions and develop a unified
description of chaotic mixing in discrete and continuous
porous media. We highlight the differences and similar-
ities between the mixing mechanisms in both classes of
porous media, and connect these theories to the observa-
tions and dynamical structures shown in Fig.s 3 and 4.
This unified description of chaotic mixing in porous me-
dia provides deep insights into the generation of chaos,
and facilitates prediction and optimization of mixing and
transport across a wide range of porous materials.
To simplify exposition we limit scope to idealised pore

networks and granular media and ignore factors such as
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FIG. 4. Characteristics of chaotic mixing in continuous porous media. (a) An archetypal element of an open (continuous)
porous network involving a connected pore branch and merger. (b) Numerical simulation of fluid mixing of a diffusive scalar
in (a), illustrating the formation of striated material distributions due to fluid stretching and folding which arises at (c) the
saddle-type stagnation point (xs

p) in the skin friction field. (d) Experimental images of dyed fluids at the inlet (top) and outlet
(bottom) of the macroscopic analogue of the pore branch and merger shown in (a). (e) Detail of dyed fluid distributions near
the macroscopic pore merger and (f) cross-section of the dye distribution exiting the pore merger, which agrees well with the
scalar distribution shown in (b) (adapted from [31]).

surface roughness, distributions of particle pore shapes
and sizes. In Section VIII we discuss the implications
of these factors upon the mechanisms of chaotic mixing.
The remainder of this paper is organised as follows. To
provide a foundation for later results, a brief review of
fluid stretching in continuous porous media is given in
Section II. Topological equivalence of both porous media
classes is established and a unified description of chaotic
mixing is developed in Section III, addressing question
(i) above. The mechanisms of fluid stretching in both
porous media classes is considered in Section IV, ad-
dressing questions (ii) and (iii). The mechanisms of fluid
folding in both porous media classes is considered in Sec-
tion V, addressing question (iv). The origins and im-
plications of discontinuous fluid mixing are investigated
in Section VI, addressing question (v). In Section VII
predictive models for fluid stretching in both porous me-
dia classes are developed, addressing question (vi), and
conclusions are given in Section VIII.

II. BACKGROUND

A. Fluid Stretching in Continuous Porous Media

To facilitate address of questions (i)-(vi) above, we first
briefly review the theory [7, 8] of fluid stretching in con-
tinuous porous media. To distinguish between the dy-
namical systems notion of ergodic mixing of non-diffusive
fluid particles and physical mixing of a diffusive solute,
throughout we use “fluid mixing” or “chaotic mixing” to
describe the former process and “diffusive mixing” for
the latter.
We denote v(x) as the steady divergence-free 3D fluid

velocity field in the pore space Ω of the continuous porous
medium, which satisfies the no-slip condition v = 0 on
the exterior fluid/solid boundary ∂Ω. We also define
u(x) ≡ ∂v/∂x′

3 as the skin friction field on ∂Ω, where
x′
3 is the spatial coordinate normal to ∂Ω. Mackay [33]

shows that critical points xp of the skin friction field
(where u(xp) = 0) play a central role in the generation of
chaotic mixing. These critical points generate local ex-
ponential fluid stretching if they are non-degenerate, i.e.,
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I II

III IV

FIG. 5. Schematic of the structure of the skin friction field u
surrounding type I-IV critical points (black dots) on a portion
(bounded by the dotted lines) of the fluid boundary ∂Ω and
the associated stable Ws and unstable Wu manifolds. The
interior 2D manifolds for type III, IV critical points are shown
as light blue surfaces. Arrows indicate the eigenvectors of the
skin friction gradient tensor, and the double arrows on the
streamlines reflect the sum η1 + η2 + 2η3 = 0. Adapted from
[8].

the eigenvalues ηi, i = 1 : 3 of the skin friction gradient
tensor A ≡ ∂u/∂x at x = xp are all non-zero. Without
loss of generality we denote the eigenvalues tangent to ∂Ω
as η1, η2 (with η1 ⩽ η2), and η3 is the interior eigenvalue
whose eigenvector is normal to ∂Ω. The divergence-free
condition means that the eigenvalues ηi satisfy

η1 + η2 + 2η3 = 0. (1)

As such, non-degenerate critical points xp consist of one
stable and two unstable eigenvalues or vice-versa, and
form either reattachment (η3 < 0) or separation (η3 > 0)
points (Fig. 5). The four different critical point types
depicted in Fig. 5 are then:

I: separation point η3 > 0, attractor for u(x), η1 < 0,
η2 < 0,

II: reattachment point η3 < 0, repeller for u(x), η1 >
0, η2 > 0,

III: separation point η3 > 0, saddle for u(x), η1 < 0,
η2 > 0,

IV: reattachment point η3 < 0, saddle for u(x), η1 < 0,
η2 > 0.

Type I and II critical points are node points, whereas
type III and IV critical points form saddle points. If,
subject to technical conditions, the critical points are

FIG. 6. Schematic of a pore branch (a) and merger (b) in
continuous porous media. Non-degenerate critical points xp

(black dots) generate 2D hyperbolic stable Ws
2D and unsta-

ble Wu
2D manifolds (grey) which are surfaces of locally mini-

mum transverse flux. The angles ∆, δ characterise the relative
orientation of pore branch and merger elements in the pore
network. The red lines pertain to Section VI, and depict evo-
lution of a continuously injected material line (red). Segments
AB and CD of this material line are separated by the critical
line ζ in the pore branch and are advected through different
branches of these pores. Dotted red lines indicate connected
material elements that are not resolved by the spatial maps
M, M−1 defined in equation (5).

strongly hyperbolic [34], the eigenvector directions indi-
cated in Fig. 5 impart local exponential stretching of the
fluid which persists away from the critical points as a con-
tinuation of these eigenvectors in the form of 1D or 2D
stable Ws and unstable Wu hyperbolic manifolds. Hence
the stable and unstable manifolds from type III and IV
saddle points represent material surfaces that are re-
spectively exponentially contracting or expanding in the
fluid bulk. Unless symmetry conditions are imposed [35],
these invariant 2D hyperbolic manifolds intersect trans-
versely in the fluid domain, forming a heteroclinic tangle,
the hallmark of chaotic dynamics in Hamiltonian sys-
tems [36]. In practice, a single transverse intersection of
stable Ws

2D and unstable Wu
2D 2D manifolds implies a

chaotic tangle of infinitely many [37], leading to strong
fluid stretching and folding and chaotic mixing.

MacKay [33] shows that interior 2D unstable manifolds
form a skeleton of the flow that is comprised of these
surfaces of locally minimal transverse flux for diffusive
solutes and so organise both fluid and solute transport
and mixing. Conversely, if the interior hyperbolic mani-
folds are 1D, their impact on fluid transport is minimal.
Thus, only saddle points give rise to interior 2D hyper-
bolic manifolds and chaotic mixing.

The prevalence of saddle points in ∂Ω can be related
to the topological complexity of the continuous porous
medium, given by the number density ρ(χ) of the Eu-
ler characteristic χ(Ω), which is given [38] in terms of
the numbers of pores N , redundant connections C and
completely enclosed cavities H in the medium as

χ(Ω) = N − C +H. (2)



6

Typically ρ(χ) is strongly negative (-200 – -500 mm−3)
[38, 39], reflecting the inherent topological complexity of
all porous materials. For closed bounded manifolds Ω,
the Euler characteristic of Ω is related [40] to that of its
boundary δΩ as

χ(δΩ) = 2χ(Ω), (3)

hence the Euler characteristic of the pore boundary is
also strongly negative. The Poincaré-Hopf theorem con-
nects the Euler characteristic χ(δΩ) of the pore boundary
to the sum of indices γp of stagnation points xp in δΩ as

χ(δΩ) = 2(1− g) =
∑

γp(xp) = nn − ns, (4)

where g is the topological genus of the pore boundary,
γp = +1 for node points, and γp = −1 for saddle points,
and so nn and ns respectively denote the number of node
and saddle points. As such, |ρ(χ)| provides a lower bound
for the number density of saddle points which, as shown
in Fig. 6, naturally arise at pore branches and merg-
ers. Although the specific geometry of pore branches
and mergers may vary significantly, the basic topology
shown in Fig. 6 that drives chaotic mixing is universal to
all continuous porous media.

As indicated by the angle θ ≡ ∆ − δ in Fig. 6, the
2D stable and unstable manifolds emanating from the
saddle points may either intersect smoothly (θ = 0) or
transversely (θ ̸= 0), leading respectively to either zero
net stretching or chaotic mixing. Indeed, orthogonally
oriented manifolds (∆ = π/2, δ = 0) correspond to a 3D
fluid mechanical analogue of the baker’s map [7, 41].

B. Advective Mapping in Continuous Porous
Media

This basic mechanism of fluid stretching has been used
to develop a simple yet remarkably accurate model of ad-
vection in pore networks. Numerical simulations [17, 42]
of Stokes flow through the pore branch shown in Fig. 6(a)
have shown that particle advection from a pore branch
inlet to either outlet is well-approximated by the dimen-
sionless spatial map M = Mn ◦Ma

M : (xr, yr) 7→

{
(xr, 2yr −

√
1− x2

r), if yr > 0,

(xr, 2yr +
√

1− x2
r), if yr ⩽ 0,

(5)

which is comprised of affine Ma and non-affine Mn parts

Ma : (xr, yr) 7→ (xr, 2yr), (6)

Mn : (xr, yr) 7→

{
(xr, yr −

√
1− x2

r), if yr > 0,

(xr, yr +
√

1− x2
r), if yr ⩽ 0,

(7)

where (xr, yr) are the local transverse coordinates within
a pore branch inlet or outlet, such that x2

r + y2r = 0, 1
respectively correspond to the pore centre and bound-
ary. The inverse spatial map M−1 = M−1

a ◦ M−1
n ac-

curately approximates advection of fluid particles over a

pore merger, and the temporal T ∗ map also accurately
approximates the advection time t of fluid particles over
a pore branch as

T ∗ = T ◦M, T : t 7→ t+
1

1− x2
r − y2r

, (8)

whereas the inverse temporal map T ◦M−1 approximates
advection of fluid particles over a pore merger. These
maps may be extended to pore branches and mergers
with respective orientations φb, φm in the xr − yr plane
via the reoriented spatial maps

Sb(φb) = R(φb) ◦M ◦R−1(φb), (9)

Sm(φm) = R(φm) ◦M−1 ◦R−1(φm), (10)

where R is the rotation operator about the pore centre.
The reorientation angle ∆ between the pore branch and
merger in Fig. 6 is ∆ ≡ φm−φb. Rapid advection of fluid
particles in ordered and random model porous networks
is performed via the map S over a coupled pore branch
and merger (termed a couplet)

S =Sb(φb) ◦ Sm(φm),

=R(φb) ◦ D(∆) ◦R−1(φb),
(11)

where D(∆) = M◦R(∆)◦M−1◦R−1(∆). For a series of
n concatenated couplets, the composite map Λn is then

Λn =R(φb,n) ◦

 n∏
j=1

L(δj ,∆j)

 ◦R−1(φb,n), (12)

where L(δ,∆) ≡ R(δ) ◦ D(∆) and δ is the angle between
couplets: δj = φb,j+1 − φb,j for j = 1 : n − 1 and δn =
φb,1 − φb,n. Previous studies [16, 17] have considered
both random pore networks with a uniform distribution
of the reorientation angles δj ∼ U [0, 2π], ∆j ∼ U [0, 2π]
and ordered pore networks with deterministic sequences
of angles δj , ∆j . Consider the following ordered and
random pore network types that exhibit chaotic and non-
chaotic behaviour:

(i) ordered network corresponding to 3D baker’s map:
∆ = π/2, δ = 0, λ∞ = ln 2 ≈ 0.693

(ii) ordered network with chaotic mixing: ∆ = π/2,

δ = π/6, λ∞ = ln[(5
√
3 +

√
11)/8] ≈ 0.403

(iii) ordered network with non-chaotic mixing:
∆ = π/4, δ = π/4, λ∞ = 0

(iv) random network with chaotic mixing:
∆ ∼ U [0, π], δ ∼ U [0, π], λ̄∞ ≈ 0.118

As expected, the ordered network (i) shown in Fig. 7
corresponding to the Baker’s map exhibits the fastest
mixing, whereas the random network (iv) is significant
slower.
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(i): ordered network (3D baker’s map), λ∞ = ln 2

n=1 n=2 n=5

(ii): ordered network, chaotic mixing, λ∞ ≈ 0.403

n=1 n=2 n=5

(iii): ordered network, non-chaotic, λ∞ = 0

n=1 n=2 n=5

(iv): random network, chaotic mixing, λ̄∞ ≈ 0.118

n=1 n=2 n=10

FIG. 7. Mixing of fluid elements (black/white) and evolution
of web of discontinuities (red, discussed in Section VII) via
the map L(δ,∆) with pore number n for ordered (i-iii) and
random (iv) pore networks.

C. Lyapunov Models in Continuous Porous Media

These advective maps can also generate accurate pre-
dictions of the fluid stretching in continuous porous me-
dia, as quantified by the dimensionless (infinite-time)
Lyapunov exponent

λ∞ ≡ λ̂∞
ℓ

⟨v1⟩
, (13)

where ℓ the characteristic length scale of the medium
(such as the length of a pore branch/merger) and ⟨v1⟩
is the mean longitudinal velocity. Linearisation of M in
(12) yields [7] an expression for λ∞ in ordered porous

media with fixed δ, ∆

λ∞(δ,∆) = ln |ξ+
√

ξ2 − 1|, ξ =
9

8
cos δ− 1

8
cos(2∆+δ),

(14)
where λ∞ = 0 for |ξ| ⩽ 1, and maximum deforma-
tion (λ∞ = ln 2) occurs for ∆ = (n + 1/2)π, δ = nπ,
n = 0, 1, . . . . Hence ordered 3D porous networks repre-
sent extreme cases with respect to fluid stretching and
deformation. As shown in Fig. 7, while a large class
(|ξ| ⩽ 1) of ordered media do not exhibit chaotic ad-
vection (λ∞ = 0), some ordered networks exhibit maxi-
mal stretching (λ∞ = ln 2 ) associated with the baker’s
map. Chaotic mixing also occurs in random porous
networks with uniformly distributed reorientation angles
(∆, δ ∼ U [0, 2π]), where the Lyapunov exponent is given
by the ensemble average

λ̄∞ ≡ 1

4π2

∫ 2π

0

∫ 2π

0

λ∞(δ,∆) dδ d∆ ≈ 0.1178, (15)

which agrees very well with direct numerical simu-
lations [7]. For random pore networks, persistent
fluid stretching arises because material lines undergoing
stretching rotate toward the stretching direction which
amplifies stretching, whereas material lines undergoing
contraction rotate away from the contracting direction,
retarding contraction. The Lyapunov exponent λ̄∞ ≈
0.1178 is thus a manifestation of the asymmetry between
these stretching and contraction processes.
While the Lyapunov exponent characterises fluid

stretching that is integral to continuous mixing, it does
not account for contributions to discontinuous mixing,
which arise from cutting and shuffling (CS) of fluid el-
ements rather than stretching and folding (SF). Indeed,
while case (iii) in Fig. 7 is non-chaotic and has zero Lya-
punov exponent, significant mixing of fluid elements can
still be observed due to the cutting and shuffling of fluid
elements. Similarly, cases (i-ii) and (iv) exhibit a combi-
nation of continuous (SF) and discontinuous (CS) mix-
ing. The results presented in Fig. 7 will be used in Section
VII to explore the interplay of SF and CS in continuous
porous media.

III. TOPOLOGY OF DISCRETE AND
CONTINUOUS POROUS MEDIA

A. Topological Complexity of Discrete and
Continuous Porous Media

In this Section we establish the topological equivalence
of continuous and discrete porous media, which forms
the basis for a unified description of chaotic mixing. The
fundamental elements of continuous and discrete media
are respectively the solid grain and the connected pore
branch and merger shown in Fig. 8a and c. Connections
of pore bifurcations (Fig. 8c) form an extensive 3D pore
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(a) (b) (c)

FIG. 8. Topological equivalence of the 2D pore boundary δΩ separating the fluid Ω and solid domains of the fundamental
elements of (a) discrete and (c) continuous porous media. The normal vector n indicates the normal vector pointing into the
fluid domain Ω from δΩ, and δδΩ is 1D boundary of the pore boundary δΩ (green lines). δΩ is coloured according to its local
Gaussian curvature K. (a) Pore boundary δΩ of single spherical grain (semi-transparent) with four contact points (black)
and uniform positive curvature (K = +1) in discrete porous media. (b) Pore boundary of the same grain as (a) but with the
cusp-shaped contact points smoothed to form finite connections between contacting grains, forming boundaries δδΩ. (c) Pore
boundary δΩ for a connected pore branch and merger associated with continuous porous media.

network similar to those shown in Fig. 1, whereas assem-
blies of grains (Fig. 8a) form granular media similar to
that shown in Fig. 2.

Although pore networks can differ with respect to pore
topology and pore size and shape distributions, they all
share the basic feature of many branching and merging
pores that can be represented by the basic pore bifur-
cation shown in Fig. 8c. The connection of many such
bifurcations renders porous networks topologically com-
plex in that the topological genus g of the pore-boundary
δΩ is large, where g characterises the number of “holes”
or “handles” of the pore space Ω enclosed by the pore
boundary δΩ. As per (2) and (3), the associated Euler
characteristic χ(δΩ) = 2(1 − g) of the pore boundary is
strongly negative [40], guaranteeing existence of saddle
points on the pore boundary δΩ that generate chaotic
mixing in the pore space Ω [7].

For porous networks, the topological genus g and Eu-
ler characteristic χ(δΩ) of the pore network boundary is
given by the number nb of pore bifurcations as

g = 1− χ(δΩ)

2
= 1 +

nb

2
. (16)

Hence, a straight pore (nb = 0) with periodic boundary
conditions (to avoid trivial complications associated with
macroscopic boundaries of the porous medium) is topo-
logically equivalent to a torus and so has genus g = 1,
while a periodically connected pore branch and merger
(nb = 2) forms an additional handle and so has genus
g = 2. Thus the pair of bifurcations shown in Fig. 8c also
has genus g = 2 and Euler characteristic χ(δΩ) = −2.
The addition of more pairs of pore branches and mergers
in any topological configuration then increases the genus
as per (16). Hence all continuous porous media are topo-
logically complex in that they possess a large topological
genus g number density, which is critical to chaotic mix-

ing.
Similarly, close-packing of many grains such as those

shown in Fig. 8a generates extensive 3D granular assem-
blies that are topologically complex, which has also been
shown [11] to be critical in generating chaotic mixing. Al-
though various granular matter may differ with respect
to the distributions of particle sizes, shapes and number
of contacts, they all share the same basic topology. Un-
der periodic boundary conditions, the topological genus
g and Euler characteristic χ(δΩ) of the grain boundary
δΩ of granular assemblies is given in terms of the total
number of grain contacts nc as [11]

g = 1− χ(δΩ)

2
= nc. (17)

As such, subject to periodic boundary conditions, the
grain with four contact points shown in Fig. 8c has nc = 2
(as a contact point is shared between two spheres) and
genus g = 2 and Euler characteristic χ(δΩ) = −2. From
(17), granular assemblies are also topologically complex
in that they posses large topological genus g per unit
volume.

B. Topological Equivalence of Discrete and
Continuous Porous Media

Topological equivalence between these seemingly dis-
parate classes of porous media may be established by
smoothing the cusp-shaped contacts between grains as
shown in Fig. 8b. This smoothed grain has the same
topology (g = 2, χ(δΩ) = −2) as the discrete grain shown
in Fig. 8a, and is topologically equivalent (i.e. it can
be morphed solely by stretching and deforming) to the
coupled pore branch and merger shown in Fig. 8c, but
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with the distinct difference that the fluid domain (indi-
cated by the outward normal n) is external to the pore
boundary δΩ shown in Fig. 8a,b), whereas the fluid do-
main is internal to the pore branch and merger shown
in Fig. 8c. Hence, discrete porous media with smoothed
contacts may be considered as the phase inverse of con-
tinuous porous media.

Despite this inverse relationship, the boundaries δΩ
in continuous and smoothed discrete porous media are
topologically equivalent, as reflected by their topologi-
cal genus g. Thus, the Poincaré-Hopf theorem (4) also
applies to the skin friction field u on the boundary δΩ
of smoothed discrete porous media, and so ensures the
existence of saddle points and 2D hyperbolic manifolds
regardless of the orientation of n. As the pore bound-
ary δΩ of smoothed discrete and continuous porous me-
dia are topologically equivalent, the same basic mecha-
nism drives chaotic mixing in these different porous me-
dia classes. The question as to what extent this connec-
tion persists for discrete porous media with non-smooth
contacts shall be addressed in Sections IV and V.

Although discrete and continuous porous media have
equivalent topology, their geometry is markedly differ-
ent, as reflected by the distribution of local Gaussian
curvature K = κ1κ2 (where κ1 = 1/r2, κ2 = 1/r2 are
the principal (maximum and minimum) local curvatures
with corresponding radii r1, r2) over the surfaces shown
in Fig. 8. The Gaussian curvature K of a plane and a
cylinder is zero (as at least one of the principal curvatures
is zero), but is positive for a sphere and negative for a hy-
perbolic surface such as a saddle. However, as these fun-
damental elements share the same topology, their total
curvature is equivalent, as reflected by the Gauss-Bonnet
theorem∫

δΩ

KdA+

∫
δδΩ

kgds = 2π χ(δΩ) = −4π, (18)

where kg is the geodesic curvature of the 1D bound-
ary δδΩ. For the pore branch/merger (Fig. 8c) and the
smoothed grain (Fig. 8b), the net contribution of δδΩ to
(18) is zero due to periodicity, but for the discrete grain
(Fig. 8a), the boundary δΩ terminates at the contact
points xc, hence there is a contribution of angle −2π to
(18) at each contact point [43] due to the cusp-shaped an-
gle π formed with each contacting sphere. As the spheri-
cal discrete grain in Fig. 8a has uniform Gaussian curva-
tureK = 1/r2, the first integral in (18) is 4π, whereas the
second integral is −8π. Thus, whilst the discrete grains
have positive curvature, grain contacts act as infinites-
imal regions of infinite negative curvature, giving total
negative curvature of −4π. The smoothed grain shown
in Fig. 8c shows the finite contact regions have finite neg-
ative curvature, which yields the total negative curvature
of −4π. Conversely, the branch/merger shown in Fig. 8a
has predominantly negative or zero curvature.

Although the total curvature of these elements is pre-
served as per (18), the distribution of Gaussian curva-
ture K impacts the number and type of critical points as

saddle (node) points tend to arise in negative (positive)
curvature regions. Hence, saddle points arise in contin-
uous porous media near pore branch/merger junctions,
whereas smoothed grains admit node points on the grain
surface and saddle points near contact points.
Thus, the simplest arrangement of critical points for

the branch/merger shown in Fig. 8a involves two sad-
dle points xs

p near the pore junctions, satisfying (4) as∑
γp(x

s
p) = −ns = χ(δΩ). Conversely, the simplest ar-

rangement of critical points for the grain with smoothed
connections shown in Fig. 8c involves two node points xn

p

on the grain surface and two saddle points xs
p per contact

(ns = 4 once periodicity of contacts is accounted for), sat-
isfying (4) as

∑
γp(x

s
p) = nc − ns = χ(δΩ). Therefore,

despite topological equivalence, the different geometry of
smoothed discrete porous media tends to generate differ-
ent types and numbers of critical points than continuous
porous media.
Hence, when the contacts in discrete porous media are

smoothed, chaotic mixing arises via the same fundamen-
tal mechanism as continuous porous media, but it is un-
known whether this extends to discrete porous media in
general. Turuban et al. [10, 11] and Heyman et al. [13]
have respectively identified that fluid stretching and fold-
ing is generated at the contact points of discrete porous
media. In Sections IV and V respectively, the detailed
mechanisms that govern fluid stretching and folding are
uncovered.

IV. FLUID STRETCHING IN CONTINUOUS
AND DISCRETE POROUS MEDIA

A. Comparison of Fluid Stretching in Discrete and
Continuous Porous Media

A schematic of fluid deformation in continuous porous
media is shown in Fig. 9a. This figure shows a con-
nected pore branch/merger with offset angle ∆ = π/2
and the associated 1D and 2D stable and unstable mani-
folds which emanate from the saddle points xp situated at
the pore branch and merger junctions. The intersection
of the 2D stable and unstable manifolds forms a 1D criti-
cal line that connects the saddle points. If many of these
pore branch/mergers are connected in series in a man-
ner that maintains transverse connections, then multiple
2D stable and unstable manifolds emanate respectively
from the down- and up-stream saddle points into the el-
ement shown in Fig. 9a, producing many more manifold
intersections, a heteroclinic tangle and chaotic mixing.
Conversely, if the stable and unstable 2D manifolds con-
nect smoothly and tangentially, they cancel each other
out and don’t produce persistent exponential stretching.
As shown in Fig. 9b, a similar mechanism arises in

Stokes flow over a body-centred cubic (bcc) lattice of
smooth spheres [11]. The same basic invariant features
arise in this flow with contact points playing a similar
role to saddle points, and stable and unstable 2D mani-
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(a) (b)

FIG. 9. Hyperbolic manifolds, critical points and lines in (a) continuous and (b) discrete porous media. Intersection (dotted
green line) of stable (blue surface) and unstable (red surface) 2D hyperbolic manifolds in (a) pore branch and merger (grey
volume) in an open porous network and (b) numerical simulation of Stokes flow through a body-centred cubic (bcc) lattice
of monodisperse spheres (modified from [11]). In the manifold intersection connects the saddle points (black dots) of the
branch/merger in (a), and the contact points (black dots) between spheres in (b). In (b), the 2D manifolds emerge from the
skin friction field of the two spheres labelled 1 and 4, and the green points indicate node points. The open plane indicates the
orientation of transverse cross-sections in Fig. 12, and the black cell is the BCC unit cell.

folds emanate from the sphere skin friction fields and in-
tersect along 1D critical lines that connect contact points
between spheres. Multiple manifold intersections also oc-
cur from 2D hyperbolic manifolds emanating from other
spheres up- and down-stream of those shown in Fig. 9b,
leading to a heteroclinic tangle and chaos.

Fig. 9b also shows isolated saddle points which lie
along the 1D intersection of the 2D manifolds with the
sphere surfaces. An important difference to continuous
porous media is that fluid deformation at contact points
is limited by the local cusp-shaped geometry, poten-
tially rending these points degenerate (meaning at least
one of eigenvalue ηi of A is zero) with non-exponential
stretching. Conversely, the smoothed grains shown in
Fig. 8c) admit non-degenerate saddle points with expo-
nential fluid stretching. Hence it is unclear how chaotic
mixing is generated in discrete porous media.

B. Fluid Stretching at Contact Points

Fig. 10 depicts the stable and unstable manifolds as-
sociated with a smoothed contact between two spheres
(analogous to Fig. 8c) whose centres are oriented normal
to the far-field flow direction. Due to the symmetries of
this flow, the velocity field v(x) in the symmetry plane
between these two spheres has no transverse component.
As shown in Fig. 11a, this symmetry plane contains an
inclusion from the smoothed contact that is a diameter
a disc with saddle points xp on the upstream and down-
stream sides that are connected to critical lines. Fig. 11b
shows that as this finite contact shrinks to an infinitesi-
mal point-like contact (a → 0), these two critical points
coalesce into a single critical point. As shown in Fig. 11b,
this critical point appears to be degenerate as the associ-

ated steady 2D flow in the symmetry plane between the
spheres cannot generate exponential stretching.

C. Degeneracy of Contact Points

Turuban et al. [11] proposed that this critical point
is a topological saddle [44, 45], which is degenerate and
so does not generate exponential fluid stretching. As a
topological saddle has Poincaré index γ = −2, then from
(4) the Euler characteristic in discrete porous media is re-
lated to the number nd of degenerate topological saddles,
nodes and regular saddles as

χ(Ω) = 2(1− g) = nn − ns − 2nd. (19)

As the topological genus per grain g is equal to the num-
ber of contacts nc, then under the assumption that all
contact points are topological saddles nc = nd, the num-
ber of non-degenerate nodes nn and saddle ns points
on each grain is independent of the Euler characteris-
tic χ(Ω); ns = nn − 2. Hence it was proposed in [11]
that the simplest possible skin friction field in discrete
porous media involves two isolated node points (nn = 2,
γ = +1) and no saddle points (ns = 0) and therefore no
hyperbolic 2D manifolds in the fluid bulk and no chaotic
mixing. Hence it was concluded that chaotic mixing in
discrete porous media is not ubiquitous as it requires bi-
furcation of the skin friction field beyond its simplest
possible state.
However, this conclusion is not supported by the

saddle-like flow structures observed in Fig. 12 which arise
at the intersection of the non-degenerate stable Ws

2D and
unstable Wu

2D 2D manifolds that emanate from contact
points. These flow structures clearly indicate the hyper-
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FIG. 10. Schematic of evolving stable WS
2D (blue surfaces)

and unstable WU
2D (red surfaces) manifolds as they are ad-

vected over a finite-sized connection between two spheres
(grey). Black arrows indicate fluid stretching directions in the
bulk fluid and skin friction field. Black and green points re-
spectively indicate saddle and node points. These manifolds
become degenerate in the neighbourhood of the connection
(indicated by transition to grey colour) and exchange stabil-
ity as they pass over, generating non-affine folding of material
lines (green).

bolic nature of the manifolds as they pass through con-
tact points and intersect with each other (also shown in
Fig. 9b), whereas degenerate points are not associated
with exponential (hyperbolic) stretching [11].

However, deeper inspection reveals that contact points
are only degenerate with respect to the 2D flow v2D(x)
in the symmetry plane shown in Fig. 10, but still exhibit
exponential stretching in the direction transverse to the
symmetry plane between contacting grains. In Section II
it was shown that isolated node points (type III and type
IV critical points in Fig. 5) cannot generate 2D hyper-
bolic manifolds in the fluid interior. However, the inter-
action between a node and contact point can produce an
interior 2D hyperbolic manifold, as shall first be shown
for finite-sized contacts.

D. Hyperbolic Manifolds at Finite-Sized Contacts

Fig. 10 shows that a saddle point (green) and a pair
of node points (black) arises on the upstream and down-
stream sides of a smoothed connection and each sphere.
The 1D manifold along the sphere surfaces connecting
the upstream nodes and saddles is unstable with respect

(a) (b)

FIG. 11. Streamlines (thin) and critical lines (thick) for
2D velocity field v2D(x) in the symmetry plane between two
spheres connected by (a) a smoothed contact of diameter a
and (b) and infinitesimal contact point. Critical points are
denoted as either a saddle point xs

p or a degenerate topolog-

ical saddle xd
p. Due to the no-slip condition, in both cases

the skin friction field u(x) ≡ ∂v/∂x′
3 on the grain boundaries

local to this contact shares the same topology as the velocity
field v2D(x).

to these node points and stable with respect to the sad-
dle points. The combination of this stable 1D manifold
with the stable 1D manifold in the fluid interior that
connects to the upstream saddle point generates the 2D
stable manifold WS

2D that is shown in Fig. 10 without
material (green) lines. Similarly, a downstream 2D un-
stable manifold WU

2D (Fig. 10 without material (green)
lines) is generated that connects the downstream saddle
and node points. Both of these 2D manifolds are oriented
parallel to the line connecting the sphere centres and so
are termed parallel 2D manifolds. Conversely, the mani-
folds transverse to this connecting line (shown in Fig. 10
with material (green) lines) are termed transverse 2D
manifolds.
The local cusp-shaped geometry near contact points

constrains any (un)stable 2D manifolds that are gen-
erated (up)downstream to pass over this connection as
transverse 2D manifolds, as per Fig. 9b. The analo-
gous situation for a porous network is shown in Fig. 9a,
where the 2D (un)stable manifold is generated by a
(up)downstream saddle point and connects with an
(down)upstream saddle point. This constrained geom-
etry forces the transverse 2D stable and unstable mani-
folds shown in Fig. 10 with material (green) lines to con-
nect tangentially over the sphere connection. The 1D
intersection (green dotted line in Fig. 10) of the trans-
verse and parallel 2D manifolds are responsible for the
saddle-type flow structures shown in Fig. 12.

E. Hyperbolic Manifolds at Contact Points

If the connection between the spheres in Fig. 10 shrinks
to an infinitesimal contact point, the up- and down-
stream saddle points coalesce into a single saddle point
which is degenerate with respect to the transverse man-
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ifolds, but non-degenerate with respect to the parallel
manifolds. The interior (un)stable 1D manifolds that
connect from (down)upstream to the contact point and
the exterior (un)stable 1D manifolds that connect the
(down)upstream node points to the contact point both
persist as this contact shrinks to a point. Hence the par-
allel 2D stable and unstable hyperbolic manifolds persist
for a contact point, and still impart exponential stretch-
ing to the fluid bulk.

Hence node points and saddle-like contact points
between grains generate 2D hyperbolic manifolds and
chaotic mixing in in discrete porous media. This basic
mechanism is very similar to that of continuous porous
media, where connected contact and node points play
the role of saddle points in continuous porous media. As
there is no need for isolated saddle points (away from
contacts), chaotic mixing is inherent to discrete porous
media.

V. FLUID FOLDING IN DISCRETE AND
CONTINUOUS POROUS MEDIA

A. Fluid Folding in Discrete Porous Media

In this section we uncover the mechanisms that drive
fluid folding in continuous and discrete porous media,
Although Heyman et al. [13] show that contact points in
discrete porous media generate folding of fluid elements,
the detailed mechanism is unclear. Fig. 10, shows that
when a 2D unstable transverse manifold impacts a con-
tact point, this manifold becomes locally degenerate at
the contact point, and transitions to a stable 2D trans-
verse manifold that emanates from the contact. Con-
versely, a 2D stable parallel manifold terminates at the
contact point and upstream node points, and a 2D un-
stable parallel manifold emanates downstream from the
contact point and downstream node points.

This exchange in stability can generate strong fold-
ing of fluid elements in the symmetry plane between the
spheres, as indicated by the green material lines in Fig.10.
Although the schematic in Fig.10 is fore-aft symmetric,
this can be broken by additional grains in the assembly or
contacts that are skew to the mean flow direction, mean-
ing that folding of material elements also manifests in the
plane transverse to the mean flow direction. As shown in
the sequence of panels in 12, subsequent fluid stretching
elongates these folds into tight cusps and highly filamen-
tous structures such as those observed in Figs. 3c and
12.

These insights provide a link between the folding
dynamics described here and in [13] and recent stud-
ies [10, 11] that describe the mechanisms leading to pore-
scale fluid stretching in discrete porous media. This
means that chaotic mixing proceeds in discrete porous
media via iterated stretching and folding of fluid elements
as they pass over contact points between grains.

B. Fluid Folding in Continuous Porous Media

The maps Sb, Sm (10) can be used to uncover fold-
ing mechanism in continuous porous media. The dye
trace images in Fig. 13 show evidence of cutting, shuf-
fling, stretching and folding of material lines as they are
advected through the pore-space. To unravel these mo-
tions we consider evolution of a continuously injected
line source through the pore branch and merger shown
in Fig. 6. In this figure the line source with segments
marked AB and CD is continuously injected along the
line xr = 0 before bifurcating into two separate segments
at the critical point xp. The intersection of the 2D sta-
ble manifold Ws

2D with the boundary ∂Ω represents a
repelling (i.e. ∇·u > 0) critical line ζ of the skin friction
field u. Any injected material line that crosses the mid-
plane yr = 0 of the inlet pore corresponding to Ws

2D is
stretched and folded as it is advected downstream over ζ,
and fluid particles on this critical line are held there indef-
initely, as shown by the temporal map T ∗ (8), which has
an divergent residence time for particles entering along
yr = 0. Folding of fluid elements over this critical line ef-
fectively splits the fluid element as it is advected into two
separate pores downstream. Thus the indefinite holdup
of fluid particles at the critical line ζ manifests as the dis-
tinct segments AB, CD in each outlet of the pore branch,
yet these are connected via a continuous material line ex-
tending from the critical line.
Upon exiting their respective pores, these segments are

reoriented at angle ∆ before entering the branch merger.
The solid red lines in Fig. 6 denote parts of the material
line that are resolved by the spatial map M (5), and the
dashed red lines indicate material elements that are not
resolved by this map yet remain connected in 3D due to
continuity. The bifurcation and folding process is then re-
versed in the pore merger (Fig. 6b), where fluid elements
from separate pores are merged together over the attract-
ing (i.e. ∇ · u < 0) critical line ζ formed by intersection
of the 2D unstable manifold Wu

2D and the pore boundary
∂Ω. Fluid elements that pass near this attracting critical
line also experience diverging residence times, leading to
further folding of material elements prior to the merger
of elements arriving from different inlet pores.
When projected onto the (2D) pore outlet planes, this

strong folding of fluid elements over the critical lines ζ
in the 3D pore space manifests as an effective “cutting”
of material elements as shown in Fig. 13. In the follow-
ing subsection we consider the nature of such discontinu-
ous mixing and its interplay with 3D fluid stretching and
folding. In addition to this strong folding that manifests
as discontinuous mixing, the spatial map M also imparts
weaker folding that is illustrated by its affine Ma (6) and
non-affine Mn (7) components.
Fluid cutting is also encoded in the non-affine map

Mn, such that fluid elements with yr > 0 (yr < 0) are
mapped to the upper (lower) branch in Fig. 6a. Weak
folding of material elements in these 2D outlets arises
from the nonlinear component of the non-affine map Mn
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FIG. 12. Series of cross-sections with increasing downstream distance of Stokes flow through a bcc lattice of spheres between
the two bead pairs ((1-2) and (3-4)) shown in Fig. 9b. Purple lines show vector field lines of the 2D velocity field transverse to
each cross-section, thick and thin black lines indicate material lines advected by the flow, and red and blue lines respectively
represent 2D unstable and stable manifolds of the flow. Intersection of the 2D stable and unstable manifolds forms a 1D curve
which connects the contact points of the (1-2) and (3-4) bead pairs. Modified from [11].

and its inverse M−1
n , which map fluid particles along the

straight line yr = 0 to the curved lower pore boundary.
Although these maps only induce weak folding, subse-
quent fluid stretching amplify these folds into the sharp
kinks observed in Fig. 13. However, Fig. 13 shows that
packing of highly elongated material lines into the 2D
pore outlet is dominated by cutting of material elements
rather than weak non-affine folding.

Hence strong folding of fluid elements in continuous
porous media arises via a similar mechanism to that of
discrete porous media. In continuous media fluid ele-
ments are held up at pore junctions, whereas for discrete
media fluid elements are held up at contact points, both
leading to strong folding. However, for continuous porous
media this hold-up generates discontinuous mixing when
projected onto a 2D plane transverse to the mean flow
direction. Such discontinuous mixing does not occur in
discrete media due to the infinitesimal contacts. In ad-
dition, the non-affine nature of M imparts weak folding
that may be amplified into sharp kinks by subsequent
fluid stretching. As weak folding plays a secondary role,
in Section VI we focus on strong fluid folding which man-
ifests as discontinuous mixing.

VI. DISCONTINUOUS MIXING IN
CONTINUOUS POROUS MEDIA

n=0 n=5 n=10

n=20 n=30 n=40

FIG. 13. Mixing of fluid elements with pore number n in a
random pore network given by the spatial map Λn in (12)
with δj ∼ U [0, 2π],∆j ∼ U [0, 2π].
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A. Origins of Discontinuous Mixing

Fig. 13 shows the evolution of material distributions
under stretching and folding (SF) and cutting and shuf-
fling (CS) actions in continuous porous media. The ori-
gins of these CS actions are illustrated in Fig. 6a, where
the line segments AB, CD are advected to the different
outlets of the pore merger element in an apparently dis-
continuous manner. However, as indicated by the dashed
red lines in Fig. 6b, these segments are actually connected
by a material line that is stretched and folded as it is ad-
vected over saddle point xp.
In many applications, this 3D distribution of fluid ele-

ments is less important than the 2D distribution in a pla-
nar cross-section corresponding to the pore outlet planes
in Fig. 6 and images in Fig. 13). Material lines and sheets
that are continuous in 3D can manifest as discontinuous
elements in this 2D frame, even within the same pore.
Henceforth we consider mixing of fluid elements in these
2D planes as being “discontinuous”, although we under-
stand the fluid to undergo smooth and continuous 3D
deformation, unlike e.g. granular matter or plastic ma-
terials that deform via slip planes.

Hence chaotic mixing in continuous porous media is
akin to mixed cutting and shuffling (CS) and stretching
and folding (SF) actions observed during chaotic mix-
ing of discontinuously deforming systems [46–52], such
as granular tumblers [49, 51] and microfluidic micro-
mixers based on iterated pore branches and mergers [53].
The motions imparted by the spatial maps Sb, Sm as
fluid elements flow through each pore branch and merger
shown in Fig. 6a,b can be summarised as “cut-stretch-
fold-rotate” in the pore branch, and “compress-fold-glue-
rotate” in the pore merger.

For the pore branch, “cut” refers to splitting of fluid
elements along the critical line ζ, “stretch” refers to the
affine stretching (by Ma) by a factor of 2 in the yr di-
rection, “fold” refers to non-affine folding (by Mn) of
elements to conform to the outlet pore boundaries, “ro-
tate” refers to reorientation (by R(∆)) of fluid elements
due to orientation of the downstream pore mergers. In
the pore merger, “compress” refers to the compression
(by M−1

a ) of fluid elements by a factor of 1/2 in the yr
direction, “fold” refers to non-affine folding (by M−1

n )
to conform with the required semi-circular disc, “glue”
refers to gluing of these semi-circular discs to form the
disc-shaped pore outlet, and “rotate” refers to refers to
reorientation (by R(δ)−1). As fluid elements are in gen-
eral not smoothly reconnected at the gluing step, these
actions lead to cutting and shuffling of material elements
as shown in Figs. 13 and 7.

B. Coupled Continuous and Discontinuous Mixing

The introduction of discontinuous CS actions signifi-
cantly alters the mixing process as constraints associated
with fluid continuity are relaxed. One impact of is that

the Poincaré index is no longer conserved, leading to the
formation of new coherent Lagrangian structures such
as leaky KAM surfaces around elliptic tori, and pseudo-
elliptic and pseudo-hyperbolic points [48, 49]. The nat-
ural mathematical framework to analyse CS motions is
via piecewise isometries (PWI) [50], where fluid elements
are removed (cutting) and placed in different locations
and orientations (shuffling). For CS-only systems, these
actions generate a web of discontinuities (Fig. ??) which
is comprised of the forward iterates of the cutting line
(corresponding to the line yr = 0 in the map M associ-
ated with bifurcation of fluid elements along the critical
line ζ in the pore branch element), and complete mixing
occurs if this web becomes space-filling with time. Under
these conditions, pure CS actions leads to weak ergodic
mixing, and associated mixing measures decay at an al-
gebraic rate in time.
Conversely, for pure SF actions in continuous systems,

fluid stretching arises from affine deformations, whereas
folding is associated with non-affine deformation. To-
gether, these stretching and folding actions can generate
chaotic advection which is characterised by strong er-
godic mixing and mixing measures that decay at an ex-
ponential rate. To understand how combined SF and CS
actions impact the mixing dynamics of continuous porous
media in both ordered and random pore networks, we
examine the four network geometries (i-iv) described in
Section II B, whose mixing dynamics are shown in Fig. 7.
In all cases these SF and CS actions lead to complete
mixing of fluid elements, albeit at significantly different
rates.

C. Measures of Continuous and Discontinuous
Mixing

Conventional tools such as Lyapunov exponent, scalar
variance decay and entropy measures are not suitable to
characterise discontinuous mixing as they are based on
dissipative or continuous mixing. The mix-norm mea-
sure [54] was developed to quantify multiscale mixing
across diverse applications, including non-dissipative and
discontinuous mixing. The mix-norm Φ(c) ∈ [0, 1] cap-
tures the extent of mixing of a concentration field c(x, t)
across different normalized lengthscales s ∈ [0, 1] as

Φ(c) =

√∫ 1

0

ϕ(c, s)2µ(ds), (20)

ϕ(c, s) =

√∫
p∈D

d2(c,p, s)µ(dp), (21)

d(c,p, s) =
1

vol[B(p, s)]

∫
x∈B(p,s)

c(x)µ(dx), (22)

where µ denotes the Lebesgue measure, d(c,p, s) is the
average of c(x) over the ballB(p, s) := {x : |x−p| < s/2}
centred at point p in the mixing domain D, ϕ(c, s) is the
L2-norm of d over D, and Φ(c) is the L2-norm of ϕ(c, s)
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over s ∈ [0, 1]. As such, the L2-norm ϕ(c, s) characterises
the variance of the scalar field c(x) after averaging over
lengthscale s, and the mix-norm Φ(c) accounts for mix-
ing across all scales by quantifying the L2 norm of this
measure over all s.
Hence Φ = 1 for scalar distributions that are com-

pletely segregated at the largest length scale of the sys-
tem and Φ(c) = 0 for mixtures that are well-mixed at all
scales. Under weak ergodic mixing characteristic of CS
systems, the mix-norm Φ(cn) decays algebraically with
the number n of iterations of the mixing process, whereas
under strong mixing characteristic of SF systems Φ(cn)
decays exponentially with n. For SF systems that can be
represented by a linear map such as Ma, the mix-norm
decays exponentially at a rate of half the Lyapunov ex-
ponent [54] as

Φ(cn) = Φ(c0) exp

(
−λ∞n

2

)
. (23)

Although many studies have considered mixing due to
purely CS or SF actions, only a handful [46–49] have
considered the impact of coupled CS and SF motions.
Smith et al. [48, 49] show that the combination of CS
and SF motions can either act to retard or enhance the
rate of strong mixing given by SF actions alone, depend-
ing upon whether hyperbolic and pseudo-elliptic points
form a complete set of building blocks for Lagrangian
structures [49], similar to hyperbolic and elliptic points in
SF-only systems. In this case CS can retard mixing and
the Lyapunov exponent in (23) forms an upper bound
for the decay rate of the mix-norm. For mixed CS and
SF systems, a key question regarding the impact of dis-
continuous deformation upon SF mixing is the rate and
extent to which the web of discontinuities becomes space-
filling. To quantify this, we consider the growth rate of
line elements in the pore geometries (i)-(iv) whose mixing
dynamics are shown in Fig. 7.

Fig. 14a shows that the mean growth of the normalized
length ρn ≡ ⟨δln/δl0⟩ of an ensemble of infinitesimal line
elements in the ordered and random pore networks is well
approximated by the theoretical estimate (14) of the Lya-
punov exponent λ∞, hence exponential fluid stretching
is captured by linearizations of the spatial maps Sb, Sm.
For the non-chaotic case (∆ = π/4, δ = π/4), the Lya-
punov exponent is zero and the relative length ρn grows
linearly as ρn ≈ ρ0+n/2. As all of these pore geometries
completely mix as t → ∞, then the growth of the total
length ln of the web of discontinuities follows the same
stretching process as the fluid phase.

As an additional cut is added to the web of discontinu-
ities at each iteration of the map Λn (12), then evolution
of ln is related to the growth of the length Ln of finite
material lines with initial length L0 = 2 (correspond-
ing to the length of the cut along the chord yr = 0)
as ln =

∑n
i=0 Li. As the exponential stretching rate

in chaotic pore-scale flows is log-normally distributed [8]
with mean stretching rate λ∞ and variance σ2

λ, for pore
geometries that admit chaotic mixing these finite line el-
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FIG. 14. (a) Relative elongation ρ of infinitesimal material
lines in (a) ordered and (b) random pore networks where
black, red, grey and blue lines and points respectively cor-
respond to the baker’s map (i), chaotic (ii), non-chaotic (iii),
and 100 realisations of random (iv) pore geometries. Points
represent numerical results from maps Sb, Sm, and lines rep-
resent stretching rates based upon the Lyapunov exponent for
ordered (14) and random (15) networks, except for the non-
chaotic case where stretching evolves linearly as ρn = ρ0+αn.
Thin blue lines in (b) represent stretching of 100 realisations
of the random network and the thick blue line the ensem-
ble average. (c) Growth of the total length ln of the web of
discontinuities with number n of pore branches and mergers
with same colour code as for (a) and (b). Points represent
numerical results from maps Sb, Sm, and lines represent an-
alytic predictions based on stretching rates for chaotic (24)
and non-chaotic (25) cases. (d) Evolution of mix-norm Φ(cn)
in pore networks with chaotic and (inset) non-chaotic mix-
ing, where points represent numerical results from maps Sb,
Sm and (20)-(22), and lines represent the mix-norm estimate
(23) based upon pure SF motions and the Lyapunov exponent
given by (14), (15).

ements grow exponentially as Ln ≈ 2 exp (Λ∞n), where
Λ∞ = λ∞ + σ2

λ/2 and σ2
λ is found [8] to be σ2

λ ≈ 0.1144
for random networks, whereas for the ordered networks
this variance is negligible, σ2

λ ≈ 0. Thus the length ln of
the web of discontinuities for pore networks that exhibit
chaotic mixing evolves with n as

ln ≈ 2
exp (Λ∞(n+ 1))− 1

exp (Λ∞)− 1
. (24)

Conversely, for the non-chaotic case ∆ = δ = π/4 the
length of line elements grows linearly as Ln ≈ 2 + n and
so the total length of the web of discontinuities grows
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algebraically as

ln ≈ (n+ 1)(n+ 4)

2
. (25)

Fig. 14b shows that for all pore geometries (i)-(iv), the
growth rate of the web of discontinuities is well approx-
imated by these scalings, indicating that the stretching
of line elements mediates cutting and shuffling.

D. Interactions Between Continuous and
Discontinuous Mixing

To determine how CS actions of these maps impact the
mixing dynamics, we compute the mix-norm Φ(n) for all
four cases, and the results are summarised in Fig. 14c.
For the chaotic mixing cases, Fig. 14c indicates that the
mix-norm decays exponentially at a rate that is half the
Lyapunov exponent in (23), suggesting that the CS ac-
tions do not contribute significantly to rate of mixing,
but rather these are dominated by the exponential SF
dynamics. For the non-chaotic case, the mix-norm de-
cays linearly at a rate that is also half the growth rate α,
also suggesting that mixing is governed by fluid stretch-
ing as stretching also mediates the CS process. Although
it is tempting to conclude that SF motions dominate the
mixing process, it is important to note that the estimate
(23) of the mix-norm only accounts for the amount of
stretching experienced by fluid elements, and does not
consider whether packing of stretched material lines into
a finite-sized pore is achieved by either folding or cutting
of this material.

Fig. 7 clearly shows that material lines experience
much more cutting (due to strong 3D folding) rather
than weak folding (arising from the non-affine map Mn),
hence cutting of material lines is integral to this packing
process. Therefore although CS plays a critical role in
mixing by facilitating packing of elongated material ele-
ments into the pore-space, of the SF motions, only fluid
stretching is required to achieve chaotic mixing as weak
fluid folding plays a secondary role. As such, the theoreti-
cal estimates for the Lypaunov exponents in both ordered
(14) and random (15) networks (which have been vali-
dated against line stretching simulations using the spatial
maps (10)) provide an accurate means of predicting the
mixing rate in continuous porous media, and represent
useful quantitative tools for the control and optimisation
of mixing in engineered porous media. These insights
into these CS and SF actions provide a complete descrip-
tion of the mechanisms that govern mixing in continuous
porous media.

VII. UNIFIED PREDICTION OF LYAPUNOV
EXPONENT IN CONTINUOUS AND DISCRETE

POROUS MEDIA

While the prediction of the Lyapunov exponent for
continuous porous media is well established (see Sec-

tion IIC), current models for discrete porous media rely
on experimental and numerical observations. Here we
derive a general formulation for the Lyapunov exponent
that encompasses continuous and discrete porous media.

A. Lyapunov Model in Discrete Porous Media

In the deformation model for continuous media pre-
sented in section IIC, fluid stretching and compression
transverse to longitudinal flow direction is decoupled over
the pore branch and merger. In a branch, fluid stretch-
ing (by a factor 2) in the transverse direction parallel
to the branching is fully compensated by decceleration
in the longitudinal direction, while the other transverse
component is neutral. The reverse situation occurs sym-
metrically in a merger.
In discrete porous media, fluid stretching and compres-

sion acts in both transverse directions (Fig. 12). To
formulate a Lyapunov model for discrete media, we thus
assume that compression and stretching occur simultane-
ously and perpendicularly in the transverse plane along
the stable and unstable manifolds respectively. Fluid de-
formation from one contact point to the next in the 2D
plane transverse to the mean flow direction is approxi-
mated by the deformation gradient tensor

F =

(
α 0
0 1/α

)
, (26)

where α ⩾ 1 quantifies stretching along the unstable
manifold. Note that the deformation represented by F is
equivalent to the deformation D(∆) over a couplet in the
pore network model (11) with ∆ = π/2 and α = 2. After
passing the contact the un/stable manifolds are inverted
(Fig. 12.3), which is reflected by a reorientation of F of
angle π/2 (transition from Fig. 12.2 to Fig. 12.4). How-
ever, the presence of other beads generates an asymmetry
in the orientation of the hyperbolic manifolds upstream
and downstream of the contact point, inducing a pertur-
bation of angle δ (Fig. 12.4). Therefore the downstream
(un)stable manifold is oriented at an angle φ = π/2 + δ
from the upstream (un)stable manifold. Since the ma-
terial line at the contact point is aligned with the up-
stream unstable manifold, it becomes oriented at an an-
gle δ from the compression direction downstream of the
contact point as per Fig. 15.a and Fig. 12.4.
The asymmetry that generates the perturbation angle

δ also induces a small cusp of initial size ϵ (Fig. 15.a)
that is amplified via compression and stretching to a fold
on the order of the grain size d at the following contact
(Fig.s 15.b and 12.5). Hence the deformation between the
two successive contact points is given by α ≈ d/ϵ. The
net deformation D2n arising from subsequent stretching
events between 2n+1 contact points may then be repre-
sented as

D2n =

n∏
j=1

(
F · [R(φ) · F ·R(φ)⊤]

)
, (27)
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FIG. 15. Illustration of the mechanism motivating the stretch-
ing model for discrete porous media, adapted from Fig. 12.
(a) Immediately after a contact, the material line (black) is
oriented at a angle δ from the stable manifold (blue line) due
to asymmetry of the bead pack. This leads to a cusp of initial
size ϵ that elongates along the unstable manifold (red line).
(b) When approaching the next contact, the cusp has elon-
gated to a length approximately equal to the grain diameter
d.

where R(φ) is the rotation matrix. The eigenvalues ri of
D2n are

ri = {ξ ±
√

ξ2 − 1}n/2, ξ = cos2 δ +
sin2 δ

2α2
(1 + α4).

(28)
The perturbation angle δ can be approximated from the
initial cusp size ϵ as tan δ ≈ ϵ/d, hence for small per-
turbation angle δ, δ ≈ tan δ and δ ≈ ϵ/d = 1/α. Under
these assumptions and in the limit δ → 0, the eigenvalues
ri are

ri ≈

(
3±

√
5

2

)n/2

(29)

Hence the effective stretching from one contact point to
the next (n = 1) is given by the largest eigenvalue r ≈
1.618. If Xc is the average length of the critical line
connecting contact points [13], then the elongation ρ over
distance X

ρ = exp

(
X

Xc
ln(r)

)
, (30)

and so the dimensionless Lyapunov exponent is

λ∞ =
d

Xc
ln(r). (31)

This model (31) can be tested against simulations of
Stokes flow through bcc sphere lattices [10, 11]. In this
system, the Lagrangian kinematics and distance between
contact points is varied by changing the mean flow ori-
entation θ with respect to the lattices symmetries [11].
The latter was estimated by measuring the distance of
critical lines between successive contacts, described by
an analytical model using simple geometrical principles.
The prediction of Eq. (31) is in relatively good agree-
ment with the measured Lyapunov exponents λ∞ for all
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FIG. 16. Comparison of predicted and computed [11] Lya-
punov exponent λ∞ in BCC sphere lattices with various flow
orientations θ with respect to the lattice symmetries. The
numerically computed of Lyapunov exponents are shown as
black circles. The predictions of equation (31) using the nu-
merically measured distance Xc and the analytical approxi-
mation Xc(θ) are shown as red squares and red dashed lines
respectively.

angles θ using either numerical estimates or the analyti-
cal expression for Xc (Fig. 16). It captures the evolution
of the absolute value of the Lyapunov as a function of
θ, while previous predictions for this system were only
relative [11].
Note that Heyman et al. [13], who measured exper-

imentally the Lyapunov exponent λ∞, in random loose
granular packings, linked it to a folding frequency assum-
ing r = ln(2). The slightly different value of r derived
here should therefore introduce a minor adjustment to
the estimated folding frequency in random packings

B. General Formulation for the Lyapunov
Exponent

The models of equations (14) and (31) for the Lya-
punov exponent in continuous and discrete porous media
respectively, can be described by the general expression

λ∞ = f ln(r) (32)

with f the dimensionless frequency of folding events and
r the average incremental stretch at each event,

r = lim
n→∞

〈
ρn+1

ρn

〉
. (33)

For continuous media the frequency f of folding events is
unity, as folding occurs at every pore branching or merg-

ing, but the magnitude of stretching r|ξ +
√
ξ2 − 1| ∈

[1, 2] varies with the pore network parameters δ, ∆ as
per (14) [7]. Conversely, for discrete media the stretch-
ing increment is fixed at r = 1.618, but the frequency of
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FIG. 17. Distribution of Lypapunov exponents λ∞ predicted
from unified theory (32) as a function of dimensionless folding
frequency f and net incremental stretching r. The Lyapunov
exponent for granular packings and pore networks are located
on the black and red lines respectively, and random loose
granular packing and the random pore network are indicated
by a grey and orange dots respectively.

contacts varies with the average length of critical lines
between contact points as f = d/Xc as per (31) which
can be controlled by e.g. altering the flow orientation in
crystalline lattices [10].

These distinct controls on the Lyapunov exponent λ∞
are illustrated in Fig. 17 over the phase space {f, r}. For
continuous media, the Lyapunov exponent can vary from
zero to the theoretical maximum ln 2 ≈ 0.6931 for contin-
uous 3D systems given by the baker’s map. For discrete
media λ∞ ranges from zero to around 0.218 based on an
upper bound of d/Xc ≈ 0.45. While the considered gran-
ular packings and pore networks shown in Fig. 17 cover
limited regions of the phase space {f, r}, more complex
porous media, such as rocks or hierarchical media, may
have mixed continuous/discrete porous media attributes
and thus lie in between these extremes.

VIII. A UNIFIED DESCRIPTION OF MIXING
IN POROUS MEDIA

Despite fundamental differences in pore-scale geome-
try and topology, discrete and continuous porous media
share the same basic mechanism for the generation of
chaotic mixing. The topological complexity inherent to
all porous media generates exponential fluid deformation
at critical points in the fluid/solid boundary that propa-
gates into the fluid interior. This stretching manifests as
2D hyperbolic un/stable manifolds that form a transverse
heteroclinic connection in all but highly symmetric cases,
generating fluid stretching and folding and chaotic mix-
ing. Previous studies have considered the mechanisms

that lead to chaotic mixing in both continuous [7, 8] and
discrete porous media [10, 11], but there remain several
open questions (i-vi) outlined in Section I. This study ad-
dresses these questions, leading to a unified description
of pore-scale mixing in continuous and discrete porous
media.

In Section III, continuous and discrete porous media
were shown to be topologically equivalent by considering
continuous porous media as discrete porous media with
finite-sized connections between grains. Although this
topological equivalence involves inversion of the fluid and
solid phases, this does not impact chaotic mixing because
this is generated by the total negative Gaussian curvature
K of the fluid-solid boundary δΩ in both classes of media.
These media do however differ in that δΩ in continuous
media has mostly negative curvature and so admits sad-
dle points, whereas discrete media has mostly positive
curvature with node points, except at cusp-shaped con-
tacts which have divergent negative curvature and con-
tact points. This difference has significant implications
for generation of chaotic mixing as saddle points generate
chaotic mixing, whereas node and contact points do not.

In Section IV, both classes of media were shown to
exhibit similar fluid stretching dynamics, interior sta-
ble and unstable 2D manifolds that intersect transversely
along 1D critical lines that connect with boundary sad-
dle points (continuous media) or contact points (discrete
media). It was also established, contrary to prior under-
standing [11], that while contact points between grains in
discrete media are degenerate (in that the local velocity
gradient tensor has a zero eigenvalue), in concert with
node points, they can still generate hyperbolic 2D man-
ifolds and chaotic mixing. This establishes that chaotic
mixing is ubiquitous in discrete porous media as contact
points are inherent to these materials.

The mechanisms that drive fluid folding in both dis-
crete and continuous porous media were uncovered in
Section V. For discrete porous media, hold-up of fluid at
contact points generates strong folding during advection,
which manifests as weak folding transverse to the mean
flow direction due to symmetry breaking. This weak fold-
ing is then amplified by fluid stretching and compression,
leading to the formation of highly striated material dis-
tributions. For continuous porous media, strong fold-
ing is generated by fluid hold-up at critical lines in pore
branches. Although fluid mixing is continuous in the
3D pore space, when projected to downstream 2D planes
transverse to the mean flow, this hold-up and strong fold-
ing manifests as discontinuous mixing, which is explored
in Section VI. Weak folding also occurs in continuous
media due to advection over pore branches and mergers,
which is also amplified by stretching and compression to
form striated fluid distributions.

The impacts of discontinuous mixing due to fluid hold-
up at pore branches in continuous media are considered
in Section VI. Although similar hold-up occurs in dis-
crete porous media at contact points, their infinitesimal
size means that they does not generate finite-sized dis-
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continuities. Fluid elements in continuous media undergo
both continuous (SF) and discontinuous (CS) actions ,
which may be summarised as ”cut-stretch-fold-rotate”
in pore branches and ”compress-fold-glue-rotate” in pore
mergers, leading to generation of a web of discontinu-
ities along which cutting and shuffling occur. For sys-
tems that undergo CS only, complete mixing occurs if
this web becomes space filling. We show that growth
of the web of discontinuities can be accurately predicted
by fluid stretching models, and highly stretched fluid el-
ements are predominantly packed into finite-sized pores
by CS rather than folding. As CS is mediated by SF, evo-
lution of the mix-norm measure [54] in continuous media
are accurately predicted by estimates (23) based solely
on the Lyapunov exponent.

In Section VII, a generalised model for the dimen-
sionless Lyapunov exponent in discrete porous media is
presented. This model (31) encodes the fluid stretch-
ing mechanisms uncovered in Section IV and agrees well
with numerical and experimental observations. A uni-
fied model for the dimensionless Lyapunov exponent in
both discrete and continuous porous media is also devel-
oped which is comprised of the product of the magnitude
of stretching increments r and their dimensionless fre-

quency f . For continuous media, the frequency is unity,
but the stretching increment varies due to the orientation
of the pore branches and mergers in the network. Con-
versely, for discrete media the stretching increment over
a contact is fixed but the frequency varies with the length
of critical lines that connect contact points. These spe-
cific models cover a limited range of the parameter space
{f, r}, whereas more complex media such as heteroge-
neous materials may span this space.
As such, the Lyapunov exponent can be used to quan-

tify mixing in all porous media (Fig. 17) and provide a
basis for optimisation of mixing and transport in engi-
neered porous materials. Thus predictive theories [7, 13]
for the Lyapunov exponent play an important role in un-
derstanding and quantifying mixing in porous media, and
recently developed characterisation techniques [14] facili-
tate measurement of the Lyapunov exponent for a broad
range of porous materials. In conjunction with previous
studies [7–13], these insights provide a complete descrip-
tion of the mechanisms that govern mixing in porous me-
dia, and so facilitate the development of improved theo-
ries of a wide range of physical, chemical and biological
fluid-borne phenomena in porous media, as well as design
tools for novel porous architectures with tuneable mixing
and transport properties.
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Turk, K. Mecke, and C. Bechinger, Permeability of
porous materials determined from the euler character-
istic, Physical Review Letters 109, 264504 (2012).

[40] R. T. Armstrong, J. E. McClure, V. Robins, Z. Liu, C. H.
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