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THE PHOTOGRAPHY TRANSFORMS AND THEIR ANALYTIC

INVERSION FORMULAS

DUO LIU, GANGRONG QU, AND SHAN GAO

Abstract. The light field reconstruction from the focal stack can be mathe-
matically formulated as an ill-posed integral equation inversion problem. Al-
though the previous research about this problem has made progress both in
practice and theory, its forward problem and inversion in a general form still
need to be studied. In this paper, to model the forward problem rigorously, we
propose three types of photography transforms with different integral geometry
characteristics that extend the forward operator to the arbitrary n-dimensional
case. We prove that these photography transforms are equivalent to the Radon
transform with the coupling relation between variables. We also obtain some
properties of the photography transforms, including the Fourier slice theorem,
the convolution theorem, and the convolution property of the dual operator,
which are very similar to those of the classic Radon transform. Furthermore,
the representation of the normal operator and the analytic inversion formula
for the photography transforms are derived and they are quite different from
those of the classic Radon transform.

1. Introduction

A light field is modeled as a function that describes the radiance of all light rays
coming from a position along a particular direction in space [7]. Since the light
field records rich high-dimensional visual information of scene [1], it can be widely
used in various important applications, such as digital refocusing [17], the depth
reconstruction [13], the 3-D scene reconstruction [9], and intelligent detection [12].
Hence, it is a core problem to get a high-quality light field.

In addition to obtaining the light field from some physical systems directly [21,
26, 27], an economical, convenient, and flexible way is to reconstruct the light field
from the focal stack [2] which is a set of films focused at different depths. The focal
stack is defined as an integral as follows,

gF ′(x̄1, x̄2) = |F ′|−2

×

∫

R2

fF

(
F

F ′
x̄1 +

(
1−

F

F ′

)
u1,

F

F ′
x̄2 +

(
1−

F

F ′

)
u2, u1, u2

)
du1u2,

(1)

where F is the depth of the reference plane from the lens plane, F ′ is the separation
between the lens plane and the arbitrary focal plane, gF ′ represents the focal stack
at depth F ′, fF is the light field parameterized by the lens plane and the reference
plane (see Figure 1). Equation (1) is the forward operator that models the focal
stack obtained by a given light field. On the contrary, if gF ′ is given for any F ′,
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then the problem of how to reconstruct the light field from the focal stack can be
mathematically expressed as an inverse problem how to get fF from gF ′ by solving
the integral equation (1).

u2

u1

x2

x1

x̄2

x̄1

depth

F ′

F
fF (x1, x2, u1, u2)

(u1, u2)

(x1, x2)

(x̄1, x̄2)

Lens plane Focal planeReference plane

Figure 1. The light field fF in lens plane u1u2, reference plane
x1x2, and focal plane x̄1x̄2. fF (u1, u2, x1, x2) is the radiance along
the given ray passing through the points (u1, u2) and (x1, x2).

We briefly summarize previous research on equation (1) from the perspective
of the forward problem and the inverse problem, respectively. On the one hand,
it is noticeable that the forward operator is a linear integral operator. In Ren’s
pioneering work [18], based on a mathematical description of the forward problem,
two key properties of the forward operator were given, including the Fourier slice
theorem and the convolution theorem. These properties are quite similar to those
satisfied by the classic Radon transform. Furthermore, other works also noticed the
potential relation between the forward operator and the classic Radon transform
formally [11, 20]. In terms of numerical implementation, the fast discretization of
equation (1) was considered in [14, 16].

On the other hand, the inversion of the integral equation (1) is an ill-posed
linear inverse problem. Analogous to the analytic reconstruction method [15, 19]
and algebraic iterative scheme [3, 8, 22] for the inversion of the classic Radon
transform, some methods have been established in light field reconstruction from
the focal stack, including the filtered back-projection (FBP)-like method [10, 11]
and the weighted Landweber iterative scheme [11, 28]. Since the collection of the
focal stack is under-sampled in practice, the optimization method based on the light
field prior [5] and data-driven unrolling algorithm [4] were also applied to solving
the integral equation (1).

Even though progress for equation (1) has been made as above, four problems
remain in theory. First of all, the absence of a rigorous definition for the forward
operator in a more general space hinders our in-depth exploration of this light
field reconstruction problem. Secondly, the relation of the Radon transform to the
forward operator is not clear. Next, the properties of the forward operator are not
fully obtained since the adjoint of the forward operator has not been defined so far.



PHOTOGRAPHY TRANSFORMS AND THEIR INVERSION FORMULAS 3

Finally, there are only some specific inversion methods, lacking a general analytic
inversion formula.

The goal of the present paper is to study the theory of some general photography
transforms. The theory provides solutions to the above four problems correspond-
ingly. Firstly, three generalized forms of photography transform with different
integral geometry characteristics are proposed, which all arise from the forward
problem of the light field reconstruction from the focal stack. Secondly, the equiv-
alence between the photography transforms and the coupled Radon transform pro-
posed in this paper is given. Thirdly, a series of new properties satisfied by both
these photography transforms and their dual operators are obtained. Fourthly, gen-
eral inversion formulas for the photography transforms are established and these
formulas can derive the FBP method and back-projection filtered (BPF) method.

The paper is organized as follows. In section 2, we generalize the integral equa-
tion (1) from the actual scene directly, and then propose a definition of the pho-
tography transform. In section 3, we study the properties of the photography
transform by which the previous results for the forward operator of the integral
equation (1) are extended. In section 4, we derive the analytic inversion formu-
las for the 1-dimensional and 2-dimensional photography transform as well as the
corresponding analytic reconstruction algorithms. Other two types of photography
transforms are defined and discussed in section 5.

2. Definition of the photography transform

In this section, we introduce a photography transform to model the general
forward problem which comes from the light field reconstruction from the focal
stack.

We begin with the physical background of a conventional camera model. The
simple camera model is as follows. Let fF (x1, x2, u1, u2) be the radiance along a
ray inside the camera from (u1, u2) on the lens plane to (x1, x2) on the sensor plane,
where we use two-plane to parameterize the light field fF (see Figure 2) and F is
the distance between the plane of the lens and the plane of the sensor. Assume
that the extent of the lens and sensor is infinite. The film that images on the sensor
inside the conventional camera is formulated as an integral of the radiance coming
through the lens under simplifications:

gF (x1, x2) =
1

F 2

∫

R2

fF (x1, x2, u1, u2) du1u2, (2)

where gF denotes the film at a distance F from the lens.
Now, we consider how to get the focal stack gF ′ at another distance F ′ on the

focal plane (see Figure 1) instead of integrating the light field fF ′ again like in (2)
directly (in this time, the sensor plane at depth F is called the reference plane). In
fact, we can reparameterize fF ′ by fF (2-dimensional case see Figure 3), i.e.,

fF ′(x̄1, x̄2, u1, u2) = fF

(
F

F ′
x̄1 +

(
1−

F

F ′

)
u1,

F

F ′
x̄2 +

(
1−

F

F ′

)
u2, u1, u2

)
.

Combining with the (2), we get a useful approach (1) to calculate the focal stack
gF ′ only by fF .

Let α = F ′/F for simplicity, then F ′ = αF . Without loss of generality, let

F = 1 and define f , f1. Inspired by the above background, we put forward the
n-dimensional photography transform as follows.
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u2

u1

x2

x1

F
fF (x1, x2, u1, u2)

(u1, u2)

(x1, x2)

Lens plane Sensor plane

Figure 2. Two-plane parameterization of the light field
fF (x1, x2, u1, u2).

F
F ′

u1

x1

x̄1

x̄1 − u1

x1 − u1

x̄1−u1

x1−u1
= F ′

F

Lens plane Reference plane Focal plane

Figure 3. Reparameterization of fF ′(x̄1, u1) by fF (x1, u1). The
figure shows the simplified 2-dimensional case involving only u1,
x1, and x̄1. By similar triangles, we have x1 = F

F ′
x̄1+

(
1− F

F ′

)
u1.

Since the ray from u1 to x1 and the ray from u1 to x̄1 are the same,
there holds fF ′(x̄1, u1) = fF

(
F
F ′
x̄1 +

(
1− F

F ′

)
u1, u1

)
.

Definition 2.1. Let f(x,u) ∈ S(R2n), the Schwartz space. For α ∈ (R−{0}) and
x̄ = (x̄1, · · · , x̄n)

⊤ ∈ R
n, we define the photography transform P of a function f as

Pf(α, x̄) = |α|−n

∫

Rn

f

(
1

α
x̄+

(
1−

1

α

)
u,u

)
du, (3)

where x = (x1, · · · , xn)
⊤ ∈ R

n and u = (u1, · · · , un)
⊤ ∈ R

n.

Remark 2.2. (i) Obviously, Pf is a function defined on (R − {0})× R
n of Rn+1

and the photography transform P is a linear operator which maps a function on
R

2n into a function on R
n+1. We also write

Pαf(x̄) = Pf(α, x̄). (4)
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If f ∈ S(R2n), then Pf and Pαf are in the Schwartz space on (R− {0})×R
n and

R
n respectively. In particular, Pαf is called the focal stack for n = 2.
(ii) To get Pf from any known f is a linear forward problem. Meanwhile, we

also care about the ill-posed inverse problem, i.e., how to reconstruct the function
f from given measurements Pf . When n = 2, the forward problem and the inverse
problem are called refocusing [18] and the light field reconstruction from the focal
stack [11, 20], respectively.

(iii) In practice, we mainly focus on cases when n = 1 and n = 2. Explicitly, for
f(x1, u1) ∈ S(R2) Pf is defined as

Pf(α, x̄1) = |α|−1

∫

R

f

(
1

α
x̄1 +

(
1−

1

α

)
u1, u1

)
du1 (5)

when n = 1 and for f(x1, x2, u1, u2) ∈ S(R4) Pf is defined as

Pf(α, x̄1, x̄2) = |α|−2

×

∫

R2

f

(
1

α
x̄1 +

(
1−

1

α

)
u1,

1

α
x̄2 +

(
1−

1

α

)
u2, u1, u2

)
du1u2

(6)

when n = 2. Note that (1) and (6) coincide except for the notation of variables.
Thus, the photography transform P can be seen as a high-dimensional extension for
the forward operator behind the forward problem of the light field reconstruction
problem.

3. Properties of the photography transform

In this section, we mainly study the properties of both the photography transform
defined in the above section and its dual operator.

3.1. Relation of the photography transform with the Radon transform.

To clarify the relationship between the photography transform and the Radon trans-
form, we need to define a new special transform, that is, the coupled Radon trans-
form.

Definition 3.1. Let f(x,u) ∈ S(R2n). For α ∈ R and x̄ ∈ R
n, the coupled Radon

transform of f is defined by

Rcf((α, 1− α), x̄) =

∫

Rn

∫

Rn

f(x,u)δ(αx+ (1− α)u − x̄) dx du, (7)

where δ represents the δ-function.

Remark 3.2. Since the multiple dimensional delta function δ(x) = δ(x1)× · · · ×
δ(xn) corresponds to

∏n
i=1 δ(xi) [6], the n-dimensional δ-function in the integral

(7) can be expressed as the product of n 1-dimensional δ-functions.

We recall two types of the classic Radon transforms R and R1 [23] defined by

Rf(θ, p) =

∫

θ·(x,u)=p

f(x,u) ds,

for θ ∈ S2n−1, the unite sphere of R2n and p ∈ R, and

R1f(α, p) =

∫

Rn

∫

Rn

f(x,u)δ(α · (x,u)− p) dxdu
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for α ∈ R
2n, p ∈ R. It is noted that there are two differences between the definitions

of the coupled Radon transform Rc and classic Radon transform R1. Firstly, the
integrand in the integral of R1f contains only one 1-dimensional δ-function, while
that of Rcf contains the product of n 1-dimensional δ-functions (see Remark 3.2).
Moreover, the variables (x,u) in the integral of R1f are multiplied by the distinct
elements in α independently. But for any pair of variables (xi, ui) from (x,u) in the
integral of Rcf , x1, . . . , xn are coupled by multiplying the same α, and u1, . . . , un

are multiplied by the same (1 − α). Therefore Rc is called the coupled Radon
transform due to the coupling relation between variables.

Then we can establish the equivalent relation between the photography transform
P and the coupled Radon transform Rc by the following theorem.

Theorem 3.3. If f(x,u) ∈ S(R2n), then for any α ∈ (R− {0}) and x̄ ∈ R
n

Pf(α, x̄) = Rcf((α, 1− α), x̄). (8)

Proof. By variables substitutions x = αx′ + (1 − α)u′ and u = u
′, for any α ∈

(R− {0}) we have
∫

Rn

∫

Rn

f(x′,u′)δ(αx′ + (1 − α)u′ − x̄) dx′ du′

= |α|−n

∫

Rn

∫

Rn

f

(
1

α
x+

(
1−

1

α

)
u,u

)
δ(x− x̄) dx du

= |α|−n

∫

Rn

f

(
1

α
x̄+

(
1−

1

α

)
u,u

)
du,

which completes the proof. �

By the coupled Radon transform, the range of the photography transform P can
be extended to S(R×R

n) and then in the following we assume that Pf is defined
on R× R

n.
For n = 1, there is a stronger equivalent relation between the photography

transform and the classic Radon transform.

Corollary 3.4. For n = 1 we have

Pf(α, x̄1) = R1f((α, 1 − α), x̄1)

=
1√

α2 + (1− α)2
Rf

(
(α, 1− α)

‖(α, 1− α)‖
,

x̄1

‖(α, 1− α)‖

)
.

Proof. The first equality is a direct corollary of (8) by letting n = 1, and the second
equality is guaranteed by the fact that R1f is a homogeneous function of degree -1
[23]. �

3.2. Fourier slice theorem and convolution theorem. Similar to the classic
Radon transform, many important properties of the photography transform are
related to the Fourier transform and convolution. In this paper, whenever the
Fourier transform or convolution of functions on R×R

n is applied it is to be taken
with respect to the second variable, i.e., for any h, g ∈ S(R× R

n),

h ∗ g(α, x̄) =

∫

Rn

h(α, x̄− x̄
′)g(α, x̄′) dx̄′, (9)

ĥ(α, ξx̄) =

∫

Rn

e−2πix̄·ξx̄h(α, x̄) dx̄, (10)



PHOTOGRAPHY TRANSFORMS AND THEIR INVERSION FORMULAS 7

where ξx̄ = (ξx̄1
, . . . , ξx̄n

)⊤ ∈ R
n.

Here we have two properties of the photography transform P related to the
Fourier transform and convolution.

Theorem 3.5. For f(x,u), g(x,u) ∈ S(R2n), we have
(i)

(Pαf )̂ (ξx̄) = f̂(αξx̄, (1− α)ξx̄), α ∈ R. (11)

(ii)
Pα(f ∗ g) = Pαf ∗ Pαg, α ∈ R. (12)

Proof. Using the Fourier transform defined by (10), we get

(Pαf )̂ (ξx̄) =

∫

Rn

e−2πix̄·ξx̄Pαf(α, x̄) dx̄

= |α|−n

∫

Rn

e−2πix̄·ξx̄

∫

Rn

f

(
1

α
x̄+

(
1−

1

α

)
ū, ū

)
dū dx̄.

Making the substitutions u = ū and x = 1
α x̄+

(
1− 1

α

)
ū we obtain

(Pαf )̂ (ξx̄) =

∫

Rn

∫

Rn

e−2πi(αx+(1−α)u)·ξx̄f(x,u) dx du

= f̂(αξx̄, (1− α)ξx̄).

This proves the first formula.

By (11) and an equality (f ∗ g)̂ = f̂ ĝ,

(Pα(f ∗ g))̂ (ξx̄) = (f ∗ g)̂ (αξx̄, (1− α)ξx̄)

= (f̂ ĝ)(αξx̄, (1− α)ξx̄)

= f̂(αξx̄, (1 − α)ξx̄) ĝ(αξx̄, (1− α)ξx̄)

= (Pα(f))̂ (ξx̄) (Pα(g))̂ (ξx̄).

The second formula follows immediately by applying inverse Fourier transform to
both sides of the above equality. �

Remark 3.6. (i) Theorem 3.5 extends the results in [18] just for n = 2 to the
arbitrary n-dimensional case and is proven more directly than the proof by a so-
called generalized Fourier slice theorem used in [18]. According to the definition (9)
and (10) at the beginning of this subsection, Theorem 3.5 is also true if we substitute
Pα by P . This result shows that the photography transform P retains or partially
inherits those properties of the classic Radon transform about the convolution and
Fourier transform in [15].

(ii) Theorem 3.5 (i) is also called the projection theorem or Fourier slice theorem
of the photography transform P . This theorem states that taking the n-dimensional

Fourier transform to Pαf is equivalent to picking out the value of f̂(ξx, ξu) on the
1-dimensional collection of n-dimensional subspaces

⋃

α∈R

{
(ξx, ξu) ∈ R

2n : ξx = αξx̄, ξu = (1− α)ξx̄, ξx̄ ∈ R
n
}
. (13)

For n = 1, it is noted that the whole region in the frequency domain of f̂ can be
covered by taking the Fourier transform to Pf . But in general, we can not do the
same thing when n ≥ 2 since (Pαf )̂ is only known on the 1-dimensional collection
of n-dimensional subspaces (13) instead of the entire frequency domain. (11) can
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be used as a basis of the Fourier reconstruction method, however, one will face the
difficulty of serious insufficient information in the frequency domain for n ≥ 2.

(iii) Theorem 3.5 (ii) is the convolution theorem of the photography transform
P . This theorem can be intuitively understood as a fact that if the real light field is
given by convolving an ideal light field f with a function g, then the film Pα(f ∗ g)
obtained from the real light field f ∗ g is equivalent to the convolution of the film
Pαf obtained from the ideal light field f with the function Pαg. Assuming that
g is known, we can either simulate the film in reality from the given ideal film or
recover the ideal film from the given real film.

3.3. dual operator. In the last subsection, we will discuss the dual operator of
the photography transform and its related properties. To define dual operators P ∗

α,
P ∗, we begin with

∫

Rn

Pαf(x̄)g(x̄) dx̄ = |α|−n

∫

Rn

∫

Rn

f

(
1

α
x̄+

(
1−

1

α

)
ū, ū

)
g(x̄) dūdx̄

=

∫

Rn

∫

Rn

f(x,u)g(αx+ (1− α)u) dx du. (14)

Defining
(P ∗

αg)(x,u) = g(αx+ (1− α)u).

and combining with (14) we have
∫

Rn

Pαf(x̄)g(x̄) dx̄ =

∫

Rn

∫

Rn

f(x,u)(P ∗
αg)(x,u) dx du.

Integrating over R we get

∫

R

∫

Rn

Pf(α, x̄)g(α, x̄) dx̄dα =

∫

Rn

∫

Rn

f(x,u)P ∗g(x,u) dxdu.

Thus

P ∗g(x,u) =

∫

R

g(α, αx+ (1− α)u) dα. (15)

Note that P and P ∗ form a dual pair in the sense of integral geometry: while P
integrates overall points in the linear manifold

M = {(x,u) ∈ R
2n : αx+ (1 − α)u− x̄ = 0},

P ∗ integrates over all linear manifolds

Mα =
{
(x′,u′) ∈ R

2n : αx′ + (1− α)u′ = αx+ (1− α)u
}

with respect to α through the point (x,u).
The following property combines the dual operator P ∗ with the convolution.

Theorem 3.7. For f(x,u) ∈ S(R2n) and g(α, x̄) ∈ S(Rn+1), we have

(P ∗g) ∗ f = P ∗(g ∗ Pf). (16)

Proof. By (15), we have

((P ∗g) ∗ f)(x,u)

=

∫

Rn

∫

Rn

P ∗g(x− x
′,u− u

′)f(x′,u′) dx′ du′

=

∫

Rn

∫

Rn

∫

R

g(α, α(x− x
′) + (1− α)(u − u

′))f(x′,u′) dα dx′ du′. (17)
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which is the left side of (16). Using (9), (15) and (3) for the right side of (16) we
obtain

(P ∗(g ∗ Pf))(x,u)

=

∫

R

(g ∗ Pf)(α, αx+ (1− α)u) dα

=

∫

R

∫

Rn

g(α, αx+ (1− α)u − x̄)Pf(α, x̄) dx̄dα

= |α|−n

∫

R

∫

Rn

∫

Rn

g(α, αx+ (1− α)u− x̄)f

(
1

α
x̄+

(
1−

1

α

)
ū, ū

)
dūdx̄ dα.

Changing variables by letting u
′ = ū and x

′ = 1
α x̄+

(
1− 1

α

)
ū, we get

(P ∗(g∗Pf))(x,u) =

∫

R

∫

Rn

∫

Rn

g(α, α(x−x
′)+(1−α)(u−u

′))f(x′,u′) dx′ du′ dα.

(18)
Then the proof is completed by comparing (17) with (18). �

Remark 3.8. Theorem 3.7 implies that P ∗ preserves the convolution property of
the dual operator for the classic Radon transform in [15].

It can be found from the above theorems that some properties of the photography
transform P are consistent with or close to those of the classic Radon transform.
However, the following theorem shows us an intrinsic difference between two trans-
forms. Then we conclude this section with the convolution representation of the
normal operator P ∗P and related useful discussion.

Theorem 3.9. Let f(x,u) ∈ S(R2n). Then for any j = 1, . . . , n, we have

P ∗Pf =
|xj − uj |

n−2
∏n

i=1,i6=j δ
(
sin(φj − φi)

)

‖(xj , uj)‖n−1
∏n

i=1,i6=j ‖(xi, ui)‖
∗ f, (19)

where for any finite sequence ai,
∏n

i=1,i6=j ai is taken as 1 when n = 1, and φi =

arg(xi, ui), the principal argument of (xi, ui), i.e., (xi, ui) = r(cos(φi), sin(φi))
⊤,

φi ∈ [0, 2π), r ∈ [0,∞).

Proof. By (15) and the equivalent definition of photography transform (7), we have

P ∗Pf(x,u)

=

∫

R

Pf(α, αx+ (1− α)u) dα

=

∫

R

∫

Rn

∫

Rn

f(x′,u′)δ(α(x′ − x) + (1− α)(u′ − u)) dx′ du′ dα

=

∫

Rn

∫

Rn

f(x′,u′)∏n
i=1 ‖(xi − x′

i, ui − u′
i)‖

∫

R

[α2 + (1− α)2]−
n
2

n∏

i=1

δ

(
α√

α2 + (1 − α)2

×
xi − x′

i

‖(xi − x′
i, ui − u′

i)‖
−

α− 1√
α2 + (1− α)2

ui − u′
i

‖(xi − x′
i, ui − u′

i)‖

)
dα dx′ du′.

For i = 1, . . . , n, denote

cosφi =
xi − x′

i

‖(xi − x′
i, ui − u′

i)‖
, sinφi =

ui − u′
i

‖(xi − x′
i, ui − u′

i)‖
.
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Breaking the inner integral into the positive and negative parts and making the
substitution tan θ = 1− 1

α (dα = (cos θ − sin θ)−2 dθ), we have

∫ +∞

0

+

∫ 0

−∞

[α2 + (1− α)2]−
n
2

n∏

i=1

δ

(
α√

α2 + (1− α)2
cosφi

−
α− 1√

α2 + (1− α)2
sinφi

)
dα

=

∫ π
4

−π
2

+

∫ π
2

π
4

| cos θ − sin θ|n−2
n∏

i=1

δ(cos θ cosφi − sin θ sinφi) dθ

=

∫ π
2

−π
2

| cos θ − sin θ|n−2
n∏

i=1

δ
(
cos(θ + φi)

)
dθ

by the following equalities

α2 + (1− α)2]−
1
2 = | cos θ − sin θ|,

α√
α2 + (1 − α)2

=
| cos θ − sin θ|

cos θ − sin θ
cos θ,

α− 1√
α2 + (1 − α)2

=
| cos θ − sin θ|

cos θ − sin θ
sin θ.

Note that

∫ 3π
2

π
2

| cos θ − sin θ|n−2
n∏

i=1

δ
(
cos(θ + φi)

)
dθ

=

∫ π
2

−π
2

| cos θ − sin θ|n−2
n∏

i=1

δ
(
cos(θ + φi)

)
dθ.

By 2π-periodicity of sine and cosine functions, for any j = 1, . . . , n we get

∫ π
2

−π
2

| cos θ − sin θ|n−2
n∏

i=1

δ
(
cos(θ + φi)

)
dθ

=
1

2

∫ 3π
2

−π
2

| cos θ − sin θ|n−2
n∏

i=1

δ
(
cos(θ + φi)

)
dθ

=
1

2

∫ 3π
2
−φj

−π
2
−φj

∣∣ cos(θ − φj)− sin(θ − φj)
∣∣n−2

δ(cos θ)
n∏

i=1,i6=j

δ
(
cos(θ + φi)

)
dθ

=
1

2

∫ 2π

0

∣∣ cos(θ − φj)− sin(θ − φj)
∣∣n−2

δ(cos θ)

n∏

i=1,i6=j

δ
(
cos(θ + φi − φj)

)
dθ

=

∫ π

0

∣∣(cosφj + sinφj) cos θ + (sinφj − cosφj) sin θ
∣∣n−2

δ(cos θ)

×
n∏

i=1,i6=j

δ
(
cos(φj − φi) cos θ + sin(φj − φi) sin θ

)
dθ.
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Letting t = cos θ, we obtain
∫ π

0

∣∣(cosφj + sinφj) cos θ + (sinφj − cosφj) sin θ
∣∣n−2

δ(cos θ)

×
n∏

i=1,i6=j

δ
(
cos(φj − φi) cos θ + sin(φj − φi) sin θ

)
dθ

=

∫ 1

−1

∣∣(cosφj + sinφj)t+ (sinφj − cosφj)(1 − t2)
1
2

∣∣n−2
δ(t)

×

n∏

i=1,i6=j

δ
(
cos(φj − φi)t+ sin(φj − φi)(1 − t2)

1
2

)
(1− t2)−

1
2 dt

= | sinφj − cosφj |
n−2

n∏

i=1,i6=j

δ
(
sin(φj − φi)

)
.

Combining with the definition of φj , we have

P ∗Pf(x,u)

=

∫

Rn

∫

Rn

|sinφj − cosφj |
n−2

∏n
i=1 ‖(xi − x′

i, ui − u′
i)‖

f(x′,u′)

n∏

i=1,i6=j

δ
(
sin(φj − φi)

)
dx′ du′

=

∫

Rn

∫

Rn

∣∣(xj − x′
j)− (uj − u′

j)
∣∣n−2∏n

i=1,i6=j δ
(
sin(φj − φi)

)
∥∥(xj − x′

j , uj − u′
j)
∥∥n−1∏n

i=1,i6=j ‖(xi − x′
i, ui − u′

i)‖
f(x′,u′) dx′ du′,

Hence, the result follows. �

Remark 3.10. By checking the proof, we can get an equivalent form of (19) only
with respect to (x,u). Since

δ (sin(φj − φi)) =
δ
(
(uj − u′

j)(xi − x′
i)− (ui − u′

i)(xj − x′
j)
)

‖(xi − x′
i, ui − u′

i)‖‖(xj − x′
j , uj − u′

j)‖
,

then

P ∗Pf =




|xj − uj|
n−2

n∏

i=1,i6=j

δ
(
ujxi − uixj

)



 ∗ f.

Corollary 3.11. For f(x,u) ∈ S(R2n).
(i) For n = 1, the formula (19) reads as

P ∗Pf = |x1 − u1|
−1 ∗ f. (20)

(ii) For n = 2, the formula (19) reads as

P ∗Pf =
δ(sin(φ− ϕ))

‖(x1, u1)‖‖(x2, u2)‖
∗ f, (21)

where φ = arg(x1, u1) and ϕ = arg(x2, u2).

Remark 3.12. For f(x,u) ∈ S(R2n), the normal operator of the classic Radon
transform is represented by [15]

R#Rf = |S2n−2|‖(x,u)‖−1 ∗ f,

where R# is the dual operator of R and |Sm−1| is the surface of the unit sphere
Sm−1 in R

m. Comparing this formula with the corresponding representation for
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the photography transform in Theorem 3.9, we can obtain the following difference
apart from the constant coefficient.

(i) For n = 1, the convolution kernel in the expression of P ∗Pf is |x1 − u1|
−1

instead of ‖(x1, u1)‖
−1 in R#Rf . There is a noticeable difference between the two

kernels. Note that

‖(x1, u1)‖
−1 → 0, as x1 → ∞ and u1 → ∞.

Nevertheless, this is not true for |x1 − u1|
−1 since letting x1 = u1 + 1 we have

|x1 − u1| ≡ 1 9 0, as x1 → ∞ and u1 → ∞.

(ii) For n = 2, the difference between two convolution kernels is more significant.
First of all, the convolution kernel in P ∗Pf includes δ-function which depends on
the angle variables φ and ϕ. In other words, the convolutional representation only
becomes non-zero under the specific condition when φ = ϕ or φ = ϕ± π. But this
holds without any condition for the convolution representation of R#Rf . In addi-
tion, the norm part of the convolution kernel of P ∗Pf is ‖(x1, u1)‖

−1‖(x2, u2)‖
−1

instead of ‖(x1, x2, u1, u2)‖
−1 in R#Rf . In fact, by Cauchy-Schwarz inequality we

have

‖(x1, u1)‖
−1‖(x2, u2)‖

−1 ≤ ‖(x1, x2, u1, u2)‖
−1, ∀ x1, x2, u1, u2 ∈ R.

The above different features of the convolution kernel in P ∗Pf are all generated
by the coupling relation between variables in the definition of the photography
transform.

4. Inversion formula for the photography transform

An exact analytic inversion formula for the photography transform is not only
of great importance for the development of inversion algorithms, especially for an-
alytic reconstruction methods, but also plays a vital role in the study of the local
dependence of the solution on the data. In this section, we derive the analytic inver-
sion formulas for the 1-dimensional photography transform without any assumption
and for the 2-dimensional photography transform with a certain assumption.

We first recall the Fourier slice theorem in the last section for n = 1, that is,

(Pf )̂ (α, ξx̄1
) = f̂(αξx̄1

, (1− α)ξx̄1
), α ∈ R. (22)

According to our analysis in Remark 3.6, all values of f̂(ξx1
, ξu1

) in the frequency

domain can be uniquely determined by (Pf )̂ (α, ξx̄1
) which means f̂ is known on

R
2 in this sense (see Figure 4). This analysis can be used as a starting point for

constructing the inversion formula for the 1-dimensional photography transform.
For n = 2 we have

(Pf )̂ (α, ξx̄1
, ξx̄2

) = f̂(αξx̄1
, αξx̄2

, (1− α)ξx̄1
, (1 − α)ξx̄2

), α ∈ R. (23)

Unfortunately, all values of f̂(ξx1
, ξx2

, ξu1
, ξu2

) in the frequency domain can not be

determined by (Pf )̂ (α, ξx̄1
, ξx̄2

), since one only knows the information of f̂ on the
1-dimensional collection of 2-dimensional subspaces
⋃

α∈R

{
(ξx1

, ξx2
, ξu1

, ξu2
) ∈ R

4 : ξxi
= αξx̄i

, ξui
= (1− α)ξx̄i

, ξx̄i
∈ R, i = 1, 2

}
,

(24)
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which, in fact, is only a subset of the whole frequency domain. To overcome this
difficulty so that the 2-dimensional photography transform can be inverted, we
introduce the following assumption.

2-D Fourier Transform

1-D Fourier Transform

P

f̂

Pf (Pf )̂

f

Figure 4. The relationship between the Fourier transform and
the photography transform P when n = 1.

4-D Fourier Transform

2-D Fourier Transform

P

f̂

Pf (Pf )̂

f

Assumption 4.1

Figure 5. The relationship between the Fourier transform and
the photography transform P when n = 2.

Assumption 4.1. For f(x,u) ∈ S(R4), the Fourier transform of f satisfies

f̂(ξx1
, ξx2

, sξx1
+ tξx2

, sξx2
− tξx1

) = f̂(ξx1
, ξx2

, sξx1
, sξx2

)δ(t), ∀ ξx1
, ξx2

, s, t ∈ R.
(25)

Remark 4.2. If f satisfies the Assumption 4.1, its Fourier transform includes
non-zero entries only on the 1-dimensional collection of 2-dimensional subspaces

⋃

s∈R

{
(ξx1

, ξx2
, ξu1

, ξu2
) ∈ R

4 : ξui
= sξxi

, i = 1, 2
}
. (26)

It is noted that the light field in a Lambertian scene of slope s [10, 20, 25] in which
all rays from a point have the same radiance, satisfies this assumption.

Then, for n = 2, under the above assumption, we can obtain all values of f̂ on
the whole frequency domain according to (Pf )̂ (see Figure 5), since (24) coincides
with (26) by making appropriate variable substitutions. Thus, we can also establish
the inversion formula for the 2-dimensional photography transform.

To proceed, we need to introduce the Riesz potential Iβ and the coupled Riesz
potential Iβc by

(Iβf )̂ (ξx, ξu) = ‖(ξx, ξu)‖
−β f̂(ξx, ξu), β < 2n,

and

(Iβc f )̂ (ξx1
, ξx2

, ξu1
, ξu2

) = ‖(ξx1
, ξx2

)‖−β‖(ξu1
, ξu2

)‖−β f̂(ξx1
, ξx2

, ξu1
, ξu2

), β < 2.
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If Iβ is applied to functions g(α, x̄) on R × R
n it acts on the second variable. By

the definition of Iβ and Iβc , the following formulas

I−βIβf = f,

I−β
c Iβc f = f,

can be verified easily.
Now, we give the analytic inversion formulas for the 1- and 2-dimensional pho-

tography transform P , respectively.

Theorem 4.3. Let f(x,u) ∈ S(R2n) and denote

P ∗
β g =





P ∗
((

α2 + (1− α)2
)− β

2 g
)
, if n = 1,

P ∗
(
|α|2−β |1− α|−βg

)
, if n = 2.

Then
(i) for n = 1 and any β < 2, we have

f = I−βP ∗
β I

β−1g, g = Pf ; (27)

(ii) for n = 2 and any β < 2, under Assumption 4.1, we have

f = I−β
c P ∗

β I
2(β−1)g, g = Pf. (28)

Proof. We first prove the result for n = 1. By the definition of Iβ , we get

Iβf(x1, u1) =

∫

R2

f̂(ξx1
, ξu1

)‖(ξx1
, ξu1

)‖−βe2πi(ξx1
x1+ξu1

u1) dξx1
ξu1

.

Changing variables by letting ξx1
= αξx̄1

and ξu1
= (1− α)ξx̄1

yields

Iβf(x1, u1) =

∫

R

∫

R

f̂(αξx̄1
, (1− α)ξx̄1

)
(
α2 + (1− α)2

)− β
2 |ξx̄1

|1−βe2πiAξx̄1 dξx̄1
dα,

where A = αx1 + (1− α)u1. Using (22) we obtain

Iβf(x1, u1) =

∫

R

(
α2 + (1 − α)2

)−β
2

∫

R

(Pf )̂ (α, ξx̄1
)|ξx̄1

|1−βe2πiAξx̄1 dξx̄1
dα.

The inner integral can be expressed as a form with Riesz potential, hence

Iβf(x1, u1) =

∫

R

(
α2 + (1− α)2

)− β
2 I1−βPf(α, αx1 + (1− α)u1) dα

= P ∗
β I

1−βPf(x1, u1)

and then the inversion formula for n = 1 follows by applying I−β to both sides of
the above equality.

Similarly, for n = 2 we have

Iβc f(x1, x2, u1, u2) =

∫

R2

∫

R2

f̂(ξx1
, ξx2

, ξu1
, ξu2

)‖(ξx1
, ξx2

)‖−β‖(ξu1
, ξu2

)‖−β

× e2πi(ξx1
x1+ξx2

x2+ξu1
u1+ξu2

u2) dξu1
ξu2

dξx1
ξx2

.

Introducing the substitutions ξu1
= sξx1

+ tξx2
, ξu2

= sξx2
− tξx1

in the inner
integral yields

Iβc f(x1, x2, u1, u2) =

∫

R2

∫

R2

f̂(ξx1
, ξx2

, sξx1
+ tξx2

, sξx2
− tξx1

)‖(ξx1
, ξx2

)‖2−β

× ‖(sξx1
+ tξx2

, sξx2
− tξx1

)‖−βe2πiB dst dξx1
ξx2

,



PHOTOGRAPHY TRANSFORMS AND THEIR INVERSION FORMULAS 15

where

B = (x1 + su1 − tu2)ξx1
+ (x2 + su2 + tu1)ξx2

.

By Assumption 4.1,

Iβc f(x1, x2, u1, u2) =

∫

R2

∫

R

∫

R

f̂(ξx1
, ξx2

, sξx1
, sξx2

)δ(t)‖(ξx1
, ξx2

)‖2−β

× ‖(sξx1
+ tξx2

, sξx2
− tξx1

)‖−βe2πiB dt ds dξx1
ξx2

.

Using the properties of the δ-function follows that

Iβc f(x1, x2, u1, u2) =

∫

R2

∫

R

f̂(ξx1
, ξx2

, sξx1
, sξx2

)‖(ξx1
, ξx2

)‖2(1−β)|s|−β

× e2πi[ξx1
(x1+su1)+ξx2

(x2+su2)] ds dξx1
ξx2

.

Making the substitutions s = 1
α − 1, ξx1

= αξx̄1
and ξx2

= αξx̄2
, we have

Iβc f(x1, x2, u1, u2) =

∫

R

∫

R2

f̂(αξx̄1
, αξx̄2

, (1− α)ξx̄1
, (1 − α)ξx̄2

)‖(ξx̄1
, ξx̄2

)‖2(1−β)

× |α|2−β |1− α|−βe2πiC dξx̄1
ξx̄2

dα,

where

C = (αx1 + (1− α)u1)ξx̄1
+ (αx2 + (1− α)u2)ξx̄2

.

Here we express f̂ by (Pf )̂ in (23). It follows that

Iβc f(x1, x2, u1, u2) =

∫

R

|α|2−β |1− α|−β

∫

R2

(Pf )̂ (α, ξx̄1
, ξx̄2

)

× ‖(ξx̄1
, ξx̄2

)‖2(1−β)e2πiC dξx̄1
ξx̄2

dα.

By definition of the Riesz potential, hence

Iβc f(x1, x2, u1, u2)

=

∫

R

|α|2−β |1− α|−βI2(1−β)Pf(α, αx1 + (1− α)u1, αx2 + (1 − α)u2)) dα

=P ∗
β I

2(β−1)Pf(x1, x2, u1, u2),

and the inversion formula for n = 2 follows by applying I−β
c to both sides of the

above equality. �

Remark 4.4. Let f(x,u) ∈ S(R2n). For any β < 2n, the inversion formula of the
Radon transform is given by [15]

f =
1

2
I−βR#Iβ−2n+1g, g = Rf. (29)

By comparing the inversion formula for the photography transform with that of the
classic Radon transform, we can find the following facts.

(i) For n = 1 and any β < 2, the inversion formula (29) reads as

f =
1

2
I−βR#Iβ−1g, g = Rf.

It is worth mentioning formally that the 2-dimensional classic Radon transform
inversion formula is very similar to that of the photography transform in (27).
However, there still exists a little difference in the part of the dual operator. To
be more precise, R#g is equivalent to applying R# to g directly. However, P ∗

β g
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is equivalent to applying P ∗ to the product of g and a weight function ω(α) =(
α2 + (1− α)2

)−β/2
.

(ii) For n = 2 and any β < 4, the inversion formula (29) reads as

f =
1

2
I−βR#Iβ−3g, g = Rf.

Three differences need to be mentioned here regarding the inversion formulas of two
transforms from right to left when n = 2. The first one is the coefficient of the Riesz
potential which acts on g directly. The coefficient of the former is 2(β− 1), and the
latter one is β − 3. The second one is the part of the dual operator, analogous to
that when n = 1, but the weight function for P ∗

β g here is ω(α) = |α|2−β |1 − α|−β .
Finally, the coupled Riesz potential, which reflects the coupling relation between
variables in the photography transform P , is different from the Riesz potential in
the Radon transform inversion formula. This one illustrates the essential difference
between the two transforms. For the δ-function in the 2-dimensional photography
transform, the coefficients multiplied by x1 and x2 are the same as α. Thus, x1

and x2 are coupled together in inversion, and so do u1 and u2. However, the classic
Radon transform does not have such a coupling relation between variables.

By taking β = 0 and β = 1 in the inversion formulas for the photography
transform when n = 1 and n = 2, we can obtain the following two corollaries
directly.

Corollary 4.5. Letting β = 0,
(i) for n = 1, we have

f = P ∗I−1g, g = Pf ; (30)

(ii) for n = 2 and under Assumption 4.1, we have

f = P ∗
0 I

−2g, g = Pf. (31)

Remark 4.6. (i) For implementation of (31), we consider the approximate formula

f ≈

∫ +∞

−∞

α2(hb ∗ g)(α, αx1 + (1− αu1), αx2 + (1− α)u2)) dα,

where

hb(x̄1, x̄2) =

∫

‖(ξx̄1
,ξx̄2

)‖<b

‖(ξx̄1
, ξx̄2

)‖2e2πi(ξx̄1
x̄1+ξx̄2

x̄2) dξx̄1
ξx̄2

,

and b is the cut-off frequency. This is the FBP method for the 2-dimensional
photography transform and other similar forms can be found in previous studies
[10, 11]. The FBP method for the 1-dimensional photography transform can also
be obtained by a similar discussion.

(ii) By the Hilbert transform H defined by

(Hg)̂ (ξx̄1
) = −i sgn(ξx̄1

)ĝ(ξx̄1
),

where

sgn(ξx̄1
) =





1, if ξx̄1
> 0,

0, if ξx̄1
= 0,

−1, if ξx̄1
< 0,
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and the equality I−1g = (2π)−1Hg(1), we can obtain an equivalent formula of (30)

f = (2π)−1P ∗Hg(1)

= (2π)−1

∫

R

Hg(1)(α, αx1 + (1 − α)u1) dα,

where the derivative g(1) is taken with respect to the second variable. Unfortunately,
the problem of reconstructing a function from its photography transform is not local
in the sense that computing the function at some point requires all values of g due
to the non-locality of Hilbert transform [15].

(iii) By the 2-dimensional Laplacian ∆ and the equality I−2 = −(2π)−2∆, an
equivalent formula of (31) can be obtained as follows,

f = −(2π)−2P ∗
0∆g

= −(2π)−2

∫

R

α2(∆g)(α, αx1 + (1 − α)u1, αx2 + (1− α)u2) dα,

where ∆g is acting on the variables x̄1 and x̄2 of g. Since the Laplacian is a local
operator, the inversion for the 2-dimensional photography transform only relies on
local information of g.

Corollary 4.7. Letting β = 1,
(i) for n = 1, we have

f = I−1P ∗
1 g, g = Pf ; (32)

(ii) for n = 2, and under Assumption 4.1, we have

f = I−1
c P ∗

1 g, g = Pf. (33)

Remark 4.8. To consider the implementation of (33), we can get the BFP method
of the 2-dimensional photography transform P

f ≈ mb ∗ (P
∗
1 g),

where

mb(x1, x2, u1, u2) =

∫

‖(ξx1
,ξx2

)‖<b

∫

‖(ξu1
,ξu2

)‖<b

‖(ξx1
, ξx2

)‖‖(ξu1
, ξu2

)‖|α||1− α|−1

× e2πi(ξx1
x1+ξx2

x2+ξu1
u1+ξu2

u2) du1u2 dx1x2.

The BFP method of the 1-dimensional photography transform P can also be simi-
larly obtained.

5. Some other extensions

The main goals of this section are to propose and study two other types of
photography transform. The proofs in this section are slight modifications of the
proof in previous sections, so we omit them.

Suppose f(x,u) ∈ S(R2n). To consider that the variable xi in (3) is multiplied
by different αi instead of the same α, we obtain a new photography transform P̄
defined by

P̄ f(α, x̄) =

(
n∏

i=1

|αi|

)−1 ∫

Rn

f

((
1

αi
x̄i +

(
1 +

1

αi

)
ui

)n

i=1

,u

)
du,
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for all α = (α1, . . . , αn)
⊤ ∈ (R− {0})n and x̄ ∈ R

n. For n = 1, P̄ and P coincide.
Based on the δ-function, we get an equivalent form of P̄

P̄ f(α, x̄) =

∫

Rn

∫

Rn

f(x,u)δ((αixi + (1− αi)ui − x̄i)
n
i=1) dx du.

It can be seen from this equivalent definition that xi and ui in δ-function are mul-
tiplied by different coefficients, so there is no coupling relation between variables.

Now, we introduce another new type of the photography transform P̃ . If n is

even, for all α = (α1, . . . , αn
2
)⊤ ∈ (R− {0})

n
2 and x̄ ∈ R

n, P̃ is defined by

P̃ f(α, x̄) =




n/2∏

i=1

|αi|
2




−1 ∫

Rn

f

((
1

αi
x̄i +

(
1 +

1

αi
ui

))n
2

i=1

,u

)
du,

where x̄i = (x̄2i−1, x̄2i)
⊤. We give an equivalent definition

P̃ f(α, x̄) =

∫

Rn

∫

Rn

f(x,u)δ((αixi + (1 − αi)ui − x̄i)
n
2

i=1) dxdu.

If n is odd, for all α = (α1, . . . , αn+1

2

)⊤ ∈ (R − {0})
n+1

2 and x̄ ∈ R
n, P̃ is defined

by

P̃ f(α, x̄) =



|αn|

(n−1)/2∏

i=1

|αi|
2




−1 ∫

Rn

f

((
1

αi
x̄i +

(
1 +

1

αi
ui

))n−1

2

i=1

,

1

αn+1

2

x̄n +

(
1 +

1

αn+1

2

)
un,u

)
du,

and its equivalent definition is given by

P̃ f(α, x̄) =

∫

Rn

∫

Rn

f(x,u)

× δ
(
(αixi + (1 − αi)ui − x̄i)

n−1

2

i=1 , αn+1

2

xn + (1 − αn+1

2

)un − x̄n

)
dx du.

For n = 1, 2, P̃ and P coincide. When n is even, there is a coupling relation
between x2i−1 and x2i in (xi,ui). Meanwhile, when n is odd, the variables have
a coupling relation similar to the even case except for (xn, un). We also write

P̄α(x̄) = P̄ f(α, x̄) and P̃α(x̄) = P̃ f(α, x̄).

Now, the Fourier slice theorem and the convolution theorem of both P̄α and P̃α

are given as follows.

Proposition 5.1. For f(x,u), g(x,u) ∈ S(R2n), we have
(i)

(P̄αf )̂ (ξx̄) = f̂((αiξx̄i
)ni=1, ((1 − αi)ξx̄i

)ni=1), α ∈ R
n,

if n is even

(P̃αf )̂ (ξx̄) = f̂((αiξx̄i
)

n
2

i=1, ((1− αi)ξx̄i
)

n
2

i=1), α ∈ R
n
2 ,

and if n is odd,

(P̃αf )̂ (ξx̄) = f̂((αiξx̄i
)

n−1

2

i=1 , αn+1

2

ξx̄n
, ((1−αi)ξx̄i

)
n−1

2

i=1 , (1−αn+1

2

)ξx̄n
), α ∈ R

n+1

2 ;

(ii)
P̄α(f ∗ g) = P̄αf ∗ P̄αg, α ∈ R

n,
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P̃α(f ∗ g) = P̃αf ∗ P̃αg,

where α ∈ R
n
2 if n is even and α ∈ R

n+1

2 if n is odd.

Along the similar argument with (14)−(15), the dual operators P̄ ∗ and P̃ ∗ are
defined by

(P̄ ∗g)(x,u) =

∫

Rn

g (α, (αixi + (1 − αi)ui)
n
i=1) dα,

if n is even

(P̃ ∗g)(x,u) =

∫

R
n
2

g (α, (αixi + (1 − αi)ui)
n
2

i=1) dα,

and if n is odd

(P̃ ∗g)(x,u) =

∫

R
n+1
2

g
(
α, (αixi + (1− αi)ui)

n−1

2

i=1 , αn+1

2

xn + (1− αn+1

2

)un

)
dα.

Similarly, we can derive the convolution property related to the dual operators and

the representation of the normal operator for P̄ and P̃ .

Proposition 5.2. For f(x,u) ∈ S(R2n) and
(i) g(α, x̄) ∈ S(Rn × R

n), we have

(P̄ ∗g) ∗ f = P̄ ∗(g ∗ Pf);

(ii) if n is even g(α, x̄) ∈ S(R
n
2 ×R

n) and if n is odd g(α, x̄) ∈ S(R
n+1

2 ×R
n), we

have

(P̃ ∗g) ∗ f = P̃ ∗(g ∗ Pf).

Proposition 5.3. For f(x,u) ∈ S(R2n) we have
(i)

P̄ ∗P̄ f =

{
n∏

i=1

|xi − ui|
−1

}
∗ f,

(ii) if n is even

P̃ ∗P̃ f =

{∏n/2
i=1 δ (sin(φi − ϕi))∏n/2

i=1 ‖(xi, ui)‖

}
∗ f,

where φi = arg(x2i−1, u2i−1), ϕi = arg(x2i, u2i), i = 1, . . . , n/2 and if n is odd,

P̃ ∗P̃ f =

{ ∏(n−1)/2
i=1 δ

(
sin(φi − ϕi)

)

|xn − un|
∏(n−1)/2

i=1 ‖(xi, ui)‖

}
∗ f.

where φi = arg(x2i−1, u2i−1), ϕi = arg(x2i, u2i), i = 1, . . . , (n− 1)/2.

To proceed, we need to define two operators

(Īβc f )̂ (ξx, ξu) =
n∏

i=1

‖(ξxi
, ξui

)‖−β f̂(ξx, ξu), β < 2,

and

(Īβg)̂ (α, ξx̄) =

n∏

i=1

|ξx̄i
|−β ĝ(α, ξx̄), β < 2.

Then an exact analytic inversion formula for P̄ is given by the next proposition.
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Proposition 5.4. Let f(x,u) ∈ S(R2n) and denote

P̄ ∗
β g = P ∗

( n∏

i=1

(
α2
i + (1 − αi)

2
)− β

2 g
)
.

For any β < 2 we have

f = Ī−β
c P̄ ∗

β Ī
β−1g, g = P̄ f.

Since there exists the coupling relation between the variables in P̃ , we use the
following assumption to overcome the inadequacy of information in the frequency

domain when P̃ is inverted.

Assumption 5.5. For f(x,u) ∈ S(R2n). (i) if n is even, the Fourier transform
of f satisfies

f̂
(
ξx, (siξx2i−1

+ tiξx2i
, siξx2i

− tiξx2i−1
)

n
2

i=1

)
= f̂

(
ξx, (siξxi

)
n
2

i=1

)
δ(t),

for all t = (t1, . . . , tn
2
)⊤ ∈ R

n
2 , s = (s1, . . . , sn

2
)⊤ ∈ R

n
2 , and ξx ∈ R

n;
(ii) if n is odd, the Fourier transform of f satisfies

f̂
(
ξx, (siξx2i−1

+ tiξx2i
, siξx2i

− tiξx2i−1
)

n−1

2

i=1 , ξun

)
= f̂

(
ξx, (siξxi

)
n−1

2

i=1 , ξun
)
)
δ(t),

for all t = (t1, . . . , tn−1

2

)⊤ ∈ R
n−1

2 , s = (s1, . . . , sn−1

2

)⊤ ∈ R
n−1

2 , ξx ∈ R
n, and

ξun
∈ R.

For any β < 2, we define

(Ĩβc f )̂ (ξx, ξu) =

{∏n/2
i=1 ‖ξxi

‖−β‖ξui
‖−β f̂(ξx, ξu), if n is even,∏(n−1)/2

i=1 ‖ξxi
‖−β‖ξui

‖−β‖(ξxn
, ξun

)‖−β f̂(ξx, ξu), if n is odd,

and

(Ĩβg)̂ (α, ξx̄) =

{∏n/2
i=1 ‖ξx̄i

‖−β ĝ(α, ξx̄), if n is even,
∏(n−1)/2

i=1 ‖ξx̄i
‖−β|ξx̄n

|−
β
2 ĝ(α, ξx̄), if n is odd.

Finally, we give the inversion formula of P̃ .

Proposition 5.6. Let f(x,u) ∈ S(R2n) and Assumption 5.5 hold. Denote

P̃ ∗
β g =






P̃ ∗
(∏n/2

i=1 |αi|
2−β |1− αi|

−βg
)
, if n is even,

P̃ ∗

(∏n−1

2

i=1 |αi|
2−β |1− αi|

−β
(
α2

n+1

2

+ (1− α2
n+1

2

)2
)− β

2

g

)
, if n is odd.

For any β < 2, we have

f = Ĩ−β
c P̃ ∗

β Ĩ
2(β−1)g, g = P̃ f.

6. Conclusion and remarks

In this paper, three types of photography transform P , P̄ , and P̃ are defined
from an application in the real world, that is, to reconstruct the light field from the
focal stack. We clarify the equivalent relation between these photography trans-
forms and the Radon transform by introducing some coupled Radon transforms.
Several properties of the photography transforms are obtained, which are related
to the Fourier transform, convolution, and their dual operator. More importantly,



PHOTOGRAPHY TRANSFORMS AND THEIR INVERSION FORMULAS 21

the analytic inversion formulas of these photography transforms are also given un-
der appropriate assumptions. All of the above results show the similarities and
differences between the photography transform and the classic Radon transform.

Some additional remarks:

• For different photography transforms we need to note that P has a stronger

coupling relation between variables than P̃ , while P̄ dose not have coupling
relation between variables. The stronger coupling relation variables in in-
tegral means the less dimensional measurement will be, which makes the
inversion more difficult. In this paper, although the inversion formulas of

P̄ and P̃ for the arbitrary n-dimensional case have been obtained, we only
derive the analytic inversion formulas for P when n = 1, 2.

• This paper mainly aims to establish a theoretical analysis of the photogra-
phy transform P , so it is assumed that the measurement Pf is known for
any real number α. In practice, we can only sample a few non-negative dis-
crete points of α for Pf when n = 2, so the use of exact inversion formula
(28) will face the difficulty of the incomplete data similar to limited-angle
and sparse-view reconstruction in CT [24]. How to construct a stable and
efficient numerical algorithm for the light filed reconstruction from the in-
sufficient measurement of the focal stack is a big challenge in practice.

Acknowledgement

This work was partially supported by the National Natural Science Foundation of
China (Grant No. 61931003), and partially supported by the China Scholarship
Council (Grant No. 202307090070). The authors would like to thank T. Shan for
helpful comments and suggestions.

References

[1] E. H. Adelson and J.R. Bergen, The plenoptic function and the elements of early vision, Vol.
2, MIT Press, Cambridge, 1991.

[2] J. R. Alonso, A. Fernández and J. A. Ferrari, Reconstruction of perspective shifts and refo-
cusing of a three-dimensional scene from a multi-focus image stack, Appl. Opt., 55 (2016),
2380-2386.

[3] A. H. Andersen and A. C. Kak, Simultaneous Algebraic Reconstruction Technique (SART):
a superior implementation of the art algorithm, Ultrason. Imaging, 6 (1984), 81-94.

[4] I. Y. Chun, Z. Huang, H. Lim and J. A. Fessler, Momentum-Net: Fast and convergent
iterative neural network for inverse problems, IEEE Trans. Pattern Anal. Mach. Intell., 45
(2020), 1-17.
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